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Executive Summary 

CH2M HILL, under contract to the U.S. Army Corps of Engineers, Louisville District, 
prepared this Environmental Condition of Property (ECP) report for the 1LT Ray S. 
Musselman Memorial U.S. Army Reserve (USAR) Center (Facility ID PA068), hereafter 
referred to as the “Property” or “USAR Center.” The Property is at 1020 Sandy Hill Road, 
Norristown, Montgomery County, Pennsylvania 19401, and encompasses approximately 
3.45 acres.  

This ECP report was conducted in conformance with the Department of Defense’s Base 
Redevelopment and Realignment Manual, DoD 4165.77-M (BRRM), Army Regulation 200-1, 
and the American Society for Testing and Materials (ASTM) Designation D6008-96 (2005), 
Standard Practice for Conducting Environmental Baseline Surveys.  

This ECP report details the history of the property, including the USAR and any prior 
tenant uses of the Property and the resulting environmental condition of the Property.  

The USAR Center is on approximately 3.45 acres of land with two permanent structures, a 
35,496-square-foot main building and a 3,850-square-foot Organizational Maintenance Shop 
(OMS) building. The site is currently occupied by the 358th Civil Affairs Brigade.  

Based on a review of aerial photographs and U.S. Geological Survey topographical maps 
dating back to 1942, the Property was an undeveloped lot prior to 1952. Construction of the 
main and OMS buildings were completed in late 1958 or early 1959.  

Areas of potential environmental concern were reviewed, and CH2M HILL found the 
following relating to the environmental condition of the property: 

• Adjacent property, Monty’s Service Center, is located on the north side of Sandy Hill 
Road and has reported releases of petroleum substances from three leaking 
underground storage tanks (LUSTs). Two of three tanks have received administrative 
closeout (ACO) status, while the third is listed as active. The active LUST release has 
resulted in petroleum, oil, and lubricant (POL)-impacted groundwater and Pennsylvania 
Department of Environmental Protection (PADEP) has approved additional 
investigations, which include installation of monitoring wells on the USAR Center 
property to assess environmental impacts to adjacent properties and establish the 
groundwater flow direction. Although the Monty Service Center property has been 
identified as posing potential environmental impacts to groundwater beneath the USAR 
Center, available documentation has not confirmed that groundwater beneath the 
Property has been impacted. In addition, the available data has not confirmed the USAR 
Center is downgradient of the POL release. 

• Location of fuel oil underground storage tank (UST) (10,000-gallon capacity) next to the 
OMS building. The potential for a UST was identified in 1999 when a vent pipe was 
observed on the Property. There is no available information indicating the UST was 
removed; however, the vent pipe was not observed during the 2006 site reconnaissance. 
There is no available information to determine if there has been a release from this UST. 
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In accordance with Department of Defense policy defining the classifications (see Sherri 
Goodman Memorandum dated 21 October 1996), the Property has been classified as Type 1. 
This classification does not include categorizing the property based on de minimis 
conditions that generally do not present material risk of harm to the public health or the 
environment and that generally would not be the subject of an enforcement action if 
brought to the attention of appropriate governmental agencies. 
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Abbreviations and Acronyms 

The following is a comprehensive list of abbreviations and acronyms that are used 
throughout this report. 

ACM asbestos-containing material 

ACO administrative closeout 

AMSA Area Maintenance Support Activity 

AR Army Regulation 

AST aboveground storage tank 

ASTM American Society for Testing and Materials 

BRRM Base Redevelopment and Realignment Manual 

BRAC Base Realignment and Closure 

CERCLA Comprehensive Environmental Response, Compensation, and Liability Act 

CERCLIS Comprehensive Environmental Response, Compensation, and Liability Act 
Information System 

CFR Code of Federal Regulations 

COMMO communications 

CORRACTS Resource Conservation and Recovery Act corrective action site 

DoD Department of Defense 

ECP environmental condition of property 

EDR Environmental Data Resources, Inc. 

ERNS Emergency Response Notification System 

FEMA Federal Emergency Management Agency 

JRB Joint Reserve Base 

kg kilogram 

LBP lead-based paint 

LUST leaking underground storage tank 

MEC munitions and explosives of concern 

MEP military equipment parking 

MSDS material safety data sheet 

NAS Naval Air Station 

NBC nuclear, biological, and/or chemical 
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NFA no further action 

NFRAP No Further Remedial Action Planned 

NPL National Priorities List 

NRHP National Register of Historic Places 

OMS organizational maintenance shop 

OWS oil/water separator 

PA-DER Pennsylvania Department of Environmental Resources 

PADEP Pennsylvania Department of Environmental Protection 

PCB polychlorinated biphenyl 

pCi/L picoCuries per liter 

PECO Pennsylvania Electric Company  

POL petroleum, oil, and lubricant 

POV privately owned vehicle 

RCRA Resource Conservation and Recovery Act 

RCRIS Resource Conservation and Recovery Act Information System 

RQ reportable quantity 

RRC Regional Readiness Command 

RSC Regional Support Command 

STATSGO State Soil Geographic Database 

Tank Act Storage Tank and Spill Prevention Act 

TSD treatment, storage, and/or disposal 

USACE United States Army Corps of Engineers 

USAR United States Army Reserve 

USEPA United States Environmental Protection Agency 

USFWS United States Fish and Wildlife Service 

USGS United States Geological Survey 

UST underground storage tank 
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1 Introduction  

CH2M HILL, under contract to the U.S. Army Corps of Engineers (USACE) Louisville 
District Engineering Division was authorized to conduct an Environmental Condition of 
Property (ECP) report for the 1LT Ray S. Musselman Memorial U.S. Army Reserve (USAR) 
Center (PA068). The facility is located at 1020 Sandy Hill Road, Norristown, Montgomery 
County, Pennsylvania (Figure 1, Appendix A), and is hereafter referred to as the “Property” 
or “USAR Center.” CH2M HILL prepared this ECP report under contract number 
W912QR-04-D-0020, Task Order No. 0018, with the Louisville District USACE. 

A visual non-intrusive reconnaissance of the Property was conducted on August 4, 2006, in 
support of the ECP. The reconnaissance purpose was to visually obtain information 
indicating the likelihood of recognized environmental conditions associated with the 
Property or adjacent properties. 

In preparing this ECP report, CH2M HILL gathered information from available records and 
previous work from others, interviews with individuals purporting to be familiar with the 
Property, and observations from a site reconnaissance. The accuracy of the information 
obtained from these sources was not verified by CH2M HILL. As such, CH2M HILL will 
make no warranty, expressed or implied, relative to the accuracy, completeness, or 
reliability of the information used to create the records and reports prepared by others. 

1.1 Purpose of Environmental Condition of Property 
The Military Department with real property accountability shall assess, determine, and 
document the environmental condition of all transferable property in an ECP report. This 
ECP report is based on readily available information. Pursuant to the Department of 
Defense’s (DoD’s) policy, set forth in the Base Redevelopment and Realignment Manual 
(DoD 4165.66-M, March 1, 2006) Section C8.3 (BRRM), the primary purposes of the ECP 
report include the following:  

• Provide the Army with information it may use to make disposal decisions 

• Provide the public with information relative to the environmental condition of the 
property 

• Assist in community planning for the reuse of Base Realignment and Closure (BRAC) 
property 

• Assist federal agencies during the property screening process 

• Provide information for prospective buyers 

• Assist prospective new owners in meeting the requirements under U.S. Environmental 
Protection Agency’s (USEPA’s) “All Appropriate Inquiry” regulations 

• Provide information about completed remedial and corrective actions at the property 
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• Assist in determining appropriate responsibilities, asset valuation, and liabilities with 
other parties to a transaction 

The ECP report contains the information required to comply with the provisions of 40 Code 
of Federal Regulations (CFR) Part 373, which require that a notice accompany contracts for 
the sale of, and deeds entered into, for the transfer of federal property on which any 
hazardous substance was stored, released or disposed of. The Comprehensive 
Environmental Response, Compensation, and Liability Act (CERCLA), Section 120(h) 
stipulates that a notice is required if certain quantities of designated hazardous substances 
have been stored on the property for 1 year or more—specifically, quantities exceeding 1,000 
kilograms (kg) or the reportable quantity, whichever is greater, of the substances specified 
in 40 CFR 302.4 or 1 kg of acutely hazardous waste as defined in 40 CFR 261.30. A notice 
also is required if hazardous substances have been disposed of or released on the property 
in an amount greater than or equal to the reportable quantity. Army Regulation (AR) 200-1 
requires that the ECP report address asbestos, lead-based paint (LBP), radon, and other 
substances potentially hazardous to human health. 

This ECP report used the American Society for Testing and materials (ASTM) Designation 
D6008-96 (2005), Standard Practice for Conducting Environmental Baseline Surveys, the BRRM, 
CERCLA §120, and AR 200-1. 

1.2 Scope of Services 
This ECP report covers the 3.45-acre USAR Center located at 1020 Sandy Hill Road, 
Norristown, Pennsylvania (Figure 1, Appendix A). The Property is bounded by Sandy Hill 
Road to the north, commercial development to the west and north, and residential 
developments to the south and east. All site maps, figures, and aerial photographs 
referenced herein are provided in Appendix A, while Appendix B contains the photographs 
taken during the August 4, 2006, site reconnaissance. Appendix C contains the Property 
warranty deeds and chain of title information, and lease or permit agreements if applicable. 
Relevant historical environmental documents and reports are provided in Appendix D, 
while Appendix E contains the Environmental Data Resources, Inc. (EDR) radius search 
reports commissioned for this effort.  

This ECP report classifies the Property into one of seven DoD Environmental ECP categories 
as defined by the DoD policy defining the classifications (see Sherri Goodman 
Memorandum dated 21 October 1996). The property classification categories are as follows: 

• ECP Area Type 1—An area or parcel of real property where no release or disposal of 
hazardous substances or petroleum products or their derivatives has occurred 
(including no migration of these substances from adjacent properties). 

• ECP Area Type 2—An area or parcel of real property where only the release or disposal 
of petroleum products or their derivatives has occurred. 

• ECP Area Type 3—An area or parcel of real property where release, disposal, or 
migration, or some combination thereof, of hazardous substances has occurred, but at 
concentrations that do not require a removal or remedial action. 
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• ECP Area Type 4—An area or parcel of real property where release, disposal, or 
migration, or some combination thereof, of hazardous substances has occurred and all 
remedial actions necessary to protect human health and the environment have been 
taken. 

• ECP Area Type 5—An area or parcel of real property where release, disposal, or 
migration, or some combination thereof, of hazardous substances has occurred and 
removal or remedial actions, or both, are underway, but all required actions have not yet 
been taken. 

• ECP Area Type 6—An area or parcel of real property where release, disposal, or 
migration, or some combination thereof, of hazardous substances has occurred, but 
required response actions have not yet been initiated. 

• ECP Area Type 7—An area or parcel of real property that is unevaluated or requires 
additional evaluation.  

MKE/062610170 1-3 



ENVIRONMENTAL CONDITION OF PROPERTY REPORT USACE LOUISVILLE DISTRICT 
1LT RAY S. MUSSELMAN MEMORIAL USAR CENTER (PA068) FEBRUARY 2007 
NORRISTOWN, PA 19401 FINAL 

2 Site Location and Physical Description 

2.1 Site Location  
The USAR Center is located in Montgomery County on the southeast side of the city of 
Norristown, Pennsylvania, at 1020 Sandy Hill Road (Figure 1, Appendix A). The 3.45-acre 
parcel is situated on a two-lane street (Sandy Hill Road) and is surrounded on other 
Property boundaries by residential and commercial development.  

2.2 Asset Information 
Facility Name and Address: 1LT Ray S. Musselman Memorial USAR Center 
     1020 Sandy Hill Road 
     Norristown, Pennsylvania 

Property Owner:   U.S. Government 

Date of Ownership:   1955  

Current Occupant:   358th Civil Affairs Brigade (Unknown, 2005) 

Zoning: Information not available at the time of the ECP report 
preparation 

County, State:    Montgomery, Pennsylvania 

USGS Quadrangle(s):   Norristown, Pennsylvania 

Section/Township/Range: Information not available at the time of the ECP report 
preparation 

Latitude/longitude:   40°06’48.6”N; 75°19’25.3”W (EDR, 2006) 

Legal Description: Being that parcel or tract of land, consisting of 
3.45 acres, more or less, situated and lying along Sandy 
Hill Road, in the City of Norristown, Montgomery 
County, State of Pennsylvania 

The USAR Center includes one contiguous 3.45-acre parcel of land.  

2.3 Physical Description 
The USAR Center is located on a 3.45-acre parcel on the southeast side of Norristown, 
Pennsylvania (Figure 1, Appendix A) and contains two permanent structures and three 
parking lots. Construction of both the 35,496-square-foot main building and the 
3,850-square-foot Organizational Maintenance Shop (OMS) building was completed in 1959 
(Unknown, 2005) and subsequently renovated in 1994. Both structures are on concrete 
foundations and consist of concrete block walls covered with a brick veneer. Two military 
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equipment parking (MEP) areas and one privately owned vehicle (POV) parking area also 
are contained within the Property. Chain-link security fencing topped with barbed wire 
encloses the MEP areas and OMS building (Figure 2, Appendix A).  

Most of the Property is covered by impervious surface features such as asphalt parking 
areas, driveways, concrete walkways, and building footprints. The remaining land is 
grassed with trees along the eastern and southern portions of the Property.  

2.3.1 Main Building 
The main building is an irregular-shaped two-story structure, with a two-story drill hall 
connected by a one-story enclosed corridor. The building’s interior consists of office space, 
classrooms, kitchen area, storage, former indoor firing range, and a drill hall. Based on the 
August 4, 2006, site reconnaissance, the Property contains a grease trap associated with the 
kitchen. An arms vault is located on the first floor and is used to store rifles and pistols. 
Based on interviews with 99th Regional Readiness Command (RRC) personnel, ammunition 
is not stored in the arms vault. The remaining rooms of the first floor consist of 
administrative offices, storage, a former firing range, and a computer server room. 
Additional information regarding the former firing range is presented in Section 6.9. Locked 
storage cages are located east of the drill hall on the first floor. Non-hazardous military 
equipment was stored in these locked storage cages during the August 4, 2006, site 
reconnaissance. Nuclear, biological, and/or chemical (NBC) warfare monitors also were 
stored in these locked storage cages. The specific caged area where these monitors were 
stored was denoted with a placard labeled “Radioactive”. Facility personnel confirmed that 
these were NBC monitors, and that they contain small amounts of unregulated radioactive 
materials. There were numerous NBC monitors, which were contained in individual 
protective cases.  

A boiler room is located on the southern portion of the main building. The boiler room is 
lower in elevation than the first floor and houses the building’s water heater, natural gas 
heating units, and bypass feeder. An electrical sub-panel also is located in the boiler room. 
Reddish-brown staining was noted on the walls of the boiler room. There were cut pipes in 
the south and west walls (Photographs 1 and 2, Appendix B).  

Another room is located south of the boiler room and is connected by a single doorway. 
This room is not being used by 99th RRC personnel. It was originally used as a room to store 
the Property’s coal-fired heating system and associated coal fuel. A steel coal chute about 
3 feet by 2 feet square is located in the southern wall of the room. Based on interviews with 
99th RRC personnel, at an unknown date, the Property was switched to gas heating, and the 
coal heating system was decommissioned. The room was later converted to a bar-lounge 
area. During the August 4, 2006, site reconnaissance, the lighting did not work, and paint, 
concrete, and plaster were peeling from the walls and ceiling, exposing the reinforcing steel 
bars in the concrete (Photograph 3, Appendix B).  

The second floor is above the entire northern half of the building and consists of offices and 
classrooms. One pad-mounted transformer is located outside the southwestern corner of the 
main building.  
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2.3.2 Organizational Maintenance Shop and Vehicle Wash Area 
The OMS and wash rack area are located south of the main building. The wash rack is 
located outside, on the west side of the OMS building, and consists of a concrete pad that is 
even with the surrounding pavement (that is, no curb) (Photograph 4, Appendix B). A grate 
is located in the center of the wash rack and is assumed to drain to the sanitary sewer. While 
a 1999 facility assessment recommended the oil/water separator (OWS) be maintained 
semiannually, a November 15, 2000, inspection did not identify an OWS associated with the 
wash rack (Horne, 2001). A vehicle was parked on the wash rack, and the grate could not be 
visually surveyed during the August 4, 2006, site reconnaissance.  

The interior of the OMS consists of four vehicle maintenance bays with rows of tool chests 
and caged storage areas. On the north side of the OMS are two offices, a restroom, electrical 
closet, and a communications (COMMO) storage room that stores communication 
equipment including batteries. Two flammable storage cabinets were located in the OMS 
and were locked (Photograph 5, Appendix B). The contents of the cabinets could not be 
verified; however, material safety data sheet (MSDS) documentation was present for engine 
oil, antifreeze, grease, white lithium grease, hydraulic oil, and gun lubricant.  

No floor drains or trench drains were identified within the OMS building; however, a large 
patched section of concrete was identified in the western-most bay. 99th RRC personnel 
identified this as a former vehicle maintenance pit (Photograph 6, Appendix B). The 
condition of the floor and walls of the former vehicle maintenance pit could not be assessed 
during the August 4, 2006, site reconnaissance. In addition, an open 10-inch-diameter pipe 
was in the floor between the patched concrete and west wall, and angled down and to the 
east, toward where the former maintenance pit would have been (Photograph 7, Appendix 
B). 99th RRC personnel were uncertain of the pipe’s purpose. Personnel familiar with the 
OMS building were interviewed and have no knowledge of the existence of current or past 
floor drains or trench drains in the OMS building. It is noted that the USAR Center is listed 
as a Resource Conservation and Recovery Act (RCRA) small quantity generator (EDR, 2006).  

Several military vehicles were parked in the MEP area between the main building and the 
OMS building. Faint oil-like stains were noted on the pavement in the MEP area. These 
stains did not extend off the paved areas and are typical of staining found in parking lots. 

2.4 Site Hydrology and Geology  
The USAR Center and Norristown are located within the Gettysburg-Newark Lowland 
Section of the Piedmont Physiographic Province. In Pennsylvania, the Gettysburg-Newark 
Lowland Section occupies about 2,050 square miles of south-central and southeastern 
Pennsylvania. The Gettysburg-Newark Lowland is composed of Upper Triassic and Lower 
Jurassic sedimentary rocks and Lower Jurassic-age diabase. The sedimentary rocks lie 
unconformably on strongly folded and deeply eroded Paleozoic and Precambrian rocks. The 
Gettysburg-Newark Lowland is characterized by a gently rolling topography of low to 
moderate relief with broad, shallow valleys and low ridges. The minimum altitude is about 
40 feet above sea level, and the maximum altitude is about 1,355 feet above sea level (USGS, 
2002). The USAR Center is on a broad hill that slopes south toward the Schuylkill River.  
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Both Norristown and the USAR Center are found on the U.S. Geological Survey (USGS) 
7.5-minute Norristown Quadrangle map (Figure 3, Appendix A).  

2.4.1 Surface Water Characteristics 
Figure 3 in Appendix A provides a portion of the 1992 Norristown, Pennsylvania, USGS 
topographic map that includes the Property. As shown, the Property is situated at an 
elevation of approximately 233 feet above mean sea level and is on the side of a broad hill 
that slopes south toward the Schuylkill River.  

Stormwater sheet flows to storm drains located in each of the two MEP areas. One storm 
drain is located between the main building and the OMS building; the second is located in 
the south-central portion of the southwestern MEP area.  

No surface water features are located in the immediate vicinity of the Property. Diamond 
Run Creek is located about 0.2 mile southwest of the Property (Figure 3, Appendix A). 
Diamond Run Creek flows south to the Schuylkill River. The Schuylkill and Delaware rivers 
are located about 0.5 mile south-southwest and about 15 miles southeast, respectively. The 
Schuylkill River discharges into the Delaware River, which ultimately discharges into 
Delaware Bay and the Atlantic Ocean.  

According to the Federal Emergency Management Agency (FEMA) Flood Insurance Rate 
Map, Community Panel 42091C0352E, the Property is not included in the 100-year 
floodplain elevation (EDR, 2006).  

2.4.2 Hydrogeological Characteristics 
According to information acquired from the Soil Conservation Service’s State Soil 
Geographic Database (STATSGO) for Montgomery County, specific types of soil at the 
Property are from the Penn Series. The Penn Series is listed as a Class C soil, which is 
characterized by slow infiltration rates that impede downward movement of water, or soils 
with moderately fine or fine textures. The Penn Series soils are well drained and do not meet 
the requirements for a hydric soil. The depth to bedrock in this area ranges from 20 to 
40 inches below grade (EDR, 2006).  

The regional aquifer beneath the site, the Stockton Aquifer, has been characterized as 
consisting of two hydraulic systems: the water table and the artesian aquifers. The water 
table aquifer extends to a depth of between 75 and 100 feet below the land surface, and it 
discharges to nearby streams and open bodies of water. Underlying the water table aquifer 
is the artesian aquifer, the principal potable water source in Norristown Township. The 
water table aquifer furnishes recharge to the artesian aquifer (Soto, 2002). Groundwater flow 
direction on the Property is unknown. 

2.5 Site Utilities  
Based on interviews with 99th RRC personnel, the following information was obtained 
regarding site utilities. 

Water Service—Audubon Water Company provides potable water service to the Property. 
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Sanitary Sewer System—The City of Norristown provides sanitary sewer service to the 
Property. The primary source of wastewater that is directed to the city sewer system 
includes non-process wastewater (bathrooms, sinks, etc.) and vehicle washing runoff. 

Gas and Electric—Pennsylvania Electric Company (PECO) provides natural gas and electric 
services to the Property. 

2.6 Water Supply Wells and Septic Systems 
Based on a review of available historical site and agency records and interviews with site 
personnel, there are no water supply wells located currently or historically at the Property 
(EDR, 2006). There are no water supply wells within 0.25 mile of the Property (EDR, 2006). 
The Audubon Water Company supplies potable water to the Property.  

The Property’s sanitary sewer is connected to the Norristown Sewer Authority sanitary 
sewer system (local sewer system). No historical reports were found that document when 
the Property was connected to the local sewer system. In addition, no information was 
available on whether the septic system existed or was removed.  
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3 Site History 

3.1 History of Ownership 
Land titles for the Property, which are included in the chain of title report in Appendix C, 
were available dating back to 1920. The report did not identify any leases or environmental 
liens against the USAR Center property. According to the chain of title report, the United 
States Government acquired the 3.45-acre parcel in 1955. 

3.2 Past Uses and Operations  
In 1955, the U.S. Government purchased the 3.45 acres of land for construction of the USAR 
Center. Construction of the main building and OMS building were completed in late 1958 or 
early 1959. Based on interviews with 99th RRC personnel, the buildings were subsequently 
renovated in 1994.  

Based on interviews with 99th RRC personnel, the Property primarily functioned as an 
administrative, logistical, and educational facility, with limited maintenance of military 
vehicles occurring in the OMS building. The Property was historically used by reservists for 
drill activities on various weekends throughout the year. At the time of the August 4, 2006, 
site reconnaissance, the main building contained various items, including desks, office 
furniture, an arms vault, and folding tables.  

Activities inside the OMS building were limited to preventative maintenance checks, 
including checking vehicle fluids such as motor oil, water, antifreeze, and light maintenance 
activities. Any equipment requiring heavier maintenance was sent to the Area Maintenance 
Support Activity (AMSA) shop located at the Willow Grove Naval Air Station/Joint Reserve 
Base (NAS/JRB).  

At the time of the August 4, 2006, site reconnaissance, the OMS building was being used to 
store items such as tents and tent frames. Two locked flammable storage cabinets were 
located in the OMS building (Photograph 5, Appendix B). A storage room located in the 
OMS, labeled COMMO Room, contained communication equipment. Another room, located 
on the southwestern side of the OMS building, was being used to store 5-gallon containers 
of used petroleum, oil, and lubricant (POL) products (Photograph 8, Appendix B). As seen 
in Photograph 8 (Appendix B), these containers were stored directly on the concrete floor of 
the room and not on secondary containment pallets or other equipment designed for the 
purpose of capturing spills. Three wet-cell batteries also were stored on the pavement just 
outside the OMS building.  

Several military vehicles were parked in the MEP area between the main building and OMS 
building. According to 99th RRC personnel, the vehicles were in the process of being 
transferred to another military facility in San Diego, California.  

Vehicle washing would have historically occurred outside the OMS building on the wash 
rack. The wash rack is located outside, on the west side of the OMS, and consists of a 
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concrete pad that is flush with the surrounding pavement (that is, no curb) (Photograph 4, 
Appendix B). A grate is located in the center of the wash rack. Since an OWS is not located 
on the Property (Horne, 2001), it is assumed that the wash rack drains to the sanitary sewer 
system. The wash rack and drain collected wash fluids that more than likely contained 
POLs, but often cleaning solvents used in the cleaning of vehicle components and antifreeze. 
Since wash racks were not typically used to drain POL or antifreeze fluids directly, and 
since these types of fluids would have been diluted with water from spray hoses prior to 
entering the drain of the wash rack, only de minimis quantities would be suspected to have 
been released. A military vehicle was parked on the wash rack at the time of the August 4, 
2006, site reconnaissance. 99th RRC personnel stated that the wash rack is no longer used. 

Based on the 1942 aerial photograph (Figure 4, Appendix A), the Property and surrounding 
land were open fields or were used for agricultural purposes. It appears as though a house 
and a barn were located on the lot directly west of the Property.  

The USAR Center first appears in the 1958 aerial photograph (Figure 5, Appendix A). In this 
image, the main building is present; however, the OMS building is not. The current location 
of the POV lot, on the northeast side of the Property, appears to be a different color than the 
MEP lot south of the main building. This may indicate that the POV lot is not paved. In 
addition, residential neighborhoods appear to the north and east. West of the Property, the 
house noted in the 1942 aerial photograph is no longer present, and a commercial building 
is in its place.  

In the 1965 through 1992 aerial photographs (Figures 6 through 9, Appendix A), both the 
main and OMS buildings are present on the Property. The surrounding properties appear 
unchanged with the exception of more commercial buildings west of the Property. In 1973, a 
residential neighborhood appears directly south of the Property, and several vehicles 
appear in the MEP lot. Figure 10 in Appendix A shows the Google Earth image, which is the 
most recent known aerial image of the Property. This image shows the Property closest to its 
current configuration; note that the POV parking lot appears to be paved. 

In addition to historical aerial photographs, historical USGS topographical maps from 1952, 
1966, 1973, and 1992 (Figures 3 and 11 through 13, Appendix A) were reviewed. A review of 
these maps indicates the same progression of development of the Property and surrounding 
areas as the historical aerial photographs. The Property appears undeveloped in the 1952 
topographic map (Figure 11, Appendix A). The Property first appears in the 1966 map 
(Figure 12, Appendix A) and is referred to as “Armory.” The 1973 topographic map 
(Figure 13, Appendix A) shows additional residential streets south of the Property.  

3.3 Past Use, Storage, Disposal, and Release of Hazardous 
Substances 

3.3.1 Past Use and Storage of Hazardous Substances  
Information related to the past use and storage of hazardous substances at the Property was 
compiled through review of available site records, search of federal and state environmental 
databases, and interviews with Army Reserve personnel. Chemicals formerly used and 
stored at the Property were associated with vehicle and facility maintenance activities and 
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janitorial services. Janitorial chemicals and building maintenance-related products were 
stored in the designated storage area within the janitorial closet located in the main 
building. Vehicle maintenance products, with the exception of POL products discussed in 
Section 3.4, were stored within designated areas within the OMS building. In addition, three 
wet-cell batteries were stored on the pavement outside the OMS building. 

Certain types of chemical products used and stored at the Property would have contained 
CERCLA hazardous substances and would have been stored on a rotational basis in 
amounts necessary to support the unit through direct support level maintenance. There is 
no indication that CERCLA hazardous substances were stored at the Property for 1 year or 
more in excess of corresponding reportable quantities. 

3.3.2 Past Disposal and Release of Hazardous Substances 
Information related to past disposal and potential release of hazardous substances at the 
Property was compiled through review of available site records, search of federal and state 
environmental databases, and interviews with Army Reserve personnel. According to Army 
Reserve personnel and site records, onsite disposal of hazardous materials or wastes has not 
occurred at the Property. It was confirmed through the interview with 99th RRC personnel 
that any hazardous waste generated at the OMS is transported and disposed of at the 
Willow Grove NAS/JRB AMSA.  

There were no signs of staining or noxious or foul odors noted during the August 4, 2006, 
site reconnaissance.  

3.4 Past Presence of Bulk Petroleum Storage Tanks  
99th RRC personnel were not aware of any underground storage tanks (USTs) or 
aboveground storage tanks (ASTs) on the Property. No ASTs were identified during the site 
reconnaissance. Historical documents, however, discuss a UST (possibly 10,000-gallon 
capacity) used for storing fuel oil for heating the OMS building, located adjacent to the OMS 
building (Department of the Army, 2000). A vent pipe was identified during a November 5, 
1999, facility assessment. To date, no UST closure documentation has been found. One 
letter, dated August 2, 1990, from the Engineering and Housing Directorate at Fort 
Indiantown Gap, Pennsylvania, directs the facility to: 

Prepare all plans, specifications, and bidding documents to remove existing 
underground fuel oil storage tanks in accordance with the PA Department of 
Environmental Resources (PA-DER). The tank removals should include a site 
investigation to identify contamination and contingencies for necessary remedial 
action. All replacement tanks must be registered with PA-DER. A PA-DER certified 
tank installer must work on the site (Department of the Army, 1990).  

The location of the vent pipe noted above could not be verified during the August 4, 2006, 
site reconnaissance, and 99th RRC personnel were not aware of the existence of any USTs on 
the Property. 
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The Property is not listed in the Pennsylvania Department of Environmental Protection 
(PADEP) leaking underground storage tank (LUST) database (PADEP, Land Recycling 
Program). 

Information related to the past use and storage of POL substances at the Property was 
compiled through review of available site records, search of federal and state environmental 
databases, and interviews with Army Reserve personnel. POL products formerly used and 
stored at the Property were associated with vehicle maintenance activities. During the 
August 4, 2006, site reconnaissance, some of the vehicle maintenance POL products were 
stored within designated areas within the OMS building. Used POL products were stored in 
5-gallon containers directly on the concrete floor of a closet, and not on secondary 
containment pallets or other equipment designed for the purpose of capturing spills 
(Photograph 8, Appendix B).  

In addition, faint oil-like staining was noted on the pavement in the MEP area; however, 
these stains did not extend off the paved areas and are typical of staining found in parking 
lots. 

3.5 Review of Previous Environmental Reports 
A review of site records produced several reports pertaining to the Property. The following 
subsections provide a brief summary of these reports. Copies of the reports, unless 
otherwise specified, are provided in Appendix D. 

3.5.1 1990 Contract No. DACA31-86-C-0002, Alteration/Expansion 200-300 
Member USAR Center, Norristown, PA 

This is a letter, dated August 2, 1990, from the Engineering and Housing Directorate at Fort 
Indiantown Gap, Pennsylvania. The letter directs the facility to “Prepare all plans, 
specifications, and bidding documents to remove existing underground fuel oil storage 
tanks in accordance with the PA Department of Environmental Resources (PA-DER). The 
tank removals should include a site investigation to identify contamination and 
contingencies for necessary remedial action. All replacement tanks must be registered with 
PA-DER. A PA-DER certified tank installer must work on the site.” 

3.5.2 1992 Contract DACA 31-92-C-0014 
This is a letter from the Department of the Army that directs subcontractors to remove 
asbestos-containing material (ACM) floor tiles from the main building. . 

3.5.3 1994 Draft ECAS Report Environmental Compliance Assessment for Army 
Reserves, 1LT Ray S. Musselman Memorial USAR Center 

This report documents inspection activities at the Property. It identifies medical waste in the 
main building that was probably used for physical examinations during drill weekends. 
99th RRC personnel stated that medical staff typically properly disposed of such medical 
waste at the completion of physical examination activities. 
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3.5.4 1995 Radon Program Compliance, 1LT Ray S. Musselman Memorial USAR 
Center 

This report summarizes site-specific radon surveys that were conducted in November 1988 
and February 1989. Section 6.8 summarizes information from this document. 

3.5.5 1995 79th Army Reserve Command Cultural Resource Management Plan 
This report documents the survey that inventoried properties controlled or leased by the 
79th RRC. Historical information, setting and landscape, cultural resources, security, 
architectural information, and structure descriptions are included for each property. Each 
site also was assessed for its eligibility to the National Register of Historic Places (NRHP). 
No facilities at the USAR Center were eligible for listing on the NRHP. 

3.5.6 2000 Engineering and Environmental Facility Assessment for 1LT Ray 
S. Musselman Memorial USAR Center and OMS 

This report documents an environmental compliance assessment conducted at the Property 
in 1999. The report states that the USAR Center has very few environmental problems and 
generates only a small amount of waste oil. The report identifies a vent pipe on the Property 
and states that there is no documentation as to whether a 10,000-gallon UST was removed. 
The report also states that no lead survey/abatement records could be found regarding the 
conversion of the firing range to a classroom and that there were no asbestos or radon 
surveys for the Property. The report states that an OWS is present on the facility, which has 
not been maintained on a routine basis and recommends the OWS be maintained 
semiannually. 

3.5.7 2000 Cross-Connection Control Survey for 99th Regional Support 
Command 

The report’s objective was to locate and identify the occurrences of cross-connection 
protection code violations and make the appropriate backflow prevention device 
recommendations to correct any deficiencies. Code requirements, facility inspection 
checklists, and recommendations were included in the report. Deficiencies were noted 
within the buildings, and corrective actions were recommended. Noted deficiencies were 
related to mechanical-type equipment, and do not affect the environmental condition of 
property. 

3.5.8 2001 OWS Survey Report for 99th RSC Customer Support Team 
This report summarizes the inspection performed by Horne Engineering Services, Inc. on 
November 15, 2000. USAR contracted Horne Engineering Services, Inc. to survey the 
Property along with other 99th RRC USAR centers. Because the Property has a wash rack, 
an OWS was assumed to exist on the Property. In its report, Horne Engineering Services, 
Inc. mentioned that an OWS was identified in 1996. The 2000 survey, however, confirmed 
that an OWS does not exist on the Property and concludes that the presumed OWS was 
most likely the sewage pump station located at the southeastern portion of the Property.  
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3.5.9 2002 Geohydrology of Southeastern Pennsylvania 
This report was prepared by USGS and includes information on the geology and 
hydrogeology of the Gettysburg-Newark Lowland Section of the Piedmont Physiographic 
Province in which the Property is located. Section 2.4 provides information from this 
document. 

3.5.10 2002 Hydrogeological Investigation at Site 5, Willow Grove NAS/JRB, 
Horsham Township, Montgomery County, Pennsylvania 

This report was prepared by USGS and provides detailed information about the geology 
and hydrogeology of the Stockton Aquifer, which underlies the Property. Section 2.4 
provides information from this document. 

3.5.11 2003 Range Cleanup—PA068, 99th RSC 1LT Ray S. Musselman U.S. Army 
Reserve Center, Norristown, Pennsylvania 

This report provides documentation on range closure activities. The report documents the 
final cleanup of the former firing range at the USAR Center. This information is discussed in 
detail in Section 6.9. 

3.5.12 2005 BRAC 2005 Implementation Plan, S18 Real Property 
The Real Property Action Plan is used to define actions relative to the BRAC 
recommendation to close the USAR Center in Norristown, Pennsylvania. It provides 
information on land use, building specifications, tenets, and infrastructure. Information 
from this document is presented in Section 2.2. 

3.5.13 2005 Programmatic Natural Resource Management Plan, 79th Army 
Reserve Command, Pennsylvania 

This report was prepared for the 79th RRC to inventory and manage natural resources 
found at 79th RRC facilities in central and southeastern Pennsylvania. The report concluded 
that the USAR Center did not contain any key natural resources, including wetlands, 
surface water, floodplains, rare species, and/or the potential for rare species.  
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4 Adjacent Properties 

Adjacent property land uses are significant to the ECP process, as these current or past uses 
may have an environmental impact on the USAR Center. Adjacent properties were included 
in the EDR report review for this reason. Typically, adjacent properties within 0.25 mile of 
the USAR Center property boundaries are reviewed and visually surveyed. For the 
purposes of this ECP, the adjacent property reconnaissance was performed from the USAR 
Center property boundaries and from public access points. Historical aerial photographs 
and topographic maps also were reviewed for conditions or activities that may have had an 
environmental impact on the Property.  

4.1 Land Uses 
Figure 10 in Appendix A, 2006 Google Earth Image, depicts the most recent image of land 
use surrounding the Property. Land use south of the USAR Center consists of a small 
wooded area and single-family residences. A strip mall is located west of the Property and 
is mostly unoccupied. Businesses in the strip mall consist of a pharmacy, one retail store, 
and one restaurant. East of the Property is a wooded lot, followed by Fairfield Road. More 
single-family residences are located on the east side of Fairfield Road. A historical landfill 
was identified at 409 Riverview Road (currently single-family residences), directly east of 
the property, just east of Fairfield Road. Directly north of the Property is Sandy Hill Road, a 
two-lane road. North of Sandy Hill Road is a small convenience store, former gas station, 
and a neighborhood consisting of single-family homes. Table 1 summarizes the current 
adjacent properties and their owners.  

TABLE 1 
List of Properties Adjacent to 1LT Ray S. Musselman USAR Center, Norristown, Pennsylvania 

Name/Type of 
Property Address 

Distance and 
Direction from 

Property Remarks 

Mario’s Sandy Hill 
Pharmacy 

1014 Sandy Hill Road, 
Norristown, PA 19401 

Approx. 250 feet 
southwest 

Equal elevation 

Family Dollar 
Stores 

1018 Sandy Hill Road, 
Norristown, PA 19401 

Approx. 200 feet 
southwest 

Equal elevation 

7-Eleven Store 
No. 16366 

1355 Sandy Hill Road, 
Norristown, PA 19401 

Approx. 200 feet north Higher Elevation 

Monty’s Service 
Center 

1349 Sandy Hill Road, 
Norristown, PA 19401 

Approx. 237 feet 
east-northeast 

Higher elevation; 3 LUSTs—2 ACOs 
and 1 interim or remedial actions 
initiated 

ACO—administrative closeout 
LUST—leaking underground storage tank 
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4.2 Findings 
The EDR database search results were reviewed for any evidence that adjacent properties 
may have past or present environmental issues that would impact the USAR Center.  

Monty’s Service Center, located 237 feet east-northeast of the Property, has three LUSTs 
(two 4,000-gallon and one 2,000-gallon tanks) that are listed as “temporarily out of use.” 
Two of these LUSTs have received administrative closeout (ACO) status. PADEP defines the 
ACO status as a facility where multiple releases have occurred and corrective action is 
ongoing. The third LUST at Monty’s Service Center is undergoing remedial actions.  

The PADEP UST division representative overseeing the LUST investigation stated that a 
release occurred from a LUST at Monty’s Service Center, and that this release has impacted 
groundwater. PADEP confirmed that the investigation of this LUST is currently ongoing. To 
date, Monty’s Service Center has excavated impacted soil and installed monitoring wells to 
determine the nature and extent of groundwater contamination. PADEP indicated that the 
release has impacted adjacent properties. As a result, the investigation is being expanded to 
include installation of monitoring wells on properties adjacent to Monty’s Service Center 
property. The PADEP-approved investigation plan includes proposed monitoring well 
installations on the USAR Center property to assist in delineating the groundwater plume 
and defining the groundwater flow direction. Investigations to date indicate that the 
impacted groundwater is in a fracture controlled bedrock system, the downgradient 
direction of which has not been defined. According to PADEP, preliminary information has 
identified the USAR Center as potentially crossgradient and within any potential offsite 
plume migration. To date, available information contains no evidence that the release at 
Monty’s Service Center has impacted groundwater beneath the USAR Center and has not 
indicated that the USAR Center is directly downgradient of the release site. 

The EDR report identified a historical landfill about 646 feet east of the Property. The 
landfill, Permit Number X87092100312, is listed as “inactive.” The location of the landfill is 
in a residential neighborhood and could not be identified on the historical aerial 
photographs or topographic maps reviewed, or during the August 4, 2006, reconnaissance 
survey. 

Two RCRA small quantity generators, Genuardi’s Supermarket and Sherman Williams, 
were identified west of the Property; however, these two businesses are no longer present at 
these locations, and no violations were listed in the EDR report (EDR, 2006).  

Water well databases at the federal and state level were reviewed to identify any water 
supply source near the Property. No water supply sources were located within 0.5 mile of 
the Property.  

Based on a review of historical aerial photographs and topographic maps (Figures 3 through 
13, Appendix A), land use at adjacent properties have changed significantly over the years. 
The Property appears to be undeveloped prior to 1952, as evidenced in the 1942 aerial 
photograph and 1952 topographic map. Development of the surrounding area does not 
appear to occur until 1965. Subsequent aerial photographs and topographic maps show 
steadily increasing commercial and residential development of the land surrounding the 
Property. 
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5 Review of Regulatory Information 

An essential component of an ECP is the review of records and databases containing 
information on the Property and adjacent properties. The review includes reasonably 
obtainable federal, state, and local government records, and is intended to identify a release 
or likely release of any hazardous substance or any petroleum product, which is likely to 
cause or contribute to a release or threatened release of any hazardous substance or any 
petroleum product to the Property.  

The majority of the regulatory information for this ECP report was obtained from EDR on 
August 4, 2006. EDR provides a regulatory database summary that consolidates standard 
federal, state, local, and tribal environmental record sources based on ASTM-recommended 
minimum search distances from the Property.  

All findings reported in Sections 5.1, 5.2, and 5.3 are from the EDR report unless otherwise 
noted. A copy of the complete EDR report is included in Appendix E.  

5.1 Federal Environmental Records  
5.1.1 Federal National Priorities List Sites within 1 Mile  
USEPA maintains a record of the nation’s worst uncontrolled or abandoned hazardous 
waste sites, known as the National Priorities List (NPL). Sites on the NPL undergo 
long-term remedial action under CERCLA. The USAR Center is not an NPL site, nor were 
there any such sites located within 1 mile of the Property (EDR, 2006). 

5.1.2 Federal Comprehensive Environmental Response, Compensation and 
Liability Act Information Systems Sites within 0.5 Mile 

The CERCLA Information System (CERCLIS) contains data on potentially hazardous waste 
sites that have been reported to USEPA by state, municipalities, private companies, and 
private persons, pursuant to Section 103 of the Act. CERCLIS contains sites that either are 
proposed to be or are on the NPL and sites that are in the screening and assessment phase 
for possible inclusion on the NPL. 

The USAR Center is not a CERCLIS site, and there are no CERCLIS sites located within 
0.5 mile of the USAR Center. There is one CERCLIS No Further Remedial Action Planned 
(NFRAP) site, the Roma Kote Plant Company, located about 0.8 mile southwest from the 
Property. An NFRAP site is an archived site that has been removed and archived from the 
inventory of CERCLIS sites. This status indicates that, to the best of USEPA’s knowledge, 
assessment at a site has been completed and USEPA has determined that no further steps 
will be taken to list this site on the NPL (EDR, 2006). 
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5.1.3 Resource Conservation and Recovery Act Corrective Action Sites within 
1 Mile 

RCRA corrective action sites (CORRACTS) represent facilities that have generated or 
managed hazardous wastes and require corrective action. The USAR Center is not a 
CORRACTS; however, two CORRACTS have been identified within 1 mile of the Property. 
The Spray Production Corporation is located 0.6 mile south-southeast, and the Tube 
Methods, Inc. site is located 0.9 mile southwest of the Property. Both of these sites are 
located closer to Schuylkill River than the Property and thus would be suspected to be 
downgradient of the Property. 

5.1.4 RCRA Transport, Treatment, and/or Disposal Sites within 0.5 Mile 
RCRA defines and regulates sites that generate, transport, store, treat, and/or dispose (TSD) 
of hazardous wastes. The RCRA Information System (RCRIS) includes selective information 
on these sites. 

The USAR Center is not a RCRIS TSD site, and there are no such sites located with 0.5 mile 
of the USAR Center (EDR, 2006).  

5.1.5 Federal RCRA Small and Large Quantity Generators List within 0.25 Mile 
Conditionally exempt small quantity generators are defined as facilities generating less than 
100 kg of hazardous waste, or less than 1 kg of acutely hazardous waste per month. RCRA 
small quantity generators are defined as facilities generating between 100 and 1,000 kg of 
hazardous waste per month. A facility generating more than 1,000 kg of hazardous waste or 
over 1 kg of acutely hazardous waste per month is defined as a large quantity generator. 

The USAR Center is listed as an RCRA-registered small quantity generator. No RCRA 
violations are associated with the USAR Center (EDR, 2006). 

The EDR report identified two adjacent property owners as RCRA-registered small quantity 
generators. Genuardi’s Supermarket and Sherman Williams were located about 200 feet 
west of the Property; however, both of these businesses are no longer present at these 
locations. No RCRA violations were noted for either site (EDR, 2006). 

No large quantity generators are located within 0.25 mile of the USAR Center (EDR, 2006).  

5.1.6 Federal Emergency Response Notification System List 
The Federal Emergency Response Notification System (ERNS) List maintains information on 
reported releases of oil and hazardous substances. The USAR Center is not on this 
notification list (EDR, 2006). 

5.2 State and Local Environmental Records 
Most of the information presented in this subsection was obtained from the EDR report 
(2006). Additional information also was obtained from online database searches of the State 
of Pennsylvania’s Web site (http://www.depweb.state.pa.us/landrecwaste/cwp/). 
Occasionally, state and local agency personnel were interviewed via telephone to answer 
questions about any database issues. 
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5.2.1 State Lists of Hazardous Waste Sites within 1 Mile  
The USAR Center is not on the state list of hazardous waste sites, and no adjacent properties 
within 1 mile of the USAR Center were listed as having a hazardous waste site (EDR, 2006). 

5.2.2 State-Registered Landfills or Solid Waste Disposal Sites within 0.5 Mile 
The USAR Center does not have a solid waste landfill, incinerator, or transfer station within 
the Property boundaries (EDR, 2006).  

No adjacent properties within 0.5 mile of the Property have a solid waste landfill, 
incinerator, or transfer station; however, two historical landfill sites were identified in the 
EDR report (2006). The Distant site is located about 646 feet east of the USAR Center, and 
the East Norriton-Plymouth Whiteplain JSA site is located about 2,364 feet south-southwest 
of the Property. No additional environmental issues were identified at these sites. 

5.2.3 State-Registered Leaking UST Sites within 0.5 Mile  
In addition to information obtained from the EDR report, the PADEP Bureau of Waste 
Management maintains a comprehensive database of LUST sites. This list represents the 
confirmed release incidents that have been reported to PADEP since the enactment of the 
Storage Tank and Spill Prevention Act (Tank Act) in July 1989. Releases from home heating 
oil tanks, which are not regulated by the Tank Act, are not part of this list. The USAR Center 
is not listed in the state LUST database (PADEP, Land Recycling Program). 

Three LUST sites in various stages of closure were identified within 0.5 mile of the USAR 
Center (EDR, 2006). Table 2 summarizes their information relative to the USAR Center and 
provides the status of their corrective action.  

Monty’s Service Center, located 237 feet east-northeast of the Property, has three LUSTs 
(two 4,000-gallon and one 2,000-gallon tanks) that are listed as “temporarily out of use.” 
Two of these LUSTs have received ACO status. The ACO status is defined by PADEP as a 
facility where multiple releases have occurred and corrective action is ongoing. The third 
LUST at Monty’s Service Center is undergoing remedial action.  

The PADEP UST division representative overseeing the LUST investigation stated that a 
release occurred from a LUST at Monty’s Service Center, and that this release has impacted 
groundwater. PADEP confirmed that the investigation of this LUST is currently ongoing. To 
date, Monty’s Service Center has excavated impacted soil and installed monitoring wells to 
determine the nature and extent of groundwater contamination. PADEP indicated that the 
release has impacted adjacent properties. As a result, the investigation is being expanded to 
include installation of monitoring wells on properties adjacent to Monty’s Service Center 
property. The PADEP-approved investigation plan includes proposed monitoring well 
installations on the USAR Center property to assist in delineating the groundwater plume 
and defining the groundwater flow direction. Investigations to date indicate that the 
impacted groundwater is in a fracture controlled bedrock system, the downgradient 
direction of which has not been defined. According to PADEP, preliminary information has 
identified the USAR Center as potentially crossgradient and within any potential offsite 
plume migration. To date, available information contains no evidence that the release at 
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Monty’s Service Center has impacted groundwater beneath the USAR Center and has not 
indicated that the USAR Center is directly downgradient of the release site. 

The Celestino Maddonni site is located 1,085 feet west-southwest of the Property and has 
been closed with no further action (NFA) status (EDR, 2006). The NFA status indicates that 
this site does not pose a threat to human health and the environment and, therefore, will not 
have an environmental impact on the Property. 

The OJP Auto Services site is located 1,472 feet west-southwest of the Property. The LUST at 
this site is listed as “inactive” by PADEP. Inactive is explained by PADEP as a site where an 
incident has occurred and “cleanup completed” status has not been achieved, however, it 
has been determined by PADEP to be a low priority for corrective action as a result of select 
criteria (that is, no product in the leaking storage tank system, no known free product in the 
environment, risks to human health and the environment have been mitigated, strong 
potential receptors to be impacted are not known to exist, the responsible party is not 
performing or planning to perform corrective action, or the case is at least 2 years old). 
Because PADEP determined that risks to human health and the environment at the OJP 
Auto Services site have been mitigated, it is not expected that any offsite migration from this 
site would impact the Property. 

TABLE 2 
Leaking Underground Storage Tank Sites 
Near 1LT Ray S. Musselman Memorial USAR Center, Norristown, Pennsylvania 

Company/Site Address 

Distance and 
Direction from 

Property Regulatory Status 

Elevation 
Relative to 
Property 

Monty’s Service 
Center 

1349 Sandy Hill Road,
Norristown, PA 19401 

Approx. 495 feet 
east-northeast 

3 LUSTs—ACO for 
2 LUSTs, interim or 
remedial actions 
initiated at 1 LUST 

Higher 

Celestino Maddonni 770 Sandy Street, 
Norristown, PA 19401 

Approx. 1,085 feet 
west-southwest 

Cleanup completed Lower 

OJP Auto Services 733 E. Airy Street, 
Norristown, PA 19401 

Approx. 1,472 feet 
west-southwest 

Inactive Lower 

ACO—Administrative closeout. A facility where multiple releases have occurred and corrective action is 
ongoing. The prior release incidents will be assigned the ACO status. The most recent release incident will 
remain open. 
Inactive—Incidents in this status have not achieved “cleanup completed” status. However, these incidents 
have been determined by PADEP to be low priority for corrective action as a result of meeting select criteria 
(that is, no product in the leaking storage tank system, no known free product in the environment, risks to 
human health and the environment have been mitigated including vapor/fire/explosion hazards, contaminated 
drinking water supplies, and releases to surface waters, strong potential for receptors to be impacted is not 
known to exist, responsible party is not performing or planning to perform corrective action, or the case is at 
least 2 years old). 
LUST—leaking underground storage tank 
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5.2.4 State-Registered UST Sites within 0.5 Mile 
Review of the EDR report and the state of Pennsylvania’s UST database indicate that no 
additional UST sites are located within 0.5 mile of the USAR Center. The LUST sites 
described in Section 5.2.3 are the only sites within 0.5 mile of the Property that have USTs 
(EDR, 2006).  

5.2.5 State Spills Incidents 
The USAR Center is not listed on the Pennsylvania state petroleum spill list (EDR, 2006). 
Other than the LUST sites discussed in Section 5.2.3, the radius search did not identify any 
other state spill sites on adjacent properties. 

5.2.6 Records of Contaminated Public Wells within 0.5 Mile 
The Audubon Water Company and Pennsylvania American Water Company do not own or 
operate any municipal water supply wells within 0.5 mile of the USAR Center (EDR, 2006).  

5.2.7 Voluntary Remediation Program Sites within 0.5 Mile 
The USAR Center is not listed in Pennsylvania’s Brownfield Program (the successor to the 
Voluntary Cleanup Program). No sites located within 0.5 mile of the USAR Center are listed 
as being in the Brownfield Program (PADEP, Pennsylvania Brownfield Inventory).  

5.2.8 State-Registered Bulk Fertilizer and Pesticide Storage Facilities within 
0.25 Mile 

The USAR Center is not registered with the state as a bulk fertilizer and pesticide storage 
facility. Additionally, no adjacent properties within 0.25 mile were registered as one of these 
facilities (EDR, 2006).  

5.3 Unmapped Sites 
Some sites within the databases EDR searches have the same zip code as the USAR Center, 
but no street address. These sites, known as unmapped or orphan sites, cannot be mapped 
from the EDR results alone. Additional efforts described herein were made to locate these 
sites and assess their environmental importance to the USAR Center.  

Using the mapping utility provided at maps.google.com, the locations of the orphan sites 
were identified and mapped. Four of the sites, Greg S. Auto Radiator Service, Sullivan 
S. Amoco Station, Gretz Beer, and Asphalt Paving & Supply, are located within 0.5 mile of 
the Property. A review of the 1992 Norristown topographic map (Figure 3, Appendix A) 
indicates that these sites are all located closer to the closer to Schuylkill River than the 
Property and thus would be suspected to be downgradient of the Property. Therefore, any 
releases from these properties are not suspected to have an environmental impact on the 
Property. 
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5.4 Summary of Properties Evaluated to Determine Risk to the 
Property 

To summarize Sections 5.1 through 5.3, one separate property, Monty’s Service Center, was 
evaluated as a potential risk to the USAR Center. This adjacent property evaluation was 
identified as a result of information obtained during area reconnaissance, interviews, and 
regulatory database searches, and is summarized in Table 3. Although this property has 
been identified as posing potential environmental impacts to groundwater beneath the 
USAR Center, available documentation has not confirmed the groundwater beneath the 
Property has been impacted. In addition, the available data has not confirmed the USAR 
Center is directly downgradient of the POL release. 

TABLE 3 
Property Evaluated for Potential Environmental Risks 
1LT Ray S. Musselman Memorial USAR Center, Norristown, Pennsylvania 

Company/Site Database 

Elevation 
Relative to 
Property? 

Potential Impact 
on the 

Property? Comments 

Monty’s Service 
Center 

LUST, archive UST Higher Yes 3 LUSTs—ACO for 2 LUSTs, 
interim or remedial actions 
initiated at 1 LUST  

ACO—Administrative closeout. A facility where multiple releases have occurred and corrective action is 
ongoing. The prior release incidents will be assigned the ACO status. The most recent release incident will 
remain open. 
Inactive—Incidents in this status have not achieved “cleanup completed” status. However, these incidents 
have been determined by PADEP to be low priority for corrective action as a result of meeting select criteria 
(that is, no product in the leaking storage tank system, no known free product in the environment, risks to 
human health and the environment have been mitigated including vapor/fire/explosion hazards, contaminated 
drinking water supplies, and releases to surface waters, strong potential for receptors to be impacted is not 
known to exist, responsible party is not performing or planning to perform corrective action, or the case is at 
least 2 years old). 
LUST—leaking underground storage tank 
UST—underground storage tank 
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6 Site Investigation and Review of Hazards 

Findings documented in the following subsections are based on the August 4, 2006, site 
reconnaissance, a review of available site records, and information obtained from USAR 
personnel. During the August 4, 2006, site reconnaissance, a small area about 5 feet in 
diameter located in the southeast corner of the Property next to the fence appeared to be 
charred. The nature of this charred area could not be determined based on visual 
observation or during the interview process, however, it is not identified in a 1999 facility 
assessment (Department of the Army, 2000). 

6.1 USTs/ASTs  
99th RRC personnel were not aware of any USTs or ASTs on the Property. No ASTs were 
identified during the August 4, 2006, site reconnaissance; however, historical documents 
mention a 10,000-gallon heating oil UST was located adjacent to the OMS building 
(Department of the Army, 2000). A vent pipe was identified during a November 5, 1999, 
facility assessment and no UST closure reports were available at that time documenting 
removal of the UST. UST closure documentation also was not available as part of this ECP 
report preparation. One letter, dated August 2, 1990, from the Engineering and Housing 
Directorate at Fort Indiantown Gap, Pennsylvania, directs the facility to: 

Prepare all plans, specifications, and bidding documents to remove existing 
underground fuel oil storage tanks in accordance with the PA Department of 
Environmental Resources (PA-DER). The tank removals should include a site 
investigation to identify contamination and contingencies for necessary remedial 
action. All replacement tanks must be registered with PA-DER. A PA-DER certified 
tank installer must work on the site (Department of the Army, 1990). 

The location of the vent pipe noted above could not be verified during the August 4, 2006, 
site reconnaissance, and 99th RRC personnel were not aware of the existence of or removal 
of any USTs on the Property. 

The Property is not listed in the PADEP LUST database (PADEP, Land Recycling Program).  

6.2 Inventory of Chemicals/Hazardous Substances  
Records pertaining to hazardous substances including hazardous materials, chemical bulk 
storage, petroleum products, hazardous waste, and petroleum waste were reviewed in 
addition to interviews and the site reconnaissance to develop the inventory for this 
Property. The USAR Center is listed as a RCRA small quantity generator (EDR, 2006). 
Evidence of hazardous materials storage was observed during the August 4, 2006, site 
reconnaissance. MSDS documentation found in the OMS building was present for the 
following: 

• Engine oil 
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• Antifreeze 
• Grease 
• White lithium grease 
• Hydraulic oil 
• Gun lubricant 

Two locked flammable storage cabinets also were present in the OMS building but could 
not be opened during the August 4, 2006, site reconnaissance (Photograph 5, Appendix B). 
In addition, a storage closet is located in the southwest corner of the OMS building. The 
storage closet had several 5-gallon containers of POL (Photograph 8, Appendix B). The 
closet also had a petroleum-like odor. The containers were stored directly on the concrete 
floor of the closet and not on secondary containment pallets or other equipment designed 
for the purpose of capturing spills. No leaks or staining were present. Three wet-cell 
batteries were stored on the pavement outside the OMS building. 

During the August 4, 2006, site reconnaissance, facility personnel stated that private 
contractors perform landscape maintenance. As part of this landscape maintenance, facility 
personnel indicated the contractors might use herbicides and pesticides. Small quantities (a 
few cans) of household pesticides for interior building use were observed during the August 
4, 2006, site reconnaissance. The current use of pesticides, therefore, appears to be consistent 
with routine application. There was no evidence of a historical pesticide or herbicide release 
(that is, dead or stressed vegetation) observed during the site reconnaissance. 

6.3 Waste Disposal Sites 
Available records and interviews did not indicate the practice of onsite waste disposal. No 
waste disposal sites were observed during the August 4, 2006, site reconnaissance. As stated 
above, a charred area about 5 feet in diameter was observed during the site reconnaissance 
in the southeast corner of the Property next to the fence. The nature of this charred area is 
unknown. 

6.4 Pits, Sumps, Drywells, and Catch Basins 
The sanitary sewer system at the USAR Center is connected to the City of Norristown 
sanitary sewer system. 99th RRC personnel were not aware of the presence of an OWS. 
Horne Engineering Services, Inc. was contracted to perform an assessment of OWSs at 
USAR centers in Pennsylvania. In its report, Horne Engineering Services, Inc. mentioned 
that an OWS was identified in 1996; however, during its November 15, 2000, survey, Horne 
Engineering Services, Inc. could not identify an OWS on the Property and stated that this 
presumed OWS was most likely the sewage pump station located at the southeastern 
portion of the Property (Horne, 2001) (Photograph 10, Appendix B). Observations made 
during the August 4, 2006, site reconnaissance in conjunction with this report indicate that 
an OWS does not exist on the Property.  

A wash rack is located outside, southwest of the OMS building (Photograph 4, Appendix B). 
The wash rack previously was used to wash military vehicles. The wash rack and drain 
collected wash fluids that would have included POL, cleaning solvents used in the cleaning 
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of vehicle components, and antifreeze. There is no evidence based on visual observation and 
interviews that the piping has historically failed. While cracks in the wash rack floor or 
drain piping over extended periods of time could result in a release, because wash racks are 
not typically used to drain POL, antifreeze, or solvent fluids directly, and typically any such 
fluids entering the drains of a wash rack would have been diluted with water from spray 
hoses, only de minimis quantities would be suspected to have the potential to be released. 
While there was no closure documentation for the wash rack, any releases that might have 
occurred would be expected to be de minimis quantities. 

Because there is no OWS on the Property, the wash rack and deep sink inside the OMS 
building are assumed to be connected to the sanitary sewer system. 99th RRC personnel 
interviewed during the August 4, 2006, site reconnaissance stated that the wash rack is no 
longer in use; however, these personnel were only familiar with the facility for about 
6 months and were not aware of past practices.  

There was one sump and three drains in the boiler room inside the main building. The two 
drains are assumed to be connected to the sanitary sewer system. Copper pipes were 
directed over the two drains and appear to be draining condensation water from the 
buildings air conditioning system. 

Stormwater and surface runoff appear to flow toward two collection grates. One storm 
drain is located between the main building and the OMS building; the second is located in 
the south-central portion of the southwestern MEP area. The Property is mostly paved with 
the exception of a narrow strip of grass and trees along the front (northern) portion of the 
main building. The land surrounding the Property slopes south toward the Schuylkill River 
(Figure 3, Appendix A). No ditches were observed during the August 4, 2006, site 
reconnaissance. 

During the site reconnaissance, a large patched section of concrete was identified in the 
western-most bay of the OMS building. 99th RRC personnel identified this as a former 
vehicle maintenance pit (Photograph 6, Appendix B). The former vehicle maintenance pit 
collected fluids during maintenance activities. The fluids collected inside the former 
maintenance pit would have included petroleum, but also would have included cleaning 
solvents used in the cleaning of vehicle components and antifreeze. The former vehicle 
maintenance pit was not intended to receive significant volumes of fluids, and therefore, 
any releases that might have occurred are likely to have been de minimis quantities. During 
the August 4, 2006, site reconnaissance, the condition of the floor and walls of the former 
vehicle maintenance pit could not be assessed. There is no investigation or closure 
documentation associated with this maintenance pit. In addition, an open 10-inch-diameter 
pipe was in the floor between the patched concrete and west wall, and angled down and to 
the east, toward where the former maintenance pit would have been (Photograph 7, 
Appendix B). 99th RRC personnel were uncertain of the pipe’s purpose. Personnel familiar 
with the OMS building were interviewed and have no knowledge of the existence of current 
or past floor drains or trench drains in the OMS building. 
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6.5 Asbestos-containing Material 
A July 24, 1990, asbestos survey identified ACM in the OMS and main buildings. During the 
1990 survey, ACM was identified in pipe and duct insulation in both buildings. The 
building perimeter heat system tunnel contained ACM, and the report recommended 
abandoning it in place. Asbestos was not detected in any floor tiles or acoustical tiles; 
however, a 1992 contract document (Department of the Army, 1992) directed the removal of 
ACM floor tiles from the main building. There was no further information reasonably 
available at the time of this ECP report preparation to determine if the ACM floor tiles were 
removed.  

6.6 PCB-containing Equipment  
Environmental compliance assessments performed in 1994 and 2001 indicated that 
polychlorinated biphenyls (PCBs) were disposed of during the 1994 renovation. One drum 
of PCB light ballasts was disposed. The waste was transported under waste manifest 
number 35337 to the U.S. Ecology Facility in Beatty, Nevada, where the contents were 
apparently land filled. The USEPA generator identification is PAD067098822 (Army, 1994).  

The facility has one 150-kilovolt-amp pad-mounted transformer. The 1994 environmental 
compliance assessment noted that the local electric company confirmed that the transformer 
is PCB free (Army, 1994). 

No other electrical or hydraulic lifts that could potentially contain PCB oils were identified 
during the August 4, 2006, site reconnaissance or in the available records reviewed. Site 
personnel interviewed did not know of any other potential PCB-containing equipment on 
the Property. 

6.7 Lead-based Paint  
An LBP survey was not conducted on the buildings of this Property (Army, 2000). Because 
the buildings on the Property were constructed before 1981, there is potential for LBP. At 
the time of the August 4, 2006, site reconnaissance, with the exception of the boiler room 
and coal room in the main building (Photograph 3, Appendix B), the painted surfaces at this 
facility were in good condition. The exterior of the OMS and main buildings are constructed 
with a brick veneer, and no chipped or peeling paint were noted on the buildings exteriors. 

6.8 Radon  
Site-specific radon surveys were conducted in November 1988 and February 1989. Passive 
radon test kits were used to identify and quantify the presence of radon gas. The test kits 
were placed in randomly selected rooms on the first floors of both the OMS and main 
buildings. The average radon levels in both buildings were below the USEPA standard of 
4.0 picoCuries per liter (pCi/L) (Unknown, 1995). 

6-4 MKE/062610170 



ENVIRONMENTAL CONDITION OF PROPERTY REPORT USACE LOUISVILLE DISTRICT 
1LT RAY S. MUSSELMAN MEMORIAL USAR CENTER (PA068) FEBRUARY 2007 
NORRISTOWN, PA 19401 FINAL 

The USEPA map of radon zones indicates that the USAR Center is in Zone 1, meaning it has 
a high potential for radon (greater than 4.0 pCi/L) (http:/ / www.epa.gov/ radon/ zonemap/ 
pennsylvania.htm).  

6.9 Munitions and Explosives of Concern 
Based on a review of available records, the site reconnaissance, and interviews with USAR 
Center personnel, there are no indications that munitions or explosives of concern (MEC) 
are or were present at the Property. There was an indoor firing range on the Property 
located on the first floor of the main building; however, it was decommissioned. In 1994, the 
main building was renovated, and the firing line, shooter partitions, target retrieval system, 
bullet trap, and deflector plates were removed. In addition, the acoustical tiles were 
removed, the remaining cinder block walls were repainted, and a new acoustical tile drop 
ceiling was installed. After the 1994 renovation, the former firing range was converted into 
offices. In April 2002, IT Corporation collected wipe samples from the former firing range. 
Results from these wipe samples indicate that concentrations of lead were below 200 
micrograms per square foot, and that the range is safe for reoccupation (IT Corporation, 
2003). 

6.10 Radioactive Materials 
Based on the August 4, 2006, site reconnaissance and interviews with USAR Center 
personnel, radioactive materials were present in equipment used on the Property. NBC 
warfare monitors were stored in locked storage cages located in the main building. The 
specific caged area where these monitors were stored was marked with a placard labeled 
“Radioactive”. Facility personnel confirmed that these were NBC monitors, and that they 
contain small amounts of unregulated radioactive materials.  
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7 Review of Special Resources 

7.1 Land Use  
The zoning information could not be obtained for this report. Based on historical aerial 
photographs, the USAR Center is located in an area that combines commercial and 
residential land uses. As mentioned in Section 1, the Property is bounded by residential 
neighborhoods to the east and south, and commercial properties to the north and west. 

7.2 Coastal Zone Management 
The PADEP Water Planning Office is the lead agency for the Pennsylvania Coastal Zone 
Management Program. This Property is not included in the coastal zone management plan, 
nor is it in a coastal zone (PADEP, Coastal Zone Management Program).  

7.3 Wetlands 
According to the U.S. Fish and Wildlife Service (USFWS) National Wetlands Inventory map, 
no jurisdictional wetland areas are identified on the Property or on adjacent properties. The 
nearest wetland is located about 0.5 mile east of the Property (EDR, 2006; Appendix E).  

During the August 4, 2006, site reconnaissance, no conditions were present that suggested 
the presence of wetlands on the Property (that is, areas with standing water or wetland 
vegetation). Based on STATSGO data, the soil present at the Property is from the Penn 
Series, which is classified as a channery-silt loam and does not meet the requirements for a 
hydric soil (that is, wetland indicator soils) (EDR, 2006). Furthermore, the natural resources 
survey report prepared in July 2005 did not identify any wetlands at the Property 
(Unknown, 2005).  

7.4 100-year Floodplain 
A review of the FEMA digital Flood Hazard Area map indicates that the Property lies 
outside the 100-year floodplain. The EDR radius search report provides a map of the 
100-year floodplain elevations located in the immediate vicinity of the Property (EDR, 2006). 
99th RRC personnel were not aware of the facility ever being flooded. 

7.5 Natural Resources 
A report entitled Programmatic Natural Resource Management Plan 79th Army Reserve 
Command Pennsylvania was prepared for the 79th RRC in an effort to inventory and manage 
natural resources found at 79th RRC facilities in central and southeastern Pennsylvania. The 
report concluded that the USAR Center did not contain any key natural resources, including 
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wetlands, surface water, floodplains, rare species, or the potential for rare species (USACE, 
2005).  

7.6 Cultural Resources  
In July 1995, a Cultural Resource Management Plan for the Property was prepared for the 
79th RRC by the KFS Historic Preservation Group, Kise Franks & Straw, Inc., in association 
with Hunter Research, Inc. The purpose of the survey and subsequent report were to 
inventory thirty-two 79th RRC properties in central and southeastern Pennsylvania. To 
facilitate the cultural resource assessment, background research and site visits were 
conducted for each of the 32 facilities. Research included an evaluation of historical 
documents, previous assessments, and a summary description of the facility and its 
surroundings. In addition, each site was assessed for its eligibility to the NRHP.  

The report concludes that no historic architectural resources were identified at the Property, 
and neither of the buildings at the Property was found to meet the criteria for inclusion in 
the NRHP. Appendix D provides a copy of the July 1995 Cultural Resource Management 
Plan (KFS Historic Preservation Group, 1995). 

7.7 Other Special Resources 
Based on a review of available current and historical documents, no additional special 
resources were identified on the Property or the immediate surrounding area. 
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8 Conclusions  

The following information was obtained after conducting an environmental record search 
including records for adjacent properties, reviewing available historical information, 
conducting interviews with knowledgeable parties connected with the Property or with 
state and local agencies, and conducting a reconnaissance of the Property and adjacent 
properties.  

8.1 Review of Findings 
Hazardous Substances. Hazardous substances pursuant to CERCLA §101(14) (42 United 
States Code 9601 (14)) were used and stored at the Property in amounts necessary to 
support unit-level vehicle and building maintenance activities. There is no evidence (no 
available reports or persons interviewed) that the hazardous substances used or stored were 
released or disposed of at the Property.  

The wash rack adjacent to the OMS building is inactive, however, there is no documentation 
of closeout, and the drain for the wash rack was not accessible during the August 4, 2006, 
site reconnaissance. Based on process knowledge, any releases that might have occurred at 
the vehicle wash rack are likely to have been de minimis quantities.  

There is a former maintenance pit in the OMS building that has been filled with concrete, 
but there was no information available regarding investigation or closure of this 
maintenance pit. Based on process knowledge, any releases that might have occurred inside 
the former vehicle maintenance pit are likely to have been de minimis quantities. The 
condition of the floor and walls of the former vehicle maintenance pit could not be assessed 
during the August 4, 2006, site reconnaissance.  

In addition, at the time of the August 4, 2006, site reconnaissance, a small area about 5 feet in 
diameter located in the southeast corner of the Property next to the fence appeared to be 
charred. The nature of this charred area is unknown. 

USTs/ASTs. 99th RRC personnel were not aware of any USTs or ASTs on the Property. No 
ASTs or visual evidence of USTs (that is, no vent pipes) were identified during the August 4, 
2006, site reconnaissance. A 2000 document mentions a UST (possibly 10,000-gallon 
capacity) located adjacent to the OMS building used for storing fuel oil for heating. A vent 
pipe also was identified during a 1999 site visit. To date, no UST closure documentation has 
been found.  

Non-UST/AST Petroleum Storage. Used POL substances were stored in 5-gallon containers 
in the OMS building and not on secondary containment pallets or other equipment 
specifically designed for the purpose of capturing spills. No leaks or staining were observed.  

PCBs. Environmental compliance assessments performed in 1994 and 2001 indicated that 
PCBs were disposed of during the 1994 renovation. One drum of PCB light ballasts were 

MKE/062610170 8-1 



ENVIRONMENTAL CONDITION OF PROPERTY REPORT USACE LOUISVILLE DISTRICT 
1LT RAY S. MUSSELMAN MEMORIAL USAR CENTER (PA068) FEBRUARY 2007 
NORRISTOWN, PA 19401 FINAL 

disposed at the U.S. Ecology Facility in Beatty, Nevada, where the contents were apparently 
land filled (Army, 1994).  

The USAR Center has one pad-mounted transformer. The 1994 environmental compliance 
assessment noted that the local electric company confirmed that it is PCB free (Army, 1994). 

No other electrical or hydraulic lifts that could potentially contain PCB oils were identified 
during the site visit or in the available records reviewed. Site personnel interviewed did not 
know of any other potential PCB-containing equipment on the property. 

ACM. A July 24, 1990, asbestos survey identified ACM in the OMS and main buildings. 
During the 1990 survey, ACM was identified in pipe and duct insulation in both buildings. 
The building perimeter heat system tunnel contained ACM, and the report recommended 
abandoning it in place. Asbestos was not detected in any floor tiles or acoustical tiles; 
however, a 1992 contract document directed the removal of ACM floor tiles from the main 
building. There was no further information to determine if the ACM floor tiles were 
removed. 

LBP. No LBP surveys have been conducted at the Property (Army, 2000). All buildings on 
the Property were constructed before 1981 and, therefore, have the potential to have LBP 
present. At the time of the August 4, 2006, site reconnaissance, with the exception of the 
boiler room and coal room in the main building (Photograph 3, Appendix B), the painted 
surfaces at this facility were in good condition. The exterior of the OMS and main buildings 
are constructed with a brick veneer, and no chipped or peeling paint were noted on the 
buildings exteriors. 

Radiological Materials. Based on the August 4, 2006, site reconnaissance and interviews 
with USAR Center personnel, radioactive materials were present in equipment used on the 
Property. Meters used to monitor NBC hazards were stored in locked storage cages in the 
main building. These meters apparently contain small quantities of radioactive material in 
sealed containers and are not regulated. 

Radon. Results of the 1988 and 1989 radon surveys (Unknown, 1995) indicate that none of 
the sampling locations exhibited radon levels above USEPA’s recommended maximum 
allowable exposure level of 4.0 pCi/L. 

The USEPA map of radon zones indicates that the USAR Center is in Zone 1, meaning it has 
a high potential for radon (greater than 4.0 pCi/L) (http://www.epa.gov/radon/zonemap/ 
pennsylvania.htm).  

MEC. Available records do not indicate any MEC currently or formerly located at this 
Property. No evidence of MEC was observed during the site reconnaissance. There was an 
indoor firing range on the Property located on the first floor of the main building; however, 
it was decommissioned by 2002.  

Surrounding Properties. Potential environmental sites of concern, located within the ASTM 
D6008 recommended minimum search distances from the Property, were evaluated through 
database review and site reconnaissance. POL-contaminated groundwater on one of the 
adjacent properties (Monty’s Service Center) may potentially impact the Property. Available 
documentation, however, has not confirmed the groundwater beneath the Property has 
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been impacted. In addition, the available data have not confirmed the USAR Center is 
directly downgradient of the POL release. 

Wetlands and Floodplain. According to the USFWS National Wetlands Inventory maps, the 
2006 EDR report, and visual observations during the August 4, 2006, site reconnaissance, no 
wetlands were observed or appear to be associated with any of the facilities at this site or 
with any adjacent properties. The Property is not located within a 100-year floodplain or 
within a coastal zone. 

Threatened and Endangered Species. A report entitled Programmatic Natural Resource 
Management Plan 79th Army Reserve Command Pennsylvania was prepared for the 79th RRC 
(Unknown, 1995) in an effort to inventory and manage natural resources found at 79th RRC 
facilities in central and southeastern Pennsylvania. The report concluded that the USAR 
Center did not contain any key natural resources, including wetlands, surface water, 
floodplains, rare species, and/or the potential for rare species. 

Archaeological and Historical Resources. A Cultural Resource Management Plan for the 
Property was prepared for the 79th RRC by the KFS Historic Preservation Group, Kise 
Franks & Straw, Inc., in association with Hunter Research, Inc. The report concludes that no 
historic architectural resources were identified at the Property, and neither of the buildings 
at the Property was found to meet the criteria for inclusion in the NRHP (KFS Historic 
Preservation Group, 1995). 

8.2 Environmental Condition of Property 
Findings of this ECP report were based on readily available environmental information; 
interviews with site, state, and local personnel; review of previous environmental studies; 
and federal and state database and file information related to the storage, release, treatment, 
or disposal of hazardous substances or petroleum products. Results also were based on 
visual observations of the Property and adjacent properties.  

In accordance with DoD policy defining the classifications (see Sherri Goodman 
Memorandum dated 21 October 1996), the Property has been classified into one of seven 
property types. Based on the results of this ECP study, the Property has been assigned an 
overall DoD Environmental Condition Type 1. The property type is based on the following 
major findings: 

• Adjacent property, Monty’s Service Center, is located on the north side of Sandy Hill 
Road and has reported releases of petroleum substances from three LUSTs. Two of three 
tanks have received ACO status, while the third is listed as active. The active LUST 
release has resulted in POL-impacted groundwater and PADEP has approved additional 
investigations, which include installation of monitoring wells on the USAR Center 
property to assess environmental impacts to adjacent properties and establish the 
groundwater flow direction. Although the Monty Service Center property has been 
identified as posing potential environmental impacts to groundwater beneath the USAR 
Center, available documentation has not confirmed that groundwater beneath the 
Property has been impacted. In addition, the available data has not confirmed the USAR 
Center is downgradient of the POL release. 
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• Location of fuel oil UST (10,000-gallon capacity) next to the OMS building. The potential 
for a UST was identified in 1999 when a vent pipe was observed on the Property. There 
is no available information indicating the UST was removed; however, the vent pipe 
was not observed during the 2006 site reconnaissance. There is no available information 
to determine if there has been a release from this UST. 

• Wash rack adjacent to OMS building. The wash rack adjacent to the OMS building is 
inactive. No documentation of closeout was reasonably available at the time of this ECP 
report preparation. The drain for the wash rack was not accessible during the August 4, 
2006, site reconnaissance; however, there was no evidence based on visual observation 
during the site reconnaissance or from interviews that the piping has historically failed. 
Cracks in the wash rack floor or drain piping over extended periods of time could result 
in a release; however, there is no obvious evidence of any crack and wash racks are not 
typically used to drain POL, antifreeze, or solvent fluids directly and typically any such 
fluids entering the drains of a wash rack would have been diluted with water from 
spray hoses, therefore, only de minimis quantities would be suspected to have the 
potential to be released. 

• Location of 5-foot-diameter charred area next to the southeast fence corner. This area 
was identified during the August 4, 2006, site reconnaissance, and 99th RRC personnel 
were not aware of its existence. The nature of the charred area is unknown, however, it 
was not identified in the 1999 facility assessment. 

• Former OMS maintenance pit area. Based on process knowledge, any releases that might 
have occurred inside the former vehicle maintenance pit are likely to have been 
de minimis quantities. The condition of the floor and walls of the former vehicle 
maintenance pit could not be assessed during the August 4, 2006, site reconnaissance. 
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1. Boiler room, facing south 2. Boiler room, facing west 
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3. Former coal room ceiling 4. Wash rack 

 

  
5. Flammable storage cabinets in OMS building 6. Abandoned maintenance pit in OMS building 
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7. Pipe in floor next to abandoned maintenance pit 8. POL storage in OMS building 

 

  
9. Charred ground, southeast corner of the Property 10. Sewer pump station 
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 2055 East Rio Salado Parkway, Suite 201 
Tempe, Arizona 85281 

Phone:            (480) 967-6752 
Fax Number:  (480) 966-9422 

Web Site:  www.netronline.com 

 
HHIISSTTOORRIICCAALL  CCHHAAIINN  OOFF  TTIITTLLEE  RREEPPOORRTT  

 
 

«SITE_NAME_UPPER» 
«SITE_ADDRESS_UPPER» 

«SITE_CITY_UPPER», «SITE_STATE_UPPER» 
 
 

Submitted to: 
 

ENVIRONMENTAL DATA RESOURCES, INC. 
C/O 

«CLIENT_COMPANY_NAME_UPPER» 
«CLIENT_ADDRESS» 

«CLIENT_CITY», «CLIENT_STATE» «CLIENT_ZIP» 
«CLIENT_PHONE_NUMBER» 

 
Attention:  «CLIENT_NAME» 

 
Project No. «JOB_CODE» 

 
«CURRENT_DATE_LONG» 

 
 

NETR- Real Estate Research & Information hereby submits the following ASTM historical 
chain-of-title to the land described below, subject to the leases/miscellaneous shown in  
Section 2.  Title to the estate or interest covered by this report appears to be vested in: 
 
UNITED STATES OF AMERICA 
 
The following is the current property legal description: 
 
Being that parcel or tract of land, consisting of 3.45 acres, more or less, situated and lying along 
Sandy Hill Road, in the City of Norristown, Montgomery County, State of Pennsylvania 
 
Assessor’s Parcel No: 130032968004  
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1.  HISTORICAL CHAIN OF TITLE 
 
1. Ellen Newbold Jacobs inherited the property from Mary Newbold Cooke.   Mary 

Newbold Cooke died on 02-19-1926 having first made and published her Last Will and 
Testament in writing dated 09-16-1920 wherein she gave, devised and bequeathed unto 
her daughter Ellen Newbold Jacobs 

 
2.  DEED: 

RECORDED: 12-24-1954 
GRANTOR: Ellen Newbold Jacobs 
GRANTEE: William A. Steinbach 
INSTRUMENT: Bk 2534, Pg 168 

 
3.  DEED: 

RECORDED: 01-25-1955 
GRANTOR: Ellen Newbold Jacobs 
GRANTEE: William A. Steinbach 
INSTRUMENT: Bk 2541, Pg 453 

 
4.  DEED: 

RECORDED: 09-27-1955 
GRANTOR: William A. Steinbach 
GRANTEE: United States of America 
INSTRUMENT: Bk 2616, Pg 513 
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2.  LEASES AND MISCELLANEOUS 
 
 
1.  No environmental liens, institutional controls or engineering controls were found of record. 
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3.  LIMITATION 
 
 
This report was prepared for the use of Environmental Data Resources, Inc., and 

«CLIENT_COMPANY_NAME», exclusively.  This report is neither a guarantee of title, a 

commitment to insure, or a policy of title insurance.  NETR- Real Estate Research & Information 

does not guarantee nor include any warranty of any kind whether expressed or implied, about the 

validity of all information included in this report since this information is retrieved as it is 

recorded from the various agencies that make it available.  The total liability is limited to the fee 

paid for this report. 
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1.0  Introduction _____________________________________________

This document presents the report for project activities at the 99th RSC facility located at 1020

Sandy Hill Road, Norristown, Pennsylvania (Figure 1-1).  The project activities were based on

the Scope of Work (SOW) provided by the U.S. Army Corps of Engineers (USACE) Louisville

District (CELRL) and a site inspection conducted on April 15, 2002.

1.1 Property/Project Identifiers

 Facility ID Number:  PA068
 State: Pennsylvania
 Facility Name: Norristown U.S. Army Reserve Center
 City: Norristown.

1.2 Site Description

1.2.1 Inspection Information

Ms. Ginger Darnell of IT Corporation inspected the range on April 15, 2002.  A follow-up

inspection (to collect wipe samples) was conducted by Mr. Frank Kelly of IT Corporation on

August 21, 2002.  The former range was located on the first floor of the facility.  Figure 1-2

presents the facility layout.  The range had been previously cleaned and all range components –

including the firing line, shooter partitions, target retrieval system, bullet trap, and deflector

plates – had been removed.  No sand or lead shot was observed during the inspection.  The

former range was completely renovated in 1994 and is now used for offices.

The walls were constructed of concrete block.  The right, front, and back walls had been covered

with drywall and painted.  The left wall, on the hallway side, was painted.  The ceiling was

covered with a new, acoustical tile drop ceiling.  The range floor was constructed of concrete and

was covered with floor tile.  Windows were installed along the outside wall and four offices were

partitioned off with drywall construction at each corner of the former range.  Office furniture and

equipment now occupied the former range.  Two rows of fluorescent lights also ran along the

entire length of the range.



Project Report
Norristown, PA
PA068, 99th RSC
Section 1
Revision 0
July 2003
Page 1-2

N:\3\SCOVILLE\GUNRANGE\DO5\Reports\99th\Norristown, PA\PA068-text.doc

1.2.2 Range Characteristics

1.2.2.1 Number of Firing Points

Unknown – the firing line and target retrieval systems had been removed.  Based on the width of

the room, it was assumed to have been a 4-point range.

1.2.2.2 Bullet Trap Characteristics

Unknown – the bullet trap had been removed.

1.2.2.3 Range Summary

The range, which was located on the first floor, was constructed of the following:

 Floor – concrete, covered with floor tile
 Walls – left wall, painted concrete block; right, front, and back walls, concrete block,

covered with drywall and painted
 Ceiling – concrete, covered with an acoustical tile drop ceiling.

Other features included office furniture and equipment.  Four corner offices had been partitioned

off by drywall construction.

1.2.2.4 Suspect Asbestos Containing Materials (ACM) Inventory

No suspect ACM was known to be present.

1.2.2.5 Air Handling Systems Description

The inlet and exhaust vents could not be located.  It was assumed that they were covered by the

new drywall construction.

1.3 Scope of Work

The SOW consisted of the following:

 Collecting wipe samples
 Cleaning/removing stored items, if necessary
 Cleaning the range, if necessary
 Cleaning and removing the air handling system, if necessary
 Collecting clearance samples, if necessary
 Scabbling and sealing the floor, if necessary, based on clearance data.
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As stated in Section 1.2.1, the range had previously been cleaned and converted to office space.

Therefore, wipe samples were first collected to evaluate if the range met the project clearance

requirements, per the request of the 99th RSC.   If the range met the project clearance

requirements, a clean-up action would not be necessary.

The U.S. Army Reserve Command (USARC) recognized safety and health hazards from lead-

dust in indoor rifle ranges; however, regulations supporting cleanup remedies dealt primarily

with non-industrial standards.  After reviewing information relative to cleaning methods and

clearance sampling, the value of 200 µg/sf was derived as a value that would release the indoor

ranges as a room that could be reoccupied as a non-lead work area.  This value has also been

selected by other federal agencies as acceptable.



Project Report
Norristown, PA
PA068, 99th RSC
Section 2
Revision 0
July 2003
Page 2-1

N:\3\SCOVILLE\GUNRANGE\DO5\Reports\99th\Norristown, PA\PA068-text.doc

2.0  Project Team ____________________________________________

The project team involved with the cleanup activities included the following organizations and

their representatives:

 Project Initiator – USARC
Ken Coulter – Facility Support Branch, U.S. Army Reserve Engineer

 Client – 99th RSC

 Construction Manager – USACE, Louisville District
Project Manager – Mark Ringenberg
Contracting Officer’s Representative – David Dierken

 Contractor – IT Corporation
Project Manager – Bill Scoville
Site Supervisor – Frank Kelly
Site Safety Officer/Construction Quality Control Engineer – Frank Kelly

 Subcontractors
Range Clearance Inspection and Sampling – IT Corporation, Knoxville, Tennessee
Clearance Wipe Sample Analysis – EnviroData Group, Lexington, Kentucky.
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3.0  Project Activities _________________________________________

This section details the project activities performed at the 99th RSC facility located at 1020 Sandy

Hill Road, Norristown, Pennsylvania.  Photographs of the former range area are included in

Appendix A.

Because the range had previously been cleaned and converted into offices, project activities

consisted of collecting clearance samples from horizontal surfaces to determine total lead content

in the settled dust.  Clearance sampling consisted of collecting single-surface dust wipe samples

and analyzing them for lead content to determine whether lead concentrations exceeded the

clearance criteria of 200 µg/sf.  A total of 23 dust wipe samples were collected by Mr. Frank

Kelly, IT Corporation, on August 21, 2002, from the following locations shown on Figure 3-1:

 Twenty-one dust wipe samples from:
- Front wall, left, top (001DT)
- Front wall, middle, middle (002DT)
- Front wall, right, bottom (003DT)
- Right wall, left, top (004DT)
- Right wall, middle, middle (005DT)
- Right wall, right, bottom (006DT)
- Back wall, left, top (007DT)
- Back wall, middle, middle (008DT)
- Back wall, right, bottom (009DT)
- Left wall, left, top (010DT)
- Left wall, middle, middle (011DT)
- Left wall, right, bottom (012DT)
- Floor – firing line, left (013DT)
- Floor – mid-range, center (014DT)
- Floor – firing line, right (015DT)
- Floor – bullet trap, right (016DT)
- Floor – bullet catch, left (017DT)
- Ceiling – bullet catch, middle (018DT)
- Ceiling – mid-range, center (019DT)
- Ceiling – firing area, right (020DT)
- Floor – outside range door (021DT)

 One blank sample (022DT)

 One spike sample (023DT).
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Sampling procedures were conducted in accordance with procedures outlined in the project Work

Plan.  Specifically, lead-in-dust wipe samples were secured over a 1-sf area following an “S”

pattern from side-to-side, folded in half, and wiped over the same area at a 90° angle to the first

“S” pattern (top-to-bottom).  Latex gloves were changed between sampling episodes.  Samples

were then returned to the vials, sealed, and labeled for transport to the laboratory.   All lead-in-

dust wipe samples were acid digested and analyzed by EnviroData Group, Lexington, Kentucky,

in accordance with U.S. Environmental Protection Agency (USEPA) Methods SW-846 3050B

and 6010B.

The field blank was prepared by removing and replacing the cap of the vial in the sampling area.

The spike sample was prepared in the laboratory by treating sampling media with a known

quantity of lead dust.

Results of the wipe sample analyses are summarized in Table 3-1 and are detailed in the

laboratory analytical report provided in Appendix B.  The analytical results in Table 3-1 may be

summarized as follows:

 All samples were less than the clearance criterion of 200 µg/sf.
 The highest concentration (018DT, ceiling – bullet catch, middle) was 51 µg/sf.

Thus, based on these results, the clearance criterion of 200 µg/sf has been attained.

Via a letter dated December 27, 2002, the facility was notified that the clearance levels were

attained and that the range could be reoccupied.  A copy of the clearance certification letter is

provided in Appendix C.
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4.0  Conclusions _____________________________________________

All of the range structures associated with the indoor range at the Ray S. Musselman U.S. Army

Reserve Center, Norristown, Pennsylvania, were previously removed.  The range had been

cleaned, painted, and converted into offices.  Clearance wipe samples collected by IT

Corporation document that residual lead levels in the range concrete are below the clearance

level of 200 µg/sf.  Based on a review of the clearance wipe sample data, IT concludes that no

further range cleanup is necessary for the Ray S. Musselman U.S. Army Reserve Center and the

range is approved for reoccupancy.  Range clearance procedures consisted of the following:

 Clearance sampling consisting of collecting wipe samples from floor, wall, and ceiling
surfaces and analyzing the samples for lead.

Although the range appears to have been extensively cleaned by others previously, small amounts

of lead dust may be present in the range.  The Occupational Safety and Health Administration

(OSHA) Construction Industry Standard for Lead (29 CFR 1926.62) should be reviewed before

any remodeling activities that may cause a release of dust on wall and floor surfaces are

undertaken.  The OSHA standard requires certain controls to reduce or maintain worker

exposures less than the Permissible Exposure Limit (PEL) of 50 µg/m3 of lead.  The employer

must protect the worker from lead.
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TABLES



Table 3-1

Lead Wipe Clearance Sample Results (µµµµg/sf)1

Ray S. Musselman U.S. Army Reserve Center, PA068
Norristown, PA

Site/Date Code
Sampler
Location Sample ID Result2 Comments

Front wall, left, top 001DT <2.5
Front wall, middle, middle 002DT <2.5
Front wall, right, bottom 003DT <2.5
Right wall, left, top 004DT <2.5
Right wall, middle, middle 005DT <2.5
Right wall, right, bottom 006DT 1.17
Back wall, left, top 007DT <2.5
Back wall, middle, middle 008DT <2.5
Back wall, right, bottom 009DT <2.5
Left wall, left, top 010DT <2.5
Left wall, middle, middle 011DT <2.5
Left wall, right, bottom 012DT 1.32
Floor - firing line, left 013DT 1.48
Floor - mid-range, center 014DT <2.5
Floor - firing line, right 015DT 1.06
Floor - bullet trap, right 016DT 1.76
Floor - bullet catch, left 017DT 7.47
Ceiling - bullet catch, middle 018DT 51
Ceiling - mid-range, center 019DT 21
Ceiling - firing area, right 020DT 1.74
Floor - outside range door 021DT 2
Blank 022DT <2.5
Spike 023DT 155 193 µg spike

99PANOR02AUG21
IT CORPORATION

(1) = Results expressed in micrograms per square 
       foot (µg/sf) of surface area, except Field 
       Blank and Spike Sample, which are µg/wipe.

(2) = Results (other than blanks or spikes) in bold 
       type are below the clearance level of 200 µg/sf .
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APPENDIX A
Photographs



Norristown (PA099)  Photo No. 1 – Overview of
former range, completely renovated and used
for offices.  View looking towards the firing line.



Norristown (PA099)  Photo No. 2 – Closer view
of the former firing line area.



Norristown (PA099)  Photo No. 3 – Mid-range
work area.  Note the windows installed on the
outside wall.



Norristown (PA099)  Photo No. 4 – Overview of
former range.  View looking towards the bullet
trap.



Norristown (PA099)  Photo No. 5 – Closer view of
the former bullet trap area.
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APPENDIX B
Clearance Samples Sampling Forms and Analytical Results,

IT Corporation and EnviroData Group,
August 2002
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APPENDIX C
Clearance Certification Letter
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18. Real Property Action Plan 
18.1 Purpose. The Real Property Action Plan is used to 

define actions relative to the BRAC recommendation to 
close the Reese United States Army Reserve Center in 
Chester, PA, the United States Army Reserve 
Organizational Maintenance Shop in Chester, PA, the 
Germantown Veterans Memorial United States Army 
Reserve Center in Philadelphia, PA, the Horsham 
Memorial United States Army Reserve Center in 
Horsham, PA, the 1LT Ray S. Musselman Memorial 
United States Army Reserve Center in Norristown, PA, 
and the North Penn Memorial United States Army 
Reserve Center in Norristown, PA, and relocate units 
to a new Armed Forces Reserve Center with an 
organizational maintenance facility at Willow Grove 
Joint Reserve Base, PA. The Army shall establish an 
enclave at Willow Grove Joint Reserve Base, PA, to 
retain essential facilities to support activities of the 
Reserve Components  

18.2 Assumptions. 

The below assumptions were used in creating this action 
plan.  Conditions that change the assumptions will directly 
impact the plan. 

 
• The United States Congress will not disapprove the 
Commission’s recommendation forwarded by the President. 
• Full funding will be made available. 
• The U.S. Army Corps of Engineers (USACE) will meet 

required beneficial occupancy dates; otherwise, timelines will 
change and onetime cost and recurring savings will shift. 
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• NEPA requirements will be completed in a timely 
manner to support the proposed action and there will be no 
legal challenges. 

• Command and control relationships may change throughout 
the process. 
• Units will move only once; directly from old facility to new 

facility. 
• Adjustments to milestones may be required based on 

the ability to meet the execution timeline.   

18.3 General. 

Land and Land Use:   
 
The Germantown facility is located on 4.94 acres of land located at 
5200 Wissahickon Ave., Philadelphia¸ Pa. adjacent to a VA 
administration facility.  Acreage was purchased in 1955.  The 
facility is located in a primarily residential area. 
 
The Reese facility is located on 5 acres of land located at 500 West 
24th Street, Chester, Pa  19013-4999. Acreage was purchased in 
1957. 
 
The North Penn facility is located on 19 acres of land located at 
1625 Berks Road, Norristown, Pa.. The facility is located in a 
residential/non-industrial area.  Land was purchased in 1955. 
 
The Mussleman facility is located on 3.4 acres of land located at 
1020 Sandy Street, Norristown, Pa. Acreage was purchased in 
1958.  The facility is located in a non-industrial, residential area. 
 
The Horsham facility is located on 7 acres of land located at 936 
Easton Road, Horsham, Pa. The facility is located in semi-rural 
suburbs of Philadelphia with light industry and farmland.  Acreage 
was purchased in 1959. 
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18.3.1 Land and Anomalies. None. 

18.3.2 Facilities. 

The Germantown facility consists of a two story brick training 
building and a separate 5 bay OMS building.  The buildings were 
constructed in 1957 and have had several major facility component 
improvements in recent years.  The POV parking area is 
completely fenced in as well as a separately fenced MEP area. 

                              IFS data: 
                 1.) Training Building                      30,538 GSF 

                                   2.) OMS Building                         6300 GSF 
                                   3.) POV Pavement                        4866 SY 
                                   4.) MEP Pavement                        6382 SY 
                                   5.) Access Roads                               77 SY 
                                   6.) Sidewalk                                    690 SY 
                                   7.) Fence Line                                1400 LF 
 

The Reese facility consists of two buildings, a two story training 
building and an OMS building.  The facility, constructed in 1958, 
is constructed of brick veneer over concrete masonry.  The general 
condition of the buildings is Good. 

                                IFS Data: 
                   1.) Training Bldg                  22677 SF 
                   2.) OMS Bldg                         5173 SF 
                   3.) Unheated Storage                280 SF 
                   4.) POV Pavement                 3491 SY 
                   5.) OMS Parking                    6249 SY 

                                6.) Sidewalk                              262 SY 
 

The North Penn facility consists of a Training building and OMS 
building, both constructed in 1974, a non heated storage building 
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constructed in 1955, and a flammable material storage building 
constructed in 1958. Overall condition of the facility is Good. 

                                IFS data 
1) Training Bldg                      45,000 SF 
2) OMS Bldg                             6,800 SF 
3) Unheated Storage                     707 SF 
4) Flammable Mat Storage            54 SF 
5) POV Parking                      11,817 SY  
6) MEP Parking                        4,583 SY 
7) Access Roads                      11,032 SY 
8) Sidewalks                             2,405 SY 
9) Fence                                    4,990 LF 

 
 The Mussleman facility consists of a two story training building 
and an OMS Building both originally constructed in 1959.The 
buildings are of brick construction.  The general condition of the 
buildings is Good 

                             IFS Data: 
                    1.) Training Building          35,496 GSF 
                    2.) OMS Building                 3,850 GSF 
                    3.) POV Pavement                4,636 SY 
                    4.) MEP Parking                   2,772 SY 
                    5.) Access Roads                     316 SY 
                    6.) Sidewalks                           585 SY 
                    7.) Fence line                        1,561 LF  
 

 The Horsham facility consists of a single two story brick faced 
training building and a separate brick faced OMS building 
originally constructed in 1959.  The general condition of the 
buildings is good.  The facility has a POV and a separate, fenced 
MEP area.   

                              IFS data 
                  1.) Training building             25041 GSF 
                  2.) OMS                                  3710 GSF 
                  3.) POV Parking                     3368 SY 
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                  4.) MEP Parking                     8803 SY 
                  5.) Access Roads                      841 SY 
                  6.) Sidewalk                             275 SY 
                  7.) Fence                                 1743 LF  
 
 

              
 

18.3.3 Outgrants and Tenants. 

a. The current tenants of the Germantown facility   
      223rd QM Co. 

        3/317 BN (BCT), 80th Div. 
 

b.   Current tenants of Reese facility 
858 MD CO DENTAL SVC 
430 TC Det 1 
949TH TC CO Det 2 
338 MD BDE HHC 
USMCR 6th ESB 
 
Outgrant of Reese to Electric Company for Constriction, 
Maintenance, and Use   Right of Way. 
 

c.   Current tenants of the North Penn facility 
619 EN DET 
633 EN DET 
153 JA TM 1 
153 JA TM 5 
153 JA TM 6 
153 JA TM 7 
153 JA TM 8 
153 JA TM 9 
369 EN DET FIREFIGHTING 
733 TC CO MED TRK PLS DET 1 
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319 EN DET 
307 AG BAND ARMY 
427 TC CO MED TRK PLS 
 

d    The current tenant of the Mussleman facility: 
358 CA HHC BDE 
 

e.   The current tenants or the Horsham facility 
      23 SS AMSA, 2/228th AV BN 
      367th MP CO 

 
 

 
 

18.3.4 Off-post Leases. N/A 

18.3.5 Infrastructure (Linear Assets). 

 
a. The Germantown facility is serviced by local electric and gas 

companies.  Water distribution, sanitary sewer and storm 
sewer are also maintained thru local utility companies. 
(Reportable USAR Assets) 

1) Electric Power Distribution   776 LF 
                      2) Gas Pipeline                0 

3)  Sanitary Sewer            125 LF 
4)  Water Distribution            571 LF 
5)  Storm Sewer                 0 
 

b. The Reese facility is serviced by local electric and gas 
companies.  Water distribution, sanitary sewer and storm 
sewer are also maintained thru local utility companies. 
(Reportable USAR Assets) 

1) Electric Power Distribution 480 LF 
2) Gas Pipeline   475 LF 
3) Sanitary Sewer                0  
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4) Combined Sewer  440 LF 
5) Storm Sewer       0 
 
 

c. The North Penn facility is serviced by local electric and gas 
companies.  Water distribution, sanitary sewer and storm 
sewer are also maintained thru local utility companies. 
(Reportable USAR Assets) 

1) Electric Power Distribution 10,575 LF 
2) Gas Pipeline            0 
3) Sanitary Secondary Treat.    12.0 KG 
4) Sanitary Sewer            6,069 LF 
5) Pump Station Potable       4.0 KG 
6) Water Distribution     1,440 LF 
7) Fire Protection Non-Potabl   1,565 LF 
8) Pump station Non-Potable      2.5 KG 
9) Reservoir Non-Potable      600,000 GA 
10) Storm Sewer        920 LF 
 

d. The Mussleman facility is serviced by local electric and gas 
companies.  Water distribution, sanitary sewer and storm 
sewer are also maintained thru local utility companies. 
(Reportable USAR Assets) 

1) Electric Power Distribution 616 LF 
2) Gas Pipeline   90 LF 
3) Sanitary Sewer/Ind. Waste 596 LF 
4) Water Well Potable  2.4 KG 
5) Water Distribution  472 LF 
6) Storm Sewer   1,108 LF 
 

e. The Horsham facility is serviced by local electric and gas 
companies.  Water distribution, sanitary sewer and storm 
sewer are also maintained thru local utility companies. 
(Reportable USAR Assets) 

1) Electric Power Distribution 2,480 LF 
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2) Gas Pipeline          0 
3) Combined Sewer  505 LF 
4) Water Distribution  863 LF 
5) Storm Sewer          0 
 

 
 
 

 
 

 
 

18.3.6 Privatization Initiatives (Planned, In-progress, Complete).  

  TBD 

18.3.7 Enclaves. None. 

18.4 Caretaker Operations. 

a) USAR will perform caretaker operations of this   
facility until final disposal. PA ARNG will follow 
direction of the Governor of the 
Commonwealth of Pennsylvania. 

 

18.5 Map and Drawing Inventory. Yes. 

18.6 Points of Contact 
Table 18-1 is a list of the POCs and collaborators for the preparation of this Action Plan. 
 POC Name POC Phone POC Email 
ACSIM Real Property  Audrey Ormerod 703-601-2520 Audrey.C.Ormerod@us.army.mil 
US Army Corps of 
Engineers HQ 
(HQUSACE) Jeanne Herman 202-761-1082 

Jeanne.f.herman@hq02.usace.ar
my.mil 

Current Real Property 
Accountability Officer Ken Dunham 412 604-8163 kenneth.dunham@usar.army.mi 
Supporting US Army 
Corps of Engineers RE 
District Robert Webb (410) 952-3666 

bob.webb@nab02.usace.army.mi
l 

99th RRC Ken Dunham 412 604-8163 kenneth.dunham@usar.army.mil 
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 POC Name POC Phone POC Email 
    
    
    

Table 18-1 Real Property Action Plan POC List 

18.7 Completed Forms / Attachments 
Table 18-2 is a list of the completed forms and attachments with accompany this Action 
Plan. 

Form / Attachment File Name 
Land Report TBP 
List of Outgrants Report TBP 
Facilities Report TBP 
Infrastructure Report TBP 
Privatization Report TBP 
Maps, Drawings, Photos Inventory Report TBP 
Maps, Drawings, Photos TBP 
Disposal Report TBP 
  
  

Table 18-2 Real Property Action Plan Forms / Attachments 
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Multiply By To obtain

Length

inch (in.) 25.4 millimeter
foot (ft) 0.3048 meter
mile (mi) 1.609 kilometer

Area

square mile (mi2) 2.590 square kilometer

Flow

gallons per minute (gal/min) 0.06308 liters per second per meter

Hydraulic conductivity

feet per day (ft/d) 0.305 meters per day

Transmissivity

square feet per day (ft2/d) 0.0929 square meters per day

Temperature

Temperature conversions for degrees Fahrenheit (°F) and degrees Celsius (°C) are given in the following
equations:

°C=5/9.(°F-32)
°F=1.8 temp °C+32

Other Abbreviations

Abbreviated water-quality units used in this report:
microsiemens per centimeter (µS/cm)
milligrams per liter (mg/L)
picoCuries per liter (pCi/L)

Sea level: In this report, “sea level” refers to the National Geodetic Vertical Datum of 1929—a geodetic
datum derived from a general adjustment of the first-order level nets of both the United States and Canada,
formerly called “Sea Level Datum of 1929.”

CONVERSION FACTORS, ABBREVIATED WATER-QUALITY UNITS
AND VERTICAL DATUM
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GEOHYDROLOGY OF SOUTHEASTERN PENNSYLVANIA

by Dennis J. Low, Daniel J. Hippe, and Dawna Yannacci

ABSTRACT

Rapid population growth in southeastern Pennsylvania has increased the demand for ground water.
In an effort to address the increased ground-water needs, a ground-water investigation in a 5,200-square-
mile area of southeastern Pennsylvania was initiated. Information on the geohydrologic system of the area
and the water-bearing capabilities of 51 geohydrologic units in six physiographic provinces or sections
(Coastal Plain, Piedmont Upland, Piedmont Lowland, Gettysburg-Newark Lowland, South Mountain,
and Reading Prong) has been summarized. Also included are statistical summaries by geohydrologic unit
for well construction and discharge data (according to water use), as well as inorganic and radiochemical
ground-water-quality data.

Characteristics of the ground-water-flow system in the study area, as well as aquifer hydrologic
properties, are related to geology, but can be modified by human development. Ground-water flow in the
Coastal Plain Physiographic Province, is through intergranular or primary openings under either
unconfined or confined aquifer conditions. Historically, ground-water flowed toward the Delaware and
Schuylkill Rivers, but the original flow paths and water quality have been altered significantly by
urbanization. In igneous and metamorphic rocks (Piedmont Upland, South Mountain, and Reading
Prong), ground-water flows through a network of interconnected secondary openings (fractures, joints,
cleavage planes). Ground water in the carbonate rocks (Piedmont Lowland) also flows through a network
of secondary openings, but these openings have been enlarged by solution. In the Triassic sedimentary
rocks (Gettysburg-Newark Lowland), thin tabular aquifers are separated by much thicker, strata-bound
aquitards. The fractured Triassic bedrock forms a very complex, anisotropic, and heterogeneous aquifer
with horizontal permeability much greater than vertical permeability.

In general, ground-water flow in southeastern Pennsylvania takes place within local flow systems
that discharge within days or weeks to adjacent stream valleys or surface-water bodies. Intermediate
(South Mountain) and regional (Gettysburg-Newark Lowland) scale systems, however, in which residence
times have been measured in months or years discharge to major streams or rivers that are located in
different physiographic provinces or sections or tens of miles distant.

Well depths, casing lengths, reported yields, and specific capacities can vary significantly by
geohydrologic unit, use of well, and topographic setting. Wells drilled in the Weverton and Loudon
Formations, undivided, and the Montalto Quartzite Member (South Mountain) have median well and
casing lengths of 374 and 130 feet, respectively, significantly greater than in almost every other
geohydrologic unit in the study area. Wells drilled in the Peach Bottom Slate and Cardiff Conglomerate,
undivided (Piedmont Upland) are typically shallow, with a median well depth of 90 feet. Wells in the
Marburg Schist (Piedmont Upland) have the lowest median casing length—5.5 feet. Wells in the
Stonehenge Formation (Piedmont Lowland), the most productive unit in the study area, have a median
reported yield of 200 gallons per minute and a median specific capacity of 27 gallons per minute per foot.
The Cocalico Formation (Piedmont Lowland) is the least productive unit with a median reported well
yield of 2.5 gallons per minute and a median specific capacity of 0.01 gallons per minute per foot. In
general, high-demand wells are significantly deeper, use significantly more casing, and have significantly
greater yields than domestic wells drilled in the same unit. Commonly, wells drilled in valleys will have
greater reported yields and specific capacities than wells drilled in the same unit on slopes or hilltops.

Except where adversely affected by human activities, the quality of ground water in southeastern
Pennsylvania is suitable for most purposes. Yet several water-quality criteria are exceeded in many wells
throughout the area. Water from 51 percent of 2,075 wells sampled had a pH higher or lower than the
range specified in the U.S. Environmental Protection Agency (USEPA) secondary maximum contaminant
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level (SMCL). Of water samples analyzed, about 1 percent of 1,623 wells contained concentrations of
chloride and 27 percent of 1,624 wells sampled contained concentrations of iron that exceeded the USEPA
SMCL. Twenty-seven percent of 1,397 wells sampled contained water with manganese concentrations
greater than the USEPA SMCL. Sulfate concentrations in the water of 3 percent of 1,699 wells sampled and
total dissolved solids in the water from 10 percent of 1,590 wells sampled exceeded the USEPA SMCL.
Concentrations of cadmium, chromium, cyanide, mercury, nickel, radium-226, selenium, and zinc in the
water exceeded the USEPA maximum contaminant level (MCL) in less than 5 percent of the 183 to
620 wells sampled. Nine percent of 625 wells sampled contained water with lead concentrations that
exceeded the USEPA MCL. Radon concentrations in the water of 92 percent of the 285 wells sampled
exceeded the proposed USEPA MCL. Radium-228 in the water of 10 percent of the 240 wells sampled and
nitrate in the water of 13 percent of 1,413 wells sampled exceeded the USEPA MCL. Gross-alpha activity in
the water was measured only in the Chickies and Harpers Formations of the Piedmont Upland, with
23 percent of the 168 wells sampled exceeding the USEPA MCL.

INTRODUCTION

Rapid population growth has increased southeastern Pennsylvania’s reliance on ground water as a
source of water supply. To address the capacity of ground water to meet the increased demand, the U.S.
Geological Survey (USGS) and the Pennsylvania Bureau of Topographic and Geologic Survey (PaGS), in
1987, began a cooperative investigation of ground water in southeastern Pennsylvania. Through the use of
the two agencies’ data bases, and reconnaissance work by Piper (1933), Hall (1934), Leggette (1936),
Lohman (1938; 1939), regional work by Taylor (1984), Taylor and others (1982; 1983), and Taylor and
Werkheiser (1984), and many county, quadrangle, and geologic formational studies, it was possible to
evaluate the geohydrology and ground-water quality by geologic formation or geologic unit and
physiographic province.

Purpose and Scope

This report provides a comprehensive guide to the geohydrology of four physiographic provinces in
southeastern Pennsylvania, by geologic formation or geohydrologic unit. Almost all of the units discussed
are shown on the Geologic Map of Pennsylvania (Berg and others, 1980); the exceptions are Cretaceous
and Holocene age sediments in the Coastal Plain Physiographic Province. Here, these sediments are either
buried by younger sediments or are too thin to support much ground-water development.

The report is based on published and unpublished studies and other available information,
including the Ground Water Site Inventory (GWSI) data base of the USGS and the PaGS’s Water Well
Inventory (WWI) data base. Data analysis is based on more than 12,000 wells and on 5,830 chemical
analyses of ground water made during 1900-92. This report describes the geohydrologic system and the
water-bearing and water-transmitting properties, and the chemistry of water in the units, and presents
statistical summaries of well depth, casing length, well yield, specific capacity, hydraulic conductivity,
transmissivity, depth of water-bearing zones, and inorganic water-quality data. The report provides a
description for many geohydrologic units and summarizes relevant geologic literature through 1996. The
bibliography, although extensive, does not include all relevant references on the geology and hydrology of
the study area.

Methods of In vestigation and Anal ysis

Records of 11,021 wells from the GWSI data base, a nationwide ground-water data storage and
retrieval system, were used to characterize the hydrology of the geohydrologic units. Records of 563 wells
from the WWI data base supplemented data from GWSI for the Blue Ridge Physiographic Province at
South Mountain. An additional 467 well records from the WWI data base were used to supplement the
available information for several selected geohydrologic units in the Piedmont Lowland and Upland
Sections of the Piedmont Physiographic Province.
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Water Use

Wells were first grouped according to the geohydrologic unit (geologic unit) each well was open to
and obtained the greatest amount of water from. These wells were then grouped into three main water-
use categories:  (1) all wells, (2) high-demand wells, and (3) domestic wells. All wells represented the
largest data set and comprised high-demand and domestic wells and wells not easily categorized, such as
those used for aquaculture, commercial, fire control, irrigation, recreation, and stock-watering purposes.
High-demand wells were defined as wells in which the dominant water use was identified as air
conditioning, water bottling, industrial, public supply, or institutional. High-demand wells usually
represented the smallest data set. Domestic wells were defined as wells used to supply household needs
(up to four families), turnpike gates, and similar low water-use installations.

Well Depth and Casing Length

Well depth and casing length can vary significantly by geohydrologic unit, water use, lithology, and
topographic setting. Well drilling is usually terminated when a sufficient yield (dependent on the
proposed use) is obtained. Dug and trenched wells and wells 50 ft or less in depth with no recorded
method of construction were not used in the analysis of construction data. These wells generally are no
longer constructed, and therefore, do not reflect current well-construction techniques.

Casing lengths are generally related to the resistance to weathering of the geohydrologic unit and
the thickness of surficial deposits. Casing usually is installed through the weathered over-burden and any
surficial deposits into competent bedrock. Because casing is generally set only a few feet into competent
bedrock, casing length can be used as a rough approximation of regolith thickness. In Chester County,
however, regulations since 1983 require a minimum of 20 ft of casing in newly constructed wells. Most
wells, however, have casing lengths longer that 20  ft; therefore, no corrective measures were undertaken
to evaluate or correct the impact of minimum casing lengths.

Depth to Water

Depth to water depends on many factors, including geology, topography, and proximity to pumped
wells and quarries. Sloto and Schreffler (1994) report encountering wells that have penetrated more than
one formation. If the upper formation had a different hydraulic head than the lower formation, the water
level in the well would be a composite of heads from both formations. Under natural conditions, water
levels generally are closest (shallowest) to land surface in valleys and greatest (deepest) below land surface
on hilltops. Lloyd and Growitz (1977, p. 38) estimated that water levels in the area near Thomasville, York
County, may have been lowered at least 100 ft by dewatering operations at a nearby quarry.

Depth to water also fluctuates in response to ground-water recharge or ground-water discharge.
Precipitation is the principal source of water that enters the ground-water flow systems, although surface-
water bodies such as large lakes can be major, local sources of ground-water recharge. Much of the
recharge to ground water takes place from late fall to early spring, resulting in a rising water table. During
the remainder of the year, rapid plant growth contributes to high evapotranspiration rates, creating soil-
moisture deficits that greatly reduce the amount of recharge reaching ground-water systems, thereby
lowering the water table.

In this report, if a well was flowing (artesian) and no estimate of static head was available, the depth
to water was assumed to be zero. The standard datum of depth to water for wells in Pennsylvania is zero
at land surface.

Well Yield

The majority of reported well yields are from short-term driller completion tests during which the
driller bailed or blew water from the well. Although these methods are not as accurate as those conducted
using high-capacity pumps, they provide a basis for estimating and comparing the yield capacity of
individual geohydrologic units. If a well had more than one discharge record, each with a different
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reported yield, the record with the largest reported yield was retained for analysis. However, many USGS
specific-capacity tests were conducted with low-yield submersible pumps that did not pump the well at a
rate near its capacity. As these yields (pumping rates) were usually below the yields reported by drillers,
the yields were excluded from the data analysis because such yields would tend to bias the data towards
lower reported yields.

Reported yields for high-demand and other nondomestic wells provide a better estimate of the
maximum sustainable yield of a geohydrologic unit than reported yields for domestic wells. Part of the
difference is because nondomestic wells generally are completed at greater depths, and thus they
penetrate more water-bearing zones. Nondomestic wells also have larger borehole diameters than
domestic wells. Nondomestic wells commonly are drilled in valleys, which is a favorable topographic
setting for better yields.

Specific Capacity

Specific capacity is a better measure of a geohydrologic unit’s productivity than well yield. Specific
capacity is calculated by dividing the pumping rate of a well by the drawdown. Specific capacity for a well
pumped at a constant yield decreases with time. For example, the specific capacity of one high-demand
well pumped 1 hour at a constant discharge was 4.3 (gal/min)/ft (gallons per minute per foot) of
drawdown. After 2 hours the specific capacity was 2.6 (gal/min)/ft, a reduction of 40 percent. At another
high-demand well, specific capacity was 0.44 (gal/min)/ft after pumping 1 hour at a constant discharge
rate, and, after 24 hours, the specific capacity was 0.29 (gal/min)/ft, a reduction of 34 percent.

Specific capacities associated with a reported yield and a pumping duration of 1 hour or longer were
retained for analysis. Specific-capacity tests 8 hours or longer in duration were analyzed separately. If
there were two or more specific-capacity tests, the test with the greatest production volume (discharge
multiplied by duration) was used in the analysis.

Storage Coefficient

The storage coefficient (S) is defined as the volume of water released from or taken into storage by
an aquifer per unit surface area per unit change in head (Heath, 1983, p. 28). As seen in the equation below,
the storage coefficient is a dimensionless unit.

S = volume of water / [(unit area) x (unit head change)] = ft3 / [(ft2) x (ft)] = ft3 / ft3  (1)

The magnitude of the storage coefficient is dependent upon whether the aquifer is confined or
unconfined. In confined aquifers, water released from storage comes from expansion of the water and
from compression of the aquifer. Typically, the storage coefficient (or storativity) of confined aquifers
ranges from about 0.00001 to 0.001. In unconfined aquifers, the primary source of water is from gravity
drainage of the saturated rock or soil. Typically, the storage coefficient (or specific yield) of unconfined
aquifers ranges from about 0.1 to 0.3.

The storativity and specific yield values used in this report to determine hydraulic conductivity and
transmissivity are estimates. These estimates were derived from published data, most commonly from
single and multiple-well aquifer tests.

Hydraulic Conductivity and Transmissivity

Hydraulic conductivity and transmissivity give an indication of the ability or capacity of an aquifer
to transmit water. Hydraulic conductivity is defined as the volume of water that will move in a unit time
under a unit hydraulic gradient through a unit area, at the prevailing temperature (Heath, 1983, p. 12). The
transmissivity of an aquifer is equal to the hydraulic conductivity of the aquifer multiplied by the
saturated thickness of the aquifer. For this report, the saturated thickness of an aquifer was the length of
the well’s borehole minus the depth to water.
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Hydraulic conductivities and transmissivities were calculated from 1 hour or longer, single-well
aquifer tests or specific capacity tests by use of a modified Theis formula (Theis and others, 1963). Because
borehole storage can affect transmissivity, borehole storage was calculated utilizing a program written by
S.S. Papadopulos (Reed, 1980, p. 96-97) based on Papadopulos and Cooper’s (1967) solution for
drawdown in a well of large diameter. It should be noted, however, the ideal hydrogeological conditions
and theoretical assumptions used by Theis and others (1963) are rarely encountered at a well site. Some of
the major assumptions used to determine hydraulic conductivity and transmissivity in this report are that
(1) ground-water flow to the open interval of the well is radial, (2) vertical flow is excluded from
consideration, (3) there is no well loss due to turbulence, and (4) the water-producing unit is of infinite
areal extent.

Water-Bearing Zones and Borehole Flow

The distribution of 8,975 water-bearing zones in 4,413 wells up to 1,000-ft deep was analyzed. The
density of the water-bearing zones was determined as follows:

N x 50-ft / F,  (2)

where N is equal to the number of reported water-bearing zones per 50 feet of hole depth, and F is equal to
penetrated footage by full, 50-ft increments (if a well encountered one water-bearing zone at a depth of
45 ft and the well was completed at 49 ft, neither the water-bearing zone or the footage would be included
in the calculation of water-bearing zone density). Water-bearing zones penetrated above the depth to
water in a well’s borehole were excluded. Water-bearing zones that were cased off but below the water
level were included in the analysis.

Ninety-six borehole geophysical logs, from wells at least 200 ft in depth, were examined to
determine the geothermal gradient and the maximum depth of ground-water flow. Vertical borehole flow
was determined by reviewing geophysical logs including brine-trace and fluid-temperature logs. Depths
to water-bearing zones were determined by examining fluid-temperature, caliper, and fluid-resistivity
logs and driller logs.

Ground-Water Quality

A total of 8,845 field measurements of specific conductance, hardness, and pH from 3,716 wells in
the GWSI data base and 5,830 water-quality analyses from 1,784 wells in the quality of water (QW) data
base of the USGS were analyzed to characterize ground-water quality. Principal analytical components
from the QW data base included alkalinity, total and dissolved cations, anions, trace metals, nitrogen
species, and silica. Information on radionuclides were included where possible. Components from the QW
database with nondetect or less than (<) values were assigned the reporting limit value.

Statistical Methods of Analysis

Nonparametric statistical techniques were used to determine whether statistically significant
differences in well depth, casing length, yield, specific capacity, and in field-measured pH, specific
conductance, and hardness (if the sample population contained at least 10 observations) could be
identified between different geohydrologic units and within each geohydrologic unit. The data also were
analyzed to determine whether statistically significant differences existed by topographic setting,
lithology, and spatially (by county) within each geohydrologic unit.

Nonparametric tests were used because the data are not normally distributed. Data were ranked in
ascending order. The ranked values were used to compute the test statistic; an average rank was assigned
to equal values. The Kruskal-Wallis test was used to test for statistically significant differences among the
groups’ median values at the 95-percent level of confidence. The null hypothesis tested by Kruskal-Wallis
is that the medians of the different groups (population) are identical. If the null hypothesis is rejected, the
alternative hypothesis is that at least one median differs from the others. The Kruskal-Wallis test, however,
does not indicate which group is different.
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Multiple comparison tests (MCT) were performed if the null hypothesis of the Kruskal-Wallis test
was rejected (r greater than or equal to 0.05) as MCT’s compare all possible pairs of group medians.
Because sample size was generally unequal, Tukey’s studentized range test, honestly significant difference
procedure, Statistical Analysis System’s1 (SAS) version 6.03 for personal computers, was the MCT used on
the rank-transformed data to make multiple comparisons and test for significant differences at the
95-percent confidence level.

Populations with two to four samples are presented in tables showing minimum, maximum, and
median. Populations of five to nine samples are presented in tables showing quartiles, minimum, and
maximum. Populations of 10 or more samples are presented in tables showing quartiles, 10th and 90th
percentiles, minimum, and maximum. In illustrations, populations of nine samples or less are shown as
individual observations. Populations with 10 or more samples are shown with quartiles and 10th and 90th
percentiles.

Description of Stud y Area

The area of investigation (fig. 1) encompasses all of Adams, Chester, Delaware, Lancaster,
Montgomery, Philadelphia, and York Counties, and parts of Berks, Bucks, Cumberland, Dauphin,
Franklin, Lebanon, Lehigh, and Northampton Counties. All segments of the Coastal Plain, Piedmont, Blue
Ridge, and New England Physiographic Provinces in Pennsylvania are included. Topography ranges from
flat terraces and floodplains along the Susquehanna and Delaware Rivers and major tributaries to steep,
wooded slopes of mountain ridges. Altitudes range from near sea level along the Coastal Plain to 2,080 ft
at South Mountain in the Blue Ridge Physiographic Province.

The Coastal Plain Physiographic Province is nearly flat with unconsolidated sediments of
Cretaceous to Recent age overlying metamorphic and igneous rocks of Precambrian and early Paleozoic
age. The Piedmont Physiographic Province includes three distinct sections or physiographic settings:
(1) Piedmont Upland Section, (2) Piedmont Lowland Section, and (3) Gettysburg-Newark Lowland
Section. The Piedmont Upland is characterized by rolling hills and valleys underlain by structually
deformed igneous and metamorphic rocks of Precambrian and early Paleozoic age. The Piedmont
Lowland generally has low to moderate relief and is underlain by folded and faulted sedimentary and
metasedimentary rocks of early Paleozoic age. The Gettysburg-Newark Lowland has low to moderate
relief and is underlain by monoclinally dipping Triassic and Jurassic age sedimentary rocks and diabase
sills and dikes. The Blue Ridge Physiographic Province in Pennsylvania is represented by the South
Mountain Section. It is characterized by steep ridges and deep narrow valleys underlain by folded igneous
and metamorphic rocks of Precambrian age and graywackes and quartzites of Cambrian age. The New
England Physiographic Province in Pennsylvania is known as the Reading Prong Section. This
physiographic section has high rolling hills underlain by thrust faulted igneous and metasedimentary
rocks of Precambrian age and by quartzites of Cambrian age.

Most of the study area is within the Susquehanna or Delaware River Basins; the western and
southwestern flanks of South Mountain, the very southern part of the Gettysburg-Newark Lowland, and
the southwestern corner of the Piedmont Upland are in the Potomac River Basin. Also, a small segment of
the Piedmont Upland near the Pennsylvania-Maryland-Delaware borders drains directly into the
Chesapeake Bay. The major tributaries to the Susquehanna River draining the report area include the
Yellow Breeches, Conewago, and Conestoga Creeks. The major tributaries to the Delaware River draining
the report area include the Schuylkill and Lehigh Rivers.

1 The use of brand names in this report is for identification purposes only and does not constitute endorsement by the
U.S. Geological Survey.
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Figure 1. Location of study area, physiographic provinces, and sections.
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Population density is greatest east of the Schuylkill River in the Coastal Plain and lowest west of the
Susquehanna River near South Mountain. Major population centers in the eastern third of the study area
include Philadelphia, Norristown, Pottstown, Chester, Drexel Hill, and Springfield; in the central third,
major population centers include Lancaster, Millersville, New Holland, and Middletown; in the western
third, major population centers include York, Hanover, and Gettysburg.

GEOHYDROLOGY OF THE COASTAL PLAIN PHYSIOGRAPHIC PROVINCE

Location and Geographic Setting

In Pennsylvania, the Coastal Plain Physiographic Province (figs. 1 and 2), as described by Fenneman
(1938), is in the southeastern part of the Commonwealth. This province covers about 95 mi2 and is adjacent
to the lower Delaware River between Morrisville, Pa., and the Delaware State line. It is bounded on the
south and east by the Delaware River and on the north by the Fall Line, which marks the transition from
the rolling hills of the Piedmont Upland to the flat lowlands of the Coastal Plain (Berg and others, 1980)
(fig. 2). Altitudes range from near sea level along the river to a maximum of 100 ft above sea level at the
Fall Line.

Major population centers within the Coastal Plain of Pennsylvania include Philadelphia, Levittown,
Bristol, Morrisville, Croydon, Chester, and Marcus Hook. Numerous smaller communities are present
outside these larger cities throughout the length of the Coastal Plain (fig. 2) (Berg and others, 1980).

The climate in the Coastal Plain area is humid continental; precipitation averages about 45 in. per
year. Summer and winter mean temperatures are 25 and -1°C, respectively (Pennsylvania Department of
Environmental Resources, 1983b, p. 13). Prevailing winds are westerly during the winter and southerly
during the summer. The dominant land use is urban; agricultural and park land use is minor.

Figure 2. Coastal Plain Physiographic Province, major streams, counties, and major population
centers.
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Water-Well Density

The records of 482 wells completed in the Coastal Plain were analyzed (fig. 3). Because the study
area covers about 95 mi2, the well density is 5.1 wells per square mile. Of the 482 wells analyzed, 112 were
in Bucks County (3.0 wells per square mile), 21 were in Delaware County (1.0 wells per square mile), and
349 were in Philadelphia County (8.5 wells per square mile). Most wells in Bucks and Philadelphia
Counties are evenly distributed along the Delaware River. In Delaware County, however, the wells are
concentrated near the Philadelphia County Line.

Previous W ork

One of the earliest workers in Pennsylvania’s Coastal Plain was Bascom (1904), who summarized
the water resources of the Philadelphia district, including parts of Pennsylvania, New Jersey, and
Delaware. Her report includes a section on deep and artesian wells and some information on ground-
water quality. She also described the geology of the Coastal Plain and the adjacent Piedmont
Physiographic Province. The next major investigator of the hydrogeology of Pennsylvania’s Coastal Plain
was Hall (1934), who collected most of his well data in 1925 and 1927. Hall described the ground water by
formation, water use, and county; he also provided the results of two chemical analyses. Graham and
others (1951) and Greenman (1955) described the hydrogeology of Bucks County, including parts of the
Coastal Plain and list the results of 31 chemical analyses of water samples from wells completed in the
unconsolidated deposits. Graham and Kammerer (1952) discuss the ground water and water quality at the
U.S. Naval Base in Philadelphia, Pa. (fig. 2). Barksdale and others (1958) evaluated the ground-water
resources of the Philadelphia Tri-State District, which also includes parts of Delaware and New Jersey.

Figure 3. Location of wells in the Coastal Plain Physiographic Province.
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Greenman and others (1961) described the ground-water resources and water quality of the Coastal Plain
and its underlying crystalline rocks in Philadelphia and Bucks Counties and documented the effects of
human activities on water quality. The report contains records of 679 wells and lists 752 chemical analyses
of water samples from some of those wells. Interpretation of drillers’ logs of wells, borings, and well-
cutting samples from 301 sites in Philadelphia and Bucks Counties and 11 from New Jersey also are
included. Paulachok and others (1984) present records of 828 wells and three drainage sumps, and 1,467
chemical analyses of water samples from 205 sites; an index of 51 geophysical logs also is included.
Paulachok and Wood (1984) constructed a water-table map of Philadelphia, Pa. Sloto (1988) simulated
ground-water flow in the lower sand unit of the Potomac-Raritan-Magothy aquifer system in
Philadelphia, Pa., and parts of New Jersey. Paulachok (1991) also evaluated the occurrence, availability,
and quality of ground water in Philadelphia, Pa.

Although the study area of this report is confined to the Coastal Plain of Pennsylvania, important
and related work in the Coastal Plain of New Jersey and (or) surrounding areas also should be mentioned.
Those investigators who confined their studies to the areas or counties immediately adjacent to the
Pennsylvania state line include Vecchioli and Palmer (1962), Rush (1962; 1968), Hardt and Hilton (1969),
and Farlekas and others (1976). Zapecza (1984) provides information on the framework of the Coastal
Plain for all of New Jersey. Langmuir (1969a; 1969b) discussed the occurrence of iron in the ground water
of Camden County, N.J. Ervin and others (1991) provided information on the water quality of the
Potomac-Raritan-Magothy aquifer system in the four counties immediately south of the Delaware River.
Luzier (1980) modeled the Potomac-Raritan-Magothy aquifer system in the Coastal Plain of New Jersey.
Martin (1998) also developed a computer model that simulates the ground-water flow in the Coastal Plain
of New Jersey. Investigators of the Coastal Plain on a broader scale include Parker and others (1964), who
studied the water resources of the Delaware River Basin, Back (1966), who studied the hydrochemical
facies and ground-water flow in the northern part of the Atlantic Coastal Plain, and Meisler (1986), who
studied the aquifer-system of the northern Atlantic Coastal Plain.

Geohydr ologic Setting

The Coastal Plain rests on a bedrock assemblage of metamorphic and igneous rocks whose buried
and weathered surface is marked by a residual clay. The crystalline rocks and residual clay are overlain by
unconsolidated Cretaceous through Quaternary sediments. The poorly exposed Cretaceous and Tertiary
sediments (Berg and others, 1980) consist of a sequence of interlayered, generally fluvial sands, clays, and
gravels ranging in thickness from zero feet near the Fall Line to over 200 ft near the Delaware River
(Greenman and others, 1961). Quaternary sediments, which overlie most Cretaceous and Tertiary
sediments, consist of Pleistocene and Holocene deposits. The Pleistocene deposits are a sequence of
interlayered, generally fluvial sands, gravels, and clays ranging in thickness from zero feet near the Fall
Line and along the Delaware and Schuylkill Rivers to about 80 ft in former channels of the ancestral
Schuylkill and Delaware Rivers. Holocene deposits consist of organic rich mud, silt, and fine sand. These
sediments underlie the channels and tidal flats of the present-day streams and range in thickness from less
than 10 ft where removed by erosion to about 80 ft near the confluence of the Delaware and Schuylkill
Rivers (Greenman and others, 1961; Owens and Minard, 1979).

The unconsolidated sediments form low, nearly-flat plains and broad shallow valleys covered by
tidal marsh and swamp deposits. The unconsolidated sediments form a wedge that dips and thickens
southeast from the Fall Line (fig. 2) toward and under the Delaware River. This wedge continues to thicken
across New Jersey and continues out beneath the Atlantic Ocean.

The Piedmont Physiographic Province to the north and west of the Coastal Plain consists of a
complex assemblage of metamorphic schists of the Wissahickon Formation, metagabbros, gneisses, and
granites; all of Precambrian to early Paleozoic age (Bascom and Stose, 1932; 1938). These crystalline rocks
plunge beneath the Coastal Plain at the Fall Line (Berg and others, 1980). To the north, the Gettysburg-
Newark Lowland broadens into the New Jersey Basin. This basin contains thick sequences of arkosic
sands and gravel of the Stockton Formation and the red shale and sandstone of the Brunswick Formation.
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The ground-water system is recharged by precipitation and infiltration, primarily through
undeveloped areas near the Fall Line. Induced infiltration occurs along streams and rivers, and locally,
from man-made lakes. Ground-water flow, however, has been altered significantly by urbanization.
Impervious surfaces have replaced vegetative cover, increasing direct runoff and decreasing
evapotranspiration and infiltration. Sewers now represent a major flow path in the hydrologic cycle,
serving as ground-water drains or sources of recharge (Paulachok, 1991, p. 10).

The crystalline rocks and overlying residual clay are the lower confining unit of the Coastal Plain.
The unconsolidated Cretaceous through Pleistocene deposits comprise the principal water-bearing units.
Greenman and others (1961) described the Coastal Plain in Pennsylvania as consisting of two distinct but
locally interconnected aquifers—artesian and water table. Because the unconsolidated sediments thicken
seaward, workers in New Jersey (Barksdale and others, 1958; Gill and Farlekas, 1976; Luzier, 1980;
Zapecza, 1984) have been able to identify additional aquifers and aquifer systems. However, because
many of the geohydrologic units present in New Jersey can not be traced into Pennsylvania (Owens and
Sohl, 1969, p. 239-242), informal names are used to describe the Potomac-Raritan-Magothy aquifer system
in Pennsylvania. A generalized stratigraphic section of the Coastal Plain in Pennsylvania showing the
names of the geohydrologic units used in this report and those used by Greenman and others (1961) is
presented in table 1. Important topographic, geologic, and hydrologic features of the Coastal Plain
Physiographic Province are shown in figure 4.

Table 1. Generalized stratigraphic section of the Coastal Plain Physiographic Province

[Modified from Greenman and others, 1961; Sloto, 1988.]

Age
Geohydrologic unit

This report Greenman and others (1961)

Quaternary

Holocene deposits Alluvium

Trenton gravel
Cape May Formation

Pensauken Formation

Tertiary Bridgeton Formation

Upper Cretaceous
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Middle Clay unit Middle Clay member

Middle Sand unit Sayreville Sand
member

Lower Clay unit Lower Clay member

Lower Sand unit
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Lower Cretaceous

Pre-Cretaceous Unconformity
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Ground-water flow in the Coastal Plain Physiographic Province has been altered significantly by
urbanization. Impervious surfaces have replaced vegetative cover, increasing direct runoff and decreasing
evapotranspiration and infiltration. Sewers now represent a major flow path in the hydrologic cycle,
serving as ground-water drains or sources of recharge (Paulachok, 1991, p. 10).

Unconfined Ground-Water System

The unconfined ground-water system includes all depositional units or parts of such units exposed
at the surface and recharged directly from (1) local precipitation, (2) surface sources, or (3) leaking sewers
and water pipes. Depositional units comprising the unconfined ground-water system include most of the
Trenton gravel and Upper Sand unit and parts of the Lower and Middle Sand units where confining clays
are absent near the Fall Line.

Prior to extensive development by wells and drainage works, water in the unconfined ground-water
system flowed from upland recharge areas near the Fall Line toward lowland discharge areas of the
Delaware and Schuylkill Rivers. According to Greenman and others (1961, p. 51), the natural hydraulic
gradient was about 10 ft or less per mile. The water table of this system generally resembled the land-
surface profile; the altitude of the water table is usually highest under hilltops and ridges and lowest in
valleys. Seepage from the unconfined system discharged not only to streams but also by evaporation from
the contiguous soil zone and transpiration from plants. Evapotranspiration was areally extensive and
greatest in low lying areas such as marshes (Greenman and others, 1951, p. 54).
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Physiographic Province.
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After development of high-demand wells and water-distribution and sewer systems, the ground-
water flow pattern and altitude of the water table changed considerably (Paulachok, 1991, fig. 45).
Extensive withdrawals from the Lower Sand unit of the confined ground-water system produced
significant vertical differences in head between the confined and unconfined ground-water systems.
Because of these head differences, water flowed downward from the unconfined ground-water system
through the confining clays to the Lower Sand unit, causing heads to decline locally below sea level in the
unconfined ground-water system. Cones of depression around pumping wells were established. The
pumping of wells immediately adjacent to the Schuylkill and Delaware Rivers reversed the natural
gradient in those areas and induced river water to recharge the unconfined aquifer and flow downward
through the confining unit and into the Lower Sand unit (Sloto, 1988, p. 12). Wells remote from the river
were dependent on other sources of recharge such as precipitation and infiltration from water-distribution
and sewer systems. After about 1960, ground-water withdrawals from the Lower Sand unit declined and
head in the unconfined system began to increase (Paulachok, 1991, fig. 46).

Confined Ground-Water System

The confined ground-water system includes (1) the Lower Sand unit, where it is confined at its base
by the pre-Cretaceous bedrock or, where present, the layer of residual clay formed from the bedrock, and
an overlying, confining clay; (2) the Middle Sand unit, where it is confined at its base by the Lower Clay
unit and is overlain by a confining clay; (3) the Upper Sand unit, where it is confined at its base by the
Middle Clay unit and is overlain by a confining clay; and (4) the Trenton gravel, where it is confined at its
base by a confining clay and overlain by alluvial silt and clay of Holocene age.

The pattern of ground-water movement in the confined ground-water system under pre-
development conditions was more uniform than that in the unconfined ground-water system because of
the reduced influence of topography on the hydraulic gradient. The principal direction of ground-water
flow was east to southeast toward points of natural discharge (Delaware and Schuylkill Rivers) (Barksdale
and others, 1958; Greenman and others, 1961; Back, 1966; Paulachok, 1991, fig. 39). The rate of ground-
water flow varied according to local conditions of recharge and discharge. Greenman and others (1961,
p. 54) estimated the natural hydraulic gradient in the Lower Sand unit at southern Philadelphia was about
2.5 ft/mi. Most water from the Lower Sand unit was discharged to rivers, streams, other surface water
bodies, and to the overlying unconfined ground-water system.

The hydraulic gradient of the confined ground-water system began to change after the development
and completion of high-demand wells (Paulachok, 1991, figs. 40-43). Cones of depression formed around
pumping wells. Additional withdrawals steepened the local hydraulic gradient and lowered water levels.
Also, differences in head between water in the Lower Sand unit and water in overlying units became
established. After about 1960, ground-water withdrawals from the Lower Sand unit in Pennsylvania
decreased and the water table began to rise, but downward leakage into the Lower Sand unit continues
today (1999). Hydrographs of wells Ph-12 and Ph-20 (Paulachok, 1991, fig. 52) indicate by 1973 cones of
depression beneath the U.S. Naval Base had dissipated and the potentiometric contours in this area closely
paralleled the channel of the Delaware River (Paulachok, 1991, fig. 44). Since the early 1970’s, ground
water in the Lower Sand unit under south Philadelphia has flowed toward pumping wells in New Jersey.
This is confirmed by the map of the potentiometric surface in 1978 given by Sloto (1988, fig. 25). Greenman
and others (1961) and Paulachok (1991) present additional information on the altitude and configuration
of the potentiometric surface of the Lower Sand unit during 1915-80.
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Cretaceous Sediments

Cretaceous sediments do not crop out in Pennsylvania’s Coastal Plain Physiographic Province (Berg
and others, 1980) but are exposed at the surface in New Jersey, Delaware, and Maryland (Parker and
others, 1964). These sediments unconformably overlie crystalline rocks and residual clay and are
regionally known as the Potomac-Raritan-Magothy aquifer system. The Cretaceous sediments are fluvial-
deltaic in origin (Owens and others, 1968) and are considered to be chiefly non-marine in Pennsylvania.
The sediments consist of highly permeable beds of sand and gravel separated by less permeable beds of
clay and silt. In Pennsylvania, the Potomac-Raritan-Magothy aquifer system has been divided into three
informal sand and clay units: Lower Sand and Clay, Middle Sand and Clay, and Upper Sand and Clay
(table 1). In New Jersey, the Potomac-Raritan-Magothy aquifer system also has been divided into three
units (Farlekas and others, 1976, p. 22; Zapecza, 1984, p. 14-19; Sloto, 1988, p. 8-9; Paulachok, 1991, table 3).
However, Blickwedel and Wood (1989) stated the three sand and three clay units recognized in
Pennsylvania are not equivalent to those recognized in New Jersey. The lower sand of Pennsylvania is
equivalent to at least part of the lower sand of New Jersey. The middle sand of Pennsylvania is equivalent
to either the upper part of the lower sand of New Jersey or part of the middle sand of New Jersey. The
upper sand of New Jersey probably is absent in Pennsylvania.

Lower Sand and Clay

The Lower Sand unit is directly overlain by the Lower or Middle Clay unit and is part of the artesian
aquifer or confined ground-water system. Where the clays are absent, the Lower Sand unit becomes part
of the water-table aquifer or unconfined ground-water system. Recharge to the Lower Sand unit is
estimated by Farlekas (1979, p. 32) to be 5 in/year. About 55 to 77 percent of the recharge comes from
downward vertical leakage through the overlying Lower Clay unit. Other water sources include induced
recharge from the Delaware and Schuylkill Rivers, recharge on unconfined parts of the Lower Sand unit
near the Fall Line, and flow from pre-Cretaceous rocks (Sloto, 1988). From 1957 to 1978, most of the water
(93 percent) discharged from the Lower Sand unit was removed by pumpage (Sloto, 1988, p. 35). Prior to
1950, the Lower Sand unit was an important source of ground water for public, industrial, and other high-
demand wells in Pennsylvania. Today, however, more than 90 percent of the wells completed in the Lower
Sand unit have been abandoned or destroyed because of excessive concentrations of iron and manganese
in the ground water (Charles R. Wood, U.S. Geological Survey, oral commun., 1997).

Geologic description.— The Lower Sand unit is the lowermost unit of the Potomac-Raritan-
Magothy aquifer system in the study area. It consists of yellowish gray to yellowish brown, generally well-
sorted coarse sand and fine gravel that grade upward into fine- to medium-grained sand containing a few
beds of white clay. Thickness of the Lower Sand unit ranges from less than 1 ft at the Fall Line to about
90 ft in pre-Cretaceous channels carved into the underlying crystalline rocks near the U.S. Naval Base. In
Pennsylvania, however, the Lower Sand unit rarely exceeds a thickness of 60 ft (Greenman and others,
1961).

The Lower Clay unit unconformably overlies the Lower Sand unit or the residual clay of the
crystalline bedrock. The Lower Clay unit is composed mainly of a tough clay containing beds of softer,
well-stratified clay and thin lenses of fine-grained sand. Thickness of the Lower Clay unit ranges from 0 to
over 60 ft but generally is 20 to 40 ft thick.
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Well depths and casing lengths.— Depths of wells completed in the Lower Sand unit are
presented in the table below. All but three of the wells are in Philadelphia, and 90 percent of the wells were
drilled by 1953. Most wells are screened, but a few are perforated or slotted. The length of open interval
ranges from 5 to 45 ft; the median is 20 ft. In general, the deeper a well is drilled, the greater the length of
open interval.

Casing lengths for wells in the Lower Sand unit are presented in the table below. Increased casing
length is almost always directly related to increased well depth.

Hydr ologic pr oper ties.— Depths to water in 155 wells range from 6 to 93 ft below land surface; the
median is 24 ft below land surface. During the period 1979-81, water levels were measured monthly on
seven selected wells in the Philadelphia area by Paulachok and others (1984). These wells had static water
levels ranging from about 7 to 38 ft below land surface and had seasonal fluctuations of as much as 7 ft.
According to Greenman and others (1961, p. 59), the ratio between the amplitude of water-level
fluctuations observed in wells (0.005 ft to about 2 ft) and the amplitude of corresponding tidal fluctuations
in the Delaware River (about 6 ft) for eight wells completed in the Lower Sand unit ranged from 0.009 to
0.383. For two of the eight wells, the lag in time between the arrival of high or low tides in the river and
maximum or minimum water levels in wells was 0.47 and 2.35 hours and corresponded to the highest and
lowest amplitude ratio of 0.383 and 0.009, respectively. This effect of river tides on the fluctuations of water
levels in wells was measured up to 3,000 ft from the shoreline (Greenman and others, 1961, table 9).

Reported yields in the Lower Sand unit are presented in the table below. Only one well had a
reported yield less than 5.0 gal/min. Such a low yield probably is the result of an undersized pump
producing minimal drawdown in the well. In general, the best yielding wells are those near the Delaware
River (Paulachok, 1991, fig. 28).

Reported well depth, Lower Sand unit

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 178 62 82 132 165 194 36 270
High-demand 175 63 82 133 165 192 36 270

Reported casing length, Lower Sand unit

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 120 42 67 113 148 187 24 242
High-demand 117 45 67 117 148 188 24 242

Reported well yield, Lower Sand unit

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 157 50 115 275 550 754 3.3 1,350
High-demand 151 60 120 287 560 766 6.0 1,350
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Specific capacities for wells completed in the Lower Sand unit are presented in the table below.
Specific capacities of wells with a pumping duration of 8 hours or longer (seven wells) range from 2.5 to
36 (gal/min)/ft; the median is 11 (gal/min)/ft. In general, the thicker the Lower Sand unit, the greater the
specific capacity.

Values for hydraulic conductivity and transmissivity for the Lower Sand unit are presented below.
A storativity of 0.0002 was used in estimating these hydrologic properties.

Greenman and others (1961, table 6) conducted seven aquifer tests on the Lower Sand unit in the
vicinity of Philadelphia, Pa., to estimate the storage coefficient, transmissivity, and hydraulic conductivity.
Storage coefficients ranged from 0.00007 to 0.0008; the median was 0.00015. Transmissivity ranged from
2,800 to 9,100 ft2/d; the median was 7,700 ft2/d. Hydraulic conductivity ranged from 123 to 151 ft/d; the
median was 135 ft/d. According to Greenman and others (1961), the wide range in the storage coefficient
and transmissivity is chiefly the result of variation in lithology and thickness of the Lower Sand unit.

Sloto (1988) analyzed 15 aquifer tests from the Lower Sand unit in Philadelphia, Pa., and Camden
and Gloucester Counties, N.J. The hydraulic conductivities ranged from 95.0 to 207 ft/d and averaged
138 ft/d. In his computer model, Sloto determined simulated heads were very sensitive to changes in
hydraulic conductivity but not to changes in the storage coefficient. Sloto produced a 20-ft head change at
one node by varying the hydraulic conductivity from 95.0 to 207 ft/d.

Paulachok (1991, fig. 31) conducted short-duration (1- to 3-hour) single-well aquifer tests at 10 sites;
however, only the results of 1 test could be interpreted reliably. He estimated the storativity as 0.0008 and a
transmissivity of 2,800 ft2/d. On the basis of these and other test results, Paulachok considered the Lower
Sand unit to be a moderately permeable confined aquifer.

Reported specific capacity, Lower Sand unit

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

High-demand 17 2.2 9.5 17 26 45 1.2 50

Hydraulic conductivity and transmissivity of single-well aquifer tests, Lower Sand unit

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 16 28 88 150 260 390 16 1,300
Transmissivity (ft2/d) 16 2,400 3,000 4,400 7,200 12,000 700 15,000
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Water quality .—As seen in the table below, wells completed in the Lower Sand unit generally yield
water that is moderately high to high in dissolved solids, acidic, and very hard. Calcium and magnesium
are the dominant cations; bicarbonate and sulfate are the dominant anions. Elevated concentrations of
iron, manganese, nitrate, and sulfate, and low pH are the most common water-quality problems in the
Lower Sand unit. Elevated concentrations of cadmium, cyanide, lead, mercury, and selenium may be
related to past industrial practices (Paulachok, 1991, p. 62). Additional information on the source and
significance of these and other selected dissolved constituents and properties of ground water are
presented in the appendix.

The quality of water in the Lower Sand unit has changed dramatically since ground-water
withdrawals from the confined ground-water system began around 1904 (Bascom, 1904; Barksdale and
others, 1958; Greenman and others, 1961; Ervin and others, 1991). By 1980, ground water that originally
had only trace amounts of iron and nitrate (Greenman and others, 1961, p. 96) had as much as 100 mg/L of
dissolved iron and 15.0 mg/L of dissolved nitrate (Paulachok and others, 1984). The quality of water in the
Lower Sand unit at the U.S. Naval Base has been documented from early 1943 through early 1957 by
Greenman and others (1961, p. 93-104) and through 1982 by Paulachok (1991, fig. 55). Those investigators
noted the water had undergone extensive degradation and attributed the contamination to human
activities; wells at the Naval Base were abandoned by 1966 because of excessive concentrations of
dissolved iron (Sloto, 1988; Paulachok, 1991).

Summary of chemical constituents and properties analyzed for the Lower Sand unit

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

14 — — — 640 810 1,000 520 1,600

Field hardness 2 — — — — 360 — 350 370
Field pH (standard units) 16 — <6.5 >8.5 12 6.0 6.3 6.5 5.7 7.4
Bicarbonate 77 — — — 73 92 110 21 610
Cadmium 22 0.005 — 5 .001 .010 .020 .000 <.048
Calcium 65 — — — 15 26 39 2.0 270
Chloride 76 — 250 0 22 31 44 8.0 230
Cyanide 15 .2 — 2 .002 .10 .14 .000 .40
Iron 69 — .3 54 .28 .98 2.9 .000 100
Lead 24 .015 — 7 .005 .010 .013 .000 .10
Magnesium 65 — — — 6.0 11 20 .6 200
Manganese 52 — .05 35 .005 .25 2.1 .000 8.6
Mercury 13 .002 — 1 .010 .010 .014 .000 .035
Nitrate (as N) 75 10 — 22 .02 .05 1.7 .00 29
Potassium 53 — — — 3.4 4.9 8.0 .70 37
Selenium 15 .050 — 6 .001 .001 .20 <.001 .20
Silica 65 — — — 10 13 16 2.0 61
Sodium 53 — — — 26 37 51 3.3 280
Sulfate 78 — 250 10 15 29 84 2.0 1,300
Total dissolved solids 61 — 500 30 170 220 280 77 4,100
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Middle Sand and Clay

The Middle Sand unit lies stratigraphically between the underlying Lower Clay unit and the
overlying Middle Clay unit. Where it is confined between persistent clay beds that isolate the sand from
other water-bearing units, the Middle Sand unit becomes a distinct hydrologic unit. The Middle Sand unit
is a minor aquifer with only 25 nondomestic water-supply wells inventoried; most were completed prior
to 1950.

Geologic description.— The Middle Sand unit consists of a sequence of light-colored, very fine- to
coarse-grained sand beds and a few beds of light-gray clay. Most sediments are fairly well sorted and were
deposited in lens-shaped masses, probably by shifting currents. It is present in shallow channels cut into
the lower clay. In southeastern Bucks County, the sand is present as valley-fill deposits separated by
narrow bedrock divides and, in a few places, is in contact with younger sand and channel-fill deposits.
Thickness of this sand unit ranges from 0 to 49 ft but commonly is less than 20 ft. In the Philadelphia area,
the Middle Sand unit has a maximum thickness of about 25 ft (Greenman and others, 1961).

The Middle Clay unit is the most extensive clay unit of the Potomac-Raritan-Magothy aquifer
system in Pennsylvania. The Middle Clay unit is composed of a tough, red and white clay with a
uniformly massive texture that contains several thin lenses of fine-grained sand. The clay ranges in
thickness from 0 to about 60 ft and commonly exceeds a thickness of 20 ft. Where the Middle Clay unit lies
on top of the Lower Clay unit, it is impossible to differentiate the two clays.

Well depths and casing lengths.— Depths of wells completed in the Middle Sand unit are
presented in the table below; data were available only for high-demand wells. The length of open interval
ranges from 5 to 41 ft; the median is 16 ft. In general, the deeper a well is drilled the greater is the length of
open interval. Wells generally are drilled deeper in Philadelphia (7 wells) than in Bucks County (18 wells);
the median depths are 125 and 74 ft, respectively.

Casing lengths for wells in the Middle Sand unit are presented in the table below. Increased casing
length is almost always directly associated with increased well depth.

Hydr ologic pr oper ties.— Depths to water in 23 wells range from 4 to 29 ft below land surface; the
median is 15 ft below land surface. Most static water levels have shown strong seasonal and tidal
influence. At one well in Philadelphia, water levels in the Middle Sand unit have been measured
continuously since 1975. From 1979 through 1981, the static water level in this well ranged from about 15
to 21 ft below land surface (Paulachok and others, 1984, p. 8). Greenman and others (1961, p. 59)

Reported well depth, Middle Sand unit

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

High-demand 25 56 66 82 103 129 55 140

Reported casing length, Middle Sand unit

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

High-demand 17 36 42 55 97 127 36 133
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determined the ratio between the amplitude of water-level fluctuations observed in a well completed in
the Middle Sand unit (about 0.03 ft) and the amplitude of corresponding tidal fluctuations in the Delaware
River as 0.005. This well is about 4,400 ft from the shoreline.

Reported yields in the Middle Sand unit are presented in the table below. Four of the five wells with
yields of 750 gal/min or greater are within 1,500 ft of the Delaware River. Wells drilled to a depth of more
than 100 ft (five wells) have a median reported yield of 350 gal/min, whereas wells drilled less than 100 ft
deep (13 wells) have a median reported yield of 300 gal/min.

Specific capacities for wells completed in the Middle Sand unit are presented in the table below.
Specific capacities of six wells with pumping durations of 8 hours or longer range from 6.7 to
39 (gal/min)/ft; the median is 19 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the confined Middle Sand unit are presented
below; a storativity of 0.0002 was used in estimating these hydrologic properties. Hydraulic conductivity
and transmissivity for two wells completed in the unconfined Middle Sand unit are 39 and 310 ft/d and
1,100 and 6,100 ft2/d, respectively. A specific yield of 0.2 was used in estimating these hydrologic
properties.

Reported well yield, Middle Sand unit

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

High-demand 18 94 150 350 690 900 50 1,020

Reported specific capacity, Middle Sand unit

[Specific capacity in gallons per minute per foot of drawdown; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75 Minimum Maximum

High-demand 7 6.7 10 32 4.7 39

Hydraulic conductivity and transmissivity of single-well aquifer tests, Middle Sand unit

[ft/d, feet per day; ft2/d, feet squared per day; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Hydrologic property
Number
of wells

P25 Median P75 Minimum Maximum

Hydraulic conductivity (ft/d) 5 33 290 680 7.4 470
Transmissivity (ft2/d) 5 1,600 2,900 9,700 1,200 12,000
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Water quality .—As seen in the following table, wells completed in the Middle Sand unit generally
yield water that contains moderate amounts of dissolved solids and may be some what acidic. Sodium
plus potassium are the dominant cations, and chloride is the dominant anion. Elevated concentrations of
iron and manganese appear to be the most common water-quality problems. Additional information on
the source and significance of these and other selected dissolved constituents and properties of ground
water is presented in the appendix.

Upper Sand and Clay

Throughout much of the Coastal Plain, the Upper Sand unit is part of the water-table aquifer and is
recharged by precipitation, leakage from sewers and water pipes, and contact with surface-water bodies
(Greenman and others, 1961; Paulachok, 1991). Most of the 14 wells inventoried in this unit are industrial
wells; all have been either abandoned or destroyed because of poor water quality.

Geologic description.— The Upper Sand unit consists principally of light gray to yellowish brown,
well sorted, medium- to coarse-grained sand with minor amounts of fine to very fine sand and gravel.
Gravel beds are common, especially at the base. In south Philadelphia, the Upper Sand unit has a
maximum thickness of 50 ft and locally in Bucks County it may be as thick as 100 ft, but elsewhere it
seldom exceeds 35 ft in thickness (Greenman and others, 1961; Greenman, 1955). The Upper Sand unit
unconformably overlies the Middle Clay unit where it occupies erosional depressions or scour channels.
Locally, the Middle Clay unit has been removed by erosion and the Upper Sand unit was deposited on the
Middle Sand unit or older deposits.

Summary of chemical constituents and properties analyzed for the Middle Sand unit

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

1 — — — — 690 — 690 —

Field hardness 0 — — — — — — — —
Field pH (standard units) 1 — <6.5 >8.5 0 — 7.0 — 7.0 —
Bicarbonate 8 — — — 20 25 180 11 330
Cadmium 2 0.005 — 1 — .010 — .001 <.020
Calcium 8 — — — 11 15 33 7.9 39
Chloride 8 — 250 0 10 14 31 5.1 160
Iron 8 — .3 6 .58 6.1 42 .000 53
Lead 2 .015 — 2 .010 .015 .040 .010 .046
Magnesium 8 — — — 4.7 8.9 14 3.9 20
Manganese 7 — .05 2 .000 .003 .89 .000 1.7
Nitrate (as N) 8 10 — 0 .14 1.2 3.4 .01 7.7
Potassium 6 — — — 1.5 3.4 5.0 .9 7.0
Silica 8 — — — 12 13 13 6.2 19
Sodium 6 — — — 7.3 19 27 3.1 40
Sulfate 8 — 250 0 5.4 23 35 .9 66
Total dissolved solids 8 — 500 1 110 170 260 68 540
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The Upper Clay unit consists of light-gray sandy clays; dark-gray carbonaceous clays; and massive,
red, white, and yellow clays. It is 35 ft thick in south Philadelphia and 25 ft thick in Bucks County. The
Upper Clay unit is not areally extensive, but where present it overlies the Upper Sand unit separating it
from the overlying Tertiary and Quaternary sediments.

Well depths and casing lengths.— Depths of wells completed in the Upper Sand unit are
presented in the table below. Wells in this unit are finished with either screens or perforated pipe. The
screens or perforated pipe have lengths ranging from 5 to 34 ft; the median is 10 ft.

Casing lengths for drilled wells in the Upper Sand unit are presented in the table below. Increased
casing length is almost always directly related to increased well depth.

Hydr ologic pr oper ties.— Depths to water in 12 wells range from 14 to 34 ft below land surface; the
median is 18 ft below land surface. Water levels in wells within several hundred feet of the Delaware River
can be influenced by the tide.

Reported yields in the Upper Sand unit are presented in the table below. The largest reported yields
are from wells with a water column of 45 ft or less in height.

Specific capacities of five wells, irregardless of pumping duration, range from 0.30 to
22 (gal/min)/ft; the median is 13 (gal/min)/ft. The specific capacities of three wells pumped 8 hours or
longer are 0.30, 13, and 17 (gal/min)/ft. The largest specific capacity is from a well with a water column
less than 20 ft in length.

Values for hydraulic conductivity and transmissivity for the Upper Sand unit are limited to four
wells. A storativity of 0.0002 was used in estimating these hydrologic properties. Hydraulic conductivities
in the Upper Sand unit are 7.2, 37, 140, and 270 ft/d; transmissivities are 72, 560, 4,000 and 4,900 ft2/d.

Reported well depth, Upper Sand unit

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

High-demand 14 61 62 74 83 105 61 105

Reported casing length, Upper Sand unit

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

High-demand 14 40 52 61 73 100 39 100

Reported well yield, Upper Sand unit

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

High-demand 11 22 30 54 310 760 20 850
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Water quality .—As seen in the following table, wells completed in the Upper Sand unit yield water
that contains moderate amounts of dissolved solids. Calcium and sodium plus potassium are the
dominant cations; bicarbonate is the dominant anion. Elevated concentrations of iron and manganese are
the most common water-quality problems. High concentrations of sulfate and total dissolved solids also
are reported. The high lead and cadmium concentrations reported may be the result of leaks or spills of
industrial chemicals and waste products (Paulachok, 1991, fig. 64).

Post-Cretaceous Sediments

Tertiary- and Quaternary-age clays, silts, sands, and gravels completely cover the Cretaceous
sediments (Berg and others, 1980). The thickness of these terrace and valley-fill deposits ranges from zero
along the Schuylkill and Delaware Rivers to about 80 ft in Philadelphia and about 60 ft in Bucks County
but typically are about half the maximum thickness reported (Greenman and others, 1961). The post-
Cretaceous deposits, which are areally extensive and form most of the water-table aquifer, consist of the
Bridgeton Formation, the Trenton gravel, and Holocene sediments.

The overlying sediments are part of the unconfined ground-water system. Near the Schuylkill River
and at a few other localities, the Pleistocene gravels (Greenman and others, 1961) are overlain by a veneer
of alluvium of Holocene age. Prior to 1950, the gravels were an important source of ground water in the
Coastal Plain, capable of supplying numerous industrial and other high-demand wells. Today, however,
the gravels are important only in areas adjacent to rivers where induced recharge can provide water of
acceptable quality.

Summary of chemical constituents and properties analyzed for the Upper Sand unit

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum Maximum

Laboratory specific
conductance (µS/cm)

6 — — — 280 490 600 130 3,500

Field hardness 1 — — — — 390 — 390 —
Field pH (standard units) 1 — <6.5 >8.5 1 — 5.6 — 5.6 —
Bicarbonate 6 — — — 42 120 230 16 300
Cadmium 3 0.005 — 2 — .007 — .004 <.010
Calcium 6 — — — 18 33 57 13 230
Chloride 6 — 250 0 11 29 34 3.0 44
Iron 6 — .3 3 .012 .33 .140 .11 .220
Lead 3 .015 — 2 — .010 — .000 .020
Magnesium 6 — — — 9.3 14 17 9.0 150
Manganese 5 — .05 3 .57 .65 .000 31
Nitrate (as N) 5 10 — 0 .10 .78 3.1 .09 6.9
Potassium 4 — — — 4.8 15 33 2.7 34
Silica 6 — — — 9.6 12 19 7.5 25
Sodium 4 — — — — 24 — 20 54
Sulfate 6 — 250 1 5.2 9.8 80 3.4 1,700
Total dissolved solids 6 — 500 1 160 270 380 66 4,500
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Bridgeton Formation

The Bridgeton Formation is composed of stratified, feldspathic quartz sand with local beds of fine
gravel; clay and silt beds are rarely present (Owens and Minard, 1979). Owens and Minard (1979, p. 18)
tentatively assigned a Miocene age to the Bridgeton Formation on the basis of its stratigraphic relation
with younger sediments. Because the Bridgeton Formation is widely scattered and generally present only
as topographic highs, it is not considered an important geohydrologic unit in the Coastal Plain of
Pennsylvania.

Trenton Gravel

The name “Trenton gravel” was first proposed by Lewis (1880) to “* * * the newest and last gravels
found in the lower Delaware valley.” In the Coastal Plain of Pennsylvania, only the Trenton gravel
(informal usage) is presently exposed at land surface (Berg and others, 1980).

Geologic description.— The Trenton gravel was informally subdivided, primarily on the basis of
lithology, by Owens and Minard (1979, p. 29) into the stratigraphically higher Spring Lake beds and the
stratigraphically lower Van Sciver Lake beds. The Spring Lake beds can exceed 75 ft in thickness and
consist of silt, clay, sand, and gravel. The Van Sciver Lake beds are as thick as 55 ft and consist primarily of
clay, silt, and sand. Where they have not been removed by erosion, the Spring and Van Sciver Lake beds
generally form small terraces and scarps; altitudes rarely exceed 70 ft above sea level. Both units have been
dated radiologically and palynologically as Sangamonian in age (Owens and Minard, 1979, p. 38 and 42).
The Trenton gravel overlies the Bridgeton Formation where it is present, although generally the Trenton
gravel lies directly on Cretaceous sediments. Near the Schuylkill River and at a few other localities, the
Trenton gravel is overlain by a veneer of alluvium of Holocene age. According to Paulachok (1991), the
Trenton gravel is equivalent to the Pleistocene sediments of Wisconsin age of Greenman and others (1961).

Well depths and casing lengths.— Depths of wells completed in the Trenton gravel are presented
in the table below. Most wells in the Trenton gravel are finished with screens; a few wells are completed
with perforated pipe. Six wells are completed as well points. The open length for screened and perforated
wells ranges from 4 to 34 ft; the median is 10 ft.

Well depths vary considerably by county. Wells drilled in Bucks County (58 wells) are completed at
shallower depths than wells drilled in Delaware County (10 wells) and Philadelphia County (118 wells).
The median depths of wells drilled in the Trenton gravels of Bucks, Delaware, and Philadelphia Counties
are 35, 57, and 51 ft, respectively.

Reported well depth, Trenton gravel

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 186 26 33 43 62 85 17 107
Domestic 4 — — 38 — — 35 55
High-demand 121 26 35 50 71 89 17 107
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Casing lengths for wells in the Trenton gravel are presented in the table below. In general, the deeper
the well the more casing is used. Wells drilled in Bucks County (32 wells) use considerably less casing than
wells drilled in Delaware County (8 wells) or Philadelphia County (77 wells). The median casing lengths
of wells drilled in Bucks, Delaware, and Philadelphia Counties are 25, 39, and 41 ft, respectively.

Hydr ologic pr oper ties.— Depths to water in 176 wells range from flowing at land surface to 48 ft
below land surface; the median is 13 ft below land surface. As seen in the table below, water levels appear
to be deeper (farther from land surface) in valleys than on slopes. However, this may be because of the
small sample size for wells on slopes. In general, water levels show strong seasonal fluctuation, but in
wells near the Delaware River these seasonal fluctuations are moderated because the river is a tidewater
body with a relatively constant mean stage. These wells may show tidal fluctuations in response to the 6-ft
tidal impulse of the Delaware River (Blickwedel and Linn, 1987).

Reported yields in the Trenton gravel are presented in the table below. Yields of 5.0 gal/min or less
are reported from three wells. High-demand wells drilled in Bucks County (32 wells) generally have
greater yields than high-demand wells in Delaware (5 wells) or Philadelphia (70 wells) Counties. The
median reported yields of high-demand wells in Bucks, Delaware, and Philadelphia Counties are 203, 85,
and 108 gal/min, respectively. The three wells with yields of 1,000 gal/min or greater are 75 ft or deeper.
Paulachok (1991, fig. 17) shows the approximate distribution of well yields in the Trenton gravel. In
general, wells close to the Delaware River and open to a large saturated thickness will have high yields.

Reported casing length, Trenton gravel

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 117 10 19 33 51 65 10 87
High-demand 75 12 19 38 57 67 10 87

Water levels, Trenton gravel

[Water levels in feet below land surface; F, flowing well; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Topographic setting
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Slope 6 — 5 12 18 — 4 22
Valley 167 4 8 13 23 32 F 48

Reported well yield, Trenton gravel

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 157 6.7 43 105 257 600 0.0 1,370
Domestic 1 — — 50 — — 50 —
High-demand 107 44 80 150 300 600 3.5 1,370
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Specific capacities for wells completed in the Trenton gravel are presented in the table below.
Specific capacities of wells (15 wells) with pumping durations of 8 hours or longer range from 1.3 to
80 (gal/min)/ft; the median is 15 (gal/min)/ft. Specific capacities of high-demand wells in Bucks County
(11 wells) are considerably greater than in Philadelphia County (7 wells); the medians are 20 and
7.8 (gal/min)/ft, respectively.

Values of hydraulic conductivity and transmissivity for the Trenton gravel are presented below. A
specific yield of 0.2 was used in estimating the hydrologic properties of the unconfined Trenton gravel,
and a storativity of 0.0002 was used for the confined Trenton gravel.

Paulachok (1991) conducted 10 short-duration (less than 3-hour), single-well aquifer tests in the
unconfined aquifers; however, the test data for only two wells completed in the Trenton gravel could be
interpreted reliably. Greenman and others (1961, p. 47) conducted a long-duration test in the Trenton
gravel. The transmissivities from these three tests are 3,800, 4,200, and 4,900 ft2/d. From the long-duration
test, Greenman and others (1961) estimated storativity as 0.00059 and hydraulic conductivity as 142 ft/d.
According to Paulachok (1991, p. 18), the data for the long-duration test indicate the Trenton gravel may be
in direct hydraulic contact with the Delaware River.

Reported specific capacity, Trenton gravel

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 32 0.38 1.1 6.6 31 56 0.01 80
High-demand 20 .71 4.8 11 37 57 .58 80

Hydraulic conductivity and transmissivity from single-well aquifer tests, unconfined Trenton gravel

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 14 16 63 430 990 2,300 15 2,900
Transmissivity (ft2/d) 14 140 280 5,700 8,300 14,000 61 18,000

Hydraulic conductivity and transmissivity from single-well aquifer tests, confined Trenton gravel

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 18 3.9 15 98 180 650 0.40 1,600
Transmissivity (ft2/d) 18 54 130 1,400 2,300 9,700 2.0 12,000
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Water quality .—As seen in the following table, wells completed in the Trenton gravel generally
yield water that contains moderately high amounts of dissolved solids and is acidic. Calcium is the
dominant cation, and, after 1967, bicarbonate is the dominant anion. Elevated concentrations of iron,
manganese, nitrate, sulfate, and total dissolved solids and low pH are the most common water-quality
problems. Elevated concentrations of lead and mercury may be related to past industrial practices
(Paulachok, 1991, p. 62). Additional information on the source and significance of these and other selected
dissolved constituents and properties of ground water are presented in the appendix.

The quality of ground water in the Trenton gravel has declined since intensive industrial
development began in the 1920’s. This degradation of the ground water can be traced to the dumping of
industrial and municipal wastes, leaking wells and sanitary sewers, cesspools, dumps, and landfills.
Greenman and others (1961) attempted to trace this degradation on the basis of numerous wells whose
waters were analyzed over a period of several years. They noted a wide range in the composition of the
ground water from site to site. This variation was believed to be the result of different sources of
contamination, and “* * * the effects of blending of recharge from multiple sources in response to
pumping.” (Greenman and others, 1961, p. 70).

Summary of chemical constituents and properties analyzed for the Trenton gravel

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

20 — — — 410 720 1,100 280 3,000

Field hardness 2 — — — — 61 — 1 120
Field pH (standard units) 20 — <6.5 >8.5 11 5.7 6.4 6.6 5.2 7.2
Bicarbonate 67 — — — 35 57 130 .0 460
Cadmium 24 0.005 — 2 <.001 .002 .009 <.0001 <.060
Calcium 56 — — — 19 26 46 5.7 740
Chloride 66 — 250 4 12 18 46 .0 2,200
Iron 62 — .3 47 .57 3.0 9.3 .020 430
Lead 15 .015 — 2 .001 .003 .006 .000 .081
Magnesium 56 — — — 11 13 16 5.1 140
Manganese 54 — .05 23 .025 1.6 12 .000 15
Mercury 21 .002 — 4 <.0001 <.0001 .0001 <.0001 .055
Nitrate (as N) 67 10 — 11 .25 .81 2.9 .0 39
Potassium 44 — — — 2.2 4.4 7.7 .0 20
Silica 58 — — — 8.2 11 16 5.1 83
Sodium 44 — — — 9.1 19 47 3.3 420
Sulfate 67 — 250 9 29 66 110 .4 2,200
Total dissolved solids 60 — 500 20 190 230 400 95 4,300
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Holocene Deposits

Holocene Deposits consisting of richly organic, dark gray mud, silt, and fine sand underlie the
channels and tidal flats of the Delaware River and its principal tributaries. These sediments can be as thick
as 78 ft in south Philadelphia where the channels of the Delaware and Schuylkill Rivers merge, but
elsewhere, the thickness is generally about 30 ft and commonly less than 10 ft (Greenman and others,
1961). Because these sediments form a veneer, are very fine grained, and are less permeable than the
Trenton gravel or the other sand units, the Holocene Deposits are not considered an important
geohydrologic unit in the Coastal Plain of Pennsylvania.

Summar y Characteristics of Unconsolidated Aquif ers
in the Coastal Plain Ph ysiographic Pr ovince

Data evaluated for most units in the Coastal Plain Physiographic Province are summarized in
figures 5 to 9. Well depths range from 17 to 270 ft below land surface and casing lengths from 10 to 242 ft.
Well depths and casing lengths are generally greatest in the Lower Sand unit (oldest and stratigraphically
lowest unit) and least in the Trenton gravel (youngest and stratigraphically highest unit).

Reported yields range from essentially 0 to 1,370 gal/min and specific capacities from 0.01 to
80 (gal/min)/ft. In general, wells in close proximity to surface water bodies such as the Schuylkill or
Delaware Rivers have the greatest reported yields and specific capacities.

The quality of water has decreased as a result of heavy pumping and intense industrial
development. Elevated concentrations of iron, manganese, nitrate, sulfate, total dissolved solids, and low
pH are the most common water-quality problems. Elevated concentrations of metals (cadmium, cyanide,
lead, mercury, selenium) may be the result of leaks or spills of industrial chemicals and waste products.
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Figure 5. Depths of wells in the Coastal Plain Physiographic Province.
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Figure 6. Casing lengths of wells in the Coastal Plain Physiographic Province.
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Figure 7. Reported yields of wells in the Coastal Plain Physiographic Province.
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Figure 8. Specific capacities of wells in the Coastal Plain Physiographic Province.
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Figure 9. Median values of results of chemical analyses of selected chemical
constituents in water from the geohydrologic units in the Coastal Plain Physiographic
Province.
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GEOHYDROLOGY OF THE PIEDMONT PHYSIOGRAPHIC PROVINCE,
PIEDMONT UPLAND SECTION

Location and Geographic Setting

The Piedmont Upland Section is part of the Piedmont Physiographic Province as originally
described by Fenneman (1938). Berg and others (1989) have recently redefined the Piedmont Upland
Section in Pennsylvania and their delineation will be used throughout this report (figs. 1 and 10). In
Pennsylvania, the Piedmont Upland Section occupies about 1,800 mi2 of the southeastern part of the
Commonwealth. The part of the Piedmont Upland Section under study for this report is bounded on the
south by the border of Pennsylvania with Maryland and Delaware and on the east by the Fall Line that
separates the Piedmont and Coastal Plain Physiographic Provinces. The northern and western boundaries
coincide with the contact between mostly noncarbonate metamorphic rocks that are a part of the Piedmont
Upland, carbonate rocks of the Piedmont Lowland, and siliciclastic rocks of the Gettysburg-Newark
Lowland.

The Piedmont Upland is characterized by rolling hills and valleys, generally with gentle to
moderately steep slopes. However, steeper slopes with narrow valley bottoms dominate near the
Susquehanna River. Many higher ridges are underlain by more resistant bedrock such as quartzite.
Altitudes range from about 100 ft above sea level near the Fall Line to between 1,000 and 1,200 ft on the
highest ridges. For much of the area, altitudes range from 100 to 300 ft above sea level.

The eastern third of the Piedmont Upland is densely populated, including part of Philadelphia as
well as numerous outlying communities such as Drexel Hill, Springfield, Chester, and parts of Levittown.
The central part of the Piedmont Upland is less densely populated but contains several communities
including West Chester, Malvern, and Wayne. The western part is the least densely populated area of the
Piedmont Upland; population centers include Red Lion and Stewartstown (fig. 10). Urban and suburban
land use predominates in the eastern part of the Piedmont Upland but gives way to a greater percentage of
rural agricultural and forested land use toward the west. Parts of the physiographic region with more
rugged terrain are commonly forested and sparsely populated.

The Piedmont Upland of Pennsylvania has a humid continental climate. Average yearly
precipitation is about 43 in. (Pennsylvania Department of Environmental Resources, 1980). Summer and
winter mean temperatures are about 24 and 0°C, respectively. Prevailing winds are westerly during the
winter and southerly during the summer. Weather systems that affect the area generally originate in the
central United States and move eastward over the Appalachians. Periodically, moist northward moving
weather systems bring moderate and heavy precipitation to the area.

Water-Well Density

The location of wells in the analysis of the Piedmont Upland is shown in figure 11. The uneven
distribution of analyzed wells is partly related to the location of historical studies, population density, the
presence of springs, and the abundance of surface water. The highest density of recorded wells are from
Chester (3.8 wells per square mile), Philadelphia (2.7 wells per square mile), and Delaware (2.5 wells per
square mile) Counties. Records from high-demand wells comprise a larger part of all well records for these
counties than for the counties located further west in the Piedmont Upland. Areas with the least dense
well data are Lancaster (0.46 wells per square mile), Montgomery (0.58 wells per square mile), and Bucks
(0.66 wells per square mile) Counties and include relatively few high-demand wells.
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Figure 10. Piedmont Physiographic Province, Piedmont Upland Section, major streams, counties, and major population centers.
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Figure 11. Locations of wells in the Piedmont Physiographic Province, Piedmont Upland Section.
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Previous W ork

Initial efforts to map and describe the geology of the Piedmont Upland were undertaken by Bascom
and others (1909), Bascom and Miller (1920), Jonas and Stose (1926; 1930), Knopf and Jonas (1922; 1923),
Bascom and Stose (1932; 1938), Stose (1932), and Stose and Jonas (1939). The most controversial aspect of
the earlier investigations was the Martic Overthrust, proposed by Knopf and Jonas (1929). The arguments
regarding the overthrust and Martic Line culminated in the detailed study by Cloos and Hietanen (1941).
Other more recent studies on the geology of the Piedmont Upland include Agron (1950), Bromery and
Griscomb (1967), Higgins (1972), Crawford and Crawford (1980), Lyttle and Epstein (1987), Wagner and
Srogi (1987), Drake and others (1989), Gates and Valentino (1991), Faill and Sevon (1994), and Faill (1997).

Hall (1934) presented some of the earliest ground-water data and briefly discussed the water-
bearing characteristics of the principal geological formations of southeastern Pennsylvania. Water-
resource reports for Bucks (Greenman, 1955), Chester (Poth, 1968; McGreevy and Sloto, 1976, 1977; Sloto,
1987, 1989, 1990), Delaware (Balmer and Davis, 1996), Lancaster, (Meisler and Becher, 1971; Poth, 1977),
Montgomery (Newport, 1971), Philadelphia (Paulachok, Wood, and Norton, 1984), and York Counties
(Lloyd and Growitz, 1977) have been published. Water resources of several drainage basins have been
studied or modeled by Olmstead and Hely (1962), Miller and others (1971), McGreevy and Sloto (1980),
Gerhart and Lazorchick (1984b) and Sloto (1990). The ground-water resources for the Delaware River were
studied by Parker and others (1964) and for the Schuylkill River by Biesecker and others (1968).

Geohydr ologic Setting

The Piedmont Upland (Berg and others, 1980) is generally underlain by Precambrian to Early
Paleozoic age metamorphic and igneous rocks (table 2). Recent work (Wagner and Srogi, 1987) suggests
this area was the site of a collision between a magmatic arc and the Precambrian North American
continent along an east-dipping subduction zone. Lithologies include felsic to mafic gneiss; felsic to mafic
plutonic rocks; serpentinite; schistose rocks of the Wissahickon Formation, Marburg Schist, and Peters
Creek Schist; slaty rocks of the Peach Bottom Slate; siliciclastic sedimentary rocks of the Chickies, Harpers,
and Antietam Formations; and carbonate rocks of the Cockeysville and Wakefield Marble (Bascom and
Stose, 1932; 1938; Stose and Jonas, 1939; McKinstry, 1961; Freedman and others, 1964; Crawford and
Crawford, 1980; and Faill and Valentino, 1989). These rocks have been repeatedly metamorphosed,
intruded, folded, and thrust faulted (Stose and Jonas, 1923; Hopson, 1964). Much of the Piedmont Upland
consists of the Glenarm Terrace and several less extensive outlying areas, the largest of which includes the
Honey Brook Upland and adjoining Mine Ridge area (fig. 12). The Glenarm Terrane consists primarily of
the Wissahickon Formation and other metasedimentary rocks. The Honey Brook Upland and Mine Ridge
area are underlain for the most part by mafic and felsic gneisses and plutonic igneous rocks. These
metamorphic and igneous rocks form numerous, discordant bodies (Berg and others, 1980). The Glenarm
Terrane and the Honey Brook Upland and Mine Ridge area have undergone repeated periods of
metamorphism beginning as early as 1 billion years ago and ending about 320 million years ago (Tilton
and others, 1960; Grauert and others, 1973; Lapham and Bassett, 1964).

Recent work by Lyttle and Epstein (1987) indicates the Piedmont may be divided into northern and
southern parts (table 2). The boundary between the two on the 1980 Geologic Map of Berg and others
(1980) is essentially the contact between the Albite-Chlorite Schist and the Oligoclase-Mica Schist of the
Wissahickon Formation. According to Lyttle and Epstein (1987), this contact may represent an important
suture that joined, probably before the late Proterozoic or earliest Paleozoic, two distinctly different
terranes.
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Table 2. Generalized stratigraphic section of the Piedmont Physiographic Province, Piedmont Upland Section in
Pennsylvania

[Modified from Berg and others, 1983; Lyttle and Epstein, 1987]

Age
Geohydrologic unit

Northern Piedmont Upland Southern Piedmont Upland

Upper
Ordovician

Unconformity

Wakefield
Marble

Peach Bottom
Slate and

Cardiff
Conglomerate

Middle
Ordovician

Lower
Ordovician

Unconformity

Unconformity Plutonic Rocks

Upper
Cambrian

Albite-Chorite
Schist

Oligoclase-
Mica Schist

Gneissic Rocks

Peters Creek
Schist Serpentinite

Middle
Cambrian

Oligoclase-
Mica Schist

Unconformity

Unconformity

Cockeysville
Marble

Lower
Cambrian

Marburg
Schist

Antietam
Formation

Metavolcanics Harpers
Formation

Albite-Chlorite
Schist

Chickies
Formation Setters

Quartzite

Precambrian

Unconformity Fault Unconformity
Unconformity Unconformity Unconformity

Gneissic and Plutonic Rocks
Unconformity

Gneissic and Plutonic Rocks
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Figure 12. Major geologic terranes of the Piedmont Upland Section (modified from Faill, 1997, fig. 4).
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Although the Piedmont Upland receives nearly uniform precipitation throughout the year, much of
the recharge to ground water takes place from late fall to early spring. During the remainder of the year,
rapid plant growth, high evapotranspiration rates, and soil-moisture deficits greatly reduce the amount of
recharge that reaches the ground-water system. Much of the precipitation returns to the atmosphere or
reaches streams as overland runoff. The precipitation that is not lost to evapotranspiration, soil saturation,
or overland runoff infiltrates into the regolith and the underlying bedrock. After reaching the saturated
zone, ground water moves from areas of high hydraulic head to areas of lower hydraulic head and
eventually returns to land surface through wells, springs, or streams. Ground water discharged to streams
as base flow is important to maintain adequate streamflow and to dilute effluents discharged during
periods of little precipitation. Lloyd and Growitz (1977, p. 27) estimated that (in central and southern York
County) about two-thirds of the water that constitutes streamflow is ground water. Gerhart and
Lazorchick (1988, p. 27-28), using annual precipitation, base flow, and lithologies, determined that
28 percent of annual precipitation became ground-water recharge for Paleozoic sedimentary rocks and
22 percent of annual precipitation recharged ground water in the crystalline rocks.

The most important regional bedrock aquifer in the Piedmont Upland is the Oligoclase-Mica Schist.
It underlies about 30 percent of the entire Piedmont Upland, including the more populated areas.
Important, highly productive, local bedrock aquifers include the Cockeysville Marble and the Peach
Bottom Slate and Cardiff Conglomerate. Less productive units include the Plutonic Rocks and Albite-
Chlorite Schist; the least productive unit is the Marburg Schist.

Ground-water flow in the Piedmont Upland is dominated by local flow with ridges or hilltops
commonly serving as water-table divides (fig. 13). According to LeGrand (1988, p. 205), the small,
numerous, ground-water systems that comprise local flow closely correspond to small surface-water
drainage systems in which a perennial stream is present.

Figure 13. Topographic, geologic, and hydrologic features of the Piedmont Physiographic
Province, Piedmont Upland Section.
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Regolith

In the Piedmont Upland, regolith is composed of granular to clayey soil and saprolite, and
disaggregated bedrock. The regolith also may include deposits of colluvium on slopes and alluvium in
valley bottoms. Regolith permits infiltration of precipitation and stores large quantities of water in
intergranular pores. These pores then slowly release water to the underlying, fractured bedrock. The
porosity of regolith typically far exceeds that of the underlying fractured bedrock, but the saturated
regolith by itself commonly is not thick enough (fig. 13) to support sustained yields to wells (Stewart, 1962,
p. B106-107).

In the regolith, ground water generally flows downslope; however, the direction and rate of flow can
be affected by the amount of bedrock weathering, mineral composition of the parent rock, orientation of
mineral grains (especially micas), the presence of shear zones, quartz veins, and fractures. Stewart (1962,
p. B-106) found that ground-water movement parallel to foliation of mica crystals can be 25 to 100 times
greater than that of water moving normal to or at an angle to the schistosity.

Thickness of regolith and saturated (casing depth − static water level) regolith varies according to
the underlying geohydrologic unit and topographic setting. The median thickness of regolith, estimated
from the depth of casing in 1,740 domestic wells completed in the Piedmont Upland, is 40 ft. Regolith
thickness is least in the Marburg Schist and greatest in the Cockeysville Marble. Geohydrologic units that
have some of the thinnest saturated regolith are the Albite-Chlorite Schist, Peach Bottom Slate and Cardiff
Conglomerate, and the Antietam Formation. The Cockeysville Marble has the greatest thickness of
saturated regolith. Valleys have a greater thickness of saturated regolith than slopes or hilltops.

The exact amount of ground water stored in saturated regolith is unknown. However, its
approximate magnitude can be determined from estimates of specific yield. McGreevy and Sloto (1977,
p. 33) estimated a specific yield of 0.08 in saturated regolith for noncarbonate and non-Triassic rocks in
Chester County, Pa. Olmstead and Hely (1962, p. 18) estimated the specific yield of saturated regolith for
crystalline rocks in the Brandywine Creek Basin, Pa., as 0.075 to 0.10.

Fractured Bedrock

Ground water is stored in and moves through consolidated bedrock in networks of cleavage planes,
joints, faults, or solution openings (fig. 13). The consolidated bedrock has negligible intergranular
porosity; fracturing and chemical weathering provide most of the available porosity. Although fractured
bedrock may have a low porosity, the permeability of individual fractures can be quite high. Fractured
bedrock yields usable quantities of water to wells nearly everywhere. The quantity of water stored in
fractured bedrock may be insufficient to sustain high well yields for long periods of time. However,
fractures may be replenished by seepage if the overlying regolith is saturated.

Although it is not possible to determine an exact thickness or maximum depth of the fresh ground-
water system, several methods can provide useful estimates. These methods include borehole temperature
logs, borehole velocity measurements (R.W. Conger, U.S. Geological Survey, 1996, written commun.), and
depth distributions of water-bearing zones reported by well drillers.

In the Oligoclase-Mica Schist, the USGS logged a well completed at a depth of 651 ft. Analysis of the
borehole temperature log indicated no geothermal gradient was present. The absence of a geothermal
gradient suggests ground water was entering the well near the final depth and moving upwards to an area
of lower hydraulic pressure.

Depth distributions of water-bearing zones are varied and appear to be somewhat dependent on the
bedrock lithology. Quartz-rich rocks such as the Setters Quartzite, Chickies Formation, or Antietam
Formation have median water-bearing zone depths of 100, 110, and 112 ft below land surface, respectively.
Quartz-poor rocks, such as the Cockeysville Marble and Marburg Schist, have median water-bearing zone
depths of 77 and 81 ft, respectively. The deepest water-bearing zone was encountered in the Gneissic
Rocks at a depth of 650 ft.
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Gneissic Roc ks (g)

The Gneissic Rocks are regionally metamorphosed rocks that exhibit textural and compositional
banding; the layers are more widely spaced than those in schistose rocks. Ten different gneissic lithologies
are mapped in the Piedmont Upland of Pennsylvania (Berg and others, 1980)—granite gneiss (gn),
granodiorite gneiss (ggd), quartz monzonite gneiss (gqm), hornblende- (fgh) and pyroxene-bearing (fgp)
felsic gneisses, graphitic gneiss (gg), hornblende gneiss (hg), hornblende- (mgh) and pyroxene-bearing
(mgp) mafic gneisses, and gabbroic gneiss (gga).

Gneissic Rocks underlie about 285 mi2 of the Piedmont Upland and are present in parts of Lancaster,
Chester, Delaware, Montgomery, Bucks, and Philadelphia Counties (Berg and others, 1980). Data from
wells completed in these rocks are evaluated together because each lithology has similar water-bearing
properties and water quality.

Geologic description.— The Gneissic Rocks (table 2) include a wide range of colors, texture, and
mineral content. Colors range from dark gray to light gray, buff, pink, or tan. Grain size ranges from one
thirty-second to one-fourth inch. The gneissic texture generally is defined by layers of platy or elongated
minerals, usually biotite, muscovite, or hornblende, between layers of more equigranular minerals such as
quartz, feldspar, amphibole, or pyroxene. Quartz and potassium feldspar are the dominant minerals;
hornblende, biotite, and pyroxene are the most common secondary minerals.

The Gneissic Rocks form hills of medium to high relief with fairly steep and stable slopes. These
rocks are moderately to highly resistant to weathering. Joints are the most common fractures and are
commonly open.

Thicknesses of the Gneissic Rocks are not known in the Piedmont Upland. Originally, these rocks
constituted part of the gneissic basement (Crawford and Crawford, 1980). The basement gneisses are
dated as Precambrian by Tilton and others (1960) and Grauert and others (1973).

Well depths and casing lengths.— Depths of wells completed in the Gneissis Rocks are presented
in the table below. All but two of eight wells completed at depths of 500 ft or greater are high-demand
wells.

Topographic setting can affect well depth. Domestic wells on hilltops are completed at significantly
greater depths than in valleys. The median depths of domestic wells on hilltops (104 wells), slopes
(350 wells), and in valleys (33 wells) are 120, 120, and 95 ft, respectively.

Reported well depth, Gneissic Rocks

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 833 63 85 125 200 300 30 916
Drilled, domestic 553 60 80 120 174 250 30 900
Drilled,high-demand 120 79 113 190 300 400 40 916
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Casing lengths for wells completed in the Gneissic Rocks are presented in the table below.

Casing length can vary spatially. Casing lengths of wells completed in the Gneissic Rocks in Bucks
County (14 wells) are significantly greater than the casing lengths of wells in Chester (367 wells) and
Delaware Counties (228 wells). The casing lengths of wells in Chester County also are significantly greater
than in Delaware County. The median casing lengths in Bucks, Chester, and Delaware Counties are 63, 41,
and 40 ft, respectively.

Hydr ologic pr oper ties.— Water levels for wells completed in the Gneissic Rocks are presented in
the table below. Depths to water in 782 wells range from flowing at land surface to 250 ft below land
surface; the median is 25 ft below land surface. Of the nine flowing wells, four are in valleys and three are
on slopes.

Reported yields in the Gneissic Rocks are presented in the table below. Yields of 5.0 gal/min or less
are reported from 155 wells, and 60 wells have reported yields of 100 gal/min or greater. Of these 60 high
yielding wells, 25 are completed at depths greater than 200 ft.

Topographic setting can affect yield. Wells on hilltops (136 wells) or slopes (423 wells) have
significantly lower reported yields than wells in valleys (110 wells). The median reported yields of wells
on hilltops, slopes, and in valleys are 12, 12, and 41 gal/min, respectively. High-demand and domestic
wells also follow this pattern of significantly more productive wells being in valleys. The median reported
yield of high-demand wells on hilltops (15 wells) is 19 gal/min, on slopes (48 wells) 40 gal/min, and in
valleys (40 wells) 100 gal/min. For domestic wells, hilltops (101 wells) and slopes (321 wells) have a
median reported yield of 10 gal/min; in valleys (32 wells), the median reported yield is 22 gal/min.

Reported casing length, Gneissic Rocks

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 628 22 30 40 58 75 6 318
Drilled, domestic 434 21 30 40 56 75 6 245
Drilled,high-demand 83 26 39 48 60 138 20 286

Water levels, Gneissic Rocks

[Water levels in feet below land surface; F, flowing well; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 123 15 21 32 45 73 3 250
Slope 436 10 17 27 37 51 F 250
Valley 86 3 5 12 19 39 F 60

Reported well yield, Gneissic Rocks

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 760 3.0 6.0 15 30 75 0.0 650
Domestic 509 3.0 5.5 12 20 40 .3 270
High-demand 122 10 20 47 107 242 2.0 650
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Specific capacities for wells completed in the Gneissic Rocks are presented in the following table.
Fifty-six wells (drilled from 93 to 900 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or
less and are incapable of meeting most domestic or other water-use demands. Sixty-five wells have
specific capacities of 1.0 (gal/min)/ft or greater; 9 are deeper than 200 ft. Specific capacities of wells with
pumping durations of 8 hours or longer (38 wells) range from 0.04 to 62 (gal/min)/ft; the median is
1.4 (gal/min)/ft.

Topographic setting also can affect specific capacity. Wells in valleys (54 wells) have significantly
greater specific capacities than wells on hilltops (40 wells) or slopes (191 wells); the median specific
capacities of wells in hilltops, slopes, and valleys are 0.12, 0.16, and 0.63 (gal/min)/ft, respectively.

Values of hydraulic conductivity and transmissivity for the Gneissic Rocks are presented below; a
specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic conductivity and
transmissivity are generally lower on hilltops and slopes than in valleys. The median hydraulic
conductivities of wells on hilltops (30 wells), slopes (151 wells), and valleys (51 wells) are 0.40, 0.51, and
1.5 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and valleys are 34, 25, and
99 ft2/d, respectively.

In other work, Dingman and others (1956) used one well completed in the Baltimore Gneiss of the
Maryland Piedmont to estimate transmissivities of 307 to 709 ft2/d. Gerhart and Lazorchick (1988, p. 22)
estimated hydraulic conductivities of 0.67 to 1.34 ft/d for the upper 200 ft of their Lower Susquehanna
River Basin digital model and hydraulic conductivities of 0.067 to 0.134 ft/d for the lower 200 ft of their
model. Olmsted and Hely (1962, p. 20) estimated a transmissivity of about 134 ft2/d for the Brandywine
Creek Basin. In their model of the Red Clay Creek Basin, Vogel and Reif (1993, table 10) estimated
horizontal hydraulic conductivity. For hilltops, horizontal hydraulic conductivity ranged from 0.01 to
0.22 ft/d; for slopes, from 0.01 to 22.92 ft/d; and for valleys, from 0.32 to 36.14 ft/d. The calibrated slope
values for aquifer horizontal hydraulic conductivity in the mafic and felsic gneisses were 0.15 and
0.19 ft/d, respectively.

The depths of water-bearing zones in 486 wells drilled as deep as 900 ft range from near land surface
to 650 ft below land surface. Fifty percent of the 1,072 water-bearing zones reported are penetrated by a
depth of 79 ft and 90 percent by a depth of 190 ft. The greatest density of water-bearing zones (0.92 per
50-ft of well depth) is from 51 to 100 ft below land surface (fig. 14); the density of water-bearing zones at
depths of 351 ft or greater are based on the presence of only one water-bearing zone per 50-ft interval. The
overall density of water-bearing zones in the Gneissic Rocks is 0.57 per 50 ft of well depth.

Reported specific capacity, Gneissic Rocks

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 322 0.01 0.05 0.20 0.67 3.3 0.00 62
Domestic 219 .01 .04 .14 .42 1.6 .00 50
High-demand 59 .04 .20 .94 4.0 8.4 .01 62

Hydraulic conductivity and transmissivity from single-well aquifer tests, Gneissic Rocks

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 261 0.03 0.14 0.66 2.9 14 0.00 730
Transmissivity (ft2/d) 261 4.0 11 35 130 760 .40 14,800
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Water quality .—As seen in the following table, wells completed in the Gneissic Rocks generally
yield water that is low in dissolved solids, soft to moderately hard, and slightly acidic. Calcium is the
dominant cation, and bicarbonate is the dominant anion. Elevated concentrations of iron, manganese,
nitrate, and radon and low pH are common water-quality problems.

In the Red Clay Creek Basin of Pennsylvania and Delaware, Senior (1996, table 13) found that the
median concentration or value for pH, specific conductance, dissolved oxygen, alkalinity, chloride, sulfate,
and nitrate plus nitrite were significantly lower in the Gneissic Rocks than in the Cockeysville Marble.
Significant differences in other physical and chemical properties and selected dissolved constituents were
also noted between the Gneissic Rocks and other lithologic units (Oligoclase-Mica Schist, Serpentinite, and
Setters Quartzite) studied.

The pH of water from wells in Delaware County (122 wells) ranges from 5.4 to 7.9 and is
significantly greater than the pH of water (133 wells) in Chester County, which ranges from 4.1 to 7.7; the
medians are 6.5 and 6.4, respectively. Additional information on the source and significance of these and
other selected dissolved constituents and properties of ground water are presented in the appendix.

Figure 14. Number and density of water-bearing zones per 50 feet of well depth in the Gneissic
Rocks of the Piedmont Physiographic Province, Piedmont Upland Section.
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Plutonic Roc ks (p)

The Plutonic Rocks consist primarily of quartz monzonite (gqm), granodiorite (ggd), anorthosite (a,
Xa), and related gneisses, gabbro and gabbroic gneiss (gga); metadiabase (md), metagabbro (Xmg), and
pegmatite (Xpg) are minor (Berg and others, 1980). These rocks underlie about 150 mi2 of the Piedmont
Upland and are present in parts of Chester, Delaware, Lancaster, Philadelphia, and York Counties. The
Plutonic Rocks comprise a large part of the Honey Brook Uplift. In the Glenarm Terrane and Mine Ridge
areas, however, the Plutonic Rocks are limited to numerous small exposures (fig. 10). Data from wells
completed in these rocks are evaluated together because each lithology has similar water-bearing
properties and water quality.

Geologic description.— The Plutonic Rocks (table 2) include a wide range of colors, texture, and
mineral content. Colors range from dark gray to light gray, buff, pink, green, or tan. Grain size ranges from
one thirty-second to several inches in the pegmatite and from one thirty-second to one-half inch in the
other rock types. Quartz, plagioclase, and feldspar are the most common minerals; biotite and muscovite
are fairly common in the gneisses; hypersthene or augite are common secondary minerals in the gabbro. In
places, the Plutonic Rocks may possess metamorphic textures and mineral phases and are commonly
associated with and grade into metamorphic gneisses.

Plutonic rocks generally underlie hills of moderate to high relief with narrow valleys. Areas
underlain by the pegmatite are commonly more deeply weathered than for other rock types. Large
boulders should be expected in most areas. The abundance of joints will vary from rock type to rock type,
but joints generally are moderately abundant and open.

Summary of selected chemical constituents and properties analyzed for the Gneissic Rocks

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

318 — — — 130 190 260 34 1,500

Field hardness 320 — — — 51 68 100 7 430
Field pH (standard units) 284 — <6.5 >8.5 155 6.1 6.4 6.7 4.0 7.9
Bicarbonate 94 — — — 26 41 57 4.0 140
Calcium 61 — — — 13 20 29 1.5 140
Chloride 90 — 250 3 5.2 12 28 1.0 1,800
Iron 85 — .3 29 .010 .050 .72 .000 7.5
Magnesium 61 — — — 4.7 6.4 11 .10 41
Manganese 70 — .05 15 .002 .009 .020 .000 1.0
Nickel 52 0.1 — 0 .002 .003 .006 .001 .10
Nitrate (as N) 86 10 — 13 1.1 3.0 6.2 .01 38
Potassium 59 — — — 1.3 2.0 2.8 .20 19
Radon (pCi/L) 8 3 300 — 5 190 560 1,700 71 4,000
Silica 57 — — — 18 24 28 .30 40
Sodium 59 — — — 6.0 7.1 11 1.6 110
Sulfate 80 — 250 0 13 23 36 .30 110
Total dissolved solids 78 — 500 2 113 145 227 20 929

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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The basement gneisses in the Honey Brook Uplift have been dated as upper middle Precambrian. A
charnockite associated with the anorthosite near the Delaware-Pennsylvania state line has been dated as
Cambrian to Ordovician in age (Tilton and others, 1960; Grauert and others, 1973; Foland and Muessig,
1978).

Well depths and casing lengths.— Depths of wells completed in the Plutonic Rocks are presented
in the table below. Twenty wells are deeper than 300 ft; 5 are high-demand wells and 14 are domestic wells.

Topographic setting can affect well depth. Domestic wells on hilltops are completed at significantly
greater depths than wells in valleys. The median depths of domestic wells on hilltops (26 wells), slopes
(180 wells), and in valleys (33 wells) are 130, 95, and 93 ft, respectively.

Casing lengths for wells completed in the Plutonic Rocks are presented in the table below. The four
wells in the Plutonic Rocks with casing lengths greater than 100 ft consist of a high-demand well and three
domestic wells. Casing lengths for high-demand and domestic wells are not significantly different.

Hydr ologic pr oper ties.— Water levels for wells completed in the Plutonic Rocks are presented in
the table below. Depths to water in 248 wells range from flowing 3 ft above land surface to 87 ft below land
surface; the median depth to water is 22 ft below land surface. The two flowing wells are in valleys.

Reported well depth, Plutonic Rocks

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 314 62 82 100 176 280 28 562
Drilled, domestic 246 60 78 100 150 245 42 550
Drilled, high-demand 27 95 125 200 260 324 65 562

Reported casing length, Plutonic Rocks

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 291 21 32 41 54 68 7 186
Drilled, domestic 233 22 32 40 54 67 7 186
Drilled, high-demand 24 20 35 43 53 79 15 141

Water levels, Plutonic Rocks

[Water levels in feet below land surface except for flowing well; -, flowing well; P10, tenth
percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 27 11 20 35 43 46 2 55
Slope 175 9 15 24 34 42 1 87
Valley 40 2 5 9 18 36 - 3 50
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Reported yields for wells completed in the Plutonic Rocks are presented in the table below. Yields of
5.0 gal/min or less are reported from 51 wells; 19 wells reported yields of 100 gal/min or greater. Of the 19
high-yielding wells, only 5 are deeper than 200 ft.

Topographic setting can affect yield. Wells in valleys (47 wells) and on slopes (221 wells) have
significantly greater reported yields than wells on hilltops (30 wells); the median reported yields are 30, 20,
and 12 gal/min, respectively. Domestic wells also follow this pattern. The median reported yield of
domestic wells on hilltops (24 wells) is 8.5 gal/min, on slopes (175 wells) 20 gal/min, and in valleys
(34 wells) 30 gal/min.

Specific capacities for wells completed in the Plutonic Rocks are presented in the table below.
Twenty-one wells (drilled from 100 to 562 ft below land surface) have specific capacities of
0.04 (gal/min)/ft or less and are incapable of meeting most domestic or other water-use demands. None
of the wells with specific capacities of 3.5 (gal/min)/ft or greater are deeper than 200 ft. Specific capacities
of wells with pumping durations of 8 hours or longer (11 wells) range from 0.12 to 3.5 (gal/min)/ft; the
median is 0.57 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Plutonic Rocks are presented below; a
specific yield of 0.02 was used in estimating these hydrologic properties. The median hydraulic
conductivities of wells on hilltops (8 wells), slopes (84 wells), and valleys (16 wells) are 0.70, 0.95, and
1.4 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and valleys are 51, 61, and
79 ft2/d, respectively.

The depths of water-bearing zones in 245 wells drilled as deep as 420 ft range from 20 to 360 ft below
land surface. Fifty percent of the 526 water-bearing zones reported are penetrated by a depth of 70 ft and
90 percent by a depth of 158 ft. The greatest density of water-bearing zones (1.12 per 50 ft of well depth) is

Reported well yield, Plutonic Rocks

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

90 75 Median 25 10 Minimum Maximum

All 304 3.0 8.2 20 37 75 0.00 234
Domestic 237 4.0 8.0 20 35 52 .50 100
High-demand 30 12 30 60 102 198 4.0 234

Reported specific capacity, Plutonic Rocks

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 123 0.03 0.12 0.37 0.90 2.6 0.00 15
Domestic 86 .03 .12 .34 .84 2.5 .00 15
High-demand 18 .04 .19 .42 1.8 2.1 .04 3.5

Hydraulic conductivity and transmissivity from single-well aquifer tests, Plutonic Rocks

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 110 0.02 0.17 0.87 4.3 18 0.00 190
Transmissivity (ft2/d) 110 1.7 16 61 140 410 .18 2,800



48

from 51 to 100 ft below land surface (fig. 15); the density of water-bearing zones at depths of 251 ft or
greater are based on the presence of three or less zones per 50-ft interval. The overall density of water-
bearing zones in this unit is 0.61 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Plutonic Rocks generally
yield water that is low in dissolved solids, soft to moderately hard, and slightly acidic; calcium is the
dominant cation, and bicarbonate is the dominant anion. Elevated concentrations of iron, manganese and
radon and low pH are common water-quality problems.

The specific conductance of water from wells in valleys is significantly greater than wells on slopes.
The median specific conductance of water in wells located in valleys (23 wells), slopes (83 wells), and
hilltops (11 wells) are 180, 120, and 135 µS/cm, respectively. Additional information on the source and
significance of these and other selected dissolved constituents and properties of ground water are
presented in the appendix.

Figure 15. The number and density of water-bearing zones per 50 feet of well depth in the
Plutonic Rocks of the Piedmont Physiographic Province, Piedmont Upland Section.
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Serpentinite (Xs)

Serpentinite underlies relatively small parts of the Piedmont Upland of Pennsylvania in Chester,
Delaware, Lancaster, Philadelphia, and York Counties. The bodies of serpentinite are commonly elongate;
the total outcrop area is about 20 mi2 (Berg and others, 1980). All of the Serpentinite data presented in this
report are from wells in Chester and Delaware Counties.

Geologic description.— Serpentinite (table 2) is massive, green, greenish-yellow, or greenish-gray
rock that is commonly veined or spotted. It is composed primarily of serpentine-group minerals such as
antigorite or chrysotile. Chlorite, talc, and magnetite are common secondary minerals; at some localities in
the Piedmont Upland, serpentinites host commercial deposits of chrysotile and chromite.

Areas underlain by Serpentinite generally form rolling hills with moderate slopes that for the most
part remain uncultivated and possess only sparse vegetation lending to the term “Serpentinite Barrens.”
Soils formed over serpentinite “* * * are rich in magnesia and correspondingly poor in lime and potash;
they are typically thin and therefore unable to retain moisture.” (Pearre and Heyl, 1960, p. 710). The
Serpentinite is moderately resistant to weathering, with abundant, closely spaced and irregular open joints
(Geyer and Wilshusen, 1982, p. 256).

Serpentinite is associated with and is a product of retrograde metamorphism of mafic plutonic
rocks. Lyttle and Epstein (1987, pl. 2) considered the Serpentinite to be Cambrian and Late Proterozoic in
age (table 2).

Summary of selected chemical constituents and properties analyzed for the Plutonic Rocks

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

123 — — — 100 140 190 25 810

Field hardness 122 — — — 34 51 85 6 270
Field pH (standard units) 124 — <6.5 >8.5 100 6.0 6.2 6.4 4.0 7.9
Bicarbonate 52 — — — 16 28 40 2.0 400
Calcium 48 — — — 7.3 12 20 3.6 46
Chloride 48 — 250 0 4.0 8.2 13 1.0 60
Iron 48 — .3 6 .010 .020 .053 <.003 85
Magnesium 38 — — — 2.6 4.0 6.1 .80 12
Manganese 46 — .05 9 .006 .010 .020 .000 4.8
Nitrate (as N) 34 10 — 1 .51 2.2 3.8 .08 11
Potassium 35 — — — 1.0 1.6 2.2 .20 5.0
Radon (pCi/L) 6 3 300 — 6 320 420 6,200 310 8,200
Silica 35 — — — 17 21 24 8.0 38
Sodium 36 — — — 4.5 5.9 8.2 2.7 16
Sulfate 48 — 250 0 4.1 15 26 .10 45
Total dissolved solids 48 — 500 0 79 106 167 32 298

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Well depths and casing lengths.— Depths of wells and reported casing lengths for wells
completed in the Serpentinite are presented in the following tables. Only seven wells in the Serpentinite
are completed at depths greater than 150 ft; five wells use more than 80 ft of casing.

Hydr ologic pr oper ties.— Water levels for wells completed in the Serpentinite are presented in the
table below. Depths to water in 35 wells range from 5 to 60 ft below land surface; the median is 20 ft below
land surface.

Reported yields in the Serpentinite are presented in the following table. Yields of 5.0 gal/min or less
are reported from 10 domestic wells. Of the 11 wells with reported yields of 20 gal/min or greater, only 4
are shallower than 200 ft.

Reported well depth, Serpentinite

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 40 63 82 102 130 242 40 340
Drilled, domestic 33 65 82 100 126 220 40 340
Drilled, high-demand 4 — — 222 — — 72 310

Reported casing length, Serpentinite

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 35 13 23 43 63 93 9 108
Drilled, domestic 30 15 23 41 63 90 9 98
Drilled, high-demand 4 — — 52 — — 9 108

Water levels, Serpentinite

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 3 — — 11 — — 10 20
Slope 21 6 14 24 35 40 5 60
Valley 5 — 9 12 15 — 7 18

Reported well yield, Serpentinite

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 40 3.1 5.5 12 25 50 2.0 80
Domestic 34 2.5 5.0 12 23 40 2.0 75
High-demand 4 — — 55 — — 10 80
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Specific capacities for wells completed in the Serpentinite are presented in the table below. Five
domestic wells (drilled from 117 to 340 ft below land surface) have specific capacities of 0.04 (gal/min)/ft
or less and are incapable of meeting most domestic water-use demands. None of the wells with specific
capacities of 1.0 (gal/min)/ft or greater are deeper than 103 ft.

Values of hydraulic conductivity and transmissivity for the Serpentinite are presented below; a
specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic conductivity and
transmissivity are generally lower on hilltops and slopes than in valleys. The median hydraulic
conductivities of wells on hilltops (3 wells), slopes (15 wells), and valleys (4 wells) are 1.0, 0.64, and
6.3 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and valleys are 45, 26, and
180 ft2/d, respectively.

In other work, Geyer and Wilshusen (1982, p. 257) reported rock-test data on the Serpentinite. The
reported permeability of weathered Serpentinite ranged from 1 to 615 ft/d and from 0 to 0.5 ft/d on
unweathered Serpentinite.

The depths of water-bearing zones in 29 wells drilled as deep as 340 ft range from 25 to 340 ft below
land surface. Fifty percent of the 59 water-bearing zones reported are penetrated by a depth of 80 ft and
90 percent by a depth of 170 ft. The greatest density of water-bearing zones (0.89 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 16). The overall density of water-bearing zones in this unit is
0.55 per 50 ft of well depth.

Reported specific capacity, Serpentinite

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 26 0.02 0.10 0.22 1.1 5.8 0.01 38
Domestic 23 .01 .10 .23 1.2 9.7 .01 38
High-demand 2 — — .28 — — .21 .36

Hydraulic conductivity and transmissivity from single-well aquifer tests, Serpentinite

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 23 0.11 0.20 1.0 4.6 54 0.00 250
Transmissivity (ft2/d) 23 5.3 14 45 170 1,800 .40 7,600
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Water quality .—As seen in the following table, wells completed in the Serpentinite generally yield
water that contains low to moderate amounts of dissolved solids, is moderately hard to very hard, and is
alkaline; magnesium is the dominant cation, and bicarbonate is the dominant anion. Elevated
concentrations of alkalinity, iron, and manganese are common water-quality problems. The high levels of
bicarbonate, magnesium, and silica may cause scaling on hot water pipes or interfere with potential
industrial uses. The pH of water in four wells is below the USEPA secondary maximum contaminant level
(SMCL); one well contains water with a pH greater than the USEPA SMCL. Additional information on the
source and significance of these and other selected dissolved constituents and properties of ground water
are presented in the appendix.

Figure 16. The number and density of water-bearing zones per 50 feet of well depth in
the Serpentinite of the Piedmont Physiographic Province, Piedmont Upland Section.

0

20

2

4

6

8

10

12

14

16

18

0

1.0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9
NUMBER OF WATER-BEARING ZONES

MEAN DENSITY

DEPTH INTERVAL, IN FEET BELOW LAND SURFACE

0-50 51-100 101-150 151-200

N
U

M
B

E
R

 O
F

 W
AT

E
R

-B
E

A
R

IN
G

 Z
O

N
E

S
 R

E
P

O
R

T
E

D

M
E

A
N

 D
E

N
S

IT
Y

 O
F

 W
A

T
E

R
-B

E
A

R
IN

G
 Z

O
N

E
S

(P
E

R
 5

0 
F

E
E

T
 O

F
 W

E
LL

 D
E

P
T

H
)



53

Setter s Quar tzite (Xsq)

The Setters Quartzite underlies about 12 mi2 of Chester County along the flanks of the Woodville
and Avondale massifs (Berg and others, 1980). The reference section is in a small quarry near Avondale,
Chester County, Pa.

Geologic description.— The Setters Quartzite (table 2) is coarse grained, white to gray, quartzite,
quartzose schist, and feldspathic schist that includes biotite and muscovite. Accessory minerals include
hornblende, magnetite, apatite, garnet, zircon, titanite, and schorl. According to Higgins (1972, p. 1,017),
the detrital zircons originated in the Baltimore Gneiss. In the lower part of the Setters Quartzite, mica
(chiefly biotite) constitutes about 50 percent of the rock (Poth, 1968, p. 56; Sloto, 1994, p. 11).

The Setters Quartzite is very resistant to weathering, forming rolling slopes and hills. Joints are well
formed, moderately abundant, and open (Geyer and Wilshusen, p. 257).

Reported thickness of this formation varies markedly from 150 ft (Geyer and Wilshusen, 1982,
p. 257) to about 1,000 ft (Bascom and Stose, 1932). The Setters Quartzite is considered by Higgins (1972,
p. 1,017) to be latest Precambrian or Early Cambrian in age and comprises the lowest formation in the
Glenarm Series (Knopf and Jonas, 1923, p. 45). The formation is bounded by unconformities, with gneisses
below and the Cockeysville Marble above (table 2). Poth (1968, p. 57) considered the Setters Quartzite to be
correlative to the Chickies Formation and Higgins (1972, p. 1,017) to the lower-most Chilhowee rocks.
According to Wagner and Srogi (1987, p. 115), the Setters Quartzite was probably a continental margin
deposit formed during a period of collision between a magmatic arc and the North American continent.

Summary of selected chemical constituents and properties analyzed for the Serpentinite

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

18 — — — 195 309 365 105 1,300

Field hardness 20 — — — 105 150 205 51 750
Field pH (standard units) 18 — <6.5 >8.5 5 6.9 7.4 8.0 6.1 9.1
Bicarbonate 9 — — — 77 120 160 48 270
Calcium 9 — — — 2.1 4.3 7.2 1.7 20
Chloride 9 — 250 0 7.3 8.5 11 2.4 30
Iron 11 — .3 2 .010 .015 .23 <.003 5.4
Magnesium 9 — — — 22 29 46 16 76
Manganese 8 — .05 1 .001 .010 .010 .000 .080
Nitrate (as N) 8 10 — 0 1.2 23 6.0 .61 7.9
Potassium 9 — — — .40 .90 1.4 .30 3.0
Silica 9 — — — 9.9 24 32 8.3 40
Sodium 9 — — — 2.3 3.1 5.0 1.6 17
Sulfate 9 — 250 0 3.2 7.2 14 1.7 36
Total dissolved solids 9 — 500 0 127 150 199 111 333

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Well depths and casing lengths.— Depths of wells completed in the Setters Quartzite are
presented in the table below.

Casing lengths for wells in the Setters Quartzite are presented in the table below. Three wells contain
more than 200 ft of casing; all three are in valleys and are deeper than 300 ft. Poth (1968, p. 57) noted some
unusually deep casings in wells completed in the Setters Quartzite. The reason for these deep casings is
not known but may be the result of caving in of weathered rock or intensely fractured zones at unusually
great depths.

Hydr ologic pr oper ties.— Water levels for wells completed in the Setters Quartzite are presented in
the table below. Depths to water in 49 wells range from flowing at land surface to 98 ft below land surface;
the median is 20 ft below land surface.

Reported yields of wells completed in the Setters Quartzite are presented in the table below. Yields
of 5.0 gal/min or less are reported from eight wells. Only 4 of the 20 wells with yields of 20 gal/min or
greater are deeper than 200 ft.

Reported well depth, Setters Quartzite

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 50 73 93 124 226 300 55 408
Drilled, domestic 29 69 87 115 216 280 55 300
Drilled,high-demand 8 — 125 174 — 343 90 343

Reported casing length, Setters Quartzite

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 31 26 40 60 118 209 20 394
Drilled, domestic 14 23 30 51 105 174 21 198
Drilled, high-demand 8 — 42 63 116 — 38 298

Water levels, Setters Quartzite

[Water levels in feet below land surface; F, flowing well; —, insufficient data available; P10, tenth
percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 6 — 19 25 37 — 17 56
Slope 35 6 9 18 30 45 F 98
Valley 6 — 2 10 32 — F 69

Reported well yield, Setters Quartzite

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 44 3.5 10 15 35 85 1.0 110
Domestic 24 2.5 9.2 14 20 42 1.0 50
High-demand 9 — 17.5 50 105 — 2.0 110
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Specific capacities for wells completed in the Setters Quartzite are presented in the table below.
Three wells (with well depths of 165, 266, and 300 ft below land surface) have specific capacities of
0.04 (gal/min)/ft or less and are incapable of meeting most domestic or other water-use demands. Four
wells, however, have specific capacities of 1.0 (gal/min)/ft or greater and should be able to meet all
domestic and many high-demand water-use requirements. The specific capacity of one well pumped
8 hours or longer is 1.5 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Setters Quartzite are presented in the
following table; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (1 well), slopes (8 wells), and valleys (1 well) are 0.03, 1.6, and
2.9 ft/d, respectively. The median transmissivities on hilltops, slopes, and valleys are 3.2, 79, and 310 ft2/d,
respectively.

In other work, Vogel and Reif (1993, table 10) estimated horizontal hydraulic conductivity for their
Red Clay Creek model. For hilltops, horizontal hydraulic conductivity was 0.02 ft/d. For slopes, the
horizontal hydraulic conductivity ranged from 0.15 to 266 ft/d; the median was 0.43 ft/d. The calibrated
slope for aquifer horizontal hydraulic conductivity was 0.24 ft/d. Vogel and Reif (1993, table 11) also
presented the results from a single-well, long term (35 hour), high-discharge (110 gal/min) aquifer test.
The transmissivity was estimated as 305 ft2/d, coefficient of storage as 0.10, and hydraulic conductivity as
2.8 ft/d.

The depths of water-bearing zones in 20 wells drilled as deep as 336 ft range from 15 to 260 ft below
land surface. Fifty percent of the 38 water-bearing zones are penetrated by a depth of 100 ft and 90 percent
by a depth of 213 ft. The greatest density of water-bearing zones (0.76 per 50 ft of well depth) is from 51 to
100 ft below land surface (fig. 17). The density of water-bearing zones at depths of 151 ft or greater are
based on the presence of three or fewer water-bearing zones per 50-ft interval. The overall density of
water-bearing zones in this unit is 0.46 per 50 ft of well depth.

Reported specific capacity, Setters Quartzite

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 13 0.00 0.08 0.33 1.0 1.8 0.00 2.0
Domestic 9 — .06 .18 1.0 — .00 2.0
High-demand 2 — — 1.1 — — .70 1.5

Hydraulic conductivity and transmissivity from single-well aquifer tests, Setters Quartzite

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydraulic
property

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 11 0.06 0.23 1.5 2.9 190 0.03 240
Transmissivity (ft2/d) 11 5.3 15 55 190 310 3.2 310
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Water quality .—As seen in the following table, wells completed in the Setters Quartzite generally
yield water that is low in dissolved solids, soft to moderately hard, and slightly acidic; calcium is the
dominant cation; chloride, bicarbonate, and sulfate anions are present in about equal amounts. Elevated
concentrations of nitrate and radon and low pH are common water-quality problems. Additional
information on the source and significance of these and other selected dissolved constituents and
properties of ground water are presented in the appendix.

In the Red Clay Creek Basin of Pennsylvania and Delaware, Senior (1996, table 13) found the median
concentration for calcium and barium in the Setters Quartzite was significantly greater than in the
Oligoclase-Mica Schist and Serpentinite. Significant differences in other physical and chemical properties
and selected dissolved constituents also were noted between the Setters Quartzite and the other lithologic
units (Cockeysville Marble, Oligoclase-Mica Schist, Serpentinite, and Gneissic Rocks) studied.

Figure 17. The number and density of water-bearing zones per 50 feet of well depth in the
Setters Quartzite of the Piedmont Physiographic Province, Piedmont Upland Section.
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Cockeysville Marb le (Xc)

The Cockeysville Marble underlies about 12 mi2 in central and southern Chester County, cropping
out adjacent to the Setters Quartzite and in an area near the Maryland and Delaware state lines (Berg and
others, 1980). The reference section is in a quarry near the village of Chatham, Chester County, Pa.

Geologic description.— The Cockeysville Marble (table 2) is typically white to light bluish-gray,
medium- to coarse-grained, granular marble, commonly banded with brown phlogopite mica (Poth, 1968,
p. 59). It is thickly bedded and tightly folded; vertical jointing is well developed.

The Cockeysville Marble generally forms narrow, elongate valleys that are situated along the flanks
of the Woodville and Avondale massifs. The Cockeysville Marble is moderately resistant to weathering.
Joint and solution channels, bedrock pinnacles, and sinkholes are common in this unit (Geyer and
Wilshusen, 1982, p. 94-95).

Thickness of the Cockeysville Marble is variable; maximum thickness estimates range from 100 to
500 ft (Bascom and Stose, 1932, p. 4) to 1,700 ft (McKinstry, 1961, p. 559). The Cockeysville Marble is part of
the Glenarm Series (Knopf and Jonas, 1923, p. 45) and has a suggested age of latest Precambrian or Early
Cambrian (Higgins, 1972, p. 1,017). It unconformably overlies the Setters Quartzite and unconformably
underlies the Wissahickon Formation (table 2). Poth (1968, p. 59) considered the Cockeysville Marble to be
correlative to the limestones of the Chester Valley (Vintage, Kinzers, Ledger, and Elbrook Formations). The
Cockeysville Marble was probably a shallow-water shelf or bank deposit (Crowley and others, 1970, p. 44)
or a continental margin deposit formed during a period of collision between a magmatic arc and the North
American continent (Wagner and Srogi, 1987, p. 115).

Summary of selected chemical constituents and properties analyzed for the Setters Quartzite

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

15 — — — 125 185 265 100 410

Field hardness 13 — — — 51 68 130 34 170
Field pH (standard units) 10 — <6.5 >8.5 7 6.0 6.3 6.9 5.4 7.1
Bicarbonate 10 — — — 15 18 35 13 64
Calcium 8 — — — 7.4 22 31 4.7 36
Chloride 10 — 250 0 3.6 17 32 2.0 85
Iron 8 — .3 1 .008 .020 .15 .004 .31
Magnesium 8 — — — 3.6 7.7 11 2.3 13
Manganese 7 — .05 0 .001 .002 .005 .000 .013
Nitrate (as N) 5 10 — 2 2.5 11 18 .34 19
Potassium 7 — — — 1.0 1.7 2.7 .90 2.7
Radon (pCi/L) 5 3 300 — 5 630 1,600 3,400 370 3,800
Silica 7 — — — 18 25 31 16 41
Sodium 8 — — — 4.2 8.6 14 3.5 15
Sulfate 10 — 250 0 3.7 13 58 .20 100
Total dissolved solids 8 — 500 0 67 175 246 66 302

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Cockeysville Marble are presented in the tables below. Of the 20 wells drilled to depths of 150 ft or greater,
only 2 are domestic wells. The casing lengths of high-demand wells are not significantly greater than
domestic wells.

Hydr ologic pr oper ties.— Water levels for wells completed in the Cockeysville Marble are presented
in the table below. Depths to water in 86 wells range from flowing at land surface to 55 ft below land
surface; the median is 15 ft below land surface. The two flowing wells are on slopes.

Reported yields for wells completed in the Cockeysville Marble are presented in the table below.
Yields of 5.0 gal/min or less are reported from three domestic wells. Only 2 of the 36 wells with yields of
100 gal/min or greater are deeper than 200 ft.

Reported well depth, Cockeysville Marble

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 87 63 75 100 149 226 34 437
Drilled, domestic 29 60 68 85 113 175 50 260
Drilled, high-demand 40 69 81 105 166 259 63 437

Reported casing length, Cockeysville Marble

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 56 31 45 60 80 98 10 229
Drilled, domestic 18 30 41 58 80 98 10 100
Drilled, high-demand 26 21 50 61 75 102 20 229

Water levels, Cockeysville Marble

[Water levels in feet below land surface; F, flowing well; —, insufficient data available; P10, tenth
percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 2 — — 41 — — 28 55
Slope 29 3 11 19 27 37 F 54
Valley 55 4 8 13 18 24 1 42

Reported well yield, Cockeysville Marble

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 81 10 22 75 163 390 4.0 1,800
Domestic 23 5.0 10 20 35 76 4.0 240
High-demand 44 14 71 123 244 450 10 620
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Specific capacities for wells completed in the Cockeysville Marble are presented in the table below.
Only one of the eight wells with specific capacities of 1.0 (gal/min)/ft or greater is deeper than 200 ft.
Specific capacities of 15 wells with pumping durations of 8 hours or longer range from 1.9 to
200 (gal/min)/ft; the median is 6.3 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Cockeysville Marble are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. The median
hydraulic conductivities of wells on hilltops (1 well), slopes (3 wells), and valleys (23 wells) are 1.4, 41, and
22 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and valleys are 55, 1,100, and
1,100 ft2/d, respectively.

In other work, Stewart and others (1964), using five wells completed in saprolite over the
Cockeysville Marble near Texas, Md., estimated hydraulic conductivities of 63 to 106 ft/d. Dingman and
others (1956) used one well completed in weathered Cockeysville Marble in the Maryland Piedmont to
estimate a transmissivity of 4,680 ft2/d. Werkheiser (Woodruff and others, 1995, table 7) evaluated several
aquifer tests of the Cockeysville Formation in and around Hockessin, New Castle County, Del. In this
investigation, storage coefficients ranged from 0.00008 to 0.04; the median was 0.0006. Transmissivity
ranged from 940 to 6,820 ft2/d; the median was 1,600 ft2/d. Olmsted and Hely (1962, p. 20) estimated a
transmissivity of about 134 ft2/d for the Brandywine Creek Basin. In their model of the Red Clay Creek
Basin, Vogel and Reif (1993, table 10) estimated horizontal hydraulic conductivity. For slopes, horizontal
hydraulic conductivity was 26.28 ft/d, and for valleys, it ranged from 0.98 to 325 ft/d; the median was
27.69 ft/d. The calibrated slope for aquifer horizontal hydraulic conductivity was 1.52 ft/d. Vogel and Reif
(1993, table 11) also presented the results from a single-well, long term (48 hour), high-discharge
(245 gal/min) aquifer test. The transmissivity was estimated as 1,270 ft2/d and hydraulic conductivity as
91 ft/d.

The depths of water-bearing zones in 25 wells drilled as deep as 262 ft range from 28 to 200 ft below
land surface. Fifty percent of the 56 water-bearing zones reported are penetrated by a depth of 77 ft and
90 percent by a depth of 150 ft. The greatest density of water-bearing zones (1.43 per 50 ft of well depth) is
from 101 to 150 ft below land surface (fig. 18); the density of water-bearing zones at depths of 151-200 ft are
based on the presence of only three water-bearing zones. The overall density of water-bearing zones in this
unit is 0.72 per 50 ft of well depth.

Reported specific capacity, Cockeysville Marble

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 29 0.40 1.7 4.9 14 56 0.08 200
Domestic 5 — .70 1.1 4.1 — .40 5.0
High-demand 20 .55 2.4 6.1 22 64 .08 200

Hydraulic conductivity and transmissivity from single-well aquifer tests, Cockeysville Marble

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 27 0.87 5.9 22 69 320 0.05 810
Transmissivity (ft2/d) 27 47 210 1,100 1,900 14,000 11 51,000
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Water quality .—As seen in the following table, wells completed in the Cockeysville Marble
generally yield water that contains low to moderate amounts of dissolved solids, is soft to very hard, and
slightly alkaline. Calcium and magnesium are the dominant cations, and bicarbonate is the dominant
anion. Elevated concentrations of nitrate and radon may be the most common water-quality problems. Of
the 18 wells sampled for nitrate, only 1 well contains water with nitrate concentrations greater than the
USEPA MCL of 10 mg/L. However, four other wells contain water with nitrate concentrations within
2 mg/L of the USEPA MCL. Additional information on the source and significance of these and other
selected dissolved constituents and properties of ground water are presented in the appendix.

In the Red Clay Creek Basin of Pennsylvania and Delaware, Senior (1996, table 13) found that the
Cockeysville Marble had the chemical composition that most differed from that of ground water from the
other lithologic groups studied. The median concentration or value for pH, specific conductance,
dissolved oxygen, alkalinity, calcium, magnesium, chloride, and nitrate plus nitrite were significantly
greater than in the Oligoclase-Mica Schist, Gneissic Rocks, Setters Quartzite, and Serpentinite.

Figure 18. The number and density of water-bearing zones per 50 feet of well depth in the
Cockeysville Marble of the Piedmont Physiographic Province, Piedmont Upland Section.
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Wissahic kon Formation

The Wissahickon Formation (Berg and others, 1980) is the most widespread lithologic unit in the
Piedmont Upland Section of Pennsylvania, underlying about 50 percent of the total area. The formation
consists of rocks of sedimentary and volcanic origin that exhibit varying degrees of regional
metamorphism. The Wissahickon Formation as used in this report includes the following members:
Wakefield Marble (Xww), Metavolcanics (Xwv), Oligoclase-Mica Schist (Xw), Albite-Chlorite Schist (Xwc),
and Marburg Schist (Xwm).

Higgins (1972, p. 989) believed that the Wissahickon Formation is part of the Glenarm Series (Knopf
and Jonas, 1923, p. 45) and is correlative with part of the Chilhowee Group of the Blue Ridge
Physiographic Province. Crowley (1976), working in Maryland, raised the Glenarm to a supergroup and
the Wissahickon to a group by subdividing the Wissahickon into six geologic units. More recent work in
Virginia and Maryland (Gates and others, 1991) have identified a series of tectonostratigraphic terranes.
Horton and others (1991) placed the Wissahickon in Pennsylvania within the Potomac terrane, stating that
the Potomac terrane is an allochthonous thrust sheet containing basement and a cover sequence of
turbidites and ophiolitic melange. Wagner and Srogi (1987, p. 115) no longer considered the Wissahickon
part of the Glenarm Supergroup. Lyttle and Epstein (1987) suggested the name “Wissahickon Formation”
should be applied only to those rocks included in the original definition of the Wissahickon mica gneiss of
Bascom and others (1909), including the type section in the Philadelphia area.

A small part of the Wissahickon Formation is believed by Higgins (1972, p. 1,018) to be Precambrian;
most rocks, however, are Cambrian in age, and some are as young as Ordovician. Thickness of the
Wissahickon Formation was estimated by Geyer and Wilshusen (1982, p. 288) to be 8,000 to 10,000 ft and
by Higgins (1972, p. 990) to be at least 10,000 ft thick.

Summary of selected chemical constituents and properties analyzed for the Cockeysville Marble

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCuries per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

13 — — — 215 310 413 120 600

Field hardness 17 — — — 57 85 203 8 250
Field pH (standard units) 13 — <6.5 >8.5 3 6.6 7.2 7.6 6.3 8.3
Bicarbonate 26 — — — 110 160 200 42 290
Calcium 11 — — — 18 40 52 15 110
Chloride 24 — 250 0 10 15 27 4.0 100
Iron 21 — .3 0 .008 .020 .045 .000 .21
Magnesium 11 — — — 9.7 15 23 6.0 58
Manganese 17 — .05 2 .001 .010 .010 .000 .070
Nitrate (as N) 27 10 — 1 3.4 5.2 7.7 .70 16
Potassium 9 — — — 1.3 1.6 1.9 1.0 4.5
Radon (pCi/L) 4 3 300 — 4 — 1,900 — 530 3,400
Silica 10 — — — 13 17 19 11 22
Sodium 10 — — — 3.5 6.8 9.9 3.0 21
Sulfate 24 — 250 0 11 20 39 1.4 70
Total dissolved solids 21 — 500 2 189 234 378 109 659

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Wakefield Marble (Xwm)

The Wakefield Marble (Stose and Jonas, 1939; Berg and others, 1980) underlies about 1 mi2 of south-
central York County. This unit crops out in several small, scattered valleys and quarries within the Albite-
Chlorite Schist and the Marburg Schist. The Wakefield Marble is named after Wakefield Valley in western
Carroll County, Md., where fresh exposures were present (Stose and Jonas, 1939, p. 84).

Geologic description.— The Wakefield Marble (table 2) may be an impure grayish-white marble; a
blue, thin-bedded, crystalline limestone with argillaceous bands; or a greenish medium-grained
calcareous schist composed of calcite, epidote, zoisite, chlorite, and albite. It is closely folded with the
Albite-Chlorite Schist and Marburg Schist and contains quartz lenses (Stose and Jonas, 1939, p. 84).
According to Stose and Jonas (1939, p. 84), the Wakefield Marble in Carroll County, Md., grades upward
into the Wissahickon Formation (Oligoclase-Mica Schist of this report).

Thickness of the Wakefield Marble is estimated at 100 ft and this unit may be correlative with the
Cockeysville Marble (Stose and Jonas, 1939, p. 84). Stose and Jonas (1939, p. 83) suggested a Precambrian
age for the Wakefield Marble. However, recent work in Maryland suggests the Wakefield Marble may
actually be Ordovician in age (David MacLachlan, Pennsylvania Topographic and Geologic Survey, oral
commun., 1994).

Well depths and casing lengths.— Only one well is known to be completed in the Wakefield
Marble. This well is 125 ft deep and has about 50 ft of 6-in. casing.

Hydr ologic pr oper ties.— The static water level in October 1970 was 42.7 ft below land surface. The
specific capacity of this well is 2.6 (gal/min)/ft.

Meyer and Beall (1958), using two wells completed in the Wakefield Marble in Maryland, estimated
a specific yield of 0.004; the transmissivity was 6,952 ft2/d.

Water quality .—Calcium is the dominant cation, and bicarbonate is the dominant anion. The field
values of specific conductance, hardness, and pH of water from the single well are 350 µS/cm, 120 mg/L,
and 7.0, respectively. Concentrations of total iron and manganese are 150 and 20 µg/L, respectively. The
concentration of nitrate (as N) is 47 mg/L. A possible reason for the high nitrate concentration is that the
well is next to a barn where animals may be kept.

Metavolcanics (Xwv)

The Metavolcanics (Berg and others, 1980) underlie about 10 mi2 of south-central York County in
narrow, elongate bands that trend northeast-southwest within the Albite-Chlorite Schist. Smith and Barnes
(1994, p.70), however, indicated that the outcrop area shown is too great and that much of the exposures
may represent chaotic fragments in a melange.

Geologic description.— The Metavolcanics (table 2) are described as altered basaltic flows with
some being amygdaloidal (Berg and others, 1980). According to Stose and Jonas (1939, p. 85) these
metabasalts are a green schistose rock composed of albite, uralitic hornblende, and epidote; veins and
amygdules of quartz and epidote are present. Albite, zoisite, and epidote are secondary minerals to a lime-
soda feldspar, and uralite and chlorite derived from pyroxene.

The Metavolcanics are less resistant to erosion than the surrounding schist and occupy narrow
valleys between ridges of the schist. No estimate of thickness exists for the Metavolcanics. Stose and Jonas
(1939, p. 85) have tentatively assigned a Precambrian age.
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Smith and Barnes (1994, p. 70), using known sections in Maryland for comparison and the
extensional mapping into Pennsylvania from Maryland by Stose and Jonas (1939, pl. 1), proposed the
name “Sams Creek Metabasalt” for the Metavolcanics. Smith and Barnes (1994, p. 70) believed the
Metavolcanics are representative of ocean floor basalts that originated near a spreading center.

Well depths and casing lengths.— Depths of wells and reported casing lengths for wells
completed in the Metavolcanics are presented in the tables below. Only four wells are completed at depths
greater than 300 ft; two wells have casing lengths that exceed 81 ft of casing.

Hydr ologic pr oper ties.— Water levels for wells completed in the Metavolcanics are presented in the
table below. Depths to water in 27 wells range from flowing at land surface to 90 ft below land surface; the
median is 35 ft below land surface.

Reported well depth, Metavolcanics

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 36 94 125 153 220 388 44 600
Drilled, domestic 25 76 110 140 160 278 44 300
Drilled,high-demand 6 — 200 224 387 — 200 408

Reported casing length, Metavolcanics

[Casing length in feet; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 31 20 27 46 60 80 13 190
Drilled, domestic 23 20 27 44 60 76 19 81
Drilled,high-demand 5 — 35 60 183 — 20 190

Water levels, Metavolcanics

[Water levels in feet below land surface; F, flowing well; —, insufficient data available;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 4 — — 52 — — 35 60
Slope 17 11 22 35 56 70 5 80
Valley 4 — — 5 — — F 90
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Reported yields for wells completed in the Metavolcanics are presented in the table below. Yields of
5.0 gal/min or less are reported from nine wells, of which eight are domestic. Four of the 12 wells with
yields of 20 gal/min or greater are deeper than 200 ft.

Specific capacities for wells completed in the Metavolcanics are presented in the table below. Three
wells (drilled to depths of 145, 280, and 300 ft below land surface) have specific capacities of
0.04 (gal/min)/ft or less and are incapable of meeting most domestic or other water-use demands. Seven
wells have specific capacities of 1.0 (gal/min)/ft or greater, three of which are deeper than 200 ft. Specific
capacities of three wells with pumping durations of 8 hours or longer are 0.57, 1.3, and 12 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Metavolcanics are presented below; a
specific yield of 0.02 was used in estimating these hydrologic properties. The median hydraulic
conductivities of wells on hilltops (3 wells), slopes (9 wells), and valleys (2 wells) are 1.1, 0.30, and 2.6 ft/d,
respectively. The median transmissivities of wells on hilltops, slopes, and valleys are 250, 10, and
260 ft2/d, respectively.

The depths of water-bearing zones in 22 wells drilled as deep as 500 ft range from 52 to 265 ft below
land surface. Fifty percent of 35 water-bearing zones reported are penetrated by a depth of 96 ft and
90 percent by a depth of 180 ft. The greatest density of water-bearing zones (0.90 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 19). The overall density of water-bearing zones in this unit is 0.38
per 50 ft of well depth.

Reported well yield, Metavolcanics

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 34 3.5 5.0 12 30 86 1.0 150
Domestic 25 3.6 4.5 7.0 18 32 1.0 40
High-demand 6 — 29 86 116 — 25 150

Reported specific capacity, Metavolcanics

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 18 0.01 0.06 0.58 2.2 5.5 0.01 12
Domestic 10 .01 .03 .06 .77 2.0 .01 2.1
High-demand 6 — 1.1 2.5 6.5 — .57 12

Hydraulic conductivity and transmissivity from single-well aquifer tests, Metavolcanics

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 16 0.05 0.10 1.0 2.8 8.7 0.02 18
Transmissivity (ft2/d) 16 4.5 6.8 110 360 1,400 3.2 2,700
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Water quality .—As seen in the following table, wells completed in the Metavolcanics generally
yield water that is low in dissolved solids, soft to moderately hard, and slightly acidic. Calcium is the
dominant cation, and bicarbonate is the dominant anion. Elevated concentrations of manganese and
nitrate may be common water-quality problems. Additional information on the source and significance of
these and other selected dissolved constituents and properties of ground water are presented in the
appendix.

Figure 19. The number and density of water-bearing zones per 50 feet of well depth in the
Metavolcanics of the Piedmont Physiographic Province, Piedmont Upland Section.
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Oligoclase-Mica Schist (Xw)

The Oligoclase-Mica Schist (Berg and others, 1980) underlies about 90 mi2 of the Piedmont Upland
in Chester, Delaware, Montgomery, and Philadelphia Counties. Lyttle and Epstein (1987) reinstated the
name “Wissahickon Formation” for the rocks included in the original definition of the Wissahickon mica
gneiss of Bascom and others (1909). This name would apply to the rocks described in this report as
Oligoclase-Mica Schist. The type section of the reinstated Wissahickon Formation lies in the Philadelphia
area between Chestnut Hill and Manayunk, as well as the narrow, fault-bounded, slivers south of Berwyn
and Devon, Pa.

Geologic description.— The Oligoclase-Mica Schist (table 2) is fine- to medium-grained, light to
dark gray to black, quartzo-aluminous pelitic schist and gneiss.This unit also contains feldspathic
metagraywacke, amphibolites, and altered ultramafic rocks. Dominant minerals include quartz,
orthoclase, biotite, muscovite, and plagioclase. Garnet, sillimanite, ilmenite, staurolite, kyanite, and
cordierite are common secondary minerals or are locally abundant. Foliation is generally very well
developed. Southeast towards the type section, the metamorphic grade increases as well as the percentage
of feldspathic metagraywacke (Lyttle and Epstein, 1987, pl. 2). Overall, the rocks range in metamorphic
grade from greenschist through upper amphibolite facies. Near the Wilmington Complex, the Oligoclase-
Mica Schist locally reached the temperature of incipient melting of at least 650-700°C (Wagner and Srogi,
1987, p. 119).

The Oligoclase-Mica Schist forms undulating hills of medium relief that have moderately steep but
stable slopes. These rocks are relatively soft to moderately resistant to weathering. Joints are irregular and
widely spaced.

Summary of selected chemical constituents and properties analyzed for the Metavolcanics

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

8 — — — 94 178 293 62 385

Field hardness 7 — — — 34 68 85 34 140
Field pH (standard units) 5 — <6.5 >8.5 2 6.1 6.5 6.8 5.9 6.9
Bicarbonate 5 — — — 9.8 36 74 9 110
Calcium 5 — — — 6.4 19 35 3.8 48
Chloride 5 — 250 0 4.5 8.5 14 3.0 22
Iron 5 — .3 0 .018 .090 .22 .010 .22
Lead 3 0.015 — 1 — .003 — .000 .030
Magnesium 5 — — — 3.0 3.6 9.0 3.0 11
Manganese 5 — .05 1 .008 .015 .030 .000 .060
Nitrate (as N) 5 10 — 1 1.7 4.3 9.5 1.2 15
Potassium 5 — — — .50 .85 3.5 .50 8.0
Silica 5 — — — 3.0 9.9 15 1.0 17
Sodium 5 — — — 2.3 3.6 6.6 2.3 6.6
Sulfate 5 — 250 0 2.4 9.5 22 1.2 23
Total dissolved solids 5 — 500 0 75 107 161 67 225

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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The intense folding and lack of recognizable recurrent beds prevent any determination of thickness.
The Oligoclase-Mica Schist is intruded by or in fault contact with the Plutonic Rocks, Gneissic Rocks, and
Serpentinites but conformably overlies the Cockeysville Marble (Sloto, 1994, p. 11). According to Wagner
and Srogi (1987, p. 122-224), the Oligoclase-Mica Schist “* * *should ideally contain sedimentary rocks that
were deposited in at least three different tectonic settings: (1) oceanic sediments that had been deposited
on the down going plate that eventually accumulated in an accretionary prism; (2) sediments originally
deposited in a forearc basin on the overriding plate that later become involved in deformation; and
(3) syntectonic flysch, the result of plate collision.” Drake and others (1989, p. 116) believed the
Wissahickon Formation of the Philadelphia area consists of at least two rock types—turbidite or
submarine fan deposits and an interlayered felsic gneiss-granofels and amphibolite. A potassium-argon
date of 353 million years was obtained on muscovite close to the Huntingdon Valley fault near Neshaminy
Creek (Long and Kulp, 1962). Drake and others (1989, p. 116) believed that the Oligoclase-Mica Schist is
Ordovician or older.

Well depths and casing lengths.— Depths of wells completed in the Oligoclase-Mica Schist are
presented in the table below. All of the 10 wells in the Oligoclase-Mica Schist that are 1,000 ft or deeper are
high-demand wells.

Well depths can vary spatially. Depths of drilled wells completed in the Oligoclase-Mica Schist in
Delaware (145 wells), Montgomery (16 wells), and Philadelphia Counties (439 wells) are significantly
greater than wells in Chester County (536 wells). The respective median county well depths are 190, 246,
300, and 125 ft. A similar pattern exists for high-demand and domestic wells. Almost 75 percent of the
94 wells completed at depths greater than 500 ft are in Philadelphia County.

Casing lengths for wells completed in the Oligoclase-Mica Schist are presented in the table below.
Casing lengths of 100 ft or greater are reported in 56 wells. Domestic wells in Chester County (276 wells)
use significantly more casing than wells in Delaware County (71 wells); the medians are 50 and 40 ft,
respectively.

Topographic setting can affect casing length. High-demand wells in valleys (159 wells) use
significantly more casing than on slopes (95 wells) or hilltops (28 wells). The median casing lengths in
valleys is 49 ft, on slopes 31 ft, and 28 ft on hilltops.

Reported well depth, Oligoclase-Mica Schist

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 1,204 80 110 190 302 500 20 2,030
Drilled, domestic 461 72 90 120 161 221 28 600
Drilled,high-demand 426 111 200 300 450 566 40 2,030

Reported casing length, Oligoclase-Mica Schist

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 854 20 28 41 61 89 4 261
Drilled, domestic 354 24 35 46 63 85 10 157
Drilled,high-demand 296 15 23 40 65 96 7 260
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Hydr ologic pr oper ties.— Water levels for wells completed in the Oligoclase-Mica Schist are
presented in the table below. Depths to water in 1,028 wells range from flowing 3 ft above land surface to
124 ft below land surface; the median is 20 ft below land surface. Of the 10 flowing wells, 2 are on hilltops,
5 on slopes, and 3 in valleys.

Reported yields for wells completed in the Oligoclase-Mica Schist are presented in the table below.
Yields of 5.0 gal/min or less are reported from 122 wells of which 69 are domestic. Yields of 100 gal/min or
greater are reported from 104 wells; 78 of these high-yield wells are deeper than 200 ft.

Specific capacities for wells completed in the Oligoclase-Mica Schist are presented in the table below.
Twenty-seven wells (drilled from 100 to 600 ft below land surface) have specific capacities of
0.04 (gal/min)/ft or less and are incapable of meeting most domestic or other water-use demands.
Seventy-one wells have specific capacities of 1.0 (gal/min)/ft or greater, and 24 of the wells are deeper
than 200 ft. Specific capacities of wells with pumping durations of 8 hours or longer (59 wells) range from
0.08 to 11 (gal/min)/ft; the median is 0.73 (gal/min)/ft. High-demand wells have significantly greater
specific capacities than domestic wells.

Values of hydraulic conductivity and transmissivity for the Oligoclase-Mica Schist are presented in
the following table; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops or slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (34 wells), slopes (205 wells), and valleys (61 wells) are 0.43,
0.56, and 0.60 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and valleys are
32, 33, and 81 ft2/d, respectively.

Water levels, Oligoclase-Mica Schist

[Water levels in feet below land surface; F and -, flowing well; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 149 12 18 25 38 55 F 120
Slope 502 10 15 24 34 45 - 3 97
Valley 273 4 9 15 22 37 F 95

Reported well yield, Oligoclase-Mica Schist

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 1,077 5.0 10 20 50 100 0.00 450
Domestic 418 5.0 7.0 12 20 30 .00 400
High-demand 385 10 20 50 80 126 1.0 450

Reported specific capacity, Oligoclase-Mica Schist

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 337 0.05 0.1 0.27 0.76 1.6 0.00 15
Domestic 211 .05 .09 .21 .57 1.4 .00 15
High-demand 80 .10 .27 .65 1.5 3.7 .02 11
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In other work, Geyer and Wilshusen (1982, p. 257) reported, from rock test data, the permeability of
the Oligoclase-Mica Schist ranged from 0.2 to 3 ft/d. Stewart and others (1964) in Dawsonville, Ga., used
two wells in saprolite over quartz-mica schist to estimate hydraulic conductivities of 0.001 to 1.2 ft/d.
Meyer and Beall (1958) used multiple-well aquifer tests involving 10 wells in Maryland to estimate a
specific yield of 0.03 and transmissivity of 668 ft2/d. In their model of the Red Clay Creek Basin, Vogel and
Reif (1993, table 10) estimated horizontal hydraulic conductivity. For hilltops, horizontal hydraulic
conductivity ranged from <0.01 to 6.39 ft/d; for slopes, from 0.01 to 7.89 ft/d; and for valleys, from 0.02 to
4.20 ft/d. The calibrated slope values for aquifer horizontal hydraulic conductivity of their Wissahickon
Formation, northern and southern were 0.27 and 0.15 ft/d, respectively. Vogel and Reif (1993, table 11) also
presented the results from four single-well aquifer tests. The transmissivities were estimated as 24, 35, 35,
0.38 ft2/d, and hydraulic conductivities were 0.10, 0.10, 0.12, and 0.16 ft/d.

The depths of water-bearing zones in 416 wells drilled as deep as 1,000 ft range from near land
surface to 500 ft below land surface. Fifty percent of the 932 water-bearing zones reported were penetrated
by a depth of 95 ft and 90 percent by a depth of 198 ft. The greatest density of water-bearing zones (0.82
per 50 ft of well depth) is from 51 to 100 ft below land surface (fig. 20); the density of water-bearing zones

Hydraulic conductivity and transmissivity of single-well aquifer tests, Oligoclase-Mica Schist

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 317 0.04 0.15 0.55 2.1 6.2 0.00 190
Transmissivity (ft2/d) 317 5.7 12 39 120 310 .18 2,900

Figure 20. The number and density of water-bearing zones per 50 feet of well depth in the
Oligoclase-Mica Schist of the Piedmont Physiographic Province, Piedmont Upland Section.
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 at depths of 351 ft or greater are based on the presence of four or less water-bearing zones per 50-ft
interval. The overall density of water-bearing zones in this unit is 0.48 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Oligoclase-Mica Schist
generally yield water that contains low to moderate amounts of dissolved solids, is soft to moderately
hard, and slightly acidic. Calcium is the dominant cation, whereas chloride, bicarbonate, and sulfate
anions are present in about equal amounts. Elevated concentrations of iron, manganese, silica, dissolved
solids, and radon and low pH are the most common water-quality problems. The concentrations of
cadmium and selenium reported in the table are severely restrained by high detection limits. Thirty-eight
of the cadmium analyses and 32 of the selenium analyses had detection limits greater than the USEPA
MCL. Nine of 53 wells contain water with aluminum concentrations of 200 µg/L or greater. Additional
information on the source and significance of these and other selected dissolved constituents and
properties of ground water are presented in the appendix.

Summary of selected chemical constituents and properties analyzed for the Oligoclase-Mica Schist

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

264 — — — 100 150 240 25 1,850

Field hardness 248 — — — 34 51 68 1 460
Field pH (standard units) 248 — <6.5 >8.5 173 6.0 6.2 6.6 5.1 8.0
Bicarbonate 153 — — — 25 50 92 .0 420
Cadmium 80 0.005 — 4 <.001 <.002 <.010 <.001 .030
Calcium 105 — — — 14 31 55 1.9 230
Chloride 147 — 250 9 12 33 65 1.8 940
Chromium 69 .1 — 1 <.001 <.010 .010 .000 3.7
Cyanide 57 .2 — 2 .000 .010 .010 .000 .31
Iron 152 — .3 78 .065 1.0 5.8 .000 120
Lead 74 .015 — 1 .000 .002 .004 .000 .037
Magnesium 105 — — — 5.6 11 21 .0 110
Manganese 110 — .05 52 .010 .050 .24 .000 13
Mercury 62 .002 — 4 <.0001 <.0001 .0005 .0000 .012
Nitrate (as N) 134 10 — 4 .11 .41 3.0 .00 16
Potassium 97 — — — 2.4 3.8 5.9 .40 18
Radon (piC/L) 4 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 3 — 1,900 — 200 4,200
Selenium 59 .05 — — .001 <.20 <.20 .001 <.20
Silica 106 — — — 17 21 26 .42 50
Sodium 99 — — — 8.3 19 41 2.2 330
Sulfate 148 — 250 9 22 64 130 .50 1,300
Total dissolved solids 123 — 500 24 108 223 455 33 3,390
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In the Red Clay Creek Basin of Pennsylvania and Delaware, Senior (1996, table 13) found that the
median concentrations or value for pH, specific conductance, alkalinity, calcium, chloride, sulfate, nitrate
plus nitrite, and barium were significantly lower in the Oligoclase-Mica Schist than in the Cockeysville
Marble. Significant differences in other physical and chemical properties and selected dissolved
constituents also were noted between the Oligoclase-Mica Schist and the other lithologic units (Gneissic
Rocks, Serpentinite, and Setters Quartzite) studied.

The specific conductance of water from wells in valleys (31 wells) is significantly greater than on
slopes (148 wells) or hilltops (38 wells); the medians are 260, 140, and 163 µS/cm, respectively. The specific
conductance of water from wells in Philadelphia County (16 wells) is significantly greater than the specific
conductance of water from wells in Delaware County (57 wells) and Chester County (190 wells); the
medians are 600, 180, and 128 µS/cm, respectively. The high specific conductance of the Oligoclase-Mica
Schist in Philadelphia County may be the result of greater urbanization. Sloto (1987, p. 73) noted that
sodium and chloride concentrations were greater in areas of higher population density and greater
amounts of paved areas. Sloto attributed an increase in sodium and chloride concentrations to deicing salt
(sodium chloride).

The pH of water from wells in Delaware County (53 wells) is significantly greater than the pH of
water from wells in Chester County (190 wells). The pH of water in the Delaware County wells ranges
from 5.7 to 8.0; the median is 6.5. For the Chester County wells, pH of the well water ranges from 5.1 to 7.9;
the median is 6.2.

Albite-Chlorite Schist (Xwc)

The Albite-Chlorite Schist (Berg and others, 1980) underlies about 420 mi2 of the Piedmont Upland
in Chester, Delaware, Lancaster, Montgomery, Philadelphia, and York Counties. Lyttle and Epstein (1987,
pl. 2) reinstated the “Octoraro Schist” of Bascom and others (1909) and renamed it the “Octoraro Phyllite.”
Valentino (1994, p. 25) suggested the name “Octoraro Formation” because it contains considerably less
phyllite than schist.

Geologic description.— The Albite-Chlorite Schist (table 2) is generally fine- to coarse-grained,
grayish- to bluish-gray, green, or black, schist or phyllite. The dominant minerals are albite, chlorite,
muscovite, and quartz. Common secondary minerals include garnet, ilmenite, magnetite, and biotite.
Along the northern edge of the outcrop area where it is thrust over the Conestoga Formation, the Albite-
Chlorite Schist is finer grained; ilmenite is the dominant oxide mineral. To the south, the albite, muscovite,
and chlorite increase in size, and magnetite is the dominant oxide mineral. Numerous lithologies or “schist
facies” have been identified in York County (Stose and Jonas, 1939, p. 87-90) and in Lancaster and Chester
Counties (Valentino, 1994, p. 25-34). Valentino (1994, p. 28-29) also identified a metasandstone member
and a metabasalt member, which he believed is the Sams Creek Metabasalt as recognized in Maryland.

The Albite-Chlorite Schist is moderately resistant to weathering. It forms high, undulating hills that
have moderate to steep and stable slopes. Tight folds are common, and joints tend to be open, irregular,
and widely spaced.

Because of shearing, at least two periods of metamorphism and recumbent folding, no estimated
stratigraphic thickness is available. According to Faill and Wiswall (1994, p. 74), the Albite-Chlorite Schist
was originally laid down on a continental slope or basin and reached a thickness of at least 3 mi. Lyttle and
Epstein (1987, Plate 2), Valentino (1994, p. 25), and Valentino and others (1994) indicate the Albite-Chlorite
Schist is bounded by major thrust faults (Martic Line to the north and east and the Drumore tectonite of
the Pleasant Grove-Huntingdon Valley shear zone on the south). Lyttle and Epstein (1987), who used
regional correlations with similar rocks in Massachusetts and the structural contact on the underlying
Conestoga Formation of probable Ordovician-Cambrian age, believed the Albite-Chlorite Schist to be
Early Cambrian or Late Proterozoic in age. Using information from age dating of the Metabasalt at South
Mountain and chemical affinities with exposures of metabasalts in the Piedmont Uplands, Smith and
others (1991, p. 10) believed the Albite-Chlorite Schist to be at least as old as latest Precambrian.
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Well depths and casing lengths.— Depths of wells completed in the Albite-Chlorite Schist are
presented in the table below. Of the six wells completed at depths of 500 ft or greater, only one is a high-
demand well.

Topographic setting can affect well depth. Drilled wells on hilltops (92 wells) and slopes (182 wells)
are significantly shallower than wells drilled in valleys (40 wells). The median depths of drilled wells on
hilltops, slopes, and valleys are 120, 114, and 265 ft, respectively.

Depths of drilled wells in Chester County (196 wells) are significantly greater than in York County
(158 wells); the medians are 150 and 110 ft, respectively. More than 70 percent of the 95 wells completed at
depths of 200 ft or greater are in Chester County.

Casing lengths for wells completed in the Albite-Chlorite Schist are presented in the table below. Ten
of 16 wells with casing lengths of 100 ft or greater are in Chester County.

Hydr ologic pr oper ties.— Water levels for wells completed in the Albite-Chlorite Schist are
preneted in the table below. Depths to water in 343 wells range from 1 to 110 ft below land surface; the
median is 33 ft below land surface.

Reported well depth, Albite-Chlorite Schist

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 367 70 95 123 200 305 15 1,000
Drilled, domestic 226 70 88 110 154 230 30 550
Drilled,high-demand 60 112 180 260 315 398 80 1,000

Reported casing length, Albite-Chlorite Schist

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 244 18 22 35 54 80 6 400
Drilled, domestic 159 18 21 30 44 74 6 275
Drilled,high-demand 43 21 28 46 62 100 18 400

Water levels, Albite-Chlorite Schist

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 79 25 35 44 58 69 14 87
Slope 169 11 20 34 49 66 1 110
Valley 28 3 5 10 18 31 2 90
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Reported yields for wells completed in the Albite-Chlorite Schist are presented in the table below.
Yields of 5.0 gal/min or less are reported from 90 wells; 13 wells have yields of 100 gal/min or greater. Of
the 13 high-yielding wells, 8 are deeper than 200 ft.

Topographic position can affect well yields. Domestic wells on slopes (100 wells) have significantly
greater reported yields than domestic wells on hilltops (46 wells); the medians are 9.0 and 5.0 gal/min,
respectively.

Specific capacities for wells completed in the Albite-Chlorite Schist are presented in the table below.
Nine wells (drilled from 140 to 380 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or
less and are incapable of meeting most domestic or other water-use demands. Specific capacities of
1.0 (gal/min)/ft or greater are reported from 40 wells, 14 of which are completed by a depth of 200 ft.
Specific capacities of wells with pumping durations of 8 hours or longer (10 wells) range from 0.15 to
3.0 (gal/min)/ft; the median is 1.2 (gal/min)/ft. High-demand wells have specific capacities significantly
greater than domestic wells.

Specific capacity can vary by county. Wells in York County (60 wells) have specific capacities
significantly greater than the specific capacities of wells in Chester County (47 wells); the medians are 0.92
and 0.31 (gal/min)/ft, respectively. This pattern also holds for domestic wells. The median specific
capacity of domestic wells in York County (34 wells) is 0.86 (gal/min)/ft and for Chester County (30 wells)
is 0.24 (gal/min)/ft. Only 1 of 11 wells with specific capacities of 4.0 (gal/min)/ft or greater are in Chester
County; the other 10 are in York County.

Reported well yield, Albite-Chlorite Schist

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 302 2.3 5.0 10 25 50 0.0 300
Domestic 186 2.0 5.0 7.5 15 29 .3 300
High-demand 59 15 21 37 75 100 6.0 230

Reported specific capacity, Albite-Chlorite Schist

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 107 0.06 0.17 0.49 1.8 3.9 0.00 28
Domestic 64 .03 .07 .34 1.3 4.5 .00 28
High-demand 32 .16 .29 1.2 2.6 4.2 .11 7.6
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Values of hydraulic conductivity and transmissivity for the Albite-Chlorite Schist are presented in
the table below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally greater on slopes than on hilltops or in valleys. The median
hydraulic conductivities of wells on hilltops (22 wells), slopes (57 wells), and valleys (10 wells) are 0.54,
1.2, and 0.22 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and valleys are 45,
86, and 49 ft2/d, respectively.

In other work, Dingman and others (1956, p. 25-28) used one pumped well and two observation
wells in weathered Albite-Chlorite Schist of the Maryland Piedmont to estimate specific yields of 0.002 to
0.01 and transmissivities of 401 to 1,340 ft2/d. On the basis of their streamflow study of Muddy Creek
Basin in York County, Lloyd and Growitz (1977, p. 27-30) estimated that (1) about 70 percent of the
streamflow was ground-water discharge; (2) the specific yield of the zone of water-table fluctuation, which
consisted mostly of regolith, was 0.08; and (3) the average transmissivity of the basin using base flow was
98 ft2/d, whereas from 72 specific-capacity tests, the transmissivity of the Albite-Chlorite Schist was
104 ft2/d.

Gerhart and Lazorchick (1984b, tables 6 and 14), in their digital model of parts of Lancaster and
Berks Counties, used a specific yield of 0.02 and a hydraulic conductivity of 0.5 ft/d. In their Lower
Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, table 16 and table 8) used a specific
yield of 0.020 and a hydraulic conductivity of 1.34 ft/d. Sloto (1990, p. 39), using a specific yield of 0.08 for
his model in the Valley Creek Basin of eastern Chester County, estimated a hydraulic conductivity of
5.0 ft/d.

The depths of water-bearing zones in 81 wells drilled as deep as 460 ft range from 9 ft below land
surface to 375 ft below land surface. Fifty percent of the 176 water-bearing zones reported are penetrated
by a depth of 80 ft and 90 percent by a depth of 191 ft. The greatest density of water-bearing zones
(0.93 per 50 ft of well depth) is from 51 to 100 ft below land surface (fig. 21); the density of water-bearing
zones at depths of 201 ft or greater are based on the presence of five or fewer water-bearing zones per 50-ft
interval. The overall density of water-bearing zones in the Albite-Chlorite Schist is 0.53 per 50 ft of well
depth.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Albite-Chlorite Schist

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 103 0.05 0.22 1.0 3.8 20 0.00 390
Transmissivity (ft2/d) 103 5.2 21 80 290 710 .40 5,500
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Figure 21. Number and density of water-bearing zones per 50 feet of well depth in the
Albite-Chlorite Schist of the Piedmont Physiographic Province, Piedmont Upland
Section.
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Water quality .—As seen in the following table, wells completed in the Albite-Chlorite Schist
generally yield water that is low in dissolved solids, soft to moderately hard, and slightly acidic. Calcium
and magnesium are the dominant cations, and chloride and bicarbonate are the dominant anions. Elevated
concentrations of iron, lead, manganese, nitrate, and radon and low pH are common water-quality
problems. Three wells contain water with aluminum concentrations of 0.35, 0.37, and 3.7 mg/L—far in
excess of typical ground-water concentrations of 0.01 to 0.06 mg/L (Cook and Miles, 1980, p. 5). The well
containing water with the highest aluminum concentration also has a zinc concentration 10 times the
USEPA SMCL of 5 mg/L. Additional information on the source and significance of these and other
selected dissolved constituents and properties of ground water are presented in the appendix.

The pH of water in Chester County (68 wells) is significantly greater than the pH of water in York
County (31 wells). The pH in Chester County ranges from 5.0 to 7.6; the median is 6.1. For York County,
pH ranges from 5.0 to 7.0; the median is 5.6. The water in Chester County (67 wells) is significantly harder
than the water in York County (79 wells). The hardness of water in Chester County ranges from 17 to
310 mg/L; the median is 51 mg/L. In York County, the hardness of water ranges from 17 to 170 mg/L;
median is 34 mg/L.

Summary of selected chemical constituents and properties analyzed for the Albite-Chlorite Schist

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

178 — — — 82 120 220 20 725

Field hardness 155 — — — 34 51 68 17 310
Field pH (standard units) 101 — <6.5 >8.5 173 5.7 6.0 6.5 5.0 7.6

Bicarbonate 83 — — — 10 23 31 3.0 160
Calcium 68 — — — 5.2 12 18 .20 38
Chloride 80 — 250 0 7.0 12 18 .50 88
Iron 85 — .3 19 .020 .060 .14 .000 4.1
Lead 52 0.015 — 10 .002 .005 .010 .001 .074
Magnesium 68 — — — 2.8 5.4 6.8 .30 24
Manganese 82 — .05 27 .010 .020 .063 .000 3.1
Nickel 50 .1 — 1 .004 .010 .030 .000 .14
Nitrate (as N) 70 10 — 13 3.0 6.0 9.4 .04 22
Potassium 63 — — — .60 1.0 2.4 .10 41
Radon (pCi/L) 4 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 3 — 2,800 — 220 4,400
Silica 45 — — — 5.6 7.4 12 .10 27
Sodium 63 — — — 3.3 5.1 10 1.0 41
Sulfate 80 — 250 0 4.0 7.0 15 .00 58
Total dissolved solids 78 — 500 0 84 120 157 22 474
Zinc 48 — 5 1 .030 .050 .090 .000 50
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Marburg Schist (Xwm)

The Marburg Schist (Berg and others, 1980) underlies about 120 mi2 of the Piedmont Upland in
Adams and York Counties. Valentino (1994, p. 29) included the Marburg Schist in the Octoraro Formation.
Valentino (1994, p. 26) and Stose and Jonas (1939, p. 90) recognized the Marburg Schist in Lancaster
County. The Marburg Schist is named after the village of Marburg, 5 mi southeast of Hanover, Pa. (Stose
and Jonas, 1939, p. 90).

Geologic description.— The Marburg Schist (table 2) is typically bluish-gray to silvery green, fine-
grained schist with well-developed platy cleavage. The dominant minerals are muscovite, chlorite, albite,
chloritoid, and quartz; pyrite is a minor secondary mineral. The northeastern part of the Marburg Schist is
coarser grained than the southwestern part. Part of the Marburg Schist contains volcanic tuff, with beds of
quartzite and coarse, pebbly, quartz conglomerate forming the upper part of the formation (Stose and
Jonas, 1939, p. 90-92). The quartzites are closely folded and interbedded with slate and schist.

Much of the area underlain by the Marburg Schist is in the form of slopes with rolling hills dissected
by numerous upland draws and narrow valleys. The quartzites, interbedded with slate and schist, form
the higher hills; the ridges are underlain by quartzite and quartz conglomerate. Thickness of the regolith is
highly variable and averages about 45 ft near the Keystone Sanitation Superfund Site, south of Littlestown,
Adams County, Pa. (Conger, 1997, p. 2).

Thickness of the Marburg Schist is not known. Originally, the schist was deposited in a continental
or slope environment (Faill and Wiswall, 1994, p. 74). Wise (1970, p. 319) believed the Marburg Schist was
an Antietam-Chickies equivalent. Work by Valentino (1994, p. 29) and Lyttle and Epstein (1987) suggested
the Marburg Schist is Cambrian and Late Proterozoic in age. The Marburg Schist may be in gradational
contact with the Albite-Chlorite Schist (Stose and Jonas, 1939, p. 90-91; Valentino, 1994, p. 29). Wise (1970,
p. 318), however, pointed out the contact between the Marburg Schist and the Albite-Chlorite Schist is the
location of a sharp break on aeromagnetic maps. To the north is the Martic Line or Martic Overthrust
(Stose and Jonas, 1939, p. 80-83) where the Marburg Schist is in structural contact with the Antietam and
Harpers Formations.

Well depths and casing lengths.— Depths of wells completed in the Marburg Schist are presented
in the table below. Only six wells are completed at depths of 300 ft or greater. High-demand wells are not
completed at significantly greater depths than domestic wells.

Reported well depth, Marburg Schist

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 96 75 100 140 169 223 41 1,030
Drilled, domestic 78 75 100 138 162 207 41 500
Drilled,high-demand 10 110 117 135 285 970 110 1,030



78

Casing lengths for wells completed in the Marburg Schist are presented in the table below. Casing
lengths of 50 ft or greater are reported from eight wells.

Hydr ologic pr oper ties.— Water levels for wells completed in the Marburg Schist are presented in
the table below. Depths to water in 83 wells range from 2 to 69 ft below land surface; the median is 30 ft
below land surface.

Lloyd and Growitz (1977, p. 45) have shown that schistosity in the Marburg Schist can have a
considerable effect on water levels. York County well number Yo-253 was pumped at 12 gal/min for
1 hour with a drawdown of 9.5 ft. The greatest water-level drawdown of 2.2 ft was in observation well
Yo-254, which is along a line parallel with the pumping well and the strike of schistosity. In the two
observation wells perpendicular to schistosity, the drawdowns were 0.06 and 0.02 ft.

Reported yields for wells completed in the Marburg Schist are presented in the table below. Yields of
5.0 gal/min or less are reported from 42 wells. None of the four wells with reported yields of 20 gal/min
or greater are deeper than 200 ft. High-demand wells do not yield significantly more water than domestic
wells.

Reported casing length, Marburg Schist

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 74 19 21 27 40 50 12 80
Drilled, domestic 66 19 21 29 40 50 13 80
Drilled,high-demand 5 — 16 20 24 — 12 28

Water levels, Marburg Schist

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 27 23 28 38 46 50 20 51
Slope 43 12 19 30 38 46 5 69
Valley 8 — 6 11 16 — 2 18

Reported well yield, Marburg Schist

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 84 1.0 3.0 5.5 10 13 0.5 70
Domestic 69 1.0 3.0 6.0 10 12 1.0 20
High-demand 10 .80 4.0 9.5 28 66 .5 70
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Specific capacities for wells completed in the Marburg Schist are presented in the table below. Seven
wells (drilled from 120 to 1,030 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or less
and are incapable of meeting most domestic or other water-use demands. Specific capacities of
1.0 (gal/min)/ft or greater are reported from seven wells, but none are deeper than 150 ft. Specific
capacities of wells with pumping durations of 8 hours or longer are 0.04, 0.16, and 0.18 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Marburg Schist are presented in the table
below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic conductivity
and transmissivity are generally greater on hilltops than on slopes. The median hydraulic conductivities of
wells on hilltops (12 wells), slopes (18 wells), and in valleys (1 well) are 0.71, 0.19, and 0.06 ft/d,
respectively. The median transmissivities of wells on hilltops is 50 ft2/d, on slopes 22 ft2/d and in valleys
11 ft2/d.

In other work, Meyer and Beall (1958) used multiple-well aquifer tests involving six wells in
Maryland to estimate a specific yield of 0.02 and transmissivity of 976 ft2/d. In their Lower Susquehanna
River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16) used a specific yield of 0.02 and a
hydraulic conductivity of 1.34 ft/d for a hydrogeologic unit that included the Marburg Schist.

The depths of water-bearing zones in 48 wells drilled as deep as 500 ft range from 15 to 395 ft below
land surface. Fifty percent of the 83 water-bearing zones reported were penetrated by a depth of 78 ft and
90 percent by a depth of 133 ft. The greatest density of water-bearing zones (1.02 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 22); only three water-bearing zones are reported at depths greater
than 150 ft. The overall density of water-bearing zones in the Marburg Schist is 0.48 per 50 ft of well depth.

Near the Keystone Sanitation Superfund Site, Adams County, Pa., the USGS conducted borehole-
geophysical logging on eight monitor wells that ranged in depth from 146 to 397.9 ft below land surface
(Conger, 1997). Driller and borehole geophysical logs indicate water-bearing zones are present in the
regolith and to a depth of 215 ft below land surface. However, most water-bearing zones are shallow and
are typically penetrated by a depth of 96 ft or less. The heatpulse flowmeter measured vertical flow under
ambient conditions in three wells. The water entered the boreholes through fractures between 82-139 ft
below land surface, moved upward, and exited the borehole through fractures between 50-75 ft below
land surface. In general, water is more available in the regolith and decreases with depth.

Reported specific capacity, Marburg Schist

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 36 0.04 0.08 0.21 0.88 1.3 0.00 2.3
Domestic 32 .04 .08 .21 .79 1.3 .03 2.3
High-demand 3 — — .90 — — .00 1.1

Hydraulic conductivity and transmissivity from single-well aquifer tests, Marburg Schist

[ft/d, feet per day; ft2/d, feet squared per day P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 35 0.01 0.06 0.25 1.8 2.8 0.01 9.6
Transmissivity (ft2/d) 35 1.5 6.4 30 130 200 .46 370
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Water quality .—As seen in the following table, wells completed in the Marburg Schist generally
yield water that is low in dissolved solids, soft to moderately hard, and slightly acidic. Calcium is the
dominant cation, and bicarbonate is the dominant anion. Low pH and elevated concentrations of iron and
manganese are the most common water-quality problems. Additional information on the source and
significance of these and other selected dissolved constituents and properties of ground water are
presented in the appendix.

Figure 22. The number and density of water-bearing zones per 50 feet of well depth in the
Marburg Schist of the Piedmont Physiographic Province, Piedmont Upland Section.
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Peters Creek Sc hist (Xpc)

The Peters Creek Schist (Berg and others, 1980) underlies about 180 mi2 of Chester, Lancaster, and
York Counties in a northeast trending belt from the Maryland-Pennsylvania state line into northeastern
Chester County. Lyttle and Epstein (1987) extended the Peters Creek Schist eastward to the Schuylkill
River.

Stose and Jonas (1939, p. 93) named the Peters Creek Schist (Peters Creek quartzite) for its exposures
along Peters Creek in Lancaster County. More recently, this unit has been referred to as the Peters Creek
Formation (Valentino and Gates, 1994, p. 35-43).

Geologic description.— Lyttle and Epstein (1987) and Valentino and Gates (1994, p. 35-43)
identified at least three sequences or lithologies in the Peters Creek Schist (table 2). In general, the Peters
Creek Schist is fine- to medium-grained, light to medium gray or greenish-gray, yellowish- to reddish-
brown weathering, finely laminated, nonfissile muscovite, chlorite, quartz schist or gneiss. It is
interbedded with quartzites that contain thin layers of muscovite and chlorite on the parting planes. In the
schist, albite is abundant; magnetite and titanite are abundant accessory minerals; apatite, pyrite, and
tourmaline are common. The quartzitic layers contain quartz grains and pebbles that have been stressed
(Stose and Jonas, 1939, p. 93); original crossbedding has been observed in Maryland (Dingman and others,
1956, p. 28). The Peters Creek Schist has a well developed platy cleavage, steeply dipping bedding, and
has been intensely folded. It also contains tectonic slivers of altered ultramafic rocks (Lyttle and Epstein,
1987) and mafic tuffs or volcaniclastic sediments (Valentino and Gates, 1994, p. 38).

The Peters Creek Schist is moderately resistant to weathering, forming undulating hills of medium
relief with moderately steep and stable slopes; joints are irregular, poorly formed, widely spaced, steeply
dipping, and open (Geyer and Wilshusen, 1982, p. 221-223).

Summary of selected chemical constituents and properties analyzed for the Marburg Schist

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

40 — — — 100 123 179 20 430

Field hardness 40 — — — 34 51 68 17 190
Field pH (standard units) 16 — <6.5 >8.5 7 5.8 6.5 6.6 5.4 7.8

Bicarbonate 15 — — — 7.0 16 31 4.0 55
Calcium 15 — — — 3.7 9.8 16 3.2 21
Chloride 15 — 250 0 4.0 6.5 9.4 1.6 29
Iron 14 — .3 3 .058 .10 .34 .020 8.4
Magnesium 15 — — — 2.7 3.5 4.8 1.5 8.3
Manganese 14 — .05 4 .020 .025 .083 .010 .18
Nitrate (as N) 15 10 — 1 1.2 3.2 7.0 .02 12
Potassium 14 — — — .50 .85 .92 .30 2.0
Silica 10 — — — 7.1 8.2 11 4.7 14
Sodium 15 — — — 3.2 4.1 6.5 1.0 25
Sulfate 15 — 250 0 3.5 7.0 10 .00 28
Total dissolved solids 14 — 500 0 52 92 124 42 180

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Bascom and Stose (1932, p. 6) estimated a thickness of 2,000 ft for the Peters Creek Schist; however,
other workers (Stose and Jonas, 1939, p. 94; Lyttle and Epstein, 1987) citing the extensive faulting and
folding have not been able to estimate a total thickness. Berg and others (1983) considered this unit to be
Ordovician in age, whereas Lyttle and Epstein (1987) believed the Peters Creek Schist is Cambrian and
Late Proterozoic in age. According to Valentino and Gates (1994, p. 35), the Peters Creek Schist represents
turbidite-fan deposits laid down in a rift basin. The Peters Creek Schist is largely bounded by faults or
shear zones, but in parts of southern Chester County, it is in strike-parallel gradational contact with the
Oligoclase-Mica Schist (Valentino and Gates, 1994, p. 36).

Well depths and casing lengths.— Depths of wells completed in the Peters Creek Schist are
presented in the table below. In general, wells drilled on hilltops (42 wells) are deeper than wells on slopes
(63 wells) or in valleys (16 wells); the median well depths are 120, 100, and 102 ft, respectively. Of 13 wells
drilled to depths of 300 ft or greater, 7 are on slopes and 5 are on hilltops.

Casing lengths for wells completed in the Peters Creek Schist are presented in the table below. Five
of the six wells with casing lengths of 100 ft or greater are on hilltops; one is on a slope. Typically, drilled
wells on hilltops (24 wells) use considerably more casing than drilled wells on slopes (63 wells) or in
valleys (12 wells); the median casing lengths are 59, 36, and 32 ft, respectively.

Hydr ologic pr oper ties.— Water levels for wells completed in the Peters Creek Schist are presented
in the table below. Depths to water in 163 wells range from 3 to 250 ft below land surface; the median is
33 ft below land surface.

Reported well depth, Peters Creek Schist

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 166 62 80 102 157 254 29 575
Drilled, domestic 130 65 80 100 140 216 42 575
Drilled,high-demand 11 64 114 188 247 326 60 334

Reported casing length, Peters Creek Schist

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25,
twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 112 20 22 36 55 83 6 224
Drilled, domestic 98 19 22 34 52 76 6 224
Drilled,high-demand 7 — 42 56 90 — 20 200

Water levels, Peters Creek Schist

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 41 27 32 48 58 85 10 250
Slope 86 15 22 32 44 54 3 80
Valley 16 6 8 12 17 32 5 38
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Reported yields of wells completed in the Peters Creek Schist are presented in the table below. Yields
of 5.0 gal/min or less are reported from 34 wells completed in the Peters Creek Schist; 29 of these wells are
domestic wells. None of the 21 wells completed at depths greater than 200 ft have reported yields that
exceed 35 gal/min.

Specific capacities of wells completed in the Peters Creek Schist are presented in the table below.
Nine wells (drilled from 166 to 330 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or
less and are incapable of meeting most domestic or other water-use demands. Specific capacities of
1.0 (gal/min)/ft or greater are reported from 13 wells; only 2 of these wells exceed a depth of 100 ft. The
specific capacities of four wells with a pumping duration of 8 hours or longer range from 0.03 to
0.16 (gal/min)/ft; the median is 0.14 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Peters Creek Schist are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops than on slopes or in valleys. The median
hydraulic conductivity of wells on hilltops (4 wells), slopes (32 wells), and valleys (5 wells) are 0.48, 1.2,
and 1.4 ft/d, respectively. The median transmissivity on hilltops is 41 ft2/d, on slopes 57 ft2/d, and in
valleys 50 ft2/d.

In other work, Geyer and Wilshusen (1982, p. 223) used rock-test data from Dames and Moore, Inc.,
to estimate the permeability of unweathered Peters Creek Schist as 0.1 ft/d. For highly weathered and
fractured rock, the permeability of Peters Creek Schist was 20 ft/d. In the Lower Susquehanna River Basin
digital model, Gerhart and Lazorchick (1988, tables 8 and 16) used a specific yield of 0.020 and a hydraulic
conductivity of 1.34 ft/d for a hydrogeologic unit that included the Peters Creek Schist.

Reported well yield, Peters Creek Schist

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile; P75,
seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 137 3.0 5.0 10 20 30 0.0 312
Domestic 109 3.0 5.0 9.0 15 25 .2 60
High-demand 12 5.9 16 22 31 239 5.0 312

Reported specific capacity, Peters Creek Schist

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90,
ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 57 0.03 0.07 0.37 0.89 3.0 0.00 9.0
Domestic 48 .02 .07 .38 .85 3.1 .00 9.0
High-demand 8 — .13 .21 2.1 — .03 2.5

Hydraulic conductivity and transmissivity from single-well aquifer tests, Peters Creek Schist

[ft/d, feet per day; ft2/d, feet squared per day P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 52 0.04 0.14 1.1 5.1 18 0.01 110
Transmissivity (ft2/d) 52 4.1 16 51 160 480 2.0 1,800
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The depths of water-bearing zones in 70 wells drilled as deep as 400 ft range from 8 to 270 ft below
land surface. Fifty percent of the 140 water-bearing zones reported are penetrated by a depth of 81 ft and
90 percent by a depth of 160 ft. The greatest density of water-bearing zones (0.84 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 23); the density of water-bearing zones at depths of 151 ft or
greater are based on the presence of four or less water-bearing zones per 50-ft interval. The overall density
of water-bearing zones in this unit is 0.47 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Peters Creek Schist generally
yield water that is low in dissolved solids, soft to moderately hard, and slightly acidic. Calcium is the
dominant cation, and bicarbonate is the dominant anion. Elevated concentrations of iron, manganese,
nitrate, and radon are the most common water-quality problems. Water in one well has an aluminum
concentration of 80 µg/L; another well contains water with a zinc concentration of 3.8 mg/L. Additional
information on the source and significance of these and other selected dissolved constituents and
properties of ground water are presented in the appendix.

Figure 23. The number and density of water-bearing zones per 50 feet of well depth in the
Peters Creek Schist of the Piedmont Physiographic Province, Piedmont Upland Section.
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Peach Bottom Slate and Car diff Conglomerate , Undivided (Xpb)

These two geologic units are mapped as one on the State Geologic Map (Berg and others, 1980) and
underlie about 4 mi2 of the Piedmont Upland. The Peach Bottom Slate and Cardiff Conglomerate form a
thin, very narrow band that trends northeast from the Maryland-Pennsylvania state line within the Peters
Creek Schist in Lancaster and York Counties.

The Peach Bottom Slate was named for Peach Bottom Station, Lancaster County (Knopf and Jonas,
1929, p. 39-41); more recently, this unit has been referred to as the Peach Bottom Formation (Valentino,
1994, p. 88).

The Cardiff Conglomerate was named by the Maryland Geological Survey for exposures near the
village of Cardiff, Md., on the Pennsylvania-Maryland state line. More recently, this unit has been referred
to as the Cardiff Formation (Valentino, 1994, p. 89).

Geologic description.— The Peach Bottom Slate (table 2) is deep blue-black to dark-gray phyllitic
slate and slate that has a finely lustrous sheen on cleavage surfaces; quartzitic interbeds are very thin. This
unit may contain up to 90 percent very fine muscovite and sericite with accessory quartz, chlorite,
chloritoid, and ilmenite. Folding and folded slaty cleavage is common; joints are vertical and open (Stose
and Jonas, 1939, p. 96-102).

Summary of selected chemical constituents and properties analyzed for the Peters Creek Schist

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

103 — — — 95 120 200 30 500

Field hardness 101 — — — 34 51 85 17 140
Field pH (standard units) 94 — <6.5 >8.5 70 5.8 6.1 6.5 4.8 8.2

Bicarbonate 39 — — — 14 20 34 4.0 90
Calcium 33 — — — 5.9 12 24 1.7 35
Chloride 37 — 250 0 5.1 8.4 28 1.4 110
Iron 39 — .3 8 .012 .080 .19 .003 5.4
Lead 22 0.015 — 2 .002 .004 .007 .000 6.9
Magnesium 33 — — — 3.5 4.6 8.9 .90 24
Manganese 33 — .05 8 .010 .013 .060 .000 .32
Nickel 21 .1 — 1 .002 .006 .018 .000 .20
Nitrate (as N) 32 10 — 10 1.4 5.1 13 .04 40
Potassium 29 — — — .47 .85 1.3 .20 7.4
Radon (pCi/L) 6 3 300 — 6 2,800 5,200 7,700 2,500 9,100
Silica 23 — — — 9.5 11 14 .80 16
Sodium 29 — — — 4.2 5.7 11 2.4 39
Sulfate 37 — 250 0 3.1 6.3 15 .30 54
Total dissolved solids 36 — 500 0 75 108 197 24 470

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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The Peach Bottom Slate is moderately resistant to weathering, forming local ridges or uplands with
steep and stable slopes. This unit has been quarried for slate near Delta, Pa., and south into Maryland.
Geyer and Wilshusen (1982, p. 218) estimated the Peach Bottom Slate to be about 1,000 ft thick.

The Cardiff Conglomerate is greenish-gray on a fresh surface, weathering to a mottled red. The
Cardiff Conglomerate consists of alternating layers of conglomerate and quartzite with muscovite
partings. Quartz pebbles up to 3 in. in length are present in the conglomerate and are elongated parallel to
the cleavage. The conglomerate is schistose in texture and is composed of a matrix of fine quartz and
plates of muscovite and chlorite; magnetite and titanite also are present. Joints are closely spaced locally,
abundant, and open; tight folds and associated shearing are common.

The Cardiff Conglomerate is moderately to highly resistant to weathering forming dissected
uplands, and readily breaks into slabs parallel to the muscovite partings (Stose and Jonas, 1939, p. 95). The
Cardiff Conglomerate is estimated to have a thickness of about 200 ft (Geyer and Wilshusen,1982, p. 57).
According to Higgins (1972, p. 992), the contact with the Peters Creek Schist is gradational.

Stose and Jonas (1939, p. 95-96) believed the Cardiff Conglomerate was Ordovician in age and
overlain by a younger Peach Bottom Slate. Higgins (1972, p. 1,017) believed the Peach Bottom was older
than the Cardiff Conglomerate and these two units are correlative with the Hellam Member of the
Chickies Formation. Valentino (1994, p. 85-100) did not believe in the existence of the Peach Bottom
syncline or anticline as proposed by earlier workers. Instead, Valentino proposed that the Peach Bottom
structure was a large splay off the Pleasant Grove—Huntingdon Valley dextral shear zone.

According to Valentino (1994, p. 100), the Peach Bottom Slate was originally a pelitic shale and
siltstone that was deposited in a restricted basin, either deep water or lacustrine, and the Cardiff
Conglomerate in an environment similar to the Peters Creek Schist. Valentino (1994, p. 85) believed also
that the Peach Bottom Slate and Cardiff Conglomerate were the structurally lowest units in a monoclinal
sequence containing the Peters Creek Schist and may be stratigraphically lower than the Peters Creek
Schist; hence, eliminating correlation of the Peach Bottom Slate or Cardiff Conglomerate to any part of the
Chickies Formation.

Well depths and casing lengths.— Depths of wells and casing lengths from wells completed in the
Peach Bottom Slate and Cardiff Conglomerate are presented in the tables below. Data for the Peach Bottom
Slate and Cardiff Conglomerate are from York County. Only two wells in the Peach Bottom Slate and
Cardiff Conglomerate are deeper than 200 ft. The casing lengths in eight wells are less than 100 ft.

Reported well depth, Peach Bottom Slate and Cardiff Conglomerate, undivided

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 15 65 70 90 150 217 65 225
Drilled, domestic 12 66 71 87 150 214 65 225
Drilled,high-demand 2 — — 161 — — 110 210

Reported casing length, Peach Bottom Slate and Cardiff Conglomerate, undivided

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 15 21 24 40 60 66 20 70
Drilled, domestic 12 20 25 40 61 68 20 70
Drilled, high-demand 2 — — 41 — — 22 60
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Hydr ologic pr oper ties.— Water levels for wells completed in the Peach Bottom Slate and Cardiff
Conglomerate are presented in the table below. Depths to water in 14 wells range from 9 to 75 ft below
land surface; the median is 40 ft below land surface. Water levels are strongly influenced by seasonal
changes.

Reported yields for wells completed in the Peach Bottom Slate and Cardiff Conglomerate are
presented in the table below. Yields of 5.0 gal/min or less are reported from one well. Eight wells have
reported yields of 20 gal/min or greater; however, only one is deeper than 200 ft.

Specific capacities for wells completed in the Peach Bottom Slate and Cardiff Conglomerate are
presented in the table below. Only one well (well depth 150 ft) has a specific capacity of 0.04 (gal/min)/ft
or less. The low specific capacity makes this well incapable of meeting most domestic or other water-use
demands. Specific capacities of 1.0 (gal/min)/ft or greater are reported from seven wells; only one of these
wells is deeper than 200 ft. The specific capacity of one well with a pumping duration of 8 hours or longer
is 2.8 (gal/min)/ft.

Water levels, Peach Bottom Slate and Cardiff Conglomerate, undivided

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 3 — — 45 — — 40 50
Slope 11 13 30 40 60 73 9 75

Reported well yield, Peach Bottom Slate and Cardiff Conglomerate, undivided

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25,
twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 15 5.0 10 20 30 63 2.0 85
Domestic 12 3.2 8.5 18 20 74 2.0 85
High-demand 2 — — 37 — — 33 41

Reported specific capacity, Peach Bottom Slate and Cardiff Conglomerate, undivided

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 12 0.14 0.62 1.2 2.1 5.6 0.03 6.8
Domestic 10 .07 .49 .95 2.0 2.7 .03 2.8
High-demand 2 — — 4.1 — — 1.4 6.8
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Values of hydraulic conductivity and transmissivity for the Peach Bottom Slate and Cardiff
Conglomerate are presented in the table below; a specific yield of 0.02 was used in estimating these
hydrologic properties. Hydraulic conductivity and transmissivity are generally lower on hilltops than on
slopes. The median hydraulic conductivity of wells in the Peach Bottom Slate and Cardiff Conglomerate
on hilltops (2 wells) is 0.84 ft/d and on slopes (10 wells) is 6.2 ft/d. The median transmissivities on hilltops
and slopes are 35 and 210 ft2/d, respectively.

Gerhart and Lazorchick (1988) created a digital model of the Lower Susquehanna River Basin. In this
digital model, Gerhart and Lazorchick (1988, tables 8 and 16) used a specific yield of 0.02 and a hydraulic
conductivity of 1.34 ft/d for a hydrogeologic unit that included the Peach Bottom Slate and Cardiff
Conglomerate.

The depths of water-bearing zones in 12 wells drilled as deep as 225 ft range from 42 to 207 ft below
land surface. Fifty percent of the 30 water-bearing zones reported are penetrated by a depth of 80 ft and
90 percent by a depth of 197 ft. The greatest density of water-bearing zones (2.0 per 50 ft of well depth) is
from 151 to 200 ft below land surface (fig. 24). The overall density of water-bearing zones in this unit is 0.79
per 50 ft of well depth.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Peach Bottom Slate and Cardiff Conglomerate,
undivided

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 12 0.10 1.9 5.9 8.2 13 0.02 15
Transmissivity (ft2/d) 12 15 83 180 360 1,000 2.2 1,200
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Water quality .—As seen in the following table, wells completed in the Peach Bottom Slate and
Cardiff Conglomerate generally yield water that is low in dissolved solids, very soft, and slightly acidic.
Calcium is the dominant cation, and chloride is the dominant anion. Lloyd and Growitz (1977, p. 9)
described the water in the Peach Bottom Slate near Delta, Pa., as a calcium sodium nitrate bicarbonate
type. Elevated concentrations of iron and manganese may be common water-quality problems. Additional
information on the source and significance of these and other selected dissolved constituents and
properties of ground water are presented in the appendix.

Figure 24. The number and density of water-bearing zones per 50 feet of well depth in the
Peach Bottom Slate and Cardiff Conglomerate of the Piedmont Physiographic Province,
Piedmont Upland Section.
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Chic kies Formation (Cc h)

The Chickies Formation (Berg and others, 1980) underlies about 110 mi2 of the Piedmont Upland,
where it generally crops out in a series of thin, elongate, fault-truncated belts. The most extensive
exposures are in York and Lancaster Counties, but the Chickies also is present in Adams, Bucks, Chester,
Montgomery, and Philadelphia Counties.

The type location for the Chickies Formation is at Chickies Rock along the Susquehanna River in
Lancaster County, between Marietta and Columbia, Pa. This unit has a prominent basal member, the
Hellam Conglomerate, that was named for the Hellam Hills (Stose and Jonas, 1939, p. 42). The Chickies
Formation is very resistant to weathering, forming a series of elongated, high ridges with steep and stable
slopes.

Geologic description.— The Chickies Formation (table 2) is comprised of three lithologies—
conglomerate, quartzite, and slate that have been mapped as three members of the formation, Hellam
Conglomerate, Chickies Quartzite, and Chickies Slate (Bascom and Stose, 1938; Stose and Jonas, 1939;
Stose and Stose, 1944). The basal member (Hellam Conglomerate) is a pebbly arkosic quartzite to coarse
feldspar- and quartz-pebble conglomerate grading into conglomeratic quartzite, with a quartz and sericitic
matrix; interbeds or fragments of slate have been reported in York County (Stose and Jonas, 1939).
Accessory minerals include zircon, magnetite, hematite, rutile, monazite, titanite, tourmaline, and apatite
(Senior and Vogel, 1995, p. 11). The basal member is present everywhere the Chickies Formation has been
mapped.

The quartzite member is medium-grained white to gray, massive, medium- to well-bedded, vitreous
quartzite with clear to green quartz grains and fine-grained multi-colored, thin-bedded, sericitic quartz
schist; Scolithus tubes are relatively common and cross-bedding may be locally observed. Quartz veins are

Summary of selected chemical constituents and properties analyzed for the Peach Bottom Slate and Cardiff
Conglomerate, undivided

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

6 — — — 48 65 93 40 130

Field hardness 4 — — — — 17 — 17 34
Field pH (standard units) 4 — <6.5 >8.5 4 — 6.2 — 5.3 6.2

Bicarbonate 3 — — — — 9.0 — 7.0 34
Calcium 3 — — — — 3.7 — 1.6 9.0
Chloride 3 — 250 0 — 5.7 — 3.0 8.2
Iron 3 — .3 2 — .35 — .11 .70
Magnesium 3 — — — — 1.5 — 1.1 2.5
Manganese 3 — .05 1 — .020 — .000 .090
Nitrate (as N) 3 10 — 0 — 3.6 — .63 7.7
Potassium 2 — — — — .65 — .50 .80
Silica 3 — — — — 5.5 — 4.8 6.8
Sodium 2 — — — — 4.2 — 2.5 5.8
Sulfate 3 — 250 0 — 1.9 — .60 2.0
Total dissolved solids 3 — 500 0 — 57 — 20 94

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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present between and within beds. Accessory minerals include zircon, rutile, apatite, monazite, tourmaline,
limonite after pyrite, hematite, magnetite, and other opaque minerals (Senior and Vogel, 1995, p. 11). In
some places, the quartzite member is absent, being replaced by the slate member (Stose and Jonas, 1939).

The slate member consists of black slate, green phyllite, and thin-bedded quartzite, with albite,
chlorite, muscovite, magnetite, zircon, and tourmaline (Stose and Stose, 1944). In some places, the
magnetite is so abundant it has been prospected for iron (Stose and Jonas, 1939, p. 43).

The thickness of the Chickies Formation ranges from about 430 ft in the south to 1,300 ft in the north
(Lyttle and Epstein, 1987). The Chickies Formation was deposited in braided streams and the littoral zone
along a coastal margin (Hyde, 1971; Goodwin and Anderson, 1974; Adams and Goodwin, 1975). The
Chickies Formation unconformably overlies or is in fault contact with the Granitic and Plutonic Rocks and
other Precambrian rocks of the Piedmont Upland. It conformably underlies the Harpers Formation and
Antietam Formations (Stose and Jonas, 1939; Stose and Stose, 1944).

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Chickies Formation are presented in the tables below. High-demand wells are not significantly deeper nor
use significantly more casing than domestic wells.

Hydr ologic pr oper ties.— Water levels for wells completed in the Chickies Formation are presented
in the table below. Depths to water in 241 wells range from flowing at land surface to 202 ft below land
surface; the median is 45 ft below land surface. Only two of the wells flow.

Reported well depth, Chickies Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 295 80 110 150 230 300 40 600
Drilled, domestic 238 81 118 150 223 280 40 500
Drilled,high-demand 21 90 105 195 303 420 80 504

Reported casing length, Chickies Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 238 20 31 44 74 99 8 282
Drilled, domestic 194 21 33 44 72 97 12 168
Drilled,high-demand 15 21 25 35 60 281 20 282

Water levels, Chickies Formation

[Water levels in feet below land surface; F, flowing well; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 62 20 36 53 80 96 F 112

Slope 154 14 30 40 60 81 F 140

Valley 10 6 7 14 24 54 6 55
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Reported yields for wells completed in the Chickies Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 76 wells; 64 of these wells are domestic wells. Yields of
100 gal/min or greater are reported from five wells, however, only three are deeper than 200 ft.

Yields can vary spatially. Reported yields of domestic wells are significantly greater in Chester
County (106 wells) than in York County (50 wells). The median reported yield of domestic wells in Chester
County is 10 gal/min and in York County is 6.5 gal/min.

Specific capacities for wells completed in the Chickies Formation are presented in the table below.
Thirteen wells (drilled from 94 to 400 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or
less and are incapable of meeting most domestic or other water-use demands. Specific capacities of
1.0 (gal/min)/ft or greater are reported from 14 wells; 2 of these wells are deeper than 200 ft, The specific
capacities of six wells with pumping durations of 8 hours or longer range from 0.22 to 1.7 (gal/min)/ft; the
median is 0.81 (gal/min)/ft.

Values for hydraulic conductivity and transmissivity for the Chickies Formation are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes, than in valleys. The median
hydraulic conductivity of wells on hilltops (15 wells), slopes (36 wells), and valleys (4 wells) are 0.27, 0.30,
and 1.8 ft/d, respectively. The median transmissivity on hilltops is 22 ft2/d, slopes 18 ft2/d, and valleys
80 ft2/d.

In other work, Gerhart and Lazorchick (1984b) created a digital model of parts of Lancaster and
Berks Counties, Pa. They estimated (Gerhart and Lazorchick, 1984b, tables 8 and 14) a specific yield of 0.20
and a hydraulic conductivity of 0.5 ft/d for a metamorphic rock unit that included the Chickies Formation.
For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16)

Reported well yield, Chickies Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 244 2.7 4.0 9.0 20 34 0.3 125
Domestic 201 2.6 4.0 8.0 15 25 .5 73
High-demand 20 3.1 7.5 35 85 100 .3 100

Reported specific capacity, Chickies Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 66 0.02 0.06 0.17 0.57 2.2 0.00 15
Domestic 51 .02 .06 .15 .49 2.4 .00 15
High-demand 11 .01 .17 .43 1.7 2.7 .00 3.0

Hydraulic conductivity and transmissivity from single-well aquifer tests, Chickies Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 58 0.03 0.08 0.32 2.1 25 0.00 140
Transmissivity (ft2/d) 58 2.7 8.7 22 88 430 .46 2,800
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estimated a specific yield of 0.02 for the upper 200 ft and hydraulic conductivities of 0.67, 1.34 and
2.01 ft/d for different hydrogeologic units that included the Chickies Formation. For his digital model in
the Valley Creek Basin of eastern Chester County, Sloto (1990) used a specific yield of 0.08 and estimated a
hydraulic conductivity of 3.0 ft/d.

The depths of water-bearing zones in 165 wells drilled as deep as 500 ft range from 9 to 375 ft below
land surface. Fifty percent of the 333 water-bearing zones reported are penetrated by a depth of 110 ft and
90 percent by a depth 229 ft. The greatest density of water-bearing zones (0.69 per 50 ft of well depth) is
from 251 to 300 ft below land surface (fig. 25); the density of water-bearing zones at depths of 301 ft or
greater are based on the presence of two or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in this unit is 0.46 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Chickies Formation generally
yield water that is low in dissolved solids, soft to moderately hard, and acidic. Magnesium, plus sodium
and potassium are the dominant cations, and chloride is the dominant anion. Only one well contains very
hard water (specific conductance of 670 µS/cm, hardness of 260 mg/L, pH of 5.9). This well is within 100 ft
of the Epler Formation, a crystalline limestone and dolomite unit. The fault, which separates the Chickies
from the Epler, may be an area where waters of an acidic and an alkaline nature mix permitting hard, but
acid water to be removed during pumping of the well. Wells that contain water with pH of 6.5 or greater
also may be in areas where acidic and alkaline waters mix. Elevated concentrations of iron and manganese
and low pH are common water-quality problems in the Chickies Formation, however, radon and radium
concentrations are of special concern.

Figure 25. The number and density of water-bearing zones per 50 feet of
well depth in the Chickies Formation of the Piedmont Physiographic Province,
Piedmont Upland Section.
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Recent work in the Chickies Formation indicates elevated concentrations of radium and associated
daughter products are a very common water-quality problem. Senior and Vogel (1995) found that
(1) preferential leaching of radium-228 (Ra-228) from aquifer solids may take place; (2) the concentrations
of dissolved radium (Ra) are inversely related to pH and directly to total dissolved solids, dissolved
organic carbon, barium, and sulfate concentrations; (3) the sources of the radium and radon may be
uranium- and thorium-bearing heavy minerals, such as zircon and monazite, in the Chickies Formation;
(4) Ra activities were greatest in acidic ground water in the conglomerate and quartzite and least in the
more neutral water in the slate; and (5) temporal variations are seasonal.

The pH of water in the Chickies Formation varies spatially. Wells in York County (37 wells) contain
water with significantly higher pH than wells in Lancaster County (47 wells). The median pH of water in
the Chickies within York County is 5.5 and in Lancaster County 5.1. The more alkaline pH in York County
is probably the result of ground water from the adjacent carbonate units such as the Conestoga, Kinzers,
and Vintage Formations, flowing towards and mixing with the acidic waters of the Chickies. In Lancaster
County, carbonate rocks that are adjacent to the Chickies Formation are sparse except in Chester Valley.
This low-lying, carbonate valley probably has ground-water flow directed along its long axis, which is
parallel to much of the Chickies, therefore, mixing of alkaline and acidic waters is minimal.

Summary of selected chemical constituents and properties analyzed for the Chickies Quartzite

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

201 — — — 49 77 160 10 900

Field hardness 67 — — — 17 34 51 5 260
Field pH (standard units) 193 — <6.5 >8.5 185 4.8 5.3 5.8 3.8 7.8

Bicarbonate 192 — — — 2.8 6.0 18 .00 300
Calcium 192 — — — 1.3 3.7 7.6 .10 59
Chloride 198 — 250 0 3.4 8.0 22 .30 120
Gross alpha (pCi/L) 161 15 — 39 1.8 5.5 17 .10 250
Iron 204 — .3 36 .010 .044 .20 <.003 80
Lead 23 .015 — 1 .002 .003 .009 .000 .038
Magnesium 192 — — — 1.4 3.1 5.4 .20 38
Manganese 192 — .05 74 .01n2 .034 .079 .000 22
Nitrate (as N) 38 10 — 2 .07 .81 2.6 .00 17
Potassium 187 — — — 1.2 1.8 3.1 .10 15
Radium-226 (pCi/L) 176 20 — 9 .56 2.0 5.7 .06 200
Radium-228 (pCi/L) 170 20 — 24 1.0 2.7 14 .01 160
Radon (pCi/L) 160 3 300 — 155 1,200 2,700 4,900 110 32,000
Silica 191 — — — 7.1 8.4 11 3.4 28
Sodium 191 — — — 2.2 4.2 8.8 .60 59
Sulfate 198 — 250 0 1.7 8.4 19 .20 62
Total dissolved solids 197 — 500 0 33 62 104 7.0 429

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Human activities can greatly affect the quality of water in a well. Chester County well CH-2478 is
near the Pennsylvania Turnpike and is on a site where highway deicing salt has been stored (Sloto, 1987,
p. 68). The salt leaching into the ground water has resulted in an elevated field specific conductance of
6,000 µS/cm and field hardness of 2,300 mg/L; median laboratory concentrations of calcium, chloride,
magnesium, and total dissolved solids are 520, 1,950, 250, and 4,210 mg/L, respectively.

Harper s Formation (Ch)

On the 1980 Geologic Map of Pennsylvania, Berg and others (1980) mapped the Harpers Formation
separately and in combination with the Antietam Formation; however, other workers (Bascom and others,
1909; Bascom and Stose, 1932; 1938; Stose and Stose, 1944; Wise, 1970; Wilshusen, 1979) do not combine the
two units. Where mapped separately by Berg and others (1980), the Harpers Formation crops out as a
scattered series of small, faulted exposures closely associated with the Antietam Formation. The combined
unit is more extensively exposed west of the Susquehanna River where it is in contact with the Marburg
Schist, sedimentary rocks of the Gettysburg-Newark Lowland, and shale and carbonate rocks of the
Piedmont Lowland. East of the Susquehanna River the combined unit crops out as a series of folded and
faulted exposures with the shale and carbonate rocks of the Piedmont Lowland. The combined unit
underlies about 131 mi2; where mapped separately, the Harpers Formation underlies about 5 mi2.

The Harpers Formation derived its name from Harpers Ferry, W.Va., where it was first called a shale
and later a slate (Keith, 1894). In Pennsylvania, the Harpers Formation is a phyllite with a reference section
east of New Providence, Lancaster County.

Geologic description.— In York County, the Harpers Formation (table 2) is fine- to medium-
grained, dark-gray to green quartzose phyllite that locally contains thin quartzose beds (Stose and Jonas,
1939, p. 44). This formation is dark-bluish gray shale that grades laterally into schist in Lancaster County
(Poth, 1977, p. 23-24). In central Chester County, this unit is a gray sandy, micaceous schist containing beds
of schist quartzite (Poth, 1968, p. 62-63); bedding is generally obscured by cleavage wherever the Harpers
Formation crops out.

The Harpers Formation is moderately resistant to weathering, forming hills of low relief with
moderately steep and stable slopes (Geyer and Wilshusen, 1982, p. 142-143).The Harpers Formation in the
York County area is estimated by Stose and Jonas (1939, p. 44) to be 800 to 1,000 ft thick. Poth (1968, p.62)
estimated a thickness of 280 to 1,500 ft for the Harpers in central Chester County.

The Harpers Formation represents nearshore and shallow marine platform sands, and offshore, fine-
grained, deep-water turbidite deposits (Schwab, 1970). The Harpers Formation conformably overlies the
Chickies Formation and grades into the overlying Antietam Formation (Poth, 1977, p. 23). Although no
fossils are known to exist in the Harpers Formation, because it is conformably overlain by the Antietam
Formation which contains Lower Cambrian fossils, Stose and Jonas (1939, p. 44) assigned a Lower
Cambrian age to the Harpers Formation.

Well depths and casing lengths.— Depths of wells completed in the Harpers Formation are
presented in the table below. In general, high-demand wells are deeper than domestic wells.

Reported well depth, Harpers Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 118 79 100 120 166 205 27 510
Drilled, domestic 97 71 100 115 150 190 27 300
Drilled,high-demand 7 — 117 164 200 — 109 510
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Casing lengths for wells completed in the Harpers Formation are presented in the table below. Only
six wells have casing lengths 75 ft or greater.

Casing length can vary spatially. The casing lengths of drilled wells in Chester County (17 wells) are
significantly greater than in York County (71 wells); the medians are 48 and 29 ft, respectively.

Hydr ologic pr oper ties.— Water levels for wells completed in the Harpers Formation are presented
in the table below. Depths to water in 110 wells range from land surface to 98 ft below land surface; the
median is 30 ft below land surface.

Reported yields for wells completed in the Harpers Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 31 wells. None of the 10 wells reporting yields of
25 gal/min or greater are deeper than 200 ft.

Reported casing length, Harpers Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 96 20 21 30 43 62 12 146
Drilled, domestic 83 20 21 30 41 59 12 146
Drilled,high-demand 4 — — 36 — — 20 48

Water levels, Harpers Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile; P25, twenty-
fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 37 20 29 40 49 56 15 98
Slope 57 12 20 30 44 51 4 61
Valley 9 — 7 16 24 — 0 30

Reported well yield, Harpers Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 106 3.0 5.0 9.0 15 25 1.0 100
Domestic 88 3.0 5.0 9.0 13 20 1.0 100
High-demand 8 — 13 23 32 — 10 75
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Specific capacities for wells completed in the Harpers Formation are presented in the table below.
One well (well depth 145 ft) has a specific capacity of 0.04 (gal/min)/ft or less and is incapable of meeting
most domestic or other water-use demands. Of the four wells with specific capacities of 1.0 (gal/min)/ft
or greater, only two are deeper than 100 ft. Specific capacities of wells with pumping durations of 8 hours
or longer (6 wells) range from 0.09 to 2.0 (gal/min)/ft; the median is 0.22 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Harpers Formation are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes than in valleys,. The median
hydraulic conductivity of wells on hilltops (6 wells), slopes (17 wells), and valleys (4 wells) are 0.43, 0.40,
and 1.0 ft/d, respectively. The median transmissivity on hilltops is 36 ft2/d, on slopes 33 ft2/d, and in
valleys 56 ft2/d.

In other work, Gerhart and Lazorchick (1984b) created a digital model of parts of Lancaster and
Berks Counties, Pa. They estimated (Gerhart and Lazorchick, 1984b, tables 8 and 14) a specific yield of 0.20
and a hydraulic conductivity of 0.5 ft/d for a metamorphic rock unit that included the Harpers Formation.
For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16)
estimated a specific yield of 0.02 for the upper 200 ft and hydraulic conductivities of 0.67, 1.34, and
2.01 ft/d for different hydrogeologic units that included the Harpers Formation. For his digital model in
the Valley Creek Basin of eastern Chester County, Sloto (1990) used a specific yield of 0.08 and estimated a
hydraulic conductivity of 3.0 ft/d.

Reported specific capacity, Harpers Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 33 0.08 0.11 0.28 0.60 1.7 0.04 5.3
Domestic 27 .09 .11 .28 .40 1.3 .04 5.3
High-demand 5 — .08 .61 1.8 — .08 2.8

Hydraulic conductivity and transmissivity from single-well aquifer tests, Harpers Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentil]e

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 32 0.05 0.11 0.52 1.2 5.2 0.03 110
Transmissivity (ft2/d) 32 6.4 10 36 75 340 3.2 900
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The depths of water-bearing zones in 75 wells drilled as deep as 250 ft range from 6 to 220 ft below
land surface. Fifty percent of the 144 water-bearing zones reported are penetrated by a depth of 75 ft and
90 percent by a depth of 160 ft. The greatest density of water-bearing zones (1.06 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 26); the density of water-bearing zones at depths of 201-250 ft or
greater are based on the presence of only one water-bearing zone per 50-ft interval. The overall density of
water-bearing zones in the Harpers Formation is 0.64 per 50 ft of well depth.

Figure 26. The number and density of water-bearing zones per 50 feet of well depth in the
Harpers Formation of the Piedmont Physiographic Province, Piedmont Upland Section.
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Water quality .—As seen in the following table, wells completed in the Harpers Formation generally
yield water that is low in dissolved solids, is soft to moderately hard, and is acidic. Magnesium, sodium
plus potassium, and calcium cations are present in about equal amounts; chloride is the dominant anion.
Elevated concentrations of iron, manganese, nitrite, and radon and low pH are common water-quality
problems in the Harpers Formation. Additional information on the source and significance of these and
other selected dissolved constituents and properties of ground water are presented in the appendix.

Summary of selected chemical constituents and properties analyzed for the Harpers Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

58 — — — 109 169 276 25 600

Field hardness 51 — — — 51 68 100 17 260
Field pH (standard units) 31 — <6.5 >8.5 21 5.7 6.0 6.5 4.9 7.3

Bicarbonate 23 — — — 6.5 16 59 1.0 110
Calcium 24 — — — 7.1 10 24 2.6 51
Chloride 24 — 250 0 8.3 16 26 .80 38
Iron 24 — .3 7 .021 .10 .34 .004 10
Lead 12 0.015 — 1 .000 .003 .005 .000 .050
Magnesium 24 — — — 4.7 6.9 8.3 2.0 19
Manganese 22 — .05 13 .025 .090 .29 .000 1.2
Nitrate (as N) 17 10 — 4 1.6 4.2 10 .00 20
Potassium 22 — — — 1.1 2.0 3.0 .70 8.8
Radon (pCi/L) 10 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 9 1,000 2,500 3,600 270 5,300
Silica 18 — — — 7.8 9.3 17 6.4 19
Sodium 23 — — — 6.6 12 17 2.3 27
Sulfate 24 — 250 1 9.8 16 37 1.8 260
Total dissolved solids 23 — 500 0 88 146 235 54 435
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Antietam Formation (Ca)

The Antietam Formation in the Piedmont Upland has been mapped separately and in combination
with the Harpers Formation in different areas on the Geologic Map of Pennsylvania (Berg and others,
1980); however, other workers (Bascom and others, 1909; Bascom and Stose, 1932; 1938; Stose and Stose,
1944; Wise, 1970; Wilshusen, 1979) do not combine the two units. Where mapped separately, the Antietam
Formation crops out as a scattered series of small, generally linear, faulted exposures from Adams County
near the Maryland border to western Chester County. The undifferentiated Antietam and Harpers unit is
extensively exposed west of the Susquehanna River where it is in contact with the Marburg Schist,
sedimentary rocks of the Gettysburg-Newark Lowland, and shale and carbonate rocks of the Piedmont
Lowland. East of the Susquehanna River the combined units crop out as a series of folded and faulted
exposures with the shale and carbonate rocks of the Piedmont Lowland. The combined Antietam and
Harpers unit underlies about 131 mi2, where mapped separately, the Antietam Formation underlies about
17 mi2. The Antietam Formation derived its name for exposures along Antietam Creek, Washington
County, Md. (Keith, 1892, p. 365; Cloos, 1951, p. 39).

Geologic description.— The Antietam Formation (table 2) is fine- to medium-grained, light gray to
grayish-green, quartzite and quartz schist that weathers to a buff or rusty brown. In York County, Stose
and Jonas (1939, p. 45) described a lower, fine-grained member that is streaked with argillaceous matter.
A middle member is coarser-grained and more resistant than the lower member to erosion. The upper
member consists of granular, ferruginous, laminated quartzite beds that produce porous rusty blocks by
the solution of calcareous material. In Lancaster County, Poth (1977, p. 23) described the Antietam
Formation as a light-gray, quartzitic sandstone with a calcareous cement. In Chester County, the Antietam
Formation is generally indistinguishable from the Harpers Formation (Poth, 1968, p. 66).

The Antietam Formation is highly resistant to weathering, forming hills of medium to high relief
with moderately steep and stable slopes. Tight folds, faulting, and shearing are fairly common. Joints are
moderately developed, abundant, widely spaced, and open. The regolith is relatively thin (Geyer and
Wilshusen, 1982, p. 30-31).

Thickness of this unit ranges from less than 100 ft in York County (Stose and Jonas, 1939, p. 46) to
450 ft in Chester County (Lyttle and Epstein, 1987). The Antietam Formation has been interpreted as a line
of barrier islands fronting a Cambrian continent (Kauffman and Frey, 1979). It conformably overlies the
Harpers Formation and grades into the Vintage Formation of the Piedmont Lowland of Pennsylvania
(Stose and Jonas, 1939, p. 46). Based on the presence of trilobite fossils, it has been assigned a Lower
Cambrian age (Walcott, 1896).

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Antietam Formation are presented in the tables below. All wells with casing lengths greater than 40 ft are
on slopes.

Reported well depth, Antietam Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 36 75 93 132 212 328 55 467
Drilled, domestic 30 65 85 128 203 319 55 467
Drilled, high-demand 1 — — — — — 209 —
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Hydr ologic pr oper ties.— Water levels for wells completed in the Antietam Formation are presented
in the table below. Depths to water in 42 wells range from 3 to 110 ft below land surface; the median is
41 ft.

Reported yields for wells completed in the Antietam Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 14 wells completed in the Antietam Formation. Only two
wells have reported yields of 25 gal/min or greater, both were completed by a depth of 150 ft.

Specific capacities for wells completed in the Antietam Formation are presented in the table below.
Two wells (well depths of 128 and 216 ft) have specific capacities of 0.04 (gal/min)/ft or less and are
incapable of meeting most domestic or other water-use demands. Only one well has a specific capacity of
1.0 (gal/min)/ft or greater.

Reported casing length, Antietam Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 25 20 25 40 68 92 16 100
Drilled, domestic 22 20 23 33 58 90 16 100

Water levels, Antietam Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 6 — 32 43 81 — 30 82
Slope 34 14 22 41 59 94 3 110

Reported well yield, Antietam Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 31 2.2 4.0 6.0 12 20 1.0 40
Domestic 26 2.0 4.0 6.0 11 20 1.0 40
High-demand 1 — — — — — 14 —

Reported specific capacity, Antietam Formation

[Specific capacity in gallons per minute per foot of drawdown; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75 Minimum Maximum

All 9 0.06 0.40 0.76 0.04 1.0
Domestic 7 .09 .57 .93 .04 1.0
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Values of hydraulic conductivity and transmissivity for the Antietam Formation are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. The median
hydraulic conductivity of wells on hilltops (2 wells) is 4.1 ft/d and on slopes (7 wells) the median is
0.31 ft/d. The median transmissivity on hilltops is 110 ft2/d and on slopes, 18 ft2/d.

In other work, Gerhart and Lazorchick (1984b) created a digital model of parts of Lancaster and
Berks Counties, Pa. They estimated (Gerhart and Lazorchick, 1984b, tables 8 and 14) a specific yield of 0.20
and a hydraulic conductivity of 0.5 ft/d for a metamorphic rock unit which included the Antietam
Formation. For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8
and 16) estimated a specific yield of 0.02 for the upper 200 ft and hydraulic conductivities of 0.67, 1.34, and
2.01 ft/d for different hydrogeologic units that included the Antietam Formation. For his digital model in
the Valley Creek Basin of eastern Chester County, Sloto (1990) used a specific yield of 0.08 and estimated a
hydraulic conductivity of 3.0 ft/d.

The depths of water-bearing zones in 17 wells drilled as deep as 467 ft range from 32 to 360 ft below
land surface. Fifty percent of the 34 water-bearing zones reported are penetrated by a depth of 112 ft and
90 percent by a depth of 197 ft. The greatest density of water-bearing zones (0.75 per 50 ft of well depth) is
from 151 to 200 ft below land surface (fig. 27). The overall density of water-bearing zones in this unit is 0.39
per 50 ft of well depth.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Antietam Formation

[ft/d, feet per day; ft2/d, feet squared per day; P25, twenty-fifth percentile; P75, seventy-
fifth percentile]

Hydrologic property
Number
of wells

P25 Median P75 Minimum Maximum

Hydraulic conductivity (ft/d) 9 0.05 0.68 2.3 0.01 6.5
Transmissivity (ft2/d) 9 4.9 50 110 1.5 140
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Water quality .—As seen in the following table, wells completed in the Antietam Formation
generally yield water that is low in dissolved solids, soft to moderately hard, and acidic. Calcium is the
dominant cation, and bicarbonate and sulfate are the dominant anions. Elevated concentrations of iron,
manganese, and radon, and low pH are the most common water-quality problems. Additional
information on the source and significance of these and other selected dissolved constituents and
properties of ground water are presented in the appendix.

Figure 27. The number and density of water-bearing zones per 50 feet of well depth in the
Antietam Formation of the Piedmont Physiographic Province, Piedmont Upland Section.
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Summar y of Characteristics of Bedr ock Aquif ers
in the Piedmont Ph ysiographic Pr ovince , Piedmont Upland Section

Data evaluated for most units in the Piedmont Upland Section are summarized in figures 28 to 33
and tables 3 to 7. Well depths range from 15 to 2,000 ft below land surface and casing lengths from 4 to
400 ft. Well depths and casing lengths can vary significantly by water use, topographic setting, and
lithology. In general, high-demand wells are completed at significantly greater depths and use
significantly more casing than domestic wells (figs. 28 and 29).

Reported yields range from 0 to 1,800 gal/min and specific capacities (1-hour or longer pumping
duration) from 0.00 to 200 (gal/min)/ft. Reported yields and specific capacities can vary significantly by
water use, topographic setting, and lithology also. Reported yield for high-demand wells (fig. 30b)
generally are significantly greater than those for domestic wells (fig. 30c).

Summary of selected chemical constituents and properties analyzed for the Antietam Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

15 — — — 70 170 250 46 700

Field hardness 11 — — — 34 51 85 17 240
Field pH (standard units) 10 — <6.5 >8.5 7 5.3 5.7 6.9 4.9 7.6

Bicarbonate 19 — — — 9.0 56 88 4.0 150
Calcium 18 — — — 7.7 18 25 1.7 76
Chloride 19 — 250 0 3.0 7.5 14 2.0 160
Iron 16 — .3 3 .010 .075 .25 .004 1.4
Lead 7 0.015 — 1 .002 .004 .007 .001 .046
Magnesium 18 — — — 4.5 6.8 9.5 1.0 16
Manganese 16 — .05 4 .013 .022 .060 .000 .32
Nitrate (as N) 14 10 — 0 .71 3.3 4.2 .16 7.3
Potassium 18 — — — .82 1.7 3.1 .40 11
Radon (pCi/L) 4 3 300 — 4 — 2,600 — 1,300 26,000
Silica 9 — — — 11 12 15 6.3 17
Sodium 18 — — — 2.5 4.7 9.1 .80 21
Sulfate 19 — 250 0 5.6 15 26 .86 50
Total dissolved solids 18 — 500 0 97 142 177 29 447

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Figure 28. Depths of drilled wells in the Piedmont Physiographic Province, Piedmont Upland Section.
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Figure 29. Casing lengths of drilled wells in the Piedmont Physiographic Province, Piedmont Upland
Section.

(74)(31) (112) (15)(291) (238)(244)(56)(628) (25)(96)(854)(35) (31)

A. DRILLED WELLS

0

300

50

100

150

200

250

(5)(5) (7) (2)(24) (15)(43)(26)(83) (4)(296)(4) (8)

B. DRILLED, HIGH-DEMAND WELLS

0

300

50

100

150

200

250

C
A

S
IN

G
 L

E
N

G
T

H
, I

N
 F

E
E

T
 B

E
LO

W
 L

A
N

D
 S

U
R

FA
C

E

(66)(23) (98) (12)(233) (194)(159)(18)(434) (22)(83)(354)(30) (14)

GNSS PLUT SRPN STRS CCKV WSCKV WSCKO WSCKA MRBG PRCK PCBM CCKS HRPR ANTM

C. DRILLED, DOMESTIC WELLS

0

300

50

100

150

200

250

ANTIETAM FORMATION
HARPERS FORMATION
CHICKIES FORMATION

PEACH BOTTOM SLATE AND
PETERS CREEK SCHIST
MARBURG SCHIST

ALBITE-CHLORITE SCHIST
ANTM
HRPR
CCKS

PCBM
PRCK
MRBG

WSCKA
OLIGOCLASE-MICA SCHIST

COCKEYSVILLE MARBLE
SETTERS QUARTZITE
SERPENTINITE
PLUTONIC ROCKS
GNEISSIC ROCKS

METAVOLCANICSWSCKV
CCKV
STRS
SRPN
PLUT

GNSS

WSCKO

EXPLANATION

CARDIFF CONGLOMERATE,
UNDIVIDED

(0)



107

10TH PERCENTILE

25TH PERCENTILE

MEDIAN

75TH PERCENTILE

90TH PERCENTILE

(760) NUMBER OF OBSERVATIONS

INDIVIDUAL VALUE FOR FORMATION
WITH LESS THAN 9 WELLS

Figure 30. Reported yields of wells in the Piedmont Physiographic Province, Piedmont Upland Section.
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Figure 31. Specific capacities of wells in the Piedmont Physiographic Province, Piedmont Upland Section.
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Figure 31. Specific capacities of wells in the Piedmont Physiographic Province, Piedmont Upland
Section—Continued.
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Figure 32. Field water-quality characteristics of wells in the Piedmont Physiographic Province, Piedmont
Upland Section:  A, specific conductance; B, hardness; C, pH.
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Figure 33. Median chemical analyses of selected chemical constituents from the ground
water of geohydrologic units in the Piedmont Physiographic Province, Piedmont Upland
Section.
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Figure 33. Median chemical analyses of selected chemical constituents from the
ground water of geohydrologic units in Piedmont Physiographic Province, Piedmont
Upland Section—Continued.
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Table 3. Significant relations for depth of drilled
wells among 14 geohydrologic units in the
Piedmont Upland Section of the Piedmont
Physiographic Province, Pennsylvania

[Table is read from top down. Example, depths of
wells drilled in the Gneissic Rocks are
significantly greater than the depths of wells
drilled in the Plutonic Rocks but are significantly
shallower (less) than in the Oligoclase-Mica
Schist. G, greater; L, less; -, insufficient data;
blank indicates no significant difference between
units]

GNSS, Gneissic Rocks; PLUT, Plutonic Rocks;
SRPN, Serpentinite; STRS, Setters Quartzite;
CCKV, Cockeysville Marble; WSCKV,
Metavolcanics; WSCKO, Oligoclase-Mica Schist;
WSCKA, Albite-Chlorite Schist; MRBG, Marburg
Schist; PRCK, Peters Creek Schist; PCBM,
Peach Bottom Slate and Cardiff Conglomerate,
Undivided; CCKS, Chickies Formation; HRPR,
Harpers Formation; ANTM, Antietam Formation
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Table 4. Significant relations for casing
length of drilled wells among 14
geohydrologic units in the Piedmont Upland
Section of the Piedmont Physiographic
Province, Pennsylvania

[Table is read from top down. Example,
casing lengths of wells drilled in the Gneissic
Rocks are significantly greater than casing
lengths of wells drilled in the Marburg Schist
but are significantly less than in the Setters
Quartzite. G, greater; L, less; -, insufficient
data; blank indicates no significant difference
between units]

GNSS, Gneissic Rocks; PLUT, Plutonic
Rocks; SRPN, Serpentinite; STRS, Setters
Quartzite; CCKV, Cockeysville Marble;
WSCKV, Metavolcanics; WSCKO,
Oligoclase-Mica Schist; WSCKA, Albite-
Chlorite Schist; MRBG, Marburg Schist;
PRCK, Peters Creek Schist; PCBM, Peach
Bottom Slate and Cardiff Conglomerate,
Undivided; CCKS, Chickies Formation;
HRPR, Harpers Formation; ANTM, Antietam
Formation
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Table 5. Significant relations for reported yield
from wells among 14 geohydrologic units in the
Piedmont Upland Section of the Piedmont
Physiographic Province, Pennsylvania

[Table is read from top down. Example, reported
yields from wells in the Gneissic Rocks are
significantly greater than in the Marburg Schist but
are significantly less than in the Cockeysville
Marble. G, greater; L, less; -, insufficient data;
blank indicates no significant difference between
units]

GNSS, Gneissic Rocks; PLUT, Plutonic Rocks;
SRPN, Serpentinite; STRS, Setters Quartzite;
CCKV, Cockeysville Marble; WSCKV,
Metavolcanics; WSCKO, Oligoclase-Mica Schist;
WSCKA, Albite-Chlorite Schist; MRBG, Marburg
Schist; PRCK, Peters Creek Schist; PCBM,
Peach Bottom Slate and Cardiff Conglomerate,
Undivided; CCKS, Chickies Formation; HRPR,
Harpers Formation; ANTM, Antietam Formation
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Table 6. Significant relations for specific capacity
from wells among 14 geohydrologic units in the
Piedmont Upland Section of the Piedmont
Physiographic Province, Pennsylvania

[Table is read from top down. Example, specific
capacities from wells in the Cockeysville Marble
are significantly greater than in the Plutonic Rocks
and the Oligoclase-Mica Schist. G, greater;
L, less; -, insufficient data; blank indicates no
significant difference between units]

GNSS, Gneissic Rocks; PLUT, Plutonic Rocks;
SRPN, Serpentinite; STRS, Setters Quartzite;
CCKV, Cockeysville Marble; WSCKV,
Metavolcanics; WSCKO, Oligoclase-Mica Schist;
WSCKA, Albite-Chlorite Schist; MRBG, Marburg
Schist; PRCK, Peters Creek Schist; PCBM,
Peach Bottom Slate and Cardiff Conglomerate,
Undivided; CCKS, Chickies Formation; HRPR,
Harpers Formation; ANTM, Antietam Formation
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Table 7. Significant relations for field constituents
among 14 geohydrologic units in the Piedmont
Upland Section of the Piedmont Physiographic
Province, Pennsylvania

[Table is read from top down. Example, field
specific conductance in the Chickies Formation is
significantly less than in the Harpers Formation
and the Oligoclase-Mica Schist. G, greater;
L, less; -, insufficient data]

GNSS, Gneissic Rocks; PLUT, Plutonic Rocks;
SRPN, Serpentinite; STRS, Setters Quartzite;
CCKV, Cockeysville Marble; WSCKV,
Metavolcanics; WSCKO, Oligoclase-Mica Schist;
WSCKA, Albite-Chlorite Schist; MRBG, Marburg
Schist; PRCK, Peters Creek Schist; PCBM,
Peach Bottom Slate and Cardiff Conglomerate,
Undivided; CCKS, Chickies Formation; HRPR,
Harpers Formation; ANTM, Antietam Formation
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GEOHYDROLOGY OF THE PIEDMONT PHYSIOGRAPHIC PROVINCE,
PIEDMONT LOWLAND SECTION

Location and Geographic Setting

The Piedmont Lowland Section is part of the Piedmont Physiographic Province as originally
described by Fenneman (1938). Berg and others (1989) recently redefined the Piedmont Lowland in
Pennsylvania and their delineation will be used throughout this report (fig. 1). In Pennsylvania, the
Piedmont Lowland occupies about 714 mi2 in the southeastern part of the Commonwealth. Most of the
Piedmont Lowland is present in Lancaster County. In Chester and Montgomery Counties, the Piedmont
Lowland is present as a long narrow valley commonly called “Chester Valley” (fig. 34). In Adams and
York Counties, the Piedmont Lowland is somewhat discontinuous, forming numerous elongate valleys
that generally trend to the northeast (Berg and others, 1980). Only a very small part of the Piedmont
Lowland is present in Berks County. The Piedmont Lowland is bounded on the north, east, and west by
siliciclastic rocks of the Gettysburg-Newark Lowland. On the south, the Piedmont Lowland is bounded by
quartzites and schists of the Piedmont Upland.

The Piedmont Lowland is underlain by folded and faulted sedimentary and metasedimentary rocks
that form broad valleys separated by low hills. Solution of the carbonate rocks commonly result in the
formation of a karstic terrain with bedrock pinnacles, sinkholes, and sinking springs. Areas underlain by
carbonate rocks are 200 to 300 ft lower than the surrounding noncarbonate areas. Altitudes in the
Piedmont Lowland range from about 170 to 630 ft above sea level.

Major population centers in or near to Chester Valley include Downingtown, Malvern,
Conshohocken, and Coatesville. In Lancaster County, the communities of Ephrata, Millersville, Lancaster,
Manheim, Mount Joy, New Holland, and Columbia lie within the Piedmont Lowland. Also, the city of
York in York County and the borough of Hanover in Adams County are within the Piedmont Lowland
(fig. 34). Much of the Piedmont Lowland is rural and agricultural land use is dominant. Urban and
industrial land use dominate the larger metropolitan areas of York and Lancaster, which are surrounded
by large suburban areas. The more rugged areas tend to be forested. Rapid urbanization is taking place in
the Chester Valley and around the cities of Lancaster and York (Sloto, 1987; State Water Plan, 1980).

The climate in the Piedmont Lowland is characterized as humid continental; precipitation averages
about 41 in. per year (State Water Plan, 1980). Summer and winter mean temperatures are 24 and 0°C,
respectively. Prevailing winds are westerly in the spring and northwesterly in the winter. The primary
source of heavy precipitation is from the Gulf of Mexico; however, storms containing considerable
amounts of moisture develop periodically along the southeast Atlantic coast and move into the area.

Water-Well Density

The location of wells used in the analysis of the Piedmont Lowland is shown in figure 35. The
uneven distribution of wells is partly related to historical studies, population density, the presence of
springs, and the abundance of surface water. The highest density of recorded wells are from Chester
(7.6 wells per square mile) and Berks (5.5 wells per square mile) Counties. Of the 1,246 well records
analyzed in Lancaster County, about 500 are in the Lancaster 15-minute quadrangle (Meisler and Becher,
1971). Adams (2.0 wells per square mile) and York (1.5 wells per square mile) Counties have the lowest
well densities.

Previous W ork

Florence Bascom (Bascom and others, 1909; Bascom and Miller, 1920; Bascom and Stose, 1932, 1938)
was one of the earliest workers in the study area. The works of Bascom, in conjunction with the works of
Stose and Jonas (Stose and Jonas, 1922, 1933, 1939; Jonas and Stose, 1926, 1930; and Stose and Stose, 1944),
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Figure 34. Piedmont Physiographic Province, Piedmont Lowland Section, major streams, counties, and major population centers.
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Figure 35. Location of wells in the Piedmont Physiographic Province, Piedmont Lowland Section.
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laid the ground work for much of today’s understanding of the geology and structure of the Piedmont
Lowlands of Pennsylvania. More recent workers in the Piedmont Lowland include Wise (1970), Meisler
and Becher (1971), Wilshusen (1979), Lyttle and Epstein (1987), and Scharnberger (1990).

Although many of the studies by Bascom, Stose, and Jonas were concentrated on geologic
quadrangles or districts, their descriptions of the rocks and stratigraphy were important to other workers
such as Hall (1934). Hall used the geologic works in his reconnaissance study of the ground water in
southeastern Pennsylvania. Some of the more recent workers, such as Meisler and Becher (1966, 1967,
1971), have returned to areas previously studied, such as the Lancaster 15-minute quadrangle. However,
their emphasis has been directed more towards the hydrology rather than the geology. Other workers
have concentrated on understanding the hydrogeology of counties such as Chester County. These workers
include McGreevy (1974), McGreevy and Sloto (1976; 1977), and Sloto (1987; 1990; 1994). Sloto (1990) has
simulated and described a simplified ground-water flow model in the Valley Creek Basin of eastern
Chester County. On a larger scale, work by Biesecker and others (1968) in the Schuylkill River Basin and
Gerhart and Lazorchick (1984a, 1988) in the Lower Susquehanna River Basin have been important in
presenting a more unified understanding of the water resources and ground-water flow in southeastern
Pennsylvania, including the Piedmont Lowland Section.

Geologic Setting

The area is underlain by a sequence of carbonate and shale rocks of Cambrian and Ordovician age.
Thickness of these rocks increases progressively from west to east (Wise, 1970). Sedimentary structures
and faunal evidence indicate the carbonate rocks were deposited in nearshore marine and shelf
environments, whereas the shales were deposited in an abyssal marine environment (Wise, 1970). The
oldest rocks are dominantly dolomite, interbedded with minor amounts of terrigenous clastic rocks and
are represented by the Vintage, Kinzers, Ledger, and Zooks Corner Formations. These rocks are overlain in
turn by alternating sequences of limestone and dolomite of Cambrian age that are identified as the
Elbrook, Buffalo Springs, Snitz Creek, Millbach, and Richland Formations. This sequence of rocks are
overlain in turn by limestones of Ordovician age known as the Stonehenge and Epler Formations, and the
dolomite of the Ontelaunee Formation. Ordovician age, argillaceous limestones overlie these rocks and are
mapped as the Annville, Hershey, and Myerstown Formations. The youngest rocks in the Piedmont
Lowland are flysch-like Ordovician shales of the Cocalico Formation. The Conestoga Formation includes
schistose carbonate rocks of Middle Cambrian and Lower Ordovician age that are probably correlative
with some of the Paleozoic-aged formations (table 8) and unconformably overlie formations older than the
Zooks Corner Formation (Meisler and Becher, 1971).

At least two periods of erosion, indicated by regional unconformities beneath the Conestoga and
Cocalico Formations (Stose and Jonas, 1939; Meisler and Becher, 1971), punctuate the depositional history.
Multiple periods of structural deformation and metamorphism have folded, thrusted, sheared, and
recrystallized the rocks (Wise, 1970). Triassic- and Jurassic-age diabase sills and dikes that intruded the
Mesozoic siliciclastics extend into rocks of the Piedmont Lowland. The Tertiary history of the region is one
of uplift and denudation of the landscape by fluvial erosion.

Hydr ologic Setting

The Piedmont Lowland lies within the Susquehanna and Delaware River Basins; however, almost
all drainage is to the Susquehanna River. The broad valleys in northern Lancaster County are drained by
an elaborate, branched network of meandering streams that include the Chickies, Conestoga, and Pequea
Creeks (fig. 34). The elongated valleys in Adams, York, Lancaster, and Chester Counties are bounded by
ridges or highlands composed of quartzite, schist, and gneiss. These valleys are drained by a combination
of streams that parallel the valley axes and larger streams that cut across the valleys, including the
Susquehanna and Schuylkill Rivers (Berg and others, 1980).



122

Table 8. Generalized stratigraphic section
of the Piedmont Physiographic Province,
Piedmont Lowland Section in Pennsylvania

[Modified from Berg and others, 1983.]

Age

Geohydrologic
unit

This report

Cambrian to
Ordovician Cocalico Formation

Lower Ordovician to
Middle Cambrian

Conestoga
Formation

Middle Ordovician

Annville Formation;
Hershey and
Myerstown
Formations,
undivided

Ontelaunee
Formation

Lower Ordovician

Epler Formation

Stonehenge
Formation

Upper Cambrian

Richland Formation

Millbach Formation

Snitz Creek
Formation

Middle to Upper
Cambrian Elbrook Formation

Middle Cambrian Buffalo Springs
Formation

Lower to Middle
Cambrian

Zooks Corner
Formation

Lower Cambrian Ledger Formation

Lower to Middle
Cambrian Kinzers Formation

Lower Cambrian Vintage Formation
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Surface drainage is dominantly dendritic and only slightly controlled by structure or lithology
(Meisler and Becher, 1971, p. 37). Stream densities are lowest in areas underlain by carbonate rocks and
where karstic terrain is common, resulting in substantial subsurface drainage (Flippo, 1974, table 2).
Stream densities are greatest in areas underlain by the shaley and argillaceous Cocalico Formation.

According to Gerhart and Lazorchick (1988, table 12), 24 to 37 percent of the total annual
precipitation recharges the ground water. Areas underlain by carbonate rocks will have higher recharge
rates than areas underlain by shale and phyllite. The greater percentage of recharge in areas underlain by
carbonate rocks is due to (1) lower relief and greater permeability and (2) the presence of karst features,
such as closed depressions, sinkholes, and fissures. In contrast, parts of the Piedmont Lowland underlain
by shale and phyllite of the Cocalico Formation, which have higher stream densities and more intricate
stream networks, probably have a much lower percentage of recharge derived from annual precipitation.
Base flow of perennial streams that include the Chickies, Little Conestoga, and Conestoga Creeks is
maintained by ground-water discharge. Approximately 77 percent of the total streamflow of Little
Conestoga Creek is base flow (Meisler and Becher, 1971, p. 55). In the Valley Creek Basin of Chester Valley,
76 percent of streamflow is from ground-water discharge (Sloto, 1989, p. 21).

A second source of ground-water recharge is inflow of water from streams as they enter the basin
from the adjacent Piedmont Upland and Gettysburg-Newark Lowland. Such streams may lose water to
the ground-water system or become perched above the water table as they pass from less permeable rocks
of the Piedmont Upland or Gettysburg-Newark Lowland, to more permeable carbonate rocks of the
Piedmont Lowland (Sloto, 1990, p. 23). Losses of streamflow have been noted for several streams that enter
the Chester Valley from the adjacent Piedmont Upland (McGreevy, 1974). Inflows may be greatest in
segments where the streambed is composed of fractured bedrock.

The Cambrian- and Ordovician-age carbonate rocks comprise the most important regional source of
water for wells and for sustaining streamflow. Shale and phyllite of the Cambrian Kinzers Formation and
the Ordovician Cocalico Formation are minor sources of ground water, mostly for domestic supplies.

Geohydrologic System

In general, most ground-water flow is local and moves in directions of decreasing potential;
recharge within each stream basin generally discharges into the adjacent stream valley (Gerhart and
Lazorchick, 1984b and 1988). In the Valley Creek Basin of Chester Valley, however, a component of regional
ground-water flow has been documented (Sloto, 1990, p. 23) with preferential ground-water flow parallel
to the axis of Chester Valley (Sloto, 1990, fig. 13). At the west margin of the basin, there is underflow of
ground water into the basin that is induced by dewatering operations at a limestone quarry. At the east
margin of the basin, flow is under the basin divide that discharges to the Schuylkill River.

Regional ground-water flow discharging through large springs of 1,000 gal/min or more is limited,
confined only to the communities of Elizabethtown, Mount Joy, and Lititz (Flippo, 1974, p. 25). Ground-
water and surface-water divides commonly do not coincide with ground water flowing beneath surface-
water divides. Although the ground-water system is generally under water-table conditions, ground
water is confined locally (Sloto, 1990, p. 18-19).

Although the Piedmont Lowland receives nearly equal amounts of precipitation throughout the
year, most of the recharge to ground water is from precipitation during late fall to early spring, which
raises the water table. During the remainder of the year, rapid plant growth, high evapotranspiration rates,
and soil-moisture deficits greatly reduce precipitation that reaches the ground-water system, lowering the
water table. Water levels are shallowest (nearer land surface) in valleys, but deepest (farthest from land
surface) on hilltops as the rise in the water table is less than that of land surface.
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Regolith

In the Piedmont Lowland, the regolith is comprised of soil and clayey or shaley residuum that are
products of weathering of the underlying bedrock. Streambeds and flood plains contain transported fine-
to coarse-grained alluvial deposits. The porosity of the regolith typically exceeds that of the underlying
fractured bedrock, permitting infiltration of precipitation and storage of large quantities of water. The
intergranular pores then slowly release the unconfined water to wells, base flow in streams, and the
underlying, fractured bedrock (fig. 36).

In the regolith, ground water generally flows downslope; however, the direction and rate of ground-
water flow can be affected by the amount of bedrock weathering, mineral composition of the parent rock,
jointing, bedding planes, and structural dip. Differential weathering of carbonate rocks produces
substantial local variation in regolith thickness. Dissolution of fractured carbonate rocks can result in the
formation of pinnacles and swales. The pinnacles can have 30 or more feet of local relief on the bedrock
surface. The swales, which are between the bedrock pinnacles, are infilled with regolith.

Thickness of regolith and saturated regolith (casing depth − static water level) varies according to
the underlying geohydrologic unit and topographic setting. Regolith thickness is least in the Zooks Corner
Formation and greatest in the Ledger Formation. The median thickness of regolith, estimated from the
length of casing in 631 domestic wells completed in the Piedmont Lowland, is 40 ft.

Figure 36. Topographic, geologic, and hydrologic features of the Piedmont Physiographic
Province, Piedmont Lowland Section.
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Fractured bedr ock

Ground water is stored in and moves through consolidated bedrock in a network of secondary
openings such as fractures, bedding planes, joints, faults, and solution openings; primary porosity is
negligible. Solution enlargement of these features is concentrated in areas where (1) carbonate material is
dominant over noncarbonate (clay, silt, and quartz sand) material and (2) where water movement is
relatively rapid and recharge water is acidic. Although the quantity of ground water stored in fractured
bedrock is limited, the fractures may be recharged by seepage if the overlying regolith is saturated.

Permeability may be anisotropic within the steeply dipping, folded rocks of the Piedmont Lowland.
Bedrock is generally most permeable parallel to bedding and least permeable perpendicular to bedding
(Gerhart and Lazorchick, 1984b and 1988; Sloto, 1990, p. 39). At the scale of their regional models, Gerhart
(1983), Gerhart and Lazorchick (1984b and 1988), and Sloto (1990) assume that fractured bedrock in the
Piedmont Lowland approximates a porous medium.

Although it is not possible to establish an exact thickness or maximum depth of the ground-water
system, several methods can provide useful information. These methods include borehole temperature
logs, borehole fluid resistivity logs, borehole velocity measurements, and depth distributions of water-
bearing zones reported by well drillers.

Borehole temperature or fluid resistivity logs or both are available from 15 wells in the Piedmont
Lowland. These wells range in depth from 200 to 600 ft and are completed in the Ledger, Elbrook, or
Buffalo Springs Formations. Examination of the temperature logs indicate that the geothermal gradient
was not established. This suggests that ground-water circulation can take place at depths greater than
600 ft. Nine water-bearing zones with active flow have been identified on temperature or fluid resistivity
logs or both from 7 of the 15 wells. These 9 zones range in depth from 60 to 440 ft with two-thirds of the
water-bearing zones occuring at a depth of 180 ft or less.

Depth distributions of water-bearing zones are somewhat dependent upon the bedrock lithology.
Wells drilled in shale or phyllite (Cocalico Formation and Kinzers Formation) encounter water-bearing
zones at shallower depths than more carbonate rich units. The maximum depths and distributions of
water-bearing zones have been used by Sloto (1989) and Gerhart and Lazorchick (1984b, p. 13-14; 1988,
table 6) to estimate total aquifer thickness and individual layer thickness for numerical ground-water
models. Estimates of total aquifer thickness are 600 ft for the Valley Creek Basin (Sloto, 1990, p. 57) in
Chester Valley. In the Lancaster area, estimates of total aquifer thickness is 500 ft for the Cocalico
Formation and 550 ft for the carbonate formations (Gerhart and Lazorchick, 1988, table 6). Gerhart and
Lazorchick (1984, p. 13) estimate the depth of active ground-water circulation, and therefore, the
maximum aquifer thickness, as 150 and 300 ft for the Cocalico Formation and carbonate formations,
respectively.

Vinta ge Formation (Cv)

The Vintage Formation underlies about 50 mi2 of the Piedmont Lowland in Adams, Berks, Chester,
Lancaster, and York Counties (Berg and others, 1980). It crops out as numerous but scattered, folded and
faulted rocks that border hills of the Antietam Formation of the Piedmont Upland and the Kinzers and
Conestoga Formations of the Piedmont Lowland. The Vintage Formation was named for the town of
Vintage, Pa., 13 mi southeast of Lancaster, where it is exposed in a railroad cut.

Geologic description.— Most of the Vintage Formation (table 8) is fine- to medium-grained,
mottled or finely banded gray to blue thick-bedded to massive dolomite. However, limestone is common
in the upper part and a fine-grained, white to creamy, argillaceous to sandy dolomite or marble commonly
represents the lower part.

In York County, the Vintage Formation grades into the ferruginous and calcareous sandstone beds at
the top of the underlying Antietam Formation (Stose and Jonas, 1939, p. 49); however, in Lancaster County,
the contact is described as sharp, between light-gray granular quartzite and darker gray dolomite (Meisler
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and Becher, 1971, p. 14). The Vintage Formation is conformably overlain by the Kinzers Formation (Jonas
and Stose, 1930); north of the Honey Brook Uplands, the Kinzers grades into the Ledger Formation (Lyttle
and Epstein, 1987). The Vintage Formation is considered by Stose and Jonas (1939, p. 59) to be equivalent
to the lower part of the Tomstown Formation of the Great Valley. Fossils of Lower Cambrian age have been
found in the Vintage Formation by Walcott (1896, p. 19) and by Jonas and Stose (1930, p. 26).

The Vintage Formation is moderately resistant to weathering, forming valleys with slopes of low to
moderate relief. Chemical weathering of the Vintage rocks has created a highly irregular contact between
regolith and bedrock that forms some shallow bedrock pinnacles. Weathering also has resulted in solution
openings along existing joints and fractures (Geyer and Wilshusen, 1982, p. 279-280).

Some variation exists in thickness of the formation; maximum thickness estimates range from 350 to
550 ft in Lancaster County (Meisler and Becher, 1971, p. 14) to about 1,000 ft in York County (Stose and
Jonas, 1939, p. 49). The Vintage Formation represents turbidites derived from a carbonate platform (Taylor
and Durika, 1990, p. 142).

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Vintage Formation are presented in the tables below.

Casing length can vary spatially. Casing lengths of drilled wells in Chester County (12 wells) are
significantly greater than in Berks (14 wells) or York (13 wells) Counties; the median casing lengths are 103,
67, and 38 ft, respectively.

Reported well depth, Vintage Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 72 60 79 113 144 234 35 830
Drilled, domestic 47 59 77 100 144 220 35 442
Drilled, high-demand 7 — 130 139 300 — 101 830

Reported casing length, Vintage Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 50 25 41 65 84 131 10 240
Drilled, domestic 34 23 39 54 77 103 10 144
Drilled, high-demand 5 — 89 129 170 — 72 208
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Hydr ologic pr oper ties.— Water levels for wells completed in the Vintage Formation are presented
in the table below. Depths to water in 75 wells range from 2 to 106 ft below land surface; the median is 25 ft
below land surface. Lloyd and Growitz (1977, p. 38) estimated that water levels in the area near
Thomasville, York County, may have been lowered at least 100 ft by dewatering operations at a nearby
quarry.

Reported yields for wells completed in the Vintage Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from eight wells. Only two of the five wells with reported yields
of 100 gal/min or greater are deeper than 200 ft.

Specific capacities for wells completed in the Vintage Formation are presented in the table below.
Only two wells (drilled to depths of 184 and 310 ft below land surface) have specific capacities of
0.04 (gal/min)/ft or less and are incapable of meeting most domestic or other water-use demands. Of
three wells with specific capacities of 1.0 (gal/min)/ft or greater, only one is deeper than 200 ft. A single
well pumped at discharge rates of 280 to 670 gal/min for 8 hours or longer has specific capacities that
range from 12 to 29 (gal/min)/ft.

Water levels, Vintage Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 6 — 32 42 60 — 17 76
Slope 33 12 26 42 54 78 8 106
Valley 27 5 8 16 23 66 2 77

Reported well yield, Vintage Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 51 3.2 10 15 30 96 0.0 665
Domestic 33 3.0 9.5 15 20 42 .5 80
High-demand 7 — 30 75 300 — 20 665

Reported specific capacity, Vintage Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 10 0.04 0.09 0.48 7.5 28 0.04 29
Domestic 7 — .04 .16 .67 — .04 3.3
High-demand 1 — — 29 — — 29 —
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Values for hydraulic conductivity and transmissivity for the Vintage Formation are presented in the
table below; a specific yield of 0.03 was used in estimating these hydrologic properties. The median
hydraulic conductivities of wells on hilltops (1 well), slopes (3 wells), and valleys (6 wells) are 0.00, 15, and
0.46 ft/d, respectively. The median transmissivity of wells on hilltops is 1.4 ft2/d; on slopes, 510 ft2/d; and
in valleys, 51 ft2/d.

In other work, Meisler and Becher (1971, p. 56) estimated an average specific yield of 0.04 for the
upper part of the Little Conestoga Creek Basin in Lancaster County. In their digital model of parts of
Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and 14) used a specific yield of
0.06 and a hydraulic conductivity of 1.0 ft/d for the Vintage Formation. For the Lower Susquehanna River
Basin digital model, Gerhart and Lazorchick (1988, tables 6 and 16) estimated a specific yield of 0.035 for
the upper 200 ft and hydraulic conductivities of 1.34, 2.01, and 11.36 ft/d for different carbonate blocks
that included the Vintage Formation.

The depths of water-bearing zones in 19 wells drilled as deep as 310 ft below land surface range
from 44 to 225 ft below land surface. Fifty percent of the 32 water-bearing zones reported are penetrated by
a depth of 80 ft and 90 percent by a depth of 148 ft. The greatest density of water-bearing zones (0.93 per
50 ft of well depth) is from 51 to 100 ft below land surface (fig. 37). The overall density of water-bearing
zones in the Vintage Formation is 0.44 per 50 ft of well depth. Lloyd and Growitz (1977, p. 15), in York
County, noted that many shallow water-bearing zones in the Vintage Formation have been dewatered by
pumping from quarries or mines.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Vintage Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 10 0.00 0.05 0.93 30 87 0.00 89
Transmissivity (ft2/d) 10 1.4 7.4 60 1,300 6,700 1.4 7,100
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Water quality .—As seen in the following table, wells completed in the Vintage Formation generally
yield water that contains low to moderate amounts of dissolved solids, is moderately soft to very hard,
and alkaline. Calcium and magnesium are the dominant cations, and bicarbonate is the dominant anion.
Aside from hard water, elevated concentrations of iron, manganese, and total dissolved solids are
probably the most common water-quality problems.
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The well with the softest water and lowest specific conductance was drilled with a cable tool drilling
rig in the Antietam Formation; after drilling through 35 ft of shale and 54 ft of blue slate (driller’s log),
limestone was penetrated. The water-bearing zone at the depth of 89 ft had a reported yield of
12 gal/min.Additional information on the source and significance of these and other selected dissolved
constituents and properties of ground water are presented in the appendix.

Recent work in the Vintage Formation (Durlin and Schaffstall, 1993; 1994) indicates that elevated
concentrations of radon also are a common water-quality problem. Concentrations of radon-222 in the
water from seven of eight wells exceed the proposed USEPA MCL of 300 pCi/L. Activities up to
5,000 pCi/L of radon-222 are reported; the median is 980 pCi/L. Because of its short half-life (3.8 days)
and no chemical affinities, radon-222 is not transported any considerable distance in ground water and its
concentration in a well sample is directly controlled by the surrounding lithology (Michel, 1990, p. 90).
Radon’s parent (radium-226) is derived from uranium-234, which, however, has a very long half-life and is
easily dissolved and transported in ground water (Zapecza and Szabo, 1988, p. 50). Senior and Vogel
(1995) found that the concentrations of dissolved radium is inversely related to pH and directly to total
dissolved solids, dissolved organic carbon, barium, and sulfate concentrations.

Summary of selected chemical constituents and properties analyzed for the Vintage Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contami-

nant
or action

level1

Secondary
maximum
contami-

nant
level2

Number of
wells

containing
waterthat
exceeds

contaminant
level

P25 Median P75
Mini-
mum

reported

Maxi-
mum

reported

Field specific
conductance (µS/cm)

39 — — — 320 400 560 100 805

Field hardness 38 — — — 135 170 245 51 360
Field pH (standard units) 22 — <6.5 >8.5 1 7.0 7.3 7.5 6.0 8.2
Bicarbonate 16 — — — 120 140 210 25 330
Calcium 15 — — — 27 32 53 1.6 87
Chloride 16 — 250 0 4.6 9.0 24 .80 88
Iron 11 — .3 2 .030 .15 .29 .003 .73
Magnesium 15 — — — 15 18 24 .5 41
Manganese 10 — .05 1 .000 .010 .020 .000 .090
Nitrate (as N) 15 10 — 1 1.8 5.3 6.5 .05 11
Potassium 14 — — — 1.2 1.7 2.1 .20 7.3
Radon (pCi/L) 1 3 300 — 1 — 460 — 460 460
Silica 8 — — — 8.4 9.3 10 6.1 12
Sodium 14 — — — 1.6 3.0 15 1.4 42
Sulfate 16 — 250 0 5.0 15 35 .60 65
Total dissolved solids 16 — 500 3 162 222 408 38 620

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Kinz ers Formation (Ck)

The Kinzers Formation underlies about 44 mi2 of the Piedmont Lowland in Adams, Chester,
Lancaster, and York Counties (Berg and others, 1980). The Kinzers Formation crops out as numerous,
generally elongate, scattered, folded and faulted exposures. It was named for Kinzers station on the
Pennsylvania Railroad, about 13 mi east of Lancaster.

Geologic description.— Stose and Jonas (1939, p. 50-58) identified three members in York County:
a basal shale, a middle limestone, and an upper sandy limestone. In many parts of Lancaster County,
however, only the basal shale is easily identified.

The basal member (Emigsville Member of Taylor and Durika, 1990) is black to dark gray or dark
brown shale to greenish phyllite. It overlies an earthy blue dolomite that weathers to buff or orange-
colored tripoli or porous sandstone that grades into the underlying Vintage Formation (Stose and Jonas,
1922; 1939; Jonas and Stose 1926; 1930). Thickness of this member ranges from 42 to 77 ft in Lancaster
County (Stose and Stose, 1944) and up to 200 ft in York County (Ganis and Hopkins, 1990, p. 128).

The middle limestone (York Member of Ganis and Hopkins, 1990, p. 129-130) generally is thick-
bedded to massive, light to medium-dark-gray, finely crystalline, with argillaceous masses. Some beds of
pure limestone have been partially altered to dolomite. Marble, white crystalline limestone, or “leopard
rock,” and structures that resemble Archeocyathid reefs are present also (Stose and Jonas, 1939, p. 52).
Primary sedimentary features include oolites, burrows, indistinct reefy structure, desiccation features,
bioclastic lag deposits, and megaconglomerate; extensive megabreccia development also has been
reported (Cloos, 1974; Gohn, 1976). Thickness of this member ranges from about 76 ft in Lancaster County
(Stose and Stose, 1944) to 1,000-1,200 ft in York County (Ganis and Hopkins, 1990, p. 128).

The upper member (Greenmount Member of Ganis and Hopkins, 1990, p. 130-131) is fine quartzose
limestone banded with dark argillaceous layers. It weathers to a buff tripoli, porous fine sandstone, or
dark shale. At some places in the Delta Carbonate quarry in York County, this member has been removed
by slumping. Thickness of the upper member ranges from about 45 ft in Lancaster County (Stose and
Stose, 1944) and from 0 to 100 ft in York County (Ganis and Hopkins, 1990, p. 128).

In Chester County, Lyttle and Epstein (1987) identified only two members. The lower member is
medium-grained, white to light-gray, thin-bedded impure dolomite, which in Chester Valley, weathers to a
shaley mica schist. The upper member is fine- to medium-grained, white to light- to bluish-gray, thin- and
irregularly bedded argillaceous limestone that resembles the middle member in York County. The
formation is much thinner in Chester County, ranging from 130 ft west of the Barren Hills (Honey Brook
massif) to less than 30 ft in Chester Valley.

The Kinzers Formation is moderately resistant to weathering. In York County, the middle unit forms
narrow valleys between a pair of low ridges underlain by the basal shale unit and by the upper sandy
limestone unit (Stose and Jonas, 1939, p. 50). In Lancaster and Chester Counties, the formation underlies
mostly valleys, but the shale can form ridges or locally, prominent hills. Joint and cleavage planes are
moderately developed, very common, and open (Geyer and Wilshusen, 1982, p. 156-158).

The Kinzers Formation represents off-shelf environments. According to Taylor and Durika (1990,
p. 136-156), the Emigsville Member represents turbidites derived from a carbonate platform, the York
Member a foreslope facies, and the Greenmount Member off-platform deposition. Most of the Kinzers
Formation is considered Lower Cambrian age (Jonas and Stose, 1930, p. 29; Stose and Jonas, 1939, p. 58)
with a Middle Cambrian age established for the upper member of the Kinzers Formation (Berg and others,
1983). The Kinzers Formation is gradationally overlain by the Ledger Formation, and, according to Stose
and Jonas (1939, p. 59), equivalent to the lower part of the Tomstown Formation of the Great Valley.
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Well depths and casing lengths.— Depths of wells completed in the Kinzers Formation are
presented in the table below.

Topographic setting can affect well depth. Domestic wells on slopes (22 wells) are completed at
significantly greater depths than in valleys (11 wells); the median well depths are 140 and 70 ft,
respectively.

Casing lengths for wells completed in the Kinzers Formation are presented in the table below. Large
lengths of casing may be required in areas with deep weathering or where shallow water-bearing zones
yield water of unacceptable quality. This may be the case of the high-demand well with a casing length of
395 ft as it is within 400 ft of a major fault. Such features can be extremely susceptible to weathering and
the abundance of silt and clay dissolved from limestones can cause the formation of turbid water.

Hydr ologic pr oper ties.— Water levels for wells completed in the Kinzers Formation are presented
in the table below. Depths to water in 64 wells range from 6 to 168 ft below land surface; the median is 26 ft
below land surface. In their study of central and southern York County, Lloyd and Growitz (1977, p. 38)
reported that water levels near mines or quarries are affected by dewatering operations if the area of
excavation is below the natural water table.

Reported well depth, Kinzers Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 53 57 74 135 232 357 18 706
Drilled, domestic 39 55 70 103 195 278 50 424
Drilled, high-demand 5 — 192 395 580 — 163 650

Reported casing length, Kinzers Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 24 15 18 39 84 138 4 395
Drilled, domestic 20 — 16 37 81 — 4 150
Drilled, high-demand 2 — — 260 — — 126 395

Water levels, Kinzers Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 8 — 24 31 40 — 20 57
Slope 33 10 17 31 64 93 7 168
Valley 21 8 13 16 23 31 6 45
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Reported yields for wells completed in the Kinzers Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 10 wells. The yields from 3 of the 10 low-yielding wells may
be affected by dewatering operations at quarries and mines near Thomasville, York County (Lloyd and
Growitz, 1977, p. 38). Yields of 100 gal/min or greater are reported from four wells, two of which are less
than 100 ft deep and the other two are more than 500 ft deep.

Reported yields of wells producing from the basal shale (16 wells) are generally greater than in the
limestone units (18 wells); the respective medians are 19 and 7 gal/min. This pattern also holds true if
water use is considered. The median reported yield of domestic wells in the basal shale (10 wells) is
14 gal/min, twice the median reported yield of domestic wells (14 wells) completed in the limestone units.

Specific capacities for wells completed in the Kinzers Formation are presented in the table below.
Specific capacities of 1.0 (gal/min)/ft or greater are reported from four wells, of which only one is deeper
than 200 ft. The specific capacities of three wells pumped 8 hours or longer are 0.09, 0.34, and
2.1 (gal/min)/ft. Specific capacities are generally greater in the basal shale (6 wells) than in the limestone
units (11 wells); the medians are 0.43 and 0.18 (gal/min)/ft, respectively.

Values of hydraulic conductivity and transmissivity for the Kinzers Formation are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (2 wells), slopes (9 wells), and in valleys (4 wells) are 0.02,
0.12, and 3.2 ft/d, respectively. The median transmissivity of wells on hilltops is 9.6 ft2/d; on slopes,
19 ft2/d; and in valleys, 250 ft2/d.

Reported well yield, Kinzers Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 34 2.0 5.0 10 21 100 1.0 250
Domestic 24 2.0 5.0 9.5 20 65 1.0 100
High-demand 7 — 17 25 111 — 13 250

Reported specific capacity, Kinzers Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 17 0.07 0.07 0.34 1.8 14 0.06 31
Domestic 11 .06 .07 .18 .62 27 .06 31
High-demand 5 — .08 .34 1.9 — .08 2.1

Hydraulic conductivity and transmissivity from single-well aquifer tests, Kinzers Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile;

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 15 0.02 0.03 0.12 5.7 62 0.01 87
Transmissivity (ft2/d) 15 5.2 5.2 19 83 3,500 5.2 6,100



134

In other work, Meisler and Becher (1971, p. 56) estimated an average specific yield of 0.04 for the
upper part of the Little Conestoga Creek Basin in Lancaster County. In their digital model of parts of
Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and 14) used a specific yield of
0.07 and a hydraulic conductivity of 1.0 ft/d for the Kinzers Formation. For the Lower Susquehanna River
Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16) estimated a specific yield of 0.035 for
the upper 200 ft and hydraulic conductivities of 1.34, 2.01, and 11.36 ft/d for different carbonate blocks
that included the Kinzers Formation.

The depths of water-bearing zones in 11 wells drilled as deep as 650 ft range from 22 to 366 ft below
land surface. Fifty percent of the 16 water-bearing zones reported are penetrated by a depth of 84 ft and
90 percent by a depth of 234 ft. The greatest density of water-bearing zones (0.57 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 38). The overall density of water-bearing zones in the Kinzers is
0.28 per 50 ft of well depth.

Figure 38.  Number and density of water-bearing zones per 50 feet of well depth in the Kinzers
Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Water quality .—As seen in the following table, wells completed in the Kinzers Formation generally
yield water that has moderate to high concentrations of dissolved solids and is hard to very hard. Calcium
is the dominant cation, and bicarbonate is the dominant anion. Aside from very hard water, elevated
concentrations of nitrite and total dissolved solids are the most common water-quality problems in the
Kinzers Formation. Additional information on the source and significance of these and other selected
dissolved constituents and properties of ground water are presented in the appendix.

The water of wells completed in the basal shale is significantly softer and lower in dissolved solids
than in the upper limestone units of the Kinzers Formation. The median specific conductance of water
from wells completed in the shale (15 wells) is 360 µS/cm and for wells in the limestone units (32 wells),
the median is 523 µS/cm. The median hardness of water from wells in the shale is 150 mg/L (16 wells) and
210 mg/L for water from wells in the limestone units (33 wells). The small number of field pH values
prevents any statistical analysis; however, the median pH of water in the shale is 6.5 and 7.0 in the
limestones.

Recent work in the Kinzers Formation (Durlin and Schaffstall, 1993; 1994) indicates elevated
concentrations of radon are a common water-quality problem also. Concentrations of radon-222 in the
water from seven of seven wells sampled exceed the proposed USEPA MCL of 300 pCi/L (U.S.
Environmental Protection Agency, 1994). Activities up to 2,600 pCi/L radon-222 are reported in the
Kinzers Formation; the median is 1,900 pCi/L. The high radon concentrations in the Kinzers may be
related to the presence of the basal shale. The reducing environment produced by a black shale will cause
any mobile uranium to precipitate and concentrate in the shale. Radon’s parent (radium-226) is most
mobile in chloride-rich reducing ground water with high dissolved-solids content (Tanner, 1964, p. 261).
Radium’s parent (uranium-234) is more soluble in association with carbonate, phosphate, and fluoride
ions, or with organic compounds (Langmuir, 1978, p. 556; Turner-Peterson, 1980, p. 163).

Summary of selected chemical constituents and properties analyzed for the Kinzers Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

47 — — — 360 455 640 120 1,150

Field hardness 49 — — — 150 190 260 51 410
Field pH (standard units) 23 — <6.5 >8.5 1 6.9 7.0 7.5 5.5 7.5
Bicarbonate 14 — — — 140 180 260 100 320
Calcium 14 — — — 39 63 100 30 150
Chloride 14 — 250 0 6.8 21 42 3.6 120
Iron 14 — .3 1 .040 .050 .10 .030 .40
Lead 7 0.015 — 1 .003 .004 .010 .002 .050
Magnesium 14 — — — 12 21 36 6.6 50
Manganese 13 — .05 0 .000 .010 .010 .000 .020
Nitrate (as N) 14 10 — 2 2.6 3.8 7.3 .02 35
Potassium 12 — — — 1.0 1.9 3.5 .40 16
Silica 9 — — — 7.4 11 14 6.0 24
Sodium 12 — — — 4.6 11 21 2.1 44
Sulfate 14 — 250 0 25 31 54 13 95
Total dissolved solids 13 — 500 3 205 308 522 175 653
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Ledg er Formation (Cl)

The Ledger Formation underlies about 106 mi2 of the Piedmont Lowland. It crops out as small,
discontinuous, faulted exposures in Adams and York Counties. Eastward, in Lancaster County, this
formation is exposed in broad belts repeated by large-scale folding and faulting. In Chester, Montgomery,
and Philadelphia Counties, it narrows where it borders small segments of the Gettysburg-Newark
Lowland Section or Piedmont Upland Section (Berg and others, 1980). The formation was named for the
Village of Ledger in Lancaster County.

Geologic description.— The Ledger Formation is coarse-grained, white to light to dark gray, thick-
bedded to massive, medium- and coarsely crystalline dolomite. A prominent chert horizon occurs near the
top of this formation. The dolomite is so pure that it has been quarried for magnesium products in
Lancaster County (Stose and Jonas, 1939, p. 58). In the Chester Valley, the dolomite is interbedded with
laminated limestone.

The Ledger Formation is moderately resistant to weathering. Weathering has produced a highly
irregular pinnacled contact between the regolith and bedrock, providing solution openings along joint and
bedding planes. Joints are fairly common, open, and widely spaced, which results in the formation of a
blocky outcrop pattern. The Ledger Formation generally underlies valleys that display little local relief
(Geyer and Wilshusen, 1982, p. 159-160).

Thickness of the Ledger Formation varies in York County from 100 ft (north of Wrightsville, near the
Susquehanna River) to about 1,000 ft (Stose and Jonas, 1939, p. 59). The Ledger may thin eastward as Poth
(1968, p. 64), in central Chester County, estimated a thickness of about 600 ft. Geyer and Wilshusen (1982,
p. 159) estimated a maximum thickness of 2,000 ft.

The discovery of a thick (up to 210 ft) dominantly limestone unit within the Ledger Formation in
York County have enabled Ganis and Hopkins (1990, p. 131) to identify three members within the Ledger
Formation—the Lower and Upper Dolomite members, which are similar to the description of Stose and
Jonas (1939), and the Willis Run Member. Taylor and Durika (1990, p. 148) have identified Early Cambrian-
age fossils in the Willis Run Member and one that is characteristic of the upper part of the Lower
Cambrian.

Taylor and Durika (1990, p. 143) believe the Ledger Formation represents a shallower depositional
environment than the Kinzers and Vintage Formations, probably a platform facies. MacLachlan (1994a,
p. 20-21) described the depositional environment to be bank edge rimmed by a slightly higher, marginal
limestone shoal. The Willis Run Member represents a deeper subtidal or deeper shelf environment than
the lower and upper members. The Ledger Formation is in conformable contact with the underlying
Kinzers or Vintage Formations. Stose and Jonas (1939, p. 59) believe the Ledger Formation is equivalent to
the upper part of the Tomstown Formation of the Great Valley. The Ledger interfingers with and is
overlain by the Zooks Corner Formation in Lancaster County (Meisler and Becher, 1971, p. 17), and is in
gradational contact with the Elbrook Formation except where unconformably overlain by the Conestoga
Formation (Lyttle and Epstein, 1987).
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Well depths and casing lengths.— Depths of wells completed in the Ledger Formation are
presented in the table below. Six of the nine wells completed at depths of 500 ft or greater are high-demand
wells. Casing lengths of five wells exceed 200 ft.

Depths of drilled wells can also vary significantly by county. Wells in Montgomery County
(19 wells) are completed at significantly greater depths than wells in Chester (94 wells) or Lancaster
(68 wells) Counties; the median well depths are 250, 154, and 143 ft, respectively.

Casing lengths for wells completed in the Ledger Formation are presented in the table below.

Hydr ologic pr oper ties.— Water levels for wells completed in the Ledger Formation are presented
in the table below. Depths to water in 206 wells range from flowing at land surface to 105 ft below land
surface; the median is 25 ft below land surface. Lloyd and Growitz (1977, p. 14) reported pumping from
quarries can affect static water levels locally.

Reported well depth, Ledger Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 195 65 95 170 267 400 16 624
Drilled, domestic 70 60 75 100 200 290 35 600
Drilled, high-demand 84 85 124 208 318 430 58 624

Reported casing length, Ledger Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 120 20 40 60 92 141 1 521
Drilled, domestic 31 18 40 70 85 142 1 521
Drilled, high-demand 63 26 42 60 105 146 10 388

Water levels, Ledger Formation

[Water levels in feet below land surface; F, flowing well; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 8 — 29 37 48 — 17 65
Slope 79 14 22 31 51 78 11 105
Valley 101 7 11 18 26 38 F 87
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Reported yields for wells completed in the Ledger Formation are presented in the table below. Yields
of 5.0 gal/min or less are reported from 11 wells. Yields of 100 gal/min or greater are reported from
62 wells; 34 wells are deeper than 200 ft.

Specific capacities for wells completed in the Ledger Formation are presented in the table below.
Specific capacities of 1.0 (gal/min)/ft are reported from 44 wells; 14 wells are deeper than 200 ft. The
specific capacities of wells with a pumping duration of 8 hours or longer (26 wells) range from 0.28 to
80 (gal/min)/ft; the median is 9.2 (gal/min)/ft. High-demand wells have significantly greater specific
capacities than domestic wells.

Values of hydraulic conductivity and transmissivity for the Ledger Formation are presented in the
table below; a specific yield of 0.04 was used in estimating these hydrologic properties. The median
hydraulic conductivity of wells on hilltops (1 well), slopes (24 wells), and valleys (41 wells) are 0.71, 7.1,
and 12 ft/d, respectively. The median transmissivity of wells on hilltops is 71 ft2/d; on slopes, 1,300 ft2/d;
and in valleys, 710 ft2/d.

In other work, Meisler and Becher (1971, p. 56) estimated an average specific yield of 0.04 for the
upper part of the Little Conestoga Creek Basin in Lancaster County. In their digital model of parts of
Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and 14) used a specific yield of
0.08 and a hydraulic conductivity of 7.0 ft/d for the Ledger Formation. For the Lower Susquehanna River
Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16) estimated a specific yield of 0.035 for
the upper 200 ft and hydraulic conductivities of 1.34, 2.01, and 11.36 ft/d for different carbonate blocks
that included the Ledger Formation. For his digital model of the Valley Creek Basin in eastern Chester
County, Sloto (1990) used a specific yield of 0.08 and a hydraulic conductivity of 45 ft/d. Transmissivities
from six aquifer tests in the modeled area in Chester and Montgomery Counties ranged from 600 to
15,430 ft2/d; the median was 1,680 ft2/d. In extensive work at the Malvern TCE Site, Chester County, Pa.,
Sloto (1997, tables 3 and 4) estimated transmissivity from aquifer tests using nine wells. The estimates of

Reported well yield, Ledger Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 146 6.9 15 60 203 500 0.0 1,810
Domestic 35 5.6 10 20 50 76 2.0 120
High-demand 83 8.9 45 190 400 675 2.0 1,810

Reported specific capacity, Ledger Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 73 0.15 0.39 2.6 13 34 0.05 155
Domestic 21 .09 .16 .38 1.9 14 .07 135
High-demand 38 .59 2.8 9.2 18 58 .05 155

Hydraulic conductivity and transmissivity from single-well aquifer tests, Ledger Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 72 0.12 0.79 5.8 39 310 0.03 850
Transmissivity (ft2/d) 72 15 49 410 2,700 7,000 4.4 36,000
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transmissivity during pumping ranged from 52 to 860 ft2/d; the median was 327 ft2/d. Estimates of
transmissivity during recovery ranged from 226 to 1,560 ft2/d; the median was 835 ft2/d. At the AIW
Frank/Mid County Mustang Superfund Site, Chester County, Pa., Conger (U.S. Geological Survey, 1997,
written commun.) estimated horizontal hydraulic conductivity and transmissivity from rising and falling
slug tests using eight wells open to overburden or bedrock. The hydraulic conductivities of wells open to
the overburden ranged from 0.031 to 8.1 ft/d, and transmissivities ranged from 2 to 360 ft2/d; the medians
were 4.3 ft/d and 146 ft2/d, respectively. The hydraulic conductivities of wells open to bedrock ranged
from 1.28 to 12 ft/d, and transmissivities ranged from 45 to 675 ft2/d; the medians were 5.86 ft/d and
369 ft2/d.

The depths of water-bearing zones in 51 wells drilled as deep as 605 ft range from 26 ft below land
surface to 582 ft below land surface. Fifty percent of the 107 water-bearing zones reported are penetrated
by a depth of 102 ft and 90 percent by a depth of 250 ft. The greatest density of water-bearing zones (0.70
per 50 ft of well depth) is from 151 to 200 ft below land surface (fig. 39). The density of water-bearing zones
at depths of 201 ft or greater is based on the presence of four or fewer water-bearing zones per 50-ft
interval. The overall density of water-bearing zones in the Ledger Formation is 0.42 per 50 ft of well depth.

Figure 39. Number and density of water-bearing zones per 50 feet of well depth in the Ledger
Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Water quality .—As seen in the following table, wells completed in the Ledger Formation generally
yield water that has moderate to high concentrations of dissolved solids, is hard to very hard, and is
alkaline. Calcium is the dominant cation, and bicarbonate is the dominant anion. Lloyd and Growitz (1977,
p. 15) considered the water in the Ledger to be a calcium bicarbonate type. Aside from hard water,
elevated concentrations of manganese, nitrite, radon, and total dissolved solids are the most common
water-quality problems. Elevated concentrations of calcium, magnesium, chloride, iron, lead, mercury,
and sodium also have been reported. Additional information on the source and significance of these and
other selected dissolved constituents and properties of ground water are presented in the appendix.

The well with the lowest pH also has the softest water and lowest specific conductance. This well is
in Chester Valley, about 300 to 400 ft down slope of a quartzite ridge. On the basis of field analyses, it is
probable that this well is actually intercepting ground water which has originated or at least passed
through the adjacent quartzite unit.

The water from four wells near the Pennsylvania Turnpike and State Route 29 have been analyzed
for chloride (Sloto, 1987, table 23). Chloride concentrations in the water from one of the four wells is
290 mg/L, slightly greater than the USEPA SMCL of 250 mg/L. Sloto (1987, p. 68) attributed the elevated
chloride concentrations to “* * * the use of deicing salt on the Pennsylvania Turnpike.”

More recent work in the Ledger Formation (Durlin and Schaffstall, 1993, 1994) indicates elevated
concentrations of radon are fairly widespread. Concentrations of radon-222 in the water from 11 of
25 wells sampled exceed the proposed USEPA MCL of 300 pCi/L; 5 wells contain water with radon-222

Summary of selected chemical constituents and properties analyzed for the Ledger Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

92 — — — 455 600 700 155 1,500

Field hardness 99 — — — 190 270 310 68 480
Field pH (standard units) 45 — <6.5 >8.5 1 7.2 7.4 7.8 5.7 8.0
Bicarbonate 54 — — — 170 220 260 58 400
Calcium 39 — — — 50 62 72 10 120
Chloride 54 — 250 1 9.3 17 27 .00 290
Iron 50 — .3 3 .010 .020 .060 .000 .860
Lead 28 0.015 — 1 .001 .002 .002 .000 .020
Magnesium 40 — — — 24 35 39 5.8 54
Manganese 47 — .05 6 .001 .008 .012 .000 1.9
Mercury 21 .002 — 1 <.001 .001 .001 <.001 .003
Nitrate (as N) 37 10 — 11 2.6 6.5 12 .20 39
Potassium 38 — — — 1.4 2.2 3.6 .20 9.3
Radium 226 (pCi/L) 5 20 — 1 .15 .35 49 .10 98
Radium 228 (pCi/L) 5 20 — 0 .75 1.1 11 .50 20
Radon 222 (pCi/L) 13 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 9 220 620 1,500 120 5,800
Silica 28 — — — 7.6 8.2 9.5 6.6 18
Sodium 39 — — — 4.0 5.6 12 1.9 130
Sulfate 50 — 250 0 16 33 48 4.0 240
Total dissolved solids 54 — 500 8 269 356 414 73 730
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concentrations at or within 40 pCi/L of the proposed MCL. Activities up to 860 pCi/L radon-222 are
reported by Durlin and Schaffstall (1993; 1994); the median is 300 pCi/L. Hess and others (1985, table 7)
have shown that higher concentrations of radon are common in wells with low yields.

Zooks Corner Formation (Czc)

The Zooks Corner Formation underlies about 42 mi2 of the Piedmont Lowland. It crops out in four,
east-west trending belts that extend from the communities of Lancaster to New Holland, with one belt
extending further eastward to near Morgantown (Berg and others, 1980). The Zooks Corner Formation
was named by Meisler and Becher (1967) for exposures along Conestoga Creek, near the Village of Zooks
Corner, Lancaster County.

Geologic description.— The Zooks Corner Formation is very fine-grained, white to medium-dark-
gray, thin- to thick-bedded, silty to sandy dolomite with shaley beds common. White to medium-gray
beds of limestone and medium bedded, crossbedded dolomitic sandstones also are present; at some
stratigraphic horizons the limestones are dominant over the dolomite. Other sedimentary structures
include small scale cross-laminae, ripple marks, mud cracks, graded bedding, and possible soft-sediment
deformation (Meisler and Becher, 1971, p. 17-18). Thickness of the Zooks Corner Formation in the type
section is about 1,600 ft (Meisler and Becher, 1971, p. 17) but may be considerably thinner elsewhere.

The Zooks Corner Formation commonly underlies valleys, with low rolling topography and gentle
slopes. Joints are moderately to well developed, regularly spaced, and open; many are filled with calcite
(Geyer and Wilshusen, 1982, p. 290). Solution cavities are common in the bedrock.

MacLachlan (1994a, p. 23) noted that the Lower (?) to Middle Cambrian Zooks Corner Formation is
associated with the inner margin of the Ledger bank margin facies and may represent the transition from
bank margin to shelf. To the west of Chester County, the Zooks Corner separates the Ledger from the
Elbrook; it is less than 100 ft thick and consists of dolomitic, silty, and sandy rock. MacLachlan (1994b,
p. 152-153) indicated the Zooks Corner Formation is present in the Downingtown area; however, this unit
has not been mapped in Chester County.

The Zooks Corner Formation interfingers with the underlying Ledger Formation and grades into the
overlying Buffalo Springs Formation. Because of its conformable relation with the underlying Ledger
Formation, the Zooks Corner has been assigned a tentative Middle Cambrian age by Meisler and Becher
(1967).

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Zooks Corner Formation are presented in the tables below.

Reported well depth, Zooks Corner Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 94 81 109 151 231 399 68 700
Drilled, domestic 49 84 108 150 207 289 68 400
Drilled, high-demand 17 90 230 306 430 500 69 500
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Hydr ologic pr oper ties.— Water levels for wells completed in the Zooks Corner Formation are
presented in the table below. Depths to water in 134 wells range from 5 to 190 ft below land surface; the
median is 25 ft below land surface.

Reported yields for wells completed in the Zooks Corner Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from five wells. Four of seven wells with reported yields of
100 gal/min or greater are deeper than 200 ft.

Specific capacities for wells completed in the Zooks Corner Formation are presented in the table
below. One well has a specific capacity of 0.04 (gal/min)/ft or less and is incapable of meeting most
domestic or other water-use demands. Wells with specific capacities of 1.0 (gal/min)/ft or greater are
reported from 13 wells; only 2 wells are deeper than 200 ft. A 24-hour single-well aquifer test at an average
discharge of 240 gal/min in a well completed at a depth of 232 ft resulted in a specific capacity of
48 (gal/min)/ft.

Reported casing length, Zooks Corner Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90,
ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 44 12 20 51 78 100 5 208
Drilled, domestic 15 9 15 20 61 88 5 90
Drilled, high-demand 10 40 23 40 79 197 7 105

Water levels, Zooks Corner Formation

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-
fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 22 20 32 43 54 102 13 190
Slope 43 14 22 30 57 75 11 102
Valley 60 8 14 21 25 36 5 122

Reported well yield, Zooks Corner Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 35 3.0 10 40 75 244 1.0 300
Domestic 15 1.6 3.0 10 30 54 1.0 75
High-demand 16 29 40 60 138 250 25 250

Reported specific capacity, Zooks Corner Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 20 0.29 0.75 1.8 28 120 0.04 160
Domestic 9 — .80 1.1 3.8 — .52 46
High-demand 2 — — 24 — — .26 48
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Values of hydraulic conductivity and transmissivity for the Zooks Corner Formation are presented
below; a specific yield of 0.02 was used in estimating these hydrologic properties. The median hydraulic
conductivities of wells on hilltops (2 wells), slopes (10 wells), and in valleys (4 wells) are 1.5, 46, and
0.65 ft/d, respectively. The median transmissivities of wells on hilltops is 110 ft2/d; on slopes, 2,300 ft2/d;
and in valleys, 72 ft2/d.

In their digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b,
tables 6 and 14) used a specific yield of 0.07 and a hydraulic conductivity of 1.5 ft/d for the Zooks Corner
Formation. For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8
and 16) used a specific yield of 0.035 for the upper 200 ft and hydraulic conductivities of 2.01 and
11.36 ft/d for different carbonate blocks that included the Zooks Corner Formation.

The depths of water-bearing zones in 25 wells drilled as deep as 700 ft range from 42 to 562 ft below
land surface. Fifty percent of the 58 water-bearing zones reported are penetrated by a depth of 110 ft and
90 percent by a depth of 267 ft. The greatest density of water-bearing zones (0.88 per 50 ft of well depth) is
from 151 to 200 ft below land surface (fig. 40); the density of water-bearing zones at depths of 251 ft or
greater are based on the presence of four or less water-bearing zones per 50-ft interval. The overall density
of water-bearing zones in the Zooks Corner Formation is 0.48 per 50 ft of well depth.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Zooks Corner Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 16 0.36 0.97 3.6 120 1,500 0.09 2,400
Transmissivity (ft2/d) 16 58 100 210 4,200 31,000 34 36,000
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Water quality .—As seen in the following table, wells completed in the Zooks Corner Formation
yield water that contains moderate to high concentrations of dissolved solids, is very hard, and is
generally alkaline. Magnesium and calcium are the dominant cations, and bicarbonate is the dominant
anion. Elevated concentrations of manganese, nitrate, and dissolved solids and very hard water are the
most common water-quality problems. Elevated concentrations of aluminum, calcium, magnesium,
chloride, iron, nickel, sodium, and potassium also have been reported.

The large number of wells containing water above the USEPA MCL for nitrate may, at least in part,
be the result of incorporating samples collected during a study in Lancaster and Berks Counties (Fishel
and Lietman, 1986). The purpose of the study was to evaluate the regional extent of nitrate and herbicide
contamination in the Conestoga River headwaters and to evaluate the effects of agricultural best-
management practices on water quality. Fishel and Lietman (1986) believed that elevated nitrate
concentrations in the ground water were strongly correlated to agricultural land use. Of the 19 wells
completed in the Zooks Corner Formation and included in the Lancaster and Berks Counties study,
12 contain water with nitrate (as N) above the MCL. However, M. Brown of the Pennsylvania Department
of Environmental Resources (oral commun., 1991), noted that elevated nitrate concentrations may be more
closely correlated to carbonate terrain and the associated soils than agricultural practices.

Figure 40. Number and density of water-bearing zones per 50 feet of well depth in the Zooks
Corner Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Additional work in the Zooks Corner Formation (Durlin and Schaffstall, 1993; 1994) indicates
elevated concentrations of radon also are a common water-quality problem. Concentrations of radon-222
in the water from six wells met or exceeded the proposed USEPA MCL of 300 pCi/L. Activities in the
Zooks Corner Formation ranged from 300 to 2,600 pCi/L; the median was 690 pCi/L. Senior and Vogel
(1995) found that the concentrations of dissolved radium (radon-222 is the daughter product of radium-
226) is inversely related to pH and directly to total dissolved solids, dissolved organic carbon, barium, and
sulfate concentrations. Additional information on the source and significance of these and other selected
dissolved constituents and properties of ground water are presented in the appendix.

Buffalo Springs Formation (Cbs)

The Buffalo Springs Formation underlies about 22 mi2 of the Piedmont Lowland. It crops out in
several east-west trending belts in northern and central Lancaster County and extreme southern Berks
County (Berg and others, 1980). The Buffalo Springs Formation was named for the Village of Buffalo
Springs in the Great Valley Section of the Valley and Ridge Physiographic Province, which is north of the
study area, by Gray and others (1958). Meisler and Becher (1967) extended the name Buffalo Springs
Formation to the Lancaster area based upon stratigraphic position and lithologic similarities. MacLachlan
(1994a, p. 22), however, has indicated that the Buffalo Springs Formation is actually the Elbrook Formation
and that the name Buffalo Springs Formation should be abandoned.

Geologic description.— The Buffalo Springs Formation is composed of white, pinkish-gray, to
medium-dark-gray limestones interbedded with light pinkish-gray and yellowish-gray to medium-dark-
gray dolomites. There is extensive lateral variation in the composition, color, and texture of the formation.

Summary of selected chemical constituents and properties analyzed for the Zooks Corner Formation

[Concentrations in milligram per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

108 — — — 556 650 809 375 1,510

Field hardness 111 — — — 240 290 340 120 580
Field pH (standard units) 11 — <6.5 >8.5 0 7.1 7.2 7.4 6.8 7.5
Bicarbonate 34 — — — 210 240 270 2.0 490
Calcium 33 — — — 51 60 77 .60 130
Chloride 34 — 250 2 12 20 30 3.3 550
Iron 16 — .3 2 .040 .10 .15 .010 1.2
Magnesium 33 — — — 34 39 44 .10 77
Manganese 12 — .05 4 .000 .020 .060 .000 .21
Nickel 7 .1 — 1 .010 .015 .11 .010 .14
Nitrate (as N) 34 10 — 17 9.2 11 14 .01 48
Potassium 32 — — — 2.0 2.3 3.7 .10 100
Silica 9 — — — 7.9 8.8 11 6.3 14
Sodium 32 — — — 3.6 4.9 18 2.0 240
Sulfate 33 — 250 0 30 40 65 15 180
Total dissolved solids 34 — 500 13 327 392 488 0.0 1,500

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Limestone beds contain stromatolites, oolites, and stringers composed of chert. Dolomite beds are
commonly argillaceous, silty, or sandy and contain chert stringers, cross laminae and ripple marks.
Thickness of the Buffalo Springs Formation varies from 1,500 to 3,800 ft (Meisler and Becher, 1968, p. 3).

The Buffalo Springs Formation commonly underlies valleys with rolling topography, low relief, and
gentle slopes. Joints are moderately developed and moderately abundant but irregularly spaced. Most
joints are open but some are filled with quartz and calcite (Geyer and Wilshusen, 1982, p. 51-53). The
Buffalo Springs Formation is moderately resistant to weathering. The regolith contains small to large
fragments of bedrock. Bedrock pinnacles beneath the regolith are common.

The Buffalo Springs Formation is of Middle Cambrian age and is the lower most formation in the
Conococheague Group (Meisler and Becher, 1967). The formation is gradationally interbedded at the
contacts with both the underlying Zooks Corner Formation and the overlying Snitz Creek Formation
(table 8). MacLachlan (1994a, p. 22) believed that the Buffalo Springs Formation represents a
predominantly subtidal, shelf deposit that received considerable amounts of terrigenous clastics.

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Buffalo Springs Formation are presented in the tables below.

Hydr ologic pr oper ties .— Water levels for wells completed in the Buffalo Springs Formation are
presented in the table below. Depths to water in 98 wells range from 5 to 178 ft below land surface; the
median is 29 ft below land surface.

Reported well depth, Buffalo Springs Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 51 80 105 192 243 482 63 595
Drilled, domestic 31 81 105 175 205 377 65 545
Drilled, high-demand 5 — 154 215 495 — 133 500

Reported casing length, Buffalo Springs Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 18 12 28 57 81 202 10 400
Drilled, domestic 11 12 20 50 80 337 12 400
Drilled,high-demand 3 — — 118 — — 53 180

Water levels, Buffalo Springs Formation

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 11 15 28 65 78 166 13 178
Slope 28 13 29 38 58 75 11 147
Valley 55 8 14 23 32 42 5 74
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Reported yields for wells completed in the Buffalo Springs Formation are presented in the table
below. Yields of 5.0 gal/min or less are reported from four wells. Only two wells have reported yields
greater than 80 gal/min; one is in a flood plain and within 900 ft of the Susquehanna River and the other is
within 500 ft of the Chickies Creek.

Specific capacities for wells completed in the Buffalo Springs Formation are presented in the table
below and are from USGS single-well aquifer tests. Rates of discharge range from 3.5 to 14 gal/min.
If wells pumped less than 1 hour (28 wells) are included, the range of specific capacities is from 0.01 to
200 (gal/min)/ft; the median is 1.6 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Buffalo Springs Formation are presented
in the table below; a specific yield of 0.03 was used in estimating these hydrologic properties. The median
hydraulic conductivities of wells on slopes (2 wells) and valleys (3 wells) are 0.99 and 68 ft/d, respectively.
The median transmissivities of wells on slopes is 130 ft2/d; and in valleys, 1,400 ft2/d.

In their work in the Little Conestoga Creek Basin in Lancaster County, Meisler and Becher (1971)
estimated a specific yield of 0.04 for different units that included the Buffalo Springs Formation. For their
digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and
14) used a specific yield of 0.07 and a hydraulic conductivity of 1.1 ft/d for the Buffalo Springs Formation.
For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16)
estimated a specific yield of 0.035 for the upper 200 ft and hydraulic conductivities of 2.01 and 11.36 ft/d
for different carbonate blocks that included the Buffalo Springs Formation.

The depths of water-bearing zones in nine wells drilled as deep as 595 ft range from 40 to 525 ft
below land surface. Fifty percent of the 20 water-bearing zones reported are penetrated by a depth of 180 ft
and 90 percent by a depth of 489 ft. The densities of water-bearing zones shown in figure 41 are based
upon four or fewer water-bearing zones per 50-ft interval and may change considerably with additional
information. The overall density of water-bearing zones in the Buffalo Springs Formation is 0.34 per 50 ft
of well depth.

Reported well yield, Buffalo Springs Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 15 1.8 3.0 15 45 350 1.5 350
Domestic 9 — 2.7 15 23 — 1.5 45
High-demand 3 — — 350 — — 6.7 350

Reported specific capacity, Buffalo Springs Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75

All 6 1.5 56 0.17
Domestic 2 .93 — .17
High-demand 1 — — .17

Hydraulic conductivity and transmissivity from single-well aquifer tests, Buffalo Springs Formation

[ft/d, feet per day; ft2/d, feet squared per day; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Hydrologic property
Number
of wells

P25 Median P75 Minimum Maximum

Hydraulic conductivity (ft/d) 5 0.99 6.2 900 0.26 1,700
Transmissivity (ft2/d) 5 91 250 23,000 17 46,000
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Water quality .—As seen in the following table, wells completed in the Buffalo Springs Formation
generally yield water that contains moderate to high concentrations of dissolved solids, is very hard, and
alkaline. Calcium is the dominant cation, and bicarbonate is the dominant anion. Aside from hard water,
elevated concentrations of nitrate and dissolved solids are the most common water quality problems. The
well with the softest water also has the lowest specific conductance. This well is in a small draw that drains
quartzite ridges about 500 ft away. Based on the soft water, low dissolved solids, and proximity to the
Harpers and Chickies Formations, it is fairly certain that this well is intercepting noncarbonate water. The
noncarbonate water probably is moving along solution openings or channels that the more aggressive
water from the quartzite ridge has dissolved into the more soluble Buffalo Springs Formation.

Figure 41. Number and density of water-bearing zones per 50 feet of well depth in the Buffalo
Springs Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Elbr ook Formation (Ce)

The Elbrook Formation crops out over a 12-mi2 area in the Chester Valley of Chester and
Montgomery Counties (Berg and others, 1980). The Elbrook Formation was named for exposures near
Elbrook, Franklin County, by Stose (1908). Jonas and Stose (1930) extended the name Elbrook to the
Lancaster area on the basis of stratigraphic location and lithologic character. Meisler and Becher (1967),
however, renamed this section the Buffalo Springs Formation, a name since rejected by MacLachlan
(1994a, p. 22).

Geologic description.— The Elbrook Formation is light gray to white, finely laminated, fine-
grained, interbedded limestone, dolomite, and marble. Muscovite and sericite are present along cleavage
and bedding planes and are the result of pressure solution. Locally, a resistant sandy limestone and chert-
rich sandstone occurs at the base. In Lancaster County a similar sandstone appears, which led Jonas and
Stose (1930) to believe it represented the Waynesboro Formation of the Great Valley Section of the Ridge
and Valley Physiographic Province. Lyttle and Epstein (1987) suggested that the Elbrook in the Chester
Valley is at a slightly higher metamorphic grade than the rocks farther north. Faill (in Sloto, 1994, p. 13)
noted that the Elbrook in the Chester Valley is possibly different than the Elbrook west of Chester County.
Bascom and Stose (1932) estimated a total thickness of 300 ft for this unit and Lyttle and Epstein (1987)
about 800 ft.

The Elbrook Formation commonly forms low hills, with gentle and stable slopes. Joints are
moderately developed and moderately abundant but irregularly spaced. Most joints are open, but some
are filled with quartz and calcite (Geyer and Wilshusen, 1982, p. 108-110). The Elbrook Formation is
moderately resistant to weathering with a bedrock-mantle interface characterized by pinnacles.

Summary of selected chemical constituents and properties analyzed for the Buffalo Springs Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

72 — — — 563 670 840 140 3,000

Field hardness 71 — — — 260 290 340 34 620
Field pH (standard units) 10 — <6.5 >8.5 0 7.2 7.4 7.7 6.6 8.0
Bicarbonate 14 — — — 220 240 260 130 320
Calcium 14 — — — 60 66 90 29 120
Chloride 14 — 250 1 12 18 47 6.4 360
Iron 4 — .3 0 .010 .050 .095 .000 .13
Magnesium 14 — — — 36 38 41 13 48
Manganese 4 — .05 0 .000 .010 .025 .000 .030
Nitrate (as N) 16 10 — 4 .96 2.1 6.9 .23 30
Potassium 14 — — — 2.3 2.9 4.5 1.2 19
Silica 3 — — — 8.3 10 11 7.9 11
Sodium 14 — — — 2.9 9.8 18 2.3 32
Sulfate 14 — 250 1 36 68 79 20 410
Total dissolved solids 14 — 500 5 394 432 508 280 734

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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The Middle to Upper Cambrian Elbrook Formation is a normal marine, subtidal to possibly
supratidal limestone deposited on a shelf that was receiving a considerable amount of argillaceous
terrigenous clastics (MacLachlan, 1994a, p. 22). The Elbrook Formation is in gradational contact with the
underlying Ledger Dolomite and the upper contact with the Conestoga Formation is a possible
unconformity or the locus of thrusting.

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Elbrook Formation are presented in the tables below.

Hydr ologic pr oper ties.— Water levels for wells completed in the Elbrook Formation are presented
in the table below. Depths to water in 104 wells range from flowing at land surface to 172 ft below land
surface; the median is 38 ft below land surface.

In his study of eastern Chester County, Sloto (1987, p. 34-35) monitored water-level fluctuations in
five wells completed in the Elbrook Formation; one was near an active quarry. In the wells not near the
active quarry, water levels were less than 40 ft below land surface and fluctuated from 6 to 15 ft. In the well
near the active quarry, the water level was as deep as 156.8 ft below land surface and fluctuated more than
34 ft.

Reported well depth, Elbrook Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 88 95 143 228 329 500 60 600
Drilled, domestic 44 87 121 198 268 340 60 560
Drilled, high-demand 10 160 207 311 501 595 93 595

Reported casing length, Elbrook Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 61 20 25 49 107 156 11 230
Drilled, domestic 24 20 21 40 79 153 18 230
Drilled, high-demand 10 26 39 99 155 199 26 204

Water levels, Elbrook Formation

[Water levels in feet below land surface; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 2 — — 72 — — 37 108
Slope 62 20 26 41 67 82 2 132
Valley 23 3 11 17 58 141 F 172
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Reported yields for wells completed in the Elbrook Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 15 wells; 8 are domestic wells. Nine of 11 wells with
reported yields of 100 gal/min or greater are deeper than 200 ft. Seven wells have reported yields of
450 gal/min or greater; 5 are within 300 ft of a small creek or a formational contact with the Ledger or
Conestoga Formations.

Specific capacities for wells completed in the Elbrook Formation are presented in the table below. Six
wells (drilled to depths of 156 to 360 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or
less and are incapable of meeting most domestic or other water-use demands. Half of the eight wells with
specific capacities of 1.0 (gal/min)/ft or greater are deeper than 200 ft. Wells with a pumping duration of
8 hours or longer (5 wells) have specific capacities that range from 0.01 to 167 (gal/min)/ft; the median is
1.9 (gal/min)/ft. The three wells with specific capacities of 10 (gal/min)/ft or greater are in valleys. Two
of the three wells are within 400 ft of a creek; the other is within 400 ft of the Ledger Formation. High-
demand wells generally have greater specific capacities than domestic wells.

Values of hydraulic conductivity and transmissivity for the Elbrook Formation are presented in the
table below; a specific yield of 0.03 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally greater in valleys, than on slopes. The median hydraulic
conductivities of wells on slopes (14 wells) and valleys (9 wells) are 0.80 and 0.58 ft/d, respectively. The
median transmissivities of wells on slopes is 38 ft2/d, and in valleys, 98 ft2/d.

For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and
16) used a specific yield of 0.035 for the upper 200 ft and estimated hydraulic conductivities of 1.34 and
2.01 ft/d for different carbonate blocks that included the Elbrook Formation. For his digital model in the
Valley Creek Basin of eastern Chester County, Sloto (1990) used a specific yield of 0.08 and estimated a
hydraulic conductivity of 7.0 ft/d. Analysis of five aquifer tests in the modeled area indicated
transmissivities ranged from 13 to 2,740 ft2/d; the median was 211 ft2/d.

Reported well yield, Elbrook Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 67 2.0 9.0 20 75 460 0.0 1,400
Domestic 28 2.0 5.0 15 28 53 .4 85
High-demand 14 7.8 44 130 971 1,300 5.5 1,400

Reported specific capacity, Elbrook Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 28 0.02 0.06 0.26 1.1 11 0.01 167
Domestic 14 .01 .04 .26 .83 6.3 .01 10
High-demand 7 — .20 1.2 24 — .02 167

Hydraulic conductivity and transmissivity from single-well aquifer tests, Elbrook Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 25 0.00 0.04 0.58 1.8 23 0.00 120
Transmissivity (ft2/d) 25 .60 8.9 31 150 2,700 .40 49,000
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The depths of water-bearing zones in 33 wells drilled as deep as 512 ft range from 28 to 490 ft below
land surface. Fifty percent of the 69 water-bearing zones reported are penetrated by a depth of 147 ft and
90 percent by a depth of 420 ft. The greatest density of water-bearing zones (0.83 per 50 ft of well depth) is
from 451 to 500 ft below land surface (fig. 42). The overall density of water-bearing zones in the Elbrook
Formation is 0.37 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Elbrook Formation generally
yield water that contains moderate to high amounts of dissolved solids, is very hard, and is alkaline.
Calcium and magnesium are the dominant cations, and bicarbonate is the dominant anion. Hard water is
the most common water-quality problem. However, elevated concentrations of iron, radon, and dissolved
solids also have been reported. The elevated chloride concentration is from a well near the Pennsylvania
Turnpike and State Route 29. Sloto (1987, p. 68) attributed the elevated chloride concentration to “* * * the
use of deicing salt on the Pennsylvania Turnpike.”Additional information on the source and significance
of these and other selected dissolved constituents and properties of ground water are presented in the
appendix.

Figure 42.  Number and density of water-bearing zones per 50 feet of well depth in the
Elbrook Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Snitz Creek Formation (Csc)

The Snitz Creek Formation crops out over a 5-mi2 area where it is mapped separately from the
Buffalo Springs Formation in northern Lancaster County (Berg and others, 1980). The Snitz Creek
Formation was named for exposures along the Cornwall-Lebanon Railroad tracks, about 0.5 mi south of
Midway, Lebanon County, by Gray and others (1958). Meisler and Becher (1971) extended the name Snitz
Creek to Lancaster County for exposures in a road cut about 1 mi south of Mount Joy.

Geologic description.— The Snitz Creek Formation is light- to dark-gray, fine-grained dolomite
that contains scattered beds of dolomitic quartz sandstone and limestone. The dolomite is commonly
argillaceous, silty, or sandy; weathered outcrops have a shaley appearance. The Snitz Creek Formation is
part of the Conococheague Group and considered by Meisler and Becher (1967) to be Upper Cambrian in
age. It is in gradational contact with the underlying Buffalo Springs Formation and the overlying Millbach
Formation. Thickness of the formation is estimated at between 300 and 400 ft (Meisler and Becher, 1971,
p. 21).

The Snitz Creek Formation is moderately resistant to weathering, generally forming low, broad hills.
Joints are moderately well developed, common, and open. Bedrock pinnacles commonly occur in the
regolith, solution cavities also are present (Geyer and Wilshusen, 1982, p. 262-263).

Summary of selected chemical constituents and properties analyzed for the Elbrook Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

12 — — — 543 603 650 360 960

Field hardness 11 — — — 180 270 290 140 310
Field pH (standard units) 13 — <6.5 >8.5 0 7.2 7.4 7.7 7.1 8.2
Bicarbonate 27 — — — 190 220 260 4.0 400
Calcium 12 — — — 48 58 62 40 77
Chloride 25 — 250 1 9.2 10 20 .00 350
Iron 14 — .3 1 .003 .009 .020 .000 .40
Magnesium 12 — — — 28 33 39 16 48
Manganese 13 — .05 0 .001 .002 .010 .000 .010
Nitrate (as N) 8 10 — 0 .17 2.6 3.1 .10 4.7
Potassium 11 — — — 1.4 1.6 2.0 .60 6.9
Radon 222 (pCi/L) 4 3 300 — 1 — 220 — 142 306
Silica 10 — — — 7.7 8.2 9.8 6.5 11
Sodium 12 — — — 3.8 4.5 9.4 1.5 31
Sulfate 24 — 250 0 26 37 64 3.6 180
Total dissolved solids 23 — 500 2 304 329 380 236 696

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Snitz Creek Formation are presented in the tables below.

Hydr ologic pr oper ties.— Water levels for wells completed in the Snitz Creek Formation are
presented in the table below. Depths to water in 18 wells range from 10 to 121 ft below land surface; the
median is 29 ft below land surface.

Reported yields for wells completed in the Snitz Creek Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from four wells. The presence of abundant argillaceous material
in this formation may reduce well yields relative to most other formations composed of carbonate rocks.

Values of hydraulic conductivity and transmissivity from specific-capacity tests are not available. In
their work in the Little Conestoga Creek Basin in Lancaster County, Meisler and Becher (1971) estimated a
specific yield of 0.04 for different units that included the Snitz Creek Formation. Gerhart and Lazorchick
(1984b, tables 6 and 14), in their work in parts of Bucks and Lancaster Counties, used a specific yield of
0.07 and a hydraulic conductivity of 1.1 ft/d for a carbonate block that consisted of the Buffalo Springs and
Snitz Creek Formations. For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick
(1988, tables 8 and 16) determined a specific yield of 0.035 for the upper 200 ft and a hydraulic
conductivity of 11.36 ft/d for a carbonate block that included the Snitz Creek Formation.

Reported well depth, Snitz Creek Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 17 38 55 150 325 621 28 705
Drilled, domestic 7 — 175 300 350 — 150 500
Drilled,high-demand 1 — — — — — 600 —

Reported casing length, Snitz Creek Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 13 9 12 19 30 83 9 111
Drilled, domestic 5 — 20 30 76 — 19 111

Water levels, Snitz Creek Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 2 — — 84 — — 47 121
Slope 16 12 16 24 32 45 10 57

Reported well yield, Snitz Creek Formation

[Yield in gallons per minute; P25, twenty-fifth percentile; P75, seventy-
fifth percentile]

Well type
Number
of wells

P25 Median P75

All 8 0.5 8.0 17
Domestic 5 1.0 5.0 29
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The depths of water-bearing zones in five wells drilled as deep as 350 ft range from 25 to 200 ft
below land surface. Fifty percent of the 13 water-bearing zones reported are penetrated by a depth of 125 ft
and 90 percent by a depth of 186 ft. The greatest density of water-bearing zones (1.50 per 50 ft of well
depth) is from 101 to 150 ft below land surface (fig. 43). The overall density of water-bearing zones in the
Snitz Creek Formation is 0.56 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Snitz Creek Formation
generally yield water that contains moderate amounts of dissolved solids, is very hard, and alkaline.
Calcium is the dominate cation, and bicarbonate is the dominant anion. Aside from very hard water,
elevated concentrations of dissolved solids and nitrate are the most common water-quality problems.
However, 10 of the wells sampled were for studies of nonpoint-source pollution and agricultural best-
management practices in Lancaster County (Fishel and Lietman, 1986; Chichester, 1988). Of these 10 wells,
7 are from a 47.5-acre site, and all 7 wells contain water with concentrations of nitrate in excess of the
USEPA MCL.

Work in the Snitz Creek Formation (Durlin and Schaffstall, 1994) indicates elevated concentrations
of radon in the ground water are possible. Concentrations of radon-222 in the water from one well
exceeded the proposed USEPA MCL of 300 pCi/L; the measured activity was 850 pCi/L. Additional
information on the source and significance of these and other selected dissolved constituents and
properties of ground water are presented in the appendix.

Figure 43.  Number and density of water-bearing zones per 50 feet of well depth in the Snitz
Creek Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Millbac h Formation (Cm)

The Millbach Formation underlies about 15 mi2 of the Piedmont Lowland Section in northern
Lancaster County (Berg and others, 1980). The Millbach Formation was named for exposures in a quarry
about 0.5 mi southwest of Sheridan, Lebanon County, by Gray and others (1958). Meisler and Becher
(1967) extended the name Millbach Formation to the Lancaster area.

Geologic description.— The Millbach Formation generally consists of white to light-pinkish-gray
finely crystalline limestone containing some gray laminae or thin gray beds of dolomite and limestone
(Meisler and Becher, 1971, p. 21). A few silty and sandy beds similar to that found in the Buffalo Springs
and Snitz Creek Formations are present. Thin chert beds, lenses, and stringers are scattered throughout the
formation. A few beds of carbonate cemented quartz sandstone also are present.

The Millbach Formation generally forms valleys with rounded hills of low topographic relief. Joints
are well developed, moderately abundant, regularly spaced, and open (Geyer and Wilshusen, 1982, p. 188-
189). The Millbach Formation is moderately resistant to weathering with a bedrock-mantle interface
characterized by pinnacles.

The formation is Upper Cambrian in age and is part of the Conococheague Group (Meisler and
Becher, 1967). It is in gradational contact with the underlying Snitz Creek Formation and overlying the
Richland Formation. Thickness of the formation is estimated to be between 1,200 and 2,000 ft (Meisler and
Becher, 1971 p. 22).

Summary of selected chemical constituents and properties analyzed for the Snitz Creek Formation

[Concentrations in milligram per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

3 — — — — 645 — 630 650

Field hardness 3 — — — — 320 — 310 340
Field pH (standard units) 3 — <6.5 >8.5 0 — 7.9 — 7.4 8.2
Bicarbonate 13 — — — 220 240 260 180 300
Calcium 13 — — — 68 94 110 47 190
Chloride 13 — 250 0 15 17 25 11 36
Iron 3 — .3 0 — .070 — <.010 .080
Magnesium 13 — — — 21 31 42 13 63
Manganese 3 — .05 0 — .010 — .010 .020
Nitrate (as N) 13 10 — 9 11 29 52 2.2 130
Potassium 13 — — — 1.6 2.5 10 .9 12
Silica 0 — — — — — — — —
Sodium 13 — — — 5.1 5.9 9.5 1.3 38
Sulfate 6 — 250 0 25 33 37 20 40
Total dissolved solids 13 — 500 4 374 400 498 304 1,100

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Millbach Formation are presented in the tables below.

Hydr ologic pr oper ties.— Water levels for wells completed in the Millbach Formation are presented
in the table below. Depths to water in 31 wells range from 8 to 63 ft below land surface; the median is 33 ft
below land surface.

Reported yields for wells completed in the Millbach Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 11 wells. Two of four wells with reported yields of
100 gal/min or greater are deeper than 200 ft. The well with the highest reported yield is about 400 ft from
a creek and 500 ft from the Stonehenge Formation. Another well, with a reported yield of 100 gal/min, is
on a fault and within 100 ft of a small stream.

Reported well depth, Millbach Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 44 67 125 185 248 350 55 500
Drilled, domestic 36 100 125 185 248 382 55 500
Drilled, high-demand 2 — — 263 — — 225 300

Reported casing length, Millbach Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 38 16 24 51 65 86 4 103
Drilled, domestic 30 20 41 60 65 84 4 103
Drilled, high-demand 2 — — 63 — — 41 85

Water levels, Millbach Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 3 — — 42 — — 19 48
Slope 11 12 22 28 34 59 9 62
Valley 17 10 16 34 45 62 8 63

Reported well yield, Millbach Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 32 0.6 3.6 18 25 100 0.2 300
Domestic 28 .5 3.6 18 25 60 .2 300
High-demand 2 — — 52 — — 4.0 100
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Specific capacities from three wells pumped 1 hour or longer are 0.21, 0.54, and 4.7 (gal/min)/ft. The
well with the highest specific capacity was pumped at 100 gal/min and is near a major fault and a small
creek. If wells pumped less than 1 hour (8 wells) are included, then the range of specific capacities are from
0.02 to 4.7 (gal/min)/ft; the median is 0.52 (gal/min)/ft.

Hydraulic conductivity and transmissivity for a domestic well on a hilltop is 0.14 ft/d and 21 ft2/d,
respectively. For a high-demand well in a valley, the hydraulic conductivity is 4.8 ft/d and the
transmissivity is 1,000 ft2/d. A specific yield of 0.04 was used to estimate these hydrologic properties.

In their work in the Little Conestoga Creek Basin in Lancaster County, Meisler and Becher (1971)
estimated a specific yield of 0.04 for different units that included the Millbach Formation. In their digital
model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and 14) used
a specific yield of 0.07 and a hydraulic conductivity of 3.0 ft/d for the Millbach Formation. For the Lower
Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16) estimated a
specific yield of 0.035 for the upper 200 ft and hydraulic conductivity of 11.36 ft/d for a carbonate block
that included the Millbach Formation.

The depths of water-bearing zones in 31 wells drilled as deep as 500 ft range from 36 to 330 ft below
land surface. Fifty percent of the 58 water-bearing zones reported are penetrated by a depth of 200 ft and
90 percent by a depth of 385 ft. The greatest density of water-bearing zones (0.69 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 44). The overall density of water-bearing zones in the Millbach
Formation is 0.36 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Millbach Formation
generally yield water that contains moderate to high amounts of dissolved solids, is very hard, and is
alkaline. Additional information on the source and significance of these and other selected dissolved
constituents and properties of ground water are presented in the appendix.

Summary of selected chemical constituents and properties analyzed for the Millbach Formation

[Concentrations in milligram per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

23 — — — 550 640 740 425 900

Field hardness 24 — — — 225 260 310 140 380
Field pH (standard units) 1 — <6.5 >8.5 0 — 6.9 — 6.9 —
Bicarbonate 2 — — — — 280 — 240 300
Calcium 2 — — — — 96 — 87 97
Chloride 2 — 250 0 — 15 — 14 20
Iron 2 — .3 0 — .11 — .030 .17
Magnesium 2 — — — — 33 — 16 33
Manganese 2 — .05 0 — .000 — .000 .020
Nitrate (as N) 3 10 — 1 — 4.4 — 2.5 11
Potassium 2 — — — — 14 — 1.1 15
Silica 1 — — — — 8.5 — 7.7 9.2
Sodium 2 — — — — 5.6 — 5.3 7.2
Sulfate 2 — 250 0 — 61 — 35 67
Total dissolved solids 2 — 500 0 — 420 — 406 424
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Work in the Millbach Formation (Durlin and Schaffstall, 1994) indicates elevated concentrations of
radon in the ground water are possible. Concentrations of radon-222 in the water from two wells exceeded
the proposed USEPA MCL of 300 pCi/L; the measured activities were 770 and 820 pCi/L.

Richland Formation (Cr)

The Richland Formation underlies about 2.5 mi2 in Lancaster County (Berg and others, 1980). The
Richland Formation was named for exposures in a Reading Railroad cut 0.25 mi east of Richland, Lebanon
County, by Gray and others (1958). Meisler and Becher (1967) extended the name Richland Formation to
the Lancaster area on the basis of stratigraphic position and similar sedimentary characteristics.

Geologic description.— The Richland Formation is medium gray to medium-dark gray, finely
crystalline, interbedded limestone and dolomite. About 70 percent of this unit consists of limestone and
30 percent dolomite. The limestones commonly contain small amounts of dolomite grains, patches, and
laminae and some beds of conglomerate and calcarenite. Thin beds or stringers of chert also may be
present (Meisler and Becher, 1971, p. 22).

Figure 44 . Number and density of water-bearing zones per 50 feet of well depth in the Millbach
Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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The Richland Formation is part of a broad, undulating valley of low relief. Joints are well developed,
abundant, regularly spaced, and open (Geyer and Wilshusen, 1982, p. 239-240). The Richland Formation is
moderately resistant to weathering with a bedrock-mantle interface characterized by pinnacles.

The Richland Formation is Upper Cambrian in age and is the uppermost formation in the
Conococheague Group (Meisler and Becher, 1967). The base of the Richland is gradational with the
underlying Millbach Formation, contact with the overlying Stonehenge Formation is structually complex
and abrupt. Meisler and Becher (1971, p. 22) estimated a maximum thickness of the Richland Formation at
about 550 ft.

Well depths and casing lengths.— Only four domestic wells and one public well are completed in
the Richland Formation of the Piedmont Lowland Section. Two domestic wells have well depths of 101
and 265 ft below land surface, the latter also has a casing depth of 35 ft. The public well has a depth of
135 ft.

Hydr ologic pr oper ties.— Water levels in five wells range from 9 to 48 ft below land surface; the
median is 28 ft. The two wells on slopes have depths to water of 9 and 48 ft, and the three wells in a valley
have depths to water of 9, 28, and 39 ft.

Reported yields for wells completed in the Richland Formation are presented in the table below. All
reported yields and specific capacities are from USGS single-well aquifer tests.

Specific capacities of two wells with a pumping duration of 1 hour are 0.35 and 6.3 (gal/min)/ft. The
specific capacities of three wells with a pumping duration of less than 1 hour are 0.03, 0.05, and
0.14 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Richland Formation are from one well.
The hydraulic conductivity is 0.49 ft/d and the transmissivity is 39 ft2/d; these hydrologic properties were
estimated by using a specific yield of 0.04.

In their digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b,
tables 6 and 14) used a specific yield of 0.07 and a hydraulic conductivity of 2.5 ft/d for the Richland
Formation.

There is no information on water-bearing zones.

Water quality .—Field measurements of specific conductance are 630, 530, 450, and 650 µS/cm; the
four hardness values are 260, 200, 170, and 290 mg/L (as CaCO3).

Reported well yield, Richland Formation

[Yield in gallons per minute; —, insufficient data available; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75 Minimum Maximum

All 5 2.4 3.9 6.1 1.7 7.6
Domestic 4 — 3.9 — 1.7 7.6
High-demand 1 — 3.9 — 3.9 —



161

Stoneheng e Formation (Os)

The Stonehenge Formation underlies about 26 mi2 of the Piedmont Lowland Section in northern
Lancaster County. It crops out in a series of narrow, elongate, fault truncated, east-west trending belts
(Berg and others, 1980). Meisler and Becher (1967) divided the Beekmantown Limestone of Jonas and Stose
(1930) into three geologic units (Stonehenge, Epler, Ontelaunee), and, on the basis of lithology and
stratigraphic position, correlated them to units of the Beekmantown Group in Berks (Hobson, 1957) and
Lebanon (Gray and others, 1958) Counties, Pa.

Geologic description.— The Stonehenge Formation consists of medium gray to medium-dark gray,
finely crystalline limestone and dark shale laminae. Beds of calcarenite are common locally and contain
fragments of pelmatozoan stem plates and other fossil detritus. Thickness of the Stonehenge Formation
varies from 500 to 1,000 ft (Meisler and Becher, 1967).

The Stonehenge Formation is moderately resistant to weathering, forming low-relief valleys with
gentle and stable slopes. Joints are poorly to well developed, moderately abundant, and open. Bedrock
pinnacles beneath the regolith are common and the regolith can be greater than 80 ft thick (Geyer and
Wilshusen, 1982, p. 269-270).

The Stonehenge Formation is of Ordovician age and the lowermost unit of the Beekmantown Group
(Hobson, 1957). Where the Richland Formation is absent, the Stonehenge Formation is in probable fault
contact with the Buffalo Springs or Millbach Formations. However, near Mount Joy, the Stonehenge
Formation may overlie the Millbach Formation in a normal stratigraphic sequence (Meisler and Becher,
1971). The Stonehenge Formation is conformably overlain by the Epler Formation.

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Stonehenge Formation are presented in the tables below. Little difference in well depth exists between
high-demand and domestic wells. Only five wells have used more than 35 ft of casing.

Reported well depth, Stonehenge Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 44 70 90 138 248 303 51 500
Drilled, domestic 25 60 78 120 237 320 51 500
Drilled, high-demand 15 81 110 150 300 305 67 312

Reported casing length, Stonehenge Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 21 6 14 21 37 59 5 64
Drilled, domestic 11 9 20 30 57 63 6 64
Drilled, high-demand 9 — 8 16 20 — 5 32
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Hydr ologic pr oper ties.— Water levels for wells completed in the Stonehenge Formation are
presented in the table below. Depths to water in 59 wells range from 6 to 63 ft below land surface; the
median is 30 ft below land surface.

Reported yields for wells completed in the Stonehenge Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from six wells. Four of 17 wells with reported yields of
200 gal/min or greater are deeper than 200 ft. All but 1 of the 17 wells with reported yields of 200 gal/min
or greater are within 500 ft of streams or springs.

Eleven wells have specific capacities of 1.0 (gal/min)/ft or greater; 1 is deeper than 200 ft. Of the
eight wells with specific capacities greater than 2.0 (gal/min)/ft, six are within 500 ft of a stream; four of
the six have specific capacities of 38 (gal/min)/ft or greater. The specific capacities of four wells with
pumping durations of 8 hours or longer are 19, 27, 38, and 46 (gal/min)/ft. Meisler and Becher (1971,
p. 47) reported that specific capacities are generally higher in the Lititz belt than in the Mount Joy belt.
High-demand wells generally have greater specific capacities than domestic wells.

Water levels, Stonehenge Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 1 — — — — — 33 —
Slope 4 — — 36 — — 22 48
Valley 50 12 17 29 38 57 6 63

Reported well yield, Stonehenge Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 32 2.8 11 200 350 450 1.0 600
Domestic 11 2.1 3.5 30 40 88 2.0 100
High-demand 19 12 250 325 400 500 10 600

Reported specific capacity, Stonehenge Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 11 1.7 4.8 27 46 480 1.7 500
Domestic 4 — — 3.5 — — 1.7 30
High-demand 7 — 19 38 400 — 7.3 500
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Values of hydraulic conductivity and transmissivity for the Stonehenge Formation are presented
below; a specific yield of 0.04 was used in estimating these hydrologic properties. The median hydraulic
conductivities of wells on slopes (2 wells) and in valleys (8 wells) are 52 and 67 ft/d, respectively. The
median transmissivities of wells on slopes and in valleys are 6,100 and 5,900 ft2/d, respectively.

In their work in the Little Conestoga Creek Basin in Lancaster County, Meisler and Becher (1971)
estimated a specific yield of 0.04 for different units that included the Stonehenge Formation. For their
digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and
14) used a specific yield of 0.09 and a hydraulic conductivity of 85.2 ft/d for the Stonehenge Formation.
For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16)
determined a specific yield of 0.035 for the upper 200 ft and hydraulic conductivity of 11.36 ft/d for
different carbonate blocks that included the Stonehenge Formation.

The depths of water-bearing zones in seven wells drilled as deep as 300 ft range from 37 to 220 ft
below land surface. Fifty percent of the 13 water-bearing zones reported are penetrated by a depth of 152 ft
and 90 percent by a depth of 215 ft (fig. 45). The overall density of water-bearing zones in the Stonehenge
Formation is 0.38 per 50 ft of well depth.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Stonehenge Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 10 5.3 21 52 340 1,600 4.4 1,600
Transmissivity (ft2/d) 10 320 1,000 5,900 30,000 110,000 270 110,000
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Water quality .—As seen in the following table, wells completed in the Stonehenge Formation
generally yield water that contains moderate to high amounts of dissolved solids, is very hard, and is
alkaline. Calcium is the dominant cation, and bicarbonate is the dominant anion. Aside from very hard
water, elevated concentrations of nitrate appear to be the most common water-quality problem. Of the
11 wells that contain water that exceeds the USEPA MCL for nitrate, 7 are part of a regional network of
wells established for the USGS in the Conestoga River headwaters. In this study, a total of 42 wells
completed in carbonate and noncarbonate units have been sampled to evaluate the regional extent of
nitrate and herbicide contamination and to evaluate the effects of agricultural best-management practices
on water quality (Fishel and Lietman, 1986).

Work in the Stonehenge Formation (Durlin and Schaffstall, 1994) indicates elevated concentrations
of radon in the ground water are possible. Concentrations of radon-222 in the water from two wells
exceeded the proposed USEPA MCL of 300 pCi/L. The measured activities were 660 and 750 pCi/L.
Additional information on the source and significance of these and other selected dissolved constituents
and properties of ground water are presented in the appendix.

Figure 45. Number and density of water-bearing zones per 50 feet of well depth in the Stonehenge
Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Epler Formation (Oe)

The Epler Formation underlies about 56 mi2 of the Piedmont Lowland Section in northern Lancaster
County where it is exposed in five, structually complex, narrow, east-west trending belts (Berg and others,
1980). Meisler and Becher (1967) divided the Beekmantown Limestone of Jonas and Stose (1930) into three
geologic units (Stonehenge, Epler, Ontelaunee), and, on the basis of lithology and stratigraphic position,
correlated them to units of the Beekmantown Group in Berks (Hobson, 1957) and Lebanon (Gray and
others, 1958) Counties, Pa.

Geologic description.— The Epler Formation consists of interbedded sequences of medium to
medium-dark gray, finely crystalline limestone and dolomite; with the limestone generally more
abundant. The lowermost beds generally are light-colored, white to light-pinkish-gray. Fossil detritus
containing pelmatozoan stem plates and coiled gastropods are more common in calcarenite beds than
elsewhere. Color bands and shale laminations are common throughout the formation. Lenses and
stringers of chert are scattered throughout this unit. Thickness of the Epler Formation is estimated to be
about 2,000 to 2,500 ft (Meisler and Becher, 1971).

The Epler Formation is moderately resistant to weathering, forming rolling valleys with gentle and
stable slopes. Joints are poorly to well developed, moderately abundant, and open. Bedrock pinnacles
beneath the regolith are common and the regolith can be greater than 80 ft thick; sinkholes and caves are
characteristic (Geyer and Wilshusen, 1982, p. 110-113).

The Epler Formation is of Ordovician age and is the middle unit of the Beekmantown Group
(Meisler and Becher, 1967). It is in conformable contact with the underlying Stonehenge Formation and the
overlying Ontelaunee Formation where present. In the Mount Joy belt and part of the Lititz belt, the
Cocalico Formation unconformably overlies the Epler Formation.

Summary of selected chemical constituents and properties analyzed for the Stonehenge Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

46 — — — 550 610 711 325 1,100

Field hardness 46 — — — 220 260 310 140 480
Field pH (standard units) 8 — <6.5 >8.5 0 7.1 7.5 8.2 6.8 8.4
Bicarbonate 16 — — — 210 230 260 29 310
Calcium 16 — — — 79 96 100 50 140
Chloride 16 — 250 0 14 18 30 7.3 130
Iron 8 — .3 1 .020 .030 .11 .000 .48
Magnesium 16 — — — 12 16 25 6.9 38
Manganese 8 — .05 1 .000 .000 .020 .000 .43
Nitrate (as N) 16 10 — 11 7.8 11 13 4.6 33
Potassium 16 — — — 1.4 1.9 3.1 .80 14
Silica 7 — — — 8.1 8.7 9.9 5.8 11
Sodium 16 — — — 5.1 8.0 12 2.6 68
Sulfate 16 — 250 0 25 30 38 14 220
Total dissolved solids 16 — 500 2 334 390 481 280 638

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Epler Formation are presented in the tables below. Well depths of 500 ft or greater are reported from
14 wells, 6 of which are domestic wells. High-demand wells are not significantly deeper or use more
casing than domestic wells. Casing depths of 100 ft or more are reported from seven wells; five are
domestic wells.

Hydr ologic pr oper ties.— Water levels for wells completed in the Epler Formation are presented in
the table below. Depths to water in 151 wells range from 3 to 220 ft below land surface; the median is 32 ft
below land surface.

Reported yields for wells completed in the Epler Formation are presented in the table below. Yields
of 5.0 gal/min are reported from 41 wells; 33 are domestic wells. Six of 10 wells with reported yields of
100 gal/min or greater are deeper than 200 ft. All but 1 of the 18 wells with reported yields of 200 gal/min
or greater are within 500 ft of a creek.

Reported well depth, Epler Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 193 75 124 190 300 400 25 657
Drilled, domestic 137 75 121 200 300 388 40 625
Drilled, high-demand 21 104 143 175 300 520 75 550

Reported casing length, Epler Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 140 20 30 41 59 78 3 200
Drilled, domestic 103 20 33 41 60 77 12 200
Drilled, high-demand 16 15 27 55 71 92 3 102

Water levels, Epler Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 7 — 35 54 60 — 27 83
Slope 25 18 25 32 46 64 14 80
Valley 97 15 24 32 44 57 3 105

Reported well yield, Epler Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 124 1.0 3.1 12 34 73 0.2 800
Domestic 92 1.0 2.7 10 29 50 .5 154
High-demand 20 3.2 8.0 50 94 600 1.5 800
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Specific capacities for wells completed in the Epler Formation are presented in the table below. Two
wells (well depths of 340 and 450 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or less
and are incapable of meeting most domestic or other water-use demands. Of the eight wells with specific
capacities greater than 1.0 (gal/min)/ft, only one is deeper than 200 ft. Specific capacities of wells with
pumping durations of 8 hours or longer are 0.04, 1.3, and 4.6 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Epler Formation are presented in the
table below; a specific yield of 0.04 was used in estimating these hydrologic properties. The median
hydraulic conductivities of wells on hilltops (1 well), slopes (1 well), and valleys (8 wells) are 0.99, 11, and
3.5 ft/d, respectively. The median transmissivity of wells on hilltops is 230 ft2/d; on slopes, 1,000 ft2/d;
and in valleys, 230 ft2/d.

In their work in the Little Conestoga Creek Basin in Lancaster County, Meisler and Becher (1971)
estimated a specific yield of 0.04 for different units that included the Epler Formation. For their digital
model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and 14) used
a specific yield of 0.06 and a hydraulic conductivity of 5.0 ft/d for several carbonate units that included the
Epler Formation. For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988,
tables 8 and 16) determined a specific yield of 0.035 for the upper 200 ft and hydraulic conductivities of
2.67 and 11.36 ft/d for different carbonate blocks that included the Epler Formation.

The depths of water-bearing zones in 120 wells drilled as deep as 657 ft range from 10 to 630 ft below
land surface. Fifty percent of the 237 water-bearing zones reported are penetrated by a depth of 143 ft and
90 percent by a depth of 313 ft. The greatest density of water-bearing zones (0.46 per 50 ft of well depth) is
from 151 to 200 ft below land surface (fig. 46). The density of water-bearing zones at depths of 351 ft or
greater are based on the presence of four or less water-bearing zones per 50-ft interval. The overall density
of water-bearing zones in the Epler Formation is 0.33 per 50 ft of well depth.

Reported specific capacity, Epler Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 16 0.03 0.32 1.4 2.4 13 0.02 14
Domestic 10 .02 .14 .99 4.6 14 .02 14
High-demand 5 — .64 1.3 3.2 — .64 4.6

Hydraulic conductivity and transmissivity from single-well aquifer tests, Epler Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 15 0.01 0.30 0.99 6.1 18 0.00 20
Transmissivity (ft2/d) 15 2.8 32 220 250 1,500 .25 2,300
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Water quality .—As seen in the following table, wells completed in the Epler Formation generally
yield water that contains moderate to high amounts of dissolved solids, is hard to very hard, and is
alkaline. Calcium is the dominant cation, and bicarbonate is the dominant anion. Aside from very hard
water, elevated concentrations of iron, manganese, nitrate, and dissolved solids are the most common
water-quality problems in the Epler Formation. Four of the 11 wells containing elevated nitrate
concentrations are part of a regional well network of the USGS in the Conestoga River Headwaters area. In
this study, 42 wells were sampled to evaluate the regional (188 mi2) extent of nitrate and herbicide
contamination and to evaluate the effects of agricultural best-management practices on water quality
(Fishel and Lietman, 1986).

In general, wells on hilltops (6 wells) or slopes (16 wells) have considerably harder water than wells
in valleys (72 wells); the medians are 350, 270, and 240 mg/L, respectively.

Work in the Epler Formation (Durlin and Schaffstall, 1994) indicates elevated concentrations of
radon in the ground water are possible. Concentrations of radon-222 in the water from four wells
exceeded the proposed USEPA MCL of 300 pCi/L; the measured activities were 390, 690, 1,100, and
1,200 pCi/L.

Figure 46.  Number and density of water-bearing zones per 50 feet of well depth in the Epler
Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Summary of selected chemical constituents and properties analyzed for the Epler Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

97 — — — 525 600 698 230 1,140

Field hardness 95 — — — 220 260 310 100 440
Field pH (standard units) 7 — <6.5 >8.5 0 7.1 7.4 7.6 6.8 7.8
Bicarbonate 25 — — — 200 220 250 100 400
Calcium 25 — — — 80 88 100 36 140
Chloride 25 — 250 0 13 21 33 7.0 110
Iron 19 — .3 4 .023 .080 .21 .000 1.8
Magnesium 25 — — — 17 21 29 8.5 38
Manganese 19 — .05 3 .000 .010 .030 .000 .21
Nitrate (as N) 25 10 — 11 5.9 8.8 17 .02 40
Potassium 25 — — — 1.5 2.0 3.2 .52 7.9
Silica 14 — — — 7.9 8.5 10 7.0 19
Sodium 25 — — — 5.3 8.1 13 2.9 64
Sulfate 25 — 250 0 19 30 45 7.4 110
Total dissolved solids 24 — 500 4 341 416 474 106 864

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Ontelaunee Formation (Oo)

The Ontelaunee Formation underlies about 6 mi2 of the Piedmont Lowland Section in northeast
Lancaster County (Berg and others, 1980). Meisler and Becher (1967) divided the Beekmantown Limestone
of Jonas and Stose (1930) into three geologic units (including the Ontelaunee Formation) and, on the basis
of lithology and stratigraphic position, correlated them to units of the Beekmantown Group in Berks
(Hobson, 1957) and Lebanon (Gray and others, 1958) Counties, Pa. According to Meisler and Becher
(1971), the entire section and lower contact is exposed in a quarry adjacent to the sewage disposal plant on
the south side of Manheim Borough.

Geologic description.— The Ontelaunee Formation consists generally of medium-light gray to
medium-dark gray, cryptocrystalline to finely-crystalline dolomite that commonly contains fine laminae.
A few, minor beds of dark gray limestone are scattered throughout the sequence. Thickness of the
Ontelaunee Formation ranges from 0 to 600 ft (Meisler and Becher, 1971).

The Ontelaunee Formation is moderately resistant to weathering, forming flat to rolling valleys with
gentle and stable slopes adjacent to dissected uplands of the Cocalico Formation. Joints are moderately to
well developed, moderately abundant, and commonly open. Bedrock pinnacles beneath the regolith are
characteristic (Geyer and Wilshusen, 1982, p. 213-215).

The Ontelaunee is of Middle Ordovician age and is the uppermost formation in the Beekmantown
Group (Meisler and Becher, 1967). The Ontelaunee Formation is absent in the Mount Joy belt and occurs
discontinuously between the Epler and Cocalico Formations in the Lititz belt. The southward thinning of
the Ontelaunee Formation is believed by Meisler and Becher (1971) to be caused by an erosional
truncation. Where present, the Ontelaunee Formation conformably overlies the limestones of the Epler
Formation and either is overlain conformably by limestones of the Annville Formation or is
unconformably overlain by the Cocalico Formation.

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Ontelaunee Formation are presented in the tables below.

Reported well depth, Ontelaunee Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 13 87 150 220 309 482 62 550
Drilled, domestic 10 127 188 223 304 374 125 380
Drilled, high-demand 2 — — 106 — — 62 150

Reported casing length, Ontelaunee Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 11 21 31 50 75 90 20 92
Drilled, domestic 8 — 31 51 79 — 20 92
Drilled, high-demand 2 — — 49 — — 23 75
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Hydr ologic pr oper ties.— Water levels for wells completed in the Ontelaunee Formation are
presented in the following table. Depths to water in three wells in valleys are 9, 10, and 63 ft below land
surface. The water level in one well on a slope is 82 ft below land surface.

Reported yields for wells completed in the Ontelaunee Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from five wells. Yields of 10 gal/min or greater are reported from
three wells; all are 200 ft or less in depth.

The two specific capacities available from wells completed in the Ontelaunee Formation are from
USGS single-well aquifer tests. The first well, pumped at a discharge rate of 6.8 gal/min for 12 minutes,
has a specific capacity of 0.1 (gal/min)/ft. The second well, pumped at a discharge rate of 24 gal/min for
1 hour, has a specific capacity of 2.2 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Ontelaunee Formation are limited.
A specific yield of 0.04 was used in estimating the hydraulic conductivity of 8.1 ft/d and a transmissivity
of 320 ft2/d for one well in a valley.

For their digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b,
tables 6 and 14) used a specific yield of 0.07 and a hydraulic conductivity of 2.5 ft/d for the Ontelaunee
Formation. For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8
and 16) estimated a specific yield of 0.035 for the upper 200 ft and hydraulic conductivities of 2.67 and
11.36 ft/d for different carbonate blocks that included the Ontelaunee Formation.

The depths of water-bearing zones in 10 wells drilled as deep as 550 ft range from 62 to 270 ft below
land surface. Fifty percent of the 19 water-bearing zones reported are penetrated by a depth of 140 ft and
90 percent by a depth of 250 ft. The greatest density of water-bearing zones (0.70 per 50 ft of well depth) is
from 101 to 150 ft below land surface (fig. 47). The overall density of water-bearing zones in the
Ontelaunee Formation is 0.32 per 50 ft of well depth.

Reported well yield, Ontelaunee Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 13 1.3 4.0 6.8 10 23 1.0 60
Domestic 10 2.4 4.0 6.4 9.4 24 1.0 60
High-demand 2 — — 16 — — 8.0 24
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Water quality .—As seen in the following table, wells completed in the Ontelaunee Formation
generally yield water that contains moderate amounts of dissolved solids, is hard to very hard, and is
alkaline. Calcium is the dominant cation, and bicarbonate is the dominant anion.

Figure 47.  Number and density of water-bearing zones per 50 feet of well depth in the
Ontelaunee Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Annville Formation, and Her shey and My ersto wn Formations, Undivided (Oha)

The Annville Formation has been mapped separately and jointly with the Hershey and Myerstown
Formations (Berg and others, 1980). Combined, these units underlie about 2.5 mi2 of the Piedmont
Lowland Section in Lancaster County. On the basis of lithology and stratigraphic position, Meisler and
Becher (1967) correlated the Annville Formation and Myerstown Formation in the Piedmont Lowland
Section to the Annville and Myerstown Formations of Prouty (1959) in the Great Valley Section of Dauphin
County, Pa. They did not find any evidence to indicate the presence of the Hershey Formation.

Geologic description.— The Annville Formation is light gray to medium-dark gray, finely
crystalline, partly laminated limestone. Thickness of the Annville in the Piedmont Lowland is about 200 ft
(Meisler and Becher, 1971).

The Myerstown is dark gray, coarsely crystalline, thinly bedded limestone and dark gray shaley
limestone. Fossil detritus, including pelmatozoan stem plates, are abundant. Thickness of the Myerstown
Formation in the Piedmont Lowland is about 200 ft (Meisler and Becher, 1971).

The Annville Formation, and Hershey and Myerstown Formations, undivided form part of a rolling
valley between the communities of Elizabethtown and Lancaster. For the Annville Formation, joints form
a blocky pattern and are generally abundant and open; some, however, can be filled with calcite (Geyer
and Wilshusen, 1982, p. 26-28). Joints in the Myerstown Formation have a platy pattern, are well
developed, fractured, and open (Geyer and Wilshusen, 1982, p. 193-194). Sinkholes and bedrock pinnacles
are common in the Annville Formation.

The Annville and Myerstown Formations are Middle Ordovician age (Prouty, 1959) and occur only
in the Lititz belt. Where visible in Dauphin County, the contact between the Annville and Myerstown
Formations is abrupt. If the Myerstown Formation is absent, the Annville Formation is either in fault
contact with or is overlain unconformably by the Cocalico Formation. The contact between the Myerstown

Summary of selected chemical constituents and properties analyzed for the Ontelaunee Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; less than; >, greater than; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75
Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

2 — — — — 739 — 520 957

Field hardness 2 — — — — 425 — 220 630
Field pH (standard units) 1 — <6.5 >8.5 0 — 6.8 — 6.8 —
Bicarbonate 2 — — — — 200 — 190 310
Calcium 2 — — — — 86 — 65 120
Chloride 2 — 250 0 — 24 — 20 48
Iron 1 — .3 0 — .050 — .050 —
Magnesium 2 — — — - 16 — 13 37
Manganese 1 — .05 0 — .000 — .000 —
Nitrate (as N) 2 — 2 — 17 — 13 24
Potassium 2 — — — — 1.8 — 1.0 12
Silica 0 — — — — — — — —
Sodium 2 — — — — 5.6 — 4.3 14
Sulfate 2 — 250 0 — 17 — 15 55
Total dissolved solids 2 — 500 1 — 416 — 356 792

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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and the Cocalico Formations is the site of a major unconformity. According to MacLachlan (Pennsylvania
Topographic and Geologic Survey, oral commun., 1996) the Annville Formation may represent a lagoonal
environment and the Myerstown Formation could represent a rapid marine incursion over the Annville
Formation.

Well depths and casing lengths.— Only two wells are known to be completed in the Annville and
Myerstown Formations. The single domestic well in the Annville Formation is 142 ft deep with a casing
length of 21 ft. For the Myerstown Formation, the well is 95 ft deep; data on casing length is not available.

Hydr ologic pr oper ties.— Depth to water in the single Annville Formation well is 20 ft below land
surface, and in the Myerstown Formation well, the depth to water is 12 ft below land surface. The specific
capacity from a 1-hour USGS single-well aquifer test in the Annville Formation, with a discharge rate of
7.8 gal/min, is 0.16 (gal/min)/ft. The specific capacity of another 1-hour USGS single-well aquifer test in
the Myerstown Formation, with a discharge rate of 7.3 gal/min, is 0.20 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Annville Formation are limited. A
specific yield of 0.04 was used in estimating the hydraulic conductivity of 0.12 ft/d and a transmissivity of
15 ft2/d for one well in a valley.

For their digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b,
tables 6 and 14) used a specific yield of 0.06 and a hydraulic conductivity of 5.0 ft/d for a unit of carbonate
rocks that included the Annville and Myerstown Formations. For the Lower Susquehanna River Basin
digital model, Gerhart and Lazorchick (1988, tables 8 and 16) estimated a specific yield of 0.035 for the
upper 200 ft and hydraulic conductivities of 2.67 and 11.36 ft/d for different carbonate blocks that
included the Annville and Myerstown Formations.

There are no data on reported water-bearing zones.

Water quality .—Field measurements of specific conductance and hardness in the water of the
Annville Formation well are 560 µS/cm and 220 mg/L, respectively. For the well completed in the
Myerstown Formation, the field measurements of specific conductance and hardness are 660 µS/cm and
260 mg/L, respectively. No laboratory analyses are available from either well.
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Conestoga Formation (OCc)

The Conestoga Formation underlies about 200 mi2 of the Piedmont Lowland in Adams, Chester,
Lancaster, Philadelphia, and York Counties (Berg and others, 1980); the largest exposures are in northern
Lancaster County. The reference section is along Conestoga Creek south of Lancaster, Lancaster County,
Pa. (Stose and Jonas, 1922).

Geologic description.— The Conestoga Formation has long been divided by many workers into an
upper and lower part; however, Gohn (1976) proposed a three-member (West York, Kreutz Creek, and
Wrightsville) stratigraphy on the basis of lithology. The upper part of the Conestoga Formation
(Wrightsville Member) consists of medium- to bluish-gray, fine- to coarse-grained, graphitic or micaceous
limestone with argillaceous, shaley partings. The lower part (Kreutz Creek Member) consists of gray to
blue, coarse-grained, thin- to thick-bedded limestone, argillaceous limestone and dolomite. Limestone
conglomerate beds (West York Member), with clasts that range in size from pebbles to boulders 30 ft
across, usually mark what has historically been considered the bottom of the formation. Coarsely
crystalline, silty, and sandy limestones (West York Member) also occur and in some places are interbedded
with conglomerates. Lyttle and Epstein (1987) noted that in the Chester Valley, the contact between the
upper and lower parts is the locus of considerable faulting, which may contain some thin slivers of Albite-
Chlorite Schist (Octoraro Phyllite).

The Conestoga Formation is moderately resistant to weathering, forming rolling hills and valleys.
Joints are poorly formed, moderately abundant, and generally open. Thickness of the regolith is highly
variable, bedrock pinnacles are common (Geyer and Wilshusen, 1982, p. 99-101).

Although the top of the Conestoga Formation is a tectonic contact, the base of the Conestoga
Formation has long been considered, at least in part, an unconformity (Jonas and Stose, 1930; Stose and
Jonas, 1922; 1939). MacLachlan (1994a), however, suggested that part of the Conestoga Formation is
equivalent to the Kinzers. MacLachlan cited the black shale of the Conestoga Formation (Stose and
Bascom, 1929) having been reassigned to the Kinzers Formation (Stose and Stose, 1944) owing to the
discovery of Lower Cambrian fossils. MacLachlan (1994a) further proposed that the rocks formally
assigned to the Conestoga Formation in the Downingtown area of Montgomery County, Pa., where fossils
have been dated as Lower Ordovician (Bascom and others, 1909), should be renamed the Henderson
Marble.

The Conestoga Formation is considered by MacLachlan (Pennsylvania Topographic and Geologic
Survey, oral commun., 1996) to represent slope deposits that contain proximal megabreccia to thin distal
turbidites with dark phyllitic partings. The West York Member is considered by Taylor and Durika (1990)
to represent proximal toe-of-slope debris flow deposits from the adjacent shelf margin. An exact thickness
of this unit is not known because the formation is repeatedly folded and faulted. Meisler and Becher
(1971), in Lancaster County, estimated a thickness of at least 1,000 ft; Lloyd and Growitz (1977), in York
County, estimated a thickness of 300 to 1,000 ft; and Poth (1968) and Sloto (1990), in Chester County,
estimated a thickness of 500 to 800 ft. Wise (1953) estimated a structurally corrected thickness of 2,000 to
4,000 ft in Lancaster County.
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Well depths and casing lengths.— Depths of wells completed in the Conestoga Formation are
presented in the table below. Casing lengths of 100 ft or greater are reported from 21 wells, 15 of which are
high-demand wells located in Montgomery County. Additional information is presented in the following
table.

Well depths in the Conestoga Formation can vary spatially. The depths of drilled wells in Adams
(20 wells), Montgomery (48 wells), and York (49 wells) Counties are significantly greater than in Chester
(96 wells) and Lancaster (68 wells) Counties. The depths of drilled wells in Montgomery County are also
significantly greater than in York County. The median depth of drilled wells in Adams County is 329 ft; in
Chester County, 120 ft; in Lancaster County, 125 ft; in Montgomery County, 271 ft; and in York County,
208 ft.

Casing lengths for wells completed in the Conestoga Formation are presented in the table below.

Casing length in the Conestoga Formation also can vary spatially. Casing lengths are significantly
greater in Montgomery County (31 wells) than in Adams (12 wells), Chester (72 wells), Lancaster
(14 wells), and York (24 wells) Counties. The median casing length of drilled wells in Adams County is
31 ft; in Chester County, 40 ft; in Lancaster County, 36 ft; in Montgomery County, 80 ft; and in York
County, 24 ft. For high-demand wells, casing lengths in Montgomery County (25 wells) are significantly
greater than in Adams (11 wells) and York (11 wells) Counties; the medians are 80, 32, and 36 ft,
respectively.

Hydr ologic pr oper ties.— Water levels for wells completed in the Conestoga Formation are
presented in the table below. Depths to water in 265 wells range from flowing at land surface to 217 ft
below land surface; the median is 24 ft below land surface. Water levels not only vary by topographic
setting, but also vary by county. Water levels in Lancaster (78 wells) and Montgomery (29 wells) Counties
are generally deeper than in Adams (18 wells), Chester (94 wells), or York Counties (46 wells). The median
depth to water in Adams County is 20 ft; in Chester County, 19 ft; in Lancaster County, 33 ft; in
Montgomery County, 64 ft; and for York County, 18 ft.

Reported yields for wells completed in the Conestoga Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported in 39 wells. Yields of 100 gal/min or greater are reported from
44 wells; 22 wells are deeper than 200 ft.

Reported well depth, Conestoga Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 281 65 95 160 300 414 25 820
Drilled, domestic 112 61 80 100 158 285 36 489
Drilled,high-demand 111 81 155 285 400 500 30 820

Reported casing length, Conestoga Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 153 18 22 40 70 125 6 562
Drilled, domestic 56 16 20 34 59 82 6 216
Drilled,high-demand 60 19 23 48 98 183 13 405
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Reported yields can vary by county. High-demand wells completed in the Conestoga Formation in
Montgomery County (32 wells) have significantly greater reported yields than in Adams (16 wells),
Lancaster (14 wells), and York (24 wells) Counties. The median reported yield of high-demand wells in
Montgomery County is 135 gal/min; in Adams County, 35 gal/min; in Lancaster County, 29 gal/min; and
in York County, 41 gal/min.

Specific capacities for wells completed in the Conestoga Formation are presented in the table below.
Eight wells (drilled from 125 to 489 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or
less and are incapable of meeting most domestic or other water-use demands. Twelve of 46 wells with
specific capacities of 1.0 (gal/min)/ft or greater are deeper than 200 ft. Five of 10 wells with specific
capacities greater than 20 (gal/min)/ft are within 400 ft of a stream; 2 others are within 400 ft of a major
fault or 200 ft of the Ledger Formation. The specific capacities of 23 wells with a pumping duration of
8 hours or longer range from 0.01 to 13 (gal/min)/ft; the median is 0.53 (gal/min)/ft.

Lloyd and Growitz (1977) pumped two wells in the Conestoga Formation of York County at
different rates and measured the change in specific capacity. They found that doubling the discharge rate
more than doubled the drawdown and decreased specific capacity by 36 to 46 percent.

Water levels, Conestoga Formation

[Water levels in feet below land surface; F, flowing well; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 31 20 24 40 52 81 12 146
Slope 126 10 13 27 42 65 3 217
Valley 76 5 8 16 28 40 F 80

Reported well yield, Conestoga Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 199 2.0 8.0 25 79 250 0.0 1,000
Domestic 68 2.0 5.0 15 30 50 .7 175
High-demand 98 11 25 62 156 448 0.0 1,000

Reported specific capacity, Conestoga Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 95 0.06 0.28 1.8 4.7 21 0.00 110
Domestic 37 .06 .43 2.1 6.7 36 .00 110
High-demand 42 .16 .33 2.1 4.1 20 .05 35
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Values of hydraulic conductivity and transmissivity for the Conestoga Formation are presented
below; a specific yield of 0.03 was used in estimating these hydrologic properties. Hydraulic conductivity
and transmissivity are generally lower on hilltops or slopes than in valleys. The median hydraulic
conductivities of wells on hilltops (9 wells), slopes (44 wells), and valleys (20 wells) are 0.55, 2.6, and
8.2 ft/d, respectively. The median transmissivities of wells on hilltops is 240 ft2/d; on slopes, 300 ft2/d;
and in valleys, 550 ft2/d.

In their work in the Little Conestoga Creek Basin in Lancaster County, Meisler and Becher (1971)
estimated a specific yield of 0.04 for different units that included the Conestoga Formation. In their digital
model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and 14) used
a specific yield of 0.08 and a hydraulic conductivity of 5.0 ft/d for the Conestoga Formation. For the Lower
Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16) determined a
specific yield of 0.035 for the upper 200 ft and hydraulic conductivities of 1.34 and 2.01 ft/d for different
carbonate blocks that included the Conestoga Formation. In a block consisting of just the Conestoga
Formation, Gerhart and Lazorchick estimated a hydraulic conductivity of 6.69 ft/d. For his digital model
in the Valley Creek Basin of eastern Chester County, Sloto (1990) used a specific yield of 0.08 and estimated
a hydraulic conductivity of 10 ft/d. Transmissivities, based on the analysis of four aquifer tests in the
modeled area, ranged from 1,250 to 1,680 ft2/d; the median was 1,540 ft2/d.

At the AIW Frank/Mid County Mustang Superfund Site, Chester County, Pa., Conger
(U.S. Geological Survey, written commun., 1997) estimated horizontal hydraulic conductivities and
transmissivities from rising and falling slug tests using three wells open to overburden or bedrock. The
hydraulic conductivity and transmissivity of a single well open to the overburden was 95.58 ft/d and
908 ft2/d, respectively. The hydraulic conductivities and transmissivities of two wells open to bedrock
were 0.11, 0.13, 0.013, and 0.019 ft/d and 7, 8, less than 2, and 3 ft2/d.

Near Littlestown, Pa., R.E. Wright Associates, Inc. (1989) conducted several step-drawdown and
long-term (72-hour) multiple-well aquifer tests. The aquifer tests indicated the Conestoga Formation was
anisotropic (drawdown elongate roughly parallel to strike); transmissivities were 121 and 92.9 ft2/d.

The depths of water-bearing zones in 59 wells drilled as deep as 508 ft range from 12 to 382 ft below
land surface. Fifty percent of the 107 water-bearing zones reported are penetrated by a depth of 90 ft and
90 percent by a depth of 246 ft. The greatest density of water-bearing zones (0.46 per 50 ft of well depth) is
from 151 to 200 ft below land surface (fig. 48). The overall density of water-bearing zones in the Conestoga
Formation is 0.40 per 50 ft of well depth.

Heatpulse flowmetering was conducted by the USGS in two wells near Littlestown, Pa. (Low and
Dugas, 1999). Under ambient conditions, the heatpulse flowmeter in well AD-208 (well depth 450 ft)
measured upward flow at 70, 150, 200, 250, 290, 350, and 390 ft below land surface and no flow at 420 ft.
Most water exits the borehole through a minor fracture at 66 ft below land surface. The driller reported
water entering the borehole at 310 and 405 ft below land surface. The second well, AD-762 (well depth
745 ft, but mud filled to 680 ft) was drilled through the New Oxford Formation and penetrated the
Conestoga Formation at a depth of 585 ft. Under ambient conditions, the heatpulse flowmeter measured
downward flow at 72 ft below land surface, upward flow at 110, 150, 250, 300, 350, 450, 550, 600, and 640 ft
below land surface, and no flow at 660 ft below land surface. Most water flowing upward exited the
borehole through the fracture zone from 128 to 137 ft below land surface. A fracture zone from 647 to 654 ft
below land surface produced most of the water entering the borehole from the Conestoga Formation.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Conestoga Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 77 0.02 0.15 1.9 20 49 0.00 5,400
Transmissivity (ft2/d) 77 5.9 40 310 790 5,500 .40 23,000
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Water quality .—As seen in the following table, wells completed in the Conestoga Formation
generally yield water that contains moderate amounts of dissolved solids, is very hard, and is alkaline.
Calcium is the dominant cation, and bicarbonate is the dominant anion. Aside from very hard water,
elevated concentrations of dissolved solids, iron, nitrate, and radon are the most common water-quality
problems in the Conestoga Formation. Lloyd and Growitz (1977) considered the water in the Conestoga
Formation to be a calcium bicarbonate type. Additional information on the source and significance of these
and other selected dissolved constituents and properties of ground water are presented in the appendix.

The three wells containing water with a field pH below 6.5 are at or near (within 1,200 ft) the contact
with the Albite-Chlorite Schist in the Chester Valley. The low pH, specific conductance, and hardness
associated with these three wells suggests mixing of different water types.

Figure 48. Number and density of water-bearing zones per 50 feet of well depth in the Conestoga
Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Topographic setting can affect water quality. As seen in the two tables below, water from wells on
hilltops and slopes have significantly higher specific conductance and hardness than wells in valleys. For
pH, there is very little difference between topographic settings. The median pH of wells on hilltops
(5 wells), slopes (39 wells), and in valleys are 7.1, 7.1, and 7.3, respectively.

Summary of selected chemical constituents and properties analyzed for the Conestoga Formation

[Concentrations in milligram per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

137 — — — 440 570 723 65 1,390

Field hardness 148 — — — 210 260 310 51 530
Field pH (standard units) 66 — <6.5 >8.5 4 7.0 7.2 7.5 5.4 8.9
Bicarbonate 57 — — — 160 190 230 8.0 330
Calcium 50 — — — 69 88 110 4.0 160
Chloride 55 — 250 0 14 21 36 2.0 110
Iron 57 — .3 7 .010 .060 .130 .000 1.9
Lead 30 0.015 — 3 .000 .002 .005 .000 .087
Magnesium 50 — — — 10 16 23 .50 54
Manganese 51 — .05 1 .000 .004 .010 .000 .49
Nitrate (as N) 45 10 — 16 2.8 6.0 13 .02 48
Potassium 45 — — — 1.7 2.3 3.8 .60 34
Radon (pCi/L) 6 3 300 — 5 520 640 800 65 2,100
Silica 29 — — — 9.7 10 12 6.5 22
Sodium 47 — — — 4.3 7.3 17 1.1 89
Sulfate 55 — 250 0 32 40 58 1.0 170
Total dissolved solids 52 — 500 11 305 351 486 34 919

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

Field specific conductance, by topographic setting, Conestoga Formation

[Specific conductance in microsiemens per centimeter at 25 degrees
Celsius; P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Topographic
setting

Number
of wells

P25 Median P75 Minimum Maximum

Hilltop 14 414 700 830 350 1,300
Slope 87 495 620 750 148 1,390
Valley 31 380 480 590 65 1,090

Field hardness, by topographic setting, Conestoga Formation

[Hardness in milligrams per liter; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Topographic
setting

Number
of wells

P25 Median P75 Minimum Maximum

Hilltop 15 170 310 340 140 410
Slope 94 220 270 310 85 530
Valley 32 170 220 268 51 410
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There are also significant spatial differences in water quality. The field specific conductance of water
from wells in Lancaster County (68 wells) is significantly greater than in Adams County (17 wells); the
medians are 650 and 430 µS/cm, respectively. Whether this difference is natural or man-made is uncertain.
According to Meisler and Becher (1971, p. 60-61), “Ground water in the Conestoga Formation is generally
higher in silica, calcium, sodium, sulfate, chloride, nitrate, and dissolved solids than is the water in other
carbonate rocks * * *.” They noted that much of the contamination is in the area near Lancaster and
Millersville where sewage discharge, sanitary landfills, fertilizers, and insecticide are prevalent. The
higher concentration of silica in the Conestoga Formation may be the result of leaching of siliceous
metamorphic minerals. Higher concentrations of sulfate can, at least in part, be due to the abundance of
disseminated pyrite crystals in the Conestoga Formation.

Work in the Conestoga Formation (Durlin and Schaffstall, 1993; 1994) indicates elevated
concentrations of radon also are a common water-quality problem. Concentrations of radon-222 in the
water from 19 of 20 wells exceed the proposed USEPA MCL of 300 pCi/L. Activities ranging from 230 to
7,700 pCi/L radon-222 are reported; the median is 1,200 pCi/L. Because of its short half-life (3.8 days) and
no chemical affinities, radon-222 is not transported any considerable distance in ground water and its
concentration in a water sample is directly controlled by the surrounding lithology (Michel, 1990, p. 90).
Radon’s parent (radium-226) is derived from uranium-234, which, however, has a very long half-life and is
easily dissolved and transported in ground water (Zapecza and Szabo, 1988, p. 50). Radium-226 is most
mobile in chloride-rich reducing ground water with high dissolved-solids content (Tanner, 1964, p. 261).
Radium’s parent (uranium-234) is more soluble in association with carbonate, phosphate, and fluoride
ions, or with organic compounds (Langmuir, 1978, p. 556; Turner-Peterson, 1980, p. 163). Senior and Vogel
(1995) found that the concentrations of dissolved radium is inversely related to pH and directly to total
dissolved solids, dissolved organic carbon, barium, and sulfate concentrations.

Cocalico Formation (Oco)

The Cocalico Formation underlies about 60 mi2 of the Piedmont Lowland in northern Lancaster
County (Berg and others, 1980). The reference section is along Cocalico Creek in Lancaster County (Stose
and Jonas, 1922).

Geologic description.— The Cocalico Formation consists predominantly of dark gray to bluish-
black phyllitic shale that contains thin beds of fine, yellowish-green arkosic sandstone. Near the base are
beds of bluish-purple to green shale interbeds and fine-grained, greenish-white, hard, vitreous quartz
sandstone or quartzite.

The Cocalico Formation is slightly to highly resistant to weathering, with the shale forming rolling
valleys and the sandstone forming more resistant hills and ridges. Joints in the shale and sandstone are
well developed, abundant, and open. The shale can be highly weathered to a deep depth, whereas the
sandstone is only slightly weathered to a shallow depth (Geyer and Wilshusen, 1982, p. 91-94).

The Cocalico Formation is possibly Cambrian to Ordovician in age and unconformably overlies
rocks ranging from the Buffalo Springs Formation to the Epler Formation (Meisler and Becher, 1971). At
some localities, rocks of the Cocalico Formation probably are allochthonous, comprising large faulted
blocks that were thrusted substantial distances from where they were deposited. On the basis of lithologic
similarities and fossil data, Jonas and Stose (1930) believed that the Cocalico Formation is the same age as
the Martinsburg Formation in the Great Valley Section. Meisler and Becher (1971) and Poth (1977)
considered the Cocalico Formation to be correlative with the Martinsburg Formation. Thickness estimates
for the Cocalico Formation range from 1,000 (Geyer and Wilshusen, 1982, p. 92) to 2,000 ft (Jonas and
Stose, 1930, p. 40).

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Cocalico Formation are presented in the tables below. Although water use or topographic setting does not
significantly affect well depth, an analysis of well depths indicates that wells are commonly completed at
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25 ft intervals, beginning at a depth of 100 ft. Almost one-third of all the drilled wells are completed at
depths of 250 ft (41 wells) or 300 ft (54 wells). This is probably done by design, as the Cocalico Formation is
the least productive unit in the Piedmont Lowland and well drillers are using the borehole to store all
available ground water. High-demand wells are not significantly deeper nor use significantly more casing
than domestic wells.

Hydr ologic pr oper ties.— Water levels for wells completed in the Cocalico Formation are presented
in the table below. Depths to water in 58 wells range from 4 to 69 ft below land surface; the median is 30 ft
below land surface.

Reported yields for wells completed in the Cocalico Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 181 wells. None of the 15 wells with reported yields of
25 gal/min or greater are deeper than 200 ft. There is little difference between the yields of high-demand
and domestic wells.

Reported well depth, Cocalico Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 313 125 175 250 307 369 25 500
Drilled, domestic 299 125 175 250 302 360 25 500
Drilled,high-demand 11 115 200 300 350 400 94 400

Reported casing length, Cocalico Formation

[Casing length in feet; —, P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 304 20 29 40 48 61 11 187
Drilled, domestic 291 20 29 40 50 61 11 187
Drilled,high-demand 11 20 21 34 41 49 20 50

Water levels, Cocalico Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 18 17 20 30 36 40 10 45
Slope 29 10 21 30 37 53 4 69
Valley 2 — — 22 — — 5 40

Reported well yield, Cocalico Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 273 0.5 1.0 2.5 7.0 19 0.2 75
Domestic 261 .5 1.0 2.5 7.0 19 .2 75
High-demand 9 — 3.0 6.0 9.0 — .5 20
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Specific capacities for wells completed in the Cocalico Formation are presented in the table below.
Eleven wells (well depths of 202 to 440 ft below land surface) have specific capacities of 0.04 (gal/min)/ft
or less and are incapable of meeting most domestic or other water-use demands. Only two wells have
specific capacities of 1.0 (gal/min)/ft or greater, both are less than 200 ft deep. The specific capacities of
two wells with a pumping duration of 8 hours or longer are 0.01 and 1.0 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Cocalico Formation are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. The median
hydraulic conductivities of wells on hilltops (6 wells), slopes (2 wells), and valleys (1 well) are 0.00, 2.4,
and 0.69 ft/d, respectively. The median transmissivities of wells on hilltops is 0.97 ft2/d; on slopes,
170 ft2/d; and in valleys, 150 ft2/d.

The hydraulic conductivity of a solid rock sample of the sandstone member of the Cocalico
Formation ranged from 0.0 to 1.5 ft/d (Geyer and Wilshusen, 1982, p. 92). In their digital model of parts of
Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b, tables 6 and 14) used a specific yield of
0.015 and a hydraulic conductivity of 2.0 ft/d for the Cocalico Formation. For the Lower Susquehanna
River Basin digital model, Gerhart and Lazorchick (1988, tables 8 and 16) determined a specific yield of
0.020 for the upper 200 ft and hydraulic conductivity of 2.01 ft/d for the Cocalico Formation.

The depths of water-bearing zones in 611 wells drilled as deep as 725 ft range from 2 ft below land
surface to 400 ft below land surface. Fifty percent of the 969 water-bearing zones reported are penetrated
by a depth of 105 ft and 90 percent by a depth of 205 ft. The greatest density of water-bearing zones (0.57
per 50 ft of well depth) is from 51 to 100 ft below land surface (fig. 49). The overall density of water-bearing
zones in the Cocalico Formation is 0.31 per 50 ft of well depth.

Reported specific capacity, Cocalico Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 18 0.00 0.01 0.01 0.50 1.0 0.00 1.2
Domestic 17 .00 .00 .01 .33 1.0 .00 1.2
High-demand 1 — — 1.0 — — 1.0 —

Hydraulic conductivity and transmissivity from single-well aquifer tests, Cocalico Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 11 0.00 0.00 0.19 1.0 2.9 0.00 3.3
Transmissivity (ft2/d) 11 .15 .51 11 150 170 .09 170
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Water quality .—As seen in the following table, wells completed in the Cocalico Formation generally
yield water that contains low to moderate amounts of dissolved solids, is soft to moderately hard, and is
slightly alkaline. Calcium is the dominant cation, and bicarbonate is the dominant anion. Elevated
concentrations of iron, manganese, and nitrate have been reported. Additional information on the source
and significance of these and other selected dissolved constituents and properties of ground water are
presented in the appendix.

Figure 49. Number and density of water-bearing zones per 50 feet of well depth in the
Cocalico Formation of the Piedmont Physiographic Province, Piedmont Lowland Section.
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Summar y of Characteristics of Bedr ock Aquif ers
in the Piedmont Ph ysiographic Pr ovince , Piedmont Lo wland Section

Data evaluated for most units in the Piedmont Lowland Section are summarized in figures 50 to 55
and in tables 9-13. Well depths range from 16 to 830 ft below land surface and casing lengths from 1 to
560 ft. In general, high-demand wells are completed at significantly greater depths and use significantly
more casing than domestic wells.

Reported yields range from 0 to 1,800 gal/min and specific capacities from 0.01 to 200 (gal/min)/ft.
Reported yields and specific capacities can vary significantly by geohydrologic unit, water use, and
topographic setting. High-demand wells generally have significantly greater reported yields than
domestic wells.

The field specific conductance and hardness of water in the Cocalico and Vintage Formations are
considerably lower than for the other geohydrologic units in the Piedmont Lowland. The highest specific
conductance and hardness values are commonly found in the Buffalo Springs and Zooks Corner
Formations. The pH of waters within the geohydrologic units of the Piedmont Lowland are not
significantly different.

Summary of selected chemical constituents and properties analyzed for the Cocalico Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

11 — — — 250 280 417 195 582

Field hardness 11 — — — 100 120 190 85 270
Field pH (standard units) 3 — <6.5 >8.5 0 — 7.0 — 6.8 7.1
Bicarbonate 10 — — — 43 64 110 36 160
Calcium 10 — — — 22 34 50 13 82
Chloride 10 — 250 0 6.8 9.5 16 4.0 50
Iron 8 — .3 1 .030 .065 .12 .020 .75
Magnesium 10 — — — 4.8 6.2 7.7 3.5 10
Manganese 8 — .05 2 .010 .020 .14 .010 .54
Nitrate (as N) 8 10 — 1 1.6 4.5 6.7 .02 11
Potassium 10 — — — .59 .75 1.0 .20 2.0
Silica 0 — — — — — — — —
Sodium 10 — — — 2.5 4.6 5.0 1.1 7.1
Sulfate 10 — 250 0 18 35 36 5.0 45
Total dissolved solids 10 — 500 0 176 200 230 152 476

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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10TH PERCENTILE

25TH PERCENTILE
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75TH PERCENTILE

90TH PERCENTILE

(39) NUMBER OF OBSERVATIONS

INDIVIDUAL VALUE FOR FORMATION
WITH LESS THAN 9 WELLS

Figure 50. Depths of drilled wells in the Piedmont Physiographic Province, Piedmont Lowland Section.
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Figure 51.  Casing lengths of drilled wells in the Piedmont Physiographic Province, Piedmont Lowland
Section.
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Figure 52.  Reported yields of wells in the Piedmont Physiographic Province, Piedmont Lowland Section.
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Figure 52.  Reported yields of wells in the Piedmont Physiographic Province, Piedmont Lowland Section
—Continued.
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Figure 53. Specific capacities of wells in the Piedmont Physiographic Province, Piedmont Lowland Section.
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Figure 53. Specific capacities of wells in the Piedmont Physiographic Province, Piedmont Lowland
Section—Continued.
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Figure 54. Field water-quality characteristics of wells in the Piedmont Physiographic Province, Piedmont
Lowland Section: A, specific conductance; B, hardness; C, pH.
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Figure 55. Median chemical analyses of selected chemical constituents from the ground
water of the geohydrologic units in the Piedmont Physiographic Province, Piedmont
Lowland Section.
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Figure 55. Median chemical analyses of selected chemical constituents from the
ground water of the geohydrologic units in the Piedmont Physiographic Province,
Piedmont Lowland Section—Continued.
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Table 9. Significant relations for depth of drilled
wells among 13 geohydrologic units in the
Piedmont Lowland Section of the Piedmont
Physiographic Province, Pennsylvania

[Table is read from top down. Example, depths of
wells drilled in the Conestoga Formation are
significantly greater than the depths of wells
drilled in the Vintage Formation, but are
significantly shallower (less) than in the Elbrook
Formation. G, greater; L, less; -, insufficient data;
blank indicates no significant differences between
units]

VNTG, Vintage Formation; KZRS, Kinzers
Formation; LDGR, Ledger Formation; ZKCR,
Zooks Corner Formation; BSPG, Buffalo Springs
Formation; ELBK, Elbrook Formation; SZCK,
Snitz Creek Formation; MLBC, Millbach
Formation; SNNG, Stonehenge Formation; EPLR,
Epler Formation; ONLN, Ontelaunee Formation;
CNSG, Conestoga Formation; CCLC, Cocalico
Formation
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Table 10. Significant relations for casing length of
wells among 13 geohydrologic units in the
Piedmont Lowland Section of the Piedmont
Physiographic Province, Pennsylvania

[Table is read from top down. Example, casing
lengths of wells drilled in the Conestoga
Formation are significantly greater than the casing
lengths of wells drilled in the Stonehenge
Formation, but are significantly less than in the
Vintage Formation. G, greater; L, less; -,
insufficient data; blank indicates no significant
differences between units]

VNTG, Vintage Formation; KZRS, Kinzers
Formation; LDGR, Ledger Formation; ZKCR,
Zooks Corner Formation; BSPG, Buffalo Springs
Formation; ELBK, Elbrook Formation; SZCK,
Snitz Creek Formation; MLBC, Millbach
Formation; SNNG, Stonehenge Formation; EPLR,
Epler Formation; ONLN, Ontelaunee Formation;
CNSG, Conestoga Formation; CCLC, Cocalico
Formation
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DRILLED WELLS

VNTG

KZRS

LDGR

ZKCR

BSPG

ELBK

SZCK G G G G G

MLBC L

SNNG G G G G G G

EPLR G G L

ONLN

CNSG G G L L

CCLC G G

DRILLED, HIGH-DEMAND WELLS

VNTG -

KZRS -

LDGR - -

ZKCR - -

BSPG - - - -

ELBK - - -

SZCK - - - - - -

MLBC - - - - - - -

SNNG - - - - - - - -

EPLR - - - - - -

ONLN - - - - - - - - - -

CNSG - - - - - - -

CCLC - - G - - - - -

DRILLED, DOMESTIC WELLS

VNTG

KZRS

LDGR

ZKCR G

BSPG

ELBK

SZCK - - - - - -

MLBC -

SNNG -

EPLR -

ONLN - - - - - - - - - -

CNSG G G - -

CCLC G G - -
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Table 11.  Significant relations for reported yield
from wells among 13 geohydrologic units in the
Piedmont Lowland Section of the Piedmont
Physiographic Province, Pennsylvania

[Table is read from top down. Example, reported
yields from wells in the Vintage Formation are
significantly greater than the reported yields from
wells in the Cocalico Formation, but are
significantly less than in the Ledger Formation. G,
greater; L, less; -, insufficient data; blank indicates
no significant differences between units]

VNTG, Vintage Formation; KZRS, Kinzers
Formation; LDGR, Ledger Formation; ZKCR,
Zooks Corner Formation; BSPG, Buffalo Springs
Formation; ELBK, Elbrook Formation; SZCK,
Snitz Creek Formation; MLBC, Millbach
Formation; SNNG, Stonehenge Formation; EPLR,
Epler Formation; ONLN, Ontelaunee Formation;
CNSG, Conestoga Formation; CCLC, Cocalico
Formation
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ALL WELLS

VNTG

KZRS

LDGR L L

ZKCR

BSPG

ELBK G

SZCK - - - - - -

MLBC G -

SNNG L L - L

EPLR G G - G

ONLN G - G

CNSG G - L

CCLC G G G G G G - G G G

HIGH-DEMAND WELLS

VNTG -

KZRS -

LDGR - -

ZKCR - -

BSPG - - - -

ELBK - - -

SZCK - - - - - -

MLBC - - - - - - -

SNNG - - - - -

EPLR - - - - - G

ONLN - - - - - - - - - -

CNSG - - - - - G -

CCLC - - - - - - - - - - - -

DOMESTIC WELLS

VNTG

KZRS

LDGR

ZKCR

BSPG - - - -

ELBK -

SZCK - - - - - -

MLBC - -

SNNG - -

EPLR G - -

ONLN - - - - - - - - - -

CNSG - - -

CCLC G G G G - G - G G G - G
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Table 12. Significant relations for specific capacity
from wells among 13 geohydrologic units in the
Piedmont Lowland Section of the Piedmont
Physiographic Province, Pennsylvania

[Table is read from top down. Example, specific
capacities from wells in the Stonehenge
Formation are significantly greater than the
specific capacities from wells in the Elbrook
Formation and the Conestoga Formation.
G, greater; L, less; -, insufficient data; blank
indicates no significant differences between units]

VNTG, Vintage Formation; KZRS, Kinzers
Formation; LDGR, Ledger Formation; ZKCR,
Zooks Corner Formation; BSPG, Buffalo Springs
Formation; ELBK, Elbrook Formation; SZCK,
Snitz Creek Formation; MLBC, Millbach
Formation; SNNG, Stonehenge Formation; EPLR,
Epler Formation; ONLN, Ontelaunee Formation;
CNSG, Conestoga Formation; CCLC, Cocalico
Formation
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ALL WELLS

VNTG

KZRS

LDGR

ZKCR

BSPG - - - -

ELBK G G -

SZCK - - - - - -

MLBC - - - - - - -

SNNG L L - L - -

EPLR - - - G

ONLN - - - - - - - - - -

CNSG - - - G -

CCLC G G - - - G G - G

HIGH-DEMAND WELLS

VNTG -

KZRS -

LDGR - -

ZKCR - - -

BSPG - - - -

ELBK - - - - -

SZCK - - - - - -

MLBC - - - - - - -

SNNG - - - - - - - -

EPLR - - - - - - - - -

ONLN - - - - - - - - - -

CNSG - - G - - - - - - - -

CCLC - - - - - - - - - - - -

DOMESTIC WELLS

VNTG -

KZRS -

LDGR -

ZKCR - - -

BSPG - - - -

ELBK - - -

SZCK - - - - - -

MLBC - - - - - - -

SNNG - - - - - - - -

EPLR - - - - - -

ONLN - - - - - - - - - -

CNSG - - - - - - -

CCLC - G - - - - - - G
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Table 13.  Significant relations for field
constituents from wells among 13 hydrogeologic
units in the Piedmont Lowland Section of the
Piedmont Physiographic Province, Pennsylvania

[Table is read from top down. Example, field
specific conductances are significantly greater in
the Ledger Formation than the Cocalico
Formation, but are significantly less than in the
Zooks Corner Formation. G, greater; L, less;
-, insufficient data; blank indicates no significant
differences between units]

VNTG, Vintage Formation; KZRS, Kinzers
Formation; LDGR, Ledger Formation; ZKCR,
Zooks Corner Formation; BSPG, Buffalo Springs
Formation; ELBK, Elbrook Formation; SZCK,
Snitz Creek Formation; MLBC, Millbach
Formation; SNNG, Stonehenge Formation; EPLR,
Epler Formation; ONLN, Ontelaunee Formation;
CNSG, Conestoga Formation; CCLC, Cocalico
Formation
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SPECIFIC CAPACITY

VNTG

KZRS

LDGR L

ZKCR L L L

BSPG L L L

ELBK

SZCK - - - - - -

MLBC L -

SNNG L L -

EPLR L L -

ONLN - - - - - - - - - -

CNSG L G G - -

CCLC G G G G - G G G - G

HARDNESS

VNTG

KZRS

LDGR L L

ZKCR L L L

BSPG L L L

ELBK

SZCK - - - - - -

MLBC L -

SNNG L L -

EPLR L L G -

ONLN - - - - - - - - - -

CNSG L L G G - -

CCLC G G G - G G G - G

pH

VNTG

KZRS

LDGR

ZKCR

BSPG

ELBK

SZCK - - - - - -

MLBC - - - - - - -

SNNG - - - - - - - -

EPLR - - - - - - - - -

ONLN - - - - - - - - - -

CNSG - - - - -

CCLC - - - - - - - - - - - -
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GEOHYDROLOGY OF THE PIEDMONT PHYSIOGRAPHIC PROVINCE,
GETTYSBURG-NEWARK LOWLAND SECTION

Location and Geographic Setting

The Gettysburg-Newark Lowland Section is part of the Piedmont Physiographic Province as
originally described by Fenneman (1938). Berg and others (1989) have redefined the Gettysburg-Newark
Lowland Section in Pennsylvania and their delineation is used throughout this report (fig. 1). In
Pennsylvania, the Gettysburg-Newark Lowland Section occupies about 2,050 mi2 of south-central and
southeastern Pennsylvania (figs. 1 and 56). It consists of parts of two basins—the Gettysburg Basin in the
west and the Newark Basin in the east that are joined by a narrow neck of Triassic sediments (Berg and
others, 1980). The Gettysburg-Newark Lowland includes parts of Adams, York, Cumberland, Dauphin,
Lancaster, Lebanon, Berks, Chester, Montgomery, Lehigh, and Bucks Counties. To the south, the
Gettysburg-Newark Lowland extends into Maryland, and to the east it extends into New Jersey. The
igneous and metamorphic rocks of the Piedmont Upland border the area to the southeast, and to the
northwest the area is bounded by South Mountain of the Blue Ridge Physiographic Province, the Great
Valley Section of the Ridge and Valley Physiographic Province, and the Reading Prong Section of the New
England Physiographic Province (fig. 1).

The Gettysburg-Newark Lowland is characterized by a gently rolling topography of low to
moderate relief with broad, shallow valleys and low ridges. The minimum altitude is about 40 ft above sea
level, and the maximum altitude is about 1,355 ft above sea level (Berg and others, 1989). Many of the
higher ridges are underlain by more resistant bedrock such as diabase dikes.

The eastern third of the Gettysburg-Newark Lowland is generally more developed than the central
and western parts, including the communities of Pottstown, Norristown, Southampton, and Quakertown.
Some of the principal population centers in the central and western part of the basin include
Elizabethtown, Middletown, and Gettysburg. The western and central parts of the Gettysburg-Newark
Lowland are predominantly rural; land is used mostly for forest and agricultural purposes (fig. 56).

The climate in the Gettysburg-Newark Lowland is humid continental; precipitation averages about
41 to 45 inches per year. Summer and winter mean temperatures are 24 and 0°C, respectively. Prevailing
winds are from the west to northwest (Pennsylvania Department of Environmental Resources, 1979, 1980,
1983a, 1983b).

Water-Well Density

The location of 4,152 wells used in the analysis of the Gettysburg-Newark Lowland are shown in
figure 57. The distribution of wells is related to the location of historical studies, population density, the
availability of public supples, and USEPA site investigations. The highest density of inventoried wells are
from Chester (4.7 well per square mile) and Lancaster (3.5 wells per square mile) Counties. Adams
(1.4 wells per square mile) and Berks (1.1 wells per square mile) have the lowest well densities.

Previous W ork

Some of the earliest geological work was done by Kummel (1897), Bascom (1904), and Bascom and
others (1909). Stose and Bascom (1929), Stose (1932), Stose and Jonas (1933; 1939), and Stose and Stose
(1944) extended the earlier geologic work. More recent geologic investigations include the work of Willard
and others (1959), Faill (1973), Turner-Peterson and Smoot (1985), and Root (1989). Weems and Olsen
(1997) have proposed to redefine the Newark Supergroup to emphasize stratigraphic and tectonic
elements common to all 29 early Mesozoic rift basins exposed in eastern North America.

Hall (1934) briefly discussed the water-bearing characteristics of the major geological formations of
southeastern Pennsylvania. Greenman (1955), Rima and others (1962), Wood and Johnston (1964),
Longwill and Wood (1965), Johnston (1966), McGreevy and Sloto (1977), Wood (1980), Taylor and Royer
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Figure 56.  Piedmont Physiographic Province, Gettysburg-Newark Lowland Section, major streams, counties, and major population centers.

0

0

12 MILES

12 KILOMETERS

6

6

D
ela

ware
Riv

er

NeshaminyNeshaminy
C

reek

C
reekP

e
rk

io
m

e
n

P
e
rk

io
m

e
n

C
re

ek

C
re

ek

Schuylkill

R
iver

Schuylkill

R
iver

S
u
sq

u
eh

a
n
n
a

R
iv

e
r

C
o
n
ew

a
g
o

C
o
n
ew

a
g
o

C
re

ek

C
re

ek

C
o
n
ew

a
g
o

C
re

ek

C
o
n
ew

a
g
o

C
re

ek

Conewago

Conewago

Cre
ek

Cre
ek

BERKS

MONTGOMERYMONTGOMERY

LEHIGH

NORTHAMPTON

BUCKSBUCKS

LANCASTER

CUMBERLAND

DAUPHIN

LEBANON

ADAMSADAMS

YORK

CHESTER

DELAWARE

PHILADELPHIA

DELAWARE

NEW JERSEY

MARYLAND

GettysburgGettysburg

MiddletownMiddletown

ElizabethtownElizabethtown

QuakertownQuakertown

SouthhamptonSouthhampton

PottstownPottstown

NorristownNorristown

40°45'00"

40°07'30"

75°37'30"

76°52'30"

GETTYSBURG-NEWARK LOWLAND SECTION

PIEDMONT PHYSIOGRAPHIC PROVINCE

EXPLANATION



202

Figure 57.  Locations of wells in the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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(1981), Sloto and Davis (1983) added to our understanding of the area’s hydrogeology. A more regional
discussion of the geology and hydrogeology is available in Parker and others (1964) and Taylor and
Werkheiser (1984).

Gerhart and Lazorchick (1984b) evaluated the ground water in a small part of the Newark Basin in
Lancaster and Berks Counties using a digital flow model. Gerhart and Lazorchick (1988) later expanded
their model to include the Lower Susquehanna River Basin.

Geologic Setting

The Gettysburg-Newark Lowland is composed of Upper Triassic and Lower Jurassic sedimentary
rocks and Lower Jurassic age diabase (Lyttle and Epstein, 1987). The sedimentary rocks lie unconformably
on strongly folded and deeply eroded Paleozoic and Precambrian Rocks (Rima and others, 1962, p. 6). The
sediments were deposited principally by streams and rivers that originated in nearby uplands and
discharged into lakes or swamps in a down-warping basin formed as eastern North America rifted from
western Africa (Johnston, 1966, p. 8; Swanson, 1986). Smoot (1991) has divided the sedimentary rocks into
four principal lithofacies: (1) alluvial-fan, (2) fluvial, (3) lacustrine, and (4) lake margin clastic. Detrital
cycles have been mapped and identified in the Lockatong and Brunswick Formations; chemical cycles are
common in the Lockatong Formation (Lyttle and Epstein, 1987). The intrusion of diabase dikes and sills
occurred during the late stages of sedimentary deposition and at the completion of deposition. Following
deposition, the basins were simultaneously faulted and folded to form a northwestward dipping
homocline (Faill, 1973, p. 725). Ratcliff and others (1986), confirmed that the Newark Basin border faults
dip 25 to 35° to the southeast and that it appeared that reactivation of Paleozoic thrusts controlled the
formation of the border faults in eastern Pennsylvania.

In some formations, conglomerates are mapped as individual members; near basin borders the
conglomerates commonly include clasts from older Paleozoic rocks. The New Oxford and Gettysburg
Formations are present in the Gettysburg Basin; the Stockton, Lockatong, and Brunswick Formations
occupy the Newark Basin (table 14). In the narrow neck between basins, the Hammer Creek and New
Oxford Formation are present (Berg and others, 1980). The lateral extent of these formations is arbitrary in
some cases, as many of the contacts are gradational in nature. The southern border of the Gettysburg-
Newark Lowland is marked by an unconformable boundary with the igneous and metamorphic rocks of
the Piedmont Upland and carbonate rocks of the Piedmont Lowland. The northern boundary of the
Gettysburg-Newark Lowland is marked by normal faults in some places; in other areas an unconformable

Table 14.  Generalized stratigraphic section of the Piedmont Physiographic
Province, Gettysburg-Newark Lowland Section in Pennsylvania

[Modified from Berg and others, 1983; Lyttle and Epstein, 1987.]

Age
Geohydrologic unit

Newark Basin Gettysburg Basin

Lower Jurassic Diabase (TRd) Diabase (TRd)

Lower Jurassic and
Upper Triassic

Brunswick Formation
(TRb)
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n 
(T

R
h) Gettysburg

Formation (TRg)

Upper Triassic

LockatongFormation
(TRl)

New Oxford
Formation (TRn)

Stockton Formation
(TRs)

Paleozoic and older
rocks Unconformity
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boundary is present. The rocks of the Gettysburg-Newark Lowland have been tilted to form a
northwestward dipping homocline with an average dip of about 25° for rocks west of the Susquehanna
River (Wood and Johnston, 1964, p. 8) becoming less steeply dipping east of the Susquehanna River.

Hydr ologic Setting

The Potomac, Susquehanna, and Delaware Rivers are the major rivers flowing through the
Gettysburg-Newark Lowland. The Schuylkill River, a tributary of the Delaware River, also flows through
the Gettysburg-Newark Lowland. It drains about a quarter of the area. Other streams draining the area
include Conewago, Perkiomen, and Neshaminy Creeks (fig. 56).

The Gettysburg-Newark Lowland is generally well drained by a dendritic drainage pattern.
However, as a result of relatively low storage and recharge rates streams tend to be flashy, that is, to have
higher flood flows and lower low flows compared to streams in other areas (Pennsylvania Department of
Environmental Resources, 1983b, p. 17). Parker and others (1964) noted that the permeability of the
Stockton Formation and its thicker soil limits the rapid runoff of surface water. Whereas the low
infiltration capacity, thin, poorly permeable clayey soils, and low ground-water storage of the Lockatong
and Brunswick Formations favor rapid surface-water runoff.

The Gettysburg-Newark Lowland receives nearly equal amounts of precipitation throughout the
year. The precipitation that does not evaporate or flow as overland runoff, infiltrates into the regolith and
the underlying bedrock. After reaching the saturated zone, ground water moves from areas of high
hydraulic head to areas of lower hydraulic head and eventually returns to land surface through wells,
springs, or streams. Ground water discharged to streams as base flow is important to maintain adequate
usable streamflow and for dilution of effluents discharged during periods of little precipitation. Wood
(1980, p. 10-12) noted that base flow is higher for streams draining the Hammer Creek Formation than the
Gettysburg Formation; for the West Conewago Creek Basin, base flow averages about 6 in/year. Gerhart
and Lazorchick (1988, p. 27-28), using annual precipitation, base flow, and lithologies, estimated that
average annual base flow as a percentage of precipitation in the Gettysburg-Newark Lowland ranged from
about 15 to 25 percent.

The most productive bedrock aquifers in the Gettysburg-Newark Lowland are the Stockton and
Brunswick Formations. The least productive bedrock aquifer is the Diabase. Rock units dominated by
poorly cemented and well sorted sandstone and conglomerate are more productive than rock units that
consist mainly of shale or siltstone.

Geohydrologic System

Ground-water flow in the Gettysburg-Newark Lowland is dominated by local flow largely
controlled by topography (fig. 58). The shallow system discharges locally to nearby streams and springs.
Deeper, regional ground-water flow is directed to the major streams such as the Susquehanna, Delaware,
and Schuylkill Rivers. Ground-water divides may not coincide with surface-water divides and may be
different for each major water-bearing zone (aquifer) of ground-water flow (Sloto, 1994, p. 31).

Precipitation is the principal source of water that enters the ground-water flow systems. Much of the
recharge to ground water is from late fall to early spring, resulting in a rising water table. During the
remainder of the year, rapid plant growth contributes to high evapotranspiration rates, creating soil-
moisture deficits that greatly reduce the recharge reaching the ground-water systems, resulting in a lower
water table.

The water-table surface is a subdued replica of the land surface. Water levels generally are closest
(shallowest) to land surface in valleys (discharge areas) and deepest on hilltops (recharge areas).
Commonly, the water table more closely replicates topography in aquifers with low permeability and
storage than in aquifers with high permeability and storage.
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Regolith

In the Gettysburg-Newark Lowland, regolith underlies the land surface almost everywhere. It is
composed of granular to clayey soil and saprolite, and disaggregated bedrock. The regolith may also
include deposits of colluvium on slopes and alluvium in valley bottoms. Regolith permits infiltration of
precipitation and can store large quantities of water in intergranular pores, although considerably less
than for areas with different parent material (Gerhart and Lazorchick, 1988, table 12; Sloto and Davis, 1983,
p. 32; Wood, 1980, p. 16). These pores then slowly release water to the underlying, fractured bedrock. The
amount of porosity in regolith typically far exceeds that of the underlying fractured bedrock, but the
saturated regolith by itself commonly is not thick or permeable enough to provide sustained yields of
ground water to wells.

In the regolith, ground water generally flows down slope and its movement is probably less
complex than in the fractured bedrock. However, the direction and rate of ground-water flow can be
affected by the amount of weathering, composition of the parent rock, the presence of shear zones,
bedding planes, joints, cementing material, and intergranular openings. In some highly weathered arkosic
or subarkosic sandstones and conglomerates, clays produced by the alteration of feldspars can reduce the
permeability of the rock or prevent any significant increase in permeability (Johnston, 1966, p. 16-19).

Thickness of regolith and saturated (casing depth-static water level) regolith varies according to the
underlying geohydrologic unit and topographic setting. The median thickness of regolith, estimated from
the depth of casing in 1,038 domestic wells completed in the sedimentary rocks, is 35 ft; it is 27 ft for
155 domestic wells completed in the Diabase of the Gettysburg-Newark Lowland. Regolith thickness is
least in the New Oxford Formation and greatest in the Hammer Creek Formation. Valleys have a greater
thickness of saturated regolith than slopes or hilltops. Johnston (1966, p. 16-17) found that the saturated
thickness of the regolith is greatest in the winter and spring and least in the summer and fall.

Figure 58.  Topographic, geologic, and hydrologic features of the Piedmont Physiographic
Province, Gettysburg-Newark Lowland Section.
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Fractured bedr ock

Ground water in fractured bedrock of the Gettysburg-Newark Lowland generally moves through
and is stored in networks of narrow secondary openings, such as bedding planes and joints; faults appear
to be mostly barriers to flow (C.R. Wood, U.S. Geological Survey, written commun., 1997). Intergranular
spacing in sandstones and conglomerates, and dissolution of cements can provide additional, but minor
flow paths.

Ground-water flow in the fractured bedrock is very complex, anisotropic, and heterogeneous.
Horizontal permeability is much greater than vertical permeability. Wood (1980, p. 17) described an
aquifer test which indicated that the ratio of horizontal to vertical permeability was in excess of 100:1. In
addition, permeability is generally greatest parallel to the strike of the bedding and lowest perpendicular
to the plane of the bedding. Gerhart and Lazorchick (1984b, p. 27) estimated that the ratio between the
hydraulic conductivity in the direction parallel to strike and perpendicular to strike is 5:1.

Continuity of individual beds is highly variable and limited by faults, diabase intrusions, thinning,
and lateral gradations. Thick, massive beds, are less fractured and contain fewer joints than thinner beds.
Siltstones and shales, which are generally less affected by weathering and deformation, commonly have
fewer and poorly developed fractures than thin, hard sandstone and conglomerate beds (Wood, 1980,
p. 16). Many of the beds are more or less continuous along strike and extend downdip for hundreds to
thousands of feet below land surface (Wood, 1980, p. 16). Beds in the Brunswick and Lockatong
Formations, however, are more continuous than in the Stockton Formation (Sloto, 1994, p. 31).

Several similar physical models of ground-water flow have been proposed for different units in the
Gettysburg-Newark Lowland. Parker and others (1964, p. 84) considered most of the water in the Stockton
Formation to be semiconfined or confined with shale and poorly permeable sandstones and
conglomerates acting as confining layers. Wood (1980, p. 16-17) described the Gettysburg and Hammer
Creek Formations as consisting of many overlapping, lens-shaped beds that form local, discontinuous,
tabular aquifers which are in poor hydraulic connection. According to Parker and others (1964, p. 87) most
of the water in the Lockatong Formation occurs near land surface in the weathered zone under unconfined
or semiconfined conditions. Rima (1955), who studied the Brunswick Formation near Lansdale, Pa.,
described a weathered, unconfined upper aquifer with a maximum thickness of 250 ft and a lower zone
that extended to a maximum depth of about 600 ft. Within this lower zone, numerous confined or
semiconfined aquifers exist, each of which generally is less than 20 ft thick. Michalski (1990) argued for a
leaky, multizone aquifer system for the Brunswick Formation. In this model, the thin aquifers are
separated by much thicker, strata-bound, aquitards without any upper and lower zones. The Diabase can
act as a barrier to flow (Becher and Root, 1981, p. 19; Wood, 1980, p. 29).

Although it is not possible to establish an exact thickness or maximum depth of the ground-water
system, several methods can provide useful information. These methods include borehole temperature
logs, borehole velocity measurements, heatpulse flowmetering, and depth distributions of water-bearing
zones reported by well drillers.

Utilizing temperature logs, 13 wells in the Gettysburg-Newark Lowland have been identified as
reaching geothermal gradient. Of the 13, only 1 reached gradient at a depth of 250 ft or less, indicating
deeper ground-water flow is common. In the Brunswick Formation, the USGS logged a well completed at
a depth of 587 ft. Analysis of the borehole temperature log indicated water was entering the borehole at a
depth of about 584 ft and moving upward (R.W. Conger, U.S. Geological Survey, written commun., 1996).

Evidence for a deep, fresh-water flow system is found in the presence of water-bearing zones
yielding fresh water at depths as great as 445 ft in the Hammer Creek Formation to 900 ft in the Gettysburg
Formation. Fresh water has been reported to be present as deep as 2,300 ft (Wood, 1980, p. 36). Wood (1980,
p. 18) reported that tests to measure vertical flow direction in wells showed that of seven wells tested
which had downward flow, four were in valleys. This indicates that not all water discharges to local
stream valleys and suggests that there is considerable lateral flow beneath some streams. Bain (1972,
p. 100) concluded that the depth of potable water is somewhere between 1,000 and 2,000 ft.
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Stoc kton Formation (TRs)

The Stockton Formation underlies about 240 mi2 of the Gettysburg-Newark Lowland Section in
Berks, Bucks, Chester, and Montgomery Counties (Berg and others, 1980). The reference section is north of
Valley Forge along the Schuylkill River and along a railroad cut west of the Schuylkill River in
Montgomery County; the type locality is near Stockton, N.J. (Kummel, 1897, p. 35-36).

Geologic description.— The Stockton Formation is light- to medium-gray, orange, brown, red,
thin- to thick-bedded, fine- to very-coarse grained arkosic sandstone, arkosic conglomerate, shale, and
siltstone. Individual beds in this formation typically grade from coarse- to fine-grained over rather short
lateral distances; however, lithologic units may be as thick as 120 ft. These rocks contain channels, ripple
marks, mudcracks, crossbeds, pinch-and-swell structures, and minor burrows. Pinch outs, interbedding,
crossbedding, and lensing are also common (Willard and others, 1959, p. 65). Rima and others (1962) have,
on the basis of lithology and grain size, identified three members: (1) the lower arkose member, (2) the
middle arkose member, and (3) the upper shale member; Lyttle and Epstein (1987) provided thickness
estimates for each of the three members. The formation thins westward from a thickness of more than
6,000 ft (the center of the basin) near the Montgomery-Bucks County line to 2,300 ft at Phoenixville.

The sandstone, shale, and siltstone of the Stockton Formation is only slightly resistant to weathering,
forming undulating valleys of low relief. Joints are poorly formed with a seamy to platy pattern, highly
fractured, and generally open. The conglomerate is moderately resistant to weathering and forms
undulating hills of low relief. Joints are moderately well developed and open (Geyer and Wilshusen, 1982,
p. 267-269). Thickness of the regolith is generally thin; ridges and valleys commonly parallel the strike of
the beds.

The Stockton Formation is of Upper Triassic age and is the lowermost formation of the Newark
Supergroup in the Newark Basin (Lyttle and Epstein, 1987). The formation unconformably overlies
Precambrian and Paleozoic rocks. Lyttle and Epstein (1987) stated that the Hammer Creek Formation is a
partial lateral correlative and unconformably overlies the Stockton Formation. The Stockton Formation
interfingers with and grades into the overlying Lockatong Formation. Rima and others (1962, p. 18)
considered the upper shale member of the Stockton Formation to be a transition zone between typical
Stockton sediments and typical Lockatong sediments. They have drawn the contact where the upper shale
member does not appear to contain arkosic beds and the base of the lowermost black argillite bed. The
Stockton Formation is the lateral equivalent to the New Oxford Formation in the Gettysburg Basin.
Depositional environments of the Stockton Formation include alluvial fans, fluvial, marginal lacustrine,
and nearshore lacustrine (Turner-Peterson, 1980; Turner-Peterson and Smoot, 1985).

Well depths and casing lengths.— Depths of wells completed in the Stockton Formation are
presented in the table below.

Topographic setting can affect well depth. Domestic wells drilled on slopes (213 wells) are
completed to significantly greater depths than in valleys (41 wells). The median depth of domestic wells
on slopes is 120 ft, and, in valleys, the median is 90 ft.

Reported well depth, Stockton Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 798 80 104 185 350 484 27 1,500
Drilled, domestic 336 70 87 110 150 207 27 660
Drilled, high-demand 314 120 204 306 450 529 52 902
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Casing lengths for wells completed in the Stockton Formation are presented in the table below.

Hydr ologic pr oper ties .— Water levels for wells completed in the Stockton Formation are presented
in the table below. Depths to water in 580 wells range from 12 ft above land surface to 203 ft below land
surface; the median is 24 ft below land surface. Of the 14 flowing wells, 6 are on slopes and 5 are in valleys.

Reported yields for wells completed in the Stockton Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 31 wells; 23 are domestic wells. Most (230 wells) of the
250 wells with reported yields of 100 gal/min or greater are deeper than 200 ft.

According to Rima and others (1962, p. 45), the middle arkose member has the highest yields in the
Stockton Formation and the upper shale member the lowest yields. However, an analysis of yield by
lithology seems to contradict this observation. High-demand wells drilled in shale (10 wells) have
considerably greater reported yields than high-demand wells drilled in sandstone (14 wells); the median
yields are 170 and 58 gal/min, respectively. Yields of domestic wells drilled in shale (25 wells) are
approximately equal to the yields of domestic wells drilled in sandstone (27 wells); the medians are
15 gal/min.

Topographic setting can affect yield. Drilled domestic wells on hilltops have significantly lower
reported yields than in valleys. The median reported yields of domestic wells on hilltops (23 wells), slopes
(129 wells), and valleys (25 wells) are 12, 15, and 18 gal/min, respectively. Rima and others (1962, fig. 2)
provide additional information on the relation between topography, lithology, and well yield.

Well yields can vary significantly spatially. Wells in Bucks (248 wells) and Montgomery (257 wells)
Counties have significantly greater reported yields than wells in Chester County (87 wells). The median
reported yields for wells in Bucks County is 90 gal/min; in Chester County, 20 gal/min; and in
Montgomery County, 60 gal/min.

Reported casing length, Stockton Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 449 22 30 41 60 76 6 330
Drilled, domestic 169 23 30 39 51 66 6 150
Drilled,high-demand 209 23 38 50 62 82 10 330

Water levels, Stockton Formation

[Water levels in feet below land surface; -, flowing well with feet above land surface;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 73 18 25 40 55 102 6 170
Slope 275 9 15 24 40 62 -4 203
Valley 127 3 8 15 27 54 -12 100

Reported well yield, Stockton Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 605 10 18 60 170 340 1.5 1,370
Domestic 203 5.0 10 15 25 50 2.0 350
High-demand 317 25 60 148 261 414 2.0 1,370
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Specific capacities of wells completed in the Stockton Formation are presented in the table below.
Specific capacities of 1.0 (gal/min)/ft or greater are reported from 111 wells; 106 are deeper than 200 ft.
Specific capacities of wells with pumping durations of 8 hours or longer (143 wells) range from 0.10 to
75 (gal/min)/ft; the median is 1.5 (gal/min)/ft.

Rima and others (1962, p. 24-25) reported that the middle member, which is characterized by well
sorted and weakly cemented sandstones interbedded with shale, has the highest average specific capacity
[5.0 (gal/min)/ft]. The lower arkose member, which consists mainly of poorly sorted and weakly
cemented conglomerate and sandstones, has the second highest average specific capacity
[3.0 (gal/min)/ft]. The upper shale member has the lowest specific capacity [0.5 (gal/min)/ft].

At the Fischer and Porter Superfund Site in Warminster, Bucks County, Pa., Sloto and others (1995)
conducted aquifer-isolation (packer) tests on six boreholes to obtain depth-discrete specific-capacity data.
Specific capacities from 29 isolated zones with packer settings from 72 to 305 feet below land surface
ranged from 0.01 to 8.7 (gal/min)/ft; the median was 0.055 (gal/min)/ft. On the basis of these tests, Sloto
and others (1995, p. 52) concluded that specific capacity is not related to depth.

Aquifer-isolation (packer) tests also were conducted on five zones in the former John Wagner and
Sons, Inc. production well, Ivyland, Pa. (Sloto, 1997b). The lowermost three zones (below 248, 223-248, and
198-223 ft below floor level) were hydraulically isolated from zones above and below; average specific
capacities were 0.12, 0.034, and 0.15 (gal/min)/ft, respectively. The remaining two zones (81-106 and 57-
81 ft below floor surface) are in the unconfined part of the Stockton Formation; the average specific
capacities were 0.82 and 0.61 (gal/min)/ft, respectively.

Values of hydraulic conductivity and transmissivity for the Stockton Formation are presented
below; a specific yield of 0.007 was used in estimating these hydrologic properties. Hydraulic conductivity
and transmissivity are generally lower on hilltops and slopes than in valleys. The median hydraulic
conductivity of wells on hilltops (22 wells), slopes (58 wells), and valleys (67 wells) in the Stockton
Formation are 1.5, 1.1, and 1.6 ft/d, respectively. The median transmissivity of wells on hilltops is
320 ft2/d; on slopes, 160 ft2/d; and in valleys, 420 ft2/d.

Reported specific capacity, Stockton Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 180 0.35 0.73 1.3 3.7 7.4 0.07 75
Domestic 31 .11 .17 .40 .80 2.3 .09 7.4
High-demand 143 .61 .91 1.7 4.2 8.6 .07 75

Hydraulic conductivity and transmissivity from single-well aquifer tests, Stockton Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 174 0.25 0.50 1.2 3.0 8.0 0.04 93
Transmissivity (ft2/d) 174 66 140 290 850 1,700 5.8 21,000
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Rima and others (1962, table 4) conducted laboratory tests for porosity, specific yield, and hydraulic
conductivity (permeability) on 12 rock samples from the Stockton Formation. The specific yield on the 12
weathered or exposed rock samples ranged from 0.00 to 0.193; the median was 0.079. Hydraulic
conductivity in the horizontal direction on 11 samples ranged from 0.00013 to 0.053 ft/d; the median was
0.0013 ft/d. Hydraulic conductivity in the vertical direction on 11 samples ranged from 0.00004 to
0.027 ft/d; the median was 0.00094 ft/d. Rima and others (1962, table 5) also conducted several single- and
multiple-well aquifer tests. The specific storage ranged from 0.00002 to 0.0014; the median was 0.0002.
Transmissivity ranged from 134 to 3,210 ft2/d; the median was 2,210 ft2/d.

Gerhart and Lazorchick (1984b, tables 6 and 14) developed a digital model for parts of Lancaster and
Berks Counties, Pa. In their model, Gerhart and Lazorchick used a specific yield of 0.012 and a hydraulic
conductivity of 1.2 ft/d for a block that consisted of the Stockton and New Oxford Formations. In an east-
west and north-south direction, the hydraulic conductivities were 2.00 and 0.40 ft/d, respectively. For the
Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, p. 38) estimated a specific
yield of 0.007 for the upper 300 ft and a storage coefficient of 0.00007 for the lower 300 ft. They also used
hydraulic conductivities of 0.40 and 3.34 ft/d for different hydrogeologic units that included the Stockton
Formation (Gerhart and Lazorchick, 1988, p. 22).

Urban and Gburek (1988) estimated hydraulic conductivities, transmissivities, and specific yields of
a sandstone bed near Willow Grove, Pa. Vertical hydraulic conductivities from 13 cores collected at depths
of 2.2 to 19 ft ranged from 0.0696 to 0.135 ft/d; the median was 0.860 ft/d. Horizontal hydraulic
conductivities from 12 cores collected at depths of 2.2 to 19 ft ranged from 0.788 to 0.141; the median was
0.0929 ft/d. Hydraulic conductivities, transmissivities, and specific yields from multiple-well aquifer tests,
slug tests, and recharge methods varied by approximately an order of magnitude from that derived from
the cores. Hydraulic conductivities ranged from 0.16 to 8.45 ft/d; the median was 1.60 ft/d.
Transmissivities ranged from 2.59 to 155 ft2/d; the median was 47.1 ft2/d. Specific yields ranged from
0.00024 to 0.034; the median was 0.0035.

In his work on the Valley Creek Basin in eastern Chester County, Sloto (1989, table 10) estimated a
hydraulic conductivity of 8.0 ft/d for the Stockton Formation. A specific yield of 0.08, estimated from
change in ground-water storage in the water budgets, was used in the digital model.

Hydrologic properties of the rock matrix were determined by Sloto and others (1996, table 1) from
two cores collected at the Raymark Superfund Site, Hatborough, Montgomery County, Pa. Average
porosity was 3 percent for siltstone; 22.5 percent for silty, fine-grained sandstone; 9.6 percent for fine-
grained sandstone; 8.6 percent for medium-grained sandstone; and 5.6 percent for coarse-grained
sandstone (Sloto and others, 1996, fig. 15). Porosity was considerably greater in the horizontal direction
than in the vertical direction. Hydraulic conductivity determined in the laboratory from four rock cores
were 0.000118 ft/d for a gray, fine-grained sandstone; 0.00000292 ft/d for a red, silty, fine-grained
sandstone; 0.000000514 ft/d for a red siltstone; and 0.19 ft/d for a medium- to coarse-grained sandstone,
with some cement removed.

Sloto and Schreffler (1994, table 5) analyzed recovery data from seven long-term (48- or 72-hour)
aquifer tests that were done by environmental consulting firms. The transmissivities calculated by use of
the Theis (1935) recovery method ranged from 260 to 1,800 ft2/d; the median was 410 ft2/d.

The depths of water-bearing zones in 130 wells drilled as deep as 550 ft range from 8 to 454 ft below
land surface. Fifty percent of the 388 water-bearing zones reported are penetrated by a depth of 97 ft and
90 percent by a depth of 265 ft. The greatest density of water-bearing zones (1.14 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 59). The density of water-bearing zones at depths of 351 ft or
greater are based on the presence of four or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Stockton is 0.66 per 50 ft of well depth.

Sloto and others (1998) investigated the geohydrology and distribution of volatile organic
compounds in ground water in the vicinity of Casey Village, Bucks County, Pa. They determined that, in
general, the sandstone beds were the major water-bearing units. Siltstone beds were only a minor source
of water as these beds weathered easily and were finer grained, which favored clogging of minor
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openings. Siltstone beds, unlike sandstone beds, deformed without breaking, which reduced the
formation of secondary openings. Near horizontal fractures were observed within beds and at the contact
between beds of differing lithology. Steeply dipping or nearly vertical fractures within sandstone beds
were commonly water-bearing zones. Multiple-well aquifer tests in three lithologic units produced
elliptical drawdown patterns that indicated anisotropy, however, the anisotropy was not aligned with
strike or dip. Sloto and others (1998, p. 59) concluded that the response to pumping was “* * * controlled as
much or more by depth of water-bearing zones below land surface than by geologic unit.”

In the Hatborough and Warminster Township areas, ground-water flow is very complex (Sloto and
others, 1996). Borehole flow, from wells drilled 31 to 591 ft deep, was measurable in 65 of 93 boreholes; no
flow was measured in 19 boreholes and could not be determined for 9 other boreholes. Downward flow
was measured in 36 boreholes and upward vertical flow was measured in 23 boreholes; 6 wells had
upward and downward vertical flow.

Borehole geophysical logs were run in 12 wells at the Fischer and Porter Company Superfund Site in
Warminster, Bucks County, Pa., by the USGS (Sloto and others, 1995). Brine testing of six wells indicated
that most wells showed downward vertical flow, primarily caused by a downward head gradient formed
in response to the pumping of public supply wells in the area. One well, BK-372 showed upward vertical
flow at depths of 250, 355, and 400 ft below land surface under pumping conditions, but no vertical flow
under nonpumping conditions.

Figure 59.  Number and density of water-bearing zones per 50 feet of well depth in the Stockton
Formation of the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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Geophysical logging, borehole television surveys, and heatpulse flowmetering were used to identify
water-bearing zones at the Willow Grove Naval Air Station, Montgomery County, Pa. and the former U.S.
Naval Air Warfare Center in Warminster, Bucks County, Pa. (Conger, 1997a; 1998). The 21 wells
investigated at the Willow Grove Naval Air Station range in depth from 73 to 148 ft below land surface. In
general, under ambient conditions ground-water flow is downward, however, in three wells in topo-
graphic lows, ground-water flow was upwards. Three other wells exhibited upward and downward flow
components. Water may enter the boreholes at depths as shallow as 19 ft or as deep as 156 ft. Water-
receiving zones were as shallow as 14 ft below land surface and as deep as 149 ft below land surface. The
10 wells investigated at the former U.S. Naval Air Warfare Center range in depth from 69 to 300 ft below
land surface and exhibit a complex pattern of vertical flow as well as numerous producing and receiving
zones under nonpumping conditions. Water enters the boreholes from depths as shallow as 22 ft and as
great as 292 ft.

Water quality .—As seen in the following table, wells completed in the Stockton Formation generally
yield water that contains low to moderate amounts of dissolved solids, is moderately hard to hard, and is
slightly acidic. Calcium is the dominant cation, and bicarbonate is the dominant anion. Elevated
concentrations of iron, lead, manganese, and radon and low pH are common water-quality problems in
the Stockton Formation. Rima and others (1962, p. 41) reported no significant difference in the chemical
makeup of water from the different members of the Stockton Formation. Additional information on the
source and significance of these and other selected dissolved constituents and properties of ground water
are presented in the appendix.

Summary of selected chemical constituents and properties analyzed for the Stockton Formation

[Concentrations in milligram per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCuries per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

179 — — — 250 320 400 120 1,100

Field hardness 191 — — — 86 140 170 7.0 1,300
Field pH (standard units) 182 — <6.5 >8.5 64 6.2 6.9 7.5 4.1 9.1
Bicarbonate 165 — — — 64 98 130 6.0 220
Calcium 126 — — — 23 40 52 2.0 230
Chloride 171 — 250 0 7.2 13 23 1.2 120
Iron 155 — .3 24 .010 .050 .14 <.003 4.0
Lead 72 0.015 — 12 .001 .002 .006 <.001 .055
Magnesium 126 — — — 8.0 12 17 .70 49
Manganese 119 — .05 25 .003 .010 .060 <.001 .87
Nickel 24 .1 — 2 .001 .002 .006 <.001 .12
Nitrate (as N) 165 10 — 3 .96 2.1 3.8 .00 17
Potassium 97 — — — .90 1.1 1.6 .30 4.0
Radon (pCi/L) 30 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 30 1,100 1,400 1,700 610 4,100
Silica 123 — — — 20 23 26 1.3 52
Sodium 97 — — — 9.6 14 20 .70 87
Sulfate 164 — 250 5 19 29 54 2.4 600
Total dissolved solids 157 — 500 11 180 230 310 51 1,040
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Well location can affect water quality. Rima and others (1962) classified 70 wells in their study as
urban, suburban, and rural. They found that rural wells contained water with the lowest median dissolved
solids and urban wells had the highest median dissolved solids. Sloto and Davis (1983) evaluated the
effects of urbanization on the water resources of Warminster Township in Bucks County. They noted (Sloto
and Davis, 1983, p. 41) that for seven wells sampled in 1953 and 1956 by Rima and others (1962), and again
in 1979; the median concentration of most dissolved constituents in ground water increased.

Well depth can also affect water quality. Regarding high concentrations of sulfate and dissolved
solids, Sloto and Davis (1983, p. 45) suggested that the dissolution of gypsum and anhydrite in the
formation may be the source of the sulfate, and that poor or restricted ground-water circulation caused
high sulfate and dissolved solids concentrations. Water from wells drilled to depths greater than 400 ft
generally contain higher amounts of calcium, chloride, dissolved solids, iron, manganese, sodium, and
sulfate and lesser amounts of magnesium, nitrate, potassium, and silica. Pumping of a well over a long
period of time may flush the aquifer and lower the sulfate content.

Hammer Creek Formation (TRh)

The Hammer Creek Formation underlies about 130 mi2 of the Gettysburg-Newark Lowland in
Berks, Chester, Lancaster, and Lebanon Counties (Berg and others, 1980). The western most extent of the
formation has been arbitrarily drawn at the Dauphin-Lebanon County line and the eastern most extent
near the Schuylkill River (Wood, 1980, p. 14). The type section is along Hammer Creek, Lebanon County.

Geologic description.— The Hammer Creek Formation consists of red, brown, and less abundant
light gray to gray, very fine to coarse-grained and conglomeratic, thin- to thick-bedded sandstone and
thin- to medium-bedded red shale and siltstone. The sandstone exhibits some crossbedding, lensing,
channeling, and ripple marks; the shale and siltstone show ripple marks and mudcracks. The Hammer
Creek sandstones grade into siltstones having a high percentage of matrix and into conglomerates. The
conglomerate member is thick bedded with clasts or interbeds of quartz, quartzite, sandstone, limestone,
and shale (Glaeser, 1963). The easily eroded red shale is the dominant rock type in the extreme eastern and
western parts of the outcrop belt. Maximum thickness estimates of the Hammer Creek Formation range
from about 9,200 to 12,200 ft (Wood, 1980, p. 14).

The Hammer Creek Formation is moderately resistant to weathering, generally forming a rough
terrain of high relief. Joints have a blocky pattern, are moderately developed, moderately abundant, and
open. Thickness of the regolith is variable and commonly thinner over the conglomerate member (Geyer
and Wilshusen, 1982, p. 137-141).

The Hammer Creek Formation is of Upper Triassic age and is the coarser-grained, partial lateral
equivalent of the Gettysburg Formation to the west and the Brunswick Formation to the east. Lyttle and
Epstein (1987) stated that the formation unconformably overlies Precambrian and Paleozoic rocks and is a
partial lateral correlative and unconformably overlies the Stockton Formation and New Oxford Formation.

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Hammer Creek Formation are presented in the table below.

Reported well depths, Hammer Creek Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 291 77 97 133 210 344 38 806
Drilled, domestic 192 68 86 114 158 219 38 505
Drilled, high-demand 50 111 163 252 389 453 91 800
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Topographic setting can significantly affect well depth. Drilled domestic wells on hilltops (29 wells)
are completed to significantly greater depths than on slopes (122 wells) or in valleys (32 wells). The
median depths of domestic wells drilled on hilltops, slopes, and valleys are 160, 118, and 87 ft below land
surface, respectively. Casing lengths for wells completed in the Hammer Creek Formation are presented in
the table below.

Casing length also varies spatially. Wells drilled in Lancaster County (74 wells) use significantly
more casing than in Berks (95 wells) and Lebanon (67 wells) Counties; the medians are 50, 40, and 42 ft,
respectively. Domestic wells drilled in Lancaster County (57 wells) use significantly more casing than in
Berks County (56 wells); the medians are 50 and 36 ft, respectively. According to Wood (1980), caving of
the borehole is a problem along some sandstone ridges of the Hammer Creek Formation near the Berks-
Lancaster county line.

Hydr ologic pr oper ties.— Water levels of wells completed in the Hammer Creek Formation are
presented in the table below. Depths to water in 239 wells range from 1 to 164 ft below land surface; the
median is 30 ft below land surface.

Reported yields of wells completed in the Hammer Creek Formation are presented in the table
below. Yields of 5.0 gal/min or less are reported from 11 wells; 9 are domestic wells. Twenty-seven of
37 wells with reported yields of 100 gal/min or greater are deeper than 200 ft. Wood (1980, p. 1) reported
that “significant yields” are available to a depth of at least 1,000 ft.

Topographic setting can affect yields. Wells drilled on hilltops (40 wells) or slopes (163 wells) have
significantly lower reported yields than wells in valleys (56 wells). The median reported yield of wells on
hilltops is 17 gal/min; on slopes, 25 gal/min; and in valleys, 38 gal/min.

Reported casing lengths, Hammer Creek Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 251 23 34 44 61 91 10 266
Drilled, domestic 170 22 36 43 60 82 10 164
Drilled, high-demand 35 30 34 58 88 138 18 266

Water levels, Hammer Creek Formation

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 36 21 41 52 86 140 12 164
Slope 147 10 19 34 50 71 1 132
Valley 52 7 11 16 20 33 1 52

Reported well yield, Hammer Creek Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 273 8.0 12 21 50 134 1.0 800
Domestic 184 7.2 10 18 30 45 1.0 150
High-demand 59 25 50 100 230 300 4.0 800
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Specific capacities of wells completed in the Hammer Creek Formation are presented in the table
below. Three wells (drilled to depths of 280, 320, 505 ft) have specific capacities of 0.04 (gal/min)/ft or less
and are incapable of meeting most domestic or other water-use demands. Fifteen of 47 wells with specific
capacities of 1.0 (gal/min)/ft or greater are deeper than 200 ft. Specific capacities of wells with pumping
durations of 8 hours or longer (30 wells) range from 0.30 to 42 (gal/min)/ft; the median is
1.1 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Hammer Creek Formation are presented
in the table below; a specific yield of 0.007 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops or slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (24 wells), slopes (89 wells), and valleys (31 wells) are 0.41,
1.3, and 1.5 ft/d, respectively. The median transmissivities of wells on hilltops is 46 ft2/d; on slopes,
94 ft2/d; and in valleys, 160 ft2/d.

In their digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b,
p. 15, tables 6 and 14), estimated an aquifer thickness of 250 ft, a specific yield of 0.012, and a hydraulic
conductivity of 1.2 ft/d for a hydrogeologic unit that included the Hammer Creek Formation. Gerhart and
Lazorchick also noted that hydraulic conductivity was anisotropic utilizing 2.0 and 0.40 ft/d in an east-
west and north-south direction, respectively. For the conglomerate, they estimated a hydraulic
conductivity of 2.0 ft/d, with east-west and north-south values of 3.33 and 0.67 ft/d, respectively. In their
Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, p. 38) determined a specific
yield of 0.007 for the upper 300 ft and a storage coefficient of 0.00007 for the lower 300 ft. They also used
hydraulic conductivities of 0.13, 0.40, 2.67, and 3.34 ft/d for different hydrogeologic units that included
the Hammer Creek Formation (Gerhart and Lazorchick, 1988, p. 22).

The depths of water-bearing zones in 207 wells drilled as deep as 505 ft range from 5 to 445 ft below
land surface. Fifty percent of the 544 water-bearing zones reported are penetrated by a depth of 90 ft and
90 percent by a depth of 197 ft. The greatest density of water-bearing zones (1.00 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 60). The density of water-bearing zones at depths of 301 ft or
greater are based on the presence of six or fewer water-bearing zones per 50-ft interval. The overall density
of water-bearing zones in the Hammer Creek Formation is 0.67 per 50 ft of well depth.

Geophysical logging, borehole video surveys, and heatpulse flowmetering were used to identify
water-bearing zones at the Berkley Products Superfund Site, West Cocalico Township, Lancaster County,
Pa. (Low and Conger, 1998). The wells investigated ranged in depth from 320 to 508 ft below land surface.
Under ambient conditions, ground-water flow is downward in two wells and upward in two wells; the
remaining wells exhibit upward and downward flow components. The two wells exhibiting upward flow

Reported specific capacity, Hammer Creek Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 148 0.14 0.27 0.56 1.3 4.7 0.02 42
Domestic 97 .11 .19 .45 .99 4.1 .02 40
High-demand 37 .32 .69 1.3 3.4 14 .27 42

Hydraulic conductivity and transmissivity from single-well aquifer tests, Hammer Creek Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 145 0.17 0.46 1.2 3.5 17 0.00 640
Transmissivity (ft2/d) 145 16 42 94 250 1,000 .64 12,000
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are in a topographic low within 100 ft or so of Cocalico Creek. The remaining seven wells are on a slope
with a maximum distance from Cocalico Creek of about 2,000 ft. Water-producing and water-receiving
zones were penetrated as shallow as 34 ft below land surface and as deep as 475 ft below land surface.

Water quality .—As seen in the following table, wells completed in the Hammer Creek Formation
generally yield water that is low in dissolved solids, is soft to moderately hard, and is slightly acidic.
Calcium is the dominant cation, and bicarbonate is the dominant anion. The well with the most alkaline
pH water is about 500 ft from a major fault contact with the Buffalo Springs Formation, and therefore, may
be receiving some water that has originated in a carbonate terrain. Elevated concentrations of iron, radon,
and dissolved solids; low pH; and possibly nitrate are the most common water-quality problems.
Although only 2 of 47 wells contain water that exceeds the USEPA MCL for nitrate, the water in two other
wells is at the MCL with two more within 1.0 mg/L of the MCL. Additional information on the source and
significance of these and other selected dissolved constituents and properties of ground water are
presented in the appendix.

Figure 60. Number and density of water-bearing zones per 50 feet of well depth in the Hammer
Creek Formation of the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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Summary of selected chemical constituents and properties analyzed for the Hammer Creek Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

171 — — — 100 170 300 35 1,600

Field hardness 169 — — — 34 68 120 17 310
Field pH (standard units) 50 — <6.5 >8.5 22 6.0 6.7 7.5 5.1 8.4
Bicarbonate 50 — — — 11 40 82 2.0 240
Calcium 43 — — — 4.7 13 31 .70 110
Chloride 49 — 250 0 3.0 5.0 10 .90 66
Iron 36 — .3 4 .013 .060 .12 <.003 1.4
Magnesium 43 — — — 1.7 4.1 6.9 .60 40
Manganese 30 — .05 1 .008 .010 .020 .000 .090
Nitrate (as N) 47 10 — 2 1.0 2.2 6.4 .05 20
Potassium 42 — — — .65 .89 1.1 .30 3.1
Radon (pCi/L) 5 3300 — 5 800 990 1,600 690 1,900
Silica 19 — — — 11 16 23 7.3 40
Sodium 43 — — — 2.4 6.1 8.6 .80 28
Sulfate 46 — 250 2 5.0 10 20 .00 360
Total dissolved solids 49 — 500 4 67 120 170 10 878

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Lithology has a definite affect on the quality of water in the Hammer Creek Formation. As seen in
the tables below, wells completed in the conglomerate and sandstone generally produce water that
contains lower amounts of dissolved solids, is softer, and more acidic than wells completed in the shale.

New Oxf ord Formation (TRn)

The New Oxford Formation underlies about 200 mi2 of the Gettysburg-Newark Lowland in a 0.5- to
5-mi wide belt in Adams, Lancaster, Lebanon, and York Counties (Berg and others, 1980). The reference
section is in quarries southeast of the borough of New Oxford, Adams County (Stose and Bascom, p. 9,
1929).

Geologic description.— The New Oxford Formation consists of a complex, interbedded sequence
of sandstones, siltstones, shales, and conglomerates. Bedding is lenticular, and individual beds grade
rapidly into rocks of different textures. The generally gray to green (weathering yellowish to deep-buff),
very-fine to coarse-grained, angular to subangular subarkosic sandstones are characteristic and consist of
quartz, white kaolinized feldspar, and mica. The matrix is composed of very-fine grained quartz, feldspar,
silt, and clay. The siltstones and shales, which are present throughout the formation, are generally red, but
gray, greenish gray, and tan are not uncommon; many of the shales are micaceous and calcareous
(Johnston, 1966, p. 10). The conglomerates are most common in the lower two-thirds of the formation and
generally consist of subangular to subrounded quartzose cobbles and boulders in a poorly sorted red sand
matrix with ferruginous and siliceous cements. Stose and Jonas (1939, p. 109) and Wood and Johnston
(1964, p. 10) noted the presence of a basal limestone conglomerate near the contact with rocks of Paleozoic
age. The New Oxford Formation generally thickens east to west from about 500 ft to about 6,900 ft (Wood,
1980, table 4).

Field specific conductance, by lithology, Hammer Creek Formation

[Specific conductance in µS/cm, microsiemens per centimeter at 25 degrees
Celsius; P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Lithology
Number
of wells

P25 Median P75 Minimum Maximum

Conglomerate 31 85 120 160 35 400
Sandstone 69 93 160 264 40 920
Shale 48 161 263 495 35 1,600

Field hardness, by lithology, Hammer Creek Formation

[Hardness in mg/L, milligrams per liter; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Lithology
Number
of wells

P25 Median P75 Minimum Maximum

Conglomerate 31 34 51 68 17 210
Sandstone 72 34 68 115 17 270
Shale 47 68 100 210 17 310

Field pH, by lithology, Hammer Creek Formation

[pH in standard units; —, insufficient data available; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Lithology
Number
of wells

P25 Median P75 Minimum Maximum

Conglomerate 3 — 6.0 — 5.9 7.7
Sandstone 20 6.2 6.7 7.3 5.1 8.1
Shale 12 6.2 7.4 7.6 5.6 8.4
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The New Oxford Formation forms a gently rolling plain that is characterized by broad, shallow
valleys and low, flat-topped ridges. The ridges consist of moderately resistant, coarse conglomerate that in
most places approximately parallels the strike of the beds. The slightly resistant shale and sandstone
members form the intervening shallow valleys. Joints in the conglomerate are vertical, open, and widely
spaced whereas the joints in the shale and sandstone are closely spaced (Geyer and Wilshusen, 1982,
p. 196-200). In Lancaster County, the thickness of the regolith ranges from less than 1 ft to about 50 ft and
averages about 23 ft (Johnston, 1966, p. 13).

The Upper Triassic New Oxford Formation is a basal member of the Newark Supergroup. It
unconformably overlies older Cambrian and Ordovician rocks and is stratigraphically lower than the
Gettysburg Formation. However, the upper contact is gradational with the overlying Gettysburg
Formation and therefore, partly contemporaneous (Johnston, 1966, p. 10). A change in lithology from
arkosic sandstone in the New Oxford Formation to red shales and soft red sandstones in the Gettysburg
Formation mark this contact. The Stockton Formation is the equivalent unit in the Newark Basin.

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
New Oxford Formation are presented in the table below.

Topographic setting can affect well depth. Domestic wells drilled on hilltops are completed to
significantly greater depths than on slopes. The median depths of domestic wells drilled on hilltops
(72 wells), slopes (268 wells), and valleys (47 wells) are 110, 95, and 98 ft below land surface, respectively.

Casing length also varies by county. Domestic wells drilled in Adams (15 wells) and Lancaster
(159 wells) Counties have significantly more casing than wells drilled in York County (78 wells). The
median casing lengths of domestic wells drilled in Adams, Lancaster, and York Counties are 42, 29, and
22 ft, respectively.

Reported well depth, New Oxford Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 621 66 86 109 153 274 40 1,010
Drilled, domestic 414 65 82 100 123 171 40 601
Drilled, high-demand 78 110 153 252 391 600 65 800

Reported casing length, New Oxford Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 373 16 21 25 42 63 3 180
Drilled, domestic 252 16 20 25 40 63 4 180
Drilled,high-demand 58 20 23 35 53 80 13 152
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Hydr ologic pr oper ties.— Water levels of wells completed in the New Oxford Formation are
presented in the table below. Depths to water in 539 wells range from 1 ft above land surface to 93 ft below
land surface; the median is 19 ft below land surface. There are three flowing wells:  one is on a slope and
two are in valleys.

Water levels also can vary considerably by county. The median depths to water in wells in Adams
County (106 wells) is 11 ft; in Lancaster County (290 wells), 21 ft; and in York County (143 wells), 20 ft.

Reported yields of wells completed in the New Oxford Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 91 wells; 73 are domestic wells. Twenty-two of the 30 wells
with reported yields of 100 gal/min or greater are deeper than 200 ft.

Well yield also varies spatially. Domestic wells in Lancaster County (203 wells) have significantly
greater reported yields than in York County (88 wells). The median reported yields of domestic wells in
Lancaster and York Counties are 10 and 7 gal/min, respectively. High-demand wells in Adams (13 wells)
and York (32 wells) Counties have significantly lower yields than in Lancaster County (42 wells); the
medians are 20, 45, and 63 gal/min, respectively.

Specific capacities of wells completed in the New Oxford Formation are presented in the table
below. Two wells (drilled to depths of 64 and 138 ft) have specific capacities of 0.04 (gal/min)/ft or less
and are incapable of meeting most domestic or other water-use demands. Twelve of 28 wells with specific
capacities of 1.0 (gal/min)/ft or greater are deeper than 200 ft. Specific capacities of wells with pumping
durations of 8 hours or longer (39 wells) range from 0.07 to 21 (gal/min)/ft; the median is
0.55 (gal/min)/ft.

Water levels, New Oxford Formation

[Water levels in feet below land surface; F, flowing well; -, flowing well in feet above
land surface; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 85 10 20 27 45 55 4 71
Slope 322 6 10 18 30 42 -1 93
Valley 93 5 9 14 23 30 F 60

Reported well yield, New Oxford Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 465 4.0 6.0 12 25 60 0.1 450
Domestic 307 4.0 6.0 10 16 25 .1 75
High-demand 87 10 20 45 100 200 2.8 450

Reported specific capacity, New Oxford Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 92 0.09 0.22 0.50 1.2 4.7 0.02 21
Domestic 31 .07 .10 .24 .70 3.3 .06 7.1
High-demand 45 .14 .25 .58 1.6 5.8 .04 21
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Values of hydraulic conductivity and transmissivity for the New Oxford Formation are presented in
the table below; a specific yield of 0.007 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (12 wells), slopes (42 wells), and valleys (27 wells) are 0.75,
0.59, and 0.89 ft/d, respectively. The median transmissivities of wells on hilltops is 89 ft2/d; on slopes,
69 ft2/d; and in valleys, 120 ft2/d.

In Carol and Frederick Counties, Md., Meyer and Beall (1958) estimated a specific yield of 0.001 and
a transmissivity of 668 ft2/d for six wells completed in the New Oxford Formation. Wood and Johnston
(1964, table 6) used the Cooper and Jacob method (1946) to estimate transmissivities of nine single-well
aquifer tests with pumping durations of 1 hour. The transmissivities ranged from 0.936 to 695 ft2/d; the
median was 46.8 ft2/d.

In their digital model of parts of Lancaster and Berks Counties, Pa., Gerhart and Lazorchick (1984b,
p. 15, tables 6 and 14) estimated an aquifer thickness of 250 ft, a specific yield of 0.012, and a hydraulic
conductivity of 1.2 ft/d for a hydrogeologic unit that included the New Oxford Formation. Gerhart and
Lazorchick noted also that hydraulic conductivity was anisotropic utilizing 2.0 and 0.40 ft/d in an east-
west and north-south direction, respectively. For the Lower Susquehanna River Basin digital model,
Gerhart and Lazorchick (1988, p. 38) determined a specific yield of 0.007 for the upper 300 ft and a storage
coefficient of 0.00007 for the lower 300 ft. They also used hydraulic conductivities of 0.40, 2.67, and
3.34 ft/d for different hydrogeologic units that included the New Oxford Formation (Gerhart and
Lazorchick, 1988, p.22).

In response to a gasoline spill near Abbottstown, Pa., R.E. Wright Associates, Inc. (1994) conducted a
long-term (72-hour), constant rate (225 gal/min), multiple-well aquifer test. The drawdown data indicated
that the New Oxford Formation was not anisotropic. Transmissivities and storativities were determined
from the long-term test at seven wells and ranged from 331 to 4,760 ft2/d and from 0.000003 to 0.001; the
medians were 917 ft2/d and 0.003, respectively.

R.E. Wright Associates, Inc. (1993b) conducted a long-term (74-hour) multiple-well aquifer test on a
proposed public supply well drilled in the New Oxford Formation just west of Littlestown, Pa.
Transmissivity estimated during the pumping phase of the aquifer test was 206 ft2/d and 142 ft2/d during
the recovery phase; storativity was estimated at 0.0001. The drawdown data indicated the New Oxford
Formation was only slightly anisotropic, elongate and parallel to formational contacts (R.E. Wright
Associates, Inc., 1993b, fig. 1).

The depths of water-bearing zones in 165 wells drilled as deep as 730 ft range from 8 to 629 ft below
land surface. Fifty percent of 336 water-bearing zones reported are penetrated by a depth of 89 ft and
90 percent by a depth of 174 ft. The greatest density of water-bearing zones (0.95 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 61). The density of water-bearing zones at depths of 301 ft or
greater are based on the presence of one or two water-bearing zones per 50-ft interval. The overall density
of water-bearing zones in the New Oxford Formation is 0.55 per 50 ft of well depth.

Geophysical logging and heatpulse flowmetering were used to identify water-bearing zones and
direction of borehole flow in an unused, 504 ft deep well near Abbottstown, Pa. (Low and Dugas, 1999).
Under ambient conditions, downward vertical flow was measured from 115 to 320 ft with no flow
measured at depths of 80, 364, and 380 ft. Most water enters the borehole at minor fractures around 90 ft
and major fractures at 137 and 140-154 ft below land surface. The water then exits the borehole through a
major fracture at 358 ft below land surface. R.E. Wright Associates, Inc. (1993a), noted the reported water-
bearing zones in this well were at lithologic and color changes.

Hydraulic conductivity and transmissivity from single-well aquifer tests, New Oxford Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 89 0.09 0.17 0.68 1.7 5.3 0.02 76
Transmissivity (ft2/d) 89 11 35 97 250 760 1.0 5,800
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Water quality .—As seen in the following table, wells completed in the New Oxford Formation
generally yield water that contains moderate amounts of dissolved solids, is moderately hard, and is
slightly acidic. Calcium is the dominant cation, and bicarbonate is the dominant anion. Elevated
concentrations of iron, manganese, and nitrate and low pH are common water-quality problems in the
New Oxford Formation.

Several of the wells with relatively high field specific conductances are less than 100 ft deep and may
be contaminated by agricultural runoff or sewage. None of the wells containing water with nitrate
concentrations above the USEPA MCL are deeper than 325 ft. Elevated concentrations of aluminum are
common in the New Oxford Formation with 7 of 22 wells containing water with aluminum greater than
0.10 mg/L; the aluminum concentration in the water of one well was 1.0 mg/L.

Field parameters also can vary significantly spatially. Wells in Lancaster County (333 wells) contain
water that has significantly lower field specific conductance than wells in Adams (60 wells) County; the
medians are 295 and 380 µS/cm, respectively. The water from wells in Adams County is significantly
harder (55 wells) than in Lancaster County (329 wells) and York County (93 wells). The median hardness
of water in Adams County wells is 150 mg/L; in Lancaster County, 100 mg/L; and in York County,
120 mg/L. The pH of water from wells in Lancaster County (161 wells) is significantly lower than in

Figure 61.  Number and density of water-bearing zones per 50 feet of well depth in the New
Oxford Formation of the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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Adams (19 wells) and York (57 wells) Counties; the medians are 6.7, 7.4, and 7.2, respectively. Additional
information on the source and significance of these and other selected dissolved constituents and
properties of ground water are presented in the appendix.

Loc katong Formation (TRl)

The Lockatong Formation underlies about 160 mi2 of the Gettysburg-Newark Lowland in Berks,
Bucks, Chester and Montgomery Counties (Berg and others, 1980). The reference section is along the
Delaware River between Point Pleasant and Lumberville, Bucks County.

Geologic description.— The Lockatong Formation is predominantly laminated to very thick-
bedded, gray and black siltstone and shale or argillite that contain fine sand. Thin beds of calcareous shale
or impure limestone are present locally (Greenman, 1955, p. 30). The rocks are typically even bedded and
very fine grained. Lower beds in the Lockatong Formation may contain coarser-grained beds. Alternating
detrital and chemical-lacustrine cycles have been identified by Van Houten (1964). Beds in the Lockatong
Formation do not display the interbedding and intergrading that is typical of other sedimentary rocks in
the Gettysburg-Newark Lowland. Individual beds in the Lockatong Formation can commonly be traced
for considerable distances along strike. The Lockatong Formation has an estimated maximum thickness of
about 3,800 ft near the Delaware River (Greenman, 1955, p. 31) but is only about 1,500 ft thick at the
Schuylkill River and thins westward (Bascom and Stose, 1938, p. 72).

The Lockatong Formation is moderately resistant to weathering, forming rolling hills of medium
relief. Where the Lockatong Formation comes in contact with the Stockton Formation, a distinct change in
topography occurs, with as much as 200 ft of elevation difference between areas underlain by the two
formations (Greenman, 1955, p. 30). Joints have a blocky pattern, are closely spaced, and are open (Geyer
and Wilshusen, 1982, p. 165-166).

Summary of selected chemical constituents and properties analyzed for the New Oxford Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

488 — — — 240 325 415 51 2,100

Field hardness 477 — — — 85 120 150 6.0 510
Field pH (standard units) 236 — <6.5 >8.5 69 6.4 6.8 7.3 5.2 8.1
Bicarbonate 79 — — — 84 110 130 11 250
Calcium 76 — — — 30 48 58 6.0 100
Chloride 79 — 250 0 7.1 11 22 2.0 170
Iron 78 — .3 9 .050 .090 .17 .000 22
Lead 22 0.015 — 1 .002 .015 <.050 .000 <.050
Magnesium 76 — — — 6.6 8.8 12 2.5 79
Manganese 73 — .05 14 .010 .020 .050 .000 .58
Nitrate (as N) 78 10 — 10 3.3 5.7 8.5 .36 28
Potassium 65 — — — .60 1.0 1.6 .00 5.6
Silica 67 — — — 8.4 16 20 1.3 39
Sodium 65 — — — 6.3 9.5 15 .50 56
Sulfate 80 — 250 0 15 26 43 2.5 120
Total dissolved solids 64 — 500 4 177 220 270 63 773
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The Lockatong Formation is of Upper Triassic age and is the middle unit in the Newark Supergroup
in the Newark Basin (Lyttle and Epstein, 1987). The formation interfingers laterally with and gradationally
into the underlying Stockton Formation as well as the lower part of the Brunswick Formation. Turner-
Peterson (1980) suggested the Lockatong was deposited in an offshore lacustrine environment. Greenman
(1955, p. 31) believed the red beds of the upper part of the Lockatong were deposited in a different
environment from that which produced the dark-colored argillite, possibly fluvial.

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Lockatong Formation are presented in the table below.

Well depth varies spatially. The depths of domestic wells drilled in Chester County (12 wells) are
significantly greater than in Bucks County (55 wells). The median depths of drilled domestic wells in
Bucks and Chester Counties are 113 and 277 ft, respectively.

Casing lengths for wells completed in the Lockatong Formation are presented in the table below.
High-demand wells do not use significantly more casing than domestic wells.

Hydr ologic pr oper ties.— Water levels of wells completed in the Lockatong Formation are
presented in the table below. Depths to water in 89 wells range from flowing at land surface to 165 ft below
land surface; the median is 22 ft below land surface.

Water levels vary considerably by county. Depths to water in Bucks County (58 wells) are
considerably less than in Chester (13 wells) or Montgomery (18 wells) Counties. The median depth to
water in Bucks County is 12 ft; in Chester County, 80 ft; and in Montgomery County, 26 ft.

Reported well depth, Lockatong Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 172 77 100 187 311 497 12 820
Drilled, domestic 88 75 93 135 245 378 36 635
Drilled, high-demand 54 80 148 217 400 668 31 820

Reported casing length, Lockatong Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 62 20 21 30 40 56 10 82
Drilled, domestic 35 19 20 27 35 41 12 43
Drilled, high-demand 19 13 22 40 52 71 10 82

Water levels, Lockatong Formation

[Water levels in feet below land surface; F, flowing well; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 15 3 18 38 64 123 2 139
Slope 48 4 10 21 61 95 F 165
Valley 17 7 8 12 24 36 6 60
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Reported yields for wells completed in the Lockatong Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 36 wells; 21 are domestic wells. Six of seven wells with
yields of 100 gal/min or greater are deeper than 200 ft. Six of the seven wells are near (within 1,000 ft) a
formational contact or the Neshaminy Creek.

Specific capacities for wells completed in the Lockatong Fomation are presented in the table below.
Seven of nine wells deeper than 200 ft have specific capacities of 1.0 (gal/min)/ft or greater. Specific
capacities of 11 wells pumped 8 hours or longer range from 0.05 to 10 (gal/min)/ft; the median is
0.45 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Lockatong Formation are presented in
the table below; a specific yield of 0.007 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (4 wells), slopes (16 wells), and valleys (4 wells) are 1.3, 0.78,
and 2.0 ft/d, respectively. The median transmissivity of wells on hilltops is 610 ft2/d; on slopes, 55 ft2/d;
and in valleys, 1,000 ft2/d.

Information on aquifer properties from other sources is relatively rare. Longwill and Wood (1965,
table 2) conducted six single-well aquifer tests in Bucks and Montgomery Counties. They determined from
these tests that transmissivities of the Lockatong Formation ranged from 8.0 to 267 ft2/d; the median was
20.1 ft2/d.

Sloto and Schreffler (1994, table 5) analyzed recovery data from three long-term (48- or 72-hour)
aquifer tests that were done by environmental consulting firms. The transmissivities calculated by use of
the Theis (1935) recovery method are 820 and 1,500 ft2/d. The transmissivity calculated by use of the
Cooper and Jacob (1946) method is 250 ft2/d.

Reported well yield, Lockatong Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 131 3.0 5.0 10 25 57 1.0 1,000
Domestic 68 2.4 5.0 9.0 15 32 1.0 130
High-demand 43 2.4 5.7 20 30 117 2.0 1,000

Reported specific capacity, Lockatong Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 25 0.07 0.18 0.40 5.1 12 0.05 40
Domestic 14 .06 .15 .33 .95 28 .06 40
High-demand 11 .06 .23 1.6 7.6 10 .05 10

Hydraulic conductivity and transmissivity from single-well aquifer tests, Lockatong Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 24 0.04 0.20 0.78 3.2 48 0.01 130
Transmissivity (ft2/d) 24 9.8 28 81 1,100 2,900 2.1 8,900
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The depths of water-bearing zones in 14 wells drilled as deep as 693 ft range from 35 to 598 ft below
land surface. Fifty percent of the 38 water-bearing zones reported are penetrated by a depth of 173 ft and
90 percent by a depth of 521 ft. The greatest density of water-bearing zones (1.33 per 50 ft of well depth) is
from 501 to 550 ft below land surface (fig. 62). The overall density of water-bearing zones in the Lockatong
Formation is 0.38 per 50 ft of well depth.

Figure 62.  Number and density of water-bearing zones per 50 feet of well depth in the Lockatong
Formation of the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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Water quality .—As seen in the following table, wells completed in the Lockatong Formation
generally yield water that contains moderate amounts of dissolved solids, is moderately hard to very hard,
and is alkaline. Calcium is the dominant cation, and bicarbonate is the dominant anion. Elevated
concentrations of iron, manganese, nitrate, radon, sulfate, and dissolved solids have been reported as
exceeding the existing or proposed USEPA MCLs or SMCLs. Additional information on the source and
significance of these and other selected dissolved constituents and properties of ground water are
presented in the appendix.

Bruns wic k Formation (TRb)

The Brunswick Formation underlies about 500 mi2 of the Gettysburg-Newark Lowland in Berks,
Bucks, Chester, Lehigh, and Montgomery Counties (Berg and others, 1980). The reference section is along
the Delaware River between Kintnersville and Erwinna, Bucks County. Lyttle and Epstein (1987) proposed
raising the Brunswick Formation in rank to the Brunswick Group.

Geologic description.— The Brunswick Formation is typically soft, grayish-red to reddish-brown,
evenly to irregularly bedded, thin- to thick-bedded shale, mudstone, or siltstone locally interbedded with
fine- to coarse-grained red sandstone. Mud cracks, ripple marks, crossbeds, burrows, and raindrop
impressions are common. The Brunswick Formation contains detrital cycles of shale and siltstone as thick
as 250 ft (Lyttle and Epstein, 1987).The lower beds of the Brunswick Formation include a considerable
thickness of hard, red, thick-bedded argillite and occasional beds of tough gray shale or argillite. Near
intrusive bodies, the shale has been altered to a hard, dark-colored hornfels. Near the north border the
typical shales, mudstones and siltstones are interbedded with and grade laterally into sandstone and
fanglomerate. MacLachlan (1983) divided the Brunswick Formation into three members: (1) a lower
member that is predominantly a reddish-brown shale and mudstone, (2) the Jacksonwald Basalt Member,
and (3) an upper member that consists principally of reddish-brown mudstone and siltstone. Thickness of

Summary of selected chemical constituents and properties analyzed for the Lockatong Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

33 — — — 410 470 528 230 950

Field hardness 35 — — — 170 200 240 85 480
Field pH (standard units) 7 — <6.5 >8.5 0 7.2 7.3 7.8 7.2 8.0
Bicarbonate 19 — — — 130 160 170 39 230
Calcium 20 — — — 37 47 60 12 170
Chloride 19 — 250 0 6.3 7.4 21 4.2 68
Iron 20 — .3 4 .003 .010 .09 .000 17
Magnesium 20 — — — 15 17 23 12 40
Manganese 12 — .05 1 .000 .002 .008 .000 .051
Nitrate (as N) 18 10 — 1 .47 1.9 3.1 .02 11
Potassium 20 — — — .80 1.0 1.6 .50 12
Radon (pCi/L) 5 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 4 330 420 950 270 960
Silica 20 — — — 13 15 16 11 36
Sodium 20 — — — 10 15 22 7.0 160
Sulfate 20 — 250 1 27 36 42 3.8 390
Total dissolved solids 19 — 500 1 222 246 280 109 739
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the Brunswick Formation is variable. Bascom and Stose (1938, p. 76) estimated a thickness of 16,000 ft near
Pottstown, Willard and others (1959, p. 99) estimated 9,000 ft, Greenman (1955, p. 34) estimated about
6,000 ft in Bucks County, and MacLachlan (1983) estimated at least 11,200 ft in Berks County.

The Brunswick Formation is moderately resistant to weathering, forming broad shallow valleys
with hills of low relief that trend parallel to the strike of the beds. Joints have a blocky pattern, are
moderately abundant, and are commonly open; infillings include calcite and quartz; occasional barite and
pyrite are present. The regolith is moderately thick (Geyer and Wilshusen, 1982, p. 48-50).

The Brunswick Formation is the upper most unit of the Newark Supergroup in the Newark Basin
and is the equivalent to the Gettysburg Formation in the Gettysburg Basin. The Jurassic-Triassic boundary
lies beneath the Jacksonwald Basalt Member and within the uppermost 130 ft of the lower member of the
Brunswick Formation (MacLachlan, 1983). The Brunswick Formation interfingers laterally with the
Lockatong and Hammer Creek Formations. The lower contact with the Lockatong Formation is
gradational through about 1,600 ft and is conformable and gradational to older rocks of the Newark
Supergroup but unconformable on basement rocks (Lyttle and Epstein, 1987). The upper contact is
unconformable with the rocks of the Reading Prong section; this contact is commonly delineated by the
faults that border the Newark Basin. The lower and upper members represent a lacustrine-nearshore
environment (Sloto, 1994, p. 14). According to MacLachlan (1983), the Jacksonwald Basalt Member is
chemically identical to York Haven-type intrusives.

Well depths and casing lengths.— Depths of wells completed in the Brunswick Formation are
presented the table below.

Well depths can vary spatially. Domestic wells drilled in Montgomery County (48 wells) are
completed to significantly greater depths than in Lehigh (27 wells) and Bucks (82 wells) Counties. The
median depths of domestic wells in Bucks County is 104 ft; in Lehigh County, 92 ft; and in Montgomery
County, 124 ft. High-demand wells drilled in Montgomery County (288 wells) are significantly deeper
than in Bucks County (120 wells); the median well depths are 320 and 275 ft, respectively.

Casing lengths of wells completed in the Brunswick Formation are presented in the table below.
Topographic setting can affect casing length. Domestic wells on hilltops use significantly less casing than
on slopes. The median casing lengths of domestic wells on hilltops (22 wells), slopes (80 wells), and valleys
(23 wells) are 27, 41, and 28 ft, respectively.

Reported well depth, Brunswick Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 877 87 120 225 385 500 10 2,080
Drilled, domestic 247 72 90 110 150 210 38 642
Drilled,high-demand 454 126 203 302 426 534 10 1,000

Reported casing length, Brunswick Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 537 20 28 40 51 78 1 1,780
Drilled, domestic 142 18 24 35 50 81 1 150
Drilled, high-demand 301 20 30 41 58 77 6 850
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Casing length also varies spatially. Domestic wells in Chester County (60 wells) have significantly
more casing than in Bucks (34 wells) and Montgomery (27 wells) Counties. The median casing lengths of
domestic wells in Chester County is 48 ft; in Bucks and Montgomery Counties, the median is 25 ft.

Hydr ologic pr oper ties.— Water levels for wells completed in the Brunswick Formation are
presented in the table below. Depths to water in 604 wells range from flowing 6 ft above land surface to
260 ft below land surface; the median is 30 ft below land surface. There are six flowing wells:  two are on
slopes and four are in valleys.

Reported yields for wells completed in the Brunswick Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 21 wells; 16 are domestic wells. Almost all (247 wells) of the
wells with yields of 100 gal/min or greater are deeper than 200 ft. Longwill and Wood (1965, p. 36)
reported that wells should be drilled at least 200 ft deep for yields of 200 gal/min or more.

Topographic setting can affect well yields. High-demand wells on hilltops have significantly lower
reported yields than in valleys. The median reported yields of high-demand wells on hilltops (38 wells),
slopes (137 wells), and valleys (147 wells) are 55, 80, and 150 gal/min, respectively.

Reported yields also vary spatially. Wells in Berks (52 wells) and Montgomery (356 wells) Counties
have significantly greater reported yields than in Chester County (90 wells); the medians are 40, 90, and
20 gal/min, respectively. Domestic wells in Montgomery County (28 wells) have significantly greater
reported yields than in Bucks County (42 wells). The median reported yield of domestic wells in
Montgomery County is 19 gal/min; in Bucks County, the median is 15 gal/min.

Water levels, Brunswick Formation

[Water levels in feet below land surface; -, flowing well with feet above land surface;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 60 11 25 44 75 167 1 245
Slope 241 8 16 38 64 92 -1 260
Valley 188 6 12 20 41 63 -6 122

Reported well yield, Brunswick Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 684 10 20 60 146 250 0.3 1,500
Domestic 157 5.8 10 15 25 60 .5 180
High-demand 413 25 50 100 200 300 .3 1,500
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Specific capacities of wells completed in the Brunswick Formation are presented in the table below.
Specific capacities of 1.0 (gal/min)/ft or greater are reported from 108 wells; 76 are deeper than 200 ft.
Specific capacities of wells with pumping durations of 8 hours or longer (98 wells) range from 0.13 to
140 (gal/min)/ft; the median is 2.0 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Brunswick Formation are presented in
the table below; a specific yield of 0.007 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (18 wells), slopes (62 wells), and valleys (56 wells) are 0.59,
1.0, and 2.0 ft/d, respectively. The median transmissivity of wells on hilltops is 140 ft2/d; on slopes,
210 ft2/d; and in valleys, 520 ft2/d.

Longwill and Wood (1965) conducted numerous multiple-well and single-well aquifer tests of the
Brunswick Formation in Berks, Chester, and Montgomery Counties, Pa. The storativities and
transmissivities determined from the multiple-well aquifer tests ranged from 0.000033 to 0.00029 and 13.4
to 24,100 ft2/d; the medians were 0.00009 and 1,200 ft2/d, respectively. For the single-well aquifer tests,
transmissivities ranged from 18.7 to 535 ft2/d; the median was 80.2 ft2/d.

Sloto and Schreffler (1994, table 5) analyzed recovery data from five long-term (48- or 72-hour)
aquifer tests that were done by environmental consulting firms. The transmissivities calculated by use of
the Theis (1935) recovery method ranged from 94 to 2,220 ft2/d.

The depths of water-bearing zones in 122 wells drilled as deep as 750 ft range from 25 to 625 ft below
land surface. Fifty percent of the 392 water-bearing zones reported are penetrated by a depth of 135 ft and
90 percent by a depth of 339 ft. The greatest density of water-bearing zones (0.86 per 50 ft of well depth) is
from 151 to 200 ft below land surface (fig. 63). The density of water-bearing zones at depths of 401 ft or
greater are based on the presence of five or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Brunswick Formation is 0.50 per 50 ft of well depth.

Reported specific capacity, Brunswick Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 157 0.27 0.58 1.5 3.5 11 0.07 140
Domestic 35 .13 .27 .46 1.2 13 .07 32
High-demand 111 .40 .97 2.0 4.2 11 .13 140

Hydraulic conductivity and transmissivity from single-well aquifer tests, Brunswick Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 150 0.22 0.49 1.3 3.7 16 0.05 450
Transmissivity (ft2/d) 150 42 110 350 860 2,700 6.4 39,000
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Water quality .—As seen in the following table, wells completed in the Brunswick Formation
generally yield water that contains low to moderate amounts of dissolved solids, is soft to very hard, and
is slightly acidic. Calcium is the dominant cation, and bicarbonate is the dominant anion. Elevated
concentrations of dissolved solids, iron, manganese, radon, and sulfate and low pH are the most common
water-quality problems in the Brunswick Formation.

Field parameters can vary significantly spatially. Wells in Bucks and Montgomery Counties contain
water with significantly greater field specific conductance and hardness than wells in Chester County. The
median specific conductance of water from wells in Bucks (31 wells) and Montgomery (50 wells) Counties
is 450 µS/cm; in Chester County (26 wells), the median is 395 µS/cm. The median hardness of water from
wells in Bucks (34 wells), Chester (25 wells), and Montgomery (60 wells) Counties is 190, 120, and
170 mg/L, respectively. Additional information on the source and significance of these and other selected
dissolved constituents and properties of ground water are presented in the appendix.

Figure 63.  Number and density of water-bearing zones per 50 feet of well depth in the Brunswick
Formation of the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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Gettysb urg Formation (TRg)

The Gettysburg Formation underlies about 420 mi2 of the Gettysburg-Newark Lowland in Adams,
Cumberland, Dauphin, Lancaster, and York Counties (Berg and others, 1980). Type section of the
Gettysburg Formation is near Gettysburg, Adams County (Stose and Bascom, 1929, p. 10). Type section of
the conglomerate or Conewago Member (Stose and Jonas, 1939, p. 115) is at Conewago, York County. For
the Heidlersburg Member, the reference section is in the vicinity of the village of Heidlersburg, Adams
County.

Geologic description.— The Gettysburg Formation, in general, is soft, reddish-brown shale and
red-brown, fine- to medium-grained sandstone with minor amounts of yellowish-brown shale and
sandstone. This formation consists of about equal amounts of red shale and pebbly sandstone in
northeastern York County, gradually changing northeastward along strike to mostly shale in Adams
County. From the Susquehanna River to the Dauphin-Lebanon County line shale appears to be somewhat
more abundant than sandstone and conglomerate; thickness of the formation is estimated to be about
15,500 ft (Wood, 1980, p. 14).

In their work on the Gettysburg Formation in Adams and York Counties, Stose and Bascom (1929,
p. 10) and Stose and Jonas (1939, p.115-120) identified several members or lithologic units distinctly
different from the dominant red-brown shale and sandstones. The upper most lithologic unit is a
limestone conglomerate and, near South Mountain, a quartzose fanglomerate. A middle member, named
the Heidlersburg, consists of a gray to white sandstone and conglomerate with interbeds of red shale and
sandstone, and some green, gray, and black shale. A basal member called the Conewago Conglomerate

Summary of selected chemical constituents and properties analyzed for the Brunswick Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picoCurie per liter;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

107 — — — 330 410 500 70 1,280

Field hardness 119 — — — 130 170 200 17 810
Field pH (standard units) 36 — <6.5 >8.5 14 6.0 6.9 7.4 5.3 8.2
Bicarbonate 93 — — — 100 130 160 30 290
Calcium 74 — — — 37 49 63 7.7 250
Chloride 94 — 250 0 6.0 10 17 1.0 68
Iron 95 — .3 25 .016 .10 .30 .000 5.3
Lead 10 0.015 — 1 .000 .001 .002 .000 .35
Magnesium 74 — — — 8.8 16 24 .60 64
Manganese 72 — .05 14 .001 .016 .040 .000 .38
Nitrate (as N) 90 10 — 0 .52 1.6 3.9 .02 9.5
Potassium 70 — — — .80 1.0 1.6 .20 11
Radon (pCi/L) 7 3 300 — 7 760 1,300 1,600 520 2,200
Silica 72 — — — 17 22 26 5.0 33
Sodium 70 — — — 9.9 13 16 1.0 140
Sulfate 91 — 250 8 17 30 80 1.1 790
Total dissolved solids 87 — 500 11 217 272 360 62 1,340

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.
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Member consists of numerous beds of hard, pebbly siliceous sandstone and poorly sorted pebble to cobble
size red and white sandstone and quartz conglomerate in a red sand matrix. Glaeser (1966, p. 10),
however, could not separate the Conewago Conglomerate Member and did not recognize it in his study.

The Gettysburg Formation is moderately resistant to weathering, forming undulating hills of low
relief to small hills and ridges that are higher than the surrounding countryside. Joints have a blocky
pattern, are moderately to well developed, fairly common and open (Geyer and Wilshusen, 1982, p. 121-
125). The regolith is thinner in the Conewago and Heidlersburg Members than for the rest of the
formation. Wood (1980, p. 26) reported that regolith thickness rarely exceeds 100 ft; the median
overburden thickness was 11 ft for shale and sandstone and 23 ft for limestone conglomerate.

The Triassic-Jurassic age Gettysburg Formation is the upper unit of the Newark Supergroup in
Adams, Cumberland, and Dauphin Counties. The southern contact of the Gettysburg Formation is
gradational with the underlying New Oxford Formation. Its northern boundary, in many areas, is in fault
contact with older rocks. In other areas, an unconformable contact exists between the Gettysburg
Formation and older rocks.

Well depths and casing lengths.— Depths of wells completed in the Gettysburg Formation are
presented in the table below.

Topographic setting can affect well depth. High-demand wells drilled on slopes are significantly
shallower than in valleys. The median depths of high-demand wells drilled on hilltops (12 wells) is 200 ft;
on slopes (27 wells), 230 ft; and in valleys (64 wells), 351 ft. The depths of domestic wells drilled on hilltops
(62 wells) and slopes (170 wells) are significantly greater than in valleys (52 wells). The median depths of
domestic wells drilled on hilltops, slopes, and in valleys are 166, 145, and 125 ft, respectively.

Well depth also varies spatially. Domestic wells drilled in York County (139 wells) are completed to
significantly greater depths than in Adams County (121 wells); the median well depths are 160 and 125 ft,
respectively. High-demand wells drilled in Dauphin County (34 wells) are completed to significantly
greater depths than in Adams (64 wells) and York (13 wells) Counties. The median well depths of high-
demand wells in Adams, Dauphin, and York Counties are 250, 455, and 196 ft, respectively.

Casing lengths of wells completed in the Gettysburg Formation are presented in the table below.
Topographic setting can affect casing length. Domestic wells drilled on hilltops have significantly less
casing than on slopes. The median casing lengths of domestic wells drilled on hilltops (58 wells), slopes
(143 wells), and valleys (48 wells) are 30, 40, and 30 ft, respectively.

Reported well depth, Gettysburg Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 531 81 120 175 300 500 35 900
Drilled, domestic 308 80 106 147 200 298 35 900
Drilled, high-demand 112 86 195 307 510 686 57 900

Reported casing length, Gettysburg Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 427 20 23 39 50 78 2 600
Drilled, domestic 270 20 22 36 42 71 6 471
Drilled, high-demand 84 14 29 43 72 100 2 600
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Casing length also varies spatially. High-demand wells in Dauphin County (25 wells) have
significantly more casing than in Adams County (47 wells); the median casing lengths are 64 and 32 ft,
respectively. Domestic wells drilled in Dauphin County (40 wells) have significantly more casing than in
Adams (102 wells) or York (124 wells) Counties. The median casing lengths of domestic wells in Adams
County is 36 ft; for Dauphin and York Counties, the median casing lengths are 41 and 30 ft, respectively.

Hydr ologic pr oper ties.— Water levels for wells completed in the Gettysburg Formation are
presented in the table below. Depths to water in 416 wells range from flowing at land surface to 363 ft
below land surface; the median is 30 ft below land surface.

Reported yield for wells completed in the Gettysburg Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from 76 wells; 67 are domestic wells. Almost all (61 wells) of the
68 wells with yields of 100 gal/min or greater are deeper than 200 ft.

Reported well yields vary by county. Wells in Dauphin County have significantly greater reported
yields than wells in Adams or York Counties. The median reported yields of high-demand wells in
Dauphin County (44 wells) is 128 gal/min; in Adams County (63 wells), 80 gal/min; and in York County
(15 wells), 25 gal/min. For domestic wells in Dauphin (40 wells), Adams (110 wells), and York (127 wells)
Counties; the medians are 20, 11, and 8 gal/min, respectively.

Specific capacities of wells completed in the Gettysburg Formation are presented in the table below.
Specific capacities in 15 wells (drilled from 110 to 464 ft below land surface) are 0.04 (gal/min)/ft or less
and are incapable of meeting most domestic or other water-use demands. Forty-three of the 57 wells with
specific capacities of 1.0 (gal/min)/ft or greater are deeper than 200 ft. Specific capacities of wells with
pumping durations of 8 hours or longer (74 wells) range from 0.12 to 18 (gal/min)/ft; the median is
1.0 (gal/min)/ft. Three wells, with constant discharge rates, had declines in specific capacities of 20-
75 percent as pumping duration increased from 1 hour to 8 hours or more.

Water levels, Gettysburg Formation

[Water levels in feet below land surface; F, flowing well; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 71 10 22 35 71 99 1 363
Slope 200 10 18 34 55 80 F 300
Valley 123 4 10 20 32 55 1 111

Reported well yield, Gettysburg Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 480 4.0 8.0 15 40 150 0.2 1,000
Domestic 281 3.0 6.0 10 20 30 .2 75
High-demand 124 20 30 85 182 293 4.0 1,000

Reported specific capacity, Gettysburg Formation

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 207 0.05 0.13 0.34 1.1 2.4 0.01 20
Domestic 98 .03 .08 .18 .29 .74 .01 2.0
High-demand 82 .25 .56 1.1 2.3 6.6 .12 18
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Specific capacity can vary by county. Wells in Dauphin County (78 wells) have significantly greater
specific capacities than wells in York County (53 wells). The median specific capacities for wells in
Dauphin and York Counties are 0.43 and 0.15 (gal/min)/ft, respectively.

Values of hydraulic conductivity and transmissivity for the Gettysburg Formation are presented in
the following table; a specific yield of 0.007 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally lower on hilltops and slopes than in valleys. The median
hydraulic conductivities of wells on hilltops (39 wells), slopes (79 wells), and valleys (73 wells) are 0.38,
0.42, and 0.86 ft/d, respectively. The median transmissivity of wells on hilltops is 35 ft2/d; on slopes,
30 ft2/d; and in valleys, 170 ft2/d.

For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, p. 38) used a
specific yield of 0.007 for the upper 300 ft and a storage coefficient of 0.00007 for the lower 300 ft. They also
used hydraulic conductivities of 0.13, 0.40, 2.67, and 3.34 ft/d for different hydrogeologic units that
included the Gettysburg Formation (Gerhart and Lazorchick, 1988, p. 22).

Low and Dugas (1999) analyzed drawdown data from single- and multiple-well aquifer tests that
were done by the Gettysburg Municipal Authority and from an environmental consulting firm. The
transmissivities for five wells ranged from 670 to 6,800 ft2/d; the median was 750 ft2/d. Storativity for
three wells were 0.000031, 0.000073, and 0.00009.

At the Westinghouse Elevator Plant Superfund Site, just north of Gettysburg, Pa., Rizzo Associates,
Inc. (1991) utilized a double-packer system to isolate individual horizons in seven monitor wells that
ranged in depth from 60 to 245 ft. In general, the greatest hydraulic conductivities (0.28 to 1.4 ft/d) were
obtained in the upper 35 ft of the borehole. Deeper sections of the borehole were characterized by much
lower hydraulic conductivities (average 0.00028 ft/d) except where the rock was weathered, broken, or
contained water-bearing zones. At these permeable horizons, the hydraulic conductivity of the rock was
again greater (up to 2.8 ft/d).

Rising and falling slug tests were used to estimate hydraulic conductivities in 13 wells ranging in
depth from 16 to 247 ft below land surface at the Berkley Products Superfund Site, Denver, Pa. (R.W.
Conger, U.S. Geological Survey, written commun., 1992). The hydraulic conductivities ranged from 0.01 to
3.4 ft/d; the median was 0.17 ft/d.

The depths of water-bearing zones in 322 wells drilled as deep as 900 ft range from 5 to 900 ft below
land surface. Fifty percent of the 669 water-bearing zones reported are penetrated by a depth of 115 ft and
90 percent by a depth of 288 ft. The greatest density of water-bearing zones (0.65 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 64). The density of water-bearing zones at depths of 401 ft or
greater are based on the presence of five or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Gettysburg Formation is 0.41 per 50 ft of well depth. The deepest,
fresh water-bearing zone known was penetrated by an oil and gas well at a depth of about 2,300 ft.

Borehole geophysical logs were run in five wells in the Gettysburg area by the USGS (Low and
Dugas, 1999). Brine testing of the five wells indicated that most wells showed downward vertical flow,
primarily caused by a downward head gradient formed in response to the pumping of surrounding wells
in the area. One well showed no flow at 360 and 600 ft below land surface, but downward flow at 800 ft
below land surface. A second well showed downward flow from 302 to 600 ft below land surface. Another
well, however, showed no flow from 70 to 240 ft below land surface.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Gettysburg Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 193 0.05 0.16 0.55 1.5 4.6 0.00 120
Transmissivity (ft2/d) 193 6.8 22 57 230 550 .64 4,400
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Figure 64. Number and density of water-bearing zones per 50 feet of well depth in the Gettysburg
Formation of the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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Water quality .—As seen in the following table, wells completed in the Gettysburg Formation
generally yield water that contains low to moderate amounts of dissolved solids and is soft to very hard.
Calcium is the dominant cation, and bicarbonate is the dominant anion. Elevated concentrations of iron,
manganese, sulfate, and dissolved solids and low pH are the most common water-quality problems in the
Gettysburg Formation. Aggressive water (pH below 7.0 or poorly buffered) can dissolve considerable
amounts of lead from plumbing and may be the reason for the four elevated lead concentrations.
Additional information on the source and significance of these and selected dissolved constituents and
properties of ground water are presented in the appendix.

Summary of selected chemical constituents and properties analyzed for the Gettysburg Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

305 — — — 228 360 485 30 1,300

Field hardness 301 — — — 93 150 210 17 990
Field pH (standard units) 98 — <6.5 >8.5 14 6.8 7.3 7.6 5.8 8.2
Bicarbonate 75 — — — 110 140 160 1.0 260
Calcium 74 — — — 50 75 100 1.5 320
Chloride 76 — 250 0 6.4 10 14 .90 86
Iron 85 — .3 15 .040 .070 .13 .000 5.9
Lead 42 0.015 — 4 .003 .005 .010 .000 .071
Magnesium 74 — — — 11 15 22 .70 68
Manganese 81 — .05 18 .000 .010 .021 .000 1.2
Nitrate (as N) 91 10 — 0 1.5 2.9 4.2 .07 10
Potassium 70 — — — .80 1.2 2.0 .20 26
Silica 59 — — — 18 22 26 1.1 45
Sodium 70 — — — 7.8 11 16 2.6 50
Sulfate 76 — 250 8 27 79 170 .00 890
Total dissolved solids 62 — 500 10 258 371 515 37 1,460
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Lithology has a definite effect on the quality of water in the Gettysburg Formation. As seen in the
tables below, wells completed in the conglomerate and sandstone generally produce water that contains
lower amounts of dissolved solids, is softer, and more acidic than wells completed in the shale.

Field parameters also can vary spatially. Wells in Adams County (125 wells) contain water with
significantly greater specific conductance than wells in Dauphin (57 wells) or York (119 wells) Counties;
the medians are 450, 317, and 270 µS/cm, respectively. The water from wells in Adams County is
significantly harder (118 wells) and more alkaline than in York County (114 wells). The median hardness of
water in Adams County is 190 mg/L; in York County, the median is 120 mg/L. For pH, the median in
Adams County (62 wells) is 7.4; in York County (19 wells), the median is 6.8. The spatial differences,
however, may be related to lithology. As noted under the section describing the geology, the Gettysburg
Formation contains more shale in Adams County than in York County.

Increasing well depth can significantly increase the concentration of sulfate and dissolved solids.
Wells drilled to a depth of 400 ft or less (43 wells) have a median sulfate concentration of 22 mg/L, deeper
wells (23 wells) have a median sulfate concentration of 100 mg/L. For dissolved solids, the median
concentration in water from wells drilled to a depth of 400 ft or less (35 wells) is 200 mg/L and in deeper
wells (20 wells) the median concentration is 400 mg/L. In their work, Meisler and Longwill (1961), Bain
(1972), and Wood (1980) noted that elevated concentrations of sulfate appear to be related to residence
time; the older, deeper water generally contains more sulfate and higher amounts of dissolved solids and
is harder than water that is shallow with a brief residence time. Bain (1972, p. 100) concluded, “The depth
of potable water (less than 1,000 mg/L total dissolved solids) appears to lie between 1,000 and 2,000 feet.”
It should be noted also, that continued, high-demand withdrawals from wells considerably shallower than
1,000 ft have been associated with increases in the concentrations of sulfate and total dissolved solids.

Field specific conductance, by lithology, Gettysburg Formation

[Specific conductance in µS/cm, microsiemens per centimeter at 25 degrees
Celsius; P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75 Minimum Maximum

Conglomerate 17 133 220 333 50 820
Sandstone 112 151 260 360 30 620
Shale 144 330 418 529 100 1,300

Field hardness, by lithology, Gettysburg Formation

[Hardness in mg/L, milligrams per liter; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75 Minimum Maximum

Conglomerate 20 55 89 120 17 190
Sandstone 117 68 120 150 17 340
Shale 126 120 170 240 17 840

Field pH, by lithology, Gettysburg Formation

[pH in standard units; P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75 Minimum Maximum

Conglomerate 8 6.6 6.8 7.4 6.5 7.7
Sandstone 34 6.5 7.0 7.6 5.8 7.9
Shale 47 7.0 7.4 7.6 5.9 8.2
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Diabase (TRd)

The Diabase occurs as dikes and sills throughout the Gettysburg-Newark Lowland, underlying
about 260 mi2 (Berg and others, 1980). Dikes are generally between 5 and 100 ft thick, and major sills are
commonly 800 to 2,500 ft thick. The reference section is at Devils Den in Gettysburg National Park, Adams
County.

Geologic description.— The Diabase is dark gray to black, medium- to coarse-grained in the center
of large intrusions and fine grained at contacts and in narrow dikes. The lithology of the Diabase is
remarkably uniform, with an ophitic or subophitic texture. The major minerals labradorite and augite are
present in about equal proportions; ilmenite, quartz, and apatite are accessory minerals (Wood and
Johnston, 1964, p. 12). The composition of a Diabase dike just west of Gettysburg, Pa., is similar to a basalt.
This type of basalt is quartz normative (high silica content, greater than 50 percent), and indicates it was
intruded in the late stages of rifting. It is similar in composition and age to diabase in New England (Tom
Armstrong, U.S. Geological Survey, oral commun., 1999).

The Diabase is highly resistant to weathering and commonly weathers to large spheroidal boulders
(Poth, 1977, p. 14). Dikes typically form narrow ridges, and larger intrusions form hills of moderate relief.
Joints are well developed, abundant, and open (Geyer and Wilshusen, 1982, p. 106-108). A thin mantle
composed of stiff clay that is relatively impervious to moisture generally overlies the Diabase. Low-lying
areas underlain by Diabase are poorly drained (MacLachlan and others, 1975, p. 168).

In some areas, the Diabase has intruded into bedding planes as sills and also may have followed
fractures created by faults (Wood, 1980, p. 15). The shales and sandstones in the immediate vicinity of the
Diabase have been thermally altered to porcelanite and their color changed from red or brown to blue-
black by reduction of the iron oxide (Stose and Jonas, 1933, p. 44). Porphyroblasts of andalusite and
corderite indicate a temperature range of about 500 to 600°C and pressure of a few kilobars, which is
equivalent to burial of less than 10 kilometers (Tom Armstrong, U.S. Geological Survey, oral commun.,
1999). Most of the Diabase is thought to have been intruded during Early to Middle Jurassic time but is
difficult to date radiometrically (Sutter and Smith, 1979, p. 808).

Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Diabase are presented in the tables below. High-demand wells are not significantly deeper than domestic
wells.

Reported well depth, Diabase

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 255 52 80 122 220 311 27 1,250
Drilled, domestic 184 50 80 119 200 300 27 600
Drilled, high-demand 22 51 72 228 404 760 29 1,250

Reported casing lengths, Diabase

[Casing length in feet; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 190 15 20 27 40 60 4 240
Drilled, domestic 155 15 20 27 41 60 4 110
Drilled, high-demand 8 — 11 17 31 — 7 50
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Hydr ologic pr oper ties.— Water levels for wells completed in the Diabase are presented in the table
below. Water levels in 191 wells range from flowing at land surface to 155 ft below land surface; the
median is 14 ft below land surface. Wood and Johnson (1964, p. 12) reported that “springs are common in
ravines, draws, and other depressions crossed by the dikes.”

Reported yields for wells completed in the Diabase are presented in the table below. Yields of
5.0 gal/min or less are reported from 89 wells; 66 are domestic wells. Only one of the four wells with
reported yields of 100 gal/min or greater is deeper than 200 ft. Yields of high-demand wells are not
significantly greater than domestic wells.

Twenty-four wells and borings were drilled to depths of 11 to 200 ft below land surface into the
Coffman Hill diabase sheet to characterize the overburden soil and the weathered bedrock zone in the
vicinity of the Boarhead Farms Superfund Site, Bridgeton Township, Bucks County, Pa. (Schreffler, 1996,
table 1). Driller reported yields from 17 of the 24 wells ranged from dry to 7 gal/min; the median was
1 gal/min.

Specific capacities of wells completed in the Diabase are presented in the table below. Nineteen wells
(drilled from 98 to 405 ft below land surface) have specific capacities of 0.04 (gal/min)/ft or less and are
incapable of meeting most domestic or other water-use demands. Specific capacities of 1.0 (gal/min)/ft
are reported from three wells; only one is deeper than 200 ft. The specific capacity of one well pumped
8 hours or longer is 0.14 (gal/min)/ft.

Water levels, Diabase

[Water levels in feet below land surface; F, flowing well; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 27 6 11 15 45 81 3 90
Slope 107 5 9 15 30 50 F 155
Valley 41 3 6 10 18 30 F 95

Reported well yield, Diabase

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 209 1.0 2.0 7.5 15 25 0.0 100
Domestic 154 1.0 2.0 6.0 15 25 .0 100
High-demand 15 1.6 3.0 16 35 70 1.0 100

Reported specific capacity, Diabase

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 59 0.01 0.04 0.12 0.29 0.54 0.01 5.0
Domestic 45 .01 .03 .12 .28 .46 .01 2.1
High-demand 1 — — .12 — — .12 —
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Values of hydraulic conductivity and transmissivity for the Diabase are presented in the following
table; a specific yield of 0.007 was used in estimating these hydrologic properties. Hydraulic conductivity
and transmissivity are generally greater on hilltops (7 wells) than on slopes (25 wells) or in valleys
(11 wells). The median hydraulic conductivities of wells on hilltops, slopes, and in valleys are 2.4, 0.22, and
0.09 ft/d, respectively. The median transmissivity of wells on hilltops is 49 ft2/d; on slopes, 14 ft2/d; and
in valleys, 15 ft2/d.

Gerhart and Lazorchick (1984b, tables 6 and 14) developed a digital model for parts of Lancaster and
Berks Counties, Pa. In their model, Gerhart and Lazorchick used a specific yield of 0.012 and a hydraulic
conductivity of 0.1 ft/d for a block that consisted of the Diabase. For the Lower Susquehanna River Basin
digital model, Gerhart and Lazorchick (1988, p. 38) determined a specific yield of 0.007 for the upper 300 ft
and a storage coefficient of 0.00007 for the lower 300 ft. They also used a hydraulic conductivity of
0.40 ft/d for different hydrogeologic units that included the Diabase (Gerhart and Lazorchick, 1988, p. 22).

At the Boarhead Farms Superfund Site, Bridgeton Township, Bucks County, Pa., Schreffler (1996)
used slug tests to determine transmissivities in seven boreholes. The transmissivities ranged from 2.8 to
440 ft2/d; the median was 180 ft2/d. Open-hole constant-discharge tests in boreholes with reported yields
greater than 1.0 gal/min were conducted at five wells. The transmissivities ranged from 3.1 to 100 ft2/d;
the median was 50 ft2/d.

The depths of water-bearing zones in 145 wells drilled as deep as 600 ft range from 4 to 583 ft below
land surface. Fifty percent of the 249 water-bearing zones reported are penetrated by a depth of 75 ft and
90 percent by a depth of 226 ft. The greatest density of water-bearing zones (0.57 per 50 ft of well depth) is
from 301 to 350 ft below land surface (fig. 65). The density of water-bearing zones at depths of 301 ft or
greater are based on the presence of four or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Diabase is 0.41 per 50 ft of well depth.

Borehole geophysical logging at the Boarhead Farms Superfund Site, Bridgeton Township, Bucks
County, Pa., was conducted on 18 wells that ranged in depth from 49 to 199 ft below land surface to
determine depths of fractures that were possible water-bearing zones (Schreffler, 1996, table 2). A total of
23 fractures in 10 wells were identified. These fractures ranged in depth from 12 to 63 ft below land
surface; the median was 21 ft below land surface.

Six wells, ranging in depth from 161 to 760 ft were drilled through the Coffman Hill diabase sheet,
Bridgeton and Nockamixon Townships, Bucks County, Pa. (Schreffler, 1996). Borehole geophysical logging
in the six wells indicated most of the ground water entered the boreholes through the underlying shale
and not from fractures in the diabase. Only one of the six wells penetrated a water-bearing zone in the
diabase.

Hydraulic conductivity and transmissivity from single-well aquifer tests, Diabase

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 44 0.01 0.05 0.23 1.3 2.7 0.00 170
Transmissivity (ft2/d) 44 1.5 4.9 18 40 69 .24 930
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Water quality .—As seen in the following table, wells completed in the Diabase generally yield
water that contains low to moderate amounts of dissolved solids, is soft to moderately hard, and is slightly
acidic. Calcium is the dominant cation, and bicarbonate is the dominant anion. Elevated concentrations of
iron and manganese and low pH are the most common water-quality problems in the Diabase. Chloride
concentrations greater than 250 mg/L and two of the three total dissolved solids concentrations greater
than 500 mg/L are from two wells near salt piles. Water with a pH below 7.0 or water that is poorly
buffered can dissolve considerable amounts of different metals including lead and zinc from plumbing
and may be the reason for the elevated lead and zinc concentrations. Langland and Dugas (1996)
determined that most of the water (62 percent of wells sampled) in the Diabase is moderately to highly
corrosive. Additional information on the source and significance of these and other selected dissolved
constituents and properties of ground water are presented in the appendix.

Figure 65. Number and density of water-bearing zones per 50 feet of well depth in the Diabase of
the Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.
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Summar y of Characteristics of Bedr ock Aquif ers
in the Piedmont Ph ysiographic Pr ovince , Gettysb urg-Newark Lo wland Section

Data evaluated for most units in the Gettysburg-Newark Lowland Section are summarized in
figures 66 to 71 and tables 15 to 19. Well depths range from 10 to 2,080 ft below land surface and casing
lengths from 1 to 1,800 ft. Well depths and casing lengths can vary significantly by hydrogeologic unit
(tables 15 and 16), water use, topographic setting, and county. In general, high-demand wells (figs. 54b and
55b) are completed at significantly greater depths and use significantly more casing than domestic wells
(figs. 54c and 55c).

Reported yields range from 0.0 to 1,500 gal/min and specific capacities from 0.00 to
140 (gal/min)/ft. Reported yields and specific capacities can vary significantly by geohydrologic unit
(figs. 57 and 58, tables 17 and 18), water use, topographic setting, and spatially. High-demand wells
generally (figs. 56b and 57b) have significantly greater reported yields and specific capacities than
domestic wells (figs. 56c and 57c).

Field-water-quality parameters (specific conductance, hardness, pH) most commonly vary by
geohydrologic unit (fig. 71 and table 19). Water from wells completed in the Lockatong and Brunswick
Formations have significantly higher specific conductance and hardness than every other geohydrologic
unit in the Gettysburg-Newark Lowland.

Summary of selected chemical constituents and properties analyzed for the Diabase

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; pH in standard units; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

165 — — — 220 320 420 69 3,600

Field hardness 132 — — — 86 140 190 17 800
Field pH (standard units) 36 — <6.5 >8.5 11 6.6 6.9 7.3 6.0 8.0
Bicarbonate 44 — — — 59 90 130 10 370
Calcium 44 — — — 24 37 51 5.5 370
Chloride 45 — 250 2 4.7 9.9 23 2.2 1,300
Iron 39 — .3 10 .020 .11 .25 .000 4.4
Lead 16 0.015 — 2 .000 .004 .011 .000 <.10
Magnesium 44 — — — 8.8 15 21 1.7 210
Manganese 33 — .05 5 .000 .010 .013 .000 .15
Nitrate (as N) 46 10 — 5 1.1 2.1 4.7 .02 33
Potassium 42 — — — .50 .85 2.3 .10 18
Silica 39 — — — 22 35 42 7.9 56
Sodium 42 — — — 4.9 6.5 8.7 2.8 50
Sulfate 44 — 250 0 24 35 57 5.8 170
Total dissolved solids 38 — 500 3 165 231 326 66 2,130
Zinc 21 — 5 1 .043 .11 .63 .000 8.5

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Figure 66.  Depths of drilled wells in Piedmont Physiographic Province, Gettysburg-Newark Lowland Section.

W
E

LL
 D

E
P

T
H

, I
N

 F
E

E
T

 B
E

LO
W

 L
A

N
D

 S
U

R
FA

C
E

GETTYSBURG FORMATION
BRUNSWICK FORMATION
LOCKATONG FORMATION
NEW OXFORD FORMATION
HAMMER CREEK FORMATION
STOCKTON FORMATION

TRn
TRh
TRs

TRl
TRb
TRg

DIABASE

(531) (255)(876)(291) (621) (172)(798)

A. DRILLED WELLS

0

800

100

200

300

400

500

600

700

(112) (22)(454)(50) (78) (54)(314)

B. DRILLED, HIGH-DEMAND WELLS

0

800

100

200

300

400

500

600

700

(308) (184)(247)(192) (414) (88)(336)

TRs TRh TRn TRl TRb TRg TRd

C. DRILLED, DOMESTIC WELLS

0

800

100

200

300

400

500

600

700

EXPLANATION

10TH PERCENTILE

25TH PERCENTILE
MEDIAN

75TH PERCENTILE
90TH PERCENTILE

(798) NUMBER OF OBSERVATIONS

TRd



245

Figure 67. Casing lengths of drilled wells in Piedmont Physiographic Province, Gettysburg-Newark
Lowland Section.
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Figure 68. Reported yields of wells in Piedmont Physiographic Province, Gettysburg-Newark
Lowland Section.
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Figure 68. Reported yields of wells in Piedmont Physiographic Province, Gettysburg-Newark
Lowland Section—Continued.
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Figure 69.  Specific capacities of wells in Piedmont Physiographic Province, Gettysburg-Newark Lowland
Section.
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Figure 70. Field water-quality characteristics of wells in the Piedmont Physiographic Province, Gettysburg-
Newark Lowland Section: A, specific conductance; B, hardness; C, pH.
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Figure 71.  Median chemical analyses of selected chemical constituents from the
ground water of the geohydrologic units in the Piedmont Physiographic Province,
Gettysburg-Newark Lowland Section.



251

Table 15. Significant relations for depth of drilled
wells among seven geohydrologic units in the
Gettysburg-Newark Lowland Section of the
Piedmont Physiographic Province, Pennsylvania

[Table is read from top down. Example, depths of
wells in the Stockton Formation are significantly
greater than the depths of wells in the Hammer
Creek Formation, but are significantly shallower
(less) than in the Brunswick Formation. G,
greater; L, less; -, insufficient data; blank indicates
no significant differences between units]

SCKN, Stockton Formation; HMCK, Hammer
Creek Formation; NOXF, New Oxford Formation;
LCKG, Lockatong Formation; BRCK, Brunswick
Formation; GBRG, Gettysburg Formation; DIBS,
Diabase
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Table 16. Significant relations for casing length of
drilled wells among seven geohydrologic units in
the Gettysburg-Newark Lowland Section of the
Piedmont Physiographic Province, Pennsylvania

[Table is read from top down. Example, casing
lengths of wells in the Gettysburg Formation are
significantly greater than the casing lengths of
wells in the Diabase, but are significantly less
than in the Stockton Formation. G, greater; L,
less; -, insufficient data; blank indicates no
significant differences between units]

SCKN, Stockton Formation; HMCK, Hammer
Creek Formation; NOXF, New Oxford Formation;
LCKG, Lockatong Formation; BRCK, Brunswick
Formation; GBRG, Gettysburg Formation; DIBS,
Diabase
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Table 17. Significant relations for reported yield
from wells among seven geohydrologic units in
the Gettysburg-Newark Lowland Section of the
Piedmont Physiographic Province, Pennsylvania

[Table is read from top down. Example, reported
yields from wells in the Hammer Creek Formation
are significantly greater than the reported yields
from wells in the New Oxford Formation, but are
significantly less than in the Brunswick Formation.
G, greater; L, less; blank indicates no significant
differences between units]

SCKN, Stockton Formation; HMCK, Hammer
Creek Formation; NOXF, New Oxford Formation;
LCKG, Lockatong Formation; BRCK, Brunswick
Formation; GBRG, Gettysburg Formation; DIBS,
Diabase

S
C

K
N

H
M

C
K

N
O

X
F

LC
K

G

B
R

C
K

G
B

R
G

D
IB

S

ALL WELLS

SCKN

HMCK G

NOXF G G

LCKG G G

BRCK L L L

GBRG G G L L G

DIBS G G G G G G

HIGH-DEMAND WELLS

SCKN

HMCK

NOXF G G

LCKG G G G

BRCK G L L

GBRG G L L G

DIBS G G G G

DOMESTIC WELLS

SCKN

HMCK

NOXF G G

LCKG G G

BRCK L L

GBRG G G G

DIBS G G G G G



254

Table 18. Significant relations for specific capacity
from wells among seven geohydrologic units in
the Gettysburg-Newark Lowland Section of the
Piedmont Physiographic Province, Pennsylvania

[Table is read from top down. Example, specific
capacities from wells in the Hammer Creek
Formation are significantly greater than the
specific capacities from wells in the Diabase, but
are significantly less than in the Brunswick
Formation. G, greater; L, less; -, insufficient data;
blank indicates no significant differences between
units]

SCKN, Stockton Formation; HMCK, Hammer
Creek Formation; NOXF, New Oxford Formation;
LCKG, Lockatong Formation; BRCK, Brunswick
Formation; GBRG, Gettysburg Formation; DIBS,
Diabase
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Table 19. Significant relations for field
constituents among seven geohydrologic units in
the Gettysburg-Newark Lowland Section of the
Piedmont Physiographic Province, Pennsylvania

[Table is read from top down. Example, field
specific conductances are significantly greater in
the Stockton Formation than field specific
conductances in the Hammer Creek Formation,
but are significantly less than in the Lockatong
Formation. G, greater; L, less; -, insufficient data;
blank indicates no significant differences between
units]

SCKN, Stockton Formation; HMCK, Hammer
Creek Formation; NOXF, New Oxford Formation;
LCKG, Lockatong Formation; BRCK, Brunswick
Formation; GBRG, Gettysburg Formation; DIBS,
Diabase
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GEOHYDROLOGY OF THE BLUE RIDGE PHYSIOGRAPHIC PROVINCE,
SOUTH MOUNTAIN SECTION

Location and Geographic Setting

South Mountain, the northern most extension of the Blue Ridge Physiographic Province as
described by Fenneman (1938), is in south-central Pennsylvania where it occupies about 290 mi2 of
Adams, Cumberland, Franklin, and York Counties (fig. 1). South Mountain is bounded on the west and
north by the Cumberland Valley, part of the Great Valley Section of the Ridge and Valley Physiographic
Province, and on the east by the Gettysburg-Newark Lowland Section of the Piedmont Physiographic
Province. South Mountain extends south into Maryland where the Blue Ridge divides into two ridges,
Catoctin Mountain on the east and South Mountain on the west. For the purpose of this study, the
southern boundary of South Mountain is the Pennsylvania state line with Maryland (fig. 72).

South Mountain is composed of linear, sub-parallel, ridges and valleys that generally trend
northeast-southwest. South Mountain forms a moderate to rugged topography that rises from 450 ft above
sea level to a maximum altitude of 2,080 ft (Berg and others, 1989). The sandstone and quartzite rocks and
extrusives form steep but stable slopes and ridges that are cut by deep, lateral valleys. Valleys are
generally underlain by metamorphic rocks. The maximum vertical relief between valley floor and hilltop
is about 500 ft. Local relief, however, generally averages 250 to 350 ft.

Population centers within the South Mountain Section are in numerous small communities and
residential developments. Major centers of population such as Carlisle, Chambersburg, Gettysburg, and
York lie outside the province (fig. 72). Forest is the dominant land cover in the study area. Agricultural and
residential land use is minor.

The climate of South Mountain is humid continental; precipitation averages 41 in. per year. Summer
and winter mean temperatures are 25 and -1°C, respectively. Winds are predominantly from the west
(Pennsylvania Department of Environmental Protection, 1979). Weather systems that affect the area
generally originate in either Canada or central United States and move eastward. Most of the precipitation
is derived from another flow pattern that originates in the Gulf of Mexico.

Water-Well Density

The locations of GWSI wells used in the analysis of the South Mountain Section are shown in figure
73. In addition, 563 wells from the WWI database also were used to aid in this study. Well densities by
county range from 0.7 wells per square mile in Franklin County to 3.9 wells per square mile in York
County. The overall well density is about 1.5 wells per square mile.

Previous W ork

Stose (1906; 1907; 1909; 1932), Hall (1934), and Jonas and Stose (1939) are some of the earliest authors
to work at or near South Mountain. These early workers emphasized the geology, structure, and mineral
resources on a county-wide scale. More recent authors such as Fauth (1968; 1978), Freedman (1967), and
Root (1968; 1978) have studied South Mountain on a quadrangle-size scale. Work by Rankin and others
(1969), Rankin (1976), Simpson and Sundberg (1987), Key (1991) and Root and Smith (1991) have re-
examined the tectonic history of South Mountain.

Meyer and Beall (1958) and Slaughter and Darling (1962) conducted studies on aquifer properties of
metarhyolites and metabasalts at South Mountain in Maryland. The transmissivities and storage
coefficients derived for the metarhyolite and the metabasalt were determined from single and multiple-
well aquifer tests. Trainer and Watkins (1975) working in the Upper Potomac River Basin used streamflow
discharges and aquifer tests to determine the transmissivities and storage coefficients of fractured rock
with thin or thick regolith. The work by Taylor and Royer (1981), which summarizes the ground water of
Adams County by formation and includes information on well yields and water quality, is the most
extensive study of the ground water at South Mountain currently available for Pennsylvania.
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Figure 72.  Blue Ridge Physiographic Province, South Mountain Section, major streams, counties, and major population centers.

0

0

12 MILES

12 KILOMETERS

6

6

Yellow Breeches Creek

Mountain
Mountain

C
re

ek

C
re

ek

E
a
st

B
ra

n
ch

A
n
ti
et

a
m

C
re

ek

E
a
st

B
ra

n
ch

A
n
ti
et

a
m

C
re

ek

C
o
n
o
c
o
c
h
e
a
g
u
e

Creek

Conewago

C
re

e
k

C
o
n
ew

a
g
o

C
re

ek

Susquehanna

River

CUMBERLAND

FRANKLIN ADAMS

YORK

MARYLAND

76°45'

77°37'30"

39°45'00"

40°15' Carlisle

Gettysburg

Chambersburg

York

SOUTH MOUNTAIN SECTION

BLUE RIDGE PHYSIOGRAPHIC

PROVINCE

EXPLANATION



258

Figure 73.  Locations of wells in the Blue Ridge Physiographic Province, South Mountain Section counties.
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Geologic Setting

The South Mountain anticlinorium consists of asymmetrical folds that plunge east-northeast at
20 degrees or less. The asymmetrical folds are often terminated by faults, and have steeply dipping or
overturned limbs; folding is generally less intense to the south (Fauth, 1968). Longitudinal faults are
dominant, trending north-northeast to northeast, parallel to the regional structural trend. The longitudinal
faults are truncated by transverse faults that trend east-west (Berg and others, 1980). The anticlinorium
extends north to the vicinity of Carlisle where Precambrian and Cambrian rocks of the Blue Ridge plunge
northeast beneath Cambrian and Ordovician carbonates of the Great Valley. To the west, Cambrian
quartzites grade into Cambrian carbonates which form the eastern part of the Cumberland Valley. On the
eastern side of South Mountain, Precambrian and Cambrian rocks are truncated by Triassic-Jurassic faults
which define the western border of the Gettysburg-Newark Lowland Section.

The buried core of South Mountain is a Precambrian granodiorite biotite-granite complex (Jonas and
Stose, 1939, p. 575-580) that is unconformably overlain by the Swift Run Formation (Jonas and Stose, 1939,
p. 585). The Precambrian volcanics of the Catoctin Formation conformably overlie the Swift Run
Formation (Fauth, 1968, p. 12) and account for almost one-half of the rocks exposed at South Mountain.
The Cambrian age Chilhowee Group may conformably overlie the Catoctin Formation and, except for
several small Triassic or Jurassic age diabase dikes, represent the remainder of the rocks at South Mountain
(table 20).

Hydr ologic Setting

No through-going stream bisects South Mountain. Small streams whose headwaters occur on South
Mountain flow into the Potomac and Susquehanna River Basins (fig. 72). Drainage from South Mountain
into the Potomac River Basin is principally through Conococheague, East Branch of Antietam Creeks and
other minor tributaries to the Potomac River; all have fairly steep channel slopes within South Mountain.
Some of the major streams which head in South Mountain and drain into the Susquehanna River Basin are
Yellow Breeches, Mountain, and Conewago Creeks. Typically, the main channels of these creeks within
South Mountain consist of narrow valleys and steep slopes.

Table 20. Generalized stratigraphic section of the
Blue Ridge Physiographic Province, South Mountain
Section in Pennsylvania

[Modified from Berg and others, 1983]

Age
Geohydrologic unit

This report

Lower Cambrian

C
hi

lh
ow

ee
 G

ro
up

Antietam Formation
(Ca)

Montalto Quartzite
Member (Chm)

Harpers Formation
(Ch)

Weverton and
Loudon Formations,

undivided (Cwl)

Upper Precambrian

C
at

oc
tin

 F
or

m
at

io
n Greenstone Schist

(vs)

Metarhyolite (mr)

Metabasalt (mb)
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Within South Mountain drainage patterns tend to be trellis-shaped on clastic rock units and
dendritic on the Catoctin Formation. These streams have steep gradients which decline by about half upon
reaching the diamicton or colluvial aprons (Clark, 1991). Many of the streams originating in South
Mountain parallel local faults until they reach the colluvial aprons which flank much of South Mountain.

South Mountain receives slightly more precipitation in the summer months than in the winter
months. Local precipitation is the source of all of the ground water in South Mountain. Much of the
precipitation returns to the atmosphere through evapotranspiration or reaches streams as overland runoff.
Overland runoff is greatest in late winter or early spring, and lowest in late summer and early fall. The
remaining precipitation infiltrates into the regolith and the underlying bedrock, flowing from areas of high
relief (high hydraulic head) to areas of low relief (low hydraulic head), through joints, bedding planes,
faults, fractures, and other secondary openings. This movement of ground water generally results in a
water table that is a subdued replica of the land surface. Water levels are strongly influenced by the
amount and duration of precipitation and topographic setting. Where the water table is above the land
surface, springs can occur. In South Mountain, springs are reported to be common in the Antietam
Formation near the contact with the colluvium, and are present in the Metarhyolite, and the Weverton-
Loudon Formations.

Water moving from South Mountain toward the Cumberland Valley flows through or across a thick
wedge of colluvium. The colluvium that mantles the ridge slopes and overlies the Cambrian carbonates
consists of a mixture of clay, silt, sand, pebbles, cobbles, and boulders derived from weathering and mass
wasting of limestone, dolomite, and quartzite. The water that filters through the colluvium is high in
carbon dioxide and low in dissolved solids enabling it to rapidly dissolve carbonate rocks, producing large
solution channels and a deeply-weathered residuum. In their work on the ground water of the
Cumberland Valley, Becher and Root (1981, p. 16-18) noted at Boiling Springs, just north of South
Mountain, that (1) the water temperature lags air-temperature changes by 4 to 6 months, (2) specific
conductance of the water is only 50 percent of the usual value of ground water in carbonate rock, (3) strong
boils in the spring are evident and indicate significantly greater heads than the static elevation head, and
(4) the configuration of water-level contours is not altered by the discharge of the springs. The existence of
a natural conduit system associated with a large northeast-southeast fault, directly south of Boiling
Springs (Berg and others, 1980), is a possible path way for the ground water supplying the springs. The
shearing associated with the fault is a zone of weakness that allows the development of the conduit
system. Diabase dikes, however, can act as subsurface dams stopping and redirecting ground-water flow
(Becher and Root, 1981, p. 19).

The Metarhyolite is the most important aquifer at South Mountain. It comprises about one-third of
all the rocks presently exposed and is capable of meeting the needs of most domestic and some high-
demand wells. The Antietam Formation is probably the best yielding unit and the Greenstone Schist is one
of the least productive units.

Geohydrologic System

South Mountain is comprised of numerous local and intermediate ground-water flow systems
(fig. 74). Precipitation is the only source of water that enters the ground-water flow systems. Ground-water
flow paths in the local system are shallow and residence times are brief. The duration and intensity of
precipitation has an almost immediate effect on the local system by raising static water levels and
increasing ground-water discharge to springs and other surface-water bodies. The local system supplies
ground water to the numerous small springs, streams, and creeks on South Mountain and to the
underlying regolith and fractured bedrock.

The intermediate system is characterized by flow paths that are deeper and longer, having residence
times measured in months rather than days. Because of the time required for moisture to reach the
intermediate flow system, fluctuations in water levels and discharges caused by abundant precipitation
(or lack thereof) are greatly reduced. The intermediate ground-water flow system supplies water to the
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Antietam, Conodoguinet, and Conococheague Creek Basins, and the many springs in the carbonate valley
including Boiling Springs, Big Spring, and Baker Spring (Becher and Root, 1981, p. 17-18; Becher and
Taylor, 1982, p. 7).

Regolith

At South Mountain, the regolith is composed of granular to clayey soil, saprolite, disaggregated
bedrock, and colluvium. According to Becher and Root (1981, p. 32), colluvium is thickest on the mountain
slope near the contact between the Antietam or Harpers Formation and the Tomstown Formation. The
thick regolith facilitates infiltration of precipitation, storing and slowly releasing water to wells,
underlying fractured bedrock, and base flow to streams. Infiltration rates are highest in areas where the
regolith is thick.

The median thickness of the regolith, estimated from the length of casing in 464 domestic wells
completed in the Catoctin Formation is 42 ft. Based upon the casing lengths of 91 domestic wells
completed in the Chilhowee Group the median regolith is 70 ft.

Fractured bedr ock

Ground water is stored in and moves through a network of secondary openings such as cooling
joints, flow breccias, weathered horizons, faults, cleavage planes, and fractures; intergranular porosity is
negligible. Although fractured bedrock may have a low porosity, the permeability of secondary openings
can be quite high and these openings may be the pathway for water supplying Boiling Springs (Becher
and Root, 1981, p. 17).

Although it is not possible to establish an exact thickness or maximum depth of the intermediate
ground-water system, the frequency and density of water-bearing zones can be helpful. Of the 721 water-

Figure 74.  Topographic, geologic, and hydrologic features of the Blue Ridge
Physiographic Province, South Mountain Section.
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bearing zones reported in wells penetrating the Catoctin Formation, 90 percent were penetrated by a
depth of 270 ft. The greatest water-bearing zone densities are from a depth of 51-100 ft (0.62 per 50 ft of
well depth). In the Chilhowee Group, 90 percent of the 167 water-bearing zones were penetrated by a
depth of 396 ft. However, the greatest water-bearing zone densities in the Chilhowee Group occur at a
depth interval of 351-400 ft (0.54 per 50 ft of well depth).

Catoctin Formation

The Catoctin Formation consists principally of late Precambrian (Badger and Sinha, 1991), rift-
related volcanic rocks (dominantly basalts and rhyolites) which formed during the opening of the Proto-
Atlantic (Iapetus) Ocean (Rankin, 1976). The metabasalt, metarhyolite, and greenstone schist are the only
rocks exposed in South Mountain that have been identified as Precambrian (Rankin and others, 1969,
p. 330). The metarhyolite is the most extensive unit of the Catoctin Formation, representing about one-
third of all the rocks presently exposed at South Mountain in Pennsylvania. The metabasalt and
greenstone schist are present mainly as thin linear belts within the metarhyolite except near the Maryland-
Pennsylvania border where the metabasalt is more extensive. The volcanics of the Catoctin Formation,
which are as much as 3,000 ft thick, are subaerial lava flows which extruded upon a gneissic and granitic
core complex (Fauth, 1968, 1978; Freedman, 1967). Despite intensive study (Fauth, 1968, 1978; Freedman,
1967; Root, 1977; Stose, 1932; Stose and Jonas, 1939) no recognizable stratigraphic correlation has been
established between the various units in the Catoctin Formation. However, work by Smith and others
(1991) indicate that (1) younger magma pulses trend toward higher concentrations of TiO2, (2) overturning
of the metabasalts is very common, and (3) that locally, the metarhyolites represent the last phase of
volcanism.

Although at least nine lithologic units in the Catoctin Formation at South Mountain have been
recognized (Fauth, 1978), no formal stratigraphic units have been proposed or designated. However, for
clarity and compliance with the Geologic Map of Pennsylvania (Berg and others, 1980), three informal
geohydrologic units are assigned to the Catoctin Formation, these units are (1) Metabasalt,
(2) Metarhyolite, and (3) Greenstone Schist.

Metabasalt

The Metabasalt crops out as thin, linear belts that trend northeast to southwest (Berg and others,
1980) over a 29 mi2 area within the Metarhyolite. These linear belts become more extensive near the
Maryland-Pennsylvania border. Smith and Barnes (1994) identified metabasalts in the Accomac area (just
west of Chickies Rock, in York County) and metadiabase dikes in Grenville terrains (Reading Prong,
Womelsdorf outlier, Honey Brook Upland, and Trenton Prong) that are chemically similar to the
Metabasalt at South Mountain. The reference section is in a small quarry near Mt. Hope, Adams County.

Geologic description.— The Metabasalt is typically green to greenish-gray or gray, and fine- to
medium-grained, but is, in places, coarse-grained, porphyritic or amygdaloidal; veins of quartz are
common (Fauth, 1968, p. 17-18). Smith and others (1991) identified and described pyroclastic-bearing
flows, bombs, pahoehoe flows (and possible feeder tubes), pipe vesicles, and thin basalt flows. Thickness
estimates of the Metabasalt, which ranges from 550 to 3,000 ft, are complicated by the existence of complex
folding which repeats the section (Freedman, 1967, p. 12).

The Metabasalt is highly resistant to weathering, forming high ridges with fairly steep and stable
slopes. Joints have a blocky pattern, are moderately developed, and generally open, the regolith is
relatively thin (Geyer and Wilshusen, 1982, p. 181-183).

Badger and Sinha (1988) obtained a Strontium (Sr) isochron age of 570 +/- 36 million years (Latest
Precambrian) for Catoctin Metabasalt near Waynesboro, Va. Smith and Barnes (1994, p. 62) reported that a
probable tuff bed within the Metabasalt was roughly correlated chemically with the Metarhyolite. Smith
and Barnes (1994, p. 45) believed that the Metabasalt is a within-plate initial-rifting continental tholeiite.
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Well depths and casing lengths.— Depths of wells and casing lengths for wells completed in the
Metabasalt are presented in the tables below. High-demand wells are generally completed at shallower
depths than domestic wells. Five wells in the Metabasalt are drilled to depths greater than 500 ft.

Casing lengths for wells completed in the Metabasalt are presented in the table below. Only three
domestic wells have used more than 100 ft of casing.

Hydr ologic pr oper ties .— Water levels for wells completed in the Metabasalt are presented in the
table below. Depths to water in 66 wells range from 3 to 100 ft below land surface; the median is 35 ft
below land surface. Water levels show strong seasonal influence.

Reported yields for wells completed in the Metabasalt are presented in the table below. Yields of
5.0 gal/min or less are reported from 37 wells. Yields of 20 gal/min or greater are reported from 11 wells;
1 is deeper than 200 ft. Both wells with reported yields greater than 100 gal/min are drilled through the
Weverton Formation and into the Metabasalt. High-demand wells generally have greater yields than
domestic wells.

Reported well depth, Metabasalt

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 75 88 115 170 300 400 60 700
Drilled, domestic 69 90 122 175 300 400 60 700
Drilled, high-demand 6 — 100 129 176 — 85 200

Reported casing length, Metabasalt

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 65 19 23 40 48 82 4 188
Drilled, domestic 64 19 22 40 48 82 4 188
Drilled, high-demand 1 — — 40 — — 40 —

Water levels, Metabasalt

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 2 — — 43 — — 26 59
Slope 27 9 24 42 54 77 4 100

Reported well yield, Metabasalt

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 72 1.0 3.0 5.0 15 32 0.2 165
Domestic 66 1.0 3.0 5.0 11 20 .2 50
High-demand 6 — 24 32 144 — 5.0 165
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Specific capacities for wells completed in the Metabasalt are presented in the table below. Specific
capacities in seven wells (drilled from 130 to 400 ft below land surface) are 0.04 (gal/min)/ft or less and
are incapable of meeting most domestic or other water-use demands. Wells with specific capacities of
0.2 (gal/min)/ft or greater are reported from six wells, all are less than 175 ft deep. Only one well has a
pumping duration of 8 hours or longer, its specific capacity is 0.38 (gal/min)/ft. The three wells with the
highest specific capacities are at or within 400 ft of the contact with the Weverton and Loudon Formations.

Values of hydraulic conductivity and transmissivity for the Metabasalt are presented in the
following table; a specific yield of 0.02 was used in estimating these hydrologic properties. Median
hydraulic conductivities and transmissivities for wells on slopes (8 wells) are 0.69 ft/d and 36 ft2/d,
respectively.

Meyer and Beall (1958) and Slaughter and Darling (1962) conducted multiple-well aquifer tests on
the Metabasalt in Maryland. The specific yield of these tests ranged from 0.002 to 0.021 and transmis-
sivities from 454 to 909 ft2/d. Slaughter and Darling (1962) also ran a 48-hour single-well aquifer test on
the Metabasalt in Maryland; the transmissivity from this test was 430 ft2/d. Wood and Fernandez (1988)
summarized the hydraulic conductivities of different volcanic tuffs and lava flows. They found that
hydraulic conductivities for tuffs ranged over eight orders of magnitude and for basalts over 13 orders of
magnitude. Garabedian (1989a; 1989b) in his digital model of the Snake River Plain in Idaho, which is
underlain by basalt, used a specific yield of 0.05.

Reported specific capacity, Metabasalt

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 19 0.0 0.03 0.09 0.27 0.50 0.00 1.0
Domestic 15 .0 .03 .07 .15 .28 .00 .29
High-demand 4 — — .44 — — .04 1.0

Hydraulic conductivity and transmissivity from single-well aquifer tests, Metabasalt

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 15 0.01 0.02 0.22 0.79 2.5 0.00 4.4
Transmissivity (ft2/d) 15 1.1 2.0 15 38 110 .46 150
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The depths of water-bearing zones in 56 wells drilled as deep as 700 ft range from 8 to 350 ft below
land surface. Fifty percent of the 90 water-bearing zones reported are penetrated by a depth of 103 ft and
90 percent by a depth of 236 ft. The greatest density of water-bearing zones (0.52 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 75). The density of water-bearing zones at depths of 251 ft or
greater are based on the presence of three or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Metabasalt is 0.33 per 50 ft of well depth.

Water quality .—As seen in the following table, wells completed in the Metabasalt generally yield
water that is low in dissolved solids and is moderately hard. Scatter plots (not shown) of specific
conductance and hardness suggest that these two parameters tend to increase with increasing well depth.
Fauth (1978, pl. 1) reported that there was a considerable range in mineral content of the ground water and
that objectionable quantities of iron were locally present. Additional information on the source and
significance of these and selected dissolved constituents and properties of ground water are presented in
the appendix.

Figure 75. Number and density of water-bearing zones per 50 feet of well depth in
the Metabasalt of the Blue Ridge Physiographic Province, South Mountain
Section.
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Metarhyolite

The Metarhyolite is exposed over a 98 mi2 area, primarily along the eastern flank of South Mountain
as a broad, linear belt that trends northeast to southwest (Berg and others, 1980). Smaller exposures are
present near the center of South Mountain and within the Metabasalt near the Maryland-Pennsylvania
border. The reference section is along Rocky Mountain Creek about 1 mi south of Caledonia Park, Franklin
County.

Geologic description.— At least six lithologic units of Metarhyolite were recognized by Fauth
(1978, table 2), but no stratigraphic correlation was established between these various units. The
Metarhyolite exhibits a range of colors from blues to purples, and textures from fine-grained to
porphyritic; phenocrysts of feldspar and quartz are moderately abundant. Flow breccias, tuff breccias, and
tuffs also are present. Stose (1932, p. 29) estimated a total thickness of about 1,000 ft for the Metarhyolite at
South Mountain.

The Metarhyolite is highly resistant to weathering, forming high ridges with fairly steep and stable
slopes. Joints have a platy to irregular pattern, are moderately developed, highly abundant, and generally
open. The overlying mantle is thin (Geyer and Wilshusen, 1982, p. 185-186).

Rankin and others (1969, p. 330) dated the Catoctin Metarhyolite as Precambrian (820 million years).
However, more recent age dating in Virginia suggests a younger age for the Catoctin volcanics. Aleinikoff
and others (1991), used optically sorted zircons from three Pennsylvania Catoctin Metarhyolite samples
and reported an age of 597 +/- 18 million years. The Metarhyolite was interpreted to be subaerially
extruded during rifting of the continental plate prior to formation of the Iapetus Ocean (Root and Smith,
1991, p. 45).

Summary of selected chemical constituents and properties analyzed for the Metabasalt

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25 twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

6 — — — 151 197 247 80 312

Field hardness 6 — — — 73 86 110 34 140
Laboratory pH (standard units) 1 — <6.5 >8.5 0 — 6.5 — 6.5 —
Bicarbonate 1 — — — — 70 — 70 —
Calcium 1 — — — — 18 — 18 —
Chloride 1 — 250 0 — 6.0 — 6.0 —
Iron 1 — .3 0 — .060 — .060 —
Magnesium 1 — — — — 6.0 — 6.0 —
Manganese 1 — .05 0 — .020 — .020 —
Nitrate (as N) 1 10 — 0 — 2.6 — 2.6 —
Potassium 1 — — — — .30 — .30 —
Sodium 1 — — — — 3.6 — 3.6 —
Sulfate 1 — 250 0 — 5.0 — 5.0 —
Total dissolved solids 1 — 500 0 — 110 — 110 —

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Well depths and casing lengths.— Depths of wells completed in the Metarhylite are presented in
the table below. Twelve wells were drilled to a depth of 500 ft or greater; 11 are domestic wells.

Depths of wells also vary significantly by county. Domestic wells in Adams County (197 wells) are
completed to significantly shallower depths than in Cumberland (76 wells), Franklin (75 wells), and York
Counties (36 wells). The median depth of wells in Adams County is 165 ft; in Cumberland County, 250 ft;
in Franklin County, 205 ft; and in York County, 220 ft.

Casing lengths of wells completed in the Metarhyolite are presented in the table below. Casing
lengths of 100 ft or more are used in 23 wells; all are domestic wells.

Casing lengths vary significantly by county. Wells in Franklin County (77 wells) use significantly
less casing than in Cumberland (76 wells) or York Counties (36 wells); the median casing lengths are 40, 43,
and 55 ft, respectively. The casing lengths of wells in Adams County (220 wells) are significantly less than
in York County. The median casing length of wells in Adams County is 42 ft.

Hydr ologic pr oper ties.— Water levels of wells completed in the Metarhyolite are presented in the
table below. Depths to water in 279 wells range from 1 to 270 ft below land surface; the median is 34 ft
below land surface. Water levels show strong seasonal influence and vary considerably between counties.
Median water levels in Adams (168 wells), Cumberland (52 wells), Franklin (35 wells), and York (24 wells)
Counties are 27, 40, 35, and 47 ft below land surface, respectively.

Reported well depth, Metarhyolite

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 422 86 119 195 300 400 37 700
Drilled, domestic 384 85 115 197 300 400 38 700
Drilled, high-demand 18 107 160 198 305 431 77 445

Reported casing length, Metarhyolite

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 409 21 39 42 60 80 4 189
Drilled, domestic 374 21 39 42 60 81 4 189
Drilled, high-demand 17 15 36 40 60 66 14 67

Water levels, Metarhyolite

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 15 13 20 45 52 76 11 84
Slope 223 9 20 34 48 71 1 270
Valley 19 3 6 15 32 48 1 64
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Reported yields of wells completed in the Metarhyolite are presented in the table below. Yields of
5.0 gal/min or less are reported from 170 wells. Only 4 of the 16 wells with reported yields of 50 gal/min
or greater are deeper than 200 ft.

Specific capacities of wells completed in the Metarhyolite are presented in the table below. Specific
capacities in 20 wells (drilled from 106 to 478 ft below land surface) are 0.04 (gal/min)/ft or less and are
incapable of meeting most domestic or other water-use demands. Only one of the seven wells with specific
capacities of 0.5 (gal/min)/ft or greater is deeper than 200 ft. The specific capacities of two wells with
pumping durations of 8 hours or longer are 0.16 and 0.33 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Metarhyolite are presented in the
following table; a specific yield of 0.02 was used in estimating these hydrologic properties. Median
hydraulic conductivities for wells on hilltops (2 wells) is 0.13 ft/d; on slopes (31 wells), 0.28 ft/d; and in
valleys (1 well), 0.19 ft/d. For transmissivity, the median values on hilltops, slopes, and valleys are 16, 31,
and 55 ft2/d, respectively.

In other work, Meyer and Beall (1958) conducted a single-well aquifer test on the Metarhyolite in
Maryland. They estimated the transmissivity of the Metarhyolite from this test as 290 ft2/d.

Reported well yield, Metarhyolite

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 414 2.0 4.0 7.5 15 25 0.2 500
Domestic 379 2.0 4.0 7.0 15 25 .2 150
High-demand 16 1.3 5.1 20 42 205 1.0 500

Reported specific capacity, Metarhyolite

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 49 0.00 0.02 0.07 0.35 0.57 0.00 7.5
Domestic 43 .00 .02 .07 .38 .63 .00 7.5
High-demand 2 — — .24 — — .16 .33

Hydraulic conductivity and transmissivity from single-well aquifer tests, Metarhyolite

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 37 0.01 0.03 0.19 1.2 3.7 0.00 28
Transmissivity (ft2/d) 37 2.7 4.6 29 61 93 .46 1,400
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Hydraulic conductivity, transmissivity, and storativity in the vicinity of the Fairfield, Pa., well field
for the Metarhyolite was estimated by Meiser and Earl, Inc. (1991); this data are presented in the table
below.

Peffer (1996) used several different methods in estimating hydrologic properties of the Metarhyolite
in the vicinity of the Fairfield well field during a long term (49-hour) multiple-well aquifer test of well
AD-750. Estimates of hydraulic conductivity were 0.21 and 1.5 ft/d, transmissivity ranged from 66 to
500 ft2/d, and storativity was 0.00037.

The depths of water-bearing zones in 334 wells drilled as deep as 700 ft range from 3 to 660 ft below
land surface. Fifty percent of the 598 water-bearing zones reported are penetrated by a depth of 108 ft and
90 percent by a depth of 280 ft. The greatest density of water-bearing zones (0.63 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 76). The density of water-bearing zones at depths of 451 ft or
greater are based on the presence of two or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Metarhyolite is 0.35 per 50 ft of well depth.

Summary of hydrologic properties from the long-term (48-hour) multiple-well
aquifer tests of Fairfield, Pa., wells AD-751 and AD-754 (data from Meiser
and Earl, Inc., 1991)

[ft/d, feet per day; ft2/d, feet squared per day; —, not applicable]

Source of
estimate

Hydraulic
conductivity

(ft/d)

Transmissivity
(ft2/d)

Storativity

AD-751 (pumping) 0.36 150 —
AD-754 .82 270 —
AD-755 1.5 130 0.00008

AD-754 (pumping) .28 94 —
AD-751 .24 94 .00048
AD-755 .76 67 .00012
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Figure 76.  Number and density of water-bearing zones per 50 feet of well depth in
the Metarhyolite of the Blue Ridge Physiographic Province, South Mountain Section.
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Water quality .—As seen in the following table, wells completed in the Metarhyolite generally yield
water that is low in dissolved solids, is soft to moderately hard, and is slightly acidic. Information on the
source and significance of these and other selected dissolved constituents and properties of ground water
are presented in the appendix.

Greenstone Schist (vs)

The Greenstone Schist is exposed over a 7-mi2 area primarily along the eastern flank of South
Mountain and within the Metarhyolite, as narrow, linear belts which trend northeast to southwest (Berg
and others, 1980). Smaller exposures are present within the Metabasalt near the Maryland-Pennsylvania
border. The reference section is in a small quarry about 0.5 mi east of Mt. Hope Church, Adams County.

Geologic description.— At least two lithologic units of Greenstone Schist are recognized at South
Mountain (Fauth, 1978, table 2). The first is lustrous, light- to medium-gray, banded phyllite with gray to
dusky-blue blebs and clasts that are strongly flattened, and aligned in plane of regional cleavage. The
second unit is lustrous, greenish-gray to greenish-black and grayish-yellow green to light-greenish-gray,
finely banded phyllite that locally may contain elongated and flattened blebs and clasts. One cleavage
plane is strongly developed in all of the Greenstone Schist, and locally, two cleavage directions occur.
Veins and ellipsoidal masses of milky quartz are present, usually along older foliation planes. Fauth (1978,
p. 12) estimated a total thickness of 150 to 250 ft for the Greenstone Schist at South Mountain.

The Greenstone Schist is moderately resistant to weathering, forming local intermountain valleys
having gentle slopes. Cleavage is well developed, abundant, and closely spaced. Joints are well developed,
steeply dipping, and closed. The overlying regolith is thin (Geyer and Wilshusen, 1982, p. 134-135).

Summary of selected chemical constituents and properties analyzed for the Metarhyolite

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

17 — — — 124 162 189 33 376

Field hardness 21 — — — 34 51 68 17 120
Field pH (standard units) 3 — <6.5 >8.5 0 — 6.8 — 6.8 7.2
Bicarbonate 2 — — — — 14 — 5.0 23
Calcium 2 — — — — 2.5 — 1.1 3.9
Chloride 2 — 250 0 — 1.3 — 1.0 1.6
Iron 2 — .3 1 — 1.4 — .17 2.7
Magnesium 2 — — — — 1.1 — .5 1.8
Manganese 1 — .05 0 — .050 — .050 —
Nitrate (as N) 1 10 — 0 — .72 — .72 —
Potassium 2 — — — — 1.5 — .8 2.3
Sodium 2 — — — — 3.9 — 2.5 5.3
Sulfate 2 — 250 0 — 3.9 — 3.6 4.2
Total dissolved solids 2 — 500 0 — 43 — 34 52
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The age of the Greenstone Schist is estimated as Latest Precambrian as based upon radiometric ages
of the Metabasalt (Badger and Sinha, 1988) and Metarhyolite (Aleinikoff and others, 1991). The Greenstone
Schist was thought to be formed in response to rifting of the continental plate prior to formation of the
Iapetus Ocean (Root and Smith, 1991, p. 45).

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Greenstone Schist are presented in the table below.

Hydr ologic pr oper ties.— Water levels of wells completed in the Greenstone Schist are presented in
the table below. Depths to water in 20 wells range from 7 to 90 ft below land surface; the median is 36 ft
below land surface. Most of the wells are on slopes (15 wells) where depths to water range from 7 to 90 ft
below land surface; the median is 34 ft below land surface.

Reported yields of wells completed in the Greenstone Schist are presented in the table below. Yields
of 5.0 gal/min or less are reported from eight wells. Yields of 10 gal/min or greater are reported from
10 wells; none of the wells are deeper than 160 ft.

Reported well depth, Greenstone Schist

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 27 78 105 145 300 376 55 410
Drilled, domestic 26 77 105 140 300 380 55 410
Drilled, high-demand 1 — — 180 — — 180 —

Reported casing length, Greenstone Schist

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 27 27 38 45 60 64 20 101
Drilled, domestic 26 26 37 48 60 64 20 101
Drilled, high-demand 1 — — 45 — — 45 —

Water levels, Greenstone Schist

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

P10 P25 Median P75 P90 Minimum Maximum

Slope 15 22 34 39 55 7 90

Reported well yield, Greenstone Schist

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 25 1.8 3.0 7.5 14 20 1.5 30
Domestic 24 1.7 3.0 7.2 14 20 1.5 30
High-demand 1 — — 8.0 — — 8.0 —



273

Specific capacities of two wells in the Greenstone Schist are 0.08 and 0.8 (gal/min)/ft. One well was
pumped for 15 minutes, the pumping duration for the other well is unknown.

The depths of water-bearing zones in 21 wells that are as deep as 410 ft range from 20 to 293 ft below
land surface. Fifty percent of the 33 water-bearing zones reported are penetrated by a depth of 84 ft and
90 percent by a depth of 194 ft. The greatest density of water-bearing zones (0.82 per 50 ft of well depth) is
from 51 to 100 ft below land surface (fig. 77). The density of water-bearing zones at depths of 101 ft or
greater are based on the presence of two or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Greenstone Schist is 0.33 per 50 ft of well depth.

Water quality .—The Greenstone Schist has only one field water-quality analysis, and no laboratory
water-quality analyses. This ground-water sample has a hardness of 34 mg/L and a specific conductance
of 130 µS/cm.

Wever ton and Loudon Formations, Undivided (Cwl)

The Weverton and Loudon Formations are exposed over a 55 mi2 area within the center of South
Mountain as broad, repeating, northeast-southwest trending beds, which have been extensively faulted
(Berg and others, 1980). The type section for the Weverton Formation is at Weverton, Washington County,
Md., in the Potomac River Gorge (Keith, 1893, p. 329). For the Loudon Formation, the type section is
Loudon County, Va., along Catoctin Mountain (Keith, 1893, p. 324).

Figure 77. Number and density of water-bearing zones per 50 feet of well depth
in the Greenstone Schist of the Blue Ridge Physiographic Province, South
Mountain Section.
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Geologic description.— The Loudon Formation is the basal member of the Chilhowee Group and
consists of two lithologic units. The lower lithologic unit is gray to blue or red-purple phyllite which
grades into a conglomeratic unit common to both the Loudon and the Weverton Formations (Fauth, 1968,
p. 28). This conglomeratic unit becomes upwardly (stratigraphically higher) richer in quartz until it forms
a gray, medium- to coarse-grained quartzite at the top of the Weverton Formation (Fauth, 1978, p. 29-33).
Thickness of the Loudon Formation is estimated at 100 to 450 ft (Fauth, 1968, p. 28; 1978, p. 42) and
thickness of the Weverton Formation is reported to range from 500 (Stose and Jonas, 1939, p. 68) to 1,400 ft
(Fauth, 1968, p. 32).

The Weverton Formation is moderately resistant to weathering, forming ridges or mountains of
medium relief; the regolith is thin. The Loudon Formation is less resistant to weathering, forming mantle
covered slopes with a thin to moderately thick regolith; outcrops are sparse. Joints are abundant and open,
cleavage is well developed in the phyllite of the Loudon Formation (Geyer and Wilshusen, 1982,
p. 168-169; p. 285-286).

The Loudon Formation thins eastward and is represented by the Hellam Conglomerate Member of
the Chickies Formation in western York County (Fauth, 1968, p. 81). The Weverton Formation has been
correlated eastward with part of the Chickies Formation (Stose and Jonas, 1939, p. 68; Stose, 1932).
Simpson and Sundberg (1987) working in southwestern Virginia on a stratigraphic equivalent to the
Weverton Formation, found evidence of earliest Early Cambrian fossils (Fedonkin, 1981).

The Weverton and Loudon Formations were deposited in rift-induced sedimentary basins,
dominantly shallow marine as Iapetus Ocean onlapped the subaerially exposed Catoctin Formation
(Nickelsen, 1956). Both units contain rhyolite fragments and plutonic quartz derived from the Precambrian
volcanic-granitic terrane (Fauth, 1968, p. 85). Contact with the Precambrian Catoctin Formation may be
unconformable (Stose and Jonas, 1939, p. 67) or conformable (Cloos, 1951). If the contact is unconformable,
the radiometric ages on the Metabasalt and Metarhyolite, and the biostratigraphic ages of the Chilhowee
Group suggest only a brief hiatus (Key, 1991).

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Weverton and Loudon Formations are presented in the tables below.

Reported well depth, Weverton and Loudon Formations, undivided

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 28 145 239 374 454 595 125 650
Drilled, domestic 25 145 204 350 438 537 125 650
Drilled, high-demand 2 — — 375 — — 250 500

Reported casing length, Weverton and Loudon Formations, undivided

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 26 37 47 67 104 177 25 267
Drilled, domestic 23 34 42 63 84 132 25 263
Drilled, high-demand 2 — — 170 — — 74 267
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Hydr ologic pr oper ties.— Water levels of wells completed in the Weverton and Loudon Formations
are presented in the table below. Depths to water in 13 wells range from 2 to 100 ft below land surface; the
median is 50 ft below land surface. Water levels show strong seasonal influence.

Reported yields of wells completed in the Weverton and Loudon Formations are presented in the
table below. Yields of 5.0 gal/min or less are reported from 12 wells. Nine of the 12 wells with yields of
10 gal/min or greater are deeper than 200 ft.

The specific capacities of four domestic wells with a pumping duration of 1 hour or longer are 0.00,
0.04, 0.04, and 0.20 (gal/min)/ft. The specific capacities of three wells with pumping durations less than
1 hour are 0.05, 0.13, and 0.17 (gal/min)/ft. Well depths for these seven wells range from 144 to 598 ft
below land surface.

No published information is available on hydraulic conductivity or transmissivity on the Weverton
and Loudon Formations. The hydraulic conductivity and transmissivity from three single-well aquifer
tests of 1 hour or longer are 0.01, 0.01, 0.21 ft/d and 2.8, 3.2, and 22 ft2/d, respectively.

The depths of water-bearing zones from 27 wells as deep as 650 ft range from 29 to 592 ft below land
surface. Fifty percent of the 49 water-bearing zones reported are penetrated by a depth of 266 ft and
90 percent by a depth of 450 ft. The greatest density of water-bearing zones (0.55 per 50 ft of well depth) is
from 351 to 400 ft below land surface (fig. 78). The density of water-bearing zones at depths greater than
400 ft are based on the presence of two or fewer zones per 50-ft interval. The overall density of water-
bearing zones in the Weverton and Loudon Formations is 0.23 per 50 ft of well depth.

Water quality .—No water-quality data are available from the Weverton or Loudon Formations.
However, Fauth (1978), and Geyer and Wilshusen (1982) indicated that the water is soft and of low mineral
content except for iron.

Water levels, Weverton and Loudon Formations, undivided

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Slope 10 3 22 55 80 98 2 100
Valley 1 — — 15 — — 15 —

Reported well yield, Weverton and Loudon Formations, undivided

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 27 0.9 3.0 8.0 15 26 0.5 40
Domestic 24 .9 2.2 5.5 14 19 .5 25
High-demand 2 — — 25 — — 10 40
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Harper s Formation (Ch)

The Harpers Formation crops out over a 10-mi2 area primarily in a narrow, faulted, discontinuous
band along the southern and western flanks of South Mountain (Berg and others, 1980). It is gradually
replaced to the north and northwest by the Montalto Quartzite Member. It was named for exposures along
the Potomac River at Harpers Ferry, W.Va. (Keith, 1892, p. 363; Keith, 1893, p. 332). The reference section is
east of New Providence, Lancaster County.

Geologic description.— The Harpers Formation is generally green to greenish-gray or olive-gray
graywacke and graywacke siltstone having interbedded phyllite, shale, and sandstone, and a prominent
quartzite member (Montalto Quartzite). Contact with the underlying Weverton Formation is gradational.
Estimated thickness of the Harpers Formation, excluding its quartzite member, is extremely variable. The
Harpers Formation is absent in the northern part of the South Mountain Section, being replaced by the
Montalto Member (Berg and others, 1980). Fauth (1968, p. 35) and Stose (1932, p. 46) estimated a thickness
of 300 to 1,000 ft for the Harpers Formation. Cloos (1951, p.34-36), however, measured 3,100 ft east of
Waynesboro, Pa., but noted that the section may be folded.

The Harpers Formation is moderately resistant to weathering, forming narrow valleys and
depressions. Joints and cleavage planes are moderately well developed, abundant, and open. Regolith is
generally thin; the overlying mantle is relatively thick at the foot of slopes (Fauth, 1978, pl. 1).

Figure 78.  Number and density of water-bearing zones per 50 feet of well depth in
the Weverton and Loudon Formations, undivided, of the Blue Ridge Physiographic
Province, South Mountain Section.
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The Harpers Formation is generally assigned a lower Cambrian age because of its conformable
stratigraphic relation to the overlying Antietam Formation which contains lower Cambrian fossils. The
Harpers Formation was deposited in a dominantly shallow marine, continental shelf environment
(Nickelsen, 1956). Deposition of the upper part of the Harpers Formation was interrupted by renewed
tectonic or volcanic activity (Fauth, 1968, p. 85).

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Harpers Formation are presented in the tables below.

Hydr ologic pr oper ties.— Water levels of wells completed in the Harpers Formation are presented
in the table below. Depths to water in 20 wells range from 6 to 300 ft below land surface; the median is 44 ft
below land surface.

Reported well depth, Harpers Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 35 108 187 247 350 455 80 675
Drilled, domestic 31 106 187 247 345 422 80 675
Drilled, high-demand 3 — — 370 — — 111 500

Reported casing length, Harpers Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 33 23 42 70 132 265 18 365
Drilled, domestic 29 27 42 66 119 240 20 298
Drilled, high-demand 3 — — 267 — — 114 365

Water levels, Harpers Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Slope 12 17 32 53 83 298 12 300
Valley 4 — — 9 — — 6 16
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Reported yields for wells completed in the Harpers Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from eight wells. Six of the nine wells with reported yields of
20 gal/min or greater are deeper than 200 ft.

Specific capacities for wells completed in the Harpers Formation are presented in the table below.
Specific capacities in one well (drilled to a depth of 350 ft) is less than 0.04 (gal/min)/ft and is incapable of
meeting most domestic or other water-use demands. Specific capacities greater than 0.20 (gal/min)/ft are
reported from two wells that are completed at depths of 160 ft and 275 ft. Two other wells with pumping
durations of 30 min or less have specific capacities of 0.00 (gal/min)/ft with well depths of 500 and 675 ft.

Several wells owned by the Fairfield, Pa., Municipal Authority (written commun., 1997) are
completed in the Harpers Formation. The specific capacities of these three wells, determined from several
aquifer tests with varying discharge rates, range from 0.00 to 0.38 (gal/min)/ft; the median is
0.19 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Harpers Formation are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. The median
hydraulic conductivity and transmissivity of wells on slopes (4 wells) are 0.13 ft/d and 20 ft2/d,
respectively. The hydraulic conductivity of a single well in a valley is 0.75 ft/d and the transmissivity is
88 ft2/d.

For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, p. 38)
estimated a specific yield of 0.02 for the upper 200 ft and a storage coefficient of 0.0002 for the lower 300 ft
of a Paleozoic sedimentary rock unit that included the Harpers Formation. They also used hydraulic
conductivities of 1.34 and 0.67 ft/d for different hydrogeologic units that included the Harpers Formation
(Gerhart and Lazorchick, 1988, p. 22).

Reported well yield, Harpers Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 32 1.6 5.2 10 23 36 0.3 80
Domestic 29 1.5 5.0 9.0 18 35 .3 80
High-demand 3 — — 30 — — 12 36

Reported specific capacity, Harpers Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P25, twenty-fifth percentile; P75, seventy-fifth percentile

Well type
Number
of wells

P25 Median P75 Minimum Maximum

All 5 0.08 0.16 0.45 0.01 0.48
Domestic 4 — .16 — .01 .42
High-demand 1 — .48 - .48 —

Hydraulic conductivity and transmissivity from single-well aquifer tests, Harpers Formation

[ft/d, feet per day; ft2/d, feet squared per day; P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Hydrologic property
Number
of wells

P25 Median P75 Minimum Maximum

Hydraulic conductivity (ft/d) 5 0.05 0.16 0.53 0.00 0.75
Transmissivity (ft2/d) 5 9.9 21 75 .18 88
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Peffer (1996) used several different methods in determining hydrologic properties of the Harpers
Formation during the multiple-well aquifer test of well AD-736. The results from Peffer are presented in
the table below.

The depths of water-bearing zones in 28 wells as deep as 675 ft range from 44 to 490 ft below land
surface. Fifty percent of the 48 water-bearing zones reported are penetrated by a depth of 180 ft and
90 percent by a depth of 367 ft. The greatest density of water-bearing zones (1.0 per 50 ft of well depth) is at
351-400 ft below land surface (fig. 79). The overall density of water-bearing zones in the Harpers
Formation is 0.26 per 50 ft of well depth.

Water quality .—No water-quality data are available on the Harpers Formation in the South
Mountain Section. However, Fauth (1978) reported the water was soft and had a moderate mineral content
and could be slightly corrosive with a pH of about 6.0.

Summary of hydrologic properties from the long-term (48.5-hour) multiple-well
aquifer test of wells in the Harpers Formation (data from Peffer, 1996)

[ft/d, feet per day; ft2/d, feet squared per day; —, not applicable]

Source of
estimate

Hydraulic
conductivity

(ft/d)

Transmissivity
(ft2/d)

Storativity

AD-736 (pumping) 0.028 1.0 - 14 —
AD-749 .001 .5 0.000066

Figure 79. Number and density of water-bearing zones per 50 feet of well depth
in the Harpers Formation of the Blue Ridge Physiographic Province, South
Mountain Section.
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Montalto Quartzite Member (Chm)

The Montalto Quartzite is exposed over a 78-mi2 area at South Mountain. Near the center of South
Mountain, the Montalto Quartzite is present in small, linear beds that trend northwest-southeast along a
major high-angle fault (Berg and others, 1980). Stose (1906, p. 206) recognized a thick section of quartzite
in the Harpers Formation at Mont Alto, Franklin County, Pa. The reference section is along the Western
Maryland railroad tracks west of the village of Iron Springs, Adams County.

Geologic description.— The Montalto Quartzite is hard, medium- to thick-bedded, generally white
to gray, medium- to coarse-grained quartzite (Fauth, 1968, p. 34). Minor, thin interbeds of dark gray to
black, silty to sandy phyllite and medium-gray to bluish-gray, fine-grained sandstone are present also.
Stose and Jonas (1939, p. 69) reported the presence of dark quartz grains, scattered feldspar grains, and
beds containing Scolithus tubes. In York County, the Montalto Quartzite directly overlies the Weverton
Formation; in Adams and Franklin County it lies in the middle of the Harpers Formation. Thickness of the
Montalto Quartzite ranges from 20 ft near the Maryland-Pennsylvania border to 1,900 ft on the northern
flank of South Mountain.

The Montalto Quartzite is moderately to highly resistant to weathering, it underlies high, steep
ridges with stable slopes. Joints are very abundant and open, the regolith is relatively thin (Geyer and
Wilshusen, 1982, p. 143-144).

The Montalto Quartzite was deposited in a dominantly shallow marine, continental shelf
environment, as evidenced by the presence of Scolithus worm tubes (Key, 1991, p. 27). Because of its
stratigraphic position between the Weverton Formation and the overlying Antietam Formation, Stose and
Jonas (1939, p. 69) assigned the Montalto Quartzite a lower Cambrian age.

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Montalto Quartzite Member are presented in the tables below.

Reported well depth, Montalto Quartzite Member

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 20 84 156 261 374 491 52 700
Drilled, domestic 16 98 162 261 374 560 95 700
Drilled, high-demand 2 — — 381 — — 350 411

Reported casing length, Montalto Quartzite Member

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 18 36 42 130 268 369 18 410
Drilled, domestic 16 32 42 120 258 317 18 365
Drilled, high-demand 2 — — 275 — — 140 410



281

Water-bearing pr oper ties .— Water levels of wells completed in the Montalto Quartzite Member
are presented in the table below. Depths to water in 10 wells range from 10 to 280 ft below land surface; the
median is 78 ft below land surface. Numerous springs are reported (Fauth, 1968) in the Montalto
Quartzite, however, no flowing wells are known to occur.

Reported yields of wells completed in the Montalto Quartzite Member are presented in the table
below. Yields of 5.0 gal/min or less are reported from three wells. Four of the six wells with yields of
20 gal/min or greater are deeper than 200 ft.

The specific capacity of a single well with a pumping duration of 1 hour or greater is
0.48 (gal/min)/ft. The specific capacities of two wells with pumping durations of 30 minutes are 0.11 and
0.01 (gal/min)/ft.

The hydraulic conductivity of the 1-hour single-well aquifer test is 0.41 ft/d. The transmissivity of
this single-well aquifer test is 62 ft2/d.

The depths of water-bearing zones in 16 wells as deep as 700 ft range from 65 to 410 ft below land
surface. Fifty percent of the 27 water-bearing zones reported are penetrated by a depth of 250 ft and
90 percent by a depth of 386 ft. The greatest density of water-bearing zones (0.38 per 50 ft of well depth) is
from 251 to 300 ft below land surface (fig. 80). The overall density of water-bearing zones in the Montalto
Quartzite is 0.20 per 50 ft of well depth.

Water quality .—No water-quality data are available for the Montalto Quartzite Member at South
Mountain. However, Fauth (1978) reported the water should be soft and of excellent quality.

Water levels, Montalto Quartzite Member

[Water levels in feet below land surface; —, insufficient data available; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Topographic
setting

Number
of wells

P25 Median P75 Minimum Maximum

Hilltop 1 — 96 — 96 —
Slope 7 50 115 130 19 280
Valley 2 — 11 — 10 12

Reported well yield, Montalto Quartzite Member

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 18 0.9 8.0 14 28 160 0.0 250
Domestic 15 1.6 8.0 12 36 190 1.0 250
High-demand 2 — — 18 — — 15 20
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Antietam Formation

The Antietam Formation crops out over a 12-mi2 area primarily along the western and northern
flanks of South Mountain, as a thin, semi-continuous bed, which has been truncated repeatedly by
numerous faults (Berg and others, 1980). The Antietam Formation derived its name for exposures along
Antietam Creek, Washington County, Md. (Keith, 1892, p. 365; Cloos, 1951, p. 39).

Geologic description.— The Antietam Formation is generally white, light gray, and yellowish-gray,
medium- to coarse-grained, light gray protoquartzite and quartzite; locally, a fine conglomerate of round
to oval quartz pebbles is present. The lower member is a dense quartzite, the upper member is a granular
sandstone that contains occasional thin clay beds and numerous Scolithus linearis worm tubes (Fauth,
1968, p. 37-38; Stose, 1932, p. 47). Residual iron ore is also associated with the upper member (Stose and
Jonas, 1939, p. 70). Thickness of the Antietam Formation at South Mountain ranges from 500 (Stose and
Jonas, 1939, p, 70) to 900 ft (Fauth, 1968, p. 38).

Figure 80. Number and density of water-bearing zones per 50 feet of well depth in the Montalto
Quartzite Member of the Blue Ridge Physiographic Province, South Mountain Section.
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The Antietam Formation is highly resistant to weathering. The lower quartzite member is generally
a ridge former with steep and stable slopes, the upper sandstone member forms gentler slopes. Joints and
cleavage planes are moderately abundant and open. The regolith is relatively thin (Geyer and Wilshusen,
1982, p. 30-31).

The Antietam Formation is the upper unit of the Chilhowee Group, it conformably overlies the
Harpers Formation (Fauth, 1978, p. 44). This unit is in gradational contact with the overlying and younger
Tomstown Formation (Fauth, 1968, p. 45), and forms part of the outer boundary of South Mountain (Berg
and others, 1980). The Antietam Formation was deposited in a high energy, shallow marine environment
such as an offshore bar (Sevon and van Sycoc, 1991). On the basis of the presence of fossils, Walcott (1896,
p. 25), and Resser and Howell (1938, p. 205) date the Antietam Formation as Lower Cambrian in age.

Well depths and casing lengths.— Depths of wells and casing lengths of wells completed in the
Antietam Formation are presented in the tables below. There is very little difference between the depths of
high-demand and domestic wells but a considerable difference in casing length.

Hydr ologic pr oper ties.— Water levels of wells completed in the Antietam Formation are presented
in the table below. Depths to water in 20 wells range from flowing at land surface to 400 ft below land
surface; the median is 46 ft below land surface. Fauth (1978) reported that soft-water springs appear
locally near the contact with the overlying Tomstown Formation.

Reported well depth, Antietam Formation

[Depth in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 32 110 184 300 402 516 67 623
Drilled, domestic 23 87 172 300 400 514 67 623
Drilled, high-demand 6 — 167 296 415 — 132 490

Reported casing length, Antietam Formation

[Casing length in feet; —, insufficient data available; P10, tenth percentile; P25, twenty-fifth
percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 32 22 44 118 197 287 20 382
Drilled, domestic 23 30 45 133 200 297 20 382
Drilled, high-demand 6 — 28 95 150 — 20 174

Water levels, Antietam Formation

[Water levels in feet below land surface; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Slope 10 4 32 41 130 194 1 200
Valley 1 — — 33 — 33 —
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Reported yields for wells completed in the Antietam Formation are presented in the table below.
Yields of 5.0 gal/min or less are reported from six wells. Seven of the eight wells with yields of 50 gal/min
or greater are deeper than 200 ft.

Specific capacities for wells completed in the Antietam Formation are presented in the table below.
Specific capacities in two wells (drilled to depths of 229 and 623 ft below land surface) are
0.04 (gal/min)/ft or less and are incapable of meeting most domestic or other water-use demands. Three
of the five wells with specific capacities of 0.20 (gal/min)/ft are deeper than 200 ft. Specific capacities of
three wells pumped 8 hours or longer are 0.32, 1.2, and 3.1 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Antietam Formation are presented in the
table below; a specific yield of 0.02 was used in estimating these hydrologic properties. The median
hydraulic conductivity and transmissivity of wells on slopes (5 wells) are 0.69 ft/d and 57 ft2/d,
respectively.

In other work, Gerhart and Lazorchick (1984b) created a digital model of parts of Lancaster and
Berks Counties, Pa. They estimated (Gerhart and Lazorchick, 1984b, tables 8 and 14) a specific yield of 0.20
and a hydraulic conductivity of 0.5 ft/d for a metamorphic rock unit that included the Antietam
Formation. For the Lower Susquehanna River Basin digital model, Gerhart and Lazorchick (1988, tables 8
and 16) determined a specific yield of 0.020 for the upper 200 ft and hydraulic conductivities of 0.67, 1.34
and 2.01 ft/d for different hydrogeologic units that included the Antietam Formation.

The depths of water-bearing zones in 22 wells as deep as 623 ft range from 60 to 592 ft below land
surface. Fifty percent of the 43 water-bearing zones are penetrated by a depth of 230 ft and 90 percent by a
depth of 387 ft. The greatest density of water-bearing zones (0.43 per 50 ft of well depth) is from 351-350 ft
below land surface (fig. 81). The density of water-bearing zones at depths of 401 ft or greater are based on
the presence of only one water-bearing zone per 50-ft interval. The overall density of water-bearing zones
in the Antietam Formation is 0.25 ft per 50 ft of well depth.

Reported well yield, Antietam Formation

[Yield in gallons per minute; —, insufficient data available; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 32 2.6 8.0 23 49 150 1.0 200
Domestic 23 2.0 5.0 15 30 50 1.0 200
High-demand 6 — 39 85 170 — 35 200

Reported specific capacity, Antietam Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P25, twenty-fifth percentile; P75, seventy-fifth percentile]

Well type
Number
of wells

P25 Median P75 Minimum Maximum

All 8 0.06 0.33 1.0 0.02 3.1
Domestic 5 .02 .17 .80 .02 1.2
High-demand 3 — .35 — .32 3.1

Hydraulic conductivity and transmissivity from single-well aquifer tests, Antietam Formation

[ft/d, feet per day; ft2/d, feet squared per day; P25, twenty-fifth percentile; P75, seventy-fifth
percentile]

Hydrologic property
Number
of wells

P25 Median P75 Minimum Maximum

Hydraulic conductivity (ft/d) 7 0.16 0.47 2.6 0.01 330
Transmissivity (ft2/d) 7 18 57 250 2.6 660
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Water quality .—As seen in the following table, wells completed in the Antietam Formation
generally yield water that is low in dissolved solids, soft, and acidic. Elevated concentrations of iron and
low pH are probably the most common water-quality problems in the Antietam Formation. Although not
analyzed for in the three wells sampled, radon concentrations in water from four wells completed in the
Antietam Formation of the Piedmont Upland exceeded the proposed USEPA MCL of 300 pCi/L.
Additional information on the source and significance of these and other selected dissolved constituents
and properties of ground water are presented in the appendix.

Figure 81. Number and density of water-bearing zones per 50 feet of well depth in the
Antietam Formation of the Blue Ridge Physiographic Province, South Mountain Section.
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Summar y of Characteristics of Bedr ock Aquif ers
in the Blue Ridg e Physiographic Pr ovince , South Mountain Section

Data evaluated for most units in the South Mountain Section are summarized in figures 82 to 86 and
tables 21 to 23. Well depths range from 37 to 700 ft below land surface and casing lengths from 4 to 189 ft.
Well depths and casing lengths can vary by water use (figs. 71b, 71c, 72b and 72c), topographic setting, and
hydrogeologic unit (tables 21 and 22).

Reported yields range from 0.2 to 170 gal/min and specific capacities from 0.00 to 7.5 (gal/min)/ft.
Reported yields and specific capacities can vary by water use, topographic setting, and hydrogeologic unit
(table 23).

Field water-quality data for the South Mountain Section is sparse. But the available data suggest
ground water contains low amounts of dissolved solids, is soft, and slightly acidic. Work by Langland and
Dugas (1996) indicate that most water obtained from the geohydrologic units in South Mountain will be
moderately to extremely corrosive.

Summary of selected chemical constituents and properties analyzed for the Antietam Formation

[Concentrations in milligrams per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; pH in standard units; —, insufficient data available; <, less than; >, greater than; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

Secondary
maximum

contaminant
level2

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

4 — — — — 30 — 30 70

Field hardness 5 — — — 10 17 60 10 85
Field pH (units) 3 — <6.5 >8.5 2 — 5.7 — 5.6 7.0
Bicarbonate 3 — — — — 8.0 — 8.0 12
Calcium 3 — — — — 2.8 — 2.4 6.4
Chloride 3 — 250 0 — 1.5 — 1.0 2.0
Iron 3 — .3 2 — .67 — .13 1.8
Magnesium 3 — — — — 2.2 — .7 2.5
Manganese 3 — .05 0 — .030 — .020 .080
Nitrate (as N) 3 10 — 0 — .12 — .10 .26
Potassium 2 — — — — 1.7 — 1.4 2.0
Silica 3 — — — — 8.5 — 7.2 8.5
Sodium 2 — — — — .80 — .60 1.0
Sulfate 3 — 250 0 — 11 — 10 15
Total dissolved solids 3 — 500 0 — 36 — 33 47

1 U.S. Environmental Protection Agency, 1994.
2 U.S. Environmental Protection Agency, 1986b.
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Figure 82.  Depths of drilled wells in the Blue Ridge Physiographic Province, South Mountain Section.
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Figure 83.  Casing lengths of drilled wells in the Blue Ridge Physiographic Province, South Mountain
Section.
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Figure 84.  Reported yields of wells in the Blue Ridge Physiographic Province, South Mountain Section.
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INDIVIDUAL VALUE FOR FORMATION
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Figure 85.  Specific capacities of wells in the Blue Ridge Physiographic Province, South Mountain Section.
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INDIVIDUAL VALUE FOR FORMATION
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Figure 86.  Field water-quality characteristics of wells in the Blue Ridge Physiographic Province, South Mountain
Section: A, specific conductance, B, hardness, C, pH.
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Table 21.  Significant relations for depth of drilled
wells among seven geohydrologic units in the
South Mountain Section of the Blue Ridge
Physiographic Province, Pennsylvania

[Table is read from top down. Example, depths of
wells in the Metabasalt are significantly shallower
than the depths of wells in the Antietam
Formation. L, less; blank indicates no significant
differences between units]

MSBL, Metabasalt; MTRL, Metarhyolite; GRNS,
Greenstone Schist; WVLU; Weverton and Loudon
Formations; HRPR, Harpers Formation; MNTL,
Montalto Member; ANTM, Antietam Formation
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Table 22. Significant relations for casing length of
drilled wells among seven geohydrologic units in
the South Mountain Section of the Blue Ridge
Physiographic Province, Pennsylvania

[Table is read from top down. Example, casing
lengths of wells in the Metabasalt are significantly
less than in the Antietam Formation. L, less; blank
indicates no significant differences between units]

MSBL, Metabasalt; MTRL, Metarhyolite; GRNS,
Greenstone Schist; WVLU; Weverton and Loudon
Formations; HRPR, Harpers Formation; MNTL,
Montalto Member; ANTM, Antietam Formation
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Table 23.  Significant relations for reported yield
from wells among seven geohydrologic units in
the South Mountain Section of the Blue Ridge
Physiographic Province, Pennsylvania

[Table is read from top down. Example, reported
yields from wells in the Metabasalt are
significantly less than the reported yields from
wells in the Antietam Formation. L, less; blank
indicates no significant differences between units]

MSBL, Metabasalt; MTRL, Metarhyolite; GRNS,
Greenstone Schist; WVLU; Weverton and Loudon
Formations; HRPR, Harpers Formation; MNTL,
Montalto Member; ANTM, Antietam Formation
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GEOHYDROLOGY OF THE NEW ENGLAND PHYSIOGRAPHIC PROVINCE,
READING PRONG SECTION

Location and Geographic Setting

The Reading Prong Section, the southern most extension of the New England Physiographic
Province as described by Fenneman (1938), is in eastern Pennsylvania in parts of Lebanon, Lancaster,
Berks, Bucks, Lehigh, and Northampton Counties extending eastward into New Jersey (figs. 1 and 87). The
Reading Prong covers about 225 mi2 of southeastern Pennsylvania. It is bounded on the south by the
Gettysburg-Newark Lowland Section of the Piedmont Physiographic Province, on the north by the Great
Valley Section of the Ridge and Valley Physiographic Province and on the east by the New Jersey-
Pennsylvania border.

The Reading Prong is underlain by a thin, linear, discontinuous band of granitic gneiss,
granodiorite, quartzite, and sandstone that trends west-southwest, widening to 8 miles near Reading (Berg
and others, 1980). It is an area of high flat-topped hills and steep-sided ridges that are separated by narrow
valleys. Local relief can exceed 800 ft above the surrounding shale and carbonate valleys. Altitudes exceed
1,100 ft near Reading and are over 1,300 ft above sea level at the Reading Prong’s western most extension.

Because of the rugged topography, the hills and ridges that form the Reading Prong are lightly
populated. However, major population centers which directly border the Reading Prong include
Allentown, Reading, Bethlehem, Fountain Hill, Emmaus, Easton, and Hellertown (fig. 87). Forest is the
dominant land use cover in the study area. Large scale agriculture is limited to the carbonate and shale
valleys; only minor agriculture and residential use appears on the hills and ridges.

The climate of the Reading Prong is humid continental, although on the higher hills the weather is
more moderate. Precipitation averages 45 inches per year. Summer and winter mean temperatures are 24
and -1°C, respectively (Pennsylvania Department of Environmental Resources, 1983a, 1983b). Northern
slopes undergo less freeze-thaw conditions than southern slopes. Prevailing winds are generally westerly
during the winter and southerly to westerly during the summer.

Water-Well Density

The location of wells used in the analysis of the Reading Prong Section is shown in figure 88. The
highest density of recorded wells are from Lehigh (2.0 wells per square mile) and Lebanon (2.6 wells per
square mile) Counties. Areas with the least dense well data are Lancaster (0.0 wells per square mile),
Northampton (0.49 wells per square mile), Berks (0.59 wells per square mile) and Bucks (0.71 wells per
square mile) Counties.

Previous W ork

Miller (1925; 1944), Hall (1934), Miller and others (1941), Stose and Jonas (1935), and Fraser (1938)
are some of the first workers to study the geology of Reading Prong. Some of the more recent workers
include Buckwalter (1959; 1962), MacLachlan and others (1975), and MacLachlan (1979).

Hall (1934) and Greenman (1955) present fairly detailed and abundant hydrologic information by
county on the rock units which comprise the Reading Prong. Both authors provide information on well
yields, drawdowns, well and casing depths, and some water-quality analyses. More recent studies by
MacLachlan (1983), Royer (1983), Biesecker and others (1968), Wood and others (1972), and Wood and
MacLachlan (1978) discuss the geology and hydrology of counties or quadrangles within and around the
Reading Prong. Of these five reports, probably the most extensive is the one by Wood and others (1972)
which discusses the water resources of Lehigh County. In their report, Wood and others (1972) provide
yield, construction, and water quality data for almost 100 wells that are completed in the rock units of the
Reading Prong. Cecil (1988) studied the geohydrology of the Furnace Creek Basin and vicinity in Berks,
Lancaster, and Lebanon Counties. About three-quarters of this small (8.95 mi2) basin is underlain by rocks
that comprise the Reading Prong.
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Figure 87.  New England Physiographic Province, Reading Prong Section, major streams, counties and major population centers.
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Figure 88.  Location of wells in the New England Physiographic Province, Reading Prong Section.
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Geologic Setting

In Pennsylvania, the Reading Prong consists of Precambrian gneisses, migmatites, granodiorites,
and Cambrian sandstones and quartzites that were thrust eastward over shallow water carbonates and
shales of the Great Valley (table 24). These highly deformed and imbricately-faulted rocks form
Precambrian-cored nappes (MacLachlan, 1979; 1983) that overlie and are surrounded by rocks of the Great
Valley. Aeromagnetic mapping by Bromery and Griscomb (1967) indicate many of the nappes are thin, and
Precambrian rocks underlie the Great Valley and Gettysburg-Newark Lowland at various depths. Small
but numerous metadiabase dikes intrude the central and western parts of the study area.

All of the rocks of the Reading Prong Section are allochthonous and represent an imbricate stack of
thrust sheets that have been thrust over the Paleozoic rocks of the Great Valley. Thrusting probably took
place during Taconic and Alleghenian time, with most of the movement occurring late in the Paleozoic.
The Proterozoic rocks have undergone at least one high-grade Proterozoic metamorphism and two low-
grade Paleozoic metamorphisms (Lyttle and Epstein, 1987).

Hydr ologic Setting

All of the Reading Prong lies within the Delaware River Basin. The Reading Prong is drained by the
Delaware River and its tributaries. It also forms the headwaters for numerous streams within the
Delaware River Basin including Manatawny and Perkiomen Creeks (Berg and others, 1980). The discharge
per unit area of streams in the Reading Prong ranges from 0.05 to 0.30 ft3/mi2 for a flow exceeded
99 percent of the time (Biesecker and others, 1968, p. 137).

The Reading Prong receives slightly more precipitation in the summer months than any other
season. Precipitation is the principal source of water that enters the ground-water flow systems. Much of
the recharge to ground water is from late fall to early spring, resulting in a higher water table. During the
remainder of the year rapid plant growth contributes to high evapotranspiration rates, creating soil-
moisture deficits that greatly reduce the amount of precipitation that reaches ground-water flow systems,
lowering the water table.

Ground-water recharge (precipitation) infiltrates into the regolith and the underlying bedrock,
moving from areas of high hydraulic head to areas of lower hydraulic head and eventually returning to
land surface through wells, springs, or streams. Ground-water discharged to streams as base flow is
important to maintain adequate instream flows for use and for dilution of effluents discharged during
periods of little precipitation. Wood and others (1972, p. 104) have determined that 85 percent of total
runoff is derived from base flow (base runoff).

The Granitic Rocks, because of their areal extent, are the most important aquifer in the Reading
Prong, representing about 80 percent of the study area. The Granitic Rocks are capable of meeting the
needs of most domestic and some high-demand wells. The Hardyston Formation, however, is a better

Table 24.  Generalized stratigraphic section of the
New England Physiographic Province, Reading Prong
Section in Pennsylvania

[Modified from Berg and others, 1983.]

Age Geohydrologic unit

Lower Cambrian

Hardyston Formation (Cha)

Nonconformity

Precambrian Granitic Rocks (gn, gg, hg, md, ggd)
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yielding unit than the Granitic Rocks. Appreciable amounts of water in both units is found near the
contact with the underlying carbonate rocks or at the contact between the Hardyston Formation and the
Granitic Rocks (Wood and others, 1972, p. 158-159; Miller, 1925, p. 182).

Geohydrologic System

The Reading Prong Section is comprised of numerous local and intermediate ground-water flow
systems (fig. 89). The local systems are developed in the regolith, and where fractures, joints, bedding
planes, and fault zones appear near land surface. The duration and intensity of precipitation has an almost
immediate affect on the local system by raising water levels and increasing ground-water discharge to
springs and other surface-water bodies.

The intermediate ground-water flow system is characterized by flow paths that are deeper and
longer. This system occurs probably in zones of weakness, such as faults or in shattered pegmatite dikes
and quartz veins. The zones of weakness increase porosity and commonly permits fairly rapid ground-
water movement, allowing the fractured rocks to yield more water than the surrounding less-fractured
rocks (Parker and others, 1964, p. 74-75).

Regolith

In the Reading Prong, regolith is composed of impure kaolin, loamy clay, disaggregated bedrock,
and colluvium that consists of gravelly silt which contains quartzite and subordinate gneiss ranging in
size from pebbles to boulders (MacLachlan, 1979, p. 36). Regolith is generally thin on hilltops and
relatively thicker on slopes. Regolith permits infiltration of precipitation, storing and slowly releasing
water to wells, underlying fractured bedrock, and base flow to streams. In general, infiltration rates are
good only where the regolith is extensive.

Figure 89.  Topographic, geologic, and hydrologic features of the New England Physiographic
Province, Reading Prong Section.
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In the regolith, ground water generally flows down slope. However, the direction and rate of
ground-water flow can be affected by the amount of bedrock weathering, mineral composition of the
parent rock, orientation of mineral grains (especially micas), the presence of shear zones, quartz veins, and
joints (Stewart, 1962, p. B-106).

The median thickness of the regolith, estimated from the length of casing in 55 domestic wells
completed in the Granitic Rocks of the Reading Prong is 42 ft. For 11 domestic wells completed in the
Hardyston Formation, the median thickness of regolith is 130 ft. In general, topographic setting does not
significantly affect regolith thickness.

Fractured bedr ock

Ground water is stored in and moves through consolidated bedrock in networks of fault zones,
joints, bedding planes, and fractures. These secondary openings can form by unloading caused by erosion
and uplift, cooling, or compressive stresses. Secondary openings, porosity, and permeability vary with
depth and topographic setting, generally decreasing with increasing depth.

In the Reading Prong, springs and seeps are reported to be common in the Granitic Rocks, but not in
the Hardyston Formation except where it is shattered (Miller, 1925, p. 182). Wells in both geohydrologic
units consistently have shallower water levels in valleys than on slopes or hilltops. The Hardyston
Formation, however, has the greatest range in water levels with water levels ranging from flowing to over
200 ft below land surface.

Depth distributions of water-bearing zones vary between the Granitic Rocks and the Hardyston
Formation. Wells in the Granitic rocks penetrate 90 percent of the reported water-bearing zones by a depth
of 266 ft. In the Hardyston Formation, 90 percent of the reported water-bearing zones are penetrated by a
depth of 325 ft. The larger percentage of water-bearing zones penetrated at a greater depth in the
Hardyston Formation may be affected, at least in part, by the limited thickness of this unit and the
shattered fault contact of the Hardyston Formation with the underlying carbonate rocks. Wood and others
(1972, p. 158) noted that large supplies of water could possibly be obtained at or near this contact, and
Biesecker and others (1968, p. 139) mentioned that numerous high-demand wells received much of their
water near the fault contact.

Granitic Roc ks

The Geologic Map of Pennsylvania (Berg and others, 1980) lists five igneous or metamorphic bodies
for the Reading Prong Section-granitic gneiss (gn), hornblende gneiss (hg), granodiorite and granodiorite
gneiss (ggd), graphitic gneiss (gg), and metadiabase (md). However, because of the similarity of water-
bearing properties and the need for clarity, these bodies will be treated as a single unit called “Granitic
Rocks.”

The Granitic Rocks underlie about 181 mi2 of the Reading Prong and consist principally of granitic
gneiss and hornblende gneiss; granodiorite and granodiorite gneiss and graphitic gneiss generally are
present only in small, widely-scattered bodies. Metadiabase dikes are fairly common but comprise a very
minor percentage of the Reading Prong (Berg and others, 1980). Many of the older granitic gneisses in the
Reading Prong area were formed by intruding into pre-existing rocks of sedimentary and metasedi-
mentary origin (Royer, 1983; Buckwalter, 1959, 1962). Granites and related pegmatites assimilated or
replaced the older gneisses to form migmatites (MacLachlan and others, 1975). These bear a considerable
resemblance to the rocks of the highlands of northern New Jersey but are different to those in the
Pennsylvania Piedmont just south of the Gettysburg-Newark Lowland (Long and Kulp, 1962; Buckwalter,
1962).

The granitic gneiss and granodiorite and granodiorite gneiss are highly resistant to weathering
forming most of the high hills and ridges; regolith is generally thin. The hornblende gneiss and graphitic
gneiss are moderately resistant to weathering with a thicker regolith and generally form low hills and
slopes. Joints are common, well developed, and open (Geyer and Wilshusen, 1982).
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Geologic description.— The granitic gneiss is generally light gray, tan or pink; the hornblende
gneiss is usually dark gray to black or greenish-gray, the granodiorite and granodiorite gneiss is light pink
to green; the graphitic gneiss is light to medium gray. Grain size ranges from one-sixteenth to one-half
inch. The gneissic texture is generally poorly defined except in migmatites and some hornblende gneisses.
Microcline, quartz, and plagioclase are the dominant minerals in the granitic gneiss and the granodiorite
and granodiorite gneiss; hornblende and pyroxene in the hornblende gneiss. The most common minerals
in the graphitic gneiss are orthoclase, hornblende, biotite, and graphite.

The hornblende gneiss, graphitic gneiss, and to some extent the granitic gneiss, were originally
sedimentary rocks that were later metamorphosed and intruded by pegmatites and other igneous
intrusives (Buckwalter, 1962). There is no known estimated thickness for the Granitic Rocks in the Reading
Prong. Magnetic data from Bromery and Griscomb (1967) indicates that the thickness of the Granitic Rocks
at South Mountain is less than that at Mount Penn and other hills to the east. These rocks have been dated
as Precambrian (Lapham and Root, 1971). Buckwalter (1962, p. 23) stated that most of the metadiabase
dikes are Precambrian, but noted that one has cut the Cambrian-age Hardyston Formation.

Well depths and casing lengths.— Depths of wells completed in the Granitic Rocks are presented
in the table below. Wells in the Granitic Rocks are significantly shallower than wells in the Hardyston
Formation. Domestic wells in the Granitic Rocks also are completed to significantly greater depths than in
the Hardyston Formation. High-demand wells are completed at significantly greater depths than domestic
wells. A total of 11 wells are completed at depths of 400 ft or greater; 4 are domestic wells and 7 are high-
demand wells.

Topographic setting also affects well depth. High-demand wells on slopes (22 wells) are completed
at significantly greater depths than in valleys (13 wells). The median depth of high-demand wells on
slopes is 338 ft; more than double the 152-ft median of high-demand wells in valleys.

Casing lengths of wells completed in the Granitic Rocks are presented in the following table. Casing
lengths of wells in the Granitic Rocks are significantly less than the casing lengths of wells in the
Hardyston Formation. High-demand and domestic wells in the Granitic Rocks also use significantly less
casing than similar wells in the Hardyston Formation. High-demand wells generally use more casing than
domestic wells. Eight wells use 100 ft or more of casing; seven are on slopes.

Reported well depth, Granitic Rocks

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 178 72 95 147 246 400 40 1,070
Drilled, domestic 92 65 80 119 162 262 40 1,070
Drilled, high-demand 36 86 127 239 360 500 62 700

Reported casing length, Granitic Rocks

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 108 21 31 44 63 86 6 183
Drilled, domestic 55 20 30 42 51 77 13 183
Drilled, high-demand 27 26 41 55 75 103 20 135
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Hydr ologic pr oper ties.— Water levels of wells completed in the Granitic Rocks are presented in the
table below. Depths to water in 131 wells range from 1 to 160 ft below land surface; the median is 26 ft
below land surface.

Yields of wells completed in the Granitic Rocks are significantly lower than in the Hardyston
Formation. For high-demand and domestic wells, however, there are no significant differences in reported
yields between the Granitic Rocks and the Hardyston Formation.

Well yields for wells completed in the Granitic Rocks are presented in the table below. Yields of
5.0 gal/min or less are reported from 24 wells. There are eight wells with reported yields of 100 gal/min or
greater; seven of these wells are in Berks County and one is in Lehigh County. Five of the eight high-
yielding wells are completed by a depth of 200 ft. high-demand wells have significantly greater reported
yields than domestic wells.

Topographic position of a well can affect reported yield. Wells on hilltops (14 wells) have
significantly lower yields than wells on slopes (101 wells) or valleys (22 wells); the medians are 7.5, 15, and
42 gal/min, respectively. The yield of wells on slopes is also significantly lower than in valleys. High-
demand wells on slopes (21 wells) have significantly lower yields than in valleys (12 wells). The median
reported yield of high-demand wells on slopes is 38 gal/min; in valleys, it is 80 gal/min. Topographic
position does not significantly affect the reported yields of domestic wells.

Water levels, Granitic Rocks

[Water levels in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 13 9 18 35 75 116 8 120
Slope 96 8 16 28 40 74 1 160
Valley 21 5 6 15 32 50 4 80

Reported well yield, Granitic Rocks

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 138 4.0 8.0 15 40 61 0.3 275
Domestic 74 4.0 6.5 12 20 38 .3 50
High-demand 34 15 22 47 80 210 8.0 275
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Specific capacities of wells completed in the Granitic Rocks are presented in the table below. The
specific capacities of wells in the Granitic Rocks are not significantly different than the specific capacities of
wells in the Hardyston Formation. Specific capacities in seven wells (drilled to depths of 180 to 514 ft
below land surface) have specific capacities of 0.04 (gal/min)/ft or less and are incapable of meeting most
domestic or other water-use demands. Eighteen of 20 wells with specific capacities of 1.0 (gal/min)/ft or
greater are completed by a depth of 200 ft. Specific capacities for 15 wells with pumping durations of
8 hours or longer range from 0.08 to 30.0 (gal/min)/ft; the median is 0.95 (gal/min)/ft. There is very little
difference in the specific capacities of high-demand and domestic wells.

Values of hydraulic conductivity and transmissivity for the Granitic Rocks are presented in the table
below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic conductivity
and transmissivity are generally greater on hilltops and in valleys than on slopes. The median hydraulic
conductivities of wells on hilltops (7 wells), slopes (37 wells), and valleys (9 wells) are 3.2, 0.98, and
1.4 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and in valleys are 190, 87,
and 130 ft2/d, respectively.

In other work, Dingman and others (1956) determined transmissivities of 307 to 709 ft2/d using one
well completed in the Baltimore Gneiss of the Maryland Piedmont. Gerhart and Lazorchick (1988, p. 22)
estimated hydraulic conductivities of 0.67 to 1.34 ft/d for the upper 200 ft of their Lower Susquehanna
River Basin digital model and hydraulic-conductivities of 0.67 to 0.134 ft/d for the lower 200 ft of their
model.

Roy F. Weston/IT (1988) conducted a hydrogeologic investigation near the town of Hereford, Berks
County, Pa. In this investigation they performed slug tests on two wells in the Granitic Rocks. The
estimated hydraulic conductivities are 231 and 0.0027 ft/d. The exceptionally low hydraulic conductivity
was from a well with 249 ft of open borehole, and therefore, probably is not an accurate representation.

Depths of water-bearing zones in 68 wells as deep as 640 ft range from 25 to 440 ft below land
surface. Of 150 water-bearing zones reported 50 percent are penetrated by a depth of 99 ft and 90 percent
by a depth of 266 ft. The greatest density of water-bearing zones (0.96 per 50 ft of well depth) is from
51-100 ft below land surface (fig. 90). The density of water-bearing zones located at depths of 201 ft or
greater are based on the presence of four or fewer water-bearing zones per 50-ft interval. The overall
density of water-bearing zones in the Granitic Rocks is 0.41 per 50 ft of well depth.

Borehole geophysical and video-borehole logs were run in 23 wells in the vicinity of the Crossley
Farms Superfund Site near Bally, Berks County, Pa. Fluid velocity and direction were measured in two
wells drilled to depths of 302 and 278 ft below land surface (Conger, 1998b). The heat-pulse flowmetering

Reported specific capacity, Granitic Rocks

[Specific capacity in gallons per minute per foot of drawdown; P10, tenth percentile;
P25, twenty-fifth percentile; P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 53 0.03 0.13 0.60 1.8 3.7 0.01 30
Domestic 29 .03 .13 .80 2.1 3.2 .01 5.0
High-demand 16 .09 .27 .76 2.7 16 .08 30

Hydraulic conductivity and transmissivity from single-well aquifer tests, Granitic Rocks

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 53 0.01 0.20 1.1 5.6 21 0.00 580
Transmissivity (ft2/d) 53 3.3 18 90 310 650 .00 7,500
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indicated that water entered the boreholes near the bottom and moved upward. In the deepest well, the
water exited the borehole through minor fractures at 245 and 220 ft below land surface. In the second well,
water exited the borehole through fractures at 84 and 57 ft below land surface.

Water quality .—As seen in the following table, wells completed in the Granitic Rocks generally
yield water that is low in dissolved solids, is soft to moderately hard, and is acidic. Calcium is the
dominant cation, and bicarbonate is the dominant anion. In one well, however, sodium is the dominant
cation. Elevated concentrations of iron and low pH are probably the most common water-quality
problems in the Granitic Rocks. According to Miller (1925, p. 183) iron is a common problem where the
mineral pyrite is present. The elevated concentrations of zinc are probably related to the low pH of the
water, and subsequent leaching of the metal from plumbing fixtures. Langland and Dugas (1996) found
that water from the Granitic Rocks is moderately to extremely corrosive. Although only analyzed for in
two wells, radon concentrations in water from wells completed in the Granitic Rocks will probably exceed

Figure 90.  Number and density of water-bearing zones per 50 feet of well depth in the
Granitic Rocks of the New England Physiographic Province, Reading Prong Section.
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the proposed USEPA MCL of 300 pCi/L. Smith (1974) reported the occurrence of uranium in a pegmatitic
gneiss in Berks County. Additional information on the source and significance of these and other selected
dissolved constituents and properties of ground water are presented in the appendix.

Hardyston Formation (Chm)

The Hardyston Formation underlies about 44 mi2 of the Reading Prong in numerous, elongate, fault
truncated beds (Berg and others, 1980). Its reference section is at Mt. Penn, Reading, Berks County.

Geologic description.— The lower part of the Hardyston Formation consists of light to dark gray,
basal quartz-pebble conglomerate that grades upward through a conglomeratic, feldspathic quartzite to
the Hardyston sandstone. The sandstone, typical of the Hardyston Formation, is generally light gray to
light buff, fine- to medium-grained quartzite and arkose; jasper is common locally. Feldspathic beds are
common, with feldspar comprising from 5 to 30 percent of these beds (Buckwalter, 1962, p. 26). Scolithus
tubes are relatively common. The basal conglomerate was frequently a locus for thrusting (MacLachlan,
1979). Because of its structural displacement the true thickness of the Hardyston Formation is not known.
However, Miller (1925, p. 26) reported a thickness of 20-300 ft near Allentown, whereas Buckwalter (1962,
p. 27) reported a thickness of about 600 ft, and Lyttle and Epstein (1987) a maximum thickness of 900 ft.

The Hardyston Formation is generally highly resistant to weathering and helps form the
topographic ridges and hills typical of the Reading Prong. In Lehigh County, however, this unit generally
crops out on slopes, and in places underlies relatively flat, lower tracts (Miller, 1941, p. 165). Joints are
wide spread, blocky, moderately well developed, abundant, and open. The regolith is usually thin (Geyer
and Wilshusen, 1982, p. 141-142).

Summary of selected chemical constituents and properties analyzed for the Granitic Rocks

[Concentrations in milligram per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picocurie per liter; P25, twenty-fifth percentile;
P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

27 — — — 75 140 200 47 270

Field hardness 16 — — — 41 52 82 29 170
Field pH (standard units) 17 — <6.5 >8.5 15 5.7 6.0 6.3 5.3 6.7
Bicarbonate 38 — — — 21 30 44 8.0 100
Calcium 24 — — — 7.1 12 20 5.6 56
Chloride 36 — 250 0 2.8 4.5 8.2 1.0 46
Iron 31 — 0.3 8 .010 .080 .33 .000 1.5
Magnesium 24 — — — 3.0 4.6 7.1 1.9 12
Manganese 26 — .05 0 .000 .000 .010 .000 .030
Nitrate (as N) 31 10 — 0 .89 1.5 4.3 .09 8.3
Potassium 33 — — — .80 1.0 1.5 .50 2.7
Radon (pCi/L) 2 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 2 — 35,000 — 20,000 50,000
Silica 34 — — — 21 25 32 13 38
Sodium 33 — — — 4.4 6.9 9.0 3.0 16
Sulfate 34 — 250 0 9.7 20 33 1.1 70
Total dissolved solids 26 — 500 0 76 110 150 41 317
Zinc 18 5 — 1 .010 .040 .43 .000 8.0
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Contact with the older Granitic Rocks is generally unconformable and abrupt. Based upon fossil
evidence in New Jersey, the Hardyston is considered Cambrian in age (Miller and others, 1941, p. 171-172).

Well depths and casing lengths.— Depths of wells completed in the Hardyston Formation are
presented in the table below. Wells in the Hardyston Formation are completed to significantly greater
depths than in the Granitic Rocks. Depths of domestic wells in the Hardyston Formation are also
completed at significantly greater depths than in the Granitic Rocks. High-demand wells are completed at
significantly greater depths than domestic wells.

Casing lengths of wells completed in the Hardyston Formation are presented in the following table.
Casing lengths of wells in the Hardyston Formation are significantly greater than the casing lengths of
wells in the Granitic Rocks. High-demand and domestic wells in the Hardyston Formation also use
significantly more casing than in the Granitic Rocks. High-demand wells generally use more casing than
domestic wells. Of the 11 wells with casing lengths of 100 ft or greater, 9 are on slopes.

Hydr ologic pr oper ties.— Water levels of wells completed in the Hardyston Formation are
presented in the table below. Depths to water in 56 wells range from flowing at land surface to 202 ft below
land surface; the median is 34 ft. Depths to water in wells located in Berks County (35 wells) are
considerably deeper than in Lehigh County (15 wells). The median depth to water in Berks County is 47 ft
and in Lehigh County; the median is 22 ft.

Reported well depth, Hardyston Formation

[Depth in feet below land surface; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 79 90 135 225 312 487 10 702
Drilled, domestic 22 85 107 202 281 374 29 487
Drilled, high-demand 31 126 200 296 400 600 54 702

Reported casing length, Hardyston Formation

[Casing length in feet; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Drilled 54 34 44 119 164 243 20 367
Drilled, domestic 11 21 33 130 222 248 20 251
Drilled, high-demand 26 36 42 100 162 236 23 367

Water levels, Hardyston Formation

[Water levels in feet below land surface; F, flowing well; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Topographic
setting

Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hilltop 3 — — 33 — — 21 74
Slope 38 9 21 52 116 164 F 202
Valley 14 7 10 16 38 47 6 48
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Reported yields of wells completed in the Hardyston Formation are presented in the table below.
Yields of wells completed in the Hardyston Formation are significantly greater than in the Granitic Rocks.

Yields of 5.0 gal/min or less are reported from six wells. Eight of 11 wells with reported yields of
100 gal/min or greater are deeper than 200 ft. Nine of these 11 high-yielding wells are located in Berks
County. High-demand wells have significantly greater reported yields than domestic wells.

Specific capacities of wells completed in the Hardyston Formation are presented in the following
table. Specific capacities of wells in the Hardyston Formation are not significantly different than the
specific capacities of wells in the Granitic Rocks. Only one well (drilled to a depth of 425 ft) has a specific
capacity of 0.04 (gal/ft)/min or less and is incapable of meeting most domestic or other water-use
demands. Seven of 13 wells with specific capacities of 1.0 (gal/min)/ft or greater are deeper than 200 ft.
Specific capacities for 18 wells with pumping durations of 8 hours or longer range from 0.10 to
18 (gal/min)/ft; the median is 0.83 (gal/min)/ft.

Values of hydraulic conductivity and transmissivity for the Hardyston Formation are presented in
the table below; a specific yield of 0.02 was used in estimating these hydrologic properties. Hydraulic
conductivity and transmissivity are generally greater in valleys than on slopes. The median hydraulic
conductivities of wells on hilltops (3 wells), slopes (21 wells), and valleys (8 wells) are 0.93, 0.76, and
11 ft/d, respectively. The median transmissivities of wells on hilltops, slopes, and valleys are 73, 74, and
560 ft2/d, respectively.

Roy F. Weston/IT (1988) conducted a hydrogeologic investigation near the town of Hereford, Berks
County, Pa. In this investigation they performed slug tests on three wells and a multiple-well aquifer test.
The estimated hydraulic conductivities from the slug tests are 85.8, 58.7, and 0.19 ft/d. The exceptionally

Reported well yield, Hardyston Formation

[Yield in gallons per minute; P10, tenth percentile; P25, twenty-fifth percentile;
P75, seventy-fifth percentile; P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 66 5.7 10 31 64 133 1.0 530
Domestic 15 1.6 5.0 10 25 64 1.0 100
High-demand 30 21 38 60 120 284 6.0 530

Reported specific capacity, Hardyston Formation

[Specific capacity in gallons per minute per foot of drawdown; —, insufficient data available;
P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth percentile;
P90, ninetieth percentile]

Well type
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

All 34 0.15 0.32 0.57 1.8 7.2 0.04 18
Domestic 4 — — .45 — — .19 2.0
High-demand 22 .31 .42 .83 2.2 14 .10 18

Hydraulic conductivity and transmissivity of single-well aquifer tests, Hardyston Formation

[ft/d, feet per day; ft2/d, feet squared per day; P10, tenth percentile; P25, twenty-fifth percentile; P75, seventy-fifth
percentile; P90, ninetieth percentile]

Hydrologic property
Number
of wells

P10 P25 Median P75 P90 Minimum Maximum

Hydraulic conductivity (ft/d) 33 0.12 0.24 1.1 7.5 21 0.01 140
Transmissivity (ft2/d) 33 21 50 110 340 1,800 3.2 4,800
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low hydraulic conductivity was from a well with 104 ft of open borehole, and therefore, probably is not an
accurate representation. Transmissivities estimated from the aquifer test are 1,960, 2,080, 2,210, and
2,710 ft/d; storativity was estimated as 0.0011.

The depths of water-bearing zones in 29 wells as deep as 678 ft range from 18 to 592 ft below land
surface. Fifty percent of the 66 water-bearing zones reported are penetrated by a depth of 159 ft and
90 percent by a depth of 325 ft. The greatest density of water-bearing zones (0.57 per 50 ft of well depth) is
from 301 to 350 ft below land surface (fig. 91). The overall water-bearing zone density of the Hardyston
Formation is 0.30 per 50 ft of well depth.

Fluid velocity and borehole flow were measured in two wells in the vicinity of the Crossley Farms
Superfund Site near Bally, Berks County, Pa. that were drilled to depths of 232 and 299 ft below land
surface (Conger, 1998b). The heat-pulse flowmetering indicated that water entered the boreholes at depths
of 228-230 ft, and 222 and 238 ft below land surface, respectively. The water moved upward and exited the
borehole in the deepest well at 196 ft below land surface.

Water quality .—As seen in the following table, wells completed in the Hardyston Formation
generally yield water that is low in dissolved solids, is moderately hard, and is alkaline. Calcium is the
dominant cation, and bicarbonate is the dominant anion. Elevated concentrations of iron and manganese

Figure 91. Number and density of water-bearing zones per 50 feet of well depth in the
Hardyston Formation of the New England Physiographic Province, Reading Prong Section.
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are the most common water-quality problems. The reason for the elevated lead concentration is uncertain;
the laboratory pH of water from this 700-ft-deep well is 7.8. Although only analyzed for in one well, radon
concentrations in water from wells completed in the Hardyston Formation may commonly exceed the
proposed USEPA MCL of 300 pCi/L. Smith (1974) reported the occurrence of uranium in Hardyston float
in Lehigh County. Additional information on the source and significance of these and other selected
dissolved constituents and properties of ground water are presented in the appendix.

Summar y of Characteristics of Bedr ock Aquif ers
in the Ne w England Ph ysiographic Pr ovince , Reading Pr ong Section

Data evaluated for the units in the Reading Prong Section are summarized in figures 92 to 97. Well
depths range from 10 to 1,070 ft below land surface and casing lengths from 6 to 367 ft. Well depths and
casing lengths can vary significantly by water use, topographic setting, and geohydrologic unit. In general,
high-demand wells are completed at significantly greater depths than domestic wells.

Reported yields range from 0.3 to 530 gal/min and specific capacities from 0.01 to 30 (gal/min)/ft.
Reported yields and specific capacities can vary significantly by water use, topographic setting, and
geohydrologic unit. High-demand wells generally have significantly greater reported yields than domestic
wells.

Field-water quality data for the Reading Prong Section are presented in figure 96, most of the
analyses are from the Granitic Rocks. Ground water generally contains low amounts of dissolved solids, is
soft, and acidic. The influence of the surrounding carbonate rocks is evident from the Hardyston
Formation as seen in the sample containing very hard water and pH above 7.0.

Summary of selected chemical constituents and properties analyzed for the Hardyston Formation

[Concentrations in milligram per liter unless otherwise noted; µS/cm, microsiemens per centimeter at 25 degrees
Celsius; —, insufficient data available; <, less than; >, greater than; pCi/L, picocurie per liter; P25, twenty-fifth
percentile; P75, seventy-fifth percentile]

Chemical
constituent
or property

Number
of wells
sampled

Maximum
contaminant

or action
level1

1 U.S. Environmental Protection Agency, 1994.

Secondary
maximum

contaminant
level2

2 U.S. Environmental Protection Agency, 1986b.

Number of wells
containing water

that exceeds
contaminant

level

P25 Median P75 Minimum
reported

Maximum
reported

Field specific
conductance (µS/cm)

3 — — — — 92 — 65 390

Field hardness 2 — — — — 130 — 51 210
Field pH (standard units) 4 — <6.5 >8.5 1 — 7.4 — 5.1 7.6
Bicarbonate 13 — — — 13 38 110 7.0 140
Calcium 10 — — — 2.4 8.6 24 1.6 27
Chloride 13 — 250 0 1.6 2.7 4.5 .50 10
Iron 12 — .3 3 .015 .060 1.2 .000 22
Lead 2 0.015 — 1 — .013 — .005 .020
Magnesium 10 — — — 1.4 4.0 14 .60 14
Manganese 12 — .05 2 .000 .010 .022 .000 .13
Nitrate (as N) 13 10 — 0 .37 .72 2.1 .00 3.0
Potassium 8 — — — 1.1 1.4 2.3 .50 5.3
Radon (pCi/L) 1 3 300

3 U.S. Environmental Protection Agency, 1994, proposed maximum contaminant level.

— 1 — 12,000 — 12,000 —
Silica 9 — — — 12 14 18 7.1 25
Sodium 8 — — — 2.4 2.9 5.0 2.2 5.4
Sulfate 12 — 250 0 2.9 6.3 30 .60 32
Total dissolved solids 13 — 500 0 37 114 143 20 206
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Figure 92. Depths of drilled wells in the New England Physiographic Province, Reading Prong Section.
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Figure 93.  Casing lengths of drilled wells in the New England Physiographic Province, Reading
Prong Section.
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Figure 94. Reported yields of wells in the New England Physiographic Province, Reading
Prong Section.
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Figure 95. Specific capacities of wells in the New England Physiographic Province, Reading Prong
Section.
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Figure 96.  Field water-quality characteristics of wells in the New England Physiographic Province,
Reading Prong Section: A, specific conductance: B, hardness; C, pH.
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Figure 97.  Median chemical analyses of selected chemical constituents
from the ground water of the geohydrologic units in the New England
Physiographic Province, Reading Prong Section.
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APPENDIX—SOURCE AND SIGNIFICANCE OF SELECTED DISSOLVED
CONSTITUENTS AND PROPERTIES OF GROUND WATER

Alkalinity (as CaCO 3)

The major cause of alkalinity is the bicarbonate (HCO3) and to some extent the carbonate (CO3) ions.
The bicarbonate ion may result from atmospheric carbon dioxide and the solution of carbon dioxide
produced during the decomposition of organic matter in the soil. The major source, however, is from
solution of carbonate rocks and cement by carbon dioxide in ground water. Bicarbonates of calcium and
magnesium decompose in steam boilers and other hot-water facilities to form scale and release corrosive
carbon dioxide gas (see “Hardness”). Concentrations of bicarbonate somewhat greater than 200 mg/L are
not uncommon in ground water (Hem, 1985, p. 109).

Aluminum

Dissolved in small quantities from aluminum-bearing rocks rich in feldspars, feldspathoids, micas,
amphiboles, and clays. The addition of aluminum sulfate (alum) in water-treatment processes may
increase aluminum concentrations. Aluminum forms scale on boiler tubes. Typical concentrations of
aluminum in ground water range from 1 to 60 µg/L (Cook and Miles, 1980, p. 5). USEPA SMCL is
200 µg/L.

Cadmium

Generally present in zinc ore minerals such as sphalerite and recovered from some copper ores
during smelting and refining. Other sources of cadmium include combustion of fossil fuels and
metallugical processes, and corrosion of galvanized pipes. Cadmium is used for electroplating, as a
pigment in paints, printing inks, and plastics; it is a stabilizer for PVC plastics. Cadmium is also used in
electrical batteries and fluorescent and video tubes. Excessive concentrations are generally the result of
contamination by industrial wastes from metal-plating operations. Elevated concentrations of cadmium
affects the kidneys and can be toxic. Median concentration of cadmium in U.S. surface waters is about
1 µg/L (Durum and others, 1971). USEPA MCL is 5 µg/L.

Calcium and Magnesium

Dissolved from practically all rocks and soils, especially from limestone, dolomite, and gypsum.
Cause of most of the hardness and, in combination with bicarbonate, is the cause of scale formation in
steam boilers, water heaters, and pipes (see “Hardness”). Water low in calcium and magnesium is desired
in electroplating, tanning, dyeing, and textile manufacturing, Typical concentrations of calcium and
magnesium in ground water range from 5 to 500 mg/L and 1 to 50 mg/L, respectively (Cook and Miles,
1980, p. 14 and 30).

Chloride

The most important natural sources of chloride are from sedimentary rocks, especially evaporites;
fine-grained marine shales might retain chloride for considerable amounts of time. Relatively large
amounts of chloride are derived from sewage, industrial wastes, and highway deicing practices. Water
with less than 150 mg/L chloride is satisfactory for most purposes. A chloride content of more than
250 mg/L is generally objectionable for public supply, and water with a chloride content of more than
350 mg/L is objectionable for most irrigation and industrial uses. Water containing 500 mg/L or more of
chloride generally has a disagreeable taste. In large quantities chloride increases the corrosiveness of
water. Large amounts in combination with sodium give a salty taste. Typical concentrations of chloride in
ground water range from 10-2,000 mg/L (Cook and Miles, 1980, p. 17). USEPA SMCL is 250 mg/L.
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Chromium

Dissolved from chromium-bearing rocks, generally ultramafics, in minute quantities. Commonly
found in paint pigments and electroplating. Excessive concentrations are generally the result of
contamination by industrial wastes. Concentrations of chromium in natural waters not affected by waste
disposal are commonly less than 10 µg/L (Hem, 1985, p. 139). Potential health effects from ingestion of
water with elevated concentrations of chromium include liver, kidney, and circulatory disorders. USEPA
MCL (total) is 100 µg/L.

Hardness (as CaCO 3)

In most waters nearly all of the hardness is due to calcium and magnesium. All of the metallic
cations other than the alkali metals also cause hardness. There are two classes of hardness—carbonate
(temporary) and noncarbonate (permanent). Carbonate hardness refers to the hardness resulting from
cations in association with carbonate and bicarbonate; it is called temporary because it may be removed by
boiling the water. Noncarbonate hardness refers to that resulting from cations in association with other
anions. Hardness consumes soap before a lather will form and deposits soap curds on bathtubs. Carbonate
hardness is the cause of scale formation in boilers, water heaters, radiators, and pipes, resulting in a
decrease in heat transfer and restricted flow of water. Hardness in water used for ordinary domestic
purposes does not become particularly objectionable until it reaches a level of about 100 mg/L.

Waters of hardness up to 60 mg/L are considered soft; 61 to 120 mg/L are moderately hard; 121 to
180 mg/L are hard; and more than 180 mg/L are very hard (Durfor and Becker, 1964, p. 27). Very soft
water that has a low pH may be corrosive to plumbing. The number of milligrams per liter divided by 17.1
yields the concentration in grains per gallon.

Iron

Dissolved from practically all rocks and soils, iron is present in organic wastes, plant debris in soils,
and coal mine drainage water. It may also be derived from iron pipes, pumps, and other equipment. On
exposure to air, iron in ground-water oxidizes to a reddish-brown precipitate. More than about 300 µg/L
stains laundry, porcelain, and utensils reddish brown. Elevated concentrations of iron are objectionable for
food processing, textile processing, beverages, ice manufacturing, brewing, and other processes. Typical
concentrations of iron in ground water range from 1 to 30 mg/L (Cook and Miles, 1980, p. 25). USEPA
SMCL is 300 µg/L.

Lead

Some of the principle sources of lead in ground water are cars burning leaded gasoline, smelting of
ores, and burning coal. Other sources of lead include brass alloy faucets, plumbing, and solder. Water with
pH below 7.0 or is poorly buffered may dissolve considerable amounts of lead from lead water pipes and
solders. Concentrations of lead in rain and snow vary widely from less than 1.0 µg/L to 200 µg/L (Hem,
1985, p. 144), in surface waters concentrations of lead can exceed 10 µg/L (Durum and others, 1971). Lead
is accumulated by the body and affects the kidneys and causes nervous system damage; excessive
concentrations may cause sickness or death. USEPA MCLG is zero; the action level is 15 µg/L.
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Manganese

Manganese is dissolved from many rocks and soils and is commonly found associated with iron in
natural waters, but is not as common as iron; like iron, it is a principle constituent of acid mine drainage.
Manganese has the same undesirable characteristics as iron but is more difficult to remove from water.
Concentrations greater than 200 µg/L precipitate upon oxidation. Typical concentrations of manganese in
ground water range from 1 to 100 µg/L (Cook and Miles, 1980, p. 31); ground waters rarely contain more
than 1.0 mg/L manganese (Hem, 1985, p. 89). USEPA SMCL is 50 µg/L.

Mercury

Found in industrial wastes, smelting, organomercuric compounds, natural deposits, batteries, and
electrical switches; released during the electrolysis of molten sodium chloride to produce chlorine and
sodium hydroxide. Mercury also is released in the incineration of municipal trash. Potential health effects
from ingestion of water containing elevated concentrations of mercury include kidney and nervous
system disorders. USEPA MCL is 2 µg/L.

Nickel

Dissolved from nickel-bearing rocks, commonly associated with iron and manganese. Nickel is
released from the production of metal alloys, electroplating, batteries, and chemicals. Typical
concentrations of nickel in ground water range from 1 to 50 µg/L (Cook and Miles, 1980, p. 33). Potential
health effects from ingestion of water containing elevated concentrations of nickel include heart and liver
damage. USEPA MCL is 100 µg/L.

Nitrate (as N)

Decaying organic matter, animal waste, sewage, septic tanks, and fertilizers are principle sources of
nitrate. Small concentrations of nitrate have no effect on the usefulness of water. Most ground water
contains less than 2 mg/L nitrate. Waters containing more than 10 mg/L nitrate may cause
methoglobinemia (“blue-baby syndrome,” a disease often fatal in infants) and, therefore, should not be
used in infant feeding. USEPA MCL is 10 mg/L.

pH

The negative logarithm of the hydrogen-ion concentration. A pH of 7.0 indicates neutrality of a
solution. Values higher than 7.0 denote alkaline (basic) solutions; values lower than 7.0 indicate acidic
solutions. Corrosiveness of water generally increases with decreasing pH. USEPA SMCL range is less than
6.5 to greater than 8.5.

Phosphate

Dissolved in very small quantities from most rocks, especially igneous and sedimentary rocks, and
soils. The chief sources of phosphate in ground water are fertilizers and detergents, domestic and
industrial sewage, and animal wastes; other more localized sources occur in areas where marine
phosphorites are mined and processed. Typical concentrations in ground water range from 3 to 170 µg/L
(Cook and Miles, 1980, p. 34).
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Radium-226

This radium isotope can occur naturally in ground water or by the disposal of radioactive wastes.
Radium-226 is most mobile in chloride-rich reducing ground water with high dissolved-solids content
(Tanner, 1964, p. 261). Radium’s parent (uranium-234) is easily dissolved and transported in ground water,
but is more soluble in association with carbonate, phosphate, and fluoride ions, or with organic
compounds (Langmuir, 1978, p. 556; Turner-Peterson, 1980, p. 163; Zapecza and Szabo, 1988, p. 50). The
concentrations of radium-226 is inversely related to pH and directly to total dissolved solids, dissolved
organic carbon, barium, and sulfate concentrations. The sources of radium may be uranium- and thorium-
bearing heavy minerals, such as zircon and monazite. The concentration of radium-226 in most natural
waters is generally below 1.0 pCi/L (Hem, 1985, p. 149). Radium-226 is a bone marrow seeker, forms bone
sarcomas and head carcinomas. Proposed USEPA MCLG is zero; the proposed MCL is 20 pCi/L.

Radium-228

Another radium isotope, radium-228 occurs naturally in ground water or by the disposal of
radioactive wastes. Radium-228 is in solution in granitic rocks which have not been metamorphosed,
arkosic sand and sandstone, and quartzose sandstone which have high total dissolved solids. The
concentration of radium in most natural waters is generally below 1.0 pCi/L (Hem, 1985, p. 149). Radium-
228 is a bone marrow seeker, forms bone sarcomas. Proposed USEPA MCLG is zero, the proposed MCL is
20 pCi/L. The interim standard for combined radium-226/228 MCLG is zero, and the MCL is 5 pCi/L.

Radon-222

Radon-222 is produced from the radioactive decay of radium-226. Because of its short half-life
(3.8 days) and no chemical affinities, radon-222 is not transported any considerable distance in ground
water and its concentration in a well sample is directly controlled by the surrounding lithology (Michel,
1990, p. 90); but can also be transported in the gas phase. Radon-222 activities are greatest in acidic ground
water, such as typically found in conglomerates and quartzites, and least in more neutral waters. Higher
concentrations of radon commonly occur in wells with low yields (Hess and others, 1985, table 7). Radon-
222 can cause lung cancer. The concentration of radium in most natural waters is generally below
1.0 pCi/L (Hem, 1985, p. 149). Proposed USEPA MCLG is zero; the proposed MCL is 300 pCi/L.

Selenium

Dissolved selenium is generally associated with rocks containing iron or uranium, or with selenium
bearing minerals such as selenite and selenate. It is a product of mining, smelting, burning of coal and oil.
The average concentration of selenium in surface waters is 0.2 µg/L (Goldberg and others, 1971). Potential
health effects from ingestion of water containing elevated concentrations of selenium include liver
damage. USEPA MCL is 50 µg/L.

Silica

Silica is dissolved from practically all rocks and soils, it is a major constituent in igneous rocks and
as quartz grains in sandstones. Silica forms hard scale in pipes and boilers. Silicate scale cannot be
dissolved by acids or other chemicals that are used for chemical treatment of wells. When carried over in
steam of high-pressure boilers, it forms deposits on blades of turbines unless treated beforehand by
absorption or ion-exchange techniques. Davis (1964) reported a median value of silica for ground water of
17 mg/L.



341

APPENDIX—SOURCE AND SIGNIFICANCE OF SELECTED DISSOLVED
CONSTITUENTS AND PROPERTIES OF GROUND WATER—Continued

Sodium and Potassium

Sodium and potassium are dissolved from practically all rocks and soils. Sodium is slightly more
abundant in igneous rocks, but much less abundant in sedimentary rocks than potassium. Sodium can be
withdrawn from clays and shale layers after long term ground-water withdrawals and water level
declines alter water-circulation patterns. Major sources of sodium in ground water include salt used for
deicing highways and brines pumped or flowing from oil wells; sewage and industrial wastes also are
major sources of sodium and potassium. Concentrations of less than 50 mg/L have little effect on the
usefulness of water for most purposes. More than 50 mg/L may cause foaming in steam boilers and limit
the use of water for irrigation. In large concentrations, sodium may adversely affect persons with cardiac
difficulties, hypertension, and certain other medical conditions. In most aquifers, if sodium concentrations
substantially exceeds 10 mg/L, the potassium concentration commonly is one-half or one-tenth that of
sodium. Concentrations of potassium greater than a few tens of milligrams per liter are unusual except in
water having high-dissolved solids concentrations or in water from hot springs (Hem, 1985, p. 105).

Specific Conductance

Specific conductance is a measure of the capacity of water to conduct an electrical current. It varies
with concentration and degree of ionization of the constituents. Specific conductance may be used to
obtain a rapid estimate of the total dissolved-solids content of water by multiplying the specific
conductance by a factor of 0.55 to 0.75. The multiplication factor for saline waters is usually higher than
0.75, and for acidic water it is generally much lower. Water that has relatively high specific conductance
can corrode iron and steel.

Sulfate

Major sources of sulfate are from rocks and soils that contain gypsum, anhydrite, iron sulfides (such
as pyrite), and other sulfur compounds. Sulfate is commonly present in some industrial wastes and
sewage, and is produced in the combustion of fuels and smelting of ore. Sulfates in water containing
calcium may form hard calcium sulfate scale in steam boilers. Typical concentrations of sulfate in ground
water range from 0.05 to 10 mg/L (Cook and Miles, 1980, p. 51). USEPA SMCL is 250 mg/L.

Total Dissolved Solids

This is a measure of all of the chemical constituents dissolved in a particular water. Fresh water has
total dissolved solids (TDS) of 0 to 1,000 mg/L, slightly saline water is defined as TDS from 1,000 to
3,000 mg/L, moderately saline water is defined as TDS from 3,000 to 10,000 mg/L, very saline water has
TDS from 10,000 to 35,000 mg/L, and briny water has TDS more than 35,000 mg/L (Robinove and others,
1958). USEPA SMCL is 500 mg/L.

Zinc

Dissolved from zinc-bearing rocks, brass, bronze, or galvanized pipe. Zinc is used as a white
pigment in paint and rubber, and is present in many industrial wastes and acid mine drainage.
Concentrations greater than 5 mg/L can be detected by taste; greater than 30 mg/L have been known to
cause nausea and fainting. In surface waters, the average concentration of zinc has been estimated to be
10 µg/L (Bowen, 1966, p. 164). USEPA SMCL is 5 mg/L.
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Anticline—A fold, generally convex upward, whose core contains the stratigraphically older rocks.

Anticlinorium—A composite anticlinal structure of regional extent composed of lesser folds.

Argillaceous—Clay-size particles or clay minerals that form an appreciable amount of the sediment or
sedimentary rock.

Artesian aquifer—Synonymous with confined aquifer.

Aquifer—A formation, group of formations, or part of a formation that contains sufficient saturated
permeable material to yield economical quantities of water to wells and springs.

Aquifer test—A test involving the withdrawal of measured quantities of water from, or addition of water
to, a well and the measurement of resulting changes in head in the aquifer both during and after the
period of discharge or addition. Usually, one or more observation wells are utilized to measure
various parameters before, during, and after the test.

Base flow—Fair-weather flow of a stream sustained by the discharge of ground water.

Borehole storage—Water that is contained within the casing of the well or the borehole of the well. In wells
with low specific capacities, water enters the well at a very low rate and drawdown is rapid. A 6-in.
diameter well pumped 1 hour, with a specific capacity of 0.05 (gal/min)/ft, would obtain half the
calculated specific capacity value from water contained in the casing or borehole. If the well was
8 in. in diameter, almost 90 percent of the calculated specific capacity value would be from water
stored in the casing or borehole.

Capillary fringe—The lower subdivision of the unsaturated zone immediately above the water table in
which the interstices are filled with water under pressure less than that of the atmosphere, being
continuous with the water below the water table but held above it by capillary forces.

Carbonate rock—A rock consisting chiefly of carbonate minerals, such as limestone and dolomite.

Casing—Usually a metal or plastic pipe, which is lowered into a borehole during or after drilling to
prevent the sides of the borehole from caving in. Casing also prevents the loss of drilling fluids from
the borehole and prevents unwanted fluids from entering the borehole. Casing depths are related to
the susceptibility of the rock to weathering, thickness of the overlying regolith, state and local law,
and drilling practices. Casing diameter is usually 6 in. or less for domestic wells and 8 in. or greater
for high-demand wells.

Channery soil—A soil that is, by volume, more than 15 percent thin, flat fragments of sandstone, shale,
slate, limestone, or schist as much as 6 in. along the longest axis. A single piece is called a fragment.

Cleavage—Secondary aligned fractures produced by deformation or metamorphism.

Colluvium—Any loose, heterogeneous mass of soil material or rock fragments deposited chiefly by
weathering and gravity movement.

Cone of depression—A depression in the potentiometric surface of a body of ground water in the shape of an
inverted cone that develops around a well from which water is being withdrawn.

Confined aquifer—An aquifer bounded above and below by impermeable beds, or by beds of distinctly
lower permeability than that of the aquifer itself; an aquifer containing confined ground water.

Confined ground water—Ground water under pressure significantly greater than that of the atmosphere. Its
upper surface is the bottom of an impermeable bed or a bed of distinctly lower permeability than the
material in which the water occurs.

Conformable—A succession of strata characterized by an unbroken sequence of deposition.

Dip—The angle that a structural surface, such as a bedding or fault plane, makes with the horizontal,
measured perpendicular to the strike of the structure and in the vertical plane.

Discharge—The rate of flow at a given moment, usually expressed in gal/min.



GLOSSARY—Continued

343

Dissolved solids—The quantity of residue material in a sample of water after evaporation, dried at 180°C.

Domestic well—A low-demand well (generally yielding less than 5 to 20 gal/min) that is not completed or
finished for maximum potential yield. These wells are commonly drilled to meet single family
requirements (about 5 gal/min), are not professionally sited, and contain casing that is 6 in. or less in
diameter.

Drawdown—The lowering of the water level in a well as a result of withdrawal.

Driller reported yields—Estimated yields from wells which utilized blown air or bailer to discharge water
from a well, usually measured in gal/min.

Evapotranspiration—Loss of water from a land area through transpiration of plants and evaporation from
the soil and surface-water bodies.

Fault—A fracture or a zone of fractures along which there has been displacement of the two sides relative
to each other. Displacement may range from a few inches to many miles.

Ferruginous—Pertaining to or containing iron; said of a rock having a red or rusty color due to the presence
of ferric oxide.

Fecal coliform bacteria—A group of bacteria that live in the intestinal tracts of all warm-blooded animals and
are measured as indicators of the pollution of water.

Fecal streptococci bacteria—A group of bacteria that live in the intestinal tracts of all warm-blooded animals,
but are less numerous in the human intestine, and are measured as source indicators of the pollution
of water.

Flat—May be part of a larger feature, such as an upland flat, mesa or plateau, coastal plain, lake plain, or
pediment. Terraces and valley flats, which are special varieties of flat surfaces, are classified under
valleys.

Formation—A body of rock identified by lithic characteristics and stratigraphic position; it must be
mappable at the Earth’s surface or traceable in the subsurface.

Fracture—A break in the rock.

Geohydrologic unit—An aquifer, a confining unit, or a combination of both. Generally equivalent to a
geologic unit such as member or formation. However, a geohydrologic unit can consist of more than
one geologic unit especially in areas of complex structure and (or) geology where it is difficult to
identify individual aquifers.

Geothermal gradient—The rate of increase of temperature in the water of a well with increasing depth,
generally 1°F per 100 ft of depth. This gradient can be affected by ground-water flow within the
well.

Gneiss—A foliated rock formed by regional metamorphism, in which compositional banding occurs
between granular minerals and minerals with flaky or elongate prismatic habits predominate;
commonly rich in feldspar and quartz.

Ground-water divide—A ridge in the water table or other potentiometric surface from which the ground
water represented by that surface moves away in both directions.
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GWSI (Ground-Water Site-Inventory file)—GWSI is a national repository for data from sites where ground
water has been, is, or can be withdrawn. The Water Resources Division of the U.S. Geological Survey
maintains this data base for storing data collected by Federal, State, and local organizations active in
the field of water resources. In Pennsylvania, the data contained within the GWSI database are field
verified and currently contains site records of more than 49,000 springs, wells, and test holes. Each
site record can have more than 300 components that describe the well and aquifer, physical and
chemical properties, political descriptors, and data-collection methods. Physical properties include
use of water, hydrologic and topographic settings, construction and discharge data, site location,
geohydrologic unit, driller and geophysical logs, and water level. Chemical properties are chiefly
field parameters which include pH, hardness, and specific conductance. Political descriptors include
name of owner, township or borough, and county name. Data commonly include the date of visit,
sampled constituents, measuring points, when and how the water level was measured, who
pumped the well, when, how, and for how long the well was pumped, and at what discharge rate.

Hardness—A chemical property of water causing formation of an insoluble residue when the water is used
with soap, and forming a scale in vessels in which water has been allowed to evaporate. It is caused
primarily by the presence of ions of calcium and magnesium, but also to ions of other alkali metals,
other metals, and even hydrogen. Water hardness is generally reported as soft (0 to 60 mg/L of
CaCO3), moderately hard (61 to 120 mg/L of CaCO3), hard (121 to 180 mg/L of CaCO3), or very
hard (> 180 mg/L of CaCO3).

Head—The height above a standard datum of the surface of a column of water that can be supported by
the static pressure at a given point. The static head is the sum of the elevation head and the pressure
head.

High-demand well—A well (generally yielding 21 to more than 1,000 gal/min) which is completed or
finished for maximum potential yield. This would generally include municipal, industrial, bottling,
air conditioning, and institutional wells. Such wells characteristically have casing diameters greater
than 6 in., and may be professionally sited.

Hilltop—The upper part of a hill or ridge above a well-defined break in slope.

Homocline—A series of rock strata having the same dip.

Hydraulic conductivity—The volume of water that will move through a medium in a unit of time under a
unit hydraulic gradient through a unit are measured perpendicular to the direction of flow.
K = Qdl/Adh, where K is hydraulic conductivity, Q is the quantity of water per unit of time, dl is
distance, A is cross-sectional area at right angle to the flow direction, dh is change in head.

Hydraulic gradient—The change in static head per unit of distance in a given direction. If not specified, the
direction generally is understood to be that of the maximum rate of decrease in head. D = (dh/dl),
where D is hydraulic gradient, dh is change in static head and dl is change in unit distance.

Hydrostatic pressure—The pressure exerted by the weight of water at any given point in a body of water at
rest.

Igneous rock—A rock that solidified from molten or partially molten material.

Impermeable—A characteristic of some geologic material that limits its ability to transmit significant
quantities of water under the head differences ordinarily found in the subsurface.

Induced infiltration—Recharge to ground water by infiltration, either natural or manmade, from a body of
surface water as a result of the lowering of the ground-water head below the surface-water level.

Interstice—An opening in a rock or soil that is not occupied by solid matter.

Joint—A surface or fracture or parting in a rock, without displacement; often occurring parallel to other
joints as a set.
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Karst—A type of topography that is formed generally on carbonate rocks by dissolution, and that is
characterized by sinkholes, caves, and underground drainage.

Lithology—The description of rocks on the basis of color, mineralogic composition, and grain size.
Lithology is the single most important geologic factor determining the potential yield of an aquifer.
It strongly influences the development of primary and secondary porosity and permeability, the
type, density, and number of water-bearing zones, topography, and structural setting.

Loam—Soil material that is 7 to 27 percent clay particles, 28 to 50 percent silt particles, and less than
52 percent sand particles.

Maximum Contaminant Level (MCL)—The maximum permissible level of a contaminant in water which is
delivered to the user of a public water system, except in the case of turbidity where the maximum
permissible level is measured at the point of entry to the distribution system.

Median—The central or middle point of the data. The equation to calculate the median is:

median = (n + 1)/2

where n is equal to the number of samples.

Metamorphic rock—Any rock derived from pre-existing rocks by mineralogical, chemical, or structural
changes, essentially in the solid state, in response to marked changes in temperature, pressure,
shearing stress, and chemical environment.

Nonconformable—see Nonconformity.

Nonconformity—Older, eroded plutonic or massive metamorphic rocks are overlain by younger sediments.

Open hole—That portion of the well extending below the depth at which casing has been set.

Permeability—The property or capacity of a material to transmit a fluid, commonly expressed as ft/d.

pH—The negative log10 of the hydrogen-ion activity in solution. A pH of 7.0 indicates neutrality of a
solution. Values higher than 7.0 denote alkaline (basic) solutions; values lower than 7.0 indicate
acidic solutions.

Physiographic Province—A region of which all parts are similar in geologic structure and climate.

Physiographic Section—Part of a physiographic province of which geologic and geomorphic history,
structure, lithology or rock type, and topographic expression, are similar.

Pressure head—Hydrostatic pressure expressed as the height of a column of water that the pressure can
support at the point of measurement.

Porosity—The percentage of the bulk volume of a rock or a soil that is occupied by interstices, whether
isolated or connected.

Potentiometric surface—An imaginary surface representing the static head of ground water and defined by
the level to which water will rise in a well.

Primary porosity—The porosity that developed during the final stages of sedimentation or that was present
within sedimentary particles at the time of deposition.

Pumping test—A test that is conducted to determine well characteristics, usually utilizing blown air or a
bailer to remove water from the well at an estimated rate of discharge (gal/min) with the amount of
drawdown reported at one or more specified time periods.

Quartiles—The quartiles are defined so that one quarter (25 percentile) of the data lies below the lower
quartile and one quarter (75 percentile) of the data lies above the upper quartile.
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QW—Water Quality. A data base of Pennsylvania ground-water quality analyses collected by U.S.
Geological Survey personnel, which also contains water-quality analyses submitted by other
Federal, State, and local government agencies. Currently (1992), the QW database contains
laboratory analyses of water from more than 17,000 wells, test holes, and springs throughout
Pennsylvania. These analyses commonly include concentration of major and minor cations and
anions, metals, nitrogen species, organic, and radiochemicals.

Recharge—The process by which water is added to the zone of saturation.

Reported yield—An estimated discharge measurement, usually by the driller bailing or blowing the well.
Factors that effect reported yield and equivalency to other reported yields include (1) how fast a well
can be bailed, (2) limits on the rate a compressor can blow air against head in a well, and (3) how
much of the water is forced back into the well or formation.

Runoff—The part of precipitation that appears in streams. It is the same as streamflow unaffected by
diversions, dams, or other works of man.

Saturated zone—The zone in which the interstices of a material are filled with water.

Schist—A strongly foliated crystalline rock, formed by metamorphism, with a well developed parallelism
of more than 50 percent of the minerals present.

Secondary Maximum Contaminant Level (SMCL)—Federal guidelines regarding certain aesthetic (taste, color,
odor) and other non-aesthetic effects of drinking water.

Secondary opening—Voids produced in rocks by solution, weathering, jointing, or breaks in the rock
subsequent to the original formation of the rock.

Secondary porosity—The porosity developed in a rock after its deposition or emplacement, through such
processes as solution or fracturing.

Single-well aquifer test—Synonymous with aquifer test, however, no observation wells are utilized. Instead
all measured parameters are taken at the pumping well.

Slope—The sloping side of a hill; that is, the area between a hilltop and valley.

Specific capacity—The rate of discharge of a water well, in gallons per minute, divided by the drawdown of
water level in the well, in feet; usually determined from pumping or aquifer tests.

Specific conductance—A measure of the capacity of water to conduct an electrical current. It varies with
concentration and degree of ionization of the constituents.

Specific yield—The ratio of the volume of water which the porous medium after being saturated, will yield
by gravity to the volume of the porous medium.

Static head—The height above a standard datum of the surface of a column of water that can be supported
by the static pressure at a given point. The static head is the sum of the elevation head and the
pressure head.

Static water level—That water level of a well that is not being affected by withdrawal of ground water.

Storativity—see storage coefficient.

Storage coefficient—The volume of water that an aquifer releases or takes into storage per unit surface area
of the aquifer per unit change in head. The storage coefficient is a dimensionless number. In an
unconfined aquifer, the storage coefficient is virtually equal to the specific yield.

Strike—The direction or trend taken by a structural surface such as a bedding or fault plane, as it intersects
the horizontal; perpendicular to the direction of dip.

Surface water—Water on the surface of the earth.

Topography—The general expression of surface features, including its relief.
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Syncline—A fold, concave upward, that contains the stratigraphically younger rocks in the core.

Transmissivity—The rate at which water is transmitted through a unit width of the aquifer under a unit
hydraulic gradient. It is equal to an integration of the hydraulic conductivities across the saturated
part of the aquifer perpendicular to the flow paths. T = Kb, where T is transmissivity, K is hydraulic
conductivity, b is aquifer thickness. Q = TW(dh/dl), where Q is quantity of water moving through a
large width (W) of an aquifer under a unit hydraulic gradient (dh/dl) and T is transmissivity. If an
aquifer has a transmissivity of less than 134 ft2/d, it can supply only enough water for domestic
wells or other low-yield uses. If the transmissivity is 1,340 ft2/d or greater, well yields can be
adequate for most high-demand uses (Driscoll, 1986, p. 210-211).

Transpiration—The process by which water absorbed by plants, is evaporated into the atmosphere from the
plant surface (principally from its leaves).

Unconfined aquifer—An aquifer which has a water table.

Unconformity—A substantial break or gap in the geologic record where a rock unit is overlain by another
that is not next in stratigraphic succession.

Unsaturated zone—The zone between the land surface and the deepest water table which includes the
capillary fringe. Water in this zone is generally under less than atmospheric pressure, and some of
the voids may contain air or other gases at atmospheric pressure. Beneath flooded areas or in
perched water bodies the water pressure locally may be greater than atmospheric.

Upland draw—A small natural drainage way or depression, usually dry, on a hillside or upland.

USEPA—United States Environmental Protection Agency.

Vadose zone—See unsaturated zone.

Valley—A low flat area between valley walls; it includes flood plains, terraces, stream, and river channels.

Water-table aquifer—See unconfined aquifer.

Water-bearing zone—In bedrock, a secondary opening that is saturated with water. Typically, such zones are
interconnected to more than one saturated fracture, void, joint, fault, cleavage plane, or other such
secondary openings. The yield of a well depends largely on the size and number of water-bearing
zones that it encounters.

Water use—The principal consumptive use of water discharged from a well. A well whose principal use of
water is for air conditioning, bottling, industrial, institutional, or public supply would be classified
as a high-demand well. A well whose principal use of water is to meet single family requirements
(up to four families), turnpike gates, or other similar installations would be classified as a domestic
well.

Well—A drilled, dug, driven, bored, or jetted hole, whose depth is greater than the width.

Well point—Generally a hollow vertical pipe that ends in a perforated pointed shoe and fitted with a fine-
mesh wire screen.

WWI (Water Well Inventory system)—A state-run data base similar to the GWSI data base of the U.S.
Geological Survey. The WWI data base consists of water-well driller completion reports that are on
file at the Pennsylvania Topographic and Geologic Survey in Harrisburg, Pa. These completion
reports commonly contain information about the well site, owner, yield, depth to water-bearing
zones, and construction characteristics. The WWI data base contains unverified locations and
information on more than 160,000 wells and test holes completed in the Commonwealth of
Pennsylvania. The data for many of the wells and test holes in the GWSI data base originated from
the WWI data base.
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Multiply By To obtain

Sea level: In this report, “sea level” refers to the National Geodetic Vertical Datum of 1929—a geodetic
datum derived from a general adjustment of the first-order level nets of the United States and Canada,
formerly called Sea Level Datum of 1929.

Abbreviated concentration units used in report:
cm, centimeter
kg/ft3, kilogram per cubic foot
µg, microgram
µg/kg, microgram per kilogram
µg/L, microgram per liter

Length
inch (in) 2.54 centimeter
foot (ft) 0.3048 meter
mile (mi) 1.609 kilometer

Area
acre 0.4047 hectare

Volume
gallon (gal) 3.785 liter
cubic foot (ft3) 0.02832 cubic meter

Flow rate
gallon per minute (gal/min) 0.06309 liter per second
gallon per day (gal/d) 0.003785 cubic meter per day

Mass
pound, avoirdupois (lb) 0.4536 kilogram

Density
pound per cubic foot (lb/ft3) 16.02 kilogram per cubic meter

CONVERSION FACTORS AND ABBREVIATIONS



1

ABSTRACT

The U.S. Geological Survey conducted borehole
geophysical logging, collected and analyzed water-
level data, and sampled sections of a rock core to
determine the concentration of volatile organic com-
pounds in the aquifer matrix of the Stockton Forma-
tion. Borehole geophysical logs were run in three
monitor wells. At well 05MW04I, the vertical gradient
was upward at depths above 42 feet below land sur-
face (ft bls), downward between 42 and 82 ft bls, and
upward below 82 ft bls. At well 05MW05I, a downward
vertical gradient was present. At well 05MW12I, the
vertical gradient was downward above 112 ft bls and
upward below 112 ft bls.

Three water-bearing fractures in a 17-foot long
rock core from 23.5 to 40.5 ft bls were identified and
sampled. Three samples were analyzed from each
water-bearing fracture—at the fracture face,
2 centimeters (cm) below the fracture, and 4 cm
below the fracture. Fifteen compounds were detected;
however, concentrations of seven compounds were
less than 1 microgram per kilogram (µg/kg) when
detected. Concentrations of benzene (from 0.39 to
3.3 µg/kg), 1,1-dichloroethene (1,1-DCE)
(from 0.15 to 13 µg/kg), 1,1,1-trichloroethane (TCA)
(from 0.17 to 22 µg/kg), and trichloroethylene (TCE)
(from 0.092 to 9.6 µg/kg) were detected in all sam-
ples. The highest concentrations detected were for
toluene, which was detected at a concentration of 32
and 86 µg/kg in the samples from unweathered sand-
stone at 2 and 4 cm below the fracture, respectively.
Concentrations generally decreased with distance
below the fracture in the mudstone samples. Concen-
trations of benzene and toluene increased with dis-
tance below the fractures in the unweathered
sandstone samples. Concentrations of 1,1-DCE,
TCA, and TCE were higher in the mudstone samples
than in the samples from sandstone. Toluene concen-
trations were higher in unweathered sandstone than
in weathered sandstone or mudstone.

The effect of the pumping of Horsham Water and
Sewer Authority public supply well 26 (HWSA-26),
0.2 mile southwest of the base boundary, on ground-

water levels on the base was determined by shutting
the well down for 6 days to allow water levels to
recover. Water levels in 22 nearby wells were mea-
sured. The only well (02MW01I) that showed an
unambiguous response to the shutdown of well
HWSA-26 is 1,350 feet directly along strike from well
HWSA-26. The recovery of well 05MW11I in
response to the shutdown of well HWSA-26 is
masked by recharge from snowmelt but probably
does not exceed about 0.2 feet on the basis of the
water level in well 05MW11I, which showed a
response to the pumping of well HWSA-26 that
ranged from 0.5 to 0.15 foot.

Horizontal gradients differ with depth, and the
rate and direction of ground-water flow and contami-
nant movement is depth dependent. The potentio-
metric-surface map for water levels measured in wells
screened between 5 and 44 ft bls in the aquifer shows
a ground-water mound that is the high point on a
regional ground-water divide. From this divide, ground
water flows both northwest toward Park Creek and
southeast toward Pennypack Creek. The hydraulic
gradient around this mound is relatively flat to the
southeast and particularly flat to the northwest. The
potentiometric-surface map for water levels measured
in wells screened between 40 and 100 ft bls in the
aquifer shows a very flat hydraulic gradient. Differ-
ences in the elevation of the potentiometric surface
are less than 2 feet. The potentiometric-surface map
for water levels measured in wells screened between
105 and 179 ft bls in the aquifer shows a steep
hydraulic gradient between Sites 5 and 2 and a rela-
tively flat hydraulic gradient between Sites 5 and 3.
Water levels measured on October 7, 1999, showed
downward vertical head gradients for all well clusters
at Site 5. Vertical gradients ranged from 0.01 at well
cluster 05MW10 to 0.2 at cluster 05MW11. Most gra-
dients were between 0.01 and 0.026. Vertical head
gradients vary with time. The variability is caused by a
difference in the magnitude of water-level fluctuations
between shallow and the deep fractures. The differ-
ence in the magnitude of water-level fluctuations is
because of differences in lithology and aquifer stora-
tivity.

HYDROGEOLOGICAL INVESTIGATION AT SITE 5,

WILLOW GROVE NAVAL AIR STATION/JOINT RESERVE BASE,

HORSHAM TOWNSHIP, MONTGOMERY COUNTY, PENNSYLVANIA

by Ronald A. Sloto
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INTRODUCTION

The Willow Grove Naval Air Station/Joint
Reserve Base (NAS/JRB) is in Horsham Township,
Montgomery County, Pa., and is shown on the U.S.
Geological Survey (USGS) Ambler 7.5-minute
topographic quadrangle map (fig. 1). In addition to
its primary use as a reserve Naval Air Station, this
1,000-acre facility also supports U.S. Marine and
U.S. Army activities. The U.S. Air Force has prop-
erty holdings within the base boundary and shares
common facilities with the U.S. Navy.

Sites with possible contamination at the Wil-
low Grove NAS/JRB (fig. 1), also referred to as the
base in this report, were identified by the U.S. Navy
as part of a preliminary assessment program (Hal-
liburton NUS Environmental Corporation, 1993).
A hydrogeological investigation is being conducted
as part of the U.S. Navy’s Installation Restoration
Program to address ground-water contamination at
these sites. The U.S. Navy requested the USGS
provide technical assistance to their hydrogeologi-
cal investigation. Specifically, the USGS was asked
to conduct borehole geophysical logging, to collect
and analyze water-level data, and to sample sec-
tions of a rock core to determine the concentration
of volatile organic compounds (VOC’s) in the aqui-
fer matrix. This information is being used to further
identify the sources and pathways of contamination
and to evaluate management strategies for improv-
ing water quality. The USGS conducted this study
during 1999-2001. This work is a continuation of
the Phase I and II borehole geophysical logging by
the USGS (Conger, 1997; 1999).

Purpose and Scope

This report presents an interpretation of bore-
hole geophysical logs and heatpulse-flowmeter
measurements for three monitor wells, provides an
analysis of regional and site-specific water-level
data, provides an analysis of water-level data from
a shutdown test on Horsham Water and Sewer
Authority (HWSA) supply well 26, and provides
analytical data and interpretations from rock-core
samples analyzed for VOC’s. The USGS prepared
this report as part of the hydrogeological investiga-
tions at the Willow Grove NAS/JRB in cooperation
with the U.S. Navy.

Hydr ogeologic Setting

The Willow Grove NAS/JRB is in the Gettys-
burg-Newark Lowlands Section of the Piedmont
Physiographic Province. The site and surrounding
area are underlain by the Stockton Formation,
which consists of sedimentary rocks of Triassic
age. The Stockton Formation is subdivided into
three units known as the lower arkose, middle
arkose, and upper shale members (Rima and oth-
ers, 1962). The middle arkose member crops out at
the Willow Grove NAS/JRB, where it consists of
fine- to medium-grained arkosic sandstone inter-
bedded with red siltstone and mudstone. Quartz
and feldspar are the dominant minerals. The Stock-
ton Formation is about 6,000 ft thick at the Bucks-
Montgomery County border. The middle arkose
member has a maximum thickness of 4,200 ft
(Rima and others, 1962). Bedding in the Stockton
Formation at the base generally strikes N. 76° E.
and dips about 7° NW. (Brown and Root Environ-
mental, Inc., 1998). Vertical fractures are common.

The rocks of the Stockton Formation form a
complex, heterogeneous aquifer with partially con-
nected zones of high permeability. The aquifer is
composed of a series of gently dipping lithologic
units with different hydraulic properties, and per-
meability commonly differs from one lithologic unit
to another.

Ground water in the weathered zone moves
through intergranular openings that have formed as
a result of weathering. In some places, permeabil-
ity of the weathered zone may be poor because of
a high percentage of clay derived from weathering
of mudstone and siltstone. Ground-water storage
and movement within the unweathered part of the
Stockton Formation primarily occurs through a net-
work of interconnecting secondary openings such
as fractures, bedding planes, and joints. Primary
porosity that originally may have been present has
been almost eliminated by compaction and cemen-
tation.

Wells greater than 100 ft deep may be multi-
aquifer wells penetrating several major water-pro-
ducing zones with different hydraulic properties.
Each water-bearing zone usually has a different
hydraulic head (water level). The head in a deep,
open-hole well is the composite of the heads in the
water-bearing zones penetrated. This can cause
heads in some wells to be different than heads in
adjacent wells of different depths. Where differ-
ences in head are present among water-bearing
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Figure 1. Location of the Willow Grove Naval Air Station/Joint Reserve Base and sites of possible
ground-water contamination, Horsham Township, Montgomery County, Pennsylvania.
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zones, water in the well bore flows in the direction
of decreasing head. Wells that connect several
water-bearing zones may act as conduits for the
transport of contaminants (Sloto and others, 1996).

Ground water at the base originates from infil-
tration of local precipitation and inflow of ground
water from upgradient areas. Ground-water levels
fluctuate with seasonal variations in recharge and
also are affected by pumping of nearby wells.
Water in the upper part of the aquifer generally is
under unconfined (water-table) conditions; ground
water in the deeper part of the aquifer may be con-
fined or partially confined. Local artesian condi-
tions are common.

Well-Identification System

Two well-identification numbering systems are
used in this report to maintain consistency with
previous studies. U.S. Navy well-identification num-
bers are used for wells at the Willow Grove
NAS/JRB. Navy well-identification numbers consist
of a site-designation number, the letters MW, a
sequentially assigned well-cluster number, and a
depth-interval letter (S for shallow, I for intermedi-
ate). Well 05MW01S would indicate a shallow well
in well cluster 1 at Site 5. The USGS well-identifi-
cation number consists of a county-abbreviation
prefix followed by a sequentially assigned number.
The prefix MG denotes a well in Montgomery
County. A cross-reference between site and USGS
well-identification numbers is given in table 1.
Locations of the wells are shown on figure 2.

Previous In vestigations

The geology and hydrology of the Stockton
Formation in southeastern Pennsylvania were
described by Rima and others (1962). Sloto and
others (1996) described the use of borehole geo-
physical methods to determine the extent of aquifer
cross-contamination by VOC’s through open bore-
holes in the Stockton Formation in adjacent Hat-
boro Borough and Warminster Township. Previous
studies at the Willow Grove NAS/JRB were con-
ducted by Halliburton NUS Environmental Corpo-
ration (1993) and Brown and Root Environmental,
Inc. (1997; 1998). USGS reports by Conger (1997;
1999) describe the interpretation of borehole geo-
physical logs collected at the base. Sloto, Goode,
and Way (2001) presented a potentiometric-sur-
face map of the Willow Grove NAS/JRB and

vicinity. Sloto, Goode, and Frasch (2002) describe
a hydrogeologic investigation conducted at the
base supply wells.
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Borehole geophysical logging and borehole
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greatly. Personnel from the Philadelphia Suburban
Water Company assisted with the test. The cooper-
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to their wells for water-level measurements grate-
fully is acknowledged.

BOREHOLE GEOPHYSICAL LOGS

Caliper, natural-gamma, single-point-resis-
tance, fluid-resistivity, and fluid-temperature bore-
hole geophysical logs were collected in three
monitor wells during August 2000. The logs were
used to locate water-bearing fractures, determine
zones of vertical borehole-water movement, and
determine the depth to set well screens.

Caliper logs provide a continuous record of
average borehole diameter, which is related to frac-
tures, lithology, and drilling technique. Caliper logs
were used to identify fractures and possible water-
bearing openings. Correlation of caliper logs with
fluid-resistivity and fluid-temperature logs was
used to identify water-producing and water-receiv-
ing fractures or zones. The term fracture used in
association with the caliper-log interpretations
might identify a change in borehole diameter that
may not necessarily indicate a bedding-plane sep-
aration, lithologic contact, or water-producing or
water-receiving zone but simply may indicate an
enlargement of the borehole.

Natural-gamma logs, also called gamma-ray
logs, record the natural-gamma radiation emitted
from rocks penetrated by the borehole. Uranium-
238, thorium-232, and the progeny of their decay
series and potassium-40 are the most common
emitters of natural-gamma radiation. These radio-
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Table 1. Record of selected wells, Willow Grove Naval Air Station/Joint Reserve Base and vicinity, Horsham
Township, Montgomery County, Pennsylvania

[Well depths given are for completed monitor wells. —, no data]

Site
well-identification

number

U.S. Geological
Survey

well-identification
number

Well depth
(feet)

Casing diameter
(inches)

Open interval
(feet below top of casing)

02MW01S MG-1850 20 4 5-20

02MW01I MG-1598 80 2 70-80

02MW02S MG-1851 25 4 5-25

02MW03S MG-1878 20 4 5-20

02MW03SI MG-1852 55 2 40-55

02MW03I MG-1628 150 2 140-150

02MW04S MG-1593 44 2 34-44

02MW04I MG-1594 115 2 105-115

03MW01S MG-1853 32 4 12-32

03MW01SI MG-1854 80 4 60-80

03MW01I MG-1855 179 4 159-179

03MW02S MG-1856 22.5 4 4.5-22.5

03MW02SI MG-1857 65 4 55-65

03MW02I MG-1629 144 2 134-144

03MW03S MG-1858 20 4 5-20

03MW03I MG-1859 168.5 4 148.5-168.5

03MW04S MG-1860 35 4 5-35

03MW04SI MG-1861 80 4 60-80

03MW04I MG-1862 168 4 148-168

03MW05S MG-1863 37 4 17-37

03MW05I MG-1595 92 4 82-92

03MW06S MG-1596 36 2 26-36

03MW06SI MG-1877 85 2 75-85

03MW06I MG-1597 150 2 140-150

03MW07S MG-1630 44 2 34-44

05MW01S MG-1599 32 4 12-32

05MW01SI MG-1864 84.5 4 74.5-84.5

05MW01I MG-1590 135 4 124-135

05MW02S MG-1865 30 4 10-30

05MW03S MG-1866 31 4 11-31

05MW03I MG-1589 128 2 118-128

05MW04S MG-1867 30 4 10-30

05MW04I MG-1757 84.5 2 74.5-84.5

05MW05S MG-1868 40 4 20-40

05MW05I MG-1758 209.5 2 189.5-209.5

05MW06S MG-1869 37.5 4 17.5-37.5

05MW06I MG-1870 84 4 74-84

05MW07S MG-1871 26 4 6-26

05MW07I MG-1872 84 4 74-84

05MW08S MG-1585 36 2 26-36

05MW08SI MG-1873 65 2 55-65

05MW08I MG-1586 99 2 89-99

05MW09S MG-1588 32 2 27-32

05MW09SI MG-1874 74 2 59-74

05MW09I MG-1587 106 2 96-106
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active elements may be concentrated in clays by
adsorption, precipitation, and ion exchange. Fine-
grained sediments, such as mudstone or siltstone,
usually emit more gamma radiation than sand-
stone. Geophysical logging with a gamma probe
can be conducted in the fluid filled, dry, cased, or
uncased parts of the borehole. However, well cas-
ing reduces the gamma response. The gamma log
is used to correlate lithologic units between wells
(Keys, 1990).

Single-point-resistance logs record the electri-
cal resistance between the borehole and an electri-
cal ground at land surface. In general, resistance
increases with grain size and decreases with bore-
hole diameter, density of water-bearing fractures,
and increasing dissolved-solids concentration of
borehole water (Keys, 1990). A water-filled bore-
hole is required for single-point-resistance logs,
and they are run only for the saturated part of the
formation below the casing. The single-point-resis-
tance log is used to correlate lithology between
wells and may help identify water-bearing fractures
or zones.

Fluid-temperature logs provide a continuous
record of the temperature of the water in the bore-
hole. Fluid-temperture logs are used to identify
water-producing and water-receiving zones and to
determine intervals of vertical borehole flow.
Water-producing and water-receiving zones usu-
ally are identified by sharp changes in temperature,
and intervals of vertical borehole flow are identified
by little or no temperature gradient.

Fluid-resistivity logs measure the electrical
resistance of water in the borehole. Resistivity is
the reciprocal of fluid conductivity, and fluid-resis-
tivity logs reflect changes in the dissolved-solids
concentration of the borehole water. Fluid-resistiv-
ity logs are used to identify water-producing and
water-receiving zones and to determine intervals of
vertical borehole flow. Water-producing and water-
receiving zones usually are identified by sharp
changes in resistivity. Intervals of vertical borehole
flow usually are identified by a low-resistivity grad-
ient between a water-producing and a water-
receiving zone.

05MW10S MG-1591 32 2 22-32

05MW10SI MG-1875 94 2 79-94

05MW10I MG-1592 126 2 116-126

05MW11S MG-1634 25 2 20-25

05MW11SI MG-1876 50 2 40-50

05MW11I MG-1635 149 2 139-149

05MW12I MG-1759 113.5 2 103.5-113.5

HWSA-26 MG-962 400 12 40-400

— MG-1739 — 6 —

rock core MG-1760 40.5 — —

Table 1. Record of selected wells, Willow Grove Naval Air Station/Joint Reserve Base and vicinity, Horsham
Township, Montgomery County, Pennsylvania—Continued

[Well depths given are for completed monitor wells. —, no data]

Site
well-identification

number

U.S. Geological
Survey

well-identification
number

Well depth
(feet)

Casing diameter
(inches)

Open interval
(feet below top of casing)
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Figure 2. Locations of selected wells, Willow Grove Naval Air Station/Joint Reserve Base and vicinity, Horsham Township,
Montgomery County, Pennsylvania.
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Measurement of V ertical Borehole Flo w

The direction and rate of borehole-water
movement were measured with a high-resolution
heatpulse flowmeter. The heatpulse flowmeter
operates by diverting nearly all flow to the center of
the tool where a heating grid slightly heats a thin
zone of water. If vertical borehole flow is occurring,
the water moves up or down the borehole to one of
two sensitive thermistors (heat sensors). When a
peak temperature is recorded by one of the ther-
mistors, a measurement of direction and rate is cal-
culated by the computer collecting the logging
data. The range of flow measurement is about 0.01
to 1.5 gal/min in a 2- to 10-in. diameter borehole.
Heatpulse-flowmeter measurements may be
affected by poor seal integrity between the bore-
hole and the flowmeter or contributions of water
from storage within the borehole during pumping. If
the seal between the borehole and the heatpulse
flowmeter is not complete, some water can bypass
the flowmeter, resulting in flow measurements that
are less than the actual rate. The quantity of water
bypassing the tool is a function of borehole size
and shape and degree of fracturing. Although the
heatpulse flowmeter is a calibrated tool, the data
primarily are used as a relative indicator of fluid-
producing zones.

Borehole T elevision Sur veys

Borehole television surveys were conducted
by lowering a waterproof video camera down the
borehole and recording the image on video tape.
The depth indicated on the video image may not
correspond exactly to the geophysical logs
because of minor slippage (generally up to plus or
minus 1 ft) of the video cable.

Interpretation of Borehole Geoph ysical Logs

Well 05MW04I (MG-1757)

A suite of borehole geophysical logs (fig. 3)
was collected in well 05MW04I by the USGS on
August 10, 2000. The caliper log shows the well is

151 ft deep and is cased to 28 ft below land surface
(bls). The caliper log shows major fractures at 40-
42, 56-60, 70-82, and 100 ft bls. The fluid-tempera-
ture and fluid-resistivity logs indicate borehole flow
and possible water-bearing zones at about 36, 70,
106, 113, 124, 133, and 140 ft bls.

Heatpulse-flowmeter measurements were made
under nonpumping conditions at 36, 46, 66, 95,
124, and 142 ft bls (table 2). The geophysical logs
and heatpulse-flowmeter measurements indicate
complex water circulation in the borehole. Water
enters the upper part of the borehole at a rate of
0.93 gal/min through a horizontal fracture at 40-
42 ft bls and flows upward and downward. Water
flowing upward exits the borehole through a
horizontal fracture at 32 ft bls. Additional water
(0.14 gal/min) enters the borehole through a
vertical fracture at 56-60 ft bls and flows
downward. Water flowing downward in the upper
part of the borehole exits through a large vertical
fracture at 70-82 ft bls (fig. 4). Water enters the
lower part of the borehole at a rate of 0.18 gal/min
through a horizontal fracture at 148 ft bls and flows
upward. Water flowing upward in the lower part of
the borehole exits the borehole through horizontal
fractures at 132 (0.04 gal/min) and 114 ft bls
(0.02 gal/min) and through the large vertical
fracture at 70-82 ft bls. A total of 0.89 gal/min exits
the borehole through the fracture at 70-82 ft bls.
The water-bearing fractures in well 05MW04I are
at 32, 40-42, 56-60, 70-82, 114, 132, and
148 ft bls; the principal water-bearing fractures are
at 40-42 and 70-82 ft bls. Well 05MW04I was
screened later from 74.5 to 84.5 ft below top of
casing (btoc) to monitor the principle water-bearing
fracture at 70-82 ft bls.

The borehole geophysical logs indicate
upward and downward vertical gradients are
present in the Stockton Formation at well
05MW04I. The vertical gradient is upward above
42 ft bls, downward between 42 and 82 ft bls, and
upward below 82 ft bls.
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Figure 3. Borehole geophysical logs for well 05MW04I (MG-1757), Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania.
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Table 2. Heatpulse-flowmeter measurements made in well 05MW04I (MG-1757),
Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania

Depth
(feet below land surface)

Flow
(gallons per minute)

Flow
direction

36 0.30 Up

46 .63 Down

66 .77 Down

95 .12 Up

124 .14 Up

142 .18 Up

Figure 4. Image from borehole television survey showing vertical fracture at 78 feet
below land surface in well 05MW04I (MG-1757), Willow Grove Naval Air Station/Joint
Reserve Base, Horsham Township, Montgomery County, Pennsylvania.

FRACTURE
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Well 05MW05I (MG-1758)

A suite of borehole geophysical logs (fig. 5)
was collected in well 05MW05I by the USGS on
August 3, 2000. The caliper log shows the well is
250 ft deep and is cased to 18 ft bls. The caliper
log shows major fractures at 52-58 and 142-
148 ft bls. The fluid-temperature and fluid-resistiv-
ity logs indicate borehole flow and possible water-
bearing zones at about 44, 68, 112, 174, and
190 ft bls.

Heatpulse-flowmeter measurements were
made under nonpumping conditions at 30, 47, 65,
84, 100, 108, 124, 158, 180, 212, and 234 ft bls
(table 3). On the basis of the geophysical logs and
heatpulse-flowmeter measurements, water enters
the upper part of the borehole through a large verti-
cal fracture at 52-58 ft bls (0.1 gal/min) and flows
downward. Water also enters the borehole through

a horizontal fracture at 72 ft bls (0.3 gal/min) and a
vertical fracture at 114 ft bls (0.1 gal/min) and flows
downward. Some water exits the borehole through
a large vertical fracture at 142-148 ft bls
(0.2 gal/min) (fig. 6). Additional water enters the
borehole through a horizontal fracture at 174 ft bls
(0.2 gal/min) and flows downward. Water exits the
borehole through horizontal fractures at 192 and
202-205 ft bls (0.3 gal/min) and 220-223 ft bls
(0.2 gal/min). The water-bearing fractures in well
05WM05I are at 52-58, 72, 114, 142-148, 174,
192, 202-205, and 220-223 ft bls. The borehole
geophysical logs indicate a downward vertical gra-
dient is present in the Stockton Formation at well
05MW05I. Well 05MW05I was screened later from
189.5 to 209.5 ft btoc to monitor the water-bearing
fractures at 192 and 202-205 ft bls.

Table 3. Heatpulse-flowmeter measurements made in well 05MW05I (MG-1758),
Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania

[—, no flow]

Depth
(feet below land surface)

Flow
(gallons per minute)

Flow
direction

30 0 —

47 0 —

65 .1 Down

84 .4 Down

100 1.3 Down

108 1.2 Down

124 .5 Down

158 1.3 Down

180 .5 Down

212 .2 Down

234 0 —

1 Flow rate may be affected by nearby pumping.
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Figure 5. Borehole geophysical logs for well 05MW05I (MG-1758), Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania.
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Well 05MW12I (MG-1759)

A suite of borehole geophysical logs (fig. 7)
was collected in well 05MW12I by the USGS on
August 1, 2000. The caliper log shows the well is
149 ft deep and is cased to 28 ft bls. The caliper
log shows major fractures at 88-92 and 109-
112 ft bls. The fluid-temperature and fluid-resistiv-
ity logs indicate borehole flow and possible water-
bearing zones at about 109, 120, and 129 ft bls.

Heatpulse-flowmeter measurements were
made under nonpumping conditions at 49, 72, 81,
96, 100, 116, 132, 138, and 146 ft bls (table 4). On
the basis of the geophysical logs and heatpulse-
flowmeter measurements, water enters the upper
part of the borehole at a rate of 1.48 gal/min
through a vertical fracture at 36-38 ft bls (fig. 8) and
flows downward. A minor quantity (less than
0.1 gal/min) of the water flowing downward exits
the borehole, probably through fractures at 62 and
76 ft bls. Water also exits the borehole through the
large vertical fracture at 88-92 ft bls (0.23 gal/min),
but most water flowing downward exits the bore-
hole through the large vertical fracture at 109-
112 ft bls (1.42 gal/min total outflow). Water also
enters the borehole near the bottom of the well
(0.11 gal/min) and through a horizontal fracture at
140 ft bls (0.08 gal/min) and flows upward. About

half the water flowing upward exits the borehole
through a fracture at 119-126 ft bls (0.09 gal/min)
and about half exits the borehole through the frac-
ture at 109-112 ft bls (0.11 gal/min). The water-
bearing fractures in well 05MW12I are at 36-38,
76, 88-92, 109-112, 119-123, 140, and 150 ft bls;
the principal water-bearing fractures are at 109-
112 and 119-123 ft bls. Well 05MW12I was
screened later from 103.5 to 113.5 ft btoc to moni-
tor the principle water-bearing fracture at 109-
112 ft bls.

The borehole geophysical logs indicate
upward and downward vertical gradients are
present in the Stockton Formation at well
05MW12I. The vertical gradient is downward above
112 ft bls and upward below 112 ft bls.

Figure 6. Image from borehole television survey showing vertical fracture at 142 feet
below land surface in well 05MW05I (MG-1758), Willow Grove Naval Air Station/Joint
Reserve Base, Horsham Township, Montgomery County, Pennsylvania.

FRACTURE

FRACTURE
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Figure 7. Borehole geophysical logs for well 05MW012I (MG-1759), Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania.
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Table 4. Heatpulse-flowmeter measurements made in well 05MW12I (MG-1759),
Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania

Depth
(feet below land surface)

Flow
(gallons per minute)

Flow
direction

49 1.5 Down

72 1.5 Down

81 1.4 Down

96 1.2 Down

100 1.3 Down

116 .1 Up

132 .2 Up

138 .2 Up

146 .1 Up

Figure 8. Image from borehole television survey showing vertical fracture at 36 feet below
land surface in well 05MW12I (MG-1759), Willow Grove Naval Air Station/Joint Reserve
Base, Horsham Township, Montgomery County, Pennsylvania.

FRACTURE
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ANALYSIS OF VOLATILE ORGANIC
COMPOUNDS IN THE AQUIFER MATRIX

Ground water flows in fractures in the
unweathered part of the Stockton Formation. If a
chemical contaminant is released into the subsur-
face, water flowing in fractures may contain dis-
solved constituents from the release. A chemical
concentration gradient is established between the
water flowing in the fracture and immobile pore
water in the aquifer matrix, causing a transfer of the
contaminants from the fracture into the aquifer
matrix by molecular diffusion (Parker and others,
1994; Parker and Sterling, 1999). To determine the
extent of this transfer at Site 5, a rock core was
obtained and sampled for VOC’s.

On September 8, 2000, a driller contracted by
the U.S. Navy drilled a core (MG-1760) at Site 5
between wells 05MW01S and 05MW01I. This is
the area where analyses of soil and ground water
showed the highest concentration of VOC’s (Brown
and Root Environmental, Inc., 1998, p. 7-9). The
soil (weathered) zone extended from land surface
to 23.5 ft bls. A 17-ft long core was recovered from
23.5 to 40.5 ft bls (fig. 9). Three water-bearing frac-
tures in the core were identified by iron and man-
ganese oxide staining on the fracture faces. One
fracture was in mudstone at 30.8 ft bls, one fracture

was at the contact between mudstone and weath-
ered coarse-grained sandstone at 35.6 ft bls, and
one fracture was in unweathered coarse-grained
sandstone at 35.9 ft bls (fig. 10).

Three samples were obtained from each
water-bearing fracture (fig. 10)—at the fracture
face, 2 cm below the fracture, and 4 cm below the
fracture. The rock was crushed, and approximately
5 grams of sample was placed into a 40-milliliter
septum bottle with 1 gram of sodium bisulfate as a
preservative. This procedure was done as quickly
as possible to minimize volatilization. The bottle
was sealed, weighed, packed in ice, and shipped to
the USGS laboratory in Denver, Colo., for analysis.
All samples were analyzed within 14 days of sam-
ple collection. Laboratory results are given in
table 5.

All 15 compounds listed in table 5 were
detected. However, concentrations of 1,2-dichloro-
ethane; trans-1,2-dichloroethene; ethyl benzene;
meta-, ortho-, and para-xylene; methylene chlo-
ride; and 1,1,2-trichloroethane were less than
1 µg/kg when detected. Concentrations of benzene
(from 0.39 to 3.3 µg/kg), 1,1-dichloroethene
(1,1-DCE) (from 0.15 to 13 µg/kg), 1,1,1-trichloro-
ethane (TCA) (from 0.17 to 22 µg/kg), and trichlo-
roethylene (TCE) (from 0.092 to 9.6 µg/kg) were

Table 5. Analytical results for volatile organic compounds in samples from rock core MG-1760, Willow Grove Naval Air
Station/Joint Reserve Base, Horsham Township, Montgomery County, Pennsylvania

[All concentrations are given in micrograms per kilogram; cm, centimeter; <, less than; E, estimated concentration]

Compound name

Mudstone Weathered sandstone Unweathered sandstone

Fracture
face

2 cm
below

fracture

4 cm
below

fracture

Fracture
face

2 cm
below

fracture

4 cm
below

fracture

Fracture
face

2 cm
below

fracture

4 cm
below

fracture

Benzene 1.5 0.43 0.39 1.5 0.93 0.80 0.65 2.4 3.3

1,1-Dichloroethane 8.2 1.7 1.0 .64 .92 .63 .60 .56 <.07

1,2-Dichloroethane .26 <.1 <.1 <.1 <.1 <.1 <.1 <.1 <.1

1,1-Dichloroethene 13 3.0 2.4 .91 1.4 1.2 1.0 1.0 .15 E

cis-1,2-dichloroethene 3.0 .64 .50 .087 E .12 E .10 E .095 E .10 E <.1

trans-1,2-dichloroethene .069 E <.053 <.053 <.053 <.053 <.053 <.053 <.053 <.053

Ethyl benzene <.08 <.08 <.08 <.08 <.08 <.08 <.08 <.08 .090 E

meta- and para-Xylene <.15 <.15 <.15 <.15 <.15 <.15 <.15 <.15 .10 E

Methylene chloride .48 <.2 <.2 <.2 <.2 .084 E <.2 <.2 <.2

ortho-Xylene <.08 <.08 <.08 .19 E <.08 <.08 <.08 .38 .74

Tetrachloroethene 1.6 .59 2.2 <.07 .092 E <.07 <.07 <.07 <.07

1,1,1-Trichloroethane 22 4.9 4.7 1.2 1.8 1.3 1.2 1.2 .17 E

1,1,2-Trichloroethane .65 .15 E .13 E <.07 <.07 <.07 <.07 <.07 <.07

Trichloroethene 9.6 2.4 5.7 .45 .77 .57 .55 .56 .092 E

Toluene <.33 <.4 .50 E 14 4.4 5.9 3.0 32 86. E
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Figure 9. Photographs of sections from rock core MG-1760, Willow Grove Naval Air Station/Joint Reserve
Base, Horsham Township, Montgomery County, Pennsylvania.
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Figure 10. Geologic log of rock core MG-1760 and depths of sampled fractures, Willow Grove
Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery County, Pennsylvania.
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detected in all samples. The highest concentra-
tions detected were for toluene, which was
detected at a concentration of 32 and 86 µg/kg in
the samples from unweathered sandstone at 2 and
4 cm below the fracture, respectively.

Concentrations of VOC’s generally decreased
with distance below the fracture in the mudstone
samples. Concentrations of benzene and toluene
increased with distance below the fractures in the
unweathered sandstone samples. No pattern was
evident in the weathered sandstone samples. Con-
centrations of 1,1-DCE, TCA, and TCE were higher
in the mudstone samples than in the samples from
the other rocks. Concentrations of toluene were
higher in unweathered sandstone than in the other
rocks. The distribution pattern may be related to
the release history, which is unknown.

The volume of each compound per cubic foot
of aquifer material (mudstone, weathered sand-
stone, and unweathered sandstone) can be deter-
mined by the following method. A representative
section of the core was obtained with a diamond
saw so that the top and bottom were parallel and
were perpendicular to the sides. The diameter and
length of each core section were measured, and

the volume was calculated. Each core section was
weighed, and its density was calculated (table 6).
The mass of each compound per cubic foot of
aquifer material can be calculated by multiplying
the concentration in table 5 by the density in table 6
and then by the weight per volume of the com-
pound to obtain the volume. For example, to deter-
mine the volume of TCE in 1 ft3 of mudstone, the
geometric mean concentration in mudstone
(5.1 µg/kg) is multiplied by the density of mudstone
(75 kg/ft3) to obtain the mass of TCE, which is
382.5 µg. TCE weighs 1.46 kilograms per liter;
therefore, 1 ft3 of mudstone containing a mass of
382.5 µg of TCE contains 3.0X10-7 liters of TCE.
The VOC concentration in the aquifer material is
affected by spatial variability in concentration,
matrix and fracture porosity, and partitioning
between the free and dissolved phases.

The presence of contaminants in the aquifer
matrix suggests that the contaminants cannot eas-
ily or rapidly be removed by water flowing in frac-
tures. They may be a continuing source of low-level
contamination to the ground-water system.

Table 6. Density of rock types in rock core MG-1760, Willow Grove Naval
Air Station/Joint Reserve Base, Horsham Township, Montgomery County,
Pennsylvania

Rock type
Density

Kilograms per cubic foot Pounds per cubic foot

Mudstone 75.0 165.3

Weathered sandstone 58.2 128.3

Unweathered sandstone 70.2 154.6
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EFFECT OF PUMPING HORSHAM WATER
AND SEWER AUTHORITY

SUPPLY WELL 26 ON WATER LEVELS

The HWSA operates a public supply well
(HWSA-26) 0.2 mi southwest of the base boundary
(fig. 2). Well HWSA-26 is 400 ft deep and capable
of producing 500 gal/min (Gilbert/Commonwealth,
Inc., 1978). The well penetrates water-bearing
zones at 160, 260, and below 260 ft bls, which is in
the part of the Stockton Formation that is confined
to semiconfined (Sloto and others, 1996). Well
HWSA-26 pumps approximately 220,000 gal/d of
water. The effect of pumping this well on ground-
water levels on the base was unknown. To deter-
mine the effect of pumping well HWSA-26 on water
levels, a hydraulic test was conducted.

Well HWSA-26 was shut down for 6 days to
allow water levels to recover and then restarted.
The well was removed from service at noon on
January 25, 2000, and returned to service at 9 a.m.
on January 31, 2000. Water levels in the vicinity of
well HWSA-26 were measured for 1 week before
the test, during the test, and for 1 week after the
test. Water levels were measured by TetraTech
NUS, Inc., in 10 wells using transducers and data-
loggers and in 9 wells 3 times per day using elec-
tric water-level-measurement tapes. Water levels
were measured by the USGS using transducers
and dataloggers in well HWSA-26 after the pump
was turned off and in well MG-1739, an operating
domestic well near well HWSA-26. The transducer
could not be placed lower than 51 ft btoc in well
HWSA-26; therefore, no data could be collected
until the water level rose to 51 ft btoc.

Wells measured during the test and the
observed changes in water level during the shut-
down period are listed in table 7. The only well that
showed an unambiguous response to the shut-
down of well HWSA-26 was well 02MW01I
(fig. 11). Well 02MW01I is approximately 1,350 ft
directly along strike from well HWSA-26. In the
Stockton Formation, the effects of pumping a deep
well are much more pronounced in the direction of
strike than in the direction of dip (Sloto and others,
1996).

Four wells, 02MW01S, 02MW03I, 02MW04I,
and 05MW11I, showed a rise in water level after
well HWSA-26 was shut down. A comparison of
climatic data (National Oceanic and Atmospheric
Administration, 2000a; 2000b) with the hydro-
graphs from these wells shows the rise in water
level was most likely caused by recharge from
snowmelt during a rise in temperature (fig. 12).
Hydrographs from these wells and all the other
wells, except well 02MW01I, showed no recovery
in response to the shutdown of well HWSA-26
(figs. 13-17).

The hydrograph of well 05MW11I (fig. 12),
however, does show a response to the pumping of
well HWSA-26 and another well. While well
HWSA-26 was pumping, the hydrograph of
well 05MW11I shows two cycles of pumping and
recovery each day, one ending around midnight
and one ending around noon. While well HWSA-26
was not pumping, the hydrograph of well 05MW11I
shows one cycle of pumping and recovery each
day ending around midnight. It appears the pump-
ing of well HWSA-26 contributes to both cycles of
drawdown and recovery. Drawdown in well
05MW11I caused by the pumping of both wells
ranged from 0.05 to 0.15 ft between January 18
and February 9. The recovery of well 05MW11I in
response to the shutdown of well HWSA-26 is
masked by recharge from snowmelt but probably
does not exceed about 0.2 ft on the basis of fluctu-
ations in the water level of well 05MW11I while well
HWSA-26 is pumping. Well 05MW11I is in the well
cluster nearest to the base boundary and is the
well at Site 5 nearest to well HWSA-26. If extrac-
tion wells for remediation are drilled in this vicinity
near the base boundary, off-base pumping possibly
may cause some interference with the extraction
wells.
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Table 7. Change in water level in wells measured January 25-31, 2000, Willow Grove Naval Air Station/Joint Reserve
Base, Horsham Township, Montgomery County, Pennsylvania

[Data for Willow Grove monitor wells were provided by TetraTech NUS, Inc.; >, greater than; HWSA, Horsham
Township Water and Sewer Authority; —, no data]

Site
well-identification

number

U.S. Geological
Survey
well-

identification
number

Frequency of
measurement

Change in water level
January 25-31, 2000

(feet)
Remarks

HWSA-26 MG-962 continuous > 17.22 Pumped well

— MG-1739 continuous -.30 No effect

02MW01S MG-1850 continuous .60 Recharge from snowmelt

02MW01I MG-1598 continuous 17.47 Affected by well HWSA-26

02MW04S MG-1593 continuous -.30 No effect

02MW04I MG-1594 continuous .38 Recharge from snowmelt

05MW01I MG-1590 continuous -.28 No effect

05MW03S MG-1866 continuous -.56 No effect

05MW03I MG-1589 continuous -.34 No effect

05MW06I MG-1870 continuous -.25 No effect

05MW011S MG-1634 continuous -.18 No effect

05MW11I MG-1635 continuous .60 Recharge from snowmelt and affected
by well HWSA-261

02MW03SI MG-1852 3 times daily -.10 No effect

02MW03I MG-1628 3 times daily .32 Recharge from snowmelt

03MW06S MG-1596 3 times daily -.36 No effect

03MW06SI MG-1877 3 times daily -.44 No effect

03MW06I MG-1597 3 times daily -.37 No effect

05MW01S MG-1599 3 times daily -.35 No effect

05MW01SI MG-1864 3 times daily -.30 No effect

05MW06S MG-1869 3 times daily -.65 No effect

05MW11SI MG-1876 3 times daily -.19 No effect

1 Recovery in response to shutdown of well HWSA-26 is masked by recharge from snowmelt but probably is less than about
0.2 ft.
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Figure 11. Hydrographs from Horsham Water and Sewer Authority well 26 and well 02MW01I, January 14 to
February 9, 2000, Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery County,
Pennsylvania.
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Figure 12. Hydrographs from Horsham Water and Sewer Authority well 26 and well 05MW11I, January 18 to
February 9, 2000, Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery
County, Pennsylvania.

[Temperature data from the National Oceanic and Atmospheric Administration station at Neshaminy Falls,
Pennsylvania.]
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Figure 13. Hydrographs from wells 02MW01S, 02MW03SI, 05MW11S, and 05MW11SI,
January 14 to February 7, 2000, Willow Grove Naval Air Station/Joint Reserve Base,
Horsham Township, Montgomery County, Pennsylvania.

[Water-level data were provided by TetraTech NUS, Inc.]
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Figure 14. Hydrographs from wells 02MW03I, 05MW01S, 05MW01SI, 05MW01I,
05MW03S, 05MW06S, and 05MW06I, January 14 to February 7, 2000, Willow
Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery County,
Pennsylvania.

[Water-level data were provided by TetraTech NUS, Inc.]
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Figure 15. Hydrographs from wells 02MW04S, 03MW06SI, 03MW06I, 05MW03I, and
05MW11I, January 14 to February 7, 2000, Willow Grove Naval Air Station/Joint
Reserve Base, Horsham Township, Montgomery County, Pennsylvania.

[Water-level data provided were by TetraTech NUS, Inc.]

EXPLANATION

WELL 03MW06I—Circle indicates water-level measurement

WELL 03MW06SI—Circle indicates water-level measurement

WELL 05MW03I

WELL 05MW11I

WELL 02MW04S

D
E

P
T

H
 T

O
 W

AT
E

R
, I

N
 F

E
E

T
 B

E
LO

W
 T

O
P

 O
F

 C
A

S
IN

G

14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 1 2 3 4 5 6 7
January February

2000

26.0

31.0

26.5

27.0

27.5

28.0

28.5

29.0

29.5

30.0

30.5

HORSHAM WELL 26
NOT PUMPING

HORSHAM WELL 26
PUMPING

HORSHAM WELL 26
PUMPING



26

Figure 16. Hydrographs from wells 02MW04I and 03MW06S, January 14 to February
7, 2000, Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania.

[Water-level data were provided by TetraTech NUS, Inc.]
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WATER LEVELS

Water-level data provide important information
on the horizontal and vertical ground-water-flow
directions and gradients. Water-level data from a
monitor well cluster (wells drilled in close proximity)
screened at different depths provide information on
vertical gradients and the direction of vertical flow.
Water-level data from monitor wells screened in the
same depth interval provide information on hori-
zontal gradients and the direction of horizontal flow.

Regional P otentiometric Surface

To understand how horizontal ground-water
flow at Site 5 fits into a regional perspective, it is
necessary to utilize water-level data from wells
on-base and off-base. A map showing the regional
potentiometric surface in the Stockton Formation at
and in the vicinity of the Willow Grove NAS/JRB
was prepared by Sloto, Goode, and Way (2001).
A part of the map, reproduced here as figure 18,
shows a regional ground-water divide running
northeast-southwest approximately through the
center of Site 5. From this divide, ground water

flows both northwest toward Park Creek, a tributary
to Little Neshaminy Creek, and southeast toward
Pennypack Creek. The presence of this ground-
water divide helps to explain the contaminant distri-
bution patterns observed at Site 5; ground water
flows northwest and southeast from Site 5. The
location of this divide may shift to the northwest or
the southeast because of variations in aquifer
recharge and discharge. A shift in the divide to the
northwest would cause more ground water at
Site 5 to flow southeast. Likewise, a shift in the
divide to the southeast would cause more ground
water at Site 5 to flow northwest.

The high point on the divide (water-level ele-
vations greater than 340 ft above sea level) was
centered around wells 05MW02S, 05MW03S, and
05MW04S (fig. 18) during the time of water-level
measurements on October 7, 1999 (table 8). From
this high point, which appears as a ground-water
mound, ground-water flow follows a radial pattern;
the steepest gradients, however, are to the north-
west and southeast.

Figure 17. Hydrograph from well MG-1739, January 18 to February 9, 2000,
Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township,
Montgomery County, Pennsylvania.
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Figure 18. Potentiometric surface and regional ground-water divide, October 7-8, 1999,
Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery
County, Pennsylvania. (Modified from Sloto, Goode, and Way (2001).)



29

Table 8. Water levels measured October 7, 1999, Willow Grove Naval Air Station/Joint Reserve Base, Horsham
Township, Montgomery County, Pennsylvania

Site identification
number

U.S. Geological
Survey
well-

identification
number

Depth of well
screen

(feet below land
surface)

Elevation of top
of casing

(feet above sea
level)

Depth to water
(feet below top

of casing)

Elevation of water level
(feet above sea level)

02MW01S MG-1850 5-20 323.76 18.34 305.42

02MW01I MG-1598 70-80 325.28 82.27 243.01

02MW02S MG-1851 5-25 349.37 13.15 336.22

02MW03SI MG-1852 40-55 333.66 11.15 322.51

02MW03I MG-1628 140-150 333.55 19.37 314.18

02MW04S MG-1593 34-44 349.96 34.14 315.82

02MW04I MG-1594 105-115 349.54 40.45 309.09

03MW01S MG-1853 12-32 347.49 22.64 324.85

03MW01SI MG-1854 60-80 346.98 23.81 323.17

03MW01I MG-1855 159-179 346.57 10.15 336.42

03MW02S MG-1856 4.5-22.5 326.15 11.01 315.14

03MW02SI MG-1857 55-65 326.33 11.89 314.44

03MW02I MG-1629 134-144 326.38 4.40 321.98

03MW03S MG-1858 5-20 312.96 4.82 308.14

03MW03I MG-1859 148.5-168.5 314.08 -7.38 321.46

03MW04S MG-1860 5-35 324.49 2.75 321.74

03MW04SI MG-1861 60-80 323.87 12.72 311.15

03MW04I MG-1862 148-168 323.93 -8.00 331.93

03MW05S MG-1863 17-37 361.98 25.95 336.03

03MW05I MG-1595 82-92 360.93 25.34 335.59

03MW06S MG-1596 26-36 367.00 30.91 336.09

03MW06SI MG-1877 75-85 366.86 29.21 337.65

03MW06I MG-1597 140-150 366.82 30.05 336.77

03MW07S MG-1630 34-44 324.90 11.88 313.02

05MW01S MG-1599 12-32 364.11 24.87 339.24

05MW01SI MG-1694 74.5-84.5 363.99 25.33 338.66

05MW01I MG-1590 125-135 363.99 26.28 337.71

05MW02S MG-1865 10-30 365.48 25.19 340.29

05MW03S MG-1866 11-31 367.18 22.15 345.03

05MW03I MG-1589 118-128 367.35 29.12 338.23

05MW04S MG-1867 10-30 365.62 23.31 342.31

05MW05S MG-1868 20-40 359.92 21.71 338.21

05MW06S MG-1869 17.5-37.5 362.38 23.15 339.23

05MW06I MG-1870 74-84 361.08 22.98 338.10

05MW07S MG-1871 6-26 360.73 22.18 338.55

05MW07I MG-1872 74-84 360.20 22.94 337.26

05MW08S MG-1585 26-36 360.88 22.13 338.75

05MW08SI MG-1873 55-65 360.92 22.92 338.00

05MW08I MG-1586 89-99 361.02 23.07 337.95

05MW09S MG-1588 27-32 361.91 22.85 339.06

05MW09SI MG-1874 59-74 361.74 23.61 338.13

05MW09I MG-1587 96-106 362.11 24.37 337.74

05MW10S MG-1591 22-32 362.54 23.70 338.84

05MW10SI MG-1875 79-94 362.44 24.35 338.09

05MW10I MG-1592 116-126 362.48 24.84 337.64

05MW11S MG-1634 20-25 349.50 11.75 337.75

05MW11SI MG-1876 40-50 349.51 11.79 337.72

05MW11I MG-1635 139-149 348.96 30.74 318.22



30

Potentiometric Surface at Site 5

To prepare a map of the potentiometric sur-
face at Site 5, it is necessary to use water-level
data from Sites 2, 3, and 5 (fig. 1). Because of ver-
tical head gradients at these sites, water-level data
were grouped into three depth ranges for contour-
ing. Hydrographs from wells in the same depth
range are similar. For example, hydrographs for

wells 05MW08I (screened 89-99 ft bls), 05MW09I
(screened 96-106 ft bls), and 05MW12I (screened
103.5-113.5 ft bls) show identical water-level fluctu-
ations (fig. 19). Horizontal gradients differ with
depth, and the rate and direction of ground-water
flow and contaminant movement is depth depen-
dent.

Figure 19. Hydrographs from wells 05MW08I, 05MW09I, and 05MW12I, February 12
to March 15, 2001, Willow Grove Naval Air Station/Joint Reserve Base, Horsham
Township, Montgomery County, Pennsylvania.
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The potentiometric surface was mapped for
each of the three depth ranges of the aquifer. The
potentiometric surface as defined by water levels in
wells screened between 5 and 44 ft bls is shown on
figure 20. This interval is the shallowest of the
three intervals, and the potentiometric surface rep-
resents the water table. The map shows a ground-

water mound around wells 05MW02S, 05MW03S,
and 05MW04S. This represents the high point on
the regional ground-water divide. From this mound,
the ground-water flow is radial. The hydraulic gradi-
ent around this mound is relatively flat to the south-
east and particularly to the northwest.

40°12′
75°09′30″ 75°09′ 75°08′30″

40°11′30″

Base from U.S. Geological Survey Ambler 1:24,000, 1966

Figure 20. Potentiometric surface defined by water levels in wells screened between 5 and 44 feet below land
surface, October 7, 1999, Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery
County, Pennsylvania.
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The potentiometric surface as defined by
water levels in wells screened between 40 and
100 ft bls is shown on figure 21. The map shows a
very flat hydraulic gradient at Site 5. Differences in
the elevation of the potentiometric surface are less
than 2 ft. The area of flat hydraulic gradient

extends northwest to Site 3. The water level in well
02MW01I (elevation of 243.01) in the southeastern
part of Site 2 is affected by the pumping of well
HWSA-26 and is lower than water levels in other
wells at Site 2.
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Figure 21. Potentiometric surface defined by water levels in wells screened between 40 and 100 feet below land
surface, October 7, 1999, Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery
County, Pennsylvania.
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The potentiometric surface defined by water
levels in wells screened between 105 and 179 ft bls
is shown on figure 22. The map shows a steep

hydraulic gradient between Sites 5 and 2 and a rel-
atively flat hydraulic gradient between Sites 5 and
3.
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Figure 22. Potentiometric surface defined by water levels in wells screened between 105 and 179 feet below land
surface, October 7, 1999, Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery
County, Pennsylvania.
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Vertical Head Gradients

Water-level hydrographs for well cluster
05MW11 are shown on figure 23. The vertical flow
gradient is downward from higher water levels
(wells 05MW11S and 05MW11SI) to lower water
levels (well 05MW11I). Wells 05MW11S (screened
20-25 ft bls) and 05MW11SI (screened 40-
50 ft bls) are screened in the water table, and the
water levels measured in these wells nearly are
identical.

The vertical head gradient varies with time.
The variability in the vertical head gradient is
caused by a difference in the magnitude of water-
level fluctuations between the shallow wells and
the deep well. The difference in water level
between August 9, 1999, and January 14, 2000,
ranged from a difference of 27.93 ft on August 10,
1999, to a difference of 17.43 ft on January 14,
2000. The difference in the magnitude of water-
level fluctuations is because of differences in lithol-
ogy and aquifer storativity; the storativity at depth is

less than the storativity in the shallow zone. The
difference in response to recharge from Hurricane
Floyd (September 16, 1999) is shown on figure 23.
The maximum water-level rise was 7.92 ft in well
05MW11I and only 4.07 and 4.04 ft in wells
05MW11S and 05MW11SI, respectively.

Water levels measured on October 7, 1999
(table 8), showed downward vertical head gradi-
ents for all well clusters at Sites 5 and 2. These
measurements are consistent with most heatpulse-
flowmeter measurements made by Conger (1997),
which showed downward flow. The downward verti-
cal gradient at Site 5 is what would be expected in
a ground-water divide/recharge area. Gradients
ranged from 0.01 at well cluster 05MW10 to 0.2 at
cluster 05MW11. Most gradients are between 0.01
and 0.026. The large downward gradient at well
cluster 02MW01 at Site 2 (62.41 ft of water-level
difference) is attributable to the pumping of well
HWSA-26, which lowers the water level in well
02MW01I.

Figure 23. Hydrographs from wells 05MW11S, 05MW11SI, and 05MW11I, August 9, 1999, to January 14,
2000, Willow Grove Naval Air Station/Joint Reserve Base, Horsham Township, Montgomery County,
Pennsylvania.
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The same vertical gradient pattern was
observed for all well clusters at Site 3 except for
well cluster 03MW06. The vertical head gradient is
downward from wells screened at shallow depths
(screened 4.5 to 35 ft bls) to wells screened at an
intermediate depth (55 to 80 ft bls) and upward
from wells with deep screens (134 to 179 ft bls) to
the intermediate and shallow screened wells. This
pattern was observed for well clusters 03MW01,
03MW02, and 03MW04. At well cluster 03MW05, a
downward vertical head gradient was observed
from the shallow screened well to the intermediate
depth screened well; the well cluster lacks a deep
screened well. At well cluster 03MW03, an upward
vertical head gradient was observed from the deep
screened well to the shallow screened well; the
well cluster lacks a well screened at an intermedi-
ate depth. The pattern at well cluster 03MW06,
which is the well cluster in Site 3 closest to Site 5,
is different than the others in Site 3. The vertical
head gradient is upward and downward from the
intermediate zone, which has a higher head than
either the shallow or deep zones.

SUMMARY

A hydrogeological investigation is being con-
ducted as part of the U.S. Navy’s Installation Res-
toration Program to address ground-water
contamination at the Willow Grove NAS/JRB in
Horsham Township, Montgomery County, Pa. The
U.S. Navy requested the USGS provide technical
assistance. Specifically, the USGS was asked to
conduct borehole geophysical logging, to collect
and analyze water-level data, and to sample sec-
tions of a rock core to determine the concentration
of VOC’s in the aquifer matrix. This information is
being used to further identify the sources and path-
ways of contamination and to evaluate manage-
ment strategies for improving water quality.

The Willow Grove NAS/JRB and surrounding
area are underlain by the Stockton Formation,
which forms a complex, heterogeneous aquifer
with partially connected zones of high permeability.
The aquifer is composed of a series of gently dip-
ping lithologic units with different hydraulic proper-
ties, and permeability commonly differs from one
lithologic unit to another.

Borehole geophysical logs were collected in
three monitor wells. Well 05MW04I was logged to a
depth of 151 ft. The principal water-bearing frac-
tures are at 40-42 and 70-82 ft bls. The borehole
geophysical logs indicate upward and downward
vertical gradients are present; the vertical gradient

is upward above 42 ft bls, downward between 42
and 82 ft bls, and upward below 82 ft bls. Well
05MW05I was logged to a depth of 250 ft. The
water-bearing fractures in well 05WM05I are at 52-
58, 72, 114, 142-148, 174, 192, 202-205, and 220-
223 ft bls. The borehole geophysical logs indicate a
downward vertical gradient is present. Well
05MW12I was logged to a depth of 149 ft. The
principal water-bearing fracture is at 109-112 ft bls.
The borehole geophysical logs indicate upward
and downward vertical gradients are present; the
vertical gradient is downward above 112 ft bls and
upward below 112 ft bls.

Contaminants in ground water flowing in frac-
tures may move by molecular diffusion into immo-
bile aquifer pore water under a chemical
concentration gradient. To determine the extent to
which this occurred at Site 5, a 17-ft long rock core
from 23.5 to 40.5 ft bls was obtained in the area
where analyses of soil and ground water showed
the highest concentration of VOC’s. Three water-
bearing fractures in the core were identified by iron
and manganese oxide staining on the fracture
faces. One fracture was in mudstone at 30.8 ft bls,
one fracture was at the contact between mudstone
and weathered coarse-grained sandstone at
35.6 ft bls, and one fracture was in unweathered
coarse-grained sandstone at 35.9 ft bls. Three
samples were analyzed from each water-bearing
fracture—at the fracture face, 2 cm below the frac-
ture, and 4 cm below the fracture. Fifteen VOC’s
were detected. However, concentrations of 1,2-
dichloroethane; trans-1,2-dichloroethene; ethyl
benzene; meta-, ortho-, and para-xylene; methyl-
ene chloride; and 1,1,2-trichloroethane were less
than 1 µg/kg when detected. Concentrations of
benzene (from 0.39 to 3.3 µg/kg), 1,1-DCE (from
0.15 to 13 µg/kg), TCA (from 0.17 to 22 µg/kg), and
TCE (from 0.092 to 9.6 µg/kg) were detected in all
samples. The highest concentrations detected
were for toluene, which was detected at a concen-
tration of 32 and 86 µg/kg in the samples from
unweathered sandstone at 2 and 4 cm below the
fracture, respectively.

Concentrations of VOC’s generally decreased
with distance below the fracture in the mudstone
samples. Concentrations of benzene and toluene
increased with distance below the fracture in the
unweathered sandstone samples. No pattern was
evident in the weathered sandstone samples. Con-
centrations of 1,1-DCE, TCA, and TCE were higher
in the mudstone samples than in the samples from
the other rocks. Toluene concentrations were
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higher in unweathered sandstone than in the other
rocks. The distribution pattern may be related to
the release history, which is unknown.

The presence of contaminants in the aquifer
matrix suggests that the contaminants cannot eas-
ily or rapidly be removed by water flowing in frac-
tures. Contaminants in the matrix may be a con-
tinuing source of low-level contamination to the
ground-water system.

The effect of the pumping of well HWSA-26,
0.2 mi southwest of the base boundary, on ground-
water levels on the base was determined by con-
ducting a hydraulic test. Well HWSA-26 was shut
down for 6 days to allow water levels to recover and
then restarted. Water levels in the vicinity of well
HWSA-26 were measured for 1 week before the
test, during the test, and for 1 week after the test.
Water levels were measured in well HWSA-26 and
11 other wells using transducers and dataloggers
and in 9 wells 3 times per day using electric water-
level-measurement tapes.

The only well that showed an unambiguous
response to the shutdown of well HWSA-26 was
well 02MW01I, which is directly along strike from
well HWSA-26. Four wells, 02MW01S, 02MW03I,
02MW04I, and 05MW11I, showed a rise in water
level that occurred after well HWSA-26 was shut
down. A comparison of climatic data with the
hydrographs from these wells showed the rise in
water level was most likely caused by recharge
from snowmelt during a rise in temperature. The
recovery of well 05MW11I in response to the shut-
down of well HWSA-26 was masked by recharge
from snowmelt but probably does not exceed about
0.2 ft. The water level in well 05MW11I showed a
response to the pumping of well HWSA-26 that
ranged from 0.5 to 0.15 ft. Well 05MW11I is in the
well cluster nearest to the base boundary and is
the well at Site 5 nearest to well HWSA-26. If
extraction wells for remediation are drilled in this
vicinity near the base boundary, off-base pumping
possibly may cause some interference with the
extraction wells.

A map of the regional potentiometric surface
at and in the vicinity of the Willow Grove NAS/JRB
shows a regional ground-water divide running
northeast-southwest approximately through the
center of Site 5. From this divide, ground water
flows both northwest toward Park Creek and south-
east toward Pennypack Creek. The high point on
the divide was centered around wells 05MW02S,
05MW03S, and 05MW04S during the time of

water-level measurements on October 7, 1999.
From this high point, which appears as a ground-
water mound, ground-water flow is radial; the
steepest gradients, however, are to the northwest
and southeast.

Three potentiometric-surface maps were pre-
pared using water-level data from Sites 2, 3, and 5.
Because of vertical head gradients at these sites,
water-level data were grouped into three depth
ranges for contouring. Horizontal gradients differ
with depth, and the rate and direction of ground-
water flow and contaminant movement varies with
depth. The potentiometric-surface map based on
water levels measured in wells screened between
5 and 44 ft bls shows a ground-water mound
around wells 05MW02S, 05MW03S, and
05MW04S. This represents the high point on the
regional ground-water divide. From this mound,
horizontal ground-water flow follows a radial pat-
tern. The hydraulic gradient around this mound is
relatively flat to the southeast and particularly to
the northwest. The potentiometric-surface map
based on water levels measured in wells screened
between 40 and 100 ft bls shows a very flat
hydraulic gradient at Site 5. Differences in the ele-
vation of the potentiometric surface are less than
2 ft. The area of flat hydraulic gradient extends
northwest to Site 3. The water level in well
02MW01I (altitude of 243.01) in the southeastern
part of Site 2 is affected by the pumping of well
HWSA-26 and is much lower than water levels in
other wells at Site 2. The potentiometric-surface
map based on water levels measured in wells
screened between 105 and 179 ft shows a steep
hydraulic gradient between Sites 5 and 2 and
a relatively flat hydraulic gradient between Sites 5
and 3.

Water levels measured on October 7, 1999,
showed downward vertical head gradients for all
well clusters at Sites 5 and 2. Gradients at Site 5
ranged from 0.01 at well cluster 05MW10 to 0.2 at
well cluster 05MW11. Most gradients were
between 0.01 and 0.026. The downward vertical
gradient at Site 5 is what would be expected in a
ground-water divide/recharge area.

Except for well cluster 03MW06, the same
vertical gradient pattern was observed for all well
clusters at Site 3. The vertical head gradient is
downward from wells screened at shallow depths
(screened 4.5 to 35 ft bls) to wells screened at an
intermediate depth (55 to 80 ft bls) and upward
from wells with deep screens (134 to 179 ft bls) to
the intermediate and shallow screened wells. This
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pattern was observed for well clusters 03MW01,
03MW02, and 03MW04. At well cluster 03MW05, a
downward vertical head gradient was observed
from the shallow screened well to the intermediate
depth screened well; the well cluster lacks a deep
screened well. At well cluster 03MW03, an upward
vertical head gradient was observed from the deep
screened well to the shallow screened well; the
well cluster lacks a well screened at an intermedi-
ate depth. The pattern at well cluster 03MW06,
which is the well cluster in Site 3 closest to Site 5,
is different than the others in Site 3. The vertical
head gradient is upward and downward from the
intermediate zone, which has a higher water level
than either the shallow or deep zones.

The vertical head gradient varies with time.
The variability is caused by a difference in the mag-
nitude of water-level fluctuations between the shal-
low wells and deep fractures. The difference in the
magnitude of water-level fluctuations is because of
differences in lithology and aquifer storativity. The
storativity at depth is less than the storativity in the
shallow zone.
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A search of available environmental records was conducted by Environmental Data Resources, Inc (EDR).
The report was designed to assist parties seeking to meet the search requirements of EPA’s Standards
and Practices for All Appropriate Inquiries (40 CFR Part 312), the ASTM Standard Practice for
Environmental Site Assessments (E 1527-05) or custom requirements developed for the evaluation of
environmental risk associated with a parcel of real estate.

TARGET PROPERTY INFORMATION

ADDRESS

1020 SANDY HILL ROAD
NORRISTOWN, PA 19401

COORDINATES

40.113500 - 40˚ 6’ 48.6’’Latitude (North): 
75.323700 - 75˚ 19’ 25.3’’Longitude (West): 
Zone 18Universal Tranverse Mercator: 
472414.1UTM X (Meters): 
4440194.5UTM Y (Meters): 
233 ft. above sea levelElevation:

USGS TOPOGRAPHIC MAP ASSOCIATED WITH TARGET PROPERTY

40075-A3 NORRISTOWN, PATarget Property Map:
1992Most Recent Revision:

40075-B3 LANSDALE, PANorth Map:
1992Most Recent Revision:

TARGET PROPERTY SEARCH RESULTS

The target property was identified in the following government records. For more information on this
property see page 6 of the attached EDR Radius Map report:

 EPA IDDatabase(s)Site

1LT RAY S MUSSELMAN USARC
1020 SANDY HILL RD
NORRISTOWN, PA  19041

PAR000017046RCRA-SQG
FINDS

DATABASES WITH NO MAPPED SITES

No mapped sites were found in EDR’s search of available ("reasonably ascertainable ") government
records either on the target property or within the search radius around the target property for the
following databases:

FEDERAL RECORDS

NPL National Priority List
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Proposed NPL Proposed National Priority List Sites
Delisted NPL National Priority List Deletions
NPL RECOVERY Federal Superfund Liens
CERCLIS Comprehensive Environmental Response, Compensation, and Liability Information
                                                System
RCRA-TSDF Resource Conservation and Recovery Act Information
RCRA-LQG Resource Conservation and Recovery Act Information
ERNS Emergency Response Notification System
HMIRS Hazardous Materials Information Reporting System
US ENG CONTROLS Engineering Controls Sites List
US INST CONTROL Sites with Institutional Controls
DOD Department of Defense Sites
FUDS Formerly Used Defense Sites
US BROWNFIELDS A Listing of Brownfields Sites
CONSENT Superfund (CERCLA) Consent Decrees
ROD Records Of Decision
UMTRA Uranium Mill Tailings Sites
ODI Open Dump Inventory
TRIS Toxic Chemical Release Inventory System
TSCA Toxic Substances Control Act
FTTS FIFRA/ TSCA Tracking System - FIFRA (Federal Insecticide, Fungicide, &
                                                Rodenticide Act)/TSCA (Toxic Substances Control Act)
SSTS Section 7 Tracking Systems
ICIS Integrated Compliance Information System
PADS PCB Activity Database System
MLTS Material Licensing Tracking System
MINES Mines Master Index File
RAATS RCRA Administrative Action Tracking System

STATE AND LOCAL RECORDS

SHWS Hazardous Sites Cleanup Act Site List
HSCA HSCA Remedial Sites Listing
SWF/LF Operating Facilities
UNREG LTANKS Unregulated Tank Cases
UST Listing of Pennsylvania Regulated Underground Storage Tanks
LAST Storage Tank Release Sites
AST Listing of Pennsylvania Regulated Aboveground Storage Tanks
ARCHIVE AST Archived Aboveground Storage Tank Sites
MANIFEST Manifest Information
ACT 2-DEED Act 2-Deed Acknowledgment Sites
ENG CONTROLS Engineering Controls Site Listing
INST CONTROL Institutional Controls Site Listing
VCP Voluntary Cleanup Program Sites
DRYCLEANERS Drycleaner Facility Locations
BROWNFIELDS Brownfields Sites
AIRS Permit and Emissions Inventory Data

TRIBAL RECORDS

INDIAN RESERV Indian Reservations

EDR PROPRIETARY RECORDS

EDR Historical Auto StationsEDR Proprietary Historic Gas Stations
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EDR Historical Cleaners EDR Proprietary Historic Dry Cleaners

SURROUNDING SITES: SEARCH RESULTS

Surrounding sites were identified.

Elevations have been determined from the USGS Digital Elevation Model and should be evaluated on
a relative (not an absolute) basis. Relative elevation information between sites of close proximity
should be field verified. Sites with an elevation equal to or higher than the target property have been
differentiated below from sites with an elevation lower than the target property.
Page numbers and map identification numbers refer to the EDR Radius Map report where detailed
data on individual sites can be reviewed.

Sites listed in bold italics are in multiple databases.

Unmappable (orphan) sites are not considered in the foregoing analysis.

FEDERAL RECORDS

CERCLIS-NFRAP: Archived sites are sites that have been removed and archived from the inventory of CERCLIS
sites. Archived status indicates that, to the best of EPA’s knowledge, assessment at a site has been completed
and that EPA has determined no further steps will be taken to list this site on the National Priorities List
(NPL), unless information indicates this decision was not appropriate or other considerations require a
recommendation for listing at a later time. This decision does not necessarily mean that there is no hazard
associated with a given site; it only means that, based upon available information, the location is not judged
to be a potential NPL site.

     A review of the CERC-NFRAP list, as provided by EDR, and dated 02/01/2006 has revealed that there is
     1 CERC-NFRAP site  within approximately  0.5 miles of the target property.

PageMap IDDist / Dir     Address     Lower Elevation ____________________     ________     ____________________

1310SW1/4 - 1/2  816 E MAIN ST     ROMA KOTE PAINT CO

CORRACTS: CORRACTS is a list of handlers with RCRA Corrective Action Activity. This report shows
which nationally-defined corrective action core events have occurred for every handler that has had corrective
action activity.

     A review of the CORRACTS list, as provided by EDR, and dated 03/15/2006 has revealed that there are 2
     CORRACTS sites within approximately 1 mile  of the target property.

PageMap IDDist / Dir     Address     Lower Elevation ____________________     ________     ____________________

1412SSE1/2 - 1  E/S CONSHOHOCKEN RD     SPRAY PROD CORP
1614SW1/2 - 1  RAMBO & DEPOT STS     TUBE METHODS INC

RCRAInfo: RCRAInfo is EPA’s comprehensive information system, providing access to data supporting
the Resource Conservation and Recovery Act ( RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA)
of 1984. RCRAInfo replaces the data recording and reporting abilities of the Resource Conservation and
Recovery Information System(RCRIS). The database includes selective information on sites which generate,
transport, store , treat and/or dispose of hazardous waste as defined by the Resource Conservation and
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Recovery Act (RCRA). Conditionally exempt small quantity generators (CESQGs) generate less than 100 kg of
hazardous waste, or less than 1 kg of acutely hazardous waste per month. Small quantity generators (SQGs)
generate between 100 kg and 1,000 kg of hazardous waste per month Large quantity generators generate over
1,000 kilograms (kg) of hazardous waste, or over 1 kg of acutely hazardous waste per month. Transporters are
individuals or entities that move hazardous waste from the generator offsite to a facility that can recycle,
treat, store, or dispose of the waste. TSDFs treat, store, or dispose of the waste.

     A review of the RCRA-SQG list, as provided by EDR, and dated 03/09/2006 has revealed that there are 2
     RCRA-SQG sites within approximately  0.25 miles of the target property.

PageMap IDDist / Dir     Address     Equal/Higher Elevation ____________________     ________     ____________________

6A2W0 - 1/8  1000 SANDY HILL RD     GENUARDI SUPER MARKETS

PageMap IDDist / Dir     Address     Lower Elevation ____________________     ________     ____________________

84SW0 - 1/8  SANDY HILL S CTR 1018 S     SHERWIN-WILLIAMS CO THE

STATE AND LOCAL RECORDS

HIST LF: The report provides facility information recorded in the Pennsylvania Department of
Environmental Protection ALI database. Some of this information has been abstracted from old records and may
not accurately reflect the current conditions and status at these facilities.

     A review of the HIST LF list, as provided by EDR, and dated 01/04/2005 has revealed that there are 2
     HIST LF sites within approximately  0.5 miles of the target property.

PageMap IDDist / Dir     Address     Lower Elevation ____________________     ________     ____________________

95E0 - 1/8  409 RIVERVIEW ROAD     DISANTO
1411SSW1/4 - 1/2  200 ROSS STREET     EAST NORRITON-PLYMOUTH WHITPAI

LUST: The Leaking Underground Storage Tank Incident Reports contain an inventory of reported
leaking underground storage tank incidents. The data come from the Department of Environmental Resources’ List
of Confirmed Releases.

     A review of the LUST list, as provided by EDR, and dated 03/09/2006 has revealed that there are 5
     LUST sites within approximately  0.5 miles of the target property.

PageMap IDDist / Dir     Address     Equal/Higher Elevation ____________________     ________     ____________________

73ENE0 - 1/8  1349 SANDY HILL RD     MONTYS SVC CTR
Facility Status: Interim Remedial Actions Initiated or Completed
Facility Status: Administrative Close Out (ACO)

PageMap IDDist / Dir     Address     Lower Elevation ____________________     ________     ____________________

96WSW1/8 - 1/4  770 SANDY ST     CELESTINO MADDONNI
Facility Status: Cleanup Completed

97WSW1/4 - 1/2  733 E AIRY ST     OJP AUTO SVC
Facility Status: Inactive

108S1/4 - 1/2  1100 E RIDGE PIKE     J & J TEXACO
Facility Status: Inactive

119SSW1/4 - 1/2  903 E MAIN ST     FUEL & GO INC
Facility Status: Cleanup Completed
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ARCHIVE UST: The list includes tanks storing highly hazardous substances that were removed from the
DEP’s Storage Tank Information database because of the Department’s policy on sensitive information.  The list
also may include tanks that are removed or permanently closed.

     A review of the ARCHIVE UST list, as provided by EDR, and dated 06/01/2006 has revealed that there is
     1 ARCHIVE UST site  within approximately  0.25 miles of the target property.

PageMap IDDist / Dir     Address     Equal/Higher Elevation ____________________     ________     ____________________

73ENE0 - 1/8  1349 SANDY HILL RD     MONTYS SVC CTR

EDR PROPRIETARY RECORDS

EDR Manufactured Gas Plants: The EDR Proprietary Manufactured Gas Plant Database includes records of coal gas plants
(manufactured gas plants) compiled by EDR’s researchers. Manufactured gas sites were used in the United States
from the 1800’s to 1950’s to produce a gas that could be distributed and used as fuel.  These plants used
whale oil, rosin, coal, or a mixture of coal, oil, and water that also produced a significant amount of waste.
Many of the byproducts of the gas production, such as coal tar (oily waste containing volatile and
non-volatile chemicals), sludges, oils and other compounds are potentially hazardous to human health and the
environment. The byproduct from this process was frequently disposed of directly at the plant site and can
remain or spread slowly, serving as a continuous source of soil and groundwater contamination.

     A review of the Manufactured Gas Plants list, as provided by EDR, has revealed that there is 1
     Manufactured Gas Plants site  within approximately 1 mile  of the target property.

PageMap IDDist / Dir     Address     Lower Elevation ____________________     ________     ____________________

1613WSW1/2 - 1  E WASHINGTON STREET     NORRISTOWN GAS WORKS
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Due to poor or inadequate address information, the following sites were not mapped:

Database(s)Site Name ________________________

CERCLISEAST NORRITON PCE SITE
CERCLIS, FINDSWESTERN NORRISTOWN STUDY AREA
CERCLISWEST JAMES STREET & FOREST AVENUE
CERC-NFRAPKRYLON INC
CERC-NFRAPVALLEY FORGE BREWING CO
CERC-NFRAPASPHALT PAVING & SUPPLY
VCPE NORRITON SHOPPING CTR AC
SWF/LFONYX WASTE SVC TRANSF FAC
LUSTAMOCO CAR WASH
LUSTJIM WYNN VOLVO
LUSTGRETZ BEER
EDR Historical Auto StationsBUD S GARAGE
EDR Historical Auto StationsAL S SINCLAIR STATION
EDR Historical Auto StationsMC GEENEY S ESSO SERVICE CENTER
EDR Historical Auto StationsSTAN S SUNOCO SERVICE STATION
EDR Historical Auto StationsBUCHA S ESSO SERVICE
EDR Historical Auto StationsSHELTON S SUNOCO SERVICE STATION
EDR Historical Auto StationsSAMBENETTL S SERVICE STATION
EDR Historical Auto StationsTHIN S ESSO SERVICE STATION
EDR Historical Auto StationsGREG S AUTO RADIATOR SERVICE
EDR Historical Auto StationsGAMBONE S ATLANTIC SERVICE STATION
EDR Historical Auto StationsSULLIVAN S AMOCO STATION
EDR Historical Auto StationsMELNICK S ESSO SERVICENTER
EDR Historical Auto StationsKEEBLER S SUPER AUTO SERVICE
EDR Historical Auto StationsARCHIE S AUTO REPAIR SHOP
EDR Historical Auto StationsTAKE S MODERN AUTO LAUNDRY
EDR Historical CleanersDIPPER S CLEANERS & DYERS
EDR Historical CleanersYOUNG S DRY CLEANSERS
EDR Historical CleanersHAEFELIN S
EDR Historical CleanersPEOPLE S CLEANERS & DYERS
EDR Historical CleanersMARCELLI S CLEANERS
EDR Historical CleanersSHAFER S DRY CLEANERS & LAUNDERERS
EDR Historical CleanersSCHAFER S DRY CLEANERS & LAUNDER-
EDR Historical CleanersBILL S CLEANERS
EDR Historical CleanersA STAHL SAMI S

http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAw9yw4HkHroB9irICj2rAwodQS5Ed7vFtwRKyM4jMtoPEocB2NsFEayqBwQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAw7yw4HkHro69irICj2r6wodQS5Ed2vFtwRKyM8jMtoPEoc92NsFEayq8wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAw9yw4HkHro59irICj2r9wodQS5Ed4vFtwRKyM5jMtoPEocA2NsFEayq6wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAw5yw4HkHroA9irICj2r8wodQS5Ed7vFtwRKyM6jMtoPEoc82NsFEayqAwQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAw5yw4HkHroA9irICj2r8wodQS5Ed7vFtwRKyM6jMtoPEoc82NsFEayq3wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAw5yw4HkHroA9irICj2r8wodQS5Ed7vFtwRKyM3jMtoPEocB2NsFEayq3wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI9UKxkc9Cbx3dEg5RHrK2.ItNbEAw8yw4HkHroB9irICj2rAwodQS5Ed5vFtwRKyM5jMtoPEoc82NsFEayq5wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI9UKxkc9Cbx3dEg5RHrK2.ItNbEAw8yw4HkHro69irICj2r7wodQS5Ed4vFtwRKyM6jMtoPEoc82NsFEayq9wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI9UKxkc9Cbx3dEg5RHrK2.ItNbEAw8yw4HkHroB9irICj2r3wodQS5Ed8vFtwRKyMBjMtoPEoc62NsFEayqAwQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI9UKxkc9Cbx3dEg5RHrK2.ItNbEAw6yw4HkHro39irICj2r7wodQS5Ed6vFtwRKyMBjMtoPEoc52NsFEayq4wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI9UKxkc9Cbx3dEg5RHrK2.ItNbEAw6yw4HkHro79irICj2r5wodQS5Ed5vFtwRKyMBjMtoPEoc92NsFEayq5wQRfWOjX2
http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAwByw4HkHro29irICj2rBwodQS5Ed2vFtwRKyM6jMtoPEoc52NsFEayqAwQRfWOjX2
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http://bin2.edrnet.com/scripts/acctsvc/sr.asp?ID=4VF4laV6SFkC2gHltEa4H9rj6d5StK3tEksaCRO7MPg34HzyBjftNOEB54s5407HAJ32vrl2jSt8vAdVQ5Ff57qtm2Kf.4GqVf5FiH2ZMlMiaOk8g065aSOJ2skkwlCjv9rkgNWHCD3kftK6Elf57I4QmH932PyrXKjTi8vgdyb5eN4fNVqPF7m3DtlHLaie5CW6dSStg2dkkMACwd3N0gqrH3o9MDtUoEJr3ZV4bSHeg6v6rSsjn948Dd465Jg6CHtV0K2n9fPtxsEoS1b0s8caj94MbREhOf.3riMEIPT843W3kU4Y4tG3z6tyyQ4jvV.TFy536hlnJaHs2ie6dOSI93Kxkc9Cbx2dEg5RHrK2.ItNbEAwByw4HkHro39irICj2rBwodQS5Ed9vFtwRKyM4jMtoPEocB2NsFEayqBwQRfWOjX2
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MAP FINDINGS SUMMARY

Search
Target Distance Total

Database Property (Miles) < 1/8 1/8 - 1/4 1/4 - 1/2 1/2 - 1 > 1 Plotted

FEDERAL RECORDS

    0  NR     0      0      0    0 1.000NPL
    0  NR     0      0      0    0 1.000Proposed NPL
    0  NR     0      0      0    0 1.000Delisted NPL
    0  NR   NR    NR    NR  NR   TPNPL RECOVERY
    0  NR   NR      0      0    0 0.500CERCLIS
    1  NR   NR      1      0    0 0.500CERC-NFRAP
    2  NR     2      0      0    0 1.000CORRACTS
    0  NR   NR      0      0    0 0.500RCRA TSD
    0  NR   NR    NR      0    0 0.250RCRA Lg. Quan. Gen.
    2  NR   NR    NR      0    2 0.250      XRCRA Sm. Quan. Gen.
    0  NR   NR    NR    NR  NR   TPERNS
    0  NR   NR    NR    NR  NR   TPHMIRS
    0  NR   NR      0      0    0 0.500US ENG CONTROLS
    0  NR   NR      0      0    0 0.500US INST CONTROL
    0  NR     0      0      0    0 1.000DOD
    0  NR     0      0      0    0 1.000FUDS
    0  NR   NR      0      0    0 0.500US BROWNFIELDS
    0  NR     0      0      0    0 1.000CONSENT
    0  NR     0      0      0    0 1.000ROD
    0  NR   NR      0      0    0 0.500UMTRA
    0  NR   NR      0      0    0 0.500ODI
    0  NR   NR    NR    NR  NR   TPTRIS
    0  NR   NR    NR    NR  NR   TPTSCA
    0  NR   NR    NR    NR  NR   TPFTTS
    0  NR   NR    NR    NR  NR   TPSSTS
    0  NR   NR    NR    NR  NR   TPICIS
    0  NR   NR    NR    NR  NR   TPPADS
    0  NR   NR    NR    NR  NR   TPMLTS
    0  NR   NR    NR      0    0 0.250MINES
    0  NR   NR    NR    NR  NR   TP      XFINDS
    0  NR   NR    NR    NR  NR   TPRAATS

STATE AND LOCAL RECORDS

    0  NR     0      0      0    0 1.000State Haz. Waste
    0  NR     0      0      0    0 1.000HSCA
    0  NR   NR      0      0    0 0.500SWF/LF
    2  NR   NR      1      0    1 0.500HIST LF
    5  NR   NR      3      1    1 0.500LUST
    0  NR   NR      0      0    0 0.500UNREG LTANKS
    0  NR   NR    NR      0    0 0.250UST
    1  NR   NR    NR      0    1 0.250ARCHIVE UST
    0  NR   NR      0      0    0 0.500LAST
    0  NR   NR    NR      0    0 0.250AST
    0  NR   NR    NR    NR  NR   TPARCHIVE AST
    0  NR   NR    NR      0    0 0.250MANIFEST
    0  NR   NR      0      0    0 0.500ACT 2-DEED
    0  NR   NR      0      0    0 0.500ENG CONTROLS
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MAP FINDINGS SUMMARY

Search
Target Distance Total

Database Property (Miles) < 1/8 1/8 - 1/4 1/4 - 1/2 1/2 - 1 > 1 Plotted

    0  NR   NR      0      0    0 0.500INST CONTROL
    0  NR   NR      0      0    0 0.500VCP
    0  NR   NR    NR      0    0 0.250DRYCLEANERS
    0  NR   NR      0      0    0 0.500BROWNFIELDS
    0  NR   NR    NR    NR  NR   TPAIRS

TRIBAL RECORDS

    0  NR     0      0      0    0 1.000INDIAN RESERV

EDR PROPRIETARY RECORDS

    1  NR     1      0      0    0 1.000Manufactured Gas Plants
    0  NR   NR    NR      0    0 0.250EDR Historical Auto Stations
    0  NR   NR    NR      0    0 0.250EDR Historical Cleaners

NOTES:

   TP = Target Property

   NR = Not Requested at this Search Distance

   Sites may be listed in more than one database
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

track the notification, permit, compliance, and corrective action activities required under RCRA. 
transport, and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA program staff to
(RCRA) program through the tracking of events and activities related to facilities that generate,
RCRAInfo is a national information system that supports the Resource Conservation and Recovery Act

that DEP regulates.
Department-wide database that provides a holistic view of clients and sites (including facilities)
PA-EFACTS (Pennsylvania - Environmental Facility Application Compliance Tracking System) is a

Other Pertinent Environmental Activity Identified at Site:
FINDS:

No violations foundViolation Status:

Not reportedTSDF Activities:
Conditionally Exempt Small Quantity GeneratorClassification:

(215) 443-1643
KENDRA BORKAContact:

PAR000017046EPA ID:
(724) 693-2332
99TH REGIONAL SUP COMMANDOwner:

RCRAInfo:

Site 1 of 2 in cluster A
Actual:
233 ft.

Property NORRISTOWN, PA  19041
Target FINDS1020 SANDY HILL RD PAR000017046
A1 RCRA-SQG1LT RAY S MUSSELMAN USARC 1004776763

track the notification, permit, compliance, and corrective action activities required under RCRA. 
transport, and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA program staff to
(RCRA) program through the tracking of events and activities related to facilities that generate,
RCRAInfo is a national information system that supports the Resource Conservation and Recovery Act

Other Pertinent Environmental Activity Identified at Site:
FINDS:

No violations foundViolation Status:

Not reportedTSDF Activities:
Small Quantity GeneratorClassification:

(610) 270-8576
REINHOLD SCHOTTLEContact:

PAR000007815EPA ID:
(610) 270-8576
GENUARDIS INCOwner:

RCRAInfo:

Site 2 of 2 in cluster A
84 ft.

Relative:
Equal

Actual:
233 ft.

< 1/8 NORRISTOWN, PA  19401
West FINDS1000 SANDY HILL RD PAR000007815
A2 RCRA-SQGGENUARDI SUPER MARKETS 1001030195
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 275-7839Owner Phone :

NORRISTOWN, PA 19401
900 CEDAR LNOwner Address :

 MONTALBANO JOSEPH COwner Name :
1015Owner Id Number :TEMPORARILY OUT OF USEStatus :
GASOLINESubstance :00004000Capacity :
05/15/1986Installation Date :002Tank Sequence # :
46-10187Facility Id Number :42567Tank Id Number :

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 275-7839Owner Phone :

NORRISTOWN, PA 19401
900 CEDAR LNOwner Address :

 MONTALBANO JOSEPH COwner Name :
1015Owner Id Number :TEMPORARILY OUT OF USEStatus :
GASOLINESubstance :00008000Capacity :
06/10/1977Installation Date :001Tank Sequence # :
46-10187Facility Id Number :42566Tank Id Number :

PA UST ARCHIVE:

MONTYS SVC CTRDescription:
South EastRegion:
2001-10-15 00:00:00Release Date:
2006-02-14 00:00:00Status Date:
Administrative Close Out (ACO)Facility Status:
Undergroung Storage Tank Containing PetroleumFacility Type:
46-10187Facility Id:

MONTYS SVC CTRDescription:
South EastRegion:
2000-03-11 00:00:00Release Date:
2006-02-14 00:00:00Status Date:
Administrative Close Out (ACO)Facility Status:
Undergroung Storage Tank Containing PetroleumFacility Type:
46-10187Facility Id:

MONTYS SVC CTRDescription:
South EastRegion:
1999-12-14 00:00:00Release Date:
Not reportedStatus Date:
Interim Remedial Actions Initiated or CompletedFacility Status:
Undergroung Storage Tank Containing PetroleumFacility Type:
46-10187Facility Id:

LUST:

495 ft.

Relative:
Higher

Actual:
237 ft.

< 1/8 NORRISTOWN, PA  19401
ENE ARCHIVE UST1349 SANDY HILL RD    N/A
3 LUSTMONTYS SVC CTR U001459684
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 275-7839Owner Phone :

NORRISTOWN, PA 19401
900 CEDAR LNOwner Address :

 MONTALBANO JOSEPH COwner Name :
1015Owner Id Number :TEMPORARILY OUT OF USEStatus :
DIESELSubstance :00002000Capacity :
05/15/1986Installation Date :004Tank Sequence # :
46-10187Facility Id Number :42569Tank Id Number :

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 275-7839Owner Phone :

NORRISTOWN, PA 19401
900 CEDAR LNOwner Address :

 MONTALBANO JOSEPH COwner Name :
1015Owner Id Number :TEMPORARILY OUT OF USEStatus :
GASOLINESubstance :00004000Capacity :
05/15/1986Installation Date :003Tank Sequence # :
46-10187Facility Id Number :42568Tank Id Number :

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :

MONTYS SVC CTR  (Continued) U001459684

637 ft.

Relative:
Lower

Actual:
211 ft.

< 1/8 NORRISTOWN, PA  19401
SW FINDSSANDY HILL S CTR 1018 SANDY ST PAD000739326
4 RCRA-SQGSHERWIN-WILLIAMS CO THE 1000370741
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

track the notification, permit, compliance, and corrective action activities required under RCRA. 
transport, and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA program staff to
(RCRA) program through the tracking of events and activities related to facilities that generate,
RCRAInfo is a national information system that supports the Resource Conservation and Recovery Act

Other Pertinent Environmental Activity Identified at Site:
FINDS:

No violations foundViolation Status:

Not reportedTSDF Activities:
Small Quantity GeneratorClassification:

(216) 566-3096
H. WILLIAMS JRContact:

PAD000739326EPA ID:
(215) 555-1212
SHERWIN WILLIAMS COOwner:

RCRAInfo:

SHERWIN-WILLIAMS CO THE  (Continued) 1000370741

                    Not reportedContact Tele :
                    Not reportedContact Name :
                    Not reportedCont ID :
                    Not reportedSize Acres :
                    X87092100312Permit Number :

LF HIST INACTIVE:

646 ft.

Relative:
Lower

Actual:
231 ft.

< 1/8 NORRISTOWN, PA  19401
East 409 RIVERVIEW ROAD    N/A
5 HIST LFDISANTO S106934791

CELESTINO MADDONNIDescription:
South EastRegion:
1989-08-05 00:00:00Release Date:
1994-12-29 00:00:00Status Date:
Cleanup CompletedFacility Status:
Undergroung Storage Tank Containing PetroleumFacility Type:
46-45994Facility Id:

LUST:

1085 ft.

Relative:
Lower

Actual:
224 ft.

1/8-1/4 NORRISTOWN, PA  
WSW 770 SANDY ST    N/A
6 LUSTCELESTINO MADDONNI S101476281

1989-08-05 00:00:00Release Date:
1999-12-31 00:00:00Status Date:
InactiveFacility Status:
Undergroung Storage Tank Containing PetroleumFacility Type:
46-43005Facility Id:

LUST:

1472 ft.

Relative:
Lower

Actual:
196 ft.

1/4-1/2 NORRISTOWN, PA  
WSW 733 E AIRY ST    N/A
7 LUSTOJP AUTO SVC S101473760
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

OJP AUTO SVCDescription:
South EastRegion:

OJP AUTO SVC  (Continued) S101473760

               4100Region Code :
               2005-06-07 00:00:00Tank Last Dt Inspected :
               Facility Operation InspectionInspection Code :
               USTTank Code :
               2007-02-04 00:00:00Regulated Expiration Dt:
               EP SE Rgnl OffRegion Code Name :
               Not reportedSecondary Facility Address :
               46-40232Other Id :
               NORRISTOWN, PA 19401
               1100 E RIDGE PIKEMailing Address:
               J & J TEXACO INCMailing Name :
               188627Client Id Number :
               PlymouthMunicipality Name :
               Currently in UseTank Status:
               GasolineSubstance:
               001Tank Seq No:
               1983-04-01Date Installed:
               8000Capacity:
               584028Site ID:

               4100Region Code :
               2005-06-07 00:00:00Tank Last Dt Inspected :
               Facility Operation InspectionInspection Code :
               USTTank Code :
               2007-02-04 00:00:00Regulated Expiration Dt:
               EP SE Rgnl OffRegion Code Name :
               Not reportedSecondary Facility Address :
               46-40232Other Id :
               NORRISTOWN, PA 19401
               1100 E RIDGE PIKEMailing Address:
               J & J TEXACO INCMailing Name :
               188627Client Id Number :
               PlymouthMunicipality Name :
               Currently in UseTank Status:
               GasolineSubstance:
               002Tank Seq No:
               1983-04-01Date Installed:
               8000Capacity:
               584028Site ID:

UST:

FRANGIASA BROS SVC STADescription:
South EastRegion:
1989-08-05 00:00:00Release Date:
1999-12-31 00:00:00Status Date:
InactiveFacility Status:
Undergroung Storage Tank Containing PetroleumFacility Type:
46-40232Facility Id:

LUST:

1819 ft.

Relative:
Lower

Actual:
82 ft.

1/4-1/2 NORRISTOWN, PA  19401
South UST1100 E RIDGE PIKE    N/A
8 LUSTJ & J TEXACO U003165601
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

               4100Region Code :
               2005-06-07 00:00:00Tank Last Dt Inspected :
               Facility Operation InspectionInspection Code :
               USTTank Code :
               2007-02-04 00:00:00Regulated Expiration Dt:
               EP SE Rgnl OffRegion Code Name :
               Not reportedSecondary Facility Address :
               46-40232Other Id :
               NORRISTOWN, PA 19401
               1100 E RIDGE PIKEMailing Address:
               J & J TEXACO INCMailing Name :
               188627Client Id Number :
               PlymouthMunicipality Name :
               Currently in UseTank Status:
               Diesel FuelSubstance:
               010Tank Seq No:
               1999-08-17Date Installed:
               12000Capacity:
               584028Site ID:

               4100Region Code :
               2005-06-07 00:00:00Tank Last Dt Inspected :
               Facility Operation InspectionInspection Code :
               USTTank Code :
               2007-02-04 00:00:00Regulated Expiration Dt:
               EP SE Rgnl OffRegion Code Name :
               Not reportedSecondary Facility Address :
               46-40232Other Id :
               NORRISTOWN, PA 19401
               1100 E RIDGE PIKEMailing Address:
               J & J TEXACO INCMailing Name :
               188627Client Id Number :
               PlymouthMunicipality Name :
               Currently in UseTank Status:
               GasolineSubstance:
               009Tank Seq No:
               1996-03-01Date Installed:
               6000Capacity:
               584028Site ID:

J & J TEXACO  (Continued) U003165601

DIESELSubstance :00006000Capacity :
04/01/1984Installation Date :001Tank Sequence # :
46-42158Facility Id Number :76891Tank Id Number :

PA UST ARCHIVE:

NOCDescription:
South EastRegion:
2003-04-10 00:00:00Release Date:
2004-08-19 00:00:00Status Date:
Cleanup CompletedFacility Status:
Undergroung Storage Tank Containing PetroleumFacility Type:
46-42158Facility Id:

LUST:

1922 ft.

Relative:
Lower

Actual:
85 ft.

1/4-1/2 NORRISTOWN, PA  19401
SSW ARCHIVE UST903 E MAIN ST    N/A
9 LUSTFUEL & GO INC U001960556
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

903 E MAIN STOwner Address :
 FUEL & GO INCOwner Name :
13997Owner Id Number :TEMPORARILY OUT OF USEStatus :
DIESELSubstance :00008000Capacity :
04/01/1984Installation Date :004Tank Sequence # :
46-42158Facility Id Number :76894Tank Id Number :

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 279-4410Owner Phone :

NORRISTOWN, PA 19401
903 E MAIN STOwner Address :

 FUEL & GO INCOwner Name :
13997Owner Id Number :CURRENTLY IN USEStatus :
GASOLINESubstance :00006000Capacity :
04/01/1984Installation Date :003Tank Sequence # :
46-42158Facility Id Number :76893Tank Id Number :

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 279-4410Owner Phone :

NORRISTOWN, PA 19401
903 E MAIN STOwner Address :

 FUEL & GO INCOwner Name :
13997Owner Id Number :CURRENTLY IN USEStatus :
DIESELSubstance :00006000Capacity :
04/01/1984Installation Date :002Tank Sequence # :
46-42158Facility Id Number :76892Tank Id Number :

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 279-4410Owner Phone :

NORRISTOWN, PA 19401
903 E MAIN STOwner Address :

 FUEL & GO INCOwner Name :
13997Owner Id Number :TEMPORARILY OUT OF USEStatus :

FUEL & GO INC  (Continued) U001960556
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 279-4410Owner Phone :

NORRISTOWN, PA 19401
903 E MAIN STOwner Address :

 FUEL & GO INCOwner Name :
13997Owner Id Number :CURRENTLY IN USEStatus :
KEROSENESubstance :00002000Capacity :
06/01/1987Installation Date :005Tank Sequence # :
46-42158Facility Id Number :76895Tank Id Number :

             Not reportedSite ID :
             Not reportedTank Substance End Dt :
             Not reportedStatus Code End Date :

Not reportedDt Last Inspection :Not reportedInspection Code :
Not reportedTank Code :Not reportedReg Exp Date :
Not reportedRegn Code Name :Not reportedOther Id :

 RP Address :
Not reportedRegion Code :Not reportedResp Party Name :
Not reportedClient Date :Not reportedMunicipality  :
46County Code :(610) 279-4410Owner Phone :

NORRISTOWN, PA 19401

FUEL & GO INC  (Continued) U001960556

06/15/1990Completed:NON-NPL PRP SEARCHAssessment:
05/25/1990Completed:REMOVAL ASSESSMENTAssessment:
08/16/1989Completed:REMOVAL ASSESSMENTAssessment:
07/29/1988Completed:ARCHIVE SITEAssessment:
07/29/1988Completed:ARCHIVE SITEAssessment:
07/29/1988Completed:SITE INSPECTIONAssessment:
05/12/1987Completed:PRELIMINARY ASSESSMENTAssessment:
03/01/1985Completed:DISCOVERYAssessment:

CERCLIS-NFRAP Assessment History:
  Not on the NPLNPL Status:
  NFRAPNon NPL Code:
  Not a Federal FacilityFederal Facility:

CERCLIS-NFRAP Classification Data:

2031 ft.

Relative:
Lower

Actual:
84 ft.

1/4-1/2 NORRISTOWN, PA  19401
SW 816 E MAIN ST PAD981034135
10 CERC-NFRAPROMA KOTE PAINT CO 1003865450
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedContact Tele :
                    Not reportedContact Name :
                    Not reportedCont ID :
                    Not reportedSize Acres :
                    400682Permit Number :

LF HIST INACTIVE:

2364 ft.

Relative:
Lower

Actual:
70 ft.

1/4-1/2 NORRISTOWN, PA  19401
SSW 200 ROSS STREET    N/A
11 HIST LFEAST NORRITON-PLYMOUTH WHITPAIN JSA S106934805

38115.00F00338115.00D001
__________________________________ Quantity (Lbs)WasteQuantity (Lbs)Waste

Last Biennial Reporting Year: 2003
BIENNIAL REPORTS:

Not reportedTSDF Activities:
Large Quantity GeneratorClassification:

(215) 277-1010
ANDREW ORRContact:

PAD042716084EPA ID:
(215) 277-1010
SPRAY PRODUCTS CORPORATIONOwner:

RCRAInfo:

12/01/1991Event Date:
priority.
CA Prioritization, Facility or area was assigned a low corrective actionEvent:

RCRAInfo Corrective Action Summary:

                      All Other Miscellaneous Chemical Product and Preparation Manufacturing2002 NAICS Title:
                      action priority
                      CA075LO - CA Prioritization, Facility or area was assigned a low correctiveCorrective Action:

12/01/1991Actual Date:
ENTIRE FACILITYArea Name:
03Region:
PAD042716084EPA Id:
  

CORRACTS Data:

01/23/1996Completed:ARCHIVE SITEAssessment:
06/13/1989Completed:PRELIMINARY ASSESSMENTAssessment:
09/09/1988Completed:DISCOVERYAssessment:

CERCLIS-NFRAP Assessment History:
  Not on the NPLNPL Status:
  DRNon NPL Code:
  Not a Federal FacilityFederal Facility:

CERCLIS-NFRAP Classification Data:

3199 ft. CERC-NFRAP

Relative:
Lower

Actual:
97 ft.

1/2-1 CORRACTSNORRISTOWN, PA  19401
SSE RCRA-LQGE/S CONSHOHOCKEN RD PAD042716084
12 FINDSSPRAY PROD CORP 1000161005
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

transported off-site. 
300 listed toxic chemicals that these facilities release directly to air, water, land, or that are
TRIS (Toxics Release Inventory System) contains information from facilities on the amounts of over

track the notification, permit, compliance, and corrective action activities required under RCRA. 
transport, and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA program staff to
(RCRA) program through the tracking of events and activities related to facilities that generate,
RCRAInfo is a national information system that supports the Resource Conservation and Recovery Act

permit, compliance, and enforcement status of NPDES facilities. 
National Pollutant Discharge Elimination System (NPDES) permit holding facilities. PCS tracks the
PCS (Permit Compliance System) is a computerized management information system that contains data on

that DEP regulates.
Department-wide database that provides a holistic view of clients and sites (including facilities)
PA-EFACTS (Pennsylvania - Environmental Facility Application Compliance Tracking System) is a

that emit criteria air pollutants and their precursors, as well as hazardous air pollutants (HAPs).
The NEI (National Emissions Inventory) database contains information on stationary and mobile sources

Air Act. 
undergoing a major redesign to support facility operating permits required under Title V of the Clean
regulatory programs and by EPA as an input for the estimation of total national emissions. AFS is
plants. AFS data are utilized by states to prepare State Implementation Plans to comply with
pollution in the United States. AFS is used to track emissions and compliance data from industrial
of Aerometric Data (SAROAD). AIRS is the national repository for information concerning airborne
Compliance Data System (CDS), the National Emission Data System (NEDS), and the Storage and Retrieval
AFS (Aerometric Information Retrieval System (AIRS) Facility Subsystem) replaces the former

Other Pertinent Environmental Activity Identified at Site:
FINDS:

20050721GENERATOR-GENERAL REQUIREMENTS
20050721GENERATOR-GENERAL REQUIREMENTS
20050721GENERATOR-GENERAL REQUIREMENTS
20050721GENERATOR-GENERAL REQUIREMENTSCompliance Evaluation Inspection
__________________________________________________________________________ ComplianceArea of ViolationEvaluation
Date of

 There are 4 violation record(s) reported at this site:

                                        07/21/2005  Actual Date Achieved Compliance:
                                        07/21/2005  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40 CFR 262.34(a)(3)  Regulation Violated:

                                        07/21/2005  Actual Date Achieved Compliance:
                                        07/21/2005  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40 CFR 262.34(c)  Regulation Violated:

                                        07/21/2005  Actual Date Achieved Compliance:
                                        07/21/2005  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40 CFR 262.34(a)(2)  Regulation Violated:

                                        07/21/2005  Actual Date Achieved Compliance:
                                        07/21/2005  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        SWMA 6018.403(b)(2)  Regulation Violated:

Violations existViolation Status:

SPRAY PROD CORP  (Continued) 1000161005
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

GAS AND ELECTRIC CO.
Alternate Name: GAS CO OF MONTGOMERY COUNTY; PHILADELPHIA SUBURBAN COUNTIES

4426 ft.

Relative:
Lower

Actual:
70 ft.

1/2-1 NORRISTOWN, PA  19401
WSW E WASHINGTON STREET    N/A
13 Manufactured Gas PlantsNORRISTOWN GAS WORKS 1008408586

Not reportedTSDF Activities:
Large Quantity Generator, TSDFClassification:

(215) 279-7700
KENNETH SCHWEITEZERContact:

PAD002370005EPA ID:
(215) 279-7700
TUBE METHODS INCOwner:

RCRAInfo:

12/01/1991Event Date:
priority.
CA Prioritization, Facility or area was assigned a medium corrective actionEvent:

RCRAInfo Corrective Action Summary:

                      Iron and Steel Pipe and Tube Manufacturing from Purchased Steel2002 NAICS Title:
                      action priority
                      CA075ME - CA Prioritization, Facility or area was assigned a medium correctiveCorrective Action:

12/01/1991Actual Date:
ENTIRE FACILITYArea Name:
03Region:
PAD002370005EPA Id:
  

CORRACTS Data:

08/04/2001Completed:PRELIMINARY ASSESSMENTAssessment:
01/23/1996Completed:ARCHIVE SITEAssessment:
08/08/1989Completed:PRELIMINARY ASSESSMENTAssessment:
09/09/1988Completed:DISCOVERYAssessment:

CERCLIS-NFRAP Assessment History:
  Not on the NPLNPL Status:
  NFRAPNon NPL Code:
  Not a Federal FacilityFederal Facility:

CERCLIS-NFRAP Classification Data:

NJ MANIFEST
NY MANIFEST

MANIFEST
CERC-NFRAP

CORRACTS
4716 ft. RAATS

Relative:
Lower

Actual:
78 ft.

1/2-1 RCRA-TSDFBRIDGEPORT, PA  19405
SW RCRA-LQGRAMBO & DEPOT STS PAD002370005
14 FINDSTUBE METHODS INC 1000197538

TC01714247.212r   Page 16



MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

                                        Not reported     Penalty Type:
                                        01/20/1999     Enforcement Action Date:
                                        WRITTEN INFORMAL     Enforcement Action:

                                        03/17/1999  Actual Date Achieved Compliance:
                                        12/14/1998  Date Violation Determined:
                                        GENERATOR-PRE-TRANSPORT REQUIREMENTS  Area of Violation:
                                        262.11  Regulation Violated:

                                        Not reported     Penalty Type:
                                        01/20/1999     Enforcement Action Date:
                                        WRITTEN INFORMAL     Enforcement Action:

                                        03/17/1999  Actual Date Achieved Compliance:
                                        12/14/1998  Date Violation Determined:
                                        GENERATOR-RECORDKEEPING REQUIREMENTS  Area of Violation:
                                        262.41  Regulation Violated:

                                        01/08/1999  Actual Date Achieved Compliance:
                                        12/14/1998  Date Violation Determined:
                                        GENERATOR-PRE-TRANSPORT REQUIREMENTS  Area of Violation:
                                        265.178(a)  Regulation Violated:

                                        03/17/1999  Actual Date Achieved Compliance:
                                        12/14/1998  Date Violation Determined:
                                        GENERATOR-PRE-TRANSPORT REQUIREMENTS  Area of Violation:
                                        262.34(a)  Regulation Violated:

                                        01/06/2004  Actual Date Achieved Compliance:
                                        12/11/2003  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40CFR 265.173(a)  Regulation Violated:

                                        01/06/2004  Actual Date Achieved Compliance:
                                        12/11/2003  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40CFR 267.34(a)(3)  Regulation Violated:

                                        01/06/2004  Actual Date Achieved Compliance:
                                        12/11/2003  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40CFR 262.34(a)(2)  Regulation Violated:

                                        08/17/2005  Actual Date Achieved Compliance:
                                        06/14/2005  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        Act 97, Section 403(b)(1)  Regulation Violated:

                                        08/17/2005  Actual Date Achieved Compliance:
                                        06/14/2005  Date Violation Determined:
                                        GENERATOR-PRE-TRANSPORT REQUIREMENTS  Area of Violation:
                                        40 CFR 265.173(a)  Regulation Violated:

                                        08/17/2005  Actual Date Achieved Compliance:
                                        06/14/2005  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40 CFR 262.41  Regulation Violated:

                                        Not reported  Actual Date Achieved Compliance:
                                        08/17/2005  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        40 CFR 265.16(c)  Regulation Violated:

Violations existViolation Status:

TUBE METHODS INC  (Continued) 1000197538
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

19990317GENERATOR-RECORDKEEPING REQUIREMENTS
19990108GENERATOR-PRE-TRANSPORT REQUIREMENTS
19990317GENERATOR-PRE-TRANSPORT REQUIREMENTSCompliance Evaluation Inspection
19990317GENERATOR-PRE-TRANSPORT REQUIREMENTS
19990317GENERATOR-RECORDKEEPING REQUIREMENTS
19990317GENERATOR-PRE-TRANSPORT REQUIREMENTSCompliance Evaluation Inspection
20040106GENERATOR-GENERAL REQUIREMENTS
20040106GENERATOR-GENERAL REQUIREMENTS
20040106GENERATOR-GENERAL REQUIREMENTSCompliance Evaluation Inspection
20040106GENERATOR-GENERAL REQUIREMENTS
20040106GENERATOR-GENERAL REQUIREMENTS
20040106GENERATOR-GENERAL REQUIREMENTSCompliance Schedule Evaluation
20050817GENERATOR-GENERAL REQUIREMENTS
20050817GENERATOR-PRE-TRANSPORT REQUIREMENTS
20050817GENERATOR-GENERAL REQUIREMENTSCompliance Evaluation Inspection

GENERATOR-GENERAL REQUIREMENTS
20050817GENERATOR-GENERAL REQUIREMENTS
20050817GENERATOR-PRE-TRANSPORT REQUIREMENTS
20050817GENERATOR-GENERAL REQUIREMENTSCompliance Evaluation Inspection
__________________________________________________________________________ ComplianceArea of ViolationEvaluation
Date of

 There are 18 violation record(s) reported at this site:

                                        09/20/1991  Actual Date Achieved Compliance:
                                        01/28/1988  Date Violation Determined:
                                        TSD-OTHER REQUIREMENTS (OVERSIGHT)  Area of Violation:
                                        Not reported  Regulation Violated:

                                        Not reported     Penalty Type:
                                        01/28/1988     Enforcement Action Date:
                                        WRITTEN INFORMAL     Enforcement Action:

                                        09/20/1991  Actual Date Achieved Compliance:
                                        01/28/1988  Date Violation Determined:
                                        TSD-OTHER REQUIREMENTS (OVERSIGHT)  Area of Violation:
                                        Not reported  Regulation Violated:

                                        09/11/1992  Actual Date Achieved Compliance:
                                        09/20/1991  Date Violation Determined:
                                        TSD-OTHER REQUIREMENTS (OVERSIGHT)  Area of Violation:
                                        Not reported  Regulation Violated:

                                        01/06/1997  Actual Date Achieved Compliance:
                                        08/16/1994  Date Violation Determined:
                                        GENERATOR-RECORDKEEPING REQUIREMENTS  Area of Violation:
                                        25 PA CODE 262.80  Regulation Violated:

                                        01/06/1997  Actual Date Achieved Compliance:
                                        08/16/1994  Date Violation Determined:
                                        GENERATOR-RECORDKEEPING REQUIREMENTS  Area of Violation:
                                        25 PA CODE 262.34(a)(5)  Regulation Violated:

                                        12/01/1994  Actual Date Achieved Compliance:
                                        12/01/1994  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        262.34(a)(3) & 270.1(a)  Regulation Violated:

                                        10/24/1996  Actual Date Achieved Compliance:
                                        01/18/1996  Date Violation Determined:
                                        GENERATOR-GENERAL REQUIREMENTS  Area of Violation:
                                        262.11  Regulation Violated:

TUBE METHODS INC  (Continued) 1000197538
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

               TManifest Type:
               PAH121731Manifest Number:

PA MANIFEST:

transported off-site. 
300 listed toxic chemicals that these facilities release directly to air, water, land, or that are
TRIS (Toxics Release Inventory System) contains information from facilities on the amounts of over

track the notification, permit, compliance, and corrective action activities required under RCRA. 
transport, and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA program staff to
(RCRA) program through the tracking of events and activities related to facilities that generate,
RCRAInfo is a national information system that supports the Resource Conservation and Recovery Act

that DEP regulates.
Department-wide database that provides a holistic view of clients and sites (including facilities)
PA-EFACTS (Pennsylvania - Environmental Facility Application Compliance Tracking System) is a

that emit criteria air pollutants and their precursors, as well as hazardous air pollutants (HAPs).
The NEI (National Emissions Inventory) database contains information on stationary and mobile sources

inspections in regions and states with cooperative agreements, enforcement actions, and settlements.
and Rodenticide Act (FIFRA) and the Toxic Substances Control Act (TSCA). The system tracks
NCDB (National Compliance Data Base) supports implementation of the Federal Insecticide, Fungicide,

Incident Tracking, Compliance Assistance, and Compliance Monitoring. 
activities occurring in the Region that support Compliance and Enforcement programs. These include;
information with Federal actions already in the system. ICIS also has the capability to track other
replace the Permit Compliance System (PCS) which supports the NPDES and will integrate that
maintained in ICIS by EPA in the Regional offices and it Headquarters. A future release of ICIS will
ICIS contains all Federal Administrative and Judicial enforcement actions. This information is
databases that contain Enforcement data with a single repository for that information. Currently,
information across most of EPA’s programs. The vision for ICIS is to replace EPA’s independent
provides a database that, when complete, will contain integrated Enforcement and Compliance
ICIS (Integrated Compliance Information System) is the Integrated Compliance Information System and

Air Act. 
undergoing a major redesign to support facility operating permits required under Title V of the Clean
regulatory programs and by EPA as an input for the estimation of total national emissions. AFS is
plants. AFS data are utilized by states to prepare State Implementation Plans to comply with
pollution in the United States. AFS is used to track emissions and compliance data from industrial
of Aerometric Data (SAROAD). AIRS is the national repository for information concerning airborne
Compliance Data System (CDS), the National Emission Data System (NEDS), and the Storage and Retrieval
AFS (Aerometric Information Retrieval System (AIRS) Facility Subsystem) replaces the former

Other Pertinent Environmental Activity Identified at Site:
FINDS:

19910920TSD-OTHER REQUIREMENTS (OVERSIGHT)
19910920TSD-OTHER REQUIREMENTS (OVERSIGHT)Compliance Evaluation Inspection
19920911TSD-OTHER REQUIREMENTS (OVERSIGHT)Compliance Evaluation Inspection
19970106GENERATOR-RECORDKEEPING REQUIREMENTS
19970106GENERATOR-RECORDKEEPING REQUIREMENTSCompliance Evaluation Inspection
19941201GENERATOR-GENERAL REQUIREMENTS
19970106GENERATOR-RECORDKEEPING REQUIREMENTS
19970106GENERATOR-RECORDKEEPING REQUIREMENTSCompliance Evaluation Inspection
19961024GENERATOR-GENERAL REQUIREMENTSCompliance Evaluation Inspection
19990317GENERATOR-PRE-TRANSPORT REQUIREMENTS
19990317GENERATOR-RECORDKEEPING REQUIREMENTS
19990108GENERATOR-PRE-TRANSPORT REQUIREMENTS
19990317GENERATOR-PRE-TRANSPORT REQUIREMENTSCompliance Evaluation Inspection
19990317GENERATOR-PRE-TRANSPORT REQUIREMENTS

TUBE METHODS INC  (Continued) 1000197538
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MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedCounty:
                    Not reportedCountry:
                    Not reportedFacility Zip 4:
                    BRIDGEPORTFacility City:
                    RAMBO AND DEPOT STREETSFacility Address:
                    TUBE METHODS INCFacility Name:
                    PAD002370005EPA ID:
                    GeneratorFacility Type:
                    96Year:
                    100Specific Gravity:
                    L Landfill.Handling Method:
                    DM - Metal drums, barrelsContainer Type:
                    001Number of Containers:
                    P - PoundsUnits:
                    00400Quantity:
                    D007 - CHROMIUM  5.0 MG/L  TCLPWaste Code:
                    NYD077444263TSDF ID:
                    Not reportedTrans2 EPA ID:
                    NJD986607380Trans1 EPA ID:
                    PAD002370005Generator EPA ID:
                    970131Part B Recv Date:
                    970116Part A Recv Date:
                    961217TSD Site Recv Date:
                    Not reportedTrans2 Recv Date:
                    961217Trans1 Recv Date:
                    961217Generator Ship Date:
                    Not reportedTrans2 State ID:
                    PAAH0420Trans1 State ID:
                    KManifest Status:
                    NYB8590248Document ID:

NY MANIFEST:

15 additional PA MANIFEST: record(s) in the EDR Site Report.
Click this hyperlink while viewing on your computer to access 

               10/29/2004Date Tsp Sig:
               OHD001926740Tsp Epa Id:
               Not reportedHandling Code:
               GUnit:
               385.00000Waste Quantity:
               DFContainer Type:
               7.00000Container Number:
               D006Waste Number:
               1.00000Line Number:
               1.00000Page Number:
               OHTSD Facility State:
               BEDFORDTSD Facility City:
               7013 KRICK RDTSD Facility Address:
               HUKILL CHEMICAL CORPTSD Facility Name:
               11/04/2004TSD Date:
               OHD001926740TSD Epa Id:
               610-279-7700Contact Phone:
               NICHOLAS RICCIContact Name:
               BRIDGEPORT, PA 19405Mailing City,St,Zip:
               PO BOX 460Mailing Address:
               10/29/2004Generator Date:
               PAD002370005Generator Epa Id:

TUBE METHODS INC  (Continued) 1000197538
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http://www.edrnet.com/scripts/acctsvc/sr.asp?ID=6Vgz6MIOVGTvg4Riz3HN3I6lMiAYI0CKOGJ4AWSZGvzETonlvEW64bEM4N3dRHlBio848MYy3GwTHsIxN1RhCFaHIGMs6651lIKg5H5DiCGNA3jtYMEg4Wwo084sCocxKiuY9fA9GdoAJ94c4LOq69XuWK.FSCghZycU6Z17Vw7rgclCzqXq3eM5MfEBIvxAOYAw9RMgGBpPTpF8vwA03Rqy4QtRRSwTiW01AJbL31vEHPXRNeLG4TcdI9OG6AvrlybS6FGXiqXnASATYyzE3EPO0.goCDBwK0rt9VzAGN57JlFi4vBd6FNyVzrOg5qdz1sC4Ns9MpK8IOccOO3J6WjLGYiMTEaGv1Im3bpE4sP1RKrCietL4rSF3MJZHaHKNHpcAgHqIdTZ6EKIlUM.48PFi8oEAWTaY3XY7BMu01QlCF3.KhWM5ZJjGJ0OJFX.4BHc7q5VWeGZS0boZTy.ANlsvP4OzAYME9nI2Lr6oU3znhLSlMez5r9.EJGrWcG56uT94GW0bATXEborMVO15TvrNFE538ocdzTPuamZH7crlTgvBwAJ6GTsVJ3lgX3kzBE94lYzM.TtIxWKOIsR3pINGnPsTaHHvR0c4UJl4WYWRsMfiLak38883GznHwtlNyLH31paI1qZ6z1flffA3qg.i30OABq0Y4Ja45tY0iiEC7G7K3MiCzyrGH49JBpk41PrApMPWEm8SpvZZ3rt8jPXvqwAzvd.EIqT6AMAo4Cunzq8lGD3BpCjEbRYWq1Y6N4U3
http://www.edrnet.com/scripts/acctsvc/sr.asp?ID=6Vgz6MIOVGTvg4Riz3HN3I6lMiAYI0CKOGJ4AWSZGvzETonlvEW64bEM4N3dRHlBio848MYy3GwTHsIxN1RhCFaHIGMs6651lIKg5H5DiCGNA3jtYMEg4Wwo084sCocxKiuY9fA9GdoAJ94c4LOq69XuWK.FSCghZycU6Z17Vw7rgclCzqXq3eM5MfEBIvxAOYAw9RMgGBpPTpF8vwA03Rqy4QtRRSwTiW01AJbL31vEHPXRNeLG4TcdI9OG6AvrlybS6FGXiqXnASATYyzE3EPO0.goCDBwK0rt9VzAGN57JlFi4vBd6FNyVzrOg5qdz1sC4Ns9MpK8IOccOO3J6WjLGYiMTEaGv1Im3bpE4sP1RKrCietL4rSF3MJZHaHKNHpcAgHqIdTZ6EKIlUM.48PFi8oEAWTaY3XY7BMu01QlCF3.KhWM5ZJjGJ0OJFX.4BHc7q5VWeGZS0boZTy.ANlsvP4OzAYME9nI2Lr6oU3znhLSlMez5r9.EJGrWcG56uT94GW0bATXEborMVO15TvrNFE538ocdzTPuamZH7crlTgvBwAJ6GTsVJ3lgX3kzBE94lYzM.TtIxWKOIsR3pINGnPsTaHHvR0c4UJl4WYWRsMfiLak38883GznHwtlNyLH31paI1qZ6z1flffA3qg.i30OABq0Y4Ja45tY0iiEC7G7K3MiCzyrGH49JBpk41PrApMPWEm8SpvZZ3rt8jPXvqwAzvd.EIqT6AMAo4Cunzq8lGD3BpCjEbRYWq1Y6N4U3


MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

               NJD047318043TSDF EPA ID:
               20040924Date Shipped:
               PAD002370005EPA ID:
               NJA5047756Manifest Code:

               S01Method Code:
               GUnit of Measure:
               400.00000Quantity Shipped:
               F001Waste Code:
               041101Transporer Received Date:
               NJD047318043Transporter EPA ID:
               041101TSDF Received Date:
               NJD047318043TSDF EPA ID:
               20041101Date Shipped:
               PAD002370005EPA ID:
               NJA5048029Manifest Code:

               S01Method Code:
               GUnit of Measure:
               150.00000Quantity Shipped:
               F001Waste Code:
               040506Transporer Received Date:
               NJD047318043Transporter EPA ID:
               040506TSDF Received Date:
               NJD047318043TSDF EPA ID:
               20040506Date Shipped:
               PAD002370005EPA ID:
               NJA5047855Manifest Code:

               S01Method Code:
               GUnit of Measure:
               100.00000Quantity Shipped:
               F001Waste Code:
               041122Transporer Received Date:
               NJD047318043Transporter EPA ID:
               041122TSDF Received Date:
               NJD047318043TSDF EPA ID:
               20041122Date Shipped:
               PAD002370005EPA ID:
               NJA5225449Manifest Code:

NJ MANIFEST:

2 additional NY MANIFEST: record(s) in the EDR Site Report.
Click this hyperlink while viewing on your computer to access 

                    610-279-7700Mailing Phone:
                    Not reportedMailing Country:
                    Not reportedMailing Zip4:
                    19405Mailing Zip:
                    PAMailing State:
                    BRIDGEPORTMailing City:
                    PO BOX AMailing Address:
                    DAMON DAMOREMailing Contact:
                    TUBE METHODS INCMailing Name:

TUBE METHODS INC  (Continued) 1000197538
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http://www.edrnet.com/scripts/acctsvc/sr.asp?ID=6Vgz6MIOVGTvg4Riz3HN3I6lMiAYI0CKOGJ4AWSZGvzETonlvEW64bEM4N3dRHlBio848MYy3GwTHsIxN1RhCFaHIGMs6651lIKg5H5DiCGNA3jtYMEg4Wwo084sCocxKiuY9fA9GdoAJ94c4LOq69XuWK.FSCghZycU6Z17Vw7rgclCzqXq3eM5MfEBIvxAOYAw9RMgGBpPTpF8vwA03Rqy4QtRRSwTiW01AJbL31vEHPXRNeLG4TcdI9OG6AvrlybS6FGXiqXnASATYyzE3EPO0.goCDBwK0rt9VzAGN57JlFi4vBd6FNyVzrOg5qdz1sC4Ns9MpK8IOccOO3J6WjLGYiMTEaGv1Im3bpE4sP1RKrCietL4rSF3MJZHaHKNHpcAgHqIdTZ6EKIlUM.48PFi8oEAWTaY3XY7BMu01QlCF3.KhWM5ZJjGJ0OJFX.4BHc7q5VWeGZS0boZTy.ANlsvP4OzAYME9nI2Lr6oU3znhLSlMez5r9.EJGrWcG56uT94GW0bATXEborMVO15TvrNFE538ocdzTPuamZH7crlTgvBwAJ6GTsVJ3lgX3kzBE94lYzM.TtIxWKOIsR3pINGnPsTaHHvR0c4UJl4WYWRsMfiLak38883GznHwtlNyLH31paI1qZ6z1flffA3qg.i30OABq0Y4Ja45tY0iiEC7G7K3MiCzyrGH49JBpk41PrApMPWEm8SpvZZ3rt8jPXvqwAzvd.EIqT6AMAo4Cunzq8lGD3BpCjEbRYWq1Y6N4U3
http://www.edrnet.com/scripts/acctsvc/sr.asp?ID=6Vgz6MIOVGTvg4Riz3HN3I6lMiAYI0CKOGJ4AWSZGvzETonlvEW64bEM4N3dRHlBio848MYy3GwTHsIxN1RhCFaHIGMs6651lIKg5H5DiCGNA3jtYMEg4Wwo084sCocxKiuY9fA9GdoAJ94c4LOq69XuWK.FSCghZycU6Z17Vw7rgclCzqXq3eM5MfEBIvxAOYAw9RMgGBpPTpF8vwA03Rqy4QtRRSwTiW01AJbL31vEHPXRNeLG4TcdI9OG6AvrlybS6FGXiqXnASATYyzE3EPO0.goCDBwK0rt9VzAGN57JlFi4vBd6FNyVzrOg5qdz1sC4Ns9MpK8IOccOO3J6WjLGYiMTEaGv1Im3bpE4sP1RKrCietL4rSF3MJZHaHKNHpcAgHqIdTZ6EKIlUM.48PFi8oEAWTaY3XY7BMu01QlCF3.KhWM5ZJjGJ0OJFX.4BHc7q5VWeGZS0boZTy.ANlsvP4OzAYME9nI2Lr6oU3znhLSlMez5r9.EJGrWcG56uT94GW0bATXEborMVO15TvrNFE538ocdzTPuamZH7crlTgvBwAJ6GTsVJ3lgX3kzBE94lYzM.TtIxWKOIsR3pINGnPsTaHHvR0c4UJl4WYWRsMfiLak38883GznHwtlNyLH31paI1qZ6z1flffA3qg.i30OABq0Y4Ja45tY0iiEC7G7K3MiCzyrGH49JBpk41PrApMPWEm8SpvZZ3rt8jPXvqwAzvd.EIqT6AMAo4Cunzq8lGD3BpCjEbRYWq1Y6N4U3


MAP FINDINGSMap ID
Direction
Distance

EDR ID NumberDistance (ft.)
EPA ID NumberDatabase(s)SiteElevation

               S01Method Code:
               GUnit of Measure:
               100.00000Quantity Shipped:
               F001Waste Code:
               040924Transporer Received Date:
               NJD047318043Transporter EPA ID:
               040924TSDF Received Date:

TUBE METHODS INC  (Continued) 1000197538
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ORPHAN SUMMARY

City EDR ID Site Name Site Address Zip Database(s)

EAST NORRITON       1007985299 EAST NORRITON PCE SITE RAHWAY AVENUE 19401 CERCLIS
NORRISTOWN          S106983363 E NORRITON SHOPPING CTR AC ROUTE 202  /  GERMANTOWN PIKE      VCP
NORRISTOWN          1009090438 BUD S GARAGE 620   W AIRY ST      EDR Historical Auto Stations
NORRISTOWN          1009090158 AL S SINCLAIR STATION 201   E AIRY ST      EDR Historical Auto Stations
NORRISTOWN          1005440676 WESTERN NORRISTOWN STUDY AREA SOUTHEAST AREA OF FOREST AVENU 19401 CERCLIS, FINDS
NORRISTOWN          1007372384 WEST JAMES STREET & FOREST AVENUE 1300 BLOCK OF WEST JAMES STREE 19401 CERCLIS
NORRISTOWN          1009090973 MC GEENEY S ESSO SERVICE CENTER 801   DEKALB ST      EDR Historical Auto Stations
NORRISTOWN          1009092036 STAN S SUNOCO SERVICE STATION 11   DEKALB ST      EDR Historical Auto Stations
NORRISTOWN          1009089756 BUCHA S ESSO SERVICE 30   DEKALB ST      EDR Historical Auto Stations
NORRISTOWN          1009090140 SHELTON S SUNOCO SERVICE STATION 1   DEKALB ST      EDR Historical Auto Stations
NORRISTOWN          1009091560 SAMBENETTL S SERVICE STATION 719   DEKALB ST      EDR Historical Auto Stations
NORRISTOWN          1003865468 KRYLON INC FORD & WASHINGTON STS 19401 CERC-NFRAP
NORRISTOWN          1009093116 THIN S ESSO SERVICE STATION 248   W LAFAYETTE ST      EDR Historical Auto Stations
NORRISTOWN          1009090958 GREG S AUTO RADIATOR SERVICE 943   E MAIN ST      EDR Historical Auto Stations
NORRISTOWN          1009196400 DIPPER S CLEANERS & DYERS 527   E MAIN ST      EDR Historical Cleaners
NORRISTOWN          1009196389 YOUNG S DRY CLEANSERS 226   W MAIN ST      EDR Historical Cleaners
NORRISTOWN          1009197000 HAEFELIN S 350   W MAIN ST      EDR Historical Cleaners
NORRISTOWN          1009093099 GAMBONE S ATLANTIC SERVICE STATION 201-03   E MAIN ST      EDR Historical Auto Stations
NORRISTOWN          1009196882 PEOPLE S CLEANERS & DYERS 123   E MAIN ST      EDR Historical Cleaners
NORRISTOWN          1009196810 MARCELLI S CLEANERS 339   E MAIN ST      EDR Historical Cleaners
NORRISTOWN          1009090143 SULLIVAN S AMOCO STATION 931   E MAIN ST      EDR Historical Auto Stations
NORRISTOWN          1009092240 MELNICK S ESSO SERVICENTER 220   W MAIN ST      EDR Historical Auto Stations
NORRISTOWN          1009089098 KEEBLER S SUPER AUTO SERVICE 419   W MAIN ST      EDR Historical Auto Stations
NORRISTOWN          S106916948 AMOCO CAR WASH 220 W MAIN ST      LUST
NORRISTOWN          S104154932 JIM WYNN VOLVO 2049 W MAIN ST      LUST
NORRISTOWN          S104533973 GRETZ BEER 710 E MAIN ST      LUST
NORRISTOWN          1009196387 SHAFER S DRY CLEANERS & LAUNDERERS 324   W MARSHALL ST      EDR Historical Cleaners
NORRISTOWN          1009196819 SCHAFER S DRY CLEANERS & LAUNDER- 326   W MARSHALL ST      EDR Historical Cleaners
NORRISTOWN          1003865461 VALLEY FORGE BREWING CO WEST MARSHALL STREET 19401 CERC-NFRAP
NORRISTOWN          1009196305 BILL S CLEANERS 238   E PENN ST      EDR Historical Cleaners
NORRISTOWN          1009090436 ARCHIE S AUTO REPAIR SHOP 231   E PENN ST      EDR Historical Auto Stations
NORRISTOWN          1009197299 A STAHL SAMI S 2016   W PENN ST      EDR Historical Cleaners
NORRISTOWN          1009089110 TAKE S MODERN AUTO LAUNDRY 130-138   W PENN ST      EDR Historical Auto Stations
NORRISTOWN          S106452467 ONYX WASTE SVC TRANSF FAC 310 WASHINGTON ST PO BOX 30 19401 SWF/LF
PLYMOUTH MEETING    1003865191 ASPHALT PAVING & SUPPLY CONSHOHOCKEN RD 19462 CERC-NFRAP
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EPA Waste Codes Addendum

DescriptionCode
____________________________________________________________________________________________

IGNITABLE HAZARDOUS WASTES ARE THOSE WASTES WHICH HAVE A FLASHPOINT OF LESSD001
THAN 140 DEGREES FAHRENHEIT AS DETERMINED BY A PENSKY-MARTENS CLOSED CUP
FLASH POINT TESTER.  ANOTHER METHOD OF DETERMINING THE FLASH POINT OF A
WASTE IS TO REVIEW THE MATERIAL SAFETY DATA SHEET, WHICH CAN BE OBTAINED
FROM THE MANUFACTURER OR DISTRIBUTOR OF THE MATERIAL.  LACQUER THINNER IS AN
EXAMPLE OF A COMMONLY USED SOLVENT WHICH WOULD BE CONSIDERED AS IGNITABLE
HAZARDOUS WASTE.

THE FOLLOWING SPENT NON-HALOGENATED SOLVENTS: XYLENE, ACETONE, ETHYLF003
ACETATE, ETHYL BENZENE, ETHYL ETHER, METHYL ISOBUTYL KETONE, N-BUTYL
ALCOHOL, CYCLOHEXANONE, AND METHANOL; ALL SPENT SOLVENT MIXTURES/BLENDS
CONTAINING, BEFORE USE, ONLY THE ABOVE SPENT NON-HALOGENATED SOLVENTS; AND
ALL SPENT SOLVENT MIXTURES/BLENDS CONTAINING, BEFORE USE, ONE OR MORE OF THE
ABOVE NON-HALOGENATED SOLVENTS, AND, A TOTAL OF TEN PERCENT OR MORE (BY
VOLUME) OF ONE OR MORE OF THOSE SOLVENTS LISTED IN F001, F002, F004, AND
F005, AND STILL BOTTOMS FROM THE RECOVERY OF THESE SPENT SOLVENTS AND SPENT
SOLVENT MIXTURES.



To maintain currency of the following federal and state databases, EDR contacts the appropriate governmental agency
on a monthly or quarterly basis, as required.

Number of Days to Update: Provides confirmation that EDR is reporting records that have been updated within 90 days
from the date the government agency made the information available to the public.

FEDERAL RECORDS

NPL:  National Priority List
National Priorities List (Superfund). The NPL is a subset of CERCLIS and identifies over 1,200 sites for priority
cleanup under the Superfund Program. NPL sites may encompass relatively large areas. As such, EDR provides polygon
coverage for over 1,000 NPL site boundaries produced by EPA’s Environmental Photographic Interpretation Center
(EPIC) and regional EPA offices.

Date of Government Version: 04/19/2006
Date Data Arrived at EDR: 05/05/2006
Date Made Active in Reports: 05/22/2006
Number of Days to Update: 17

Source:  EPA
Telephone:  N/A
Last EDR Contact: 05/05/2006
Next Scheduled EDR Contact: 07/31/2006
Data Release Frequency: Quarterly

NPL Site Boundaries

Sources:

EPA’s Environmental Photographic Interpretation Center (EPIC)
Telephone: 202-564-7333

EPA Region 1 EPA Region 6
Telephone 617-918-1143 Telephone: 214-655-6659

EPA Region 3 EPA Region 8
Telephone 215-814-5418 Telephone: 303-312-6774

EPA Region 4
Telephone 404-562-8033

Proposed NPL:  Proposed National Priority List Sites

Date of Government Version: 04/19/2006
Date Data Arrived at EDR: 05/05/2006
Date Made Active in Reports: 05/22/2006
Number of Days to Update: 17

Source:  EPA
Telephone:  N/A
Last EDR Contact: 05/05/2006
Next Scheduled EDR Contact: 07/31/2006
Data Release Frequency: Quarterly

DELISTED NPL:  National Priority List Deletions
The National Oil and Hazardous Substances Pollution Contingency Plan (NCP) establishes the criteria that the
EPA uses to delete sites from the NPL. In accordance with 40 CFR 300.425.(e), sites may be deleted from the
NPL where no further response is appropriate.

Date of Government Version: 04/19/2006
Date Data Arrived at EDR: 05/05/2006
Date Made Active in Reports: 05/22/2006
Number of Days to Update: 17

Source:  EPA
Telephone:  N/A
Last EDR Contact: 05/05/2006
Next Scheduled EDR Contact: 07/31/2006
Data Release Frequency: Quarterly

NPL RECOVERY:  Federal Superfund Liens
Federal Superfund Liens. Under the authority granted the USEPA by CERCLA of 1980, the USEPA has the authority
to file liens against real property in order to recover remedial action expenditures or when the property owner
received notification of potential liability. USEPA compiles a listing of filed notices of Superfund Liens.

Date of Government Version: 10/15/1991
Date Data Arrived at EDR: 02/02/1994
Date Made Active in Reports: 03/30/1994
Number of Days to Update: 56

Source:  EPA
Telephone:  202-564-4267
Last EDR Contact: 05/23/2006
Next Scheduled EDR Contact: 08/21/2006
Data Release Frequency: No Update Planned
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CERCLIS:  Comprehensive Environmental Response, Compensation, and Liability Information System
CERCLIS contains data on potentially hazardous waste sites that have been reported to the USEPA by states, municipalities,
private companies and private persons, pursuant to Section 103 of the Comprehensive Environmental Response, Compensation,
and Liability Act (CERCLA). CERCLIS contains sites which are either proposed to or on the National Priorities
List (NPL) and sites which are in the screening and assessment phase for possible inclusion on the NPL.

Date of Government Version: 02/01/2006
Date Data Arrived at EDR: 03/21/2006
Date Made Active in Reports: 04/13/2006
Number of Days to Update: 23

Source:  EPA
Telephone:  703-413-0223
Last EDR Contact: 06/22/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Quarterly

CERCLIS-NFRAP:  CERCLIS No Further Remedial Action Planned
Archived sites are sites that have been removed and archived from the inventory of CERCLIS sites. Archived status
indicates that, to the best of EPA’s knowledge, assessment at a site has been completed and that EPA has determined
no further steps will be taken to list this site on the National Priorities List (NPL), unless information indicates
this decision was not appropriate or other considerations require a recommendation for listing at a later time.
This decision does not necessarily mean that there is no hazard associated with a given site; it only means that,
based upon available information, the location is not judged to be a potential NPL site. 

Date of Government Version: 02/01/2006
Date Data Arrived at EDR: 03/21/2006
Date Made Active in Reports: 04/13/2006
Number of Days to Update: 23

Source:  EPA
Telephone:  703-413-0223
Last EDR Contact: 06/23/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Quarterly

CORRACTS:  Corrective Action Report
CORRACTS identifies hazardous waste handlers with RCRA corrective action activity.

Date of Government Version: 03/15/2006
Date Data Arrived at EDR: 03/17/2006
Date Made Active in Reports: 04/13/2006
Number of Days to Update: 27

Source:  EPA
Telephone:  800-424-9346
Last EDR Contact: 05/21/2006
Next Scheduled EDR Contact: 09/04/2006
Data Release Frequency: Quarterly

RCRA:  Resource Conservation and Recovery Act Information
RCRAInfo is EPA’s comprehensive information system, providing access to data supporting the Resource Conservation
and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA) of 1984. RCRAInfo replaces
the data recording and reporting abilities of the Resource Conservation and Recovery Information System (RCRIS).
The database includes selective information on sites which generate, transport, store, treat and/or dispose of
hazardous waste as defined by the Resource Conservation and Recovery Act (RCRA). Conditionally exempt small
quantity generators (CESQGs) generate less than 100 kg of hazardous waste, or less than 1 kg of acutely hazardous
waste per month. Small quantity generators (SQGs) generate between 100 kg and 1,000 kg of hazardous waste per
month. Large quantity generators (LQGs) generate over 1,000 kilograms (kg) of hazardous waste, or over 1 kg
of acutely hazardous waste per month. Transporters are individuals or entities that move hazardous waste from
the generator off-site to a facility that can recycle, treat, store, or dispose of the waste. TSDFs treat, store,
or dispose of the waste.

Date of Government Version: 03/09/2006
Date Data Arrived at EDR: 04/27/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 33

Source:  EPA
Telephone:  800-424-9346
Last EDR Contact: 06/28/2006
Next Scheduled EDR Contact: 08/21/2006
Data Release Frequency: Quarterly

ERNS:  Emergency Response Notification System
Emergency Response Notification System. ERNS records and stores information on reported releases of oil and hazardous
substances.

Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 01/12/2006
Date Made Active in Reports: 02/21/2006
Number of Days to Update: 40

Source:  National Response Center, United States Coast Guard
Telephone:  202-260-2342
Last EDR Contact: 04/26/2006
Next Scheduled EDR Contact: 07/24/2006
Data Release Frequency: Annually
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HMIRS:  Hazardous Materials Information Reporting System
Hazardous Materials Incident Report System. HMIRS contains hazardous material spill incidents reported to DOT.

Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 04/14/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 46

Source:  U.S. Department of Transportation
Telephone:  202-366-4555
Last EDR Contact: 04/14/2006
Next Scheduled EDR Contact: 07/17/2006
Data Release Frequency: Annually

US ENG CONTROLS:  Engineering Controls Sites List
A listing of sites with engineering controls in place. Engineering controls include various forms of caps, building
foundations, liners, and treatment methods to create pathway elimination for regulated substances to enter environmental
media or effect human health.

Date of Government Version: 03/21/2006
Date Data Arrived at EDR: 03/27/2006
Date Made Active in Reports: 05/22/2006
Number of Days to Update: 56

Source:  Environmental Protection Agency
Telephone:  703-603-8905
Last EDR Contact: 07/03/2006
Next Scheduled EDR Contact: 10/02/2006
Data Release Frequency: Varies

US INST CONTROL:  Sites with Institutional Controls
A listing of sites with institutional controls in place. Institutional controls include administrative measures,
such as groundwater use restrictions, construction restrictions, property use restrictions, and post remediation
care requirements intended to prevent exposure to contaminants remaining on site. Deed restrictions are generally
required as part of the institutional controls.

Date of Government Version: 03/21/2006
Date Data Arrived at EDR: 03/27/2006
Date Made Active in Reports: 05/22/2006
Number of Days to Update: 56

Source:  Environmental Protection Agency
Telephone:  703-603-8905
Last EDR Contact: 07/03/2006
Next Scheduled EDR Contact: 10/02/2006
Data Release Frequency: Varies

DOD:  Department of Defense Sites
This data set consists of federally owned or administered lands, administered by the Department of Defense, that
have any area equal to or greater than 640 acres of the United States, Puerto Rico, and the U.S. Virgin Islands.

Date of Government Version: 12/31/2004
Date Data Arrived at EDR: 02/08/2005
Date Made Active in Reports: 08/04/2005
Number of Days to Update: 177

Source:  USGS
Telephone:  703-692-8801
Last EDR Contact: 05/12/2006
Next Scheduled EDR Contact: 08/07/2006
Data Release Frequency: Semi-Annually

FUDS:  Formerly Used Defense Sites
The listing includes locations of Formerly Used Defense Sites properties where the US Army Corps of Engineers
is actively working or will take necessary cleanup actions.

Date of Government Version: 12/05/2005
Date Data Arrived at EDR: 01/19/2006
Date Made Active in Reports: 02/21/2006
Number of Days to Update: 33

Source:  U.S. Army Corps of Engineers
Telephone:  202-528-4285
Last EDR Contact: 07/03/2006
Next Scheduled EDR Contact: 10/02/2006
Data Release Frequency: Varies

US BROWNFIELDS:  A Listing of Brownfields Sites
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Included in the listing are brownfields properties addresses by Cooperative Agreement Recipients and brownfields
properties addressed by Targeted Brownfields Assessments. Targeted Brownfields Assessments-EPA’s Targeted Brownfields
Assessments (TBA) program is designed to help states, tribes, and municipalities--especially those without EPA
Brownfields Assessment Demonstration Pilots--minimize the uncertainties of contamination often associated with
brownfields. Under the TBA program, EPA provides funding and/or technical assistance for environmental assessments
at brownfields sites throughout the country. Targeted Brownfields Assessments supplement and work with other efforts
under EPA’s Brownfields Initiative to promote cleanup and redevelopment of brownfields. Cooperative Agreement
Recipients-States, political subdivisions, territories, and Indian tribes become Brownfields Cleanup Revolving
Loan Fund (BCRLF) cooperative agreement recipients when they enter into BCRLF cooperative agreements with the
U.S. EPA. EPA selects BCRLF cooperative agreement recipients based on a proposal and application process. BCRLF
cooperative agreement recipients must use EPA funds provided through BCRLF cooperative agreement for specified
brownfields-related cleanup activities.

Date of Government Version: 04/26/2006
Date Data Arrived at EDR: 04/27/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 33

Source:  Environmental Protection Agency
Telephone:  202-566-2777
Last EDR Contact: 06/12/2006
Next Scheduled EDR Contact: 09/11/2006
Data Release Frequency: Semi-Annually

CONSENT:  Superfund (CERCLA) Consent Decrees
Major legal settlements that establish responsibility and standards for cleanup at NPL (Superfund) sites. Released
periodically by United States District Courts after settlement by parties to litigation matters.

Date of Government Version: 12/14/2004
Date Data Arrived at EDR: 02/15/2005
Date Made Active in Reports: 04/25/2005
Number of Days to Update: 69

Source:  Department of Justice, Consent Decree Library
Telephone:  Varies
Last EDR Contact: 03/13/2006
Next Scheduled EDR Contact: 07/24/2006
Data Release Frequency: Varies

ROD:  Records Of Decision
Record of Decision. ROD documents mandate a permanent remedy at an NPL (Superfund) site containing technical
and health information to aid in the cleanup.

Date of Government Version: 04/13/2006
Date Data Arrived at EDR: 04/28/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 32

Source:  EPA
Telephone:  703-416-0223
Last EDR Contact: 07/06/2006
Next Scheduled EDR Contact: 10/02/2006
Data Release Frequency: Annually

UMTRA:  Uranium Mill Tailings Sites
Uranium ore was mined by private companies for federal government use in national defense programs. When the mills
shut down, large piles of the sand-like material (mill tailings) remain after uranium has been extracted from
the ore. Levels of human exposure to radioactive materials from the piles are low; however, in some cases tailings
were used as construction materials before the potential health hazards of the tailings were recognized.

Date of Government Version: 11/04/2005
Date Data Arrived at EDR: 11/28/2005
Date Made Active in Reports: 01/30/2006
Number of Days to Update: 63

Source:  Department of Energy
Telephone:  505-845-0011
Last EDR Contact: 06/21/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Varies

ODI:  Open Dump Inventory
An open dump is defined as a disposal facility that does not comply with one or more of the Part 257 or Part 258
Subtitle D Criteria.

Date of Government Version: 06/30/1985
Date Data Arrived at EDR: 08/09/2004
Date Made Active in Reports: 09/17/2004
Number of Days to Update: 39

Source:  Environmental Protection Agency
Telephone:  800-424-9346
Last EDR Contact: 06/09/2004
Next Scheduled EDR Contact: N/A
Data Release Frequency: No Update Planned
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TRIS:  Toxic Chemical Release Inventory System
Toxic Release Inventory System. TRIS identifies facilities which release toxic chemicals to the air, water and
land in reportable quantities under SARA Title III Section 313.

Date of Government Version: 12/31/2003
Date Data Arrived at EDR: 07/13/2005
Date Made Active in Reports: 08/17/2005
Number of Days to Update: 35

Source:  EPA
Telephone:  202-566-0250
Last EDR Contact: 06/22/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Annually

TSCA:  Toxic Substances Control Act
Toxic Substances Control Act. TSCA identifies manufacturers and importers of chemical substances included on the
TSCA Chemical Substance Inventory list. It includes data on the production volume of these substances by plant
site.

Date of Government Version: 12/31/2002
Date Data Arrived at EDR: 04/14/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 46

Source:  EPA
Telephone:  202-260-5521
Last EDR Contact: 04/12/2006
Next Scheduled EDR Contact: 07/17/2006
Data Release Frequency: Every 4 Years

FTTS:  FIFRA/ TSCA Tracking System - FIFRA (Federal Insecticide, Fungicide, & Rodenticide Act)/TSCA (Toxic Substances Control Act)
FTTS tracks administrative cases and pesticide enforcement actions and compliance activities related to FIFRA,
TSCA and EPCRA (Emergency Planning and Community Right-to-Know Act). To maintain currency, EDR contacts the
Agency on a quarterly basis.

Date of Government Version: 03/29/2006
Date Data Arrived at EDR: 04/26/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 34

Source:  EPA/Office of Prevention, Pesticides and Toxic Substances
Telephone:  202-566-1667
Last EDR Contact: 06/19/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Quarterly

FTTS INSP:  FIFRA/ TSCA Tracking System - FIFRA (Federal Insecticide, Fungicide, & Rodenticide Act)/TSCA (Toxic Substances Control Act)

Date of Government Version: 03/31/2006
Date Data Arrived at EDR: 04/26/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 34

Source:  EPA
Telephone:  202-566-1667
Last EDR Contact: 06/19/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Quarterly

SSTS:  Section 7 Tracking Systems
Section 7 of the Federal Insecticide, Fungicide and Rodenticide Act, as amended (92 Stat. 829) requires all
registered pesticide-producing establishments to submit a report to the Environmental Protection Agency by March
1st each year. Each establishment must report the types and amounts of pesticides, active ingredients and devices
being produced, and those having been produced and sold or distributed in the past year.

Date of Government Version: 12/31/2004
Date Data Arrived at EDR: 05/11/2006
Date Made Active in Reports: 05/22/2006
Number of Days to Update: 11

Source:  EPA
Telephone:  202-564-4203
Last EDR Contact: 03/06/2006
Next Scheduled EDR Contact: 07/17/2006
Data Release Frequency: Annually

ICIS:  Integrated Compliance Information System
The Integrated Compliance Information System (ICIS) supports the information needs of the national enforcement
and compliance program as well as the unique needs of the National Pollutant Discharge Elimination System (NPDES)
program.

Date of Government Version: 02/13/2006
Date Data Arrived at EDR: 04/21/2006
Date Made Active in Reports: 05/11/2006
Number of Days to Update: 20

Source:  Environmental Protection Agency
Telephone:  202-564-5088
Last EDR Contact: 04/11/2006
Next Scheduled EDR Contact: 07/17/2006
Data Release Frequency: Quarterly
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PADS:  PCB Activity Database System
PCB Activity Database. PADS Identifies generators, transporters, commercial storers and/or brokers and disposers
of PCB’s who are required to notify the EPA of such activities.

Date of Government Version: 12/27/2005
Date Data Arrived at EDR: 02/08/2006
Date Made Active in Reports: 02/27/2006
Number of Days to Update: 19

Source:  EPA
Telephone:  202-566-0500
Last EDR Contact: 06/28/2006
Next Scheduled EDR Contact: 08/07/2006
Data Release Frequency: Annually

MLTS:  Material Licensing Tracking System
MLTS is maintained by the Nuclear Regulatory Commission and contains a list of approximately 8,100 sites which
possess or use radioactive materials and which are subject to NRC licensing requirements. To maintain currency,
EDR contacts the Agency on a quarterly basis.

Date of Government Version: 04/12/2006
Date Data Arrived at EDR: 04/26/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 34

Source:  Nuclear Regulatory Commission
Telephone:  301-415-7169
Last EDR Contact: 07/03/2006
Next Scheduled EDR Contact: 10/02/2006
Data Release Frequency: Quarterly

MINES:  Mines Master Index File
Contains all mine identification numbers issued for mines active or opened since 1971. The data also includes
violation information.

Date of Government Version: 02/09/2006
Date Data Arrived at EDR: 03/29/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 62

Source:  Department of Labor, Mine Safety and Health Administration
Telephone:  303-231-5959
Last EDR Contact: 06/28/2006
Next Scheduled EDR Contact: 09/25/2006
Data Release Frequency: Semi-Annually

FINDS:  Facility Index System/Facility Registry System
Facility Index System. FINDS contains both facility information and ’pointers’ to other sources that contain more
detail. EDR includes the following FINDS databases in this report: PCS (Permit Compliance System), AIRS (Aerometric
Information Retrieval System), DOCKET (Enforcement Docket used to manage and track information on civil judicial
enforcement cases for all environmental statutes), FURS (Federal Underground Injection Control), C-DOCKET (Criminal
Docket System used to track criminal enforcement actions for all environmental statutes), FFIS (Federal Facilities
Information System), STATE (State Environmental Laws and Statutes), and PADS (PCB Activity Data System).

Date of Government Version: 04/27/2006
Date Data Arrived at EDR: 05/02/2006
Date Made Active in Reports: 05/30/2006
Number of Days to Update: 28

Source:  EPA
Telephone:  N/A
Last EDR Contact: 04/03/2006
Next Scheduled EDR Contact: 07/03/2006
Data Release Frequency: Quarterly

RAATS:  RCRA Administrative Action Tracking System
RCRA Administration Action Tracking System. RAATS contains records based on enforcement actions issued under RCRA
pertaining to major violators and includes administrative and civil actions brought by the EPA. For administration
actions after September 30, 1995, data entry in the RAATS database was discontinued. EPA will retain a copy of
the database for historical records. It was necessary to terminate RAATS because a decrease in agency resources
made it impossible to continue to update the information contained in the database.

Date of Government Version: 04/17/1995
Date Data Arrived at EDR: 07/03/1995
Date Made Active in Reports: 08/07/1995
Number of Days to Update: 35

Source:  EPA
Telephone:  202-564-4104
Last EDR Contact: 06/05/2006
Next Scheduled EDR Contact: 09/04/2006
Data Release Frequency: No Update Planned

BRS:  Biennial Reporting System
The Biennial Reporting System is a national system administered by the EPA that collects data on the generation
and management of hazardous waste. BRS captures detailed data from two groups: Large Quantity Generators (LQG)
and Treatment, Storage, and Disposal Facilities.
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Date of Government Version: 12/31/2003
Date Data Arrived at EDR: 06/17/2005
Date Made Active in Reports: 08/04/2005
Number of Days to Update: 48

Source:  EPA/NTIS
Telephone:  800-424-9346
Last EDR Contact: 06/30/2006
Next Scheduled EDR Contact: 09/11/2006
Data Release Frequency: Biennially

STATE AND LOCAL RECORDS

SHWS:  Hazardous Sites Cleanup Act Site List
The Hazardous Sites Cleanup Act Site List includes sites listed on PA Priority List, sites delisted from PA Priority
List, Interim Response Completed sites, and Sites Being Studied or Response Being Planned.

Date of Government Version: 02/01/2006
Date Data Arrived at EDR: 02/17/2006
Date Made Active in Reports: 03/15/2006
Number of Days to Update: 26

Source:  Department Environmental Protection
Telephone:  717-783-7816
Last EDR Contact: 06/16/2006
Next Scheduled EDR Contact: 08/14/2006
Data Release Frequency: Semi-Annually

HSCA:  HSCA Remedial Sites Listing
A list of remedial sites on the PA Priority List. This is the PA state equivalent of the federal NPL superfund
list.

Date of Government Version: 05/05/2004
Date Data Arrived at EDR: 05/26/2004
Date Made Active in Reports: 06/24/2004
Number of Days to Update: 29

Source:  Department of Environmental Protection
Telephone:  717-783-7816
Last EDR Contact: 02/17/2006
Next Scheduled EDR Contact: 05/15/2006
Data Release Frequency: Varies

SWF/LF:  Operating Facilities

Date of Government Version: 03/15/2006
Date Data Arrived at EDR: 03/31/2006
Date Made Active in Reports: 05/04/2006
Number of Days to Update: 34

Source:  Department of Environmental Protection
Telephone:  717-787-7564
Last EDR Contact: 06/22/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Semi-Annually

HIST LF:  Abandoned Landfill Inventory
The report provides facility information recorded in the Pennsylvania Department of Environmental Protection ALI
database. Some of this information has been abstracted from old records and may not accurately reflect the current
conditions and status at these facilities

Date of Government Version: 01/04/2005
Date Data Arrived at EDR: 01/04/2005
Date Made Active in Reports: 02/04/2005
Number of Days to Update: 31

Source:  Department of Environmental Protection
Telephone:  717-787-7564
Last EDR Contact: 06/19/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Varies

HIST LF INACTIVE:  Inactive Facilities List
A listing of inactive non-hazardous facilities (10000 & 300000 series). This listing is no longer updated or
maintained by the Department of Environmental Protection. At the time the listing was available, the DEP?s name
was the Department of Environmental Resources.

Date of Government Version: 12/20/1994
Date Data Arrived at EDR: 07/12/2005
Date Made Active in Reports: 08/11/2005
Number of Days to Update: 30

Source:  Department of Environmental Protection
Telephone:  717-787-7381
Last EDR Contact: 06/21/2005
Next Scheduled EDR Contact: 12/19/2005
Data Release Frequency: No Update Planned

HIST LF INVENTORY:  Facility Inventory
A listing of solid waste facilities. This listing is no longer updated or maintained by the Department of Environmental
Protection. At the time the listing was available, the DEP?s name was the Department of Environmental Resources.
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Date of Government Version: 06/02/1999
Date Data Arrived at EDR: 07/12/2005
Date Made Active in Reports: 08/11/2005
Number of Days to Update: 30

Source:  Department of Environmental Protection
Telephone:  717-787-7381
Last EDR Contact: 09/19/2005
Next Scheduled EDR Contact: 12/19/2005
Data Release Frequency: No Update Planned

LUST:  Storage Tank Release Sites
Leaking Underground Storage Tank Incident Reports. LUST records contain an inventory of reported leaking underground
storage tank incidents. Not all states maintain these records, and the information stored varies by state.

Date of Government Version: 03/09/2006
Date Data Arrived at EDR: 04/11/2006
Date Made Active in Reports: 05/04/2006
Number of Days to Update: 23

Source:  Department of Environmental Protection
Telephone:  717-783-7509
Last EDR Contact: 07/12/2006
Next Scheduled EDR Contact: 10/09/2006
Data Release Frequency: Semi-Annually

UNREG LTANKS:  Unregulated Tank Cases
Leaking storage tank cases from unregulated storage tanks.

Date of Government Version: 04/12/2002
Date Data Arrived at EDR: 08/14/2003
Date Made Active in Reports: 08/29/2003
Number of Days to Update: 15

Source:  Department of Environmental Protection
Telephone:  717-783-7509
Last EDR Contact: 08/14/2003
Next Scheduled EDR Contact: N/A
Data Release Frequency: No Update Planned

UST:  Listing of Pennsylvania Regulated Underground Storage Tanks
Registered Underground Storage Tanks. UST’s are regulated under Subtitle I of the Resource Conservation and Recovery
Act (RCRA) and must be registered with the state department responsible for administering the UST program. Available
information varies by state program.

Date of Government Version: 06/01/2006
Date Data Arrived at EDR: 06/07/2006
Date Made Active in Reports: 06/30/2006
Number of Days to Update: 23

Source:  Department of Environmental Protection
Telephone:  717-772-5599
Last EDR Contact: 07/11/2006
Next Scheduled EDR Contact: 10/09/2006
Data Release Frequency: Varies

ARCHIVE UST:  Archived Underground Storage Tank Sites
The list includes tanks storing highly hazardous substances that were removed from the DEP’s Storage Tank Information
database because of the Department’s policy on sensitive information. The list also may include tanks that are
removed or permanently closed.

Date of Government Version: 06/01/2006
Date Data Arrived at EDR: 06/07/2006
Date Made Active in Reports: 07/12/2006
Number of Days to Update: 35

Source:  Department of Environmental Protection
Telephone:  717-772-5599
Last EDR Contact: 07/11/2006
Next Scheduled EDR Contact: 10/09/2006
Data Release Frequency: Varies

LAST:  Storage Tank Release Sites
Leaking Aboveground Storage Tank Incident Reports.

Date of Government Version: 03/09/2006
Date Data Arrived at EDR: 04/11/2006
Date Made Active in Reports: 05/04/2006
Number of Days to Update: 23

Source:  Department of Environmental Protection
Telephone:  717-783-7509
Last EDR Contact: 07/12/2006
Next Scheduled EDR Contact: 10/09/2006
Data Release Frequency: Semi-Annually

AST:  Listing of Pennsylvania Regulated Aboveground Storage Tanks
Registered Aboveground Storage Tanks.
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Date of Government Version: 06/01/2006
Date Data Arrived at EDR: 06/07/2006
Date Made Active in Reports: 06/30/2006
Number of Days to Update: 23

Source:  Department of Environmental Protection
Telephone:  717-772-5599
Last EDR Contact: 07/11/2006
Next Scheduled EDR Contact: 10/09/2006
Data Release Frequency: Varies

ARCHIVE AST:  Archived Aboveground Storage Tank Sites
The list includes aboveground tanks with a capacity greater than 21,000 gallons that were removed from the DEP’s
Storage Tank Information database because of the Department’s policy on sensitive information. The list also may
include tanks that are removed or permanently closed.

Date of Government Version: 06/01/2006
Date Data Arrived at EDR: 06/07/2006
Date Made Active in Reports: 07/12/2006
Number of Days to Update: 35

Source:  Department of Environmental Protection
Telephone:  717-772-5599
Last EDR Contact: 07/11/2006
Next Scheduled EDR Contact: 10/09/2006
Data Release Frequency: Varies

MANIFEST:  Manifest Information
Hazardous waste manifest information.

Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 05/04/2006
Date Made Active in Reports: 06/06/2006
Number of Days to Update: 33

Source:  Department of Environmental Protection
Telephone:  N/A
Last EDR Contact: 06/12/2006
Next Scheduled EDR Contact: 09/11/2006
Data Release Frequency: Annually

ACT 2-DEED:  Act 2-Deed Acknowledgment Sites
This listing pertains to sites where the Department has approved a cleanup requiring a deed acknowledgment under
Act 2. This list includes sites remediated to a non-residential Statewide health standard (Section 303(g));
all sites demonstrating attainment of a Site-specific standard (Section 304(m)); and sites being remediated
as a special industrial area (Section 305(g)). Persons who remediated a site to a standard that requires a
deed acknowledgment shall comply with the requirements of the Solid Waste Management Act or the Hazardous Sites
Cleanup Act, as referenced in Act 2. These statutes require a property description section in the deed concerning
the hazardous substance disposal on the site. The location of disposed hazardous substances and a description
of the type of hazardous substances disposed on the site shall be included in the deed acknowledgment. A deed
acknowledgment is required at the time of conveyance of the property.

Date of Government Version: 06/20/2006
Date Data Arrived at EDR: 06/21/2006
Date Made Active in Reports: 07/12/2006
Number of Days to Update: 21

Source:  Department of Environmental Protection
Telephone:  717-783-9470
Last EDR Contact: 06/19/2006
Next Scheduled EDR Contact: 08/14/2006
Data Release Frequency: Varies

ENG CONTROLS:  Engineering Controls Site Listing
Under the Land Recycling Act (Act 2) persons who perform a site cleanup using the site-specific standard or
the special industrial area standard may use engineering or institutional controls as part of the response action.
Engineering controls include various forms of caps, building foundations, liners, and treatment methods to create
pathway elimination for regulated substances to enter environmental media or effect human health.

Date of Government Version: 03/08/2006
Date Data Arrived at EDR: 05/16/2006
Date Made Active in Reports: 06/06/2006
Number of Days to Update: 21

Source:  Department of Environmental Protection
Telephone:  717-783-9470
Last EDR Contact: 05/16/2006
Next Scheduled EDR Contact: 08/14/2006
Data Release Frequency: Varies

INST CONTROL:  Institutional Controls Site Listing
Under the Land Recycling Act (Act 2) persons who perform a site cleanup using the site-specific standard or
the special industrial area standard may use engineering or institutional controls as part of the response action.
Institutional controls include administrative measures, such as groundwater use restrictions, construction restrictions,
property use restrictions, and post remediation care requirements intended to prevent exposure to contaminants
remaining on site. Deed restrictions are generally required as part of the institutional controls.
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Date of Government Version: 03/08/2006
Date Data Arrived at EDR: 05/16/2006
Date Made Active in Reports: 06/06/2006
Number of Days to Update: 21

Source:  Department of Environmental Protection
Telephone:  717-783-9470
Last EDR Contact: 05/16/2006
Next Scheduled EDR Contact: 08/14/2006
Data Release Frequency: Varies

VCP:  Voluntary Cleanup Program Sites
Sites involved in the Voluntary Cleanup Program

Date of Government Version: 06/20/2006
Date Data Arrived at EDR: 06/21/2006
Date Made Active in Reports: 07/12/2006
Number of Days to Update: 21

Source:  Department of Environmental Protection
Telephone:  717-783-2388
Last EDR Contact: 06/19/2006
Next Scheduled EDR Contact: 08/14/2006
Data Release Frequency: Semi-Annually

DRYCLEANERS:  Drycleaner Facility Locations
A listing of drycleaner facility locations.

Date of Government Version: 05/01/2006
Date Data Arrived at EDR: 05/01/2006
Date Made Active in Reports: 06/06/2006
Number of Days to Update: 36

Source:  Department of Environmental Protection
Telephone:  717-787-9702
Last EDR Contact: 04/12/2006
Next Scheduled EDR Contact: 07/17/2006
Data Release Frequency: Varies

BROWNFIELDS:  Brownfields Sites

Date of Government Version: 06/20/2006
Date Data Arrived at EDR: 06/21/2006
Date Made Active in Reports: 07/12/2006
Number of Days to Update: 21

Source:  Department of Environmental Protection
Telephone:  717-783-7509
Last EDR Contact: 06/19/2006
Next Scheduled EDR Contact: 08/14/2006
Data Release Frequency: Varies

AIRS:  Permit and Emissions Inventory Data
Permit and emissions inventory data.

Date of Government Version: 12/31/2004
Date Data Arrived at EDR: 05/03/2006
Date Made Active in Reports: 06/06/2006
Number of Days to Update: 34

Source:  Department of Environmental Protection
Telephone:  717-787-9702
Last EDR Contact: 04/07/2006
Next Scheduled EDR Contact: 07/24/2006
Data Release Frequency: Annually

TRIBAL RECORDS

INDIAN RESERV:  Indian Reservations
This map layer portrays Indian administered lands of the United States that have any area equal to or greater
than 640 acres.

Date of Government Version: 12/31/2004
Date Data Arrived at EDR: 02/08/2005
Date Made Active in Reports: 08/04/2005
Number of Days to Update: 177

Source:  USGS
Telephone:  202-208-3710
Last EDR Contact: 05/12/2006
Next Scheduled EDR Contact: 08/07/2006
Data Release Frequency: Semi-Annually

EDR PROPRIETARY RECORDS

Manufactured Gas Plants:  EDR Proprietary Manufactured Gas Plants
The EDR Proprietary Manufactured Gas Plant Database includes records of coal gas plants (manufactured gas plants)
compiled by EDR’s researchers. Manufactured gas sites were used in the United States from the 1800’s to 1950’s
to produce a gas that could be distributed and used as fuel. These plants used whale oil, rosin, coal, or a mixture
of coal, oil, and water that also produced a significant amount of waste. Many of the byproducts of the gas production,
such as coal tar (oily waste containing volatile and non-volatile chemicals), sludges, oils and other compounds
are potentially hazardous to human health and the environment. The byproduct from this process was frequently
disposed of directly at the plant site and can remain or spread slowly, serving as a continuous source of soil
and groundwater contamination.
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Date of Government Version: N/A
Date Data Arrived at EDR: N/A
Date Made Active in Reports: N/A
Number of Days to Update: N/A

Source:  EDR, Inc.
Telephone:  N/A
Last EDR Contact: N/A
Next Scheduled EDR Contact: N/A
Data Release Frequency: No Update Planned

EDR Historical Auto Stations:  EDR Proprietary Historic Gas Stations
EDR has searched selected national collections of business directories and has collected listings of potential
gas station/filling station/service station sites that were available to EDR researchers. EDR’s review was limited
to those categories of sources that might, in EDR’s opinion, include gas station/filling station/service station
establishments. The categories reviewed included, but were not limited to gas, gas station, gasoline station,
filling station, auto, automobile repair, auto service station, service station, etc.

Date of Government Version: N/A
Date Data Arrived at EDR: N/A
Date Made Active in Reports: N/A
Number of Days to Update: N/A

Source:  EDR, Inc.
Telephone:  N/A
Last EDR Contact: N/A
Next Scheduled EDR Contact: N/A
Data Release Frequency: Varies

EDR Historical Cleaners:  EDR Proprietary Historic Dry Cleaners
EDR has searched selected national collections of business directories and has collected listings of potential
dry cleaner sites that were available to EDR researchers. EDR’s review was limited to those categories of sources
that might, in EDR’s opinion, include dry cleaning establishments. The categories reviewed included, but were
not limited to dry cleaners, cleaners, laundry, laundromat, cleaning/laundry, wash & dry etc.

Date of Government Version: N/A
Date Data Arrived at EDR: N/A
Date Made Active in Reports: N/A
Number of Days to Update: N/A

Source:  EDR, Inc.
Telephone:  N/A
Last EDR Contact: N/A
Next Scheduled EDR Contact: N/A
Data Release Frequency: Varies

OTHER DATABASE(S)

Depending on the geographic area covered by this report, the data provided in these specialty databases may or may not be
complete.  For example, the existence of wetlands information data in a specific report does not mean that all wetlands in the
area covered by the report are included.  Moreover, the absence of any reported wetlands information does not necessarily
mean that wetlands do not exist in the area covered by the report.

CT MANIFEST:  Hazardous Waste Manifest Data
Facility and manifest data. Manifest is a document that lists and tracks hazardous waste from the generator through
transporters to a tsd facility.

Date of Government Version: 12/31/2004
Date Data Arrived at EDR: 02/17/2006
Date Made Active in Reports: 04/07/2006
Number of Days to Update: 49

Source:  Department of Environmental Protection
Telephone:  860-424-3375
Last EDR Contact: 06/14/2006
Next Scheduled EDR Contact: 09/11/2006
Data Release Frequency: Annually

NJ MANIFEST:  Manifest Information
Hazardous waste manifest information.

Date of Government Version: 12/31/2004
Date Data Arrived at EDR: 04/24/2006
Date Made Active in Reports: 05/02/2006
Number of Days to Update: 8

Source:  Department of Environmental Protection
Telephone:  N/A
Last EDR Contact: 07/05/2006
Next Scheduled EDR Contact: 10/02/2006
Data Release Frequency: Annually
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NY MANIFEST:  Facility and Manifest Data
Manifest is a document that lists and tracks hazardous waste from the generator through transporters to a TSD
facility.

Date of Government Version: 05/02/2006
Date Data Arrived at EDR: 05/31/2006
Date Made Active in Reports: 06/27/2006
Number of Days to Update: 27

Source:  Department of Environmental Conservation
Telephone:  518-402-8651
Last EDR Contact: 05/31/2006
Next Scheduled EDR Contact: 08/28/2006
Data Release Frequency: Annually

RI MANIFEST:  Manifest information
Hazardous waste manifest information

Date of Government Version: 09/30/2005
Date Data Arrived at EDR: 05/09/2006
Date Made Active in Reports: 05/24/2006
Number of Days to Update: 15

Source:  Department of Environmental Management
Telephone:  401-222-2797
Last EDR Contact: 06/19/2006
Next Scheduled EDR Contact: 09/18/2006
Data Release Frequency: Annually

VT MANIFEST:  Hazardous Waste Manifest Data
Hazardous waste manifest information.

Date of Government Version: 12/31/2004
Date Data Arrived at EDR: 03/17/2006
Date Made Active in Reports: 05/17/2006
Number of Days to Update: 61

Source:  Department of Environmental Conservation
Telephone:  802-241-3443
Last EDR Contact: 05/15/2006
Next Scheduled EDR Contact: 08/14/2006
Data Release Frequency: Annually

WI MANIFEST:  Manifest Information
Hazardous waste manifest information.

Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 03/17/2006
Date Made Active in Reports: 05/02/2006
Number of Days to Update: 46

Source:  Department of Natural Resources
Telephone:  N/A
Last EDR Contact: 07/11/2006
Next Scheduled EDR Contact: 10/09/2006
Data Release Frequency: Annually

Oil/Gas Pipelines: This data was obtained by EDR from the USGS in 1994. It is referred to by USGS as GeoData Digital Line Graphs
from 1:100,000-Scale Maps. It was extracted from the transportation category including some oil, but primarily
gas pipelines.

Electric Power Transmission Line Data
Source: PennWell Corporation
Telephone: (800) 823-6277
This map includes information copyrighted by PennWell Corporation. This information is provided
on a best effort basis and PennWell Corporation does not guarantee its accuracy nor warrant its
fitness for any particular purpose.  Such information has been reprinted with the permission of PennWell.

Sensitive Receptors: There are individuals deemed sensitive receptors due to their fragile immune systems and special sensitivity
to environmental discharges.  These sensitive receptors typically include the elderly, the sick, and children.  While the location of all
sensitive receptors cannot be determined, EDR indicates those buildings and facilities - schools, daycares, hospitals, medical centers,
and nursing homes - where individuals who are sensitive receptors are likely to be located.

AHA Hospitals:
Source: American Hospital Association, Inc.
Telephone: 312-280-5991
The database includes a listing of hospitals based on the American Hospital Association’s annual survey of hospitals.

Medical Centers: Provider of Services Listing
Source: Centers for Medicare & Medicaid Services
Telephone: 410-786-3000
A listing of hospitals with Medicare provider number, produced by Centers of Medicare & Medicaid Services,
a federal agency within the U.S. Department of Health and Human Services.
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Nursing Homes
Source: National Institutes of Health
Telephone: 301-594-6248
Information on Medicare and Medicaid certified nursing homes in the United States.

Public Schools
Source: National Center for Education Statistics
Telephone: 202-502-7300
The National Center for Education Statistics’ primary database on elementary
and secondary public education in the United States.  It is a comprehensive, annual, national statistical
database of all public elementary and secondary schools and school districts, which contains data that are
comparable across all states.

Private Schools
Source: National Center for Education Statistics
Telephone: 202-502-7300
The National Center for Education Statistics’ primary database on private school locations in the United States. 

Daycare Centers: Child Care Facility List
Source: Department of Public Welfare
Telephone: 717-783-3856

Flood Zone Data: This data, available in select counties across the country, was obtained by EDR in 1999 from the Federal
Emergency Management Agency (FEMA).  Data depicts 100-year and 500-year flood zones as defined by FEMA.

NWI: National Wetlands Inventory.  This data, available in select counties across the country, was obtained by EDR
in 2002 and 2005 from the U.S. Fish and Wildlife Service.

Scanned Digital USGS 7.5’ Topographic Map (DRG)
Source: United States Geologic Survey
A digital raster graphic (DRG) is a scanned image of a U.S. Geological Survey topographic map. The map images
are made by scanning published paper maps on high-resolution scanners. The raster image
is georeferenced and fit to the Universal Transverse Mercator (UTM) projection.

STREET AND ADDRESS INFORMATION

© 2006 Tele Atlas North America, Inc. All rights reserved.  This material is proprietary and the subject of copyright protection
and other intellectual property rights owned by or licensed to Tele Atlas North America, Inc.  The use of this material is subject
to the terms of a license agreement.  You will be held liable for any unauthorized copying or disclosure of this material.
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geologic strata.
of the soil, and nearby wells.  Groundwater flow velocity is generally impacted by the nature of the
Groundwater flow direction may be impacted by surface topography, hydrology, hydrogeology, characteristics

  2.  Groundwater flow velocity.
  1.  Groundwater flow direction, and

Assessment of the impact of contaminant migration generally has two principle investigative components:

forming an opinion about the impact of potential contaminant migration.
EDR’s GeoCheck Physical Setting Source Addendum is provided to assist the environmental professional in

1992Most Recent Revision:
40075-B3 LANSDALE, PANorth Map:

1992Most Recent Revision:
40075-A3 NORRISTOWN, PATarget Property Map:

USGS TOPOGRAPHIC MAP

233 ft. above sea levelElevation:
4440194.5UTM Y (Meters): 
472414.1UTM X (Meters): 
Zone 18Universal Tranverse Mercator: 
75.3237 - 75˚ 19’ 25.3’’Longitude (West): 
40.11350 - 40˚ 6’ 48.6’’Latitude (North): 

TARGET PROPERTY COORDINATES

NORRISTOWN, PA 19401
1020 SANDY HILL ROAD
1LT RAY S. MUSSELMAN MEMORIAL USARC

TARGET PROPERTY ADDRESS

GEOCHECK   - PHYSICAL SETTING SOURCE ADDENDUM®
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should be field verified.
on a relative (not an absolute) basis. Relative elevation information between sites of close proximity
Source: Topography has been determined from the USGS 7.5’ Digital Elevation Model and should be evaluated

SURROUNDING TOPOGRAPHY: ELEVATION PROFILES
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217

233
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182 155 129

199

213

210

General SouthGeneral Topographic Gradient:
TARGET PROPERTY TOPOGRAPHY

should contamination exist on the target property, what downgradient sites might be impacted.
assist the environmental professional in forming an opinion about the impact of nearby contaminated properties or,
Surface topography may be indicative of the direction of surficial groundwater flow.  This information can be used to
TOPOGRAPHIC INFORMATION

collected on nearby properties, and regional groundwater flow information (from deep aquifers).
sources of information, such as surface topographic information, hydrologic information, hydrogeologic data
using site-specific well data. If such data is not reasonably ascertainable, it may be necessary to rely on other
Groundwater flow direction for a particular site is best determined by a qualified environmental professional
GROUNDWATER FLOW DIRECTION INFORMATION

GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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Not Reported

GENERAL DIRECTIONLOCATION
GROUNDWATER FLOWFROM TPMAP ID

hydrogeologically, and the depth to water table.
authorities at select sites and has extracted the date of the report, groundwater flow direction as determined
flow at specific points. EDR has reviewed reports submitted by environmental professionals to regulatory
EDR has developed the AQUIFLOW Information System to provide data on the general direction of groundwater

AQUIFLOW®

 Search Radius: 1.000 Mile.

contamination exist on the target property, what downgradient sites might be impacted.
environmental professional in forming an opinion about the impact of nearby contaminated properties or, should
of groundwater flow direction in the immediate area.  Such hydrogeologic information can be used to assist the
Hydrogeologic information obtained by installation of wells on a specific site can often be an indicator
HYDROGEOLOGIC INFORMATION

YES - refer to the Overview Map and Detail MapNORRISTOWN

NATIONAL WETLAND INVENTORY
NWI Electronic
Data CoverageNWI Quad at Target Property

42091C0356E 
42091C0264E Additional Panels in search area:

42091C0352E Flood Plain Panel at Target Property:

YES - refer to the Overview Map and Detail MapMONTGOMERY, PA

FEMA FLOOD ZONE
FEMA Flood
Electronic DataTarget Property County

and bodies of water).
Refer to the Physical Setting Source Map following this summary for hydrologic information (major waterways

contamination exist on the target property, what downgradient sites might be impacted.
the environmental professional in forming an opinion about the impact of nearby contaminated properties or, should
Surface water can act as a hydrologic barrier to groundwater flow.  Such hydrologic information can be used to assist
HYDROLOGIC INFORMATION

GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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> 40 inchesDepth to Bedrock Max:

> 20 inchesDepth to Bedrock Min:

LOW     Corrosion Potential - Uncoated Steel:

Hydric Status: Soil does not meet the requirements for a hydric soil.

water table is more than 6 feet.
Well drained. Soils have intermediate water holding capacity. Depth toSoil Drainage Class:

movement of water, or soils with moderately fine or fine textures.
Class C - Slow infiltration rates. Soils with layers impeding downwardHydrologic Group:

channery - silt loamSoil Surface Texture:

PENN                          Soil Component Name:

The following information is based on Soil Conservation Service STATSGO data.
in a landscape. Soil maps for STATSGO are compiled by generalizing more detailed (SSURGO) soil survey maps.
for privately owned lands in the United States. A soil map in a soil survey is a representation of soil patterns
Survey (NCSS) and is responsible for collecting, storing, maintaining and distributing soil survey information
The U.S. Department of Agriculture’s (USDA) Soil Conservation Service (SCS) leads the National Cooperative Soil

DOMINANT SOIL COMPOSITION IN GENERAL AREA OF TARGET PROPERTY

Map, USGS Digital Data Series DDS - 11 (1994).
of the Conterminous U.S. at 1:2,500,000 Scale - a digital representation of the 1974 P.B. King and H.M. Beikman
Geologic Age and Rock Stratigraphic Unit Source: P.G. Schruben, R.E. Arndt and W.J. Bawiec, Geology

ROCK STRATIGRAPHIC UNIT GEOLOGIC AGE IDENTIFICATION

Stratified SequenceCategory:MesozoicEra:
TriassicSystem:
TriassicSeries:
TrCode:    (decoded above as Era, System & Series)

at which contaminant migration may be occurring.
Geologic information can be used by the environmental professional in forming an opinion about the relative speed
GEOLOGIC INFORMATION IN GENERAL AREA OF TARGET PROPERTY

move more quickly through sandy-gravelly types of soils than silty-clayey types of soils.
characteristics data collected on nearby properties and regional soil information. In general, contaminant plumes
to rely on other sources of information, including geologic age identification, rock stratigraphic unit and soil
using site specific geologic and soil strata data. If such data are not reasonably ascertainable, it may be necessary
Groundwater flow velocity information for a particular site is best determined by a qualified environmental professional
GROUNDWATER FLOW VELOCITY INFORMATION

GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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loam
stratified
weathered bedrockDeeper Soil Types:

silt loam
loam
sandy loamShallow Soil Types:

extremely stony - loam
extremely stony - silt loam
loam
silt loam
very stony - loamSurficial Soil Types:

extremely stony - loam
extremely stony - silt loam
loam
silt loam
very stony - loamSoil Surface Textures:

appear within the general area of target property.
Based on Soil Conservation Service STATSGO data, the following additional subordinant soil types may

OTHER SOIL TYPES IN AREA

Min:    0.00
Max:   0.00

Min:    0.20
Max:   6.00Not reportedNot reported

bedrock
unweathered38 inches34 inches 4

Min:    5.10
Max:   6.50

Min:    0.60
Max:   6.00

50%), silt.
limit less than
Clays (liquid
SOILS, Silts and
FINE-GRAINED

Soils.
200), Silty
passing No.
than 35 pct.
Materials (more
Silt-Clay

silt loam
very channery -34 inches21 inches 3

Min:    3.60
Max:   6.00

Min:    0.60
Max:   6.00

50%), silt.
limit less than
Clays (liquid
SOILS, Silts and
FINE-GRAINED

Soils.
200), Silty
passing No.
than 35 pct.
Materials (more
Silt-Clay

loam
channery - silt21 inches 8 inches 2

Min:    3.60
Max:   5.50

Min:    0.60
Max:   6.00

50%), silt.
limit less than
Clays (liquid
SOILS, Silts and
FINE-GRAINED

Soils.
200), Silty
passing No.
than 35 pct.
Materials (more
Silt-Clay

loam
channery - silt 8 inches 0 inches 1

Soil Layer Information           

Boundary Classification

Layer Upper Lower Soil Texture Class AASHTO Group Unified Soil Permeability Soil Reaction
Rate (in/hr) (pH)

GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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1/2 - 1 Mile ESEPA1000000044443   D8
1/2 - 1 Mile ESEPA1000000044442   D7
1/2 - 1 Mile NWSPAW0119891   C6
1/2 - 1 Mile NWPA1000000045843   C5
1/2 - 1 Mile ESESPAW0125022   B4
1/2 - 1 Mile ESEPA1000000044304   B3
1/4 - 1/2 Mile SWPA1000000044303   A1

STATE DATABASE WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

Note: PWS System location is not always the same as well location.

No PWS System Found

FEDERAL FRDS PUBLIC WATER SUPPLY SYSTEM INFORMATION

LOCATION
FROM TPWELL IDMAP ID

1/2 - 1 Mile SouthUSGS2167043   N47
1/2 - 1 Mile SouthUSGS2167052   O37
1/2 - 1 Mile SouthUSGS2167058   N35
1/2 - 1 Mile SSEUSGS2167083   L30
1/2 - 1 Mile SSEUSGS2167066   H28
1/2 - 1 Mile ENEUSGS2166729   K27
1/2 - 1 Mile WestUSGS2166935   J25
1/2 - 1 Mile SSEUSGS2167075   H20
1/2 - 1 Mile NNEUSGS2166637   19
1/2 - 1 Mile NEUSGS2166764   F18
1/2 - 1 Mile NEUSGS2166741   F14
1/2 - 1 Mile ESEUSGS2167039   D10
1/2 - 1 Mile ESEUSGS2167038   D9
1/4 - 1/2 Mile SWUSGS2167008   A2

FEDERAL USGS WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

1.000State Database
Nearest PWS within 1 mileFederal FRDS PWS
1.000Federal USGS

WELL SEARCH DISTANCE INFORMATION

SEARCH DISTANCE (miles)DATABASE

opinion about the impact of contaminant migration on nearby drinking water wells.
professional in assessing sources that may impact ground water flow direction, and in forming an
EDR Local/Regional Water Agency records provide water well information to assist the environmental

LOCAL / REGIONAL WATER AGENCY RECORDS

GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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1/2 - 1 Mile NNEPA1000000046871   S57
1/2 - 1 Mile NNESPAW0121341   S56
1/2 - 1 Mile NNEPA1000000046870   S55
1/2 - 1 Mile NNESPAW0121340   S54
1/2 - 1 Mile WestPA1000000045175   R53
1/2 - 1 Mile WestSPAW0119889   R52
1/2 - 1 Mile WestPA1000000045136   R51
1/2 - 1 Mile WestSPAW0119890   R50
1/2 - 1 Mile ENESPAW0124982   Q49
1/2 - 1 Mile SouthPA1000000043081   N48
1/2 - 1 Mile ENEPA1000000045535   Q46
1/2 - 1 Mile NNWSPAW0119888   P45
1/2 - 1 Mile NNWPA1000000046675   P44
1/2 - 1 Mile NNWSPAW0119887   P43
1/2 - 1 Mile NNWPA1000000046676   P42
1/2 - 1 Mile NNWSPAW0119886   P41
1/2 - 1 Mile NNWPA1000000046627   P40
1/2 - 1 Mile NNWSPAW0119885   P39
1/2 - 1 Mile NNWPA1000000046628   P38
1/2 - 1 Mile SouthPA1000000043140   O36
1/2 - 1 Mile SouthPA1000000043184   N34
1/2 - 1 Mile EastSPAW0124997   M33
1/2 - 1 Mile EastPA1000000045050   M32
1/2 - 1 Mile SSEPA1000000043476   L31
1/2 - 1 Mile SSEPA1000000043282   H29
1/2 - 1 Mile ENEPA1000000045781   K26
1/2 - 1 Mile WestPA1000000044915   J24
1/2 - 1 Mile SEPA1000000043798   I23
1/2 - 1 Mile SESPAW0125031   I22
1/2 - 1 Mile SSEPA1000000043421   H21
1/2 - 1 Mile NEPA1000000045979   F17
1/2 - 1 Mile ESESPAW0125004   G16
1/2 - 1 Mile ESEPA1000000044401   G15
1/2 - 1 Mile NEPA1000000045844   F13
1/2 - 1 Mile WestPA1000000045096   E12
1/2 - 1 Mile WestSPAW0119872   E11

STATE DATABASE WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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UNUSEDWater Use:
UNUSEDSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
UNKNOWNLithology:
231SCKNA A P G:

Geohydrologic Information:

ROCK OR STONECasing:
96Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

WALLEDFinish:
DUGMethod Cons:
DRILLER’S RECORDSource Cons Data:
1Driller:
Not ReportedConstruction Date:

Construction Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

27455PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.33139LONGITUDED:
40.10917LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
OTHER/UNKNOWN/UNSPECIFIEDSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
UNKNOWNELEVMETHOD:
0ELEVATION:
51WELLDEPTH:
UNKNOWNTOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

MG   117LOCALWELLN:400633075195301WELLID:

A1
SW
1/4 - 1/2 Mile
Lower

PA1000000044303PA WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedHYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
605WELLDEPTH:
Not ReportedTOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

X 0939LOCALWELLN:Not ReportedWELLID:

B3
ESE
1/2 - 1 Mile
Lower

PA1000000044304PA WELLS

1953-07-20 13

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

1Ground water data count:
1953-07-20Ground water data end date:Ground water data begin date: 1953-07-20
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:Not ReportedSource of depth data:
Not ReportedHole depth:51Well depth:

STOCKTON FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
19000101Date construction:Ground-water other than SpringSite type:

Not ReportedTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

Not ReportedAltitude datum:Not ReportedAltitude accuracy:
Not ReportedAltitude method:Not ReportedAltitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.3310161Dec lon:
40.10927525Dec lat:0751953Longitude:

400633Latitude:
MG   117Site name:

400633075195301Site no:USGSAgency cd:

A2
SW
1/4 - 1/2 Mile
Lower

USGS2167008FED USGS

01/01/1900 00:00:00Date Ownership:
RAMBO & REAGER INCOwner:

Owner Information:

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):84Casing 1:
OPEN HOLEFinish:605Well Depth:
WITHDRAWALSite Usage:INDUSTRIALWater Usage:
Not ReportedTopographic Setting:Not ReportedHydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
751852Longitude:400633Latitude:
MONTGOMERYCountyL FRANK MARKELOwner’s Name:

X 0939Well ID:

B4
ESE
1/2 - 1 Mile
Lower

SPAW0125022PA WELLS

Not ReportedDate Ownership:
L FRANK MARKELOwner:

Owner Information:

INDUSTRIALWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:84Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
0512Driller:
01/01/1974 00:00:00Construction Date:

Construction Information:

169553PAGWIS ID:
Not ReportedDATEDRILLE:
32DEPTHTOBED:
-75.31444LONGITUDED:
40.10917LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:51Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
1950Driller:
07/01/1992 00:00:00Construction Date:

Construction Information:

164423PAGWIS ID:
Not ReportedDATEDRILLE:
5DEPTHTOBED:
-75.33139LONGITUDED:
40.12LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
120WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

7446NLOCALWELLN:Not ReportedWELLID:

C5
NW
1/2 - 1 Mile
Lower

PA1000000045843PA WELLS

STOCKTON FORMATIONAquifer:
1843Remark:PLYMOUTHMunicipality:
SANDSTONELithology:575Water Bearing Zone 3:
340Water Bearing Zone 2:235Water Bearing Zone 1:
0512Driller:32Bedrock:
Not ReportedTest Time:Not ReportedDrawdown:
Not ReportedYield Measurement Method:60Yield (gpm):
Not ReportedProduction WL:240Static Water Level:
00-00-74Date Drilled:Not ReportedGrouted:

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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-75.31306LONGITUDED:
40.11028LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
WELL OWNERSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
Not ReportedLATLONGACCURACY:
02040203HYDROLOGIC:
5ACCURACYOF:
Not ReportedELEVMETHOD:
153ELEVATION:
310WELLDEPTH:
HILLTOPTOPOGRAPHY:
231SCKNLAAPG:
MONTGOMERYCOUNTY:

MG  1177LOCALWELLN:400637075184701WELLID:

D7
ESE
1/2 - 1 Mile
Lower

PA1000000044442PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SANDSTONELithology:60Water Bearing Zone 3:
45Water Bearing Zone 2:30Water Bearing Zone 1:
1950Driller:5Bedrock:
Not ReportedTest Time:Not ReportedDrawdown:
VYield Measurement Method:Not ReportedYield (gpm):
Not ReportedProduction WL:Not ReportedStatic Water Level:
7-92Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):51Casing 1:
OPEN HOLEFinish:120Well Depth:
WITHDRAWALSite Usage:IRRIGATIONWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
751953Longitude:400712Latitude:
MONTGOMERYCountyGENUARDIOwner’s Name:

7446NWell ID:

C6
NW
1/2 - 1 Mile
Lower

SPAW0119891PA WELLS

Not ReportedDate Ownership:
GENUARDI GREENHOUSESOwner:

Owner Information:

IRRIGATIONWater Use:
WITHDRAWALSite Use:

Water Use Information:
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02040203HYDROLOGIC:
5ACCURACYOF:
Not ReportedELEVMETHOD:
153ELEVATION:
605WELLDEPTH:
HILLTOPTOPOGRAPHY:
231SCKNLAAPG:
MONTGOMERYCOUNTY:

MG  1178LOCALWELLN:400637075184702WELLID:

D8
ESE
1/2 - 1 Mile
Lower

PA1000000044443PA WELLS

OWNER PAOther I D Assignor:2Other Identifier:
Other ID Information:

01/01/1974 00:00:00Date Ownership:
MARKEL CORPOwner:

Owner Information:

INDUSTRIALWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SANDSTONELithology:
231SCKNLA A P G:

Geohydrologic Information:

8Hole Diameter:0Bottom Of Hole:
0Top Of Hole:

Hole Information:

STEELCasing:
8Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
AIR ROTARYMethod Cons:
Not ReportedSource Cons Data:
0512Driller:
01/01/1964 00:00:00Construction Date:

Construction Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

43809PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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D9
ESE
1/2 - 1 Mile
Lower

USGS2167038FED USGS

PAGSOther I D Assignor:939Other Identifier:

OWNER PAOther I D Assignor:3Other Identifier:
Other ID Information:

04/04/1974 00:00:00Date Ownership:
MARKEL CORPOwner:

Owner Information:

INDUSTRIALWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SANDSTONELithology:
231SCKNLA A P G:

Geohydrologic Information:

6Hole Diameter:605Bottom Of Hole:
0Top Of Hole:

Hole Information:

STEELCasing:
6Casing Diameter:84Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
AIR ROTARYMethod Cons:
Not ReportedSource Cons Data:
0512Driller:
04/04/1974 00:00:00Construction Date:

Construction Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

43810PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.31306LONGITUDED:
40.11028LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
Not ReportedLATLONGACCURACY:
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0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:drillerSource of depth data:
Not ReportedHole depth:605Well depth:

STOCKTON FORMATION,LOWER MEMBERAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
19740404Date construction:Ground-water other than SpringSite type:

HilltopTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:5Altitude accuracy:
MAltitude method:153Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:FCoor accr:
MCoor meth:-75.31268174Dec lon:
40.11038668Dec lat:0751847Longitude:

400637Latitude:
MG  1178Site name:

400637075184702Site no:USGSAgency cd:

D10
ESE
1/2 - 1 Mile
Lower

USGS2167039FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedGround water data count:
Not ReportedGround water data end date:Ground water data begin date: Not Reported
Not ReportedWater quality data count:Not ReportedWater quality data end date:
Not ReportedWater quality data begin date:Not ReportedPeak flow data count:
Not ReportedPeak flow data end date:Not ReportedPeak flow data begin date:
Not ReportedDaily flow data count:Not ReportedDaily flow data end date:
Not ReportedDaily flow data begin date:Not ReportedReal time data flag:
Not ReportedProject number:ownerSource of depth data:
Not ReportedHole depth:310Well depth:

STOCKTON FORMATION,LOWER MEMBERAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
1964Date construction:Ground-water other than SpringSite type:

HilltopTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:5Altitude accuracy:
MAltitude method:153Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:FCoor accr:
MCoor meth:-75.31268174Dec lon:
40.11038668Dec lat:0751847Longitude:

400637Latitude:
MG  1177Site name:

400637075184701Site no:USGSAgency cd:
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-75.33694LONGITUDED:
40.11444LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
28WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5499NLOCALWELLN:Not ReportedWELLID:

E12
West
1/2 - 1 Mile
Lower

PA1000000045096PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:21Water Bearing Zone 1:
1290Driller:28Bedrock:
Not ReportedTest Time:Not ReportedDrawdown:
Not ReportedYield Measurement Method:Not ReportedYield (gpm):
Not ReportedProduction WL:Not ReportedStatic Water Level:
12-90Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
2Casing1 Diameter(inches):18Casing 1:
OPEN HOLEFinish:28Well Depth:
MONITORINGSite Usage:Not ReportedWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
752013Longitude:400652Latitude:
MONTGOMERYCountyBELL OF PAOwner’s Name:

5499NWell ID:

E11
West
1/2 - 1 Mile
Lower

SPAW0119872PA WELLS

1974-04-04 240

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

1Ground water data count:
1974-04-04Ground water data end date:Ground water data begin date: 1974-04-04
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
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-75.31389LONGITUDED:
40.12LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
WELL OWNERSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
Not ReportedLATLONGACCURACY:
02040203HYDROLOGIC:
10ACCURACYOF:
Not ReportedELEVMETHOD:
250ELEVATION:
200WELLDEPTH:
UPLAND DRAWTOPOGRAPHY:
231SCKNLAAPG:
MONTGOMERYCOUNTY:

MG  1340LOCALWELLN:400712075185001WELLID:

F13
NE
1/2 - 1 Mile
Higher

PA1000000045844PA WELLS

Not ReportedDate Ownership:
BELL OF PAOwner:

Owner Information:

Not ReportedWater Use:
MINESite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
2Casing Diameter:18Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
1290Driller:
12/01/1990 00:00:00Construction Date:

Construction Information:

164404PAGWIS ID:
Not ReportedDATEDRILLE:
28DEPTHTOBED:
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24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:FCoor accr:
MCoor meth:-75.31351464Dec lon:
40.12010864Dec lat:0751850Longitude:

400712Latitude:
MG  1340Site name:

400712075185001Site no:USGSAgency cd:

F14
NE
1/2 - 1 Mile
Higher

USGS2166741FED USGS

OWNER PAOther I D Assignor:2Other Identifier:
Other ID Information:

01/01/1960 00:00:00Date Ownership:
PLYMOUTH COUNTRY CLUBOwner:

Owner Information:

IRRIGATIONWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
Not ReportedLithology:
231SCKNLA A P G:

Geohydrologic Information:

8Hole Diameter:200Bottom Of Hole:
0Top Of Hole:

Hole Information:

STEELCasing:
8Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
CABLE TOOLMethod Cons:
WELL OWNERSource Cons Data:
1Driller:
01/01/1960 00:00:00Construction Date:

Construction Information:

06/01/1995 00:00:00Agency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

43852PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
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OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
512Driller:
10/01/1987 00:00:00Construction Date:

Construction Information:

169535PAGWIS ID:
Not ReportedDATEDRILLE:
51DEPTHTOBED:
-75.31111LONGITUDED:
40.11LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
198WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5633NLOCALWELLN:Not ReportedWELLID:

G15
ESE
1/2 - 1 Mile
Lower

PA1000000044401PA WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedGround water data count:
Not ReportedGround water data end date:Ground water data begin date: Not Reported
Not ReportedWater quality data count:Not ReportedWater quality data end date:
Not ReportedWater quality data begin date:Not ReportedPeak flow data count:
Not ReportedPeak flow data end date:Not ReportedPeak flow data begin date:
Not ReportedDaily flow data count:Not ReportedDaily flow data end date:
Not ReportedDaily flow data begin date:Not ReportedReal time data flag:
Not ReportedProject number:ownerSource of depth data:
Not ReportedHole depth:200Well depth:

STOCKTON FORMATION,LOWER MEMBERAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:19950601Date inventoried:
1960Date construction:Ground-water other than SpringSite type:

Upland drawTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:250Altitude:
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02040203HYDROLOGIC:
10ACCURACYOF:
Not ReportedELEVMETHOD:
250ELEVATION:
200WELLDEPTH:
UPLAND DRAWTOPOGRAPHY:
231SCKNLAAPG:
MONTGOMERYCOUNTY:

MG  1339LOCALWELLN:400715075185001WELLID:

F17
NE
1/2 - 1 Mile
Higher

PA1000000045979PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:PLYMOUTHMunicipality:
SHALELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:180Water Bearing Zone 1:
512Driller:51Bedrock:
Not ReportedTest Time:Not ReportedDrawdown:
VYield Measurement Method:25Yield (gpm):
50Production WL:Not ReportedStatic Water Level:
10-87Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):60Casing 1:
OPEN HOLEFinish:198Well Depth:
WITHDRAWALSite Usage:DOMESTICWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
751840Longitude:400636Latitude:
MONTGOMERYCountyDECARO JOwner’s Name:

5633NWell ID:

G16
ESE
1/2 - 1 Mile
Lower

SPAW0125004PA WELLS

Not ReportedDate Ownership:
DECARO JOwner:

Owner Information:

DOMESTICWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SHLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:60Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:
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F18
NE
1/2 - 1 Mile
Higher

USGS2166764FED USGS

OWNER PAOther I D Assignor:1Other Identifier:
Other ID Information:

01/01/1960 00:00:00Date Ownership:
PLYMOUTH COUNTRY CLUBOwner:

Owner Information:

IRRIGATIONWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
Not ReportedLithology:
231SCKNLA A P G:

Geohydrologic Information:

8Hole Diameter:200Bottom Of Hole:
0Top Of Hole:

Hole Information:

STEELCasing:
8Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
CABLE TOOLMethod Cons:
WELL OWNERSource Cons Data:
1Driller:
01/01/1960 00:00:00Construction Date:

Construction Information:

06/01/1995 00:00:00Agency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

43857PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.31389LONGITUDED:
40.12083LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
WELL OWNERSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
Not ReportedLATLONGACCURACY:
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Not ReportedPeak flow data end date:Not ReportedPeak flow data begin date:
Not ReportedDaily flow data count:Not ReportedDaily flow data end date:
Not ReportedDaily flow data begin date:Not ReportedReal time data flag:
Not ReportedProject number:ownerSource of depth data:
Not ReportedHole depth:700Well depth:

STOCKTON FORMATION,LOWER MEMBERAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:19950605Date inventoried:
1960Date construction:Ground-water other than SpringSite type:

Upland drawTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:200Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:FCoor accr:
MCoor meth:-75.31740356Dec lon:
40.12344182Dec lat:0751904Longitude:

400724Latitude:
MG  1342Site name:

400724075190401Site no:USGSAgency cd:

19
NNE
1/2 - 1 Mile
Lower

USGS2166637FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedGround water data count:
Not ReportedGround water data end date:Ground water data begin date: Not Reported
Not ReportedWater quality data count:Not ReportedWater quality data end date:
Not ReportedWater quality data begin date:Not ReportedPeak flow data count:
Not ReportedPeak flow data end date:Not ReportedPeak flow data begin date:
Not ReportedDaily flow data count:Not ReportedDaily flow data end date:
Not ReportedDaily flow data begin date:Not ReportedReal time data flag:
Not ReportedProject number:ownerSource of depth data:
Not ReportedHole depth:200Well depth:

STOCKTON FORMATION,LOWER MEMBERAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:19950601Date inventoried:
1960Date construction:Ground-water other than SpringSite type:

Upland drawTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:250Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:FCoor accr:
MCoor meth:-75.3135146Dec lon:
40.12094196Dec lat:0751850Longitude:

400715Latitude:
MG  1339Site name:

400715075185001Site no:USGSAgency cd:
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02040203HYDROLOGIC:
10ACCURACYOF:
INTERPOLATED FROM TOPOGRAPHIC MAPELEVMETHOD:
60ELEVATION:
210WELLDEPTH:
VALLEY FLATTOPOGRAPHY:
377LDGRAAPG:
MONTGOMERYCOUNTY:

MG    41LOCALWELLN:400607075191301WELLID:

H21
SSE
1/2 - 1 Mile
Lower

PA1000000043421PA WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedGround water data count:
Not ReportedGround water data end date:Ground water data begin date: Not Reported
Not ReportedWater quality data count:Not ReportedWater quality data end date:
Not ReportedWater quality data begin date:Not ReportedPeak flow data count:
Not ReportedPeak flow data end date:Not ReportedPeak flow data begin date:
Not ReportedDaily flow data count:Not ReportedDaily flow data end date:
Not ReportedDaily flow data begin date:Not ReportedReal time data flag:
Not ReportedProject number:Not ReportedSource of depth data:
Not ReportedHole depth:210Well depth:

LEDGER FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
Not ReportedDate construction:Ground-water other than SpringSite type:

Valley flatTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:60Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.31990477Dec lon:
40.10205342Dec lat:0751913Longitude:

400607Latitude:
MG    41Site name:

400607075191301Site no:USGSAgency cd:

H20
SSE
1/2 - 1 Mile
Lower

USGS2167075FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedGround water data count:
Not ReportedGround water data end date:Ground water data begin date: Not Reported
Not ReportedWater quality data count:Not ReportedWater quality data end date:
Not ReportedWater quality data begin date:Not ReportedPeak flow data count:
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Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):35Casing 1:
OPEN HOLEFinish:113Well Depth:
WITHDRAWALSite Usage:DOMESTICWater Usage:
HILLSIDETopographic Setting:Not ReportedHydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
751847Longitude:400618Latitude:
MONTGOMERYCountyKING CONST COOwner’s Name:

X 2005Well ID:

I22
SE
1/2 - 1 Mile
Lower

SPAW0125031PA WELLS

10/16/1952 00:00:00Date Ownership:
ALLEN IRON & STEELOwner:

Owner Information:

UNUSEDWater Use:
DESTROYEDSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
DOLOMITELithology:
377LDGRA A P G:

Geohydrologic Information:

8Hole Diameter:200Bottom Of Hole:
0Top Of Hole:

Hole Information:

STEELCasing:
8Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

27443PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.32028LONGITUDED:
40.10194LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
OTHER/UNKNOWN/UNSPECIFIEDSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SHLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:35Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
0248Driller:
Not ReportedConstruction Date:

Construction Information:

169562PAGWIS ID:
Not ReportedDATEDRILLE:
30DEPTHTOBED:
-75.31306LONGITUDED:
40.105LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
Not ReportedHYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
113WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

X 2005LOCALWELLN:Not ReportedWELLID:

I23
SE
1/2 - 1 Mile
Lower

PA1000000043798PA WELLS

STOCKTON FORMATIONAquifer:
1843Remark:PLYMOUTHMunicipality:
SHALELithology:105Water Bearing Zone 3:
97Water Bearing Zone 2:80Water Bearing Zone 1:
0248Driller:30Bedrock:
1Test Time:47Drawdown:
Not ReportedYield Measurement Method:60Yield (gpm):
Not ReportedProduction WL:65Static Water Level:
00-00-00Date Drilled:Not ReportedGrouted:
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Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
UNKNOWNLithology:
231SCKNA A P G:

Geohydrologic Information:

UNKNOWNCasing:
6Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
CABLE TOOLMethod Cons:
DRILLER’S RECORDSource Cons Data:
0303Driller:
01/01/1933 00:00:00Construction Date:

Construction Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

27468PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.33972LONGITUDED:
40.11333LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
OTHER/UNKNOWN/UNSPECIFIEDSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:
02040203HYDROLOGIC:
10ACCURACYOF:
INTERPOLATED FROM TOPOGRAPHIC MAPELEVMETHOD:
80ELEVATION:
172WELLDEPTH:
UNKNOWNTOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

MG    39LOCALWELLN:400648075202301WELLID:

J24
West
1/2 - 1 Mile
Lower

PA1000000044915PA WELLS

Not ReportedDate Ownership:
KING CONST COOwner:

Owner Information:

DOMESTICWater Use:
WITHDRAWALSite Use:

Water Use Information:
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02040203HYDROLOGIC:
10ACCURACYOF:
Not ReportedELEVMETHOD:
235ELEVATION:
614WELLDEPTH:
UPLAND DRAWTOPOGRAPHY:
231SCKNLAAPG:
MONTGOMERYCOUNTY:

MG  1341LOCALWELLN:400710075183601WELLID:

K26
ENE
1/2 - 1 Mile
Higher

PA1000000045781PA WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedGround water data count:
Not ReportedGround water data end date:Ground water data begin date: Not Reported
Not ReportedWater quality data count:Not ReportedWater quality data end date:
Not ReportedWater quality data begin date:Not ReportedPeak flow data count:
Not ReportedPeak flow data end date:Not ReportedPeak flow data begin date:
Not ReportedDaily flow data count:Not ReportedDaily flow data end date:
Not ReportedDaily flow data begin date:Not ReportedReal time data flag:
Not ReportedProject number:Not ReportedSource of depth data:
Not ReportedHole depth:172Well depth:

STOCKTON FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
19330101Date construction:Ground-water other than SpringSite type:

Not ReportedTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:80Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.33934964Dec lon:
40.11344165Dec lat:0752023Longitude:

400648Latitude:
MG    39Site name:

400648075202301Site no:USGSAgency cd:

J25
West
1/2 - 1 Mile
Lower

USGS2166935FED USGS

01/01/1933 00:00:00Date Ownership:
ZARCONE MARKETSOwner:

Owner Information:

UNUSEDWater Use:
UNUSEDSite Use:

Water Use Information:
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K27
ENE
1/2 - 1 Mile
Higher

USGS2166729FED USGS

OWNER PAOther I D Assignor:4Other Identifier:
Other ID Information:

08/18/1993 00:00:00Date Ownership:
PLYMOUTH COUNTRY CLUBOwner:

Owner Information:

IRRIGATIONWater Use:
UNUSEDSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SANDSTONELithology:
231SCKNLA A P G:

Geohydrologic Information:

6Hole Diameter:614Bottom Of Hole:
0Top Of Hole:

Hole Information:

STEELCasing:
6Casing Diameter:35Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
AIR ROTARYMethod Cons:
DRILLER’S RECORDSource Cons Data:
1959Driller:
08/18/1993 00:00:00Construction Date:

Construction Information:

06/01/1995 00:00:00Agency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

43850PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.31LONGITUDED:
40.11944LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
Not ReportedLATLONGACCURACY:
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ESTMean greenwich time offset:Not ReportedDate inventoried:
19000101Date construction:Ground-water other than SpringSite type:

Valley flatTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:60Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.3204604Dec lon:
40.1012201Dec lat:0751915Longitude:

400604Latitude:
MG    42Site name:

400604075191501Site no:USGSAgency cd:

H28
SSE
1/2 - 1 Mile
Lower

USGS2167066FED USGS

1993-08-18 22

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

1Ground water data count:
1993-08-18Ground water data end date:Ground water data begin date: 1993-08-18
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:drillerSource of depth data:
Not ReportedHole depth:614Well depth:

STOCKTON FORMATION,LOWER MEMBERAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:19950601Date inventoried:
19930818Date construction:Ground-water other than SpringSite type:

Upland drawTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:235Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:FCoor accr:
MCoor meth:-75.30962558Dec lon:
40.11955318Dec lat:0751836Longitude:

400710Latitude:
MG  1341Site name:

400710075183601Site no:USGSAgency cd:
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OPEN HOLEFinish:
CABLE TOOLMethod Cons:
WELL OWNERSource Cons Data:
1Driller:
Not ReportedConstruction Date:

Construction Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

27442PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.32083LONGITUDED:
40.10111LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
OTHER/UNKNOWN/UNSPECIFIEDSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:
02040203HYDROLOGIC:
10ACCURACYOF:
INTERPOLATED FROM TOPOGRAPHIC MAPELEVMETHOD:
60ELEVATION:
16WELLDEPTH:
VALLEY FLATTOPOGRAPHY:
377LDGRAAPG:
MONTGOMERYCOUNTY:

MG    42LOCALWELLN:400604075191501WELLID:

H29
SSE
1/2 - 1 Mile
Lower

PA1000000043282PA WELLS

    Note: The site was dry (no water level recorded).
1952-10-16 11.30

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

1Ground water data count:
1952-10-16Ground water data end date:Ground water data begin date: 1952-10-16
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:Not ReportedSource of depth data:
Not ReportedHole depth:16Well depth:

LEDGER FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:
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1Ground water data count:
1952-10-01Ground water data end date:Ground water data begin date: 1952-10-01
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:Not ReportedSource of depth data:
Not ReportedHole depth:39Well depth:

STOCKTON FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
19150901Date construction:Ground-water other than SpringSite type:

Hillside (slope)Topographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:20Altitude accuracy:
MAltitude method:100Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.31601565Dec lon:
40.10233127Dec lat:0751859Longitude:

400608Latitude:
MG    44Site name:

400608075185901Site no:USGSAgency cd:

L30
SSE
1/2 - 1 Mile
Lower

USGS2167083FED USGS

OWNER PAOther I D Assignor:1Other Identifier:
Other ID Information:

01/01/1900 00:00:00Date Ownership:
W A CASE & SON MFGOwner:

Owner Information:

UNUSEDWater Use:
DESTROYEDSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
DOLOMITELithology:
377LDGRA A P G:

Geohydrologic Information:

UNKNOWNCasing:
36Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:
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Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
UNKNOWNLithology:
231SCKNA A P G:

Geohydrologic Information:

UNKNOWNCasing:
6Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
CABLE TOOLMethod Cons:
OTHER/UNKNOWN/UNSPECIFIEDSource Cons Data:
1Driller:
09/01/1915 00:00:00Construction Date:

Construction Information:

Not ReportedAgency Use Date:
IAgency Use of Site:

Agency Use Section:

27444PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.31639LONGITUDED:
40.10222LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
OTHER/UNKNOWN/UNSPECIFIEDSOURCE DEPTH DATA:
FIELD CHECKED BY REPORTING AGENCY (PaDAg pest. survey)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:
02040203HYDROLOGIC:
20ACCURACYOF:
INTERPOLATED FROM TOPOGRAPHIC MAPELEVMETHOD:
100ELEVATION:
39WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

MG    44LOCALWELLN:400608075185901WELLID:

L31
SSE
1/2 - 1 Mile
Lower

PA1000000043476PA WELLS

1952-10-01 33.82

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1
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Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:96Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
512Driller:
07/01/1988 00:00:00Construction Date:

Construction Information:

169528PAGWIS ID:
Not ReportedDATEDRILLE:
87DEPTHTOBED:
-75.30722LONGITUDED:
40.11417LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
215WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5626NLOCALWELLN:Not ReportedWELLID:

M32
East
1/2 - 1 Mile
Lower

PA1000000045050PA WELLS

09/01/1915 00:00:00Date Ownership:
PITTSBURG SCREW AND BOLTOwner:

Owner Information:

UNUSEDWater Use:
OBSERVATIONSite Use:

Water Use Information:
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-75.32083LONGITUDED:
40.10056LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
WELL OWNERSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:
02040203HYDROLOGIC:
10ACCURACYOF:
INTERPOLATED FROM TOPOGRAPHIC MAPELEVMETHOD:
60ELEVATION:
80WELLDEPTH:
VALLEY FLATTOPOGRAPHY:
377LDGRAAPG:
MONTGOMERYCOUNTY:

MG    43LOCALWELLN:400602075191501WELLID:

N34
South
1/2 - 1 Mile
Lower

PA1000000043184PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:PLYMOUTHMunicipality:
SANDSTONELithology:200Water Bearing Zone 3:
190Water Bearing Zone 2:155Water Bearing Zone 1:
512Driller:87Bedrock:
Not ReportedTest Time:Not ReportedDrawdown:
EYield Measurement Method:15Yield (gpm):
62Production WL:Not ReportedStatic Water Level:
7-88Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):96Casing 1:
OPEN HOLEFinish:215Well Depth:
WITHDRAWALSite Usage:DOMESTICWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
751826Longitude:400651Latitude:
MONTGOMERYCountyHARVARD BULDNGOwner’s Name:

5626NWell ID:

M33
East
1/2 - 1 Mile
Lower

SPAW0124997PA WELLS

Not ReportedDate Ownership:
HARVARD BULDNG ASSOOwner:

Owner Information:

DOMESTICWater Use:
WITHDRAWALSite Use:

Water Use Information:
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0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:ownerSource of depth data:
Not ReportedHole depth:80Well depth:

LEDGER FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
19350101Date construction:Ground-water other than SpringSite type:

Valley flatTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:60Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.32046042Dec lon:
40.10066456Dec lat:0751915Longitude:

400602Latitude:
MG    43Site name:

400602075191501Site no:USGSAgency cd:

N35
South
1/2 - 1 Mile
Lower

USGS2167058FED USGS

01/01/1935 00:00:00Date Ownership:
W A CASE & SON MFGOwner:

Owner Information:

UNUSEDWater Use:
DESTROYEDSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
UNKNOWNLithology:
377LDGRA A P G:

Geohydrologic Information:

UNKNOWNCasing:
6Casing Diameter:Not ReportedBottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
CABLE TOOLMethod Cons:
WELL OWNERSource Cons Data:
1Driller:
Not ReportedConstruction Date:

Construction Information:

Not ReportedAgency Use Date:
IAgency Use of Site:

Agency Use Section:

27441PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
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Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
UNKNOWNLithology:
377LDGRA A P G:

Geohydrologic Information:

OPEN HOLEFinish:
OTHER/UNKNOWNMethod Cons:
OTHER/UNKNOWN/UNSPECIFIEDSource Cons Data:
1Driller:
Not ReportedConstruction Date:

Construction Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

27440PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.32444LONGITUDED:
40.10028LATITUDEDD:
UPPER MERION TWP.MUNICIPALITY:
OTHER/UNKNOWN/UNSPECIFIEDSOURCE DEPTH DATA:
FIELD CHECKED BY REPORTING AGENCY (PaDAg pest. survey)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:
02040203HYDROLOGIC:
5ACCURACYOF:
INTERPOLATED FROM TOPOGRAPHIC MAPELEVMETHOD:
60ELEVATION:
200WELLDEPTH:
VALLEY FLATTOPOGRAPHY:
377LDGRAAPG:
MONTGOMERYCOUNTY:

MG   985LOCALWELLN:400601075192801WELLID:

O36
South
1/2 - 1 Mile
Lower

PA1000000043140PA WELLS

1952-04-09 12.39

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

1Ground water data count:
1952-04-09Ground water data end date:Ground water data begin date: 1952-04-09
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
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P38
NNW
1/2 - 1 Mile
Lower

PA1000000046628PA WELLS

1983-09-16 35.02

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

1Ground water data count:
1983-09-16Ground water data end date:Ground water data begin date: 1983-09-16
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:Not ReportedSource of depth data:
Not ReportedHole depth:200Well depth:

LEDGER FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
Not ReportedDate construction:Ground-water other than SpringSite type:

Valley flatTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:5Altitude accuracy:
MAltitude method:60Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.32407175Dec lon:
40.10038672Dec lat:0751928Longitude:

400601Latitude:
MG   985Site name:

400601075192801Site no:USGSAgency cd:

O37
South
1/2 - 1 Mile
Lower

USGS2167052FED USGS

11/14/1979 00:00:00Date Ownership:
BEAROFF AUTO PARTSOwner:

Owner Information:

COMMERCIALWater Use:
WITHDRAWALSite Use:

Water Use Information:
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P39
NNW
1/2 - 1 Mile
Lower

SPAW0119885PA WELLS

Not ReportedDate Ownership:
EXXONOwner:

Owner Information:

Not ReportedWater Use:
MINESite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SHLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
4Casing Diameter:30Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
188Driller:
08/01/1991 00:00:00Construction Date:

Construction Information:

164417PAGWIS ID:
Not ReportedDATEDRILLE:
20DEPTHTOBED:
-75.33139LONGITUDED:
40.12528LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
LANSDALEQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
40WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5512NLOCALWELLN:Not ReportedWELLID:
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OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
188Driller:
08/01/1991 00:00:00Construction Date:

Construction Information:

164418PAGWIS ID:
Not ReportedDATEDRILLE:
16DEPTHTOBED:
-75.33167LONGITUDED:
40.12528LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
LANSDALEQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
30WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5513NLOCALWELLN:Not ReportedWELLID:

P40
NNW
1/2 - 1 Mile
Lower

PA1000000046627PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SHALELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:37Water Bearing Zone 1:
188Driller:20Bedrock:
0.5Test Time:19Drawdown:
VYield Measurement Method:0.5Yield (gpm):
40Production WL:21Static Water Level:
8-91Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
4Casing1 Diameter(inches):30Casing 1:
OPEN HOLEFinish:40Well Depth:
MONITORINGSite Usage:Not ReportedWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTELANSDALEQuadrangle:
751953Longitude:400731Latitude:
MONTGOMERYCountyEXXONOwner’s Name:

5512NWell ID:
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02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
40WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5514NLOCALWELLN:Not ReportedWELLID:

P42
NNW
1/2 - 1 Mile
Lower

PA1000000046676PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:27Water Bearing Zone 1:
188Driller:16Bedrock:
0.5Test Time:9Drawdown:
VYield Measurement Method:0.5Yield (gpm):
30Production WL:21Static Water Level:
8-91Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
5Casing1 Diameter(inches):25Casing 1:
OPEN HOLEFinish:30Well Depth:
MONITORINGSite Usage:Not ReportedWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTELANSDALEQuadrangle:
751954Longitude:400731Latitude:
MONTGOMERYCountyEXXONOwner’s Name:

5513NWell ID:

P41
NNW
1/2 - 1 Mile
Lower

SPAW0119886PA WELLS

Not ReportedDate Ownership:
EXXONOwner:

Owner Information:

Not ReportedWater Use:
MINESite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
5Casing Diameter:25Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:
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Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
5Casing1 Diameter(inches):35Casing 1:
OPEN HOLEFinish:40Well Depth:
MONITORINGSite Usage:Not ReportedWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTELANSDALEQuadrangle:
751953Longitude:400732Latitude:
MONTGOMERYCountyEXXONOwner’s Name:

5514NWell ID:

P43
NNW
1/2 - 1 Mile
Lower

SPAW0119887PA WELLS

Not ReportedDate Ownership:
EXXONOwner:

Owner Information:

Not ReportedWater Use:
MINESite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
5Casing Diameter:35Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
188Driller:
08/01/1991 00:00:00Construction Date:

Construction Information:

164419PAGWIS ID:
Not ReportedDATEDRILLE:
15DEPTHTOBED:
-75.33139LONGITUDED:
40.12556LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
LANSDALEQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
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Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
5Casing Diameter:35Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
188Driller:
08/01/1991 00:00:00Construction Date:

Construction Information:

164420PAGWIS ID:
Not ReportedDATEDRILLE:
17DEPTHTOBED:
-75.33167LONGITUDED:
40.12556LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
LANSDALEQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
40WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5515NLOCALWELLN:Not ReportedWELLID:

P44
NNW
1/2 - 1 Mile
Lower

PA1000000046675PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:36Water Bearing Zone 1:
188Driller:15Bedrock:
0.5Test Time:13Drawdown:
VYield Measurement Method:0.5Yield (gpm):
40Production WL:27Static Water Level:
8-91Date Drilled:Not ReportedGrouted:
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-75.30722LONGITUDED:
40.1175LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
160WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

5611NLOCALWELLN:Not ReportedWELLID:

Q46
ENE
1/2 - 1 Mile
Higher

PA1000000045535PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:37Water Bearing Zone 1:
188Driller:17Bedrock:
0.5Test Time:20Drawdown:
VYield Measurement Method:0.5Yield (gpm):
40Production WL:19Static Water Level:
8-91Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
5Casing1 Diameter(inches):35Casing 1:
OPEN HOLEFinish:40Well Depth:
MONITORINGSite Usage:Not ReportedWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTELANSDALEQuadrangle:
751954Longitude:400732Latitude:
MONTGOMERYCountyEXXONOwner’s Name:

5515NWell ID:

P45
NNW
1/2 - 1 Mile
Lower

SPAW0119888PA WELLS

Not ReportedDate Ownership:
EXXONOwner:

Owner Information:

Not ReportedWater Use:
MINESite Use:

Water Use Information:
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0000-00-00Peak flow data end date:0000-00-00Peak flow data begin date:
0Daily flow data count:0000-00-00Daily flow data end date:
0000-00-00Daily flow data begin date:0Real time data flag:
Not ReportedProject number:drillerSource of depth data:
Not ReportedHole depth:50Well depth:

ELBROOK FORMATIONAquifer:
Not ReportedAquifer Type:
Single well, other than collector or Ranney typeType of ground water site:
YLocal standard time flag:

ESTMean greenwich time offset:Not ReportedDate inventoried:
Not ReportedDate construction:Ground-water other than SpringSite type:

Valley flatTopographic:
Schuylkill. Pennsylvania. Area = 1900 sq.mi.Hydrologic:

NGVD29Altitude datum:10Altitude accuracy:
MAltitude method:63Altitude:
24000Map scale:NORRISTOWNLocation map:
Not ReportedLand net:USCountry:
091County:42State:
42District:NAD83Dec latlong datum:
NAD27Latlong datum:SCoor accr:
MCoor meth:-75.32073825Dec lon:
40.10010901Dec lat:0751916Longitude:

400600Latitude:
MG   835Site name:

400600075191601Site no:USGSAgency cd:

N47
South
1/2 - 1 Mile
Lower

USGS2167043FED USGS

Not ReportedDate Ownership:
DESANTO BOBBYOwner:

Owner Information:

DOMESTICWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:55Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
982Driller:
12/01/1990 00:00:00Construction Date:

Construction Information:

169513PAGWIS ID:
Not ReportedDATEDRILLE:
25DEPTHTOBED:
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UNKNOWNCasing:
8Casing Diameter:2Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

UNKNOWNFinish:
OTHER/UNKNOWNMethod Cons:
DRILLER’S RECORDSource Cons Data:
0514Driller:
Not ReportedConstruction Date:

Construction Information:

Not ReportedAgency Use Date:
OBSERVATIONAgency Use of Site:

Agency Use Section:

27437PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.32111LONGITUDED:
40.1LATITUDEDD:
PLYMOUTH TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
NOT FLD CHECKED, RPRTING AGENCY CONSIDERS IT OK (DEP WSM, WWI web)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 SECONDLATLONGACCURACY:
02040203HYDROLOGIC:
10ACCURACYOF:
INTERPOLATED FROM TOPOGRAPHIC MAPELEVMETHOD:
60ELEVATION:
50WELLDEPTH:
VALLEY FLATTOPOGRAPHY:
371ELBKAAPG:
MONTGOMERYCOUNTY:

MG   835LOCALWELLN:400600075191601WELLID:

N48
South
1/2 - 1 Mile
Lower

PA1000000043081PA WELLS

1951-04-09 3.00

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

1Ground water data count:
1951-04-09Ground water data end date:Ground water data begin date: 1951-04-09
0Water quality data count:0000-00-00Water quality data end date:
0000-00-00Water quality data begin date:0Peak flow data count:
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Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
4Casing1 Diameter(inches):7Casing 1:
OPEN HOLEFinish:17Well Depth:
MONITORINGSite Usage:Not ReportedWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
752032Longitude:400653Latitude:
MONTGOMERYCountyHESSOwner’s Name:

7164NWell ID:

R50
West
1/2 - 1 Mile
Lower

SPAW0119890PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:PLYMOUTHMunicipality:
SANDSTONELithology:155Water Bearing Zone 3:
130Water Bearing Zone 2:100Water Bearing Zone 1:
982Driller:25Bedrock:
0.75Test Time:Not ReportedDrawdown:
EYield Measurement Method:15Yield (gpm):
160Production WL:30Static Water Level:
12-90Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):55Casing 1:
OPEN HOLEFinish:160Well Depth:
WITHDRAWALSite Usage:DOMESTICWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
751826Longitude:400703Latitude:
MONTGOMERYCountyDESANTO BOBBYOwner’s Name:

5611NWell ID:

Q49
ENE
1/2 - 1 Mile
Higher

SPAW0124982PA WELLS

04/09/1951 00:00:00Date Ownership:
P F LAUMER BROSOwner:

Owner Information:

INDUSTRIALWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
UNKNOWNLithology:
371ELBKA A P G:

Geohydrologic Information:

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®



TC01714247.212r   Page A-48

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
4Casing Diameter:7Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
1773Driller:
04/01/1992 00:00:00Construction Date:

Construction Information:

164422PAGWIS ID:
Not ReportedDATEDRILLE:
0DEPTHTOBED:
-75.34222LONGITUDED:
40.11472LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
17WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

7164NLOCALWELLN:Not ReportedWELLID:

R51
West
1/2 - 1 Mile
Lower

PA1000000045136PA WELLS

STOCKTON FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:Not ReportedWater Bearing Zone 1:
1773Driller:Not ReportedBedrock:
Not ReportedTest Time:Not ReportedDrawdown:
BYield Measurement Method:2Yield (gpm):
Not ReportedProduction WL:8Static Water Level:
4-92Date Drilled:Not ReportedGrouted:
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-75.34222LONGITUDED:
40.115LATITUDEDD:
NORRISTOWN BOROMUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
NORRISTOWNQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
02040203HYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
17WELLDEPTH:
HILLSIDETOPOGRAPHY:
231BRCKAAPG:
MONTGOMERYCOUNTY:

7163NLOCALWELLN:Not ReportedWELLID:

R53
West
1/2 - 1 Mile
Lower

PA1000000045175PA WELLS

BRUNSWICK FORMATIONAquifer:
Not ReportedRemark:NORRISTOWNMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:Not ReportedWater Bearing Zone 1:
1773Driller:8Bedrock:
1Test Time:Not ReportedDrawdown:
BYield Measurement Method:0.5Yield (gpm):
Not ReportedProduction WL:8Static Water Level:
4-92Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
4Casing1 Diameter(inches):7Casing 1:
OPEN HOLEFinish:17Well Depth:
MONITORINGSite Usage:Not ReportedWater Usage:
HILLSIDETopographic Setting:02040203Hydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTENORRISTOWNQuadrangle:
752032Longitude:400654Latitude:
MONTGOMERYCountyHESSOwner’s Name:

7163NWell ID:

R52
West
1/2 - 1 Mile
Lower

SPAW0119889PA WELLS

Not ReportedDate Ownership:
HESSOwner:

Owner Information:

Not ReportedWater Use:
MINESite Use:

Water Use Information:
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STOCKTON FORMATIONAquifer:
1743Remark:EAST NORRITONMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
100Water Bearing Zone 2:85Water Bearing Zone 1:
0512Driller:30Bedrock:
Not ReportedTest Time:Not ReportedDrawdown:
Not ReportedYield Measurement Method:15Yield (gpm):
Not ReportedProduction WL:30Static Water Level:
00-00-00Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):40Casing 1:
OPEN HOLEFinish:116Well Depth:
WITHDRAWALSite Usage:DOMESTICWater Usage:
HILLSIDETopographic Setting:Not ReportedHydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTELANSDALEQuadrangle:
751912Longitude:400738Latitude:
MONTGOMERYCountyMONTCO REDVLMNTOwner’s Name:

X 1993Well ID:

S54
NNE
1/2 - 1 Mile
Lower

SPAW0121340PA WELLS

Not ReportedDate Ownership:
HESSOwner:

Owner Information:

Not ReportedWater Use:
MINESite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231BRCKA A P G:

Geohydrologic Information:

Not ReportedCasing:
4Casing Diameter:7Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
1773Driller:
04/01/1992 00:00:00Construction Date:

Construction Information:

164421PAGWIS ID:
Not ReportedDATEDRILLE:
8DEPTHTOBED:
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Not ReportedDate Ownership:
MONTCO REDVLMNTOwner:

Owner Information:

DOMESTICWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:40Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
0512Driller:
Not ReportedConstruction Date:

Construction Information:

165872PAGWIS ID:
Not ReportedDATEDRILLE:
30DEPTHTOBED:
-75.32LONGITUDED:
40.12722LATITUDEDD:
EAST NORRITON TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
LANSDALEQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
Not ReportedHYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
116WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

X 1993LOCALWELLN:Not ReportedWELLID:

S55
NNE
1/2 - 1 Mile
Lower

PA1000000046870PA WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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165873PAGWIS ID:
Not ReportedDATEDRILLE:
12DEPTHTOBED:
-75.31944LONGITUDED:
40.12722LATITUDEDD:
EAST NORRITON TWP.MUNICIPALITY:
DRILLER’S RECORDSOURCE DEPTH DATA:
LOCATION MAY NOT BE ACCURATE (WWI paper)DATARELIABILITY:

Not ReportedDATEUPDATE:Not ReportedDATECREATE:
WELLTYPEOFSITE:
LANSDALEQUAD:
ACCURATE TO +1 MINUTELATLONGACCURACY:
Not ReportedHYDROLOGIC:
Not ReportedACCURACYOF:
Not ReportedELEVMETHOD:
0ELEVATION:
95WELLDEPTH:
HILLSIDETOPOGRAPHY:
231SCKNAAPG:
MONTGOMERYCOUNTY:

X 1994LOCALWELLN:Not ReportedWELLID:

S57
NNE
1/2 - 1 Mile
Lower

PA1000000046871PA WELLS

STOCKTON FORMATIONAquifer:
1743Remark:EAST NORRITONMunicipality:
SANDSTONELithology:Not ReportedWater Bearing Zone 3:
Not ReportedWater Bearing Zone 2:92Water Bearing Zone 1:
0512Driller:12Bedrock:
Not ReportedTest Time:Not ReportedDrawdown:
Not ReportedYield Measurement Method:6Yield (gpm):
Not ReportedProduction WL:45Static Water Level:
00-00-00Date Drilled:Not ReportedGrouted:
Not ReportedCasing2 Diameter(inches):Not ReportedCasing2:
6Casing1 Diameter(inches):30Casing 1:
OPEN HOLEFinish:95Well Depth:
WITHDRAWALSite Usage:DOMESTICWater Usage:
HILLSIDETopographic Setting:Not ReportedHydrologic Unit:

Lat/Long Accuracy:   ACCURATE TO +1 MINUTELANSDALEQuadrangle:
751910Longitude:400738Latitude:
MONTGOMERYCountySHOCKLEY GERALDOwner’s Name:

X 1994Well ID:

S56
NNE
1/2 - 1 Mile
Lower

SPAW0121341PA WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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Not ReportedDate Ownership:
SHOCKLEY GERALDOwner:

Owner Information:

DOMESTICWater Use:
WITHDRAWALSite Use:

Water Use Information:

Not ReportedBottom Of Interval:Not ReportedTop Of Interval:
PRIMARYContributing Unit:
SSLithology:
231SCKNA A P G:

Geohydrologic Information:

Not ReportedCasing:
6Casing Diameter:30Bottom Of Casing:
Not ReportedCasing Wall Thickness:0Top Of Casing:

Casing Information:

OPEN HOLEFinish:
Not ReportedMethod Cons:
DRILLER’S RECORDSource Cons Data:
0512Driller:
Not ReportedConstruction Date:

Construction Information:

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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             : Zone 3 indoor average level < 2 pCi/L.
             : Zone 2 indoor average level >= 2 pCi/L and <= 4 pCi/L.
     Note: Zone 1 indoor average level > 4 pCi/L.

Federal EPA Radon Zone for MONTGOMERY County:  1 

2 (0.24%)4 (0.48%)17 (2.03%)48 (5.73%)103 (12.31%)663 (79.21%)

 >100 50-100 20-50 10-20 4-10 <4
pCi/LpCi/LpCi/LpCi/LpCi/LpCi/L

Minimum Radon Level: 0.3 pCi/L.
Maximum Radon Level: 113.5 pCi/L.

Number of sites tested: 837.

EPA Region 3 Statistical Summary Readings for Zip Code: 19401

3.348.60135119401

____________________________________
Avg pCi/LMax pCi/LMin pCi/LTotal SitesZip

Test Result Statistics                                                                             

State Database: PA Radon                                                                           

AREA RADON INFORMATION

GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS
RADON

®



TOPOGRAPHIC INFORMATION

USGS 7.5’ Digital Elevation Model (DEM)
Source: United States Geologic Survey
EDR acquired the USGS 7.5’ Digital Elevation Model in 2002 and updated it in 2006. The 7.5 minute DEM corresponds
to the USGS 1:24,000- and 1:25,000-scale topographic quadrangle maps. The DEM provides elevation data
with consistent elevation units and projection.

Scanned Digital USGS 7.5’ Topographic Map (DRG)
Source: United States Geologic Survey
A digital raster graphic (DRG) is a scanned image of a U.S. Geological Survey topographic map. The map images
are made by scanning published paper maps on high-resolution scanners. The raster image
is georeferenced and fit to the Universal Transverse Mercator (UTM) projection.

HYDROLOGIC INFORMATION

Flood Zone Data: This data, available in select counties across the country, was obtained by EDR in 1999 from the Federal
Emergency Management Agency (FEMA).  Data depicts 100-year and 500-year flood zones as defined by FEMA.

NWI: National Wetlands Inventory.  This data, available in select counties across the country, was obtained by EDR
in 2002 and 2005 from the U.S. Fish and Wildlife Service.

HYDROGEOLOGIC INFORMATION

AQUIFLOW       Information SystemR

Source:  EDR proprietary database of groundwater flow information
EDR has developed the AQUIFLOW Information System (AIS) to provide data on the general direction of groundwater

flow at specific points. EDR has reviewed reports submitted to regulatory authorities at select sites and has
extracted the date of the report, hydrogeologically determined groundwater flow direction and depth to water table
information.

GEOLOGIC INFORMATION

Geologic Age and Rock Stratigraphic Unit
Source: P.G. Schruben, R.E. Arndt and W.J. Bawiec, Geology of the Conterminous U.S. at 1:2,500,000 Scale - A digital
representation of the 1974 P.B. King and H.M. Beikman Map, USGS Digital Data Series DDS - 11 (1994).

STATSGO: State Soil Geographic Database
Source:  Department of Agriculture, Natural Resources Conservation Services
The U.S. Department of Agriculture’s (USDA) Natural Resources Conservation Service (NRCS) leads the national
Conservation Soil Survey (NCSS) and is responsible for collecting, storing, maintaining and distributing soil
survey information for privately owned lands in the United States. A soil map in a soil survey is a representation
of soil patterns in a landscape. Soil maps for STATSGO are compiled by generalizing more detailed (SSURGO)
soil survey maps.

SSURGO: Soil Survey Geographic Database
Source:  Department of Agriculture, Natural Resources Conservation Services (NRCS)
Telephone:  800-672-5559
SSURGO is the most detailed level of mapping done by the Natural Resources Conservation Services, mapping
scales generally range from 1:12,000 to 1:63,360. Field mapping methods using national standards are used to
construct the soil maps in the Soil Survey Geographic (SSURGO) database. SSURGO digitizing duplicates the
original soil survey maps. This level of mapping is designed for use by landowners, townships and county
natural resource planning and management.
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LOCAL / REGIONAL WATER AGENCY RECORDS

FEDERAL WATER WELLS

PWS: Public Water Systems
Source:  EPA/Office of Drinking Water
Telephone:  202-564-3750
Public Water System data from the Federal Reporting Data System.  A PWS is any water system which provides water to at

least 25 people for at least 60 days annually.  PWSs provide water from wells, rivers and other sources.

PWS ENF: Public Water Systems Violation and Enforcement Data
Source:  EPA/Office of Drinking Water
Telephone:  202-564-3750
Violation and Enforcement data for Public Water Systems from the Safe Drinking Water Information System (SDWIS) after

August 1995.  Prior to August 1995, the data came from the Federal Reporting Data System (FRDS).

USGS Water Wells: USGS National Water Inventory System (NWIS)
This database contains descriptive information on sites where the USGS collects or has collected data on surface
water and/or groundwater. The groundwater data includes information on wells, springs, and other sources of groundwater.

STATE RECORDS

Pennsylvania Public Water Supply Wells
Source:  Pennsylvania Department of Environmental Resources Bureau of Water Supply
Telephone:  717-787-5017

Pennsylvania Groundwater Information System
Source:  Department of Conservation and Natural Resources
Telephone:  717-783-7258

OTHER STATE DATABASE INFORMATION

RADON

State Database: PA Radon  
Source: Department of Environmental Protection
Telephone: 717-783-3594
Radon Test Results Statistics by Zip Code

Area Radon Information
Source: USGS
Telephone:  703-356-4020
The National Radon Database has been developed by the U.S. Environmental Protection Agency
(USEPA) and is a compilation of the EPA/State Residential Radon Survey and the National Residential Radon Survey.
The study covers the years 1986 - 1992. Where necessary data has been supplemented by information collected at
private sources such as universities and research institutions.

EPA Radon Zones
Source:  EPA
Telephone:  703-356-4020
Sections 307 & 309 of IRAA directed EPA to list and identify areas of U.S. with the potential for elevated indoor
radon levels.

EPA Region 3 Statistical Summary Readings
Source:  Region 3 EPA
Telephone:  215-814-2082
Radon readings for Delaware, D.C., Maryland, Pennsylvania, Virginia and West Virginia.
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OTHER

Airport Landing Facilities: Private and public use landing facilities
Source:  Federal Aviation Administration, 800-457-6656

Epicenters: World earthquake epicenters, Richter 5 or greater
Source:  Department of Commerce, National Oceanic and Atmospheric Administration

STREET AND ADDRESS INFORMATION

© 2006 Tele Atlas North America, Inc. All rights reserved.  This material is proprietary and the subject of copyright protection
and other intellectual property rights owned by or licensed to Tele Atlas North America, Inc.  The use of this material is subject
to the terms of a license agreement.  You will be held liable for any unauthorized copying or disclosure of this material.
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Fax To: CH2M Hill Fax From: Bart Sobieralski
Contact: Mary Beth Jacques EDR
Fax : 404-229-9152 Phone: 1-800-352-0050
Date: 07/13/2006

EDR PUR-IQ  Report
®

"the intelligent way to conduct historical research"

for
1LT Ray S. Musselman Memorial USARC

1020 SANDY HILL ROAD
NORRISTOWN, PA 19401

Lat./Long.  40.11350 / 75.32370
EDR Inquiry #  01714247.212r

The EDR PUR-IQ report facilitates historical research planning required to complete the Phase I ESA
process. The report identifies the likelihood of prior use coverage by searching proprietary EDR-Prior Use Reports®

comprising nationwide information on: city directories, fire insurance maps, aerial photographs,
historical topographic maps, flood maps and National Wetland Inventory maps.

     Potential for EDR Historical (Prior Use) Coverage - Coverage in the following historical
      information sources may be used as a guide to develop your historical research strategy:

1. City Directory: Coverage exists for portions of NORRISTOWN, PA for 1923-1957,
1963-1977

2. Fire Insurance Map: When you order online any EDR Package or the EDR Radius Map with
EDR Sanborn Map Search/Print, you receive site specific Sanborn
Map coverage information at no charge.

3. Aerial Photograph: Coverage exists for portions of Montgomery County for 1942, 1958,
1969, 1971, 1987, 1992 Shipping time 3-5 business days.

4. Topographic Map: The USGS 7.5 min. quad topo sheet(s) associated with this site:

Historical:      Coverage exists for Montgomery County

Current:         Target Property: TP | 1992 | 40075-A3 Norristown, PA

     Additional required for 1 Mile radius: N | 1992 | 40075-B3 Lansdale, PA

EDR’s network of professional researchers, located throughout the United States, accesses the
most extensive national collections of city directory, fire insurance maps, aerial photographs and
historical topographic map resources available for NORRISTOWN, PA. These collections may be located
in multiple libraries throughout the country. To ensure maximum coverage, EDR will often assign
researchers at these multiple locations on your behalf. Please call or fax your EDR representative
to authorize a search.



EDR - HISTORICAL SOURCE(S) ORDER FORM
CH2M Hill

Mary Beth Jacques
Account # 1592163

1LT Ray S. Musselman Memorial USARC
1020 SANDY HILL ROAD
NORRISTOWN, PA 19401

Montgomery County
Lat./Long.  40.11350 / 75.32370
EDR Inquiry #  01714247.212r

Should you wish to change or add to your order, fax this form to your EDR account executive:

Bart Sobieralski
Ph: 1-800-352-0050    Fax: 1-800-231-6802

Reports

___ EDR Sanborn Map   Search/Print®

___ EDR Fire Insurance Map Abstract

___ EDR Multi-Tenant Retail Facility   Report®

___ EDR City Directory Abstract

___ EDR Aerial Photo Decade Package

___ USGS Aerial 5 Package

___ USGS Aerial 3 Package

___ EDR Historical Topographic Maps

___ Paper Current USGS Topo (7.5 min.)

___ Environmental Lien Search

___ Chain of Title Search

___ NJ MacRaes Industrial Directory Report

___ EDR Telephone Interview

Shipping:

___ Email 
RUSH SERVICE IS AVAILABLE___ Express, Next Day Delivery

___ Express, Second Day Delivery
Acct # ________________Customer Account___ Express, Next day Delivery
Acct # ________________Customer Account___ Express, Second Day Delivery

___ U.S. Mail

Thank you
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